
STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

  
APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NUMBER

Cane Creek Unit #18-1 

2. TYPE OF WORK

DRILL NEW WELL     REENTER P&A WELL     DEEPEN WELL  
3. FIELD OR WILDCAT

BIG FLAT  

4. TYPE OF WELL
Oil Well             Coalbed Methane Well: NO 

5. UNIT or COMMUNITIZATION AGREEMENT NAME
CANE CREEK  

6. NAME OF OPERATOR
FIDELITY E&P COMPANY 

7. OPERATOR PHONE
303 893-3133 

8. ADDRESS OF OPERATOR
2585 Heartland Drive, Sheridan, WY, 82801 

9. OPERATOR E-MAIL
marv.rygh@fidelityepco.com 

10. MINERAL LEASE NUMBER
(FEDERAL, INDIAN, OR STATE)

UTU-53626 

11. MINERAL OWNERSHIP

FEDERAL    INDIAN    STATE    FEE  
12. SURFACE OWNERSHIP

FEDERAL    INDIAN    STATE    FEE  

13. NAME OF SURFACE OWNER (if box 12 = 'fee')
  

14. SURFACE OWNER PHONE (if box 12 = 'fee')
 

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee')
 

16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
 

17. INDIAN ALLOTTEE OR TRIBE NAME
(if box 12 = 'INDIAN')

 

18. INTEND TO COMMINGLE PRODUCTION FROM
MULTIPLE FORMATIONS

YES  (Submit Commingling Application)    NO  

19. SLANT
  

VERTICAL   DIRECTIONAL   HORIZONTAL  

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 721 FNL   766 FEL NENE 18 26.0 S 20.0 E S 

Top of Uppermost Producing Zone 721 FNL   766 FEL NENE 18 26.0 S 20.0 E S 

At Total Depth 721 FNL   766 FEL NENE 18 26.0 S 20.0 E S 

21. COUNTY
GRAND  

22. DISTANCE TO NEAREST LEASE LINE (Feet)
766 

23. NUMBER OF ACRES IN DRILLING UNIT
1951 

 
 

25. DISTANCE TO NEAREST WELL IN SAME POOL
(Applied For Drilling or Completed)

0 

26. PROPOSED DEPTH
MD: 7800     TVD: 7800 

27. ELEVATION - GROUND LEVEL

5996 

28. BOND NUMBER

CO-1395 

29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

Municipal  

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

 Cond  26  20  0 - 60  94.0   J-55 ST&C  15.0  Class G  81  1.17  15.0

 Surf  17.5  13.375  0 - 1500  54.5   J-55 ST&C  13.5  Type II  200  3.48  11.0

        Type II  193  1.8  13.5

 I1  12.25  9.625  0 - 4404  40.0   HCN-80 LT&C  15.8  Halliburton Light , Type Unknown  305  2.16  12.5

        Halliburton Premium , Type Unknown  255  1.23  15.8

 Prod  8.75  7  0 - 4404  29.0   N-80 LT&C  16.5  Halliburton Premium , Type Unknown  416  1.3  16.5

    4404 - 7800  35.0   P-110 LT&C  16.5  None    

ATTACHMENTS
 

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES
 

 WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER  COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY

DRILLED)

TOPOGRAPHICAL MAP

NAME Stephanie Masters TITLE Operations Tech PHONE 307 675-4924 

SIGNATURE DATE 05/03/2011 EMAIL Stephanie.Masters@fidelityepco.com 

API NUMBER ASSIGNED

    43019500120000

    
Permit Manager 

APPROVAL

FORM 3

AMENDED REPORT

API Well Number: 43019500120000

FORM 3
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anCdanNeUCMeeEkRUnit
#18-1

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILL NEW WELL I REENTER P&A WELL DEEPEN WELL I BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITY E&P COMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORUA53E626

FEDERAL I INDIAN I STATE FEE FEDERAL INDIAN STATEI FEEl

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN') MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL I

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 721 FNL 766 FEL NENE 18 26.0 S 20.0 E S

Top of Uppermost Producing Zone 721 FNL 766 FEL NENE 18 26.0 S 20.0 E S

At Total Depth 721 FNL 766 FEL NENE 18 26.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 766 1951

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 7800 TVD: 7800

0

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5996 CO-1395 Municipal

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 20 0 - 60 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

17.5 13.375 0 - 1500 54.5 J-55 ST&C 13.5 Type II 200 3.48 11.0

Type II 193 1.8 13.5

12.25 9.625 0 - 4404 40.0 HCN-80 LT&C 15.8 Hallibudon Light , Type Unknown 305 2.16 12.5

Hallibudon Premium , Type Unknown 255 1.23 15.8

8.75 7 0 - 4404 29.0 N-80 LT&C 16.5 Hallibudon Premium , Type Unknown 416 1.3 16.5

4404 - 7800 35.0 P-110 LT&C 16.5 None

ATTACH MENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY TOPOGRAPHICAL MAP
DRILLED)

NAME Stephanie Masters TITLE Operations Tech PHONE 307 675-4924

SIGNATURE DATE 05/03/2011 EMAIL Stephanie.Masters@fidelityepco.com

API NUMBER ASSIGNED APPROVAL
43019500120000 I

Permit

API Well Number: 43019500120000

FORM 3
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anCdanNeUCMeeEkRUnit
#18-1

2. TYPE OF WORK

DRILL NEW WELLI REENTER P&A WELL DEEPEN WELL I
3. FIELD OR WILDCAT

BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITY E&P COMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORA53E626 FEDERAL I INDIAN I STATE FEE FEDERAL INDIAN STATEI FEEl

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN')
MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL I

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 721 FNL 766 FEL NENE 18 26.0 S 20.0 E S

Top of Uppermost Producing Zone 721 FNL 766 FEL NENE 18 26.0 S 20.0 E S

At Total Depth 721 FNL 766 FEL NENE 18 26.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 766 1951

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH(Applied For Drilling or Completed) MD: 7800 TVD: 7800
0

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5996 CO-1395 Municipal

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 20 0 - 60 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

17.5 13.375 0 - 1500 54.5 J-55 ST&C 13.5 Type II 200 3.48 11.0

Type II 193 1.8 13.5

12.25 9.625 0 - 4404 40.0 HCN-80 LT&C 15.8 Halliburton Light , Type Unknown 305 2.16 12.5

Halliburton Premium , Type Unknown 255 1.23 15.8

8.75 7 0 - 4404 29.0 N-80 LT&C 16.5 Halliburton Premium , Type Unknown 416 1.3 16.5

4404 - 7800 35.0 P-110 LT&C 16.5 None

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY TOPOGRAPHICAL MAP

DRILLED)

NAME Stephanie Masters TITLE Operations Tech PHONE 307 675-4924

SIGNATURE DATE 05/03/2011 EMAIL Stephanie.Masters@fidelityepco.com

API NUMBER ASSIGNED APPROVAL

43019500120000 I

Permit

API Well Number: 43019500120000

FORM 3
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anCdanNeUCMeeEkRUnit
#18-1

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILL NEW WELL I REENTER P&A WELL DEEPEN WELL I BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITY E&P COMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORUA53E626

FEDERAL I INDIAN I STATE FEE FEDERAL INDIAN STATEI FEEl

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN') MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL I

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 721 FNL 766 FEL NENE 18 26.0 S 20.0 E S

Top of Uppermost Producing Zone 721 FNL 766 FEL NENE 18 26.0 S 20.0 E S

At Total Depth 721 FNL 766 FEL NENE 18 26.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 766 1951

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 7800 TVD: 7800

0

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5996 CO-1395 Municipal

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 20 0 - 60 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

17.5 13.375 0 - 1500 54.5 J-55 ST&C 13.5 Type II 200 3.48 11.0

Type II 193 1.8 13.5

12.25 9.625 0 - 4404 40.0 HCN-80 LT&C 15.8 Hallibudon Light , Type Unknown 305 2.16 12.5

Hallibudon Premium , Type Unknown 255 1.23 15.8

8.75 7 0 - 4404 29.0 N-80 LT&C 16.5 Hallibudon Premium , Type Unknown 416 1.3 16.5

4404 - 7800 35.0 P-110 LT&C 16.5 None

ATTACH MENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY TOPOGRAPHICAL MAP
DRILLED)

NAME Stephanie Masters TITLE Operations Tech PHONE 307 675-4924

SIGNATURE DATE 05/03/2011 EMAIL Stephanie.Masters@fidelityepco.com

API NUMBER ASSIGNED APPROVAL
43019500120000 I

Permit

API Well Number: 43019500120000

FORM 3
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME anCdanNeUCMeeEkRUnit
#18-1

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILL NEW WELL I REENTER P&A WELL DEEPEN WELL I BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITY E&P COMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORUA53E626

FEDERAL I INDIAN I STATE FEE FEDERAL INDIAN STATEI FEEl

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN') MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL I

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 721 FNL 766 FEL NENE 18 26.0 S 20.0 E S

Top of Uppermost Producing Zone 721 FNL 766 FEL NENE 18 26.0 S 20.0 E S

At Total Depth 721 FNL 766 FEL NENE 18 26.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 766 1951

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 7800 TVD: 7800

0

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5996 CO-1395 Municipal

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 20 0 - 60 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

17.5 13.375 0 - 1500 54.5 J-55 ST&C 13.5 Type II 200 3.48 11.0

Type II 193 1.8 13.5

12.25 9.625 0 - 4404 40.0 HCN-80 LT&C 15.8 Hallibudon Light , Type Unknown 305 2.16 12.5

Hallibudon Premium , Type Unknown 255 1.23 15.8

8.75 7 0 - 4404 29.0 N-80 LT&C 16.5 Hallibudon Premium , Type Unknown 416 1.3 16.5

4404 - 7800 35.0 P-110 LT&C 16.5 None

ATTACH MENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY TOPOGRAPHICAL MAP
DRILLED)

NAME Stephanie Masters TITLE Operations Tech PHONE 307 675-4924

SIGNATURE DATE 05/03/2011 EMAIL Stephanie.Masters@fidelityepco.com

API NUMBER ASSIGNED APPROVAL
43019500120000 I

Permit



API Well Number: 43019500120000

ONSHOREORDERNO.1 QFIDENTIAL- T1GHTHOLE
FidelityExploration&ProductionCompany
CaneCreekUnit#18-1 Lease No.UTU-53626
721' FNLand766' FEL
NENESection18,T26S- R20E DRILLINGPROGRAM
GrandCounty,Utah Page 1

ONSHOREOIL&GASORDERNO.1
Approval of Operationson Onshore

Federal and IndianOiland Gas Leases

Allleaseand/orunitoperationswillbeconductedinsuchamannerthatfullcomplianceismadewithapplicable
laws,regulations(43CFR3100),OnshoreOilandGasOrderNo.1,andtheapprovedplanofoperations.The
operatorisfullyresponsiblefortheactionsofhissubcontractors.Acopyoftheseconditionswillbefumished
thefieldrepresentativeto insurecompliance.

1. ESTIMATEDTOPSOFALLGEOLOGICGROUPS,FORMATIONS,MEMBERS,ORZONES

Theestimatedtopsof importantgeologicmarkersare as follows:

Formation MeasuredDepth Subsea

WingateSand Surface ---

Chinle . 434' +5,587

Moenkopi . 781' +5,240'

Cutler 1,249' +4,772'

HonakerTrail 2,656' +3,365'

Paradox 3,985' +2,036'

CaneCreekShale 7,596' -1,575'

T.D. 7,800' -1,779'

2. ESTIMATEDDEPTHANDTHICKNESSOFOIL,GAS,WATER&OTHERMINERAL20NES

Theestimateddepthsatwhichthetopandbottomoftheanticipatedwater,oil,gas orothermineral
bearingformationsare expectedtobeencounteredare as follows:

Substance Formation . Depth Thickness

Brine 16Salt 4,181' 60'

Oil CaneCreek 7,596' 60' p 4

API Well Number: 43019500120000

ONSHOREORDERNO.1 QFIDENTIAL- T1GHTHOLE
FidelityExploration&ProductionCompany
CaneCreekUnit#18-1 Lease No.UTU-53626
721' FNLand766' FEL
NENESection18,T26S- R20E DRILLINGPROGRAM
GrandCounty,Utah Page 1

ONSHOREOIL&GASORDERNO.1
Approval of Operationson Onshore

Federal and IndianOiland Gas Leases

Allleaseand/orunitoperationswillbeconductedinsuchamannerthatfullcomplianceismadewithapplicable
laws,regulations(43CFR3100),OnshoreOilandGasOrderNo.1,andtheapprovedplanofoperations.The
operatorisfullyresponsiblefortheactionsofhissubcontractors.Acopyoftheseconditionswillbefumished
thefieldrepresentativeto insurecompliance.

1. ESTIMATEDTOPSOFALLGEOLOGICGROUPS,FORMATIONS,MEMBERS,ORZONES

Theestimatedtopsof importantgeologicmarkersare as follows:

Formation MeasuredDepth Subsea

WingateSand Surface ---

Chinle . 434' +5,587

Moenkopi . 781' +5,240'

Cutler 1,249' +4,772'

HonakerTrail 2,656' +3,365'

Paradox 3,985' +2,036'

CaneCreekShale 7,596' -1,575'

T.D. 7,800' -1,779'

2. ESTIMATEDDEPTHANDTHICKNESSOFOIL,GAS,WATER&OTHERMINERAL20NES

Theestimateddepthsatwhichthetopandbottomoftheanticipatedwater,oil,gas orothermineral
bearingformationsare expectedtobeencounteredare as follows:

Substance Formation . Depth Thickness

Brine 16Salt 4,181' 60'

Oil CaneCreek 7,596' 60' p 4

API Well Number: 43019500120000

ONSHOREORDERNO.1 QFIDENTIAL- T1GHTHOLE
FidelityExploration&ProductionCompany
CaneCreekUnit#18-1 Lease No.UTU-53626
721' FNLand766' FEL
NENESection18,T26S- R20E DRILLINGPROGRAM
GrandCounty,Utah Page 1

ONSHOREOIL&GASORDERNO.1
Approval of Operationson Onshore

Federal and IndianOiland Gas Leases

Allleaseand/orunitoperationswillbeconductedinsuchamannerthatfullcomplianceismadewithapplicable
laws,regulations(43CFR3100),OnshoreOilandGasOrderNo.1,andtheapprovedplanofoperations.The
operatorisfullyresponsiblefortheactionsofhissubcontractors.Acopyoftheseconditionswillbefumished
thefieldrepresentativeto insurecompliance.

1. ESTIMATEDTOPSOFALLGEOLOGICGROUPS,FORMATIONS,MEMBERS,ORZONES

Theestimatedtopsof importantgeologicmarkersare as follows:

Formation MeasuredDepth Subsea

WingateSand Surface ---

Chinle . 434' +5,587

Moenkopi . 781' +5,240'

Cutler 1,249' +4,772'

HonakerTrail 2,656' +3,365'

Paradox 3,985' +2,036'

CaneCreekShale 7,596' -1,575'

T.D. 7,800' -1,779'

2. ESTIMATEDDEPTHANDTHICKNESSOFOIL,GAS,WATER&OTHERMINERAL20NES

Theestimateddepthsatwhichthetopandbottomoftheanticipatedwater,oil,gas orothermineral
bearingformationsare expectedtobeencounteredare as follows:

Substance Formation . Depth Thickness

Brine 16Salt 4,181' 60'

Oil CaneCreek 7,596' 60' p 4

API Well Number: 43019500120000

ONSHOREORDERNO.1 QFIDENTIAL- T1GHTHOLE
FidelityExploration&ProductionCompany
CaneCreekUnit#18-1 Lease No.UTU-53626
721' FNLand766' FEL
NENESection18,T26S- R20E DRILLINGPROGRAM
GrandCounty,Utah Page 1

ONSHOREOIL&GASORDERNO.1
Approval of Operationson Onshore

Federal and IndianOiland Gas Leases

Allleaseand/orunitoperationswillbeconductedinsuchamannerthatfullcomplianceismadewithapplicable
laws,regulations(43CFR3100),OnshoreOilandGasOrderNo.1,andtheapprovedplanofoperations.The
operatorisfullyresponsiblefortheactionsofhissubcontractors.Acopyoftheseconditionswillbefumished
thefieldrepresentativeto insurecompliance.

1. ESTIMATEDTOPSOFALLGEOLOGICGROUPS,FORMATIONS,MEMBERS,ORZONES

Theestimatedtopsof importantgeologicmarkersare as follows:

Formation MeasuredDepth Subsea

WingateSand Surface ---

Chinle . 434' +5,587

Moenkopi . 781' +5,240'

Cutler 1,249' +4,772'

HonakerTrail 2,656' +3,365'

Paradox 3,985' +2,036'

CaneCreekShale 7,596' -1,575'

T.D. 7,800' -1,779'

2. ESTIMATEDDEPTHANDTHICKNESSOFOIL,GAS,WATER&OTHERMINERAL20NES

Theestimateddepthsatwhichthetopandbottomoftheanticipatedwater,oil,gas orothermineral
bearingformationsare expectedtobeencounteredare as follows:

Substance Formation . Depth Thickness

Brine 16Salt 4,181' 60'

Oil CaneCreek 7,596' 60' p 4



API Well Number: 43019500120000
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Allfreshwaterandprospectivelyvaluablemineralsencounteredduringdrilling,willbe recordedby
depthandwillbe cased and cemented. Whenpossible,waterflowrates willbe measuredand
sampleswillbetakenandanalyzedwiththeresultsbeingsubmittedtotheBLM.Alloilandgasshows
willbe testedtodeterrninecommercialpotential.

3. SPECIFICATIONSFORBLOWOUTPREVENTIONEQUIPMENTANDDIVERTERSYSTEMS

FidelityExploration&ProductionCompany'sminimumspecificationsforpressurecontrolequipment
are as follows:

RamType: 10,000psiw.p.
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TheBOPandrelatedequipmentshallmeettheminimumrequirementsofOnshoreOilandGasOrder
No.2forequipmentand testingrequirements,procedures,etc.,and individualcomponentsshallbe
operableas designed.Chartrecordersshallbe usedforallpressuretests.

Pressuretestsshallapplytoallrelatedwellcontrolequipment.

Alloftheabovedescribedtestsand/ordrillsshallbe recordedinthedrillinglog. Testcharts,with
individualtest results identified,shallbe maintainedon locationwhiledrillingand shallbe made
availabletoa BLMrepresentativeuponrequest.
Pressure testsshallapplytoallrelatedwellcontrolequipment

a. ThesizeandratingoftheBOPstackisshownontheattacheddiagram.Althougha righas
notbeenchosentodrillthiswell,mostoftheequipmentforthisdepthofholeinthearea use
a ß 0,000psiworkingpressureblowoutpreventor.

b. Achokelineanda killlinearetobe properlyinstalled.Thekilllineis nottobe used as a
fill-upline.

c. Theaccumulatorsysternshallhavea pressurecapacitytoprovideforrepeatedoperationof
hydraulicpreventers.

d. Drillstringsafetyvalve(s),tofitalltoolsinthedrillstring,aretobe maintainedontherigfloor
whiledrillingoperationsare inprogress.

4. PROPOSEDCASINGPROGRAM.

a. The proposedcasingand cementingprogramshallbe conductedas approvedtoprotect
and/orisolate allusable water zones, potentiallyproductivezones, lostcirculationzones,
abnormallypressuredzones, andanyprospectivelyvaluabledepositsof minerais.Any
isolatingmediumotherthancementshallreceiveapprovalpriortouse. Thecasingsetting
depthshallbe calculatedtopositionthecasing seatoppositea competentformationwhich
willcontainthe maximumpressure to whichit willbe exposed duringnormaldrilling
operations.Determinationofcasingsettingdepthshallbe based on allrelevantfactors,
including;presencelabsenceof hydrocarbons;fracturegradients;usable water zones;
formationpressures;lostcirculationzones;otherminerals;orotherunusualcharacteristics.
Allindicationsofusablewatershallbe reported.
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b. Casingcollarsshallhavea minimumclearanceof0,422 inchesofallsidesinthehole/casing
annulus,withrecognitionthatvariancescan be grantedforjustifiedexceptions,

c. Allwaitingoncementtimesshallbe adequatetoachievea minimumof 500 psicompressive
strengthat thecasingshoepriortodrillingout.

d. Allcasingexcepttheconductorcasing,shallbeneworreconditionedandtestedusedcasing
thatmeetsorexceedsAP1standardsfornewcasing.

e. Thesurfacecasingshallbe cementedbacktosurfaceeitherduringtheprimarycementjob
or byremedialcementing.

f. Allindicationsofusable watershall be reportedtotheauthorizedofficerpriortorunningthe
nextstringofcasingor beforepluggingordersarerequested,whicheveroccursfirst.

g. Threecentralizerswillbe runonthebottomthreejointsofsurfacecasingwitha minimumof
one centralizerperjointstartingwiththeshoejoint.

h. Topplugsshallbe usedtoreducecontaminationofcementbydisplacementfluid.Abottom
plugor otheracceptabletechnique,such as a suitablepreflushfluid,innerstringcement
method,etc. shallbe utilizedto help isolatethecementfromcontaminationbythemudfluid
beingdisplacedaheadofthecementslurry

i. Allcasing stringsbelowtheconductorshallbe pressuretestedto0.22 psiperfootofcasing
stringlengthor1500psi,whicheverisgreater,but nottoexceed70 percentoftheminimum
internalyield.Ifpressuredeclinesmorethan10percentin30 minutes,correctiveactionshall
be taken.

J. Onallexploratorjwells,andonthatportionofanywellapprovedfora 5MBOPEsystemor
greater,a pressureintegritytestofeach casingshoe shall be performed.Formationat the
shoe shallbe testedtoa minimumof themud weightequivalentanticipatedtocontrolthe
formationpressuretothenextcasingdepthor at totaldepthofthewell.Thistestshallbe
performedbeforedrillingmorethan20feetofnewhole.
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*k. Theproposedcasingprogramwillbe as follows:

Purpose Depth HoleSize O.D. Weight Grade Type New/Used

Conductor O'-60' 26" 20" --- --- --- New

Surface O'-1,500' 17-1/2" 13-3/8" 54.5# J-55 ST&C New

Intermediate O'- 4,404' 12-1/4" 9-5/8" 40# HCL-80 LT&C New

Production O'- 4,404' 8-3/4" 7" 29# N-80 LT&C New

Production 4,404'-7,800' 8-3/4" 7" 35# P-110 LT&C New

Purpose Collapse Burst Tensile

Surface 1,130 2,730 514,000

Intermediate 4,230 5,750 837,000

29#Production 7,020 8,160 597,000

35#Production 12,700 13,020 996,000

* Casingdesignsubjecttochange,pendingmaterialavailabilityand cost. Ifmudweight
exceeds9.5 ppgonsurfaceor intermediatehole,or 18.0ppgat TD,casingdesignmaybe
altered.Tackweldfloatshoe tosurfacecasing.Strapweldfirstcasingjointand thebottom
ofthecollarofthesecondjointonsurfaceandintermediatestringsofcasing. Cleananddrift
allstringsofcasingpriorto running.Removeallthreadsealant(Kindex)priorto running.
Unloadallcasingand tubingstringswitha forklift.

* Revised 10-28-08
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Purpose Collapse Burst Tensile

Surface 1,130 2,730 514,000

Intermediate 4,230 5,750 837,000

29#Production 7,020 8,160 597,000

35#Production 12,700 13,020 996,000

* Casingdesignsubjecttochange,pendingmaterialavailabilityand cost. Ifmudweight
exceeds9.5 ppgonsurfaceor intermediatehole,or 18.0ppgat TD,casingdesignmaybe
altered.Tackweldfloatshoe tosurfacecasing.Strapweldfirstcasingjointand thebottom
ofthecollarofthesecondjointonsurfaceandintermediatestringsofcasing. Cleananddrift
allstringsofcasingpriorto running.Removeallthreadsealant(Kindex)priorto running.
Unloadallcasingand tubingstringswitha forklift.
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5. PROPOSEDCEMENTINGPROGRAM

*a. Thecementprogramwillbe as follows:

Surface Typeand Amount

TOC@Surface Lead:200sx SanJuan PRBll,3.48ft3/sk,11ppg.
Tail:193sxSanJuan PRBll,1.80ft3/sk,13.5ppg.

Intermediate TypeandAmount

TOC@200' above Lead:305sx HalliburtonLightPremium,0.8%HaladR-322(LowFluidLoss
surfacecasingshoe Control),0.2%WG-17(AdditiveMaterial),0.125lbm/skPoly-E-Flake(Lost

CirculationAdditive),0.2%HR-5(Retarder),15%Salt,2.16ft3/sk,12.5ppg.
Tail:255 sxPremiumCement,94 lbm/skPremiumCement,0.6%HaladR-413
(LowFluidLossControl),0.3%SuperCBL(GasMigrationControl),0.45%HR-
5 (Retarder),418% Salt,0.3%D-AIR3000(Defoamer),0.3%Versaset
(ThixotropicAdditive),1.23ft3/sk,15.8\bm/gal.

Production Typeand Amount

TOC@4,204' 416sx PremiumCement,94 Ibm/skPremiumCement,15%Salt,0.6%
HaladR-413(LowFluidLossControl),0.2%HaladR-344(LowFluidLoss
Control),0.2%SuperCBL(Expander),0.4%D-AIR3000(Defoamer),6%
WellLife665(AdditiveMaterial),0.4%HR-5(Retarder),0.3%CFR-3
(Dispersant),15%Hi-Dense#4 (HeavyWeightAdditive),1.30ft3/sk,16.5ppg.

* Surface,Intermediateand Productioncement calculatedwith0% excess. However,
sufficientexcesscementwillbe onlocationtobringcementtocalculateddepths.

b. Aftercementingbutbeforecommencinganytest,thecasingstringshallstandcementeduntil
thecementhas reacheda compressivestrengthofat least500psiattheshoe. WOCtime
shallbe recordedinthedriller'slog.

c. Thefollowingreportsshallbe filedwiththeDistrictManagerwithin30 daysaftertheworkis
completed.

1. Progressreports,Form3160-5(formerly9-331)"SundryNoticesandReportson
Wells",mustincludecompleteinformationconcerning:
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a. Settingofeachstringof casing,showingthesize,grade,weightofcasing
set, holesize,settingdepth,amounts and typeof cement used, whether
cement circulatedor thetopof the cementbehindthe casing, depthof
cementingtoolsused,casingtestmethodand results,and thedate work
wasdone. Showthespuddateonthefirstreportssubmitted.

b. Ternperatureor bondlogsmustbe submittedfor
eachwellwherethecasingcementwasnot
circulatedtothesurface.

d. Auxiliaryequipmenttobe used is as follows:

1. Kellycock
2. Nobitfloatis deemed necessary.
3. Asubwitha fullopeningvalve.

6. PROPOSEDCIRCULATINGMEDIUMORMEDIUMS

a. Theproposedcirculatingmediumstobe employedindrillingare as follows:

Interval MudType MudWt. Visc. F/L

O' - 1,500' AirMist - - - - - - - -

1,500'- 4,404' AirMist/AeratedWater - - - - - - - - -

4,404' - 7,800' OilBased Mud 15.5-16,5ppg 50-55 5.0

Sufficientmudmaterialswillbe storedon locationtomaintainwellcontrolandcombatlost
circulationproblemsthatmightreasonablybe expected,

b. Duetopotentialforcontaminationofusable qualitywateraquifers,chromatesare banned
fromFederalleases.

c. HazardoussubstancesspecificallylistedbytheEPAas a hazardouswasteordemonstrating
a characteristicof a hazardouswaste willnot be used in drilling,testingor completion
operations.
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7, PROPOSEDTESTING,LOGGING,ANDCORING

The anticipatedtypeandamountoftesting,loggingandcoringare as follows:

a. Nodrillstemtestsareanticipated.However,if DST'sare run,thefollowingrequirements
willbe adheredto:

Initialopeningof drillstem testtoolsshallbe restrictedto daylighthoursunlessspecific
approvaltostartduringotherhoursisobtainedfromtheauthorizedofficer.However,DST's
maybeallowedtocontinueatnightifthetestwasinitiatedduringdaylighthoursandtherate
offlowis stabilizedand ifadequatelightingis available(i.e.lightingwhichis adequatefor
visibilityandvapor-proofforsafeoperations).Packerscanbereleased,buttrippingshallnot
beginbeforedaylight,unlesspriorapprovalis obtainedfromtheauthorizedofficer.Closed
chamberDSTsmaybe accomplisheddayornight.

ADSTthatflowstothesurfacewithevidenceofhydrocarbonsshallbe eitherreversedout
of thetestingstringundercontrolledsurfaceconditions.Thiswouldinvolveprovidedsome
meansforreversecirculation.

Separationequipmentrequiredfortheanticipatedrecoveryshallbeproperlyinstalledbefore
a test starts.

Allengineswithin100feetofthewellborethatare requiredto"run"duringthetestshallhave
sparkarrestersorwatercooledexhausts.

b. Theloggingprogramwillconsistofthefollowing:AGR-SP-DIL-SFL-ML,GR-CALl-FDC/CNL,
Sonic(BHC)andMudLogtobe runfromSurfaceCasingto4,404' anda GR-SP-DIl-SFL-

ML,GR-CALl-FDC/CNL,Sonic(Dipole),Boreholeimager(CBIL),andMudLogtoberunfrom
4,404'toTD.

c. Nocores areanticipated.

d. Whetherthe wellis completedas a dnj hole or as a producer,"WellCompletionand
RecompletionReportandLog"(Form3160-4)willbe submittednotlaterthan30 days after
completionofthewelloraftercompletionofoperationsbeingperformed,inaccordancewith
43 CFR3164. Twocopies.of all logs,core descriptions,core analyses,well-testdata,
geologicsummaries,sampledescription,andallothersurveysordataobtainedand
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beginbeforedaylight,unlesspriorapprovalis obtainedfromtheauthorizedofficer.Closed
chamberDSTsmaybe accomplisheddayornight.

ADSTthatflowstothesurfacewithevidenceofhydrocarbonsshallbe eitherreversedout
of thetestingstringundercontrolledsurfaceconditions.Thiswouldinvolveprovidedsome
meansforreversecirculation.

Separationequipmentrequiredfortheanticipatedrecoveryshallbeproperlyinstalledbefore
a test starts.

Allengineswithin100feetofthewellborethatare requiredto"run"duringthetestshallhave
sparkarrestersorwatercooledexhausts.

b. Theloggingprogramwillconsistofthefollowing:AGR-SP-DIL-SFL-ML,GR-CALl-FDC/CNL,
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ML,GR-CALl-FDC/CNL,Sonic(Dipole),Boreholeimager(CBIL),andMudLogtoberunfrom
4,404'toTD.

c. Nocores areanticipated.

d. Whetherthe wellis completedas a dnj hole or as a producer,"WellCompletionand
RecompletionReportandLog"(Form3160-4)willbe submittednotlaterthan30 days after
completionofthewelloraftercompletionofoperationsbeingperformed,inaccordancewith
43 CFR3164. Twocopies.of all logs,core descriptions,core analyses,well-testdata,
geologicsummaries,sampledescription,andallothersurveysordataobtainedand
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duringthedrilling,workover,and/orcompletionoperations,willbe filedwithform3160-4.

Samples(cuttings,fluids,and/orgases)willbesubmittedwhenrequestedbytheauthonzed
officer(AO).

e. The anticipatedcompletionprogramis as follows:

Perforatezonesofinterestandplaceonproduction.

8. EXPECTEDBOTTOMHOLEPRESSURE

a. Theexpectedmaximumbottomholepressureis +/-7000 psi.

b. Nohydrogensulfidegas is anticipated.

c. As per OnshoreOrderNo.6, III,A,2.b.,ifhydrogensulfideis presentthe"operatorshall
initiallytesttheH2Sconcentrationof thegas stream foreach wellor productionfacility.."

Submitthe resultsof thistestwithin30 days of filingForm 3160-4, "WellCompletionor
RecompletionReportand Log".

9. OTHERINFORMATIONANDNOTIFICATIONREQUIREMENTS

a. Shouldthewellbe successfullycompletedforproduction,theAOwillbe notifiedwhenthe
wellisplacedina producingstatus. Suchnotificationwillbe sentbytelegramorotherwritten
communications,not laterthan5 days followingthedate on whichthewellis placedon
production.

b. Productiondata shall be reportedto theMMSpursuantto 30 CFR216.5 usingform
MMS/3160,

c. Thedateonwhichproductioniscommencedorresumedwillbeconstruedforoilwellsas the
dateonwhichliquidhydrocarbonsarefirstsoldorshippedfroma temporarystoragefacility,
suchas a testtank,andforwhicha runticketis requiredto be generatedor,thedate on
whichliquidhydrocarbonsarefirstproducedintoa permanentstoragefacility,whicheverfirst
occurs;and,forgas wellsas thedateonwhichassociatedliquidhydrocarbonsare first
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orshippedfroma temporarystorage facility,suchas a testtank,andforwhicha runticket
is requiredtobe generatedorthedateon whichgas is firstmeasuredthroughpermanent
meteringfacilities,whicheverfirstoccurs.

d. PursuanttoNTL-4A,lesseesoroperatorsare authorizedtovent/flaregas duringinitialwell
evaluationtests,not exceeding a periodof30 days or theproductionof50 MMCFofgas,
whicheveroccursfirst.Anapplicationmustbe filedwiththeDistrictEngineerandapproval
received,foranyventing/flaringofgas beyondtheinitial30 dayorauthorizedtestperiod.

e. Gas producedfromthiswellmaynotbe ventedorflaredbeyondan initialauthorizedtest
periodof30 daysor 50 MMCFfollowingits completion,whicheveroccursfirst,withoutthe
priorwrittenapprovalof theAuthorizedOfficer.Shouldgas be vented or flaredwithout
approvalbeyondtheauthorizedtestperiod,theoperatormaybe directedtoshut-inthewell
untilthegas canbecapturedortheoperatorshallbe requiredtocompensate thelessorfor
thatportionofthegas ventedorflaredwithoutapprovalwhichis determinedtohave been
avoidablylost.

f. Aschematicfacilitiesdiagramas requiredby43 CFR3162.7-2,3162.7-3and3162.7-4shall
besubmittedtotheappropriateDistrictOfficewithin30daysofinstallationorfirstproduction,
whicheveroccurs first. Allsite securityregulationsas specifiedin 43 CFR3162.7and
OnshoreOrderNo.3shall beadheredto.Allproductlinesenteringandleavinghydrocarbon
storagetankswillbe effectivelysealedinaccordancewith43 CFR3162.7-4.

g. Section 102(b)(3)of the FederalOiland Gas RoyaltyManagementAct of 1982, as
implementedbytheapplicableprovisionsoftheoperatingregulationsatTitle43 CFR3162.4-
1(c), requiresthat"notlaterthanthe5thbusinessdayafteranywellbeginsproductionon
which royaltyis due anywhereon a lease site or allocatedto a lease site, or resumes
productioninthecase ofa wellwhichhas beenoffproductionformorethan90 days, the
operatorshallnotifytheauthorizedofficerbyletterorsundrynotice,Form3160-5,ororally
tobe followedbya letteror sundrynotice,ofthedateonwhichsuchproductionhas begun
orresumed."

Ifyoufalltocomplywiththisrequirementinthemannerandtimeallowed,youshallbe liable
fora civilpenaltyofupto$10,000perviolationforeach daysuchviolationcontinues,notto
exceeda maximumof20 days. See Section109(c)(3)oftheFederalOiland Gas Royalty
ManagementActof1982andtheimplementingregulationsatTitle43 CFR3162.4-1(b)(5)(ii).
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h. Drillingoperationsare plannedtocommenceuponapprovalofthisapplication.

i. Itis anticipatedthatthedrillingofthiswellwilltakeapproximately25 days.

j. Nolocationwillbeconstructedormoved,nowellwillbe plugged,andnodrillingorworkover
equipmentwillbe removedfroma well to be placedina suspendedstatuswithoutprior
approvalof theAO. Ifoperationsare to be suspended,priorapprovalof theAOwillbe
obtained and notificationgivenbeforeresumptionofoperations.

k. ImmediaieReport:Spills,blowouts,fires,leaks,accidents,oranyotherunusualoccurrences
shallbe promptlyreportedinaccordancewiththerequirementsof NTL-3Aor itsrevision.

I. Ifa replacementrigiscontemplatedforcompletionoperations,a "SundryNotice"Form3160-
5 tothateffectwmbe filed,forpriorapprovaloftheAO,and allconditionsofthisapproved
planare applicableduringalloperationsconductedwiththereplacementrig.

m. PursuanttoOnshoreOrderNo.7,withtheapprovaloftheDistrictEngineer,producedwater
maybe temporarilydisposedofintounlinedpitsfora periodofup to90 days. Duringthe
periodso authorized,an applicationforapprovalofthepermanentdisposalmethod,along
withthe requiredwateranalysisand otherinformation,mustbe submittedto the District
Engineer,

n. Nowellabandonmentoperationswillbe commencedwithoutthepriorapprovaloftheAO.
Inthecase ofnewlydrilleddryholesorfailures,and inemergencysituations,oral approval
willbe obtainedfromtheSO. A"SubsequentReportofAbandonment"Form3160-5,willbe
filedwiththeAOwithin30daysfollowingcompletionofthewellforabandonment.Thisreport
willindicatewhere plugswereplacedandthecurrentstatusof surfacerestoration.Final
abandonmentwillnot be approveduntilthe surface reclamationworkrequiredby the
approvedAPDorapprovedabandonmentnoticehas beencompletedtothesatisfactionof
theAOorhisrepresentative.ortheappropriateSurfaceManagingAgency.

API Well Number: 43019500120000

ONSHOREORDERNO.1 FIDENTIAL- TIGHTHOLE
FidelityExploration&ProductionCompany
CaneCreekUnit#18-1 Lease No.UTU-53626
721'FNLand766'FEL
NENESection18,T26S- R20E DRILLINGPROGRAM
GrandCounty,Utah Page11

h. Drillingoperationsare plannedtocommenceuponapprovalofthisapplication.

i. Itis anticipatedthatthedrillingofthiswellwilltakeapproximately25 days.

j. Nolocationwillbeconstructedormoved,nowellwillbe plugged,andnodrillingorworkover
equipmentwillbe removedfroma well to be placedina suspendedstatuswithoutprior
approvalof theAO. Ifoperationsare to be suspended,priorapprovalof theAOwillbe
obtained and notificationgivenbeforeresumptionofoperations.

k. ImmediaieReport:Spills,blowouts,fires,leaks,accidents,oranyotherunusualoccurrences
shallbe promptlyreportedinaccordancewiththerequirementsof NTL-3Aor itsrevision.

I. Ifa replacementrigiscontemplatedforcompletionoperations,a "SundryNotice"Form3160-
5 tothateffectwmbe filed,forpriorapprovaloftheAO,and allconditionsofthisapproved
planare applicableduringalloperationsconductedwiththereplacementrig.

m. PursuanttoOnshoreOrderNo.7,withtheapprovaloftheDistrictEngineer,producedwater
maybe temporarilydisposedofintounlinedpitsfora periodofup to90 days. Duringthe
periodso authorized,an applicationforapprovalofthepermanentdisposalmethod,along
withthe requiredwateranalysisand otherinformation,mustbe submittedto the District
Engineer,

n. Nowellabandonmentoperationswillbe commencedwithoutthepriorapprovaloftheAO.
Inthecase ofnewlydrilleddryholesorfailures,and inemergencysituations,oral approval
willbe obtainedfromtheSO. A"SubsequentReportofAbandonment"Form3160-5,willbe
filedwiththeAOwithin30daysfollowingcompletionofthewellforabandonment.Thisreport
willindicatewhere plugswereplacedandthecurrentstatusof surfacerestoration.Final
abandonmentwillnot be approveduntilthe surface reclamationworkrequiredby the
approvedAPDorapprovedabandonmentnoticehas beencompletedtothesatisfactionof
theAOorhisrepresentative.ortheappropriateSurfaceManagingAgency.

API Well Number: 43019500120000

ONSHOREORDERNO.1 FIDENTIAL- TIGHTHOLE
FidelityExploration&ProductionCompany
CaneCreekUnit#18-1 Lease No.UTU-53626
721'FNLand766'FEL
NENESection18,T26S- R20E DRILLINGPROGRAM
GrandCounty,Utah Page11

h. Drillingoperationsare plannedtocommenceuponapprovalofthisapplication.

i. Itis anticipatedthatthedrillingofthiswellwilltakeapproximately25 days.

j. Nolocationwillbeconstructedormoved,nowellwillbe plugged,andnodrillingorworkover
equipmentwillbe removedfroma well to be placedina suspendedstatuswithoutprior
approvalof theAO. Ifoperationsare to be suspended,priorapprovalof theAOwillbe
obtained and notificationgivenbeforeresumptionofoperations.

k. ImmediaieReport:Spills,blowouts,fires,leaks,accidents,oranyotherunusualoccurrences
shallbe promptlyreportedinaccordancewiththerequirementsof NTL-3Aor itsrevision.

I. Ifa replacementrigiscontemplatedforcompletionoperations,a "SundryNotice"Form3160-
5 tothateffectwmbe filed,forpriorapprovaloftheAO,and allconditionsofthisapproved
planare applicableduringalloperationsconductedwiththereplacementrig.

m. PursuanttoOnshoreOrderNo.7,withtheapprovaloftheDistrictEngineer,producedwater
maybe temporarilydisposedofintounlinedpitsfora periodofup to90 days. Duringthe
periodso authorized,an applicationforapprovalofthepermanentdisposalmethod,along
withthe requiredwateranalysisand otherinformation,mustbe submittedto the District
Engineer,

n. Nowellabandonmentoperationswillbe commencedwithoutthepriorapprovaloftheAO.
Inthecase ofnewlydrilleddryholesorfailures,and inemergencysituations,oral approval
willbe obtainedfromtheSO. A"SubsequentReportofAbandonment"Form3160-5,willbe
filedwiththeAOwithin30daysfollowingcompletionofthewellforabandonment.Thisreport
willindicatewhere plugswereplacedandthecurrentstatusof surfacerestoration.Final
abandonmentwillnot be approveduntilthe surface reclamationworkrequiredby the
approvedAPDorapprovedabandonmentnoticehas beencompletedtothesatisfactionof
theAOorhisrepresentative.ortheappropriateSurfaceManagingAgency.

API Well Number: 43019500120000

ONSHOREORDERNO.1 FIDENTIAL- TIGHTHOLE
FidelityExploration&ProductionCompany
CaneCreekUnit#18-1 Lease No.UTU-53626
721'FNLand766'FEL
NENESection18,T26S- R20E DRILLINGPROGRAM
GrandCounty,Utah Page11

h. Drillingoperationsare plannedtocommenceuponapprovalofthisapplication.

i. Itis anticipatedthatthedrillingofthiswellwilltakeapproximately25 days.

j. Nolocationwillbeconstructedormoved,nowellwillbe plugged,andnodrillingorworkover
equipmentwillbe removedfroma well to be placedina suspendedstatuswithoutprior
approvalof theAO. Ifoperationsare to be suspended,priorapprovalof theAOwillbe
obtained and notificationgivenbeforeresumptionofoperations.

k. ImmediaieReport:Spills,blowouts,fires,leaks,accidents,oranyotherunusualoccurrences
shallbe promptlyreportedinaccordancewiththerequirementsof NTL-3Aor itsrevision.

I. Ifa replacementrigiscontemplatedforcompletionoperations,a "SundryNotice"Form3160-
5 tothateffectwmbe filed,forpriorapprovaloftheAO,and allconditionsofthisapproved
planare applicableduringalloperationsconductedwiththereplacementrig.

m. PursuanttoOnshoreOrderNo.7,withtheapprovaloftheDistrictEngineer,producedwater
maybe temporarilydisposedofintounlinedpitsfora periodofup to90 days. Duringthe
periodso authorized,an applicationforapprovalofthepermanentdisposalmethod,along
withthe requiredwateranalysisand otherinformation,mustbe submittedto the District
Engineer,

n. Nowellabandonmentoperationswillbe commencedwithoutthepriorapprovaloftheAO.
Inthecase ofnewlydrilleddryholesorfailures,and inemergencysituations,oral approval
willbe obtainedfromtheSO. A"SubsequentReportofAbandonment"Form3160-5,willbe
filedwiththeAOwithin30daysfollowingcompletionofthewellforabandonment.Thisreport
willindicatewhere plugswereplacedandthecurrentstatusof surfacerestoration.Final
abandonmentwillnot be approveduntilthe surface reclamationworkrequiredby the
approvedAPDorapprovedabandonmentnoticehas beencompletedtothesatisfactionof
theAOorhisrepresentative.ortheappropriateSurfaceManagingAgency.



T26S R20 E S. L.B. &M FIDELITY EXPLR. & PROD. CO. >1926 Brass -Qcap, as'mon Well location, CANE CREEK UNIT #18-1 --
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County, Utoh.
BASIS OF ELEVATIONLOT 1

CANE CREEK UN/T /18-1 766
PLATEAU AZIMUTH TRIANGULATlONSTATION LOCATED [N THE
SW 1/4 SE 1/4 OF SECTION 17. T26S, R20E, S.L.B.&M. TAKENE/ev. Ungraded Ground = 5996
FROM THE GOLD BAR CANYON QUADRANGLE,UTAH, GRAND OCOUNTY 7.5 MINUTE QUAD. (TOPOGRAPHIC MAP) PUBLISHED BYTHE UNITED STATES DEPARTMENT OF THE INTERIOR, CAGEOLOGICALSURVEY. SAID ELEVATIONIS MARKED AS BEING6114 FEET.
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o suPERVlSJON AND THAT THE. UE AN TO THE

BASlS OF BEARINGS IS A G.P.S. OBSERVATION. om BEST OF MY KNOWLEDGEAN
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UDifAH ENGINEERING RVEYINGEE (AUTONOMOUSNAD 83) 85 SOUTH 200 EAST - VERNAL, UTAH 84078LATITUDE=

38°32'47.88" (38.546633) (435) 789-1017LEGEND: LONGITUDE = 109°44'54.40" (109.748444) SCALE DATE SURVEYED: DATE DRAWN:(AUTONOMOUS NAD 27) 1" = 1000' 10-24-07 11-06-07= 90 SYMBOL
LATITUDE = 38°32'47.95" (38.546653) PARTY REFERENCES= PROPOSED WELL HEAD- LONGITUDE =

109°44'51.97"
(109.747769) L.K. A.W. S.L. G.L.O. PLAT

WEATHER FILEÀ = SECTION CORNERS LOCATED
.WARM FIDELITYEXPLR. & PROD.
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API Well Number: 43019500120000

ONSHOREORDERNO.1 FIDENTIAL- TlGHTHOLE
FidelityExploration&ProductionCompany
CaneCreekUnit#18-1 Lease No.UTU-53626
721'FNLand766'FEL
NENESection18,T26S- R20E SURFACEUSEPLAN
GrandCounty,Utah Page1

ONSHOREOIL&GASORDERNO.1
Thirteen Point SurfaceUsePlan

Anonsite inspectionofthe subject wellwas conductedonMonday,November19,2007 at approximately
3:30 p.m. Weatherconditionswereclear,coolandwindy.Inattendanceat theonsiteinspectionwere the
followingindividuals:

JeffBrown PET/NRS BLM- Monticello
BonnieCarson EnvironmentalEngineer SmilingLake Consulting
ScottCarson Geologist SmilingLakeConsulting
CharlieHarrison DirtContractor HarrisonOilfieldServices
Joe icenogle DirectorofEnv.Affairs FidelityE&P
MikeKeller EnvironmentalEngineer FidelityE&P
RandySmith FieldAssistant PermitcoInc.

1. EXISTINGROADS

a. The proposedwellsiteis locatedapproximately28.6 mileswestofMoab,UT.

b. DirectionstothelocationfromMoab,Utahare as follows:

Proceednorthweston Highway163for11.2miles.TurnleftontoHighway313 and
proceedsouthwest 14.5miles. Turnleftat theforkin theroadand proceedsoutheast1.6
miles.Turnleftandproceedeast 1 miles.Turnleftand proceednorth0.2 miles.Turnleft
ontotheproposedaccessandproceedwest0.1milesuntilreachingtheproposed
location.

c. Forlocationofaccess roads,see MapsA&B.

d. Improvementtotheexistingaccesswillnotbe necessarysinceallroadsare maintained
bytheGrandCountyRoadDepartmentor UtahStateHighwayDepartment.

e. Allexistingroadswillbe maintainedandkeptin goodrepairduringalldrillingand
completionoperationsassociatedwiththiswell.
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f. Existingroadsandnewlyconstructedroadsonsurfaceunderthejurisdictionofany
SurfaceManagingAgencyshallbe maintainedinaccordancewiththestandardsofthe
SMA.

2. NEWOR RECONSTRUCTEDACCESSROADS

a. Therewillbe 0.1milesofnewaccess tobe constructed.Theroadwillbeconstructedin
accordancewithGoldBookstandards.Theexistingapproachwillbe modifiedslightlyso
theintersectionisperpendicular.Thewidthoftheapproachwillbe 70 feet.

b. The roadwillbeflat-bladed(minimaldisturbance)witha runningsurfaceof14 feet.

c. Themaximumgradeofthenewaccesswillbe approximately2%.

d. Noturnoutswillbe necessary.

e. Noculvertsor lowwater crossingswillbe installed.

f. Theproposedaccess roadwas centerlineflaggedat thetimeof staking.

g. Surfacingofthepadandnewaccess maybe necessary,dependingontheweather
conditionsatthetimeofdrilling.

h. There is a grazingallotmentbetween 11/1and6/1. Duringthesedates, a cattleguardwill
be installed,

i. Surfacedisturbanceandvehiculartravelwillbe limitedtotheapprovedlocationand
approvedaccess route. Anyadditionalarea neededwillbe approvedbytheField
Managerinadvance,

j. Ifat anytimethefacilitieslocatedonpubliclandsauthorizedbythetermsofthelease are
nolongerincludedinthelease(duetoa contractionintheunitorotherleaseor unit
boundarychange)theBLMwillprocessa changeinauthorizationtotheappropriate
statute. Theauthorizationwillbe subjecttoappropriaterental,orotherfinancial
obligationsdeterminedby theauthorizedofficer.

k. Noroadrightofwaywillbe
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3. LOCATIONOFEXISTINGWELLSWITHINA1-MILERADIUSOFTHEPROPOSEDLOCATION

a. Waterwells - none

b. Injectionwels - none

c. Producingwells- none

d. Drillingwells- none

e. ShutInwells- none

f. Abandonedwells- none

g. DryHoles- none

4. LOCATIONOF EXISTINGAND/0RPROPOSEDPRODUCTIONFAClLITIES

a. Productionfacilitieswillbe locatedonthewellpad. Allareas notneededforproduction
andwork-overoperationswillbe reclaimed.Ifproductionisestablished,a production
facilitieslayoutwillbe submittedviasundiy notice.

b. Ifa pumpingunitis installed,itwillbe equippedwitha noisereducingmuffler(similartoa
DP-60).

c. Allpermanentstructures(onsiteforsixmonths orlonger)constructedorinstalled
(includingoilwellpumpjacks)willbe painteda flat,nonreflectivecolortomatchthe
standardenvironmentalcolors,as determinedbytheRockyMountainFive-State
InteragencyCommittee.Allfacilitieswillbe paintedwithinsixmonthsofinstallation.
FacilitiesrequiredtocomplywiththeOccupationalSafetyandHealthAct(OSHA)maybe
excluded.Colorswillmatchtheadjacentvegetation.Theactualcolorwillbe specifiedby
theBureauof LandManagement.

d. Allsitesecurityguidelinesidentifiedin43 CFR3162.7-5andOnshoreOilandGasOrder
No.3 shallbe followed:
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e, Ifa gas meterrun isconstructed,itwillbe locatedwithin500feetofthewellhead.The
gas flowlinewillbe buriedfromthewellheadtothemeterandwillbe burieddownstreamof
themeteruntilit leavesthepad. Meterrunswillbe housedand/orfenced. Thegas meter
shallbe calibratedpriortofirstsales andshallbe calibratedquarterlythereafter.Allgas
productionand measurementshallcomplywiththeprovisionof43 CFR3162.7-3,
OnshoreOrderNo.5 andAmericanGasAssociation(AGA)ReportNo.3.

f. The tankbatterywillbe surroundedbya bermofsufficientcapacitytocontain1-1/2times
thestoragecapacityofthelargesttank.Allloadinglinesandvalveswillbe placedinside
thebermsurroundingthetankbattery.Alloilproductionand measurementshallconform
totheprovisionsof43 CFR3162.7-3andOnshoreOilandGasOrderNo.4,

g. ProductionfacKitieson locationmayincludea linedorunlinedproducedwaterpitas
specifiedinOnshoreOrderNo.7. Ifwateris producedfromthewell,an OnshoreOrder
No.7 applicationmustbe submitted.

h. Anynecessarypitswillbe properlyfencedtopreventanywildlifeentry,

i. Alloff-leasestorage,offdeasemeasurement,orcomminglingon-leaseoroff-leasewill
havepriorwrittenapprovalfromtheAuthorizedOfficer.

j. Allaccess roadswillbe maintainedas necessarytopreventerosionandaccommodate
year-roundtraffic.

k. Theroadwillbe maintainedina safe useablecondition.

5. LOCATIONANDTYPEOFWATERSUPPLY

a. Allwaterneededfordrillingpurposeswillbe obtainedfromthemunicipalwater supplyin
Moab,Utah.

b. Waterwillbe hauledtolocationovertheroadsmarkedonMapsAandB.

c. Nowaterwellistobe drilledonthislease.

d. Thewaterhaulerwillnotifytheappropriateauthoritiespriortoutilizingthemunicipalwater
source.
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6. CONSTRUCTIONMATERIALS

a. Padconstructionmaterialwillbe native(thatfoundinthewellpad)

b. Nativematerialfoundinthepadmayalsobe used forroadupgrading.

c. Theuse of materialsunder BLMjurisdictionwillconformwith43 CFR3610.2-3.

d. Noconstructionmaterialswillbe removedfromFederalland.

7. METHODSOF HANDLINGWASTE

a. Allfluidscontainedwithinthereservepitwillbe allowedtoevaporateandthepitwillbe
backfilled.Thereservepitwillbe linedwitha felt linerunder a 24 milplasticliner.

b. Burningwillnotbe allowed. Alltrashwillbecontainedina trashcageand itscontents
removedat theendofdrillingoperationsandhauledtoan approveddisposalsight.Trash
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9. WELLSITELAYOUT

a. See LocationLayoutandTypicalCrossSectionsfororientationof rig,crosssectionofdrill
padandcutsandfills,

b. Sixinchesoftopsoil(orthemaximumavailable)willbe salvaged duringconstructionand
reservedforuse inreclamation.

c. Anybrush/trees willbe stockpiledseparatelyfromthetopsoil.

d. The locationofmudtanks;reservepit,trashcage; piperacks;livingfacilitiesand soll
stockpilesis shownontheTypicalRigLayout,

e. Theflarepitwillbe locateda mínimumof30feetfromtheedgeofthereservepitanda
minimumof100feetfromthewellhead.

f. Thereservepitwillbe fencedon threesideswith3 strandsof barbedwireduringdrilling.
Thefourthsidewillbe fencedfollowingrigrelease,

g. Anypitscontainingfluidwillbefencedtopreventwildlifeentry.

h. Anyburiedpipelineswillbe seededwiththesameseed mixturetobe specifiedbythe
BLM.

i. Allwells,whetherdrilling,producing,suspended,orabandoned,willbe identifiedin
accordancewith43CFR3162.6

10. PLANSFORSURFACERECLAMATION

a. Immediatelyuponcompletionofdrilling,allequipmentthatisnotnecessaryforproduction
shallbe removed.

b. Thereservepitwillbe allowedtodryandwillthenbe backfilled.

c. Immediatelyuponwellcompletion,thelocationandsurroundingarea willbe clearedofall
unusedtubing,equipment,debris,materials,trashandjunknotrequiredforproduction.

d. Seedingwillbe doneinthefallas requiredbythe
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e. Theabandonment markerwillbe at leastfourfeetabovegroundlevelandwillbe inscribed
withthefollowing:operatorname,leasenumber,wellnameandsurveyeddescription
(township,range,sectionandeitherquarter-quarteror footages),

f. Atsuch timeas thewellispluggedandabandoned,theoperatorshallsubmita
subsequentreportofabandonment.

11. SURFACEOWNERSHIP

Access Roads - Allaccess roadsare maintainedby theBLMorthe CountyRoad
Department.

Wellpad - The wellpad is locatedonBureauofLandManagement.

12. OTHERINFORMATION

a. AClassIllarcheologicalhas beenconductedbySWCA.Acopyofthisreporthas been
submittedtotheBLMdirectlybySWCA.

b. Theoperatoris responsibleforinformingallpersonsintheareas whoareassociated with
thisprojectthattheywillbe subjecttoprosecutionforknowinglydisturbinghistoricor
archaeologicalsites, orforcollectingartifacts,Ifhistoricorarchaeologicalmaterialsare
uncoveredduringconstruction,theoperatoris toimmediatelystopworkthatmightfurther
disturbsuchmaterials,andcontacttheauthorizedofficer(AO).Withinfiveworkingdays
theAOwillinformtheoperatoras to:

-whether thematerialsappeareligibleforthe NationalRegisterofHistoricPlaces;

-the mitigationmeasurestheoperatorwilllikelyhavetoundertakebeforethesitecan be
used(assuminginsitupreservationis notnecessary);and

-a timeframefortheAOtocompleteandexpeditedreviewunder36CFR800.11to
confirm,throughtheStateHistoricPreservationOfficer,thatthefindingsoftheAOare
correctand thatmitigationis
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Iftheoperatorwishes,atanytime,torelocateactivitiestoavoidtheexpenseofmitigation
and/orthedelaysassociatedwiththisprocess,theAOwillassumeresponsibilityfor
whateverrecordationandstabilizationoftheexposed materialsmaybe required.
Otherwise,theoperatorwillbe responsibleformitigationcosts. TheAOwillprovide
technicalandproceduralguidelinesfortheconductofmitigation.Uponverificationfrom
theAOthatrequiredmitigationhas beencompleted,theoperatorwillthenbe allowedto
resumeconstruction.

c. Allleaseand/orunitoperationswillbe conductedinsucha mannerthatfullcomplianceis
madewithallapplicablelaws,regulations,OnshoreOilandGasOrders,theapproved
planofoperations,andanyapplicableNoticetoLessees. Theoperatorisfully
responsiblefortheactionsofhissubcontractors.Acopyoftheseconditionswillbe
furnishedthefieldrepresentativetoinsurecomphance.

d. AcompletecopyoftheapprovedAPDshallbe on locationduringconstructionofthe
locationanddrillingactivities.

e. Therewillbe nodeviationfromtheproposeddrillingand/orworkoverprogramwithout
priorapprovalfromtheAO. Safedrillingandoperatingpracticesmustbe observed.All
wells,whetherdrilling,producing,suspended, orabandonedwillbe identifiedin
accordancewith43 CFR3162.h.

f. "SundryNoticeandReportonWells"(From3160-5)willbe filedforapprovalforall
changesofplansand otheroperationsinaccordance with43CFR3162.3-2.

g. Thispermitwillbe validfora periodoftwoyearsfromthedateofapproval.Anextension
periodmaybe granted,ifrequested,priortotheexpirationoftheoriginalapprovalperiod.

h. TheoperatororhiscontractorshallcontacttheBLMOfficesat435/259-611148 hours
priortoconstructionactivities.

AGENTANDOPERATOR'SCONTACTINFORMATION

Drilling&CompletionMatters
FidelityExploration&Production Company
1700 Lincoln,Suite2800
Denver,CO80202
HarveyDunham
720/956-5769(Office)
303/893-1964

API Well Number: 43019500120000

ONSHOREORDERNO.1 IDENTIAL- TIGHTHOLE
FidelityExploration&ProductionCompany
Cane CreekUnit#18-1 Lease No.UTU-53626

721' FNLand766' FEL
NENESection18,T26S- R20E SURFACEUSEPLAN
GrandCounty,Utah Page8

Iftheoperatorwishes,atanytime,torelocateactivitiestoavoidtheexpenseofmitigation
and/orthedelaysassociatedwiththisprocess,theAOwillassumeresponsibilityfor
whateverrecordationandstabilizationoftheexposed materialsmaybe required.
Otherwise,theoperatorwillbe responsibleformitigationcosts. TheAOwillprovide
technicalandproceduralguidelinesfortheconductofmitigation.Uponverificationfrom
theAOthatrequiredmitigationhas beencompleted,theoperatorwillthenbe allowedto
resumeconstruction.

c. Allleaseand/orunitoperationswillbe conductedinsucha mannerthatfullcomplianceis
madewithallapplicablelaws,regulations,OnshoreOilandGasOrders,theapproved
planofoperations,andanyapplicableNoticetoLessees. Theoperatorisfully
responsiblefortheactionsofhissubcontractors.Acopyoftheseconditionswillbe
furnishedthefieldrepresentativetoinsurecomphance.

d. AcompletecopyoftheapprovedAPDshallbe on locationduringconstructionofthe
locationanddrillingactivities.

e. Therewillbe nodeviationfromtheproposeddrillingand/orworkoverprogramwithout
priorapprovalfromtheAO. Safedrillingandoperatingpracticesmustbe observed.All
wells,whetherdrilling,producing,suspended, orabandonedwillbe identifiedin
accordancewith43 CFR3162.h.

f. "SundryNoticeandReportonWells"(From3160-5)willbe filedforapprovalforall
changesofplansand otheroperationsinaccordance with43CFR3162.3-2.

g. Thispermitwillbe validfora periodoftwoyearsfromthedateofapproval.Anextension
periodmaybe granted,ifrequested,priortotheexpirationoftheoriginalapprovalperiod.

h. TheoperatororhiscontractorshallcontacttheBLMOfficesat435/259-611148 hours
priortoconstructionactivities.

AGENTANDOPERATOR'SCONTACTINFORMATION

Drilling&CompletionMatters
FidelityExploration&Production Company
1700 Lincoln,Suite2800
Denver,CO80202
HarveyDunham
720/956-5769(Office)
303/893-1964

API Well Number: 43019500120000

ONSHOREORDERNO.1 IDENTIAL- TIGHTHOLE
FidelityExploration&ProductionCompany
Cane CreekUnit#18-1 Lease No.UTU-53626

721' FNLand766' FEL
NENESection18,T26S- R20E SURFACEUSEPLAN
GrandCounty,Utah Page8

Iftheoperatorwishes,atanytime,torelocateactivitiestoavoidtheexpenseofmitigation
and/orthedelaysassociatedwiththisprocess,theAOwillassumeresponsibilityfor
whateverrecordationandstabilizationoftheexposed materialsmaybe required.
Otherwise,theoperatorwillbe responsibleformitigationcosts. TheAOwillprovide
technicalandproceduralguidelinesfortheconductofmitigation.Uponverificationfrom
theAOthatrequiredmitigationhas beencompleted,theoperatorwillthenbe allowedto
resumeconstruction.

c. Allleaseand/orunitoperationswillbe conductedinsucha mannerthatfullcomplianceis
madewithallapplicablelaws,regulations,OnshoreOilandGasOrders,theapproved
planofoperations,andanyapplicableNoticetoLessees. Theoperatorisfully
responsiblefortheactionsofhissubcontractors.Acopyoftheseconditionswillbe
furnishedthefieldrepresentativetoinsurecomphance.

d. AcompletecopyoftheapprovedAPDshallbe on locationduringconstructionofthe
locationanddrillingactivities.

e. Therewillbe nodeviationfromtheproposeddrillingand/orworkoverprogramwithout
priorapprovalfromtheAO. Safedrillingandoperatingpracticesmustbe observed.All
wells,whetherdrilling,producing,suspended, orabandonedwillbe identifiedin
accordancewith43 CFR3162.h.

f. "SundryNoticeandReportonWells"(From3160-5)willbe filedforapprovalforall
changesofplansand otheroperationsinaccordance with43CFR3162.3-2.

g. Thispermitwillbe validfora periodoftwoyearsfromthedateofapproval.Anextension
periodmaybe granted,ifrequested,priortotheexpirationoftheoriginalapprovalperiod.

h. TheoperatororhiscontractorshallcontacttheBLMOfficesat435/259-611148 hours
priortoconstructionactivities.

AGENTANDOPERATOR'SCONTACTINFORMATION

Drilling&CompletionMatters
FidelityExploration&Production Company
1700 Lincoln,Suite2800
Denver,CO80202
HarveyDunham
720/956-5769(Office)
303/893-1964

API Well Number: 43019500120000

ONSHOREORDERNO.1 IDENTIAL- TIGHTHOLE
FidelityExploration&ProductionCompany
Cane CreekUnit#18-1 Lease No.UTU-53626

721' FNLand766' FEL
NENESection18,T26S- R20E SURFACEUSEPLAN
GrandCounty,Utah Page8

Iftheoperatorwishes,atanytime,torelocateactivitiestoavoidtheexpenseofmitigation
and/orthedelaysassociatedwiththisprocess,theAOwillassumeresponsibilityfor
whateverrecordationandstabilizationoftheexposed materialsmaybe required.
Otherwise,theoperatorwillbe responsibleformitigationcosts. TheAOwillprovide
technicalandproceduralguidelinesfortheconductofmitigation.Uponverificationfrom
theAOthatrequiredmitigationhas beencompleted,theoperatorwillthenbe allowedto
resumeconstruction.

c. Allleaseand/orunitoperationswillbe conductedinsucha mannerthatfullcomplianceis
madewithallapplicablelaws,regulations,OnshoreOilandGasOrders,theapproved
planofoperations,andanyapplicableNoticetoLessees. Theoperatorisfully
responsiblefortheactionsofhissubcontractors.Acopyoftheseconditionswillbe
furnishedthefieldrepresentativetoinsurecomphance.

d. AcompletecopyoftheapprovedAPDshallbe on locationduringconstructionofthe
locationanddrillingactivities.
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priortoconstructionactivities.

AGENTANDOPERATOR'SCONTACTINFORMATION

Drilling&CompletionMatters
FidelityExploration&Production Company
1700 Lincoln,Suite2800
Denver,CO80202
HarveyDunham
720/956-5769(Office)
303/893-1964
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API Well Number: 43019500120000

FIDELITY EXPLR & PROD. CO.
TYPICAL CROSS SECTIONS FORX-Section

scaFe CANECREEK#18-1
SECTION 18. T26S, R20E, S.L.B.&M. gy1" = 50' 721' FNL 766' FEL

DATE: 17-06-07
oiDrawn By S.L.

Precostructioncroa, mne
170' 200

15|| | ILS1m¯ll lil¾l IBI)EllMIMIEllUlÐÐ ll
--

srA s+oo

10
LOCAmV STAKE

200'

1 70

70' 200

STA 0+00 ¯¯

----

* NOTE:
FILL QUANRTY/NCLUDES
5% FOR COMPACTION

APPROXIMATE YARDAGES

CUT
(6") Topsoll Stripping = 3,610 Cu. Yds. EXCESS MATERIAL = 6J80 Cu Yds.
Remolning Locotion - 17,690 Cu. Yds. Topsoil & Pit Backfill = 6,JOQ Cu. Yds.

(1/2 Pit Vol.)
TOTAL CUT = 21,JOO CU.YDS.

EXCESS UNBALANCE - O Co. Yds.FILL = 14,920 CU.YDS. (After interim Rehabilitation)

ÜINTAH ENGINEERING & LAND SURVEYING
85 so, App Bart * Vemol. Utah 24079 * (486)
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 United States Department of the Interior 
 
 BUREAU OF LAND MANAGEMENT 
 Utah State Office 
 P.O. Box 45155 
 Salt Lake City, Utah 84145-0155 
 
IN REPLY REFER TO: 
3160 
(UT-922) 
       May 12, 2011 
 
Memorandum 
 
To:     Assistant Field Office Manager Resources, Moab District 
 
From:    Michael Coulthard, Petroleum Engineer 
 
Subject: 2011 Plan of Development Cane Creek Unit, 

Grand and San Juan Counties, Utah. 
 
 
Pursuant to email between Diana Whitney, Division of Oil, Gas and 
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land 
Management, the following well is planned for calendar year 2011 
within the Cane Creek Unit, Grand and San Juan Counties, Utah. 
 
API #                                 WELL NAME                                                          LOCATION 
 
(Proposed PZ Cane Creek Shale) 
 
43-019-50012 Cane Creek Unit #18-1 Sec 18 T26S R20E 0721 FNL 0766 FEL 
 
This well is currently pending approval by the BLM.  The well is 
currently being permitted under API number 43-019-31585(please 
refer to the 2008 Plan of Development for more details).  
 
 
This office has no objection to permitting the well at this time. 
 
 
 
 
 
 
       
 
 
 
 
bcc: File – Cane Creek Unit 
 Division of Oil Gas and Mining 
 Central Files 
 Agr. Sec. Chron 
 Fluid Chron 
 
MCoulthard:mc:5-12-11  

Division of Oil Gas and Mining

Michael L. Coulthard
Digitally signed by Michael L. Coulthard 
DN: cn=Michael L. Coulthard, o=Bureau of Land Management, 
ou=Branch of Minerals, email=Michael_Coulthard@blm.gov, c=US 
Date: 2011.05.12 12:10:06 -06'00'

API Well Number: 43019500120000

United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Utah State Office

P.O. Box 45155
Salt Lake City, Utah 84145-0155
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(UT-922)

May 12, 2011
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To: Assistant Field Office Manager Resources, Moab District
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Michael L.Cou Itha rd ::::.::ras:::::::.te:::"z;:"u s
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Grand and San Juan Counties, Utah.

Pursuant to email between Diana Whitney, Division of Oil, Gas and
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land
Management, the following well is planned for calendar year 2011
within the Cane Creek Unit, Grand and San Juan Counties, Utah.

API# WELLNAME LOCATION

(Proposed PZ Cane Creek Shale)

43-019-50012 Cane Creek Unit #18-1 Sec 18 T26S R20E 0721 FNL 0766 FEL

This well is currently pending approval by the BLM. The well is
currently being permitted under API number 43-019-31585(please
refer to the 2008 Plan of Development for more details).

This office has no objection to permitting the well at this time.

Digitally signed by Michael L Coulthard

Michael L.Cou Itha rd ::::.::ras:::::::.te:::"z;:"u s
Date:2011.05.1212:10:06-0600

bcc: File - Cane Creek Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 5/3/2011 API NO. ASSIGNED: 43019500120000

WELL NAME: Cane Creek Unit #18-1   

OPERATOR: FIDELITY E&P COMPANY (N3155) PHONE NUMBER: 307 675-4924

CONTACT: Stephanie Masters   

PROPOSED LOCATION: NENE 18 260S 200E Permit Tech Review:

SURFACE: 0721 FNL 0766 FEL Engineering Review:

BOTTOM: 0721 FNL 0766 FEL Geology Review:

COUNTY: GRAND 

LATITUDE: 38.54659 LONGITUDE: -109.74792

UTM SURF EASTINGS: 609113.00 NORTHINGS: 4266999.00

FIELD NAME: BIG FLAT   

LEASE TYPE: 1 - Federal   

LEASE NUMBER: UTU-53626             PROPOSED PRODUCING FORMATION(S): CANE CREEK 

SURFACE OWNER: 1 - Federal COALBED METHANE: NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

PLAT R649-2-3.

Bond: FEDERAL - CO-1395      Unit:  CANE CREEK 

Potash R649-3-2. General

Oil Shale 190-5      

Oil Shale 190-3 R649-3-3. Exception

Oil Shale 190-13  Drilling Unit 

Water Permit: Municipal           Board Cause No:  R649-3-2

RDCC Review:           Effective Date:  

Fee Surface Agreement           Siting:  

Intent to Commingle R649-3-11. Directional Drill

 Commingling Approved  

Comments:          Presite Completed
                  

Stipulations:         4 - Federal Approval - dmason
                             23 - Spacing - dmason

API Well Number: 43019500120000
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Permit To Drill

******************
Well Name:  Cane Creek Unit #18-1

API Well Number:  43019500120000

Lease Number:  UTU-53626

Surface Owner:   FEDERAL 

Approval Date:  5/16/2011

Issued to:
FIDELITY E&P COMPANY, 2585 Heartland Drive, Sheridan, WY 82801

Authority:
Pursuant to Utah Code Ann. §40-6-1 et seq., and Utah Administrative Code R649-3-1 et seq., the
Utah Division of Oil, Gas and Mining issues conditions of approval, and permit to drill the listed
well. This permit is issued in accordance with the requirements of R649-3-2. The expected producing
formation or pool is the CANE CREEK Formation(s), completion into any other zones will require
filing a Sundry Notice (Form 9). Completion and commingling of more than one pool will require
approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and continuous operation
is underway, or a request for extension is made prior to the expiration date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas Conservation
General Rules, and the applicable terms and provisions of the approved Application for permit to drill.

Conditions of Approval:
State approval of this well does not supercede the required federal approval, which must be obtained
prior to drilling. 

This proposed well is located in an area for which drilling units (well spacing patterns) have not been
established through an order of the Board of Oil, Gas and Mining (the “Board”). In order to avoid the
possibility of waste or injury to correlative rights, the operator is requested, once the well has been
drilled, completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon as is practicable
after completion of its analysis, and if the analysis suggests an area larger than the quarter-quarter
section upon which the well is located is being drained, the operator is requested to seek an
appropriate order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the Board. 

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the following actions during
drilling of this well:
   • Within 24 hours following the spudding of the well – contact Carol Daniels at 801-538-5284
     (please leave a voicemail message if not available)

API Well No: 43019500120000API Well No: 43019500120000

State of Utah
DEPARTMENT OF NATURAL RESOURCES

-/ MICHAEL R. STYLER

GAR RH BERT
ExoutimDrotor

comrmr Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieuterant Gowrær Busion Director

Permit To Drill
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Well Name: Cane Creek Unit #18-1
API Well Number: 43019500120000

Lease Number: UTU-53626
Surface Owner: FEDERAL
Approval Date: 5/16/2011

Issued to:
FIDELITY E&P COMPANY, 2585 Heartland Drive, Sheridan, WY 82801

Authority:
Pursuant to Utah Code Ann. §40-6-1et seq., and Utah Administrative Code R649-3-1 et seq., the
Utah Division of Oil, Gas and Mining issues conditions of approval, and permit to drill the listed
well. This permit is issued in accordance with the requirements of R649-3-2. The expected producing
formation or pool is the CANE CREEK Formation(s), completion into any other zones will require
filing a Sundry Notice (Form 9). Completion and commingling of more than one pool will require
approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and continuous operation
is underway, or a request for extension is made prior to the expiration date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas Conservation
General Rules, and the applicable terms and provisions of the approved Application for permit to drill.

Conditions of Approval:
State approval of this well does not supercede the required federal approval, which must be obtained
prior to drilling.

This proposed well is located in an area for which drilling units (well spacing patterns) have not been
established through an order of the Board of Oil, Gas and Mining (the "Board"). In order to avoid the
possibility of waste or injury to correlative rights, the operator is requested, once the well has been
drilled, completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon as is practicable
after completion of its analysis, and if the analysis suggests an area larger than the quarter-quarter
section upon which the well is located is being drained, the operator is requested to seek an
appropriate order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the Board.

Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the following actions during
drilling of this well:

• Within 24 hours following the spudding of the well - contact Carol Daniels at 801-538-5284
(please leave a voicemail message if not

API Well No: 43019500120000

State of Utah
DEPARTMENT OF NATURAL RESOURCES

-/ MICHAEL R. STYLER

GAR . H BE RT
Exoutim Drotor

comrmr Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieuterant Gowrær Busion Director
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     OR
     submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas website
     at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation General Rules
will be promptly filed with the Division of Oil, Gas and Mining, including but not limited to:
   • Entity Action Form (Form 6) – due within 5 days of spudding the well
   • Monthly Status Report (Form 9) – due by 5th day of the following calendar month
   • Requests to Change Plans (Form 9) – due prior to implementation
   • Written Notice of Emergency Changes (Form 9) – due within 5 days
   • Notice of Operations Suspension or Resumption (Form 9) – due prior to implementation
   • Report of Water Encountered (Form 7) – due within 30 days after completion
   • Well Completion Report (Form 8) – due within 30 days after completion or plugging

Approved By:

For John Rogers
Associate Director, Oil & Gas 

API Well No: 43019500120000API Well No: 43019500120000

OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation General Rules
will be promptly filed with the Division of Oil, Gas and Mining, including but not limited to:
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• Monthly Status Report (Form 9) - due by 5th day of the following calendar month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or plugging

Approved By:

For John Rogers
Associate Director, Oil &
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• Written Notice of Emergency Changes (Form 9) - due within 5 days
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Reporting Requirements:
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will be promptly filed with the Division of Oil, Gas and Mining, including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or plugging

Approved By:

For John Rogers
Associate Director, Oil &

API Well No: 43019500120000

OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas website
at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation General Rules
will be promptly filed with the Division of Oil, Gas and Mining, including but not limited to:

• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5th day of the following calendar month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or plugging

Approved By:

For John Rogers
Associate Director, Oil &



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT #18-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0721 FNL 0766 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

12/20/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity Exploration and Production Company respectfully request permission
to construct and utilize a 60'x 60'x 10' deep cuttings pit during drilling of the
Cane Creek Unit 18-1. The cuttings pit will be used for oil based cuttings. The

pit will be lined with a 24 mil liner & felt. Attached please find an updated
drawing showing the location of the cuttings pit. 

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 12/19/2011

12/29/2011

Dec. 19, 2011

Sundry Number: 21385 API Well Number: 43019500120000Federal Approval of this
Action is Necessary

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS5E DE65IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT #18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 E×t BIG FLAT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NENE Section: 18 Township: 26.05 Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/20/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company respectfully request permission
to construct and utilize a 60'x 60'x 10' deep cuttings pit during drilling of the
Cane Creek Unit 18-1. The cuttings pit will be used for oil based cuttings. The Approved by the

pit will be lined with a 24 mil liner & felt. Attached please find an updated Utah Division of
drawing showing the location of the cuttings pit. Oil, Gas and Mining

Date: 12/29/2011

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A

Federal Approval of this
Action is Necessary

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS5E DE65IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT #18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 E×t BIG FLAT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NENE Section: 18 Township: 26.05 Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/20/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company respectfully request permission
to construct and utilize a 60'x 60'x 10' deep cuttings pit during drilling of the
Cane Creek Unit 18-1. The cuttings pit will be used for oil based cuttings. The Approved by the

pit will be lined with a 24 mil liner & felt. Attached please find an updated Utah Division of
drawing showing the location of the cuttings pit. Oil, Gas and Mining

Date: 12/29/2011

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A

Federal Approval of this
Action is Necessary

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS5E DE65IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT #18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 E×t BIG FLAT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NENE Section: 18 Township: 26.05 Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/20/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company respectfully request permission
to construct and utilize a 60'x 60'x 10' deep cuttings pit during drilling of the
Cane Creek Unit 18-1. The cuttings pit will be used for oil based cuttings. The Approved by the

pit will be lined with a 24 mil liner & felt. Attached please find an updated Utah Division of
drawing showing the location of the cuttings pit. Oil, Gas and Mining

Date: 12/29/2011

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A

Federal Approval of this
Action is Necessary

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS5E DE65IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT #18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 E×t BIG FLAT

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: NENE Section: 18 Township: 26.05 Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/20/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company respectfully request permission
to construct and utilize a 60'x 60'x 10' deep cuttings pit during drilling of the
Cane Creek Unit 18-1. The cuttings pit will be used for oil based cuttings. The Approved by the

pit will be lined with a 24 mil liner & felt. Attached please find an updated Utah Division of
drawing showing the location of the cuttings pit. Oil, Gas and Mining

Date: 12/29/2011

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A
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RECEIVED: Feb. 03, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT #18-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0721 FNL 0766 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

2 /3 /2012

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity Exploration and Production Company spud the Cane Creek Unit
18-1 well  on 2/3/2012.

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 2 /3 /2012

February 03, 2012

Sundry Number: 22732 API Well Number: 43019500120000Sundry Number: 22732 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

2 / 3/2 0 12 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company spud the Cane Creek Unit Accepted by the18-1 well on 2/3/2012. Utah Division of
Oil, Gas and Mining

FOR RECORD ONLY
February 03, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 2/3/2012

RECEIVED: Feb. 03,

Sundry Number: 22732 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

2 / 3/2 0 12 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company spud the Cane Creek Unit Accepted by the18-1 well on 2/3/2012. Utah Division of
Oil, Gas and Mining

FOR RECORD ONLY
February 03, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 2/3/2012

RECEIVED: Feb. 03,

Sundry Number: 22732 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

2 / 3/2 0 12 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company spud the Cane Creek Unit Accepted by the18-1 well on 2/3/2012. Utah Division of
Oil, Gas and Mining

FOR RECORD ONLY
February 03, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 2/3/2012

RECEIVED: Feb. 03,

Sundry Number: 22732 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

2 / 3/2 0 12 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company spud the Cane Creek Unit Accepted by the18-1 well on 2/3/2012. Utah Division of
Oil, Gas and Mining

FOR RECORD ONLY
February 03, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 2/3/2012

RECEIVED: Feb. 03,



RECEIVED: Jan. 30, 2012

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT #18-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 PARK ROAD 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0721 FNL 0766 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

2 /20 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Change to original APD

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity would like to request permission to drill the Cane Creek
horizontally per the attached drilling program. It is anticipated that an
8-1/2" pilot hole will be drilled through the Cane Creek Shale. The well
will then be logged and sidewall cores cut. After evaluation, the well will
be plugged back to approximately 7200' and drilled directionally from a
kick-off point of 7437' MD to the 7" casing landing point of 8342' MD
(8010'TVD). There, the 7"casing will be set and cemented. The well will
then be drilled out with a 6" bit to TD of 11,655' MD (7949' TVD) The

actual directional program may be altered as dictated by hole
conditions, log evaluation, or core analysis. Surface location Section 18

T26S-R20E, 721' FNL, and 766' FEL (NENE). Projected Bottom hole
location-Sec 18, T26S, R20E, 786'FSL, 1392' FEL (SWSE). Please refer to the attached directional

program for details.

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 1 /30 /2012

February 13, 2012

Sundry Number: 22605 API Well Number: 43019500120000Sundry Number: 22605 API Well Number: 43019500120000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
/ NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

2/20/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Change to original APD

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to request permission to drill the Cane Creek Approved by the
horizontally per the attached drilling program. It is anticipated that an utah Division of
8-1/2" pilot hole will be drilled through the Cane Creek Shale. The well Oil, Gas and Mining

will then be logged and sidewall cores cut. After evaluation, the well will Date: February 13, 2012
be plugged back to approximately 7200' and drilled directionally from a

. .

kick-off point of 7437' MD to the 7" casing landing point of 8342' MD sy: e
(8010'TVD). There, the 7"casing will be set and cemented. The well will
then be drilled out with a 6" bit to TD of 11,655' MD (7949' TVD) The

actual directional program may be altered as dictated by hole
conditions, log evaluation, or core analysis. Surface location Section 18

T26S-R20E, 721' FNL, and 766' FEL (NENE). Projected Bottom hole
location-Sec 18, T26S, R20E, 786'FSL, 1392' FEL (SWSE). Please refer to the attached directional

program for details.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 1/30/2012

RECEIVED: Jan. 30,

Sundry Number: 22605 API Well Number: 43019500120000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
/ NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

2/20/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Change to original APD

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to request permission to drill the Cane Creek Approved by the
horizontally per the attached drilling program. It is anticipated that an utah Division of
8-1/2" pilot hole will be drilled through the Cane Creek Shale. The well Oil, Gas and Mining

will then be logged and sidewall cores cut. After evaluation, the well will Date: February 13, 2012
be plugged back to approximately 7200' and drilled directionally from a

. .

kick-off point of 7437' MD to the 7" casing landing point of 8342' MD sy: e
(8010'TVD). There, the 7"casing will be set and cemented. The well will
then be drilled out with a 6" bit to TD of 11,655' MD (7949' TVD) The

actual directional program may be altered as dictated by hole
conditions, log evaluation, or core analysis. Surface location Section 18

T26S-R20E, 721' FNL, and 766' FEL (NENE). Projected Bottom hole
location-Sec 18, T26S, R20E, 786'FSL, 1392' FEL (SWSE). Please refer to the attached directional

program for details.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 1/30/2012

RECEIVED: Jan. 30,

Sundry Number: 22605 API Well Number: 43019500120000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
/ NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

2/20/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Change to original APD

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to request permission to drill the Cane Creek Approved by the
horizontally per the attached drilling program. It is anticipated that an utah Division of
8-1/2" pilot hole will be drilled through the Cane Creek Shale. The well Oil, Gas and Mining

will then be logged and sidewall cores cut. After evaluation, the well will Date: February 13, 2012
be plugged back to approximately 7200' and drilled directionally from a

. .

kick-off point of 7437' MD to the 7" casing landing point of 8342' MD sy: e
(8010'TVD). There, the 7"casing will be set and cemented. The well will
then be drilled out with a 6" bit to TD of 11,655' MD (7949' TVD) The

actual directional program may be altered as dictated by hole
conditions, log evaluation, or core analysis. Surface location Section 18

T26S-R20E, 721' FNL, and 766' FEL (NENE). Projected Bottom hole
location-Sec 18, T26S, R20E, 786'FSL, 1392' FEL (SWSE). Please refer to the attached directional

program for details.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 1/30/2012

RECEIVED: Jan. 30,

Sundry Number: 22605 API Well Number: 43019500120000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
/ NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

2/20/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Change to original APD

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to request permission to drill the Cane Creek Approved by the
horizontally per the attached drilling program. It is anticipated that an utah Division of
8-1/2" pilot hole will be drilled through the Cane Creek Shale. The well Oil, Gas and Mining

will then be logged and sidewall cores cut. After evaluation, the well will Date: February 13, 2012
be plugged back to approximately 7200' and drilled directionally from a

. .

kick-off point of 7437' MD to the 7" casing landing point of 8342' MD sy: e
(8010'TVD). There, the 7"casing will be set and cemented. The well will
then be drilled out with a 6" bit to TD of 11,655' MD (7949' TVD) The

actual directional program may be altered as dictated by hole
conditions, log evaluation, or core analysis. Surface location Section 18

T26S-R20E, 721' FNL, and 766' FEL (NENE). Projected Bottom hole
location-Sec 18, T26S, R20E, 786'FSL, 1392' FEL (SWSE). Please refer to the attached directional

program for details.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 1/30/2012

RECEIVED: Jan. 30,

donstaley
Highlight
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Sundry Number: 22605 API Well Number: 43019500120000Sundry Number: 22605 API Well Number: 43019500120000
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Meridian: SLBM
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RECEIVED: Jan. 30, 2012

Sundry Number: 22605 API Well Number: 43019500120000Sundry Number: 22605 API Well Number: 43019500120000

Fidelity Exploration and Production
Grand County, UT
Cane Creek Unit
Well #16- I
Frontier #10

Plan: Preliminary Directional Plan 01/03/2012

Standard Planning Report
03 January, 2012

fl0NAL

Sundry Number: 22605 API Well Number: 43019500120000

Fidelity Exploration and Production
Grand County, UT
Cane Creek Unit
Well #16- I
Frontier #10

Plan: Preliminary Directional Plan 01/03/2012

Standard Planning Report
03 January, 2012

fl0NAL

Sundry Number: 22605 API Well Number: 43019500120000

Fidelity Exploration and Production
Grand County, UT
Cane Creek Unit
Well #16- I
Frontier #10

Plan: Preliminary Directional Plan 01/03/2012

Standard Planning Report
03 January, 2012

fl0NAL

Sundry Number: 22605 API Well Number: 43019500120000

Fidelity Exploration and Production
Grand County, UT
Cane Creek Unit
Well #16- I
Frontier #10

Plan: Preliminary Directional Plan 01/03/2012

Standard Planning Report
03 January, 2012

fl0NAL



R
E
C
E
I
V
E
D
:
 
J
a
n
.
 
3
0
,
 
2
0
1
2

S
u
n
d
r
y
 
N
u
m
b
e
r
:
 
2
2
6
0
5
 
A
P
I
 
W
e
l
l
 
N
u
m
b
e
r
:
 
4
3
0
1
9
5
0
0
1
2
0
0
0
0

CCU 18-1: Horizontal TVD Well ath
4500 4000 3500 3000 2500 2000 1500 1000 500 0 -500

-+- To..
7350 | 25 I DO

-+- Ca o
--E-- PI

Cno
Su12.5

ttom I ole 2.,

Pi ot hole
- -37.5

000 -- -50

-62.5

8050 -- 75

Distance from Surface Location,

CCU 18-1: Horizontal TVD Well ath
4500 4000 3500 3000 2500 2000 1500 1000 500 0 -500

-+- To..
7350 | 25 I DO

-+- Ca o
--E-- PI

Cno
Su12.5

ttom I ole 2.,

Pi ot hole
- -37.5

000 -- -50

-62.5

8050 -- 75

Distance from Surface Location,

CCU 18-1: Horizontal TVD Well ath
4500 4000 3500 3000 2500 2000 1500 1000 500 0 -500

-+- To..
7350 | 25 I DO

-+- Ca o
--E-- PI

Cno
Su12.5

ttom I ole 2.,

Pi ot hole
- -37.5

000 -- -50

-62.5

8050 -- 75

Distance from Surface Location,

CCU 18-1: Horizontal TVD Well ath
4500 4000 3500 3000 2500 2000 1500 1000 500 0 -500

-+- To..
7350 | 25 I DO

-+- Ca o
--E-- PI

Cno
Su12.5

ttom I ole 2.,

Pi ot hole
- -37.5

000 -- -50

-62.5

8050 -- 75

Distance from Surface Location,



RECEIVED: Jan. 30, 2012

Sundry Number: 22605 API Well Number: 43019500120000Sundry Number: 22605 API Well Number: 43019500120000
Crescent Directional Drilling, LP

Planning Report
1 I IID' I II l'

Database: EDM2003.16 Single User Ob Local Co-ordinate Reference: WellWeli#18 4
Company; Fidelity Exploration and Production TVDReference: WELL @6018.0ft (Frontier#10 (22' KB))
Project: Grand County, UT MD Reference: WELL @6018.0ft (Frontier#10 (22' KB))
Site: Cane Creek Unit North Reference: True
Well: WelI#16-I Survey Calculation Method: Minimum Curvature
Wellbore: Frontier#10
Design; Preliminary Directional Plan 01/03/2012

Project Grand County, UT

Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCONCONUS)
Map Zone: Utah Central4302

Site Cane Creek Unit

Site Positlon: Northing: 82,611.52ft Latitude: 38° 32' 47.951 N
From: Lat/Long Easting: 2,501,213.54 ft Longitude: 109° 44' 51.968 W
Position Uncertainty: 0.0 ft Slot Radius: " Grid Convergence: 1.12 °

Well Well #1

Well Position +NI-S 0.0 ft Northing: 82,611.52 ft Latitude: 38°32'47.951 N
+El-W 0.0 ft Easting: 2,501,213.54 ft Longitude: 109° 44' 51.968 W

Position Uncertainty 0,0 ft Welthead Elevation: 6,018.0 ft Ground Level: 5,996.0 ft

Well bore Frontier #10

Magnetics Model Name Sample Date Declination Dip Angle Field Strength
(') (*) (nT)

IGRF2010 01/03/12 10.89 64.60 51,428

Design Preliminary Directional Plan 01/03/2012

Audit Notes:
Verslon: Phase: PROTOTYPE Tle On Depth: 0.0

Vertical Section: Depth From (TVD) +NI-8 +El-W Direction
(ft) (ft) (ft) (°)
0.0 0.0 0.0 189.26

Plan Sections

Measured Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI-8 +El-W Rate Rate Rate TFO

(ft) (*) (*) (ft) (ft) (ft) ('I100ft) (°I100ft) (°I100ft) (*) Target

0.0 0.00 0.00 0.0 0.0 0.0 0.00 0.00 0.00 0.00
7,437.0 0.00 0.00 7,437.0 0.0 0.0 0.00 0.00 0.00 0.00
8,341.5 90.45 189.26 8,009.9 -569.9 -92.9 10.00 10.00 0.00 189.26
9,150.1 90.45 189.26 8,003.6 -1,367.9

-223.0 0.00 0.00 0.00 0.00
9,192.7 91.73 189.26 8,002.8 -1,410.0

-229.9 3.00 3.00 0.00 0.00
10,936.9 91.73 189.26 7,950.1 -3,130.7

-510.4 0.00 0.00 0.00 0.00
10,994.5 90.00 189.26 7,949.3 -3,187.6

-519.7 3.00 -3.00 0.00 180.00
11,654.9 90.00 189.26 7,949.3 -3,839.3

-626.0 0.00 0.00 0.00 0.00

01/03/12 12:42:01PM Page 2 COMPASS2003 16 Build
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Planning Report
1 I IID' I II l'
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RECEIVED: Jan. 30, 2012

Sundry Number: 22605 API Well Number: 43019500120000Sundry Number: 22605 API Well Number: 43019500120000
Crescent Directional Drilling, LP

Planning Report

Database: EDM2003.16 Single User Db f ren e WellWeli#16 ' Í
Company: Fidelity Exploration and Production WELL@ 6018.0ft (Frontier #10 (22' KB))
Project: Grand County,UT WELL @6018.0ft (Frontier#10 (22' KB))
Site: Cane Creek Unit ren True
Well: WelI#1Û~l 5 rye IËú MinimumCurvature
Well bore: Frontier #10

7,400.0 0.00 0.00 7,400.0 0.0 0.0 0.0 0.00 0.00 0.00
7,437.0 0.00 0.00 7,437.0 0.0 0.0 0.0 0.00 0.00 0.00
7,500.0 6.30 189.26 7,499.9 -3.4 -0.6 3.5 10.00 10.00 0.00
7,600.0 16.30 189.26 7,597.8 -22.7 -3.7 23.0 10.00 10.00 0.00
7,700.0 26.30 189.26 7,690.9 -58.5 -9.5 59.3 10.00 10.00 0.00
7,800.0 36.30 189.26 7,776.2 -109.7 -17.9 111.2 10.00 10.00 0.00
7,900.0 46.30 189.26 7,851.2 -174.8

-28.5 177.1 10.00 10.00 0.00
8,000.0 56.30 189.26 7,913.7 -251.7 -41.0 255.1 10.00 10.00 0.00
8,100.0 66.30 189.26 7,961.6 -338.2 -55.1 342.7 10.00 10.00 0.00
8,200.0 76.30 189.26 7,993.7 -431.6 -70.4 437.3 10.00 10.00 0.00
8,300.0 86.30 189.26 8,008.8 -529.0

-86.2 536.0 10.00 10.00 0.00
8,341.5 90.45 189.26 8,009.9 -569.9 -92.9 577.5 10.00 10.00 0.00
8,400.0 90.45 189.26 8,009.5 -627.7 -102.3 636.0 0.00 0.00 0.00
8.500.0 90.45 189.26 8,008.7 -726.4 -118.4 736.0 0.00 0.00 0.00
8,600.0 90.45 189.26 8,007.9 -825.1 -134.5 835.9 0.00 0.00 0.00
8,700.0 90.45 189.26 8,007.1 -923.7 -150.6 935.9 0.00 0.00 0.00
8,800.0 90.45 189.26 8,006.3 -1,022.4 -166.7 1,035.9 0.00 0.00 0.00
8,900.0 90.45 189.26 8,005.6 -1,121.1

-182.8 1,135.9 0.00 0.00 0.00
9,000.0 90.45 189.26 8,004.8 -1,219.8 -198.9 1,235.9 0.00 0.00 0.00
9,100.0 90.45 189.26 8,004.0 -1,318.5

-215.0 1,335.9 0.00 0.00 0.00
9,150.1 90.45 189.26 8,003.6 -1,367.9

-223.0 1,386.0 0.00 0.00 0.00
9,192.7 91.73 189.26 8,002.8 -1,410.0

-229.9 1,428,7 3.00 3.00 0.00
9,200.0 91.73 189.26 8,002.6 -1,417.2

-231.1 1,435.9 0.00 0.00 0.00
9,300.0 91.73 189.26 7,999.5 -1,515.9

-247.1 1,535.9 0.00 0.00 0.00
9,400.0 91.73 189.26 7,996,5 -1,614.5

-263.2 1,635.8 0.00 0.00 0.00
9,500.0 91.73 189.26 7,993.5 .

-1,713.2
-279.3 1,735.8 0.00 0.00 0.00

9,600.0 91.73 189.26 7,990.5 -1,811.8 .295.4 1,835.7 0.00 0.00 0.00
9,700.0 91.73 189.26 7,987.5 -1,910.5

-311.5 1,935.7 0.00 0.00 0.00
9,800.0 91.73 189.26 7,984.4 -2,009.1

-327.6 2,035.6 0.00 0.00 0.00
9,900.0 91.73 189.26 7,981.4 -2,107.8

-343.6 2,135.6 0.00 0.00 0.00
10,000.0 91.73 189.26 7,978.4 -2,206.4

-359.7 2,235.6 0.00 0.00 0.00
10,100.0 91.73 189.26 7,975.4 -2,305.1

-375.8 2,335.5 0.00 0.00 0.00
10,200.0 91.73 189.26 7,972.4 -2,403.7

-391.9 2,435.5 0.00 0.00 0.00
10,300.0 91.73 189.26 7,969.4 -2,502.4

-408.0 2,535.4 0.00 0.00 0.00
10,400.0 91.73 189.26 7,966.3 -2,601.0 -424.1 2,635.4 0.00 0.00 0.00
10,500.0 91.73 189.26 7,963.3 -2,699.7

-440,2 2,735.3 0.00 0.00 0.00
10,600.0 91.73 189.26 7,960.3 -2,798.3

-456.2 2,835.3 0.00 0.00 0.00
10,700.0 91.73 189.26 7,957.3 -2,897.0

-472.3 2,935.2 0.00 0.00 0.00
10,800.0 91.73 189.26 7,954.3 -2,995.6

-488.4 3,035.2 0.00 0.00 0.00
10,900.0 91,73 189,26 7,951.2 -3,094.3 -504.5 3,135.1 0.00 0.00 0.00
10,936.9 91.73 189.26 7,950.1 -3,130.7

-510,4 3,172.0 0.00 0.00 0.00
10,994.5 90.00 189.26 7,949.3 -3,187.6

-519.7 3,229.7 3.00 -3.00 0.00
11,000.0 90.00 189.26 7,949.3 -3,193.0

-520.6 3,235.1 0.00 0.00 0.00
11,100.0 90.00 189.26 7,949.3 -3,291.7

-536.7 3,335.1 0.00 0.00 0.00
11,200.0 90.00 189.26 7,949.3 -3,390.4

-552.8 3,435.1 0.00 0.00 0.00
11,300.0 90.00 189.26 7,949.3 -3,489.1

-568.9 3,535.1 0.00 0.00 0.00
11,400.0 90.00 189.26 7,949.3 -3,587.7

-584.9 3,635.1 0.00 0.00 0.00
11,500.0 90.00 189.26 7,949.3 -3,686.4

-601.0 3,735.1 0.00 0.00 0.00
11,600.0 90.00 189.26 7,949.3 -3,785.1

-617.1 3,835.1 0.00 0.00 0.00
11,654,9 90.00 189.26 7,949.3 -3,839.3 -626.0 3,890.0 0.00 0.00 0.00
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Sundry Number: 22605 API Well Number: 43019500120000
Crescent Directional Drilling, LP

Planning Report

Database: EDM2003.16 Single User Db f ren e WellWeli#16 ' Í
Company: Fidelity Exploration and Production WELL@ 6018.0ft (Frontier #10 (22' KB))
Project: Grand County,UT WELL @6018.0ft (Frontier#10 (22' KB))
Site: Cane Creek Unit ren True
Well: WelI#1Û~l 5 rye IËú MinimumCurvature
Well bore: Frontier #10

7,400.0 0.00 0.00 7,400.0 0.0 0.0 0.0 0.00 0.00 0.00
7,437.0 0.00 0.00 7,437.0 0.0 0.0 0.0 0.00 0.00 0.00
7,500.0 6.30 189.26 7,499.9 -3.4 -0.6 3.5 10.00 10.00 0.00
7,600.0 16.30 189.26 7,597.8 -22.7 -3.7 23.0 10.00 10.00 0.00
7,700.0 26.30 189.26 7,690.9 -58.5 -9.5 59.3 10.00 10.00 0.00
7,800.0 36.30 189.26 7,776.2 -109.7 -17.9 111.2 10.00 10.00 0.00
7,900.0 46.30 189.26 7,851.2 -174.8

-28.5 177.1 10.00 10.00 0.00
8,000.0 56.30 189.26 7,913.7 -251.7 -41.0 255.1 10.00 10.00 0.00
8,100.0 66.30 189.26 7,961.6 -338.2 -55.1 342.7 10.00 10.00 0.00
8,200.0 76.30 189.26 7,993.7 -431.6 -70.4 437.3 10.00 10.00 0.00
8,300.0 86.30 189.26 8,008.8 -529.0

-86.2 536.0 10.00 10.00 0.00
8,341.5 90.45 189.26 8,009.9 -569.9 -92.9 577.5 10.00 10.00 0.00
8,400.0 90.45 189.26 8,009.5 -627.7 -102.3 636.0 0.00 0.00 0.00
8.500.0 90.45 189.26 8,008.7 -726.4 -118.4 736.0 0.00 0.00 0.00
8,600.0 90.45 189.26 8,007.9 -825.1 -134.5 835.9 0.00 0.00 0.00
8,700.0 90.45 189.26 8,007.1 -923.7 -150.6 935.9 0.00 0.00 0.00
8,800.0 90.45 189.26 8,006.3 -1,022.4 -166.7 1,035.9 0.00 0.00 0.00
8,900.0 90.45 189.26 8,005.6 -1,121.1

-182.8 1,135.9 0.00 0.00 0.00
9,000.0 90.45 189.26 8,004.8 -1,219.8 -198.9 1,235.9 0.00 0.00 0.00
9,100.0 90.45 189.26 8,004.0 -1,318.5

-215.0 1,335.9 0.00 0.00 0.00
9,150.1 90.45 189.26 8,003.6 -1,367.9

-223.0 1,386.0 0.00 0.00 0.00
9,192.7 91.73 189.26 8,002.8 -1,410.0

-229.9 1,428,7 3.00 3.00 0.00
9,200.0 91.73 189.26 8,002.6 -1,417.2

-231.1 1,435.9 0.00 0.00 0.00
9,300.0 91.73 189.26 7,999.5 -1,515.9

-247.1 1,535.9 0.00 0.00 0.00
9,400.0 91.73 189.26 7,996,5 -1,614.5

-263.2 1,635.8 0.00 0.00 0.00
9,500.0 91.73 189.26 7,993.5 .

-1,713.2
-279.3 1,735.8 0.00 0.00 0.00

9,600.0 91.73 189.26 7,990.5 -1,811.8 .295.4 1,835.7 0.00 0.00 0.00
9,700.0 91.73 189.26 7,987.5 -1,910.5

-311.5 1,935.7 0.00 0.00 0.00
9,800.0 91.73 189.26 7,984.4 -2,009.1

-327.6 2,035.6 0.00 0.00 0.00
9,900.0 91.73 189.26 7,981.4 -2,107.8

-343.6 2,135.6 0.00 0.00 0.00
10,000.0 91.73 189.26 7,978.4 -2,206.4

-359.7 2,235.6 0.00 0.00 0.00
10,100.0 91.73 189.26 7,975.4 -2,305.1

-375.8 2,335.5 0.00 0.00 0.00
10,200.0 91.73 189.26 7,972.4 -2,403.7

-391.9 2,435.5 0.00 0.00 0.00
10,300.0 91.73 189.26 7,969.4 -2,502.4

-408.0 2,535.4 0.00 0.00 0.00
10,400.0 91.73 189.26 7,966.3 -2,601.0 -424.1 2,635.4 0.00 0.00 0.00
10,500.0 91.73 189.26 7,963.3 -2,699.7

-440,2 2,735.3 0.00 0.00 0.00
10,600.0 91.73 189.26 7,960.3 -2,798.3

-456.2 2,835.3 0.00 0.00 0.00
10,700.0 91.73 189.26 7,957.3 -2,897.0

-472.3 2,935.2 0.00 0.00 0.00
10,800.0 91.73 189.26 7,954.3 -2,995.6

-488.4 3,035.2 0.00 0.00 0.00
10,900.0 91,73 189,26 7,951.2 -3,094.3 -504.5 3,135.1 0.00 0.00 0.00
10,936.9 91.73 189.26 7,950.1 -3,130.7

-510,4 3,172.0 0.00 0.00 0.00
10,994.5 90.00 189.26 7,949.3 -3,187.6

-519.7 3,229.7 3.00 -3.00 0.00
11,000.0 90.00 189.26 7,949.3 -3,193.0

-520.6 3,235.1 0.00 0.00 0.00
11,100.0 90.00 189.26 7,949.3 -3,291.7

-536.7 3,335.1 0.00 0.00 0.00
11,200.0 90.00 189.26 7,949.3 -3,390.4

-552.8 3,435.1 0.00 0.00 0.00
11,300.0 90.00 189.26 7,949.3 -3,489.1

-568.9 3,535.1 0.00 0.00 0.00
11,400.0 90.00 189.26 7,949.3 -3,587.7

-584.9 3,635.1 0.00 0.00 0.00
11,500.0 90.00 189.26 7,949.3 -3,686.4

-601.0 3,735.1 0.00 0.00 0.00
11,600.0 90.00 189.26 7,949.3 -3,785.1

-617.1 3,835.1 0.00 0.00 0.00
11,654,9 90.00 189.26 7,949.3 -3,839.3 -626.0 3,890.0 0.00 0.00 0.00
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Sundry Number: 22605 API Well Number: 43019500120000
Crescent Directional Drilling, LP

Planning Report

Database: EDM2003.16 Single User Db f ren e WellWeli#16 ' Í
Company: Fidelity Exploration and Production WELL@ 6018.0ft (Frontier #10 (22' KB))
Project: Grand County,UT WELL @6018.0ft (Frontier#10 (22' KB))
Site: Cane Creek Unit ren True
Well: WelI#1Û~l 5 rye IËú MinimumCurvature
Well bore: Frontier #10

7,400.0 0.00 0.00 7,400.0 0.0 0.0 0.0 0.00 0.00 0.00
7,437.0 0.00 0.00 7,437.0 0.0 0.0 0.0 0.00 0.00 0.00
7,500.0 6.30 189.26 7,499.9 -3.4 -0.6 3.5 10.00 10.00 0.00
7,600.0 16.30 189.26 7,597.8 -22.7 -3.7 23.0 10.00 10.00 0.00
7,700.0 26.30 189.26 7,690.9 -58.5 -9.5 59.3 10.00 10.00 0.00
7,800.0 36.30 189.26 7,776.2 -109.7 -17.9 111.2 10.00 10.00 0.00
7,900.0 46.30 189.26 7,851.2 -174.8

-28.5 177.1 10.00 10.00 0.00
8,000.0 56.30 189.26 7,913.7 -251.7 -41.0 255.1 10.00 10.00 0.00
8,100.0 66.30 189.26 7,961.6 -338.2 -55.1 342.7 10.00 10.00 0.00
8,200.0 76.30 189.26 7,993.7 -431.6 -70.4 437.3 10.00 10.00 0.00
8,300.0 86.30 189.26 8,008.8 -529.0

-86.2 536.0 10.00 10.00 0.00
8,341.5 90.45 189.26 8,009.9 -569.9 -92.9 577.5 10.00 10.00 0.00
8,400.0 90.45 189.26 8,009.5 -627.7 -102.3 636.0 0.00 0.00 0.00
8.500.0 90.45 189.26 8,008.7 -726.4 -118.4 736.0 0.00 0.00 0.00
8,600.0 90.45 189.26 8,007.9 -825.1 -134.5 835.9 0.00 0.00 0.00
8,700.0 90.45 189.26 8,007.1 -923.7 -150.6 935.9 0.00 0.00 0.00
8,800.0 90.45 189.26 8,006.3 -1,022.4 -166.7 1,035.9 0.00 0.00 0.00
8,900.0 90.45 189.26 8,005.6 -1,121.1

-182.8 1,135.9 0.00 0.00 0.00
9,000.0 90.45 189.26 8,004.8 -1,219.8 -198.9 1,235.9 0.00 0.00 0.00
9,100.0 90.45 189.26 8,004.0 -1,318.5

-215.0 1,335.9 0.00 0.00 0.00
9,150.1 90.45 189.26 8,003.6 -1,367.9

-223.0 1,386.0 0.00 0.00 0.00
9,192.7 91.73 189.26 8,002.8 -1,410.0

-229.9 1,428,7 3.00 3.00 0.00
9,200.0 91.73 189.26 8,002.6 -1,417.2

-231.1 1,435.9 0.00 0.00 0.00
9,300.0 91.73 189.26 7,999.5 -1,515.9

-247.1 1,535.9 0.00 0.00 0.00
9,400.0 91.73 189.26 7,996,5 -1,614.5

-263.2 1,635.8 0.00 0.00 0.00
9,500.0 91.73 189.26 7,993.5 .

-1,713.2
-279.3 1,735.8 0.00 0.00 0.00

9,600.0 91.73 189.26 7,990.5 -1,811.8 .295.4 1,835.7 0.00 0.00 0.00
9,700.0 91.73 189.26 7,987.5 -1,910.5

-311.5 1,935.7 0.00 0.00 0.00
9,800.0 91.73 189.26 7,984.4 -2,009.1

-327.6 2,035.6 0.00 0.00 0.00
9,900.0 91.73 189.26 7,981.4 -2,107.8

-343.6 2,135.6 0.00 0.00 0.00
10,000.0 91.73 189.26 7,978.4 -2,206.4

-359.7 2,235.6 0.00 0.00 0.00
10,100.0 91.73 189.26 7,975.4 -2,305.1

-375.8 2,335.5 0.00 0.00 0.00
10,200.0 91.73 189.26 7,972.4 -2,403.7

-391.9 2,435.5 0.00 0.00 0.00
10,300.0 91.73 189.26 7,969.4 -2,502.4

-408.0 2,535.4 0.00 0.00 0.00
10,400.0 91.73 189.26 7,966.3 -2,601.0 -424.1 2,635.4 0.00 0.00 0.00
10,500.0 91.73 189.26 7,963.3 -2,699.7

-440,2 2,735.3 0.00 0.00 0.00
10,600.0 91.73 189.26 7,960.3 -2,798.3

-456.2 2,835.3 0.00 0.00 0.00
10,700.0 91.73 189.26 7,957.3 -2,897.0

-472.3 2,935.2 0.00 0.00 0.00
10,800.0 91.73 189.26 7,954.3 -2,995.6

-488.4 3,035.2 0.00 0.00 0.00
10,900.0 91,73 189,26 7,951.2 -3,094.3 -504.5 3,135.1 0.00 0.00 0.00
10,936.9 91.73 189.26 7,950.1 -3,130.7

-510,4 3,172.0 0.00 0.00 0.00
10,994.5 90.00 189.26 7,949.3 -3,187.6

-519.7 3,229.7 3.00 -3.00 0.00
11,000.0 90.00 189.26 7,949.3 -3,193.0

-520.6 3,235.1 0.00 0.00 0.00
11,100.0 90.00 189.26 7,949.3 -3,291.7

-536.7 3,335.1 0.00 0.00 0.00
11,200.0 90.00 189.26 7,949.3 -3,390.4

-552.8 3,435.1 0.00 0.00 0.00
11,300.0 90.00 189.26 7,949.3 -3,489.1

-568.9 3,535.1 0.00 0.00 0.00
11,400.0 90.00 189.26 7,949.3 -3,587.7

-584.9 3,635.1 0.00 0.00 0.00
11,500.0 90.00 189.26 7,949.3 -3,686.4

-601.0 3,735.1 0.00 0.00 0.00
11,600.0 90.00 189.26 7,949.3 -3,785.1

-617.1 3,835.1 0.00 0.00 0.00
11,654,9 90.00 189.26 7,949.3 -3,839.3 -626.0 3,890.0 0.00 0.00 0.00
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Sundry Number: 22605 API Well Number: 43019500120000
Crescent Directional Drilling, LP

Planning Report

Database: EDM2003.16 Single User Db f ren e WellWeli#16 ' Í
Company: Fidelity Exploration and Production WELL@ 6018.0ft (Frontier #10 (22' KB))
Project: Grand County,UT WELL @6018.0ft (Frontier#10 (22' KB))
Site: Cane Creek Unit ren True
Well: WelI#1Û~l 5 rye IËú MinimumCurvature
Well bore: Frontier #10

7,400.0 0.00 0.00 7,400.0 0.0 0.0 0.0 0.00 0.00 0.00
7,437.0 0.00 0.00 7,437.0 0.0 0.0 0.0 0.00 0.00 0.00
7,500.0 6.30 189.26 7,499.9 -3.4 -0.6 3.5 10.00 10.00 0.00
7,600.0 16.30 189.26 7,597.8 -22.7 -3.7 23.0 10.00 10.00 0.00
7,700.0 26.30 189.26 7,690.9 -58.5 -9.5 59.3 10.00 10.00 0.00
7,800.0 36.30 189.26 7,776.2 -109.7 -17.9 111.2 10.00 10.00 0.00
7,900.0 46.30 189.26 7,851.2 -174.8

-28.5 177.1 10.00 10.00 0.00
8,000.0 56.30 189.26 7,913.7 -251.7 -41.0 255.1 10.00 10.00 0.00
8,100.0 66.30 189.26 7,961.6 -338.2 -55.1 342.7 10.00 10.00 0.00
8,200.0 76.30 189.26 7,993.7 -431.6 -70.4 437.3 10.00 10.00 0.00
8,300.0 86.30 189.26 8,008.8 -529.0

-86.2 536.0 10.00 10.00 0.00
8,341.5 90.45 189.26 8,009.9 -569.9 -92.9 577.5 10.00 10.00 0.00
8,400.0 90.45 189.26 8,009.5 -627.7 -102.3 636.0 0.00 0.00 0.00
8.500.0 90.45 189.26 8,008.7 -726.4 -118.4 736.0 0.00 0.00 0.00
8,600.0 90.45 189.26 8,007.9 -825.1 -134.5 835.9 0.00 0.00 0.00
8,700.0 90.45 189.26 8,007.1 -923.7 -150.6 935.9 0.00 0.00 0.00
8,800.0 90.45 189.26 8,006.3 -1,022.4 -166.7 1,035.9 0.00 0.00 0.00
8,900.0 90.45 189.26 8,005.6 -1,121.1

-182.8 1,135.9 0.00 0.00 0.00
9,000.0 90.45 189.26 8,004.8 -1,219.8 -198.9 1,235.9 0.00 0.00 0.00
9,100.0 90.45 189.26 8,004.0 -1,318.5

-215.0 1,335.9 0.00 0.00 0.00
9,150.1 90.45 189.26 8,003.6 -1,367.9

-223.0 1,386.0 0.00 0.00 0.00
9,192.7 91.73 189.26 8,002.8 -1,410.0

-229.9 1,428,7 3.00 3.00 0.00
9,200.0 91.73 189.26 8,002.6 -1,417.2

-231.1 1,435.9 0.00 0.00 0.00
9,300.0 91.73 189.26 7,999.5 -1,515.9

-247.1 1,535.9 0.00 0.00 0.00
9,400.0 91.73 189.26 7,996,5 -1,614.5

-263.2 1,635.8 0.00 0.00 0.00
9,500.0 91.73 189.26 7,993.5 .

-1,713.2
-279.3 1,735.8 0.00 0.00 0.00

9,600.0 91.73 189.26 7,990.5 -1,811.8 .295.4 1,835.7 0.00 0.00 0.00
9,700.0 91.73 189.26 7,987.5 -1,910.5

-311.5 1,935.7 0.00 0.00 0.00
9,800.0 91.73 189.26 7,984.4 -2,009.1

-327.6 2,035.6 0.00 0.00 0.00
9,900.0 91.73 189.26 7,981.4 -2,107.8

-343.6 2,135.6 0.00 0.00 0.00
10,000.0 91.73 189.26 7,978.4 -2,206.4

-359.7 2,235.6 0.00 0.00 0.00
10,100.0 91.73 189.26 7,975.4 -2,305.1

-375.8 2,335.5 0.00 0.00 0.00
10,200.0 91.73 189.26 7,972.4 -2,403.7

-391.9 2,435.5 0.00 0.00 0.00
10,300.0 91.73 189.26 7,969.4 -2,502.4

-408.0 2,535.4 0.00 0.00 0.00
10,400.0 91.73 189.26 7,966.3 -2,601.0 -424.1 2,635.4 0.00 0.00 0.00
10,500.0 91.73 189.26 7,963.3 -2,699.7

-440,2 2,735.3 0.00 0.00 0.00
10,600.0 91.73 189.26 7,960.3 -2,798.3

-456.2 2,835.3 0.00 0.00 0.00
10,700.0 91.73 189.26 7,957.3 -2,897.0

-472.3 2,935.2 0.00 0.00 0.00
10,800.0 91.73 189.26 7,954.3 -2,995.6

-488.4 3,035.2 0.00 0.00 0.00
10,900.0 91,73 189,26 7,951.2 -3,094.3 -504.5 3,135.1 0.00 0.00 0.00
10,936.9 91.73 189.26 7,950.1 -3,130.7

-510,4 3,172.0 0.00 0.00 0.00
10,994.5 90.00 189.26 7,949.3 -3,187.6

-519.7 3,229.7 3.00 -3.00 0.00
11,000.0 90.00 189.26 7,949.3 -3,193.0

-520.6 3,235.1 0.00 0.00 0.00
11,100.0 90.00 189.26 7,949.3 -3,291.7

-536.7 3,335.1 0.00 0.00 0.00
11,200.0 90.00 189.26 7,949.3 -3,390.4

-552.8 3,435.1 0.00 0.00 0.00
11,300.0 90.00 189.26 7,949.3 -3,489.1

-568.9 3,535.1 0.00 0.00 0.00
11,400.0 90.00 189.26 7,949.3 -3,587.7

-584.9 3,635.1 0.00 0.00 0.00
11,500.0 90.00 189.26 7,949.3 -3,686.4

-601.0 3,735.1 0.00 0.00 0.00
11,600.0 90.00 189.26 7,949.3 -3,785.1

-617.1 3,835.1 0.00 0.00 0.00
11,654,9 90.00 189.26 7,949.3 -3,839.3 -626.0 3,890.0 0.00 0.00 0.00
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RECEIVED: Jan. 30, 2012

Sundry Number: 22605 API Well Number: 43019500120000Sundry Number: 22605 API Well Number: 43019500120000

SECTION 18, T 26 4 2 20 & SLII
S89'54'18"E S89'51'27"E 2642.16'

260 1.61'

LOT 1 o
CANE CREEK UN T 18-1 766'

GRADED GROUND ELEk=5994

NAD 1983:LAT, = 38'32'47.88" NORTH
I ONG.=109' 44'54.40' WEST

NAD 1927:LAT. =
38°32'47.95" NORTHLONG.=109°44 51.97' WEST

LOT 2

o
A LOT 3
o tooo

CANEGREEK UNIT 18-1
BOTTOM HOLE

to o
NID 1983:LAT. =

38° '10.67" NORTH n..... --

LOT 4
LONG.=109° 502.30" WEST T 1392' FEL *

NID 1927:LAT. = 38' 2'10.74" NORTH |LONG.=109° 4'59.87" WEST I

SCALE1"=1000,
S89°50'21"E 2608.61' (SB9'52'E 2640.0')

NOTES: DATA IN PARENTHESIS IS OF RECORD.

ELEVATIONSARE BASED ON U.S.C.S. TOPO QUAD "GOLD BAR
CANYON, UTAH". ELEV. AT "PLATEAU AZIMUTHMARK= "6114 FT.".

FOUND GOVERNMENTAND/OR
PRlVATE RECTANGULARSURVEY CORNER KE GH ŽAND NRVEY/NG
PROPOSED WELL LOCATION 45 EAST CENTERSTREET MOAB,UTAH, 84532

A PLAT OF
\\\1111111

9.9..... CANE CREEK UNIT 18-1
WITHINSECTION 18, T 26 S, R 20 E, SLM,

N 71HOO4M.i•Ñ- GRAND COUNTY, UTAH

TIMOTHYM. KEOGH " KEOGH ,•° Ñ . PREPARED FOR
F/DÆlTY EXPLORATION & PROD[/CTION CO.

JANUARY 30, 2012 **

OFDATE inilimit DATE: 1-30-2012 DRAWN BY: TMK CHECKED BY: TMK

SCALE: 1"=1000' F.B.g TDC1
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STATE OF UTAH FORM 6
DEPARTMENT OF NATURALRESOURCES

DIVISION OF OIL, GASAND MINING

ENTITYACTION FORM

Operator: Fidelity Exploration and Production Company Operator Account Number: N 3155

Address: 2585 Heartland Drive

city Sheridan

state zio 82801 Phone Number. (307) 675-4924

Well 1

API Number Wen Name QQ ii ESe T Rñ Cõúrity
4301950012 Cane Creek Unit 18-1 NENE 18 26S 20E Grand

: Antiõñ Cód dûìŸëntEntity New Entity Spud Date Entity A si nÑë¾
Ñüniber Number Effé¿tiúe:6 ë

2/3/2012 \ g
Comments:

ISNumbet éÏIiNãIn O Sec TW) R Códñíÿ

Action Code Current Entity New Entity Spud Date Entitý Ãdéiëñrån t
Number Number Effe fiŸáiD é

Comments:

w
PENimiber ::. :: Näm O Sec Twp Rng .:: : C ûniÿ

Action Codë Curféñt Erki Eñtity 5 Idiba Entitý Assi näärit
NûãÙëË: únit EffectiŸ D

Comments:

ACTION CODES:
A - Establish new entityfor newwell(single wellonly) Ste hanie Masters

.

-7

B - Add new wellto existingentity(groupor unitwell) Name(Please rint) / /
C - Re-assign well fromoneexistingentityto another existingentity
D - Re-assign well from one existingentityto a new entity NghatLr
E -Other(Explainin'comments'section) RECElVED Oper onsTechnicianill 2/3/2012

Title Date

smooo) FEB0 3 2012

DIV,0FOIL,GAS&
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RECEIVED: Mar. 01, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT #18-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 PARK ROAD 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0721 FNL 0766 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

3 /1 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Please find attached a complete chronological drilling report for this
well covering 2/1/2012 thru 3/1/2012.

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 3 /1 /2012

March 02, 2012

Sundry Number: 23470 API Well Number: 43019500120000Sundry Number: 23470 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/1/2012
WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please find attached a complete chronological drilling report for this Accepted by the
well covering 2/1/2012 thru 3/1/2012. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
March 02, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 3/1/2012

RECEIVED: Mar. 01,

Sundry Number: 23470 API Well Number: 43019500120000
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Please find attached a complete chronological drilling report for this Accepted by the
well covering 2/1/2012 thru 3/1/2012. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
March 02, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 3/1/2012

RECEIVED: Mar. 01,
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FEPCo
1700 Lincoln Street Suite 2800
Denver, CO 80203 Drillinq Chronological
(720)937-9631 RequIatory

I oWëll hanië Canë CrëekW8
Field Name: Cane Creek STT/R 18/26S/20E County,State: GRAND, UT

Operator Fidelity E&P Location Desc: District: 01PARA
Project AFE: 110344 AFEs Associated: I / /

Activity Date : 2/26/2012 Days From Spud : 0 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.00 Start Contractor for Cane Creek 18-1 on the 2/26/12 0 0 N1H 2
6:00 24.00 01 Moving rig f/from cane creek 26-2 to cane creek 18-1 0 0 NJH

Total: 24.00

Activity Date : 2/27/2012 Days From Spud : 0 Current Depth : 0 Ft 24 Hr. Footage Made 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations 0,

oStart Hrs Code Remarks Start Depth End Depth Run o
6:00 24.00 01 Moving rig from Cane Creek 26-2 to Cane Creek 18-1, Move &set up rig camp, Set back yard, O 0 NIH

set sub's, &derrick A-leg's. o
Total:|24.00 I II I I o

Däilý Surrimary
Activity Date : 2/28/2012 Days From Spud : 0 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 01 Rigging up derrick, raising derrick, string up block, Finish Electral rig up, Rig up air, & Rig up 0 0 NIH

water &steam unit.Rig up Archer Air system.
Total: 24.00

Daily Summary
Activity Date : 2/29/2012 Days From Spud : 0 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0.00 Note:24 hr Notification to BLMOf spud, Well Cane Creek Unit 18-1 ( Eric Jones @13:30 hrs O 0 N]H

on 2/27/12.)
6:00 24.00 01 P/U and Rig up top drive, R/U Archer Air drilling Package, R/U mud pits, 1nstall conductor 0 0 N1H

pipe, R/U gas buster.
Total: 24.00
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Well Name:Cane Creek 18-1 |
Field Name: Cane Creek STT/R 18/265/20E County,State: GRAND,UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 3/1/2012 Days From Spud : 0 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
0.00 0 0 N1H

6:00 4.00 01 Rig up booie line, Steam &water lines, 0 0 NIH
10:00 3.50 01 rigirigup floor, Slip drill line 0 0 NIH
13:30 4.50 21 P/U 5 stds of Drillpipe &stand in derrick, Plu HWDP &stand in derrick. 0 0 NIH
18:00 2.00 08 Repair wt indicator & coupler on coolingpump O O NIH
20:00 1.00 21 Pick up H.WT.D.P. & rack in derrick 0 0 NIH D
21:00 4.50 22 Att. To test archer air lines, repair leaks & retest to 1200psi. O 0 NIH

1:30 0.50 21 Pre spud safety meeting with all crew members O 0 NIH
2:00 3.00 21 Pick bit #1, hammer motor, 2 -8" D.C. & install rotating head 0 0 NIH C
5:00 1.00 21 Tag bottom @9T RKB, start hammer motor,Mist pump Not working, Trouble shoot Mist pump. 0 0 NIH ty

Total: 24.00

Formation
Formation Name Current Well Top Subsea Datum ef Well Top Elec Top Comments

o
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RECEIVED: Feb. 27, 2012

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT #18-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 PARK ROAD 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0721 FNL 0766 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

3 /1 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity hereby request permission to change the surface casing as
previously planned . Fidelity would like to set 900' (Moenkopi is

projected at 750') of 13-3/8" 68#, BTC surface casing. Fidelity feels
that this will enhance the probability of obtaining a better cement job,

yet still allowing isolation of the Shinarump formation. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 2 /27 /2012

March 05, 2012

Sundry Number: 23377 API Well Number: 43019500120000Sundry Number: 23377 API Well Number: 43019500120000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH
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CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE
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Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity hereby request permission to change the surface casing as Accepted by the
previously planned . Fidelity would like to set 900' (Moenkopi is utah Division of

projected at 750') of 13-3/8" 68#, BTC surface casing. Fidelity feels oil, Gas and Mining

that this will enhance the probability of obtaining a better cement job, Date: March 05, 2012
yet still allowing isolation of the Shinarump formation.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
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N/A 2/27/2012
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Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

3/1/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity hereby request permission to change the surface casing as Accepted by the
previously planned . Fidelity would like to set 900' (Moenkopi is utah Division of

projected at 750') of 13-3/8" 68#, BTC surface casing. Fidelity feels oil, Gas and Mining

that this will enhance the probability of obtaining a better cement job, Date: March 05, 2012
yet still allowing isolation of the Shinarump formation.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 2/27/2012

RECEIVED: Feb. 27,

Sundry Number: 23377 API Well Number: 43019500120000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

3/1/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity hereby request permission to change the surface casing as Accepted by the
previously planned . Fidelity would like to set 900' (Moenkopi is utah Division of

projected at 750') of 13-3/8" 68#, BTC surface casing. Fidelity feels oil, Gas and Mining

that this will enhance the probability of obtaining a better cement job, Date: March 05, 2012
yet still allowing isolation of the Shinarump formation.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 2/27/2012

RECEIVED: Feb. 27,



RECEIVED: Mar. 07, 2012

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT #18-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 PARK ROAD 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0721 FNL 0766 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

3 /15 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  VSP

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity would like request permission to perform a Vertical Seismic
Profile on referenced well. The source will be located approximately

200' to 500' from the well bore on the far east side of 18-1 well pad,
and will take around 8 hours. The VSP will take place once the 7"

production casing is cemented and a cement bond log has been run,
which should be roughly the 15th of March 2012. There will be no

additional disturbance to the area. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 3 /7 /2012

March 19, 2012

Sundry Number: 23782 API Well Number: 43019500120000Sundry Number: 23782 API Well Number: 43019500120000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

3/15/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like request permission to perform a Vertical Seismic Approved by the
Profile on referenced well. The source will be located approximately Utah Division of

200' to 500' from the well bore on the far east side of 18-1 well pad, oil, Gas and Mining

and will take around 8 hours. The VSP will take place once the 7" Date: March 19, 2012
production casing is cemented and a cement bond log has been run,
which should be roughly the 15th of March 2012. There will be no sy:

additional disturbance to the area.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 3/7/2012

RECEIVED: Mar. 07,

Sundry Number: 23782 API Well Number: 43019500120000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

3/15/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like request permission to perform a Vertical Seismic Approved by the
Profile on referenced well. The source will be located approximately Utah Division of

200' to 500' from the well bore on the far east side of 18-1 well pad, oil, Gas and Mining

and will take around 8 hours. The VSP will take place once the 7" Date: March 19, 2012
production casing is cemented and a cement bond log has been run,
which should be roughly the 15th of March 2012. There will be no sy:

additional disturbance to the area.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 3/7/2012

RECEIVED: Mar. 07,

Sundry Number: 23782 API Well Number: 43019500120000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

3/15/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like request permission to perform a Vertical Seismic Approved by the
Profile on referenced well. The source will be located approximately Utah Division of

200' to 500' from the well bore on the far east side of 18-1 well pad, oil, Gas and Mining

and will take around 8 hours. The VSP will take place once the 7" Date: March 19, 2012
production casing is cemented and a cement bond log has been run,
which should be roughly the 15th of March 2012. There will be no sy:

additional disturbance to the area.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 3/7/2012

RECEIVED: Mar. 07,

Sundry Number: 23782 API Well Number: 43019500120000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

3/15/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like request permission to perform a Vertical Seismic Approved by the
Profile on referenced well. The source will be located approximately Utah Division of

200' to 500' from the well bore on the far east side of 18-1 well pad, oil, Gas and Mining

and will take around 8 hours. The VSP will take place once the 7" Date: March 19, 2012
production casing is cemented and a cement bond log has been run,
which should be roughly the 15th of March 2012. There will be no sy:

additional disturbance to the area.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 3/7/2012

RECEIVED: Mar. 07,



RECEIVED: Apr. 04, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT #18-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 PARK ROAD 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0721 FNL 0766 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

4 /4 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 4 /4 /2012

April 12, 2012

Sundry Number: 24463 API Well Number: 43019500120000Sundry Number: 24463 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/4/2012
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 12, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
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FEPCo
1700 Lincoln Street Suite 2800
Denver, CO 80203 Drilling Chronological
(720) 931-9631 Requiatory

WallWamet0âné Creekt84
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
IProject AFE: 110344 AFEs Associated: / / /

Daily Süniary
Activity Date : 2/26/2012 Days From Spud : 0 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run H

6:00 0.00 Start Contractorfor Cane Creek 18-1 on the 2/26/12 0 0 NIH 2
6:00 24.00 01 Moving rigf/from cane creek 26-2 to cane creek 18-1 0 0 N1H

Total: 24.00

Daily Summary
Activity Date : 2/27/2012 Days From Spud : 0 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations o,

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 01 Moving rig from Cane Creek 26-2 to Cane Creek 18-1, Move &set up rig camp, Set back yard, O O NIH

set sub's, & derrick A-leg's.
Total: 24.00

o
Daily Summäry:

Activity Date : 2/28/2012 Days From Spud : 0 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company: Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 24.00 01 Rigging up derrick, raising derrick, string up block, Finish Electral rigup, Rig up air, & Rig up 0 0 N1H

water & steam unit.Rigup Archer Air system.
Total: 24.00

Daily Summary :

Activity Date : 2/29/2012 Days From Spud : 0 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remârks Start Depth End Depth Run
0.00 Note:24 hr Notification to SLM Of spud, Well Cane Creek Unit 18-1 ( Eric Jones @13:30 hrs O O NIH

on 2/27/12.)
6:00 24.00 01 P/U and Rigup top drive, R/U Archer Air drilling Package, R/U mud pits, Install conductor 0 0 N1H

pipe. R/Ugas buster.
Total: 24.00
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Well Nanie:Cane CreëkJ8½
Field Name: Cane Creek S/T/R 18/265/20E County,State: GRAND, UT

Operator Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2

| | . O
Activity Date : 3/1/2012 Days From Spud : 0 Current Depth : 0 Ft 24 Hr. Footage Made : | 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 01 Rig up booie line, Steam & water lines, 0 0 NIH m
10:00 3.50 01 riging up floor, Slip drill line O 0 NIH
13:30 4.50 21 P/U 5 stds of Drill pipe &stand in derrick, Plu HWDP &stand in derrick. 0 0 NIH
18:00 2.00 08 Repair wt. indicator & coupler on coolingpump 0 0 NIH
20:00 1.00 21 Pick up H.WT.D.P. & rack in derrick O 0 NIH
21:00 4.50 22 Att. To test archer air lines, repair leaks & retest to 1200psi. O 0 NIH

1:30 0.50 21 Pre spud safety meeting with all crew members O 0 NIH
2:00 3.00 21 Pick bit#1, hammer motor, 2- 8" D.C. & install rotating head 0 0 NIH
5:00 1.00 21 Tag bottom @97' RKS, start hammer motor,Mist pump Not working, Trouble shoot Mist pump. 0 0 NIH C

Total: 24.00 ty
Däily Summary

Activity Date : 3/2/2012 Days From Spud : O Current Depth : 562 Ft 24 Hr. Footage Made : 465 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
o

6:00 8.50 02 Drilling 17.5" hole w/ Numa drilling service air hammer & hammer bit, From 97' to 332' with 97 332 NIH H
3,000 cfm.

14:30 0.50 05 Circulate Blow hole clean 332 332 NIH
15:00 0.50 10 Run survey @300' .46 deg. 332 - 332 NIH
15:30 1.50 06 POOH, pull rotating head, Ild bit, Blow tub broke on bit. 332 332 NIH
17:00 3.00 06 L/D bit, Blow tub failed, M/U hammer bit &test hammer 332 332 NIH
20:00 0.50 06 Install rotating head 332 332 NIH
20:30 2.50 02 Drilling 17.5" hole from 332' to 470' 332 470 NIH
23:00 2.00 21 Work tighthole, from 440' to 450', blew out rotatinghead rubber, reinstalled same 470 470 NIH

1:00 0.50 02 Drillingfrom470° to 502' 470 502 N1H
1:30 0.50 06 POOH to 283' 502 502 NIH
2:00 1.00 06 Pick up jars & 5 - 6.5" DCs 502 502 NLH
3:00 0.50 21 Install rotating head 502 502 N1H
3:30 2.50 02 Drillingfrom 502' to 562' 502 562 N1H

Total: 24.00
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Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 01 Rig up booie line, Steam & water lines, 0 0 NIH m
10:00 3.50 01 riging up floor, Slip drill line O 0 NIH
13:30 4.50 21 P/U 5 stds of Drill pipe &stand in derrick, Plu HWDP &stand in derrick. 0 0 NIH
18:00 2.00 08 Repair wt. indicator & coupler on coolingpump 0 0 NIH
20:00 1.00 21 Pick up H.WT.D.P. & rack in derrick O 0 NIH
21:00 4.50 22 Att. To test archer air lines, repair leaks & retest to 1200psi. O 0 NIH

1:30 0.50 21 Pre spud safety meeting with all crew members O 0 NIH
2:00 3.00 21 Pick bit#1, hammer motor, 2- 8" D.C. & install rotating head 0 0 NIH
5:00 1.00 21 Tag bottom @97' RKS, start hammer motor,Mist pump Not working, Trouble shoot Mist pump. 0 0 NIH C

Total: 24.00 ty
Däily Summary

Activity Date : 3/2/2012 Days From Spud : O Current Depth : 562 Ft 24 Hr. Footage Made : 465 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
o

6:00 8.50 02 Drilling 17.5" hole w/ Numa drilling service air hammer & hammer bit, From 97' to 332' with 97 332 NIH H
3,000 cfm.

14:30 0.50 05 Circulate Blow hole clean 332 332 NIH
15:00 0.50 10 Run survey @300' .46 deg. 332 - 332 NIH
15:30 1.50 06 POOH, pull rotating head, Ild bit, Blow tub broke on bit. 332 332 NIH
17:00 3.00 06 L/D bit, Blow tub failed, M/U hammer bit &test hammer 332 332 NIH
20:00 0.50 06 Install rotating head 332 332 NIH
20:30 2.50 02 Drilling 17.5" hole from 332' to 470' 332 470 NIH
23:00 2.00 21 Work tighthole, from 440' to 450', blew out rotatinghead rubber, reinstalled same 470 470 NIH

1:00 0.50 02 Drillingfrom470° to 502' 470 502 N1H
1:30 0.50 06 POOH to 283' 502 502 NIH
2:00 1.00 06 Pick up jars & 5 - 6.5" DCs 502 502 NLH
3:00 0.50 21 Install rotating head 502 502 N1H
3:30 2.50 02 Drillingfrom 502' to 562' 502 562 N1H

Total: 24.00
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Well Name:Cane Creek 18-1 |- c
Field Name: Cane Creek S/T/R, 18/268/20E County,State: GRAND, IJT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daily Summary 2

I Il CActivity Date : 3/3/2012 Days From Spud : 0 Current Depth : 930 Ft 24 Hr. Footage Made : 368 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather: M

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 02 Drillwith Numa Air hammer bit from 562' to 655' 562 655 NIH
8:30 1.00 05 Circulatewith air &survey @600'.50 deg. 655 655 NIH
9:30 1.50 02 Drillwith Numa Air Hammer 17 1/2" bit from 655' to 781' 655 781 NIH

11:00 0.50 05 Circulate hole clean with air. 781 781 N]H
11:30 1.50 06 POOH with 3 stands of drill pipe &TlH with 3 stands of HWDP. 781 781 N1H
13:00 2.00 02 Drillwith Numa air hammer 17 1/2: bit from 781' to 930' 781 930 NiH o
15:00 1.50 05 Circulatewith air soap sweep.& Survey @900' .27 deg. 930 930 NIH y
16:30 2.50 06 POOH 930 930 NIH
19:00 1.00 06 Lay down bit, bit sub, hammer, pick up 17 1/2" bit & bit sub. 930 930 NIH C
20:00 1.50 06 TlHto930' 930 930 NIH
21:30 0.50 21 Install rotating head 930 930 NIH
22:00 2.50 05 Fill 17 1/2" hole with water, citculate,pump 60 bbi sweep & circ. hole clean, pump 60 bbl hi-vis 930 930 NIH

pilland spot on btm.
0:30 0.50 21 Lay down single, &pull rotating head 930 930 N1H
1:00 1.00 06 POOH 930 930 NIH
2:00 2.00 01 Rig up casing equip. and lay down truck 930 930 N1H o
4:00 2.00 12 Make up shoe track & running 13 3/8", 68#, J-55 BTC Casing. 930 930 NIH

Total: 24.00

Daily Summary
Activity Date : 3/4/2012 Days From Spud : 0 Current Depth : 930 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 2.00 12 Run 21 Jts13 3/8" 68# JS5 casing, set @930' 930 930 N1H
8:00 3.00 12 Circulate while R/U Casing tools & R/U Cement Trucks 930 930 N1H

11:00 2.50 12 safety meeting, R/U cement line, brk circ, Test cement line to 3,500 psi, pump 20 bbl fresh 930 930 NIH
water spacer, M1X&PUMP Lead cement, 469 Sacks (35:65)POZ (FLY ASH) Type lli
cement+0.04 lbs/sack Static Free+0.5% bwoc CalciumChloride+0.25lbs/sack Cello Flake+2
lbs/sack Kol-Seal+ 0.5% bwoc Sodium Metasificate + 0.5 gals/100 sack FP-13L + 6%bwoc
Bentonite 11+ 108.9% Fresh water,@ 12.3 ppg, Yield 2.07, 970.83 cu/ft, 173 bbls, Tail 200
sacks Type Ill Cement + 0.04 lbs/sack Static Free + 0.25 lbs/sack Cello Flake + + 0.05
gals/100 sack FP-13L + 65% Fresk Water, @14.20 ppg, 1.46 yield292 cu/ft, 52 bbl, Displace
cement with 133 bbls Fresh water Bumpplug with1,000 psi = 700 psi over circulatepressure.
Bled of pressure, Check float equip. ( OK )45 bbl Cement return to surface while displacing.

13:30 3.50 13 WOC. 930 930 N1H
17:00 1.50 05 R/U &pump Top cement job, 25 sacks Type Ill Cement + 0.04 lbs/sack Static Free + 5% 930 930 N1H

owoc A-10 + 5% bwoc Sodium Metasilicate + 3% bwoc Calcium Chloride+ 0.5 gals/100 sack
FP-13L @ 12.3 ppg, 56.14 cu/ft 10.5 bbl.

18:30 0.50 01 R/D cement equip. 930 930 NIH
19:00 6.00 21 Blow down circ.System, cut conductor & 13 3/8" casing, lay down cut jt, make final cut on 930 930 NIH

pipe, Install 13 5/8" 5M Surface well head & test with nitrogen to 1365 psifor 15 mins.
1:00 5.00 14 Stack &nipple up bops, Torquing Bolts with quick test. 930 930 NIH

Total: 24.00
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Well Name:Cane Creek 18-1 |- c
Field Name: Cane Creek S/T/R, 18/268/20E County,State: GRAND, IJT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daily Summary 2

I Il CActivity Date : 3/3/2012 Days From Spud : 0 Current Depth : 930 Ft 24 Hr. Footage Made : 368 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather: M

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 02 Drillwith Numa Air hammer bit from 562' to 655' 562 655 NIH
8:30 1.00 05 Circulatewith air &survey @600'.50 deg. 655 655 NIH
9:30 1.50 02 Drillwith Numa Air Hammer 17 1/2" bit from 655' to 781' 655 781 NIH

11:00 0.50 05 Circulate hole clean with air. 781 781 N]H
11:30 1.50 06 POOH with 3 stands of drill pipe &TlH with 3 stands of HWDP. 781 781 N1H
13:00 2.00 02 Drillwith Numa air hammer 17 1/2: bit from 781' to 930' 781 930 NiH o
15:00 1.50 05 Circulatewith air soap sweep.& Survey @900' .27 deg. 930 930 NIH y
16:30 2.50 06 POOH 930 930 NIH
19:00 1.00 06 Lay down bit, bit sub, hammer, pick up 17 1/2" bit & bit sub. 930 930 NIH C
20:00 1.50 06 TlHto930' 930 930 NIH
21:30 0.50 21 Install rotating head 930 930 NIH
22:00 2.50 05 Fill 17 1/2" hole with water, citculate,pump 60 bbi sweep & circ. hole clean, pump 60 bbl hi-vis 930 930 NIH

pilland spot on btm.
0:30 0.50 21 Lay down single, &pull rotating head 930 930 N1H
1:00 1.00 06 POOH 930 930 NIH
2:00 2.00 01 Rig up casing equip. and lay down truck 930 930 N1H o
4:00 2.00 12 Make up shoe track & running 13 3/8", 68#, J-55 BTC Casing. 930 930 NIH

Total: 24.00

Daily Summary
Activity Date : 3/4/2012 Days From Spud : 0 Current Depth : 930 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 2.00 12 Run 21 Jts13 3/8" 68# JS5 casing, set @930' 930 930 N1H
8:00 3.00 12 Circulate while R/U Casing tools & R/U Cement Trucks 930 930 N1H

11:00 2.50 12 safety meeting, R/U cement line, brk circ, Test cement line to 3,500 psi, pump 20 bbl fresh 930 930 NIH
water spacer, M1X&PUMP Lead cement, 469 Sacks (35:65)POZ (FLY ASH) Type lli
cement+0.04 lbs/sack Static Free+0.5% bwoc CalciumChloride+0.25lbs/sack Cello Flake+2
lbs/sack Kol-Seal+ 0.5% bwoc Sodium Metasificate + 0.5 gals/100 sack FP-13L + 6%bwoc
Bentonite 11+ 108.9% Fresh water,@ 12.3 ppg, Yield 2.07, 970.83 cu/ft, 173 bbls, Tail 200
sacks Type Ill Cement + 0.04 lbs/sack Static Free + 0.25 lbs/sack Cello Flake + + 0.05
gals/100 sack FP-13L + 65% Fresk Water, @14.20 ppg, 1.46 yield292 cu/ft, 52 bbl, Displace
cement with 133 bbls Fresh water Bumpplug with1,000 psi = 700 psi over circulatepressure.
Bled of pressure, Check float equip. ( OK )45 bbl Cement return to surface while displacing.

13:30 3.50 13 WOC. 930 930 N1H
17:00 1.50 05 R/U &pump Top cement job, 25 sacks Type Ill Cement + 0.04 lbs/sack Static Free + 5% 930 930 N1H

owoc A-10 + 5% bwoc Sodium Metasilicate + 3% bwoc Calcium Chloride+ 0.5 gals/100 sack
FP-13L @ 12.3 ppg, 56.14 cu/ft 10.5 bbl.

18:30 0.50 01 R/D cement equip. 930 930 NIH
19:00 6.00 21 Blow down circ.System, cut conductor & 13 3/8" casing, lay down cut jt, make final cut on 930 930 NIH

pipe, Install 13 5/8" 5M Surface well head & test with nitrogen to 1365 psifor 15 mins.
1:00 5.00 14 Stack &nipple up bops, Torquing Bolts with quick test. 930 930 NIH

Total: 24.00
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Well Name:Cane Creek 18-1 |- c
Field Name: Cane Creek S/T/R, 18/268/20E County,State: GRAND, IJT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2
I Il CActivity Date : 3/3/2012 Days From Spud : 0 Current Depth : 930 Ft 24 Hr. Footage Made : 368 Ft 9

Rig Company : Rig Name: Frontier 10
Formation : Weather: M

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 02 Drillwith Numa Air hammer bit from 562' to 655' 562 655 NIH
8:30 1.00 05 Circulatewith air &survey @600'.50 deg. 655 655 NIH
9:30 1.50 02 Drillwith Numa Air Hammer 17 1/2" bit from 655' to 781' 655 781 NIH

11:00 0.50 05 Circulate hole clean with air. 781 781 N]H
11:30 1.50 06 POOH with 3 stands of drill pipe &TlH with 3 stands of HWDP. 781 781 N1H
13:00 2.00 02 Drillwith Numa air hammer 17 1/2: bit from 781' to 930' 781 930 NiH o
15:00 1.50 05 Circulatewith air soap sweep.& Survey @900' .27 deg. 930 930 NIH y
16:30 2.50 06 POOH 930 930 NIH
19:00 1.00 06 Lay down bit, bit sub, hammer, pick up 17 1/2" bit & bit sub. 930 930 NIH C
20:00 1.50 06 TlHto930' 930 930 NIH
21:30 0.50 21 Install rotating head 930 930 NIH
22:00 2.50 05 Fill 17 1/2" hole with water, citculate,pump 60 bbi sweep & circ. hole clean, pump 60 bbl hi-vis 930 930 NIH

pilland spot on btm.
0:30 0.50 21 Lay down single, &pull rotating head 930 930 N1H
1:00 1.00 06 POOH 930 930 NIH
2:00 2.00 01 Rig up casing equip. and lay down truck 930 930 N1H o
4:00 2.00 12 Make up shoe track & running 13 3/8", 68#, J-55 BTC Casing. 930 930 NIH

Total: 24.00

Daily Summary
Activity Date : 3/4/2012 Days From Spud : 0 Current Depth : 930 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 2.00 12 Run 21 Jts13 3/8" 68# JS5 casing, set @930' 930 930 N1H
8:00 3.00 12 Circulate while R/U Casing tools & R/U Cement Trucks 930 930 N1H

11:00 2.50 12 safety meeting, R/U cement line, brk circ, Test cement line to 3,500 psi, pump 20 bbl fresh 930 930 NIH
water spacer, M1X&PUMP Lead cement, 469 Sacks (35:65)POZ (FLY ASH) Type lli
cement+0.04 lbs/sack Static Free+0.5% bwoc CalciumChloride+0.25lbs/sack Cello Flake+2
lbs/sack Kol-Seal+ 0.5% bwoc Sodium Metasificate + 0.5 gals/100 sack FP-13L + 6%bwoc
Bentonite 11+ 108.9% Fresh water,@ 12.3 ppg, Yield 2.07, 970.83 cu/ft, 173 bbls, Tail 200
sacks Type Ill Cement + 0.04 lbs/sack Static Free + 0.25 lbs/sack Cello Flake + + 0.05
gals/100 sack FP-13L + 65% Fresk Water, @14.20 ppg, 1.46 yield292 cu/ft, 52 bbl, Displace
cement with 133 bbls Fresh water Bumpplug with1,000 psi = 700 psi over circulatepressure.
Bled of pressure, Check float equip. ( OK )45 bbl Cement return to surface while displacing.

13:30 3.50 13 WOC. 930 930 N1H
17:00 1.50 05 R/U &pump Top cement job, 25 sacks Type Ill Cement + 0.04 lbs/sack Static Free + 5% 930 930 N1H

owoc A-10 + 5% bwoc Sodium Metasilicate + 3% bwoc Calcium Chloride+ 0.5 gals/100 sack
FP-13L @ 12.3 ppg, 56.14 cu/ft 10.5 bbl.

18:30 0.50 01 R/D cement equip. 930 930 NIH
19:00 6.00 21 Blow down circ.System, cut conductor & 13 3/8" casing, lay down cut jt, make final cut on 930 930 NIH

pipe, Install 13 5/8" 5M Surface well head & test with nitrogen to 1365 psifor 15 mins.
1:00 5.00 14 Stack &nipple up bops, Torquing Bolts with quick test. 930 930 NIH

Total: 24.00
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Well Name:Cane Creek 18-1 |- c
Field Name: Cane Creek S/T/R, 18/268/20E County,State: GRAND, IJT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2
I Il CActivity Date : 3/3/2012 Days From Spud : 0 Current Depth : 930 Ft 24 Hr. Footage Made : 368 Ft 9

Rig Company : Rig Name: Frontier 10
Formation : Weather: M

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 2.50 02 Drillwith Numa Air hammer bit from 562' to 655' 562 655 NIH
8:30 1.00 05 Circulatewith air &survey @600'.50 deg. 655 655 NIH
9:30 1.50 02 Drillwith Numa Air Hammer 17 1/2" bit from 655' to 781' 655 781 NIH

11:00 0.50 05 Circulate hole clean with air. 781 781 N]H
11:30 1.50 06 POOH with 3 stands of drill pipe &TlH with 3 stands of HWDP. 781 781 N1H
13:00 2.00 02 Drillwith Numa air hammer 17 1/2: bit from 781' to 930' 781 930 NiH o
15:00 1.50 05 Circulatewith air soap sweep.& Survey @900' .27 deg. 930 930 NIH y
16:30 2.50 06 POOH 930 930 NIH
19:00 1.00 06 Lay down bit, bit sub, hammer, pick up 17 1/2" bit & bit sub. 930 930 NIH C
20:00 1.50 06 TlHto930' 930 930 NIH
21:30 0.50 21 Install rotating head 930 930 NIH
22:00 2.50 05 Fill 17 1/2" hole with water, citculate,pump 60 bbi sweep & circ. hole clean, pump 60 bbl hi-vis 930 930 NIH

pilland spot on btm.
0:30 0.50 21 Lay down single, &pull rotating head 930 930 N1H
1:00 1.00 06 POOH 930 930 NIH
2:00 2.00 01 Rig up casing equip. and lay down truck 930 930 N1H o
4:00 2.00 12 Make up shoe track & running 13 3/8", 68#, J-55 BTC Casing. 930 930 NIH

Total: 24.00

Daily Summary
Activity Date : 3/4/2012 Days From Spud : 0 Current Depth : 930 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 2.00 12 Run 21 Jts13 3/8" 68# JS5 casing, set @930' 930 930 N1H
8:00 3.00 12 Circulate while R/U Casing tools & R/U Cement Trucks 930 930 N1H

11:00 2.50 12 safety meeting, R/U cement line, brk circ, Test cement line to 3,500 psi, pump 20 bbl fresh 930 930 NIH
water spacer, M1X&PUMP Lead cement, 469 Sacks (35:65)POZ (FLY ASH) Type lli
cement+0.04 lbs/sack Static Free+0.5% bwoc CalciumChloride+0.25lbs/sack Cello Flake+2
lbs/sack Kol-Seal+ 0.5% bwoc Sodium Metasificate + 0.5 gals/100 sack FP-13L + 6%bwoc
Bentonite 11+ 108.9% Fresh water,@ 12.3 ppg, Yield 2.07, 970.83 cu/ft, 173 bbls, Tail 200
sacks Type Ill Cement + 0.04 lbs/sack Static Free + 0.25 lbs/sack Cello Flake + + 0.05
gals/100 sack FP-13L + 65% Fresk Water, @14.20 ppg, 1.46 yield292 cu/ft, 52 bbl, Displace
cement with 133 bbls Fresh water Bumpplug with1,000 psi = 700 psi over circulatepressure.
Bled of pressure, Check float equip. ( OK )45 bbl Cement return to surface while displacing.

13:30 3.50 13 WOC. 930 930 N1H
17:00 1.50 05 R/U &pump Top cement job, 25 sacks Type Ill Cement + 0.04 lbs/sack Static Free + 5% 930 930 N1H

owoc A-10 + 5% bwoc Sodium Metasilicate + 3% bwoc Calcium Chloride+ 0.5 gals/100 sack
FP-13L @ 12.3 ppg, 56.14 cu/ft 10.5 bbl.

18:30 0.50 01 R/D cement equip. 930 930 NIH
19:00 6.00 21 Blow down circ.System, cut conductor & 13 3/8" casing, lay down cut jt, make final cut on 930 930 NIH

pipe, Install 13 5/8" 5M Surface well head & test with nitrogen to 1365 psifor 15 mins.
1:00 5.00 14 Stack &nipple up bops, Torquing Bolts with quick test. 930 930 NIH

Total: 24.00

Page 3 of 20 Powered by Production Access



R
E
C
E
I
V
E
D
:
 
A
p
r
.
 
0
4
,
 
2
0
1
2

S
u
n
d
r
y
 
N
u
m
b
e
r
:
 
2
4
4
6
3
 
A
P
I
 
W
e
l
l
 
N
u
m
b
e
r
:
 
4
3
0
1
9
5
0
0
1
2
0
0
0
0

Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/26S/20E County,State: GRAND, UT

Operator Fidelity E&P Location Desc: District: 01PARA
DailÿSumrnary 2

Activity Date : 3/5/2012 Days From Spud : | 0 Current Depth : 930 Ft| 24 Hr. Footage Made : 0 Ft aRig Company : Rig Name: Frontier 10
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 14 Nipple up 13 5/8" SM 80P'S 930 930 NIH m10:00 8.00 15 Testing BOPs, all rams & valves to 250/5,000 psi Annular to 250/3500 psi, test mud lines & 930 930 NIHvalve back to pumps to 250/3.500 psi.
18:00 1.50 14 N/U Bouy line &fill up line 930 930 NlH
19:30 0.50 21 R/U Lay down truck,&Install wear bushing. 930 930 NIH
20:00 8.00 21 L/dD 15 jts of G grade 105 pipe from derrick, P/U 96 jts 4 1/2" S-135 & stand in derrick, Move 930 930 NIHHWDP in derrick,

4:00 2.00 08 Driller mistakenly P/U 51 jts of G-105drill pipe, He was suspose to be P/U 4 1/2" S-135 pipe. ( 930 930 NIHwill lay down pipe G pipe & P/U 4 1/2" S 135 pipe.)
Total: 24.00

Daily Summary
Activity Date : 3/6/2012 Days From Spud : 0 Current Depth : 1021 Ft 24 Hr. Footage Made : 91 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Mrs Code Remarks Start Depth End Depth Run o
6:00 4.00 08 L/D 4 1/2" G-105drill pipe.That driller had mistakenly pick up. 930 930 NIH o

10:00 5.00 06 Pick up S-135 drill pipe 930 930 NIH
15:00 0.50 01 Rig down lay down truck 930 930 NIH ©

o15:30 0.50 07 Service rig &top drive 930 930 N]H o
16:00 1.50 06 TlH 930 930 NlH
17:30 0.50 21 Install rotating rubber 930 930 NIH
18:00 3.50 02 Drillfloat equip. cement, from 881' to 930' 930 930 NIH
21:30 0.50 02 Drillformation from 930' to 940' 930 940 NIH
22:00 0.50 05 Displace water in with air & dry up hole 940 940 NIH
22:30 0.50 02 Drilldry from 940' to 955' 940 955 NIH
23:00 0.50 21 Blow out cir. System & pull rotating rubber 955 955 NIH
23:30 1.00 06 POOH, lay down bit& bit sub 955 955 NIH

0:30 1.50 06 Make up bit, hammer motor &test same 955 955 NIH
2:00 1.00 06 TlH 955 955 NIH
3:00 0.50 21 lnstall rotating head rubber 930 930 NIH
3:30 1.00 22 Waiting in archers air comp, air down would not start 955 955 NIH
4:30 1.50 02 Drillingfrom 955' to 1,021' 955 1021 NIH

Total: 24.00
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Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/26S/20E County,State: GRAND, UT

Operator Fidelity E&P Location Desc: District: 01PARA
DailÿSumrnary 2

Activity Date : 3/5/2012 Days From Spud : | 0 Current Depth : 930 Ft| 24 Hr. Footage Made : 0 Ft aRig Company : Rig Name: Frontier 10
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 4.00 14 Nipple up 13 5/8" SM 80P'S 930 930 NIH m10:00 8.00 15 Testing BOPs, all rams & valves to 250/5,000 psi Annular to 250/3500 psi, test mud lines & 930 930 NIHvalve back to pumps to 250/3.500 psi.
18:00 1.50 14 N/U Bouy line &fill up line 930 930 NlH
19:30 0.50 21 R/U Lay down truck,&Install wear bushing. 930 930 NIH
20:00 8.00 21 L/dD 15 jts of G grade 105 pipe from derrick, P/U 96 jts 4 1/2" S-135 & stand in derrick, Move 930 930 NIHHWDP in derrick,

4:00 2.00 08 Driller mistakenly P/U 51 jts of G-105drill pipe, He was suspose to be P/U 4 1/2" S-135 pipe. ( 930 930 NIHwill lay down pipe G pipe & P/U 4 1/2" S 135 pipe.)
Total: 24.00

Daily Summary
Activity Date : 3/6/2012 Days From Spud : 0 Current Depth : 1021 Ft 24 Hr. Footage Made : 91 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Mrs Code Remarks Start Depth End Depth Run o
6:00 4.00 08 L/D 4 1/2" G-105drill pipe.That driller had mistakenly pick up. 930 930 NIH o

10:00 5.00 06 Pick up S-135 drill pipe 930 930 NIH
15:00 0.50 01 Rig down lay down truck 930 930 NIH ©

o15:30 0.50 07 Service rig &top drive 930 930 N]H o
16:00 1.50 06 TlH 930 930 NlH
17:30 0.50 21 Install rotating rubber 930 930 NIH
18:00 3.50 02 Drillfloat equip. cement, from 881' to 930' 930 930 NIH
21:30 0.50 02 Drillformation from 930' to 940' 930 940 NIH
22:00 0.50 05 Displace water in with air & dry up hole 940 940 NIH
22:30 0.50 02 Drilldry from 940' to 955' 940 955 NIH
23:00 0.50 21 Blow out cir. System & pull rotating rubber 955 955 NIH
23:30 1.00 06 POOH, lay down bit& bit sub 955 955 NIH

0:30 1.50 06 Make up bit, hammer motor &test same 955 955 NIH
2:00 1.00 06 TlH 955 955 NIH
3:00 0.50 21 lnstall rotating head rubber 930 930 NIH
3:30 1.00 22 Waiting in archers air comp, air down would not start 955 955 NIH
4:30 1.50 02 Drillingfrom 955' to 1,021' 955 1021 NIH

Total: 24.00

Page 4 of 20 Powered by Produc6on Access

Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/26S/20E County,State: GRAND, UT

Operator Fidelity E&P Location Desc: District: 01PARA
DailÿSumrnary 2

Activity Date : 3/5/2012 Days From Spud : | 0 Current Depth : 930 Ft| 24 Hr. Footage Made : 0 Ft aRig Company : Rig Name: Frontier 10
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run
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20:00 8.00 21 L/dD 15 jts of G grade 105 pipe from derrick, P/U 96 jts 4 1/2" S-135 & stand in derrick, Move 930 930 NIH

HWDP in derrick,
4:00 2.00 08 Driller mistakenly P/U 51 jts of G-105drill pipe, He was suspose to be P/U 4 1/2" S-135 pipe. ( 930 930 NIHwill lay down pipe G pipe & P/U 4 1/2" S 135 pipe.)
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Well Name:Cane Creek 18-1
Field Name: Cane Creek SIT/R 18/26S/20E County,State: GRAND, UT

Operator Fidelity E&P Location Desc: District: 01PARA
Daily Summary 2

Activity Date : 3/7/2012 Days From Spud : 0 Current Depth : 2502 Ft 24 Hr. Footage Made : 1491 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 2.00 02 Drillingfrom 1021' to 1294' 1021 1294 NIH m
8:00 1.00 06 POOH 4stds. DP pull rotating rubber, TlH w/2stds.HWT. install rotating head rubber 1294 1294 NIH
9:00 2.00 21 Waiting on air jammer comp. 1294 1294 NIH >

11:00 1.50 02 Drillingfrom 1294' to 1419' 1294 1419 NIH H
12:30 1.50 21 Waiting on air jammer comp. 1419 1419 NIH
14:00 0.50 10 Survey @1400', 1.02* 1419 1419 NIH
14:30 0.50 06 POOH to shoe 834' 1419 1419 NIH
15:00 1.00 21 Waiting on airjammer comp. 1419 1419 NIH
16:00 0.50 06 TlH, install rotating head rubber 1419 1419 NIH C
16:30 5.50 02 Drillingfrom 1419' to 1961' 1419 1961 NIH ty
22:00 0.50 10 Survey @1930' .55* 1961 1961 NIH
22:30 4.50 02 Drillingfrom 1961' to 2363' 1961 2362 N1H ••

3:00 1.00 21 Formation shows wet @2340'. turnmist pump on & regain circ. 2362 2362 NlH a
4:00 2.00 02 Drillingfrom 2363' to 2502' 2352 2502 NiH

Total: 24.00

Daily Summary
Activity Date : 3/8/2012 Days From Spud : 7 Current Depth : 3484 Ft 24 Hr. Footage Made : 982 Ft
Rig Company : Rig Name: Frontier 10

oFormation : Weather: o
oOperations o

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.00 02 Drilled from 2502 to 2533' 2502 2533 NIH
7:00 0.50 10 Survey @2500' 1.07* 2533 2533 N]H
7:30 6.50 02 Drilledfrom 2533' to 2911' 2533 2911 NIH

14:00 0.50 07 Service rig& top drive 2911 2911 N1H
14:30 3.00 02 Drilled from 2911' to 3099' 2911 3099 N1H
17:30 1.00 06 POOH pull string float. TlH to 3000' 3099 3099 NIH
18:30 1.00 10 Survey @3000' 1.05' 3099 3099 NIH
19:30 0.50 21 Make up string float, 3ft of fillon btm, cir. & unload cutting/waterfrom well. 3099 3099 NIH
20:00 3.50 02 Drilled from 3099' to 3366' 3099 3366 NIH
23:30 1.50 21 Air comps. Booster pump down 3366 3366 NIH

1:00 0.50 06 POOH 5stds. & lay down string float 3366 3366 NIH
1:30 0.50 21 Waiting on archer to regain air supply 3366 3366 NIH
2:00 0.50 06 TlH& installed the string float, 6ft of fillon btm. 3366 3366 NIH
2:30 0.50 21 Unloaded water from the hole. 3366 3366 NIH
3:00 3.00 02 Drillfrom 3366' to 3484' 3366 3484 NJH

Total: 24.00
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Well Name:Can Greek 18-1 c
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT 1

Operator Fidelity E&P LocationDesc: District: 01PARA

Daily Summary
Activity Date : 3/9/2012 Days From Spud : 8 Current Depth : 3774 Ft 24 Hr. Footage Made : 290 Ft a
Rig Company : Rig Name: Frontier 10

Formation : Weather: M

Operations
Start Hrs Code Remarks Start Depth End Depth Run a

6:00 2.00 10 Circulated the hole clean, POOH L/Dthe float sub, RIH, survey @3,464'-2.88 degrees, 3484 3484 NIH
retake survey @3,434' - 2,66 degrees. Da

8:00 3.00 06 POOH, removed the rotate head seal element, POOH with drill collars. Removed 12 1/4" 3484 3484 N]H
hammer bit and inspect (Bit wore out).

1111:00 0.50 07 Serviced the rig. 3484 3484 N1H H

11:30 2.00 06 M/U bit #5 (hammer bit), RlH to 3,379' 3484 3484 N1H
13:30 0.50 05 M/U top drive, installed the string float, unload the hole of water. 3484 3484 NIH
14:00 0.50 03 Washed and Reamed f/3,410' to 3,484' (No fill on btm) 3484 3484 NIH
14:30 4.00 02 Drilled f/3,484' to 3,721' 3484 3721 NIH
18:30 1.50 10 Survey @3,700'2.38 degrees 3721 3721 NIH
20:00 0.50 05 M/U top drive install string float, unload hole of water 3721 3721 NIH
20:30 0.50 03 Washed &Reamed f/ 3700'to 3721' (no fill) 3721 3721 NIH
21:00 1.00 02 Drilled f/ 3721' to 3774' hole loading up with water. Circulated and Blowhole clean. 3721 3774 NIH
22:00 3.50 06 POOH L/D hammer & bit 3774 3774 NIH &

1:30 4.50 06 M/U bit #6, MudMotor for Airate Drilling and T]H with same. 3774 3774 N1H o
Total: 24.00

Dailý SummaryIs oActivity Date : 3/10/2012 | Days From Spud : 9 Current Depth : 4034 Ft 24 Hr. Footage Made : 260 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
o

Operations o
Start Mrs Code Remarks Start Depth End Depth Run

6:00 2.50 06 RIH to 3,660' 3774 3774 NIH
8:30 2.00 05 Attempted to break circulation.No returns 3774 3774 N1H

10:30 1.00 02 Drilled f/3,774' to 3,796' - No retums. 3774 3796 N1H
11:30 0.50 06 POOH 10 stds f/3,796' to 2,913' 3796 3796 NIH
12:00 0.50 05 Attempted to unload the hole. No returns (Too much head). 3796 3796 NIH
12:30 0.50 06 POOH f/2,913' to 2,441' 3796 3796 NIH
13:00 0.50 05 Unloaded the hole of water. Pressured up to 625 psi to liftout the water. 3796 3796 NIH
13:30 2.00 21 Waited on a welder, repaired crack in a weld on the blooie line. 3796 3796 NIH
15:30 0.50 05 Unioaded the hole (2,441'). 3796 3796 NIH
16:00 2.00 06 Staged in the hole and unloaded the hole at the intervals of 2,913', 3,380' & 3,754'. 3796 3796 NIH
18:00 0.50 05 Displaced air/mist fluid with aerated fluid until aerated fluid at surface. 3796 3796 NIH
18:30 8.50 02 Drillingwith Aerated fluid fl 3,796'to 4,034' (Full retums) 3796 4034 NIH
3:00 0.50 10 Survey@4,004'-3.02degrees 4034 4034 NJH
3:30 1.50 05 No retums, attemptedto unload the hole @4034' 4034 4034 NIH
5:00 1.00 06 POOH 15 stds f/4,034' to 2,628'. 4034 4034 N1H

Total; 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4034 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Aerate drill
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12:00 0.50 05 Attempted to unload the hole. No returns (Too much head). 3796 3796 NIH
12:30 0.50 06 POOH f/2,913' to 2,441' 3796 3796 NIH
13:00 0.50 05 Unloaded the hole of water. Pressured up to 625 psi to liftout the water. 3796 3796 NIH
13:30 2.00 21 Waited on a welder, repaired crack in a weld on the blooie line. 3796 3796 NIH
15:30 0.50 05 Unioaded the hole (2,441'). 3796 3796 NIH
16:00 2.00 06 Staged in the hole and unloaded the hole at the intervals of 2,913', 3,380' & 3,754'. 3796 3796 NIH
18:00 0.50 05 Displaced air/mist fluid with aerated fluid until aerated fluid at surface. 3796 3796 NIH
18:30 8.50 02 Drillingwith Aerated fluid fl 3,796'to 4,034' (Full retums) 3796 4034 NIH
3:00 0.50 10 Survey@4,004'-3.02degrees 4034 4034 NJH
3:30 1.50 05 No retums, attemptedto unload the hole @4034' 4034 4034 NIH
5:00 1.00 06 POOH 15 stds f/4,034' to 2,628'. 4034 4034 N1H

Total; 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4034 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Aerate drill
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Well Name:Can Greek 18-1 c
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT 1

Operator Fidelity E&P LocationDesc: District: 01PARA

Daily Summary
Activity Date : 3/9/2012 Days From Spud : 8 Current Depth : 3774 Ft 24 Hr. Footage Made : 290 Ft a
Rig Company : Rig Name: Frontier 10

Formation : Weather: M

Operations
Start Hrs Code Remarks Start Depth End Depth Run a

6:00 2.00 10 Circulated the hole clean, POOH L/Dthe float sub, RIH, survey @3,464'-2.88 degrees, 3484 3484 NIH
retake survey @3,434' - 2,66 degrees. Da

8:00 3.00 06 POOH, removed the rotate head seal element, POOH with drill collars. Removed 12 1/4" 3484 3484 N]H
hammer bit and inspect (Bit wore out).

1111:00 0.50 07 Serviced the rig. 3484 3484 N1H H

11:30 2.00 06 M/U bit #5 (hammer bit), RlH to 3,379' 3484 3484 N1H
13:30 0.50 05 M/U top drive, installed the string float, unload the hole of water. 3484 3484 NIH
14:00 0.50 03 Washed and Reamed f/3,410' to 3,484' (No fill on btm) 3484 3484 NIH
14:30 4.00 02 Drilled f/3,484' to 3,721' 3484 3721 NIH
18:30 1.50 10 Survey @3,700'2.38 degrees 3721 3721 NIH
20:00 0.50 05 M/U top drive install string float, unload hole of water 3721 3721 NIH
20:30 0.50 03 Washed &Reamed f/ 3700'to 3721' (no fill) 3721 3721 NIH
21:00 1.00 02 Drilled f/ 3721' to 3774' hole loading up with water. Circulated and Blowhole clean. 3721 3774 NIH
22:00 3.50 06 POOH L/D hammer & bit 3774 3774 NIH &

1:30 4.50 06 M/U bit #6, MudMotor for Airate Drilling and T]H with same. 3774 3774 N1H o
Total: 24.00

Dailý SummaryIs oActivity Date : 3/10/2012 | Days From Spud : 9 Current Depth : 4034 Ft 24 Hr. Footage Made : 260 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
o

Operations o
Start Mrs Code Remarks Start Depth End Depth Run
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Well Name:Cane Croek 18-1 | c
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT ci

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 3/11/2012 Days From Spud : 10 Current Depth : 4237 Ft 24 Hr. Footage Made : 203 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather: M

Operations
Start Hrs Code Remarks Start Depth End Depth Run a

6:00 2.00 05 Unloaded the hole @3,101', stage in the hole and unloaded the hole @3,567' &4,034' 4034 4034 NIH m
8:00 1.00 02 Drilled f/4,034' to 4,059'- no returns.- pumping 250 gpms (H2O).1700 cfm, 70 rpms (TD) - 4034 4059 NIH

mtr rpm 85 + 70 = 155 rpms (Bit)
9:00 1.50 05 Unloaded the hole of water @4,034' 4059 4059 NIH 11

10:30 1.50 02 Drilled f/4,059'to 4,110'- no returns.- pumping 250 gpms (H2O), 1700 cfm, 80 rpms (TD) - 4059 4110 NIH
mtr rpm 85 + 80 = 165 rpms (Bit)

12:00 0.50 02 Drilled f/4,110'to 4,127'- Full retums. - pumping 250 gpms (H2O),1700 ofm, 80 rpms (TD) - 4110 4127 NIH
mtr rpm 85 + 80 = 165 rpms (Bit). Top of Salt4.117',

12:30 0.50 05 Circulated and condition the hole. 4127 4127 NIH
13:00 2.50 02 Drilled f/4,12T to 4,237'- Full retums.- pumping 250 gpms (H2O), 1700 cfm, 80 rpms (TD) - 4127 4237 NIH c

mtr rpm 85 + 80 = 165 rpms (Bit). B
15:30 1.00 05 Circulated (Aerated fluid) to clean the hole. 4237 4237 NIH
16:30 1.50 05 Pumped hi-vis/LCM sweep. displaced with water to load the hole. Lost circulation,circulated 1 4237 4237 NIH H

1/2 btms up volume. Spotted on btm 60 bbls of hi-vis/LCM/Salt pill.
18:00 2.50 06 POOH fl4,220' to 931' 4237 4237 NIH
20:30 0.50 07 Service rig 4237 4237 NIH
21:00 1.00 08 Repair Top Drive (handler lock cylinder) 4237 4237 NIH
22:00 1.50 06 POOH to 8" drill collârs 4237 4237 NIH 0,

23:30 1.50 06 POOH L/D 5- 8" drill collars,shock sub, float sub, mud motor& bit. Pull wear bushing 4237 4237 NIH
1:00 5.00 11 Held Safety Meeting R/USchlumberger M/U PEX- HRLA- BHClogging tools & RIH to 4240' 4237 4237 NIH

WLM POH logging
Total: 24.00 o

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Geis FL HTFL FC HTFC Solid Water Oil Sand
4237 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0 H2O
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Rig Company : Rig Name: Frontier 10
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Start Hrs Code Remarks Start Depth End Depth Run a
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Mud Properties
Depth Time Wt in Wt Out Vis PV YP Geis FL HTFL FC HTFC Solid Water Oil Sand
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WalfNämniCané CrààkWB
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Dese: District: 01PARA

Däiiý Sünirnory

IIII c
Activity Date : 3/12/2012 Days From Spud : 11 Current Depth : 4237 Ft 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 3.00 11 Finish logging (Quad Combo), L/D Logging tools, R/D sheaves. 4237 4237 NIH m
9:00 2.50 06 RIH (Clean out run), f/surface to 4,215', wash f/4,215' to 4,237' 4237 4237 NIH

11:30 1.00 05 Pumped sweep (hi-vis/LCM), circulated to clean the hole (No retums), spotted 70 bbls pill on 4237 4237 NIH
btm (hi-vis/Salt/LCM).

12:30 4.00 06 POOH f/4,237' to the 6 1/4" dc's, L/D 9 ea. 6 1/4" dc's, x-o. bit sub and the 12 1/4" bit. 4237 4237 NIH
16:30 2.00 21 Held PJSM, R/U the L/D machine and the csg equipment 4237 4237 N1H
18:30 5.00 12 Held PJSM, P/U and RlH with the esg f/surface to 4,237' (9 5/8"-47#, HCP-110, LTC) 4237 4237 NIH
23:30 1.00 21 R/D csg equipment and the L/D machine. Installed the cement head and cement line. 4237 4237 N1H

0:30 1.00 05 Pumped 150 bbls (H2o), 70 bbis (LCM), 320 bbis (H2o). 4237 4237 NIH
1:30 2.00 21 Held PJSM, tested cement line to 3,000 psi, mixed and pumped 10 bbls of surfactant wash, 4237 4237 NIH $

mixed and pumped 40 bbis of SealBond w/SealBond Plus (LCM).
3:30 2.00 12 Mixed and Pumped cement. Lead cement (35:65) 674 sks (Poz: Type Ill), Slurry 262 bbis, 4237 4237 NIH M

12.0 ppg density, 2.18 yield, 11.86 mi×ingwater: gallsk, Tail (50:50) 200 sks (Poz: Type Ill), ••

Slurry51 bbls, 13.5 ppg density, 1.43 yield, 6.97 mixingwater: gallsk. Note: A lot of foam
retums. No fluid returns. Bumped the top wiper plug, pressured up to 1,500 psi. Pressure
held, release the pressure floats held, o

5:30 0.50 13 W.O.C. 4237 4237 i NIHI o
Total: 24.00 0,

oMud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4237 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0% o

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaC12 EDTA OlW Ratio Mud Loss
0,0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0 °

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Aerate drill

Daily Symmary
Activity Date : 3/13/2012 Days From Spud : 12 Current Depth : 4237 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
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13:30 3.50 14 Install and N/U "B" section head test void to 6500 psi 4237 4237 NIH
17:00 10.50 14 Stack and N/U 11" 10M BOP's, Choke and Killvalves and Rotating Head 4237 4237 NIH
3:30 0.50 15 Function test BOP's (ok), Performed accumulator test 4237 4237 9
4:00 2.00 15 Testing BOP's 250 low 10,000 high, First test leaking, changed door seals on the top pipe 4237 4237 9

rams.
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23:30 1.00 21 R/D csg equipment and the L/D machine. Installed the cement head and cement line. 4237 4237 N1H

0:30 1.00 05 Pumped 150 bbls (H2o), 70 bbis (LCM), 320 bbis (H2o). 4237 4237 NIH
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Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND,UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 3/14/2012 Days From Spud : 13 Current Depth : 4237 Ft 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 5.50 15 Tested 11" 10M BOP - Tested Rams, valves (TlW & In-side BOP), Choke manifold, 250 pis 4237 4237 9 m

low (5mins) - 10,000 psi high (10mins), Tested the Annular - 250 psi low (Smins), 5,000 pis
high (10mins).Testwitnessed by BLM (Jeff Brown). Note: Can not remove test plug from the
wellhead, pulled 100K and would not come. Weatherford are delivering fishingjars. 11

11:30 2.00 21 P/U 15 joints of 4 1/2" hwdp and rack in the derrick. 4237 4237 9 H

13:30 1.50 19 M/Ujar assembly, and jar on the test plug to remove. 4237 4237 9 y
15:00 1.00 21 Tested the csg to 4,600 psi, held on chart for 30 minutes. (Goodtest). 4237 4237 9
16:00 9.00 11 Held PJSM, R/U Schlumberger wireline equipment, RIH w/IBC light weight cement log, Log up 4237 4237 9 H

with the IBC log, R/D same.
1:00 4.50 06 Held PJSM w/ Pathfinder M/U directional assembly, MWD and surface test NOTE:surfacetest 4237 4237 10 m

failed changed pulser on MWD and transducer , troubleshootingMWD $
5:30 0.50 09 Slipand cut drill line while troubleshootingMWD 4237 4237 10

Total: 24.00 N

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4237 0.00 0.00 0 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0% o

| | HMBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss o
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0 Fresh Water in casing. to

o
o
o
o
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Field Name: Cane Creek S/T/R 18/26S/20E County,State: GRAND, UT
Operator: Fidelity E&P Location Desc: District: 01PARA

DailýSüniinary
Activity Date : 3/15/2012 Days From Spud : 14 Current Depth : 4527 Ft 24 Hr. Footage Made : 290 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.00 09 Slip and cut the drill line (80'). 4237 4237 10 m
7:00 2.00 06 M/U the 8 1/2" bit and RIH f/surface to 4,089', wash down to wiper plugs (Float collar) @4,151' 4237 4237 10
9:00 2.00 21 Drilled float equipment, cement f/4,151' to 4,237'. 4237 4237 10

11:00 1.00 05 Pumped 15 bbis hi-vis sweep, circulatedto clean the hole. 4237 4237 10
12:00 0.50 02 Drilled 8 1/2" hole f/4,237' to 4,24T. 4237 4247 10
12:30 0.50 21 Performed FIT, 2,120 psi X 19.23 / 4,237' = 9.6 ppg, Present fluid wt. 8.4 ppg + 9.6 ppg = 18.0 4247 4247 10 (D

ppgEMW
13:00 3.00 21 Pumped out the water from the slugging pit and the suction tank with vacuum truck, clean the 4247 4247 10

mud tank, after the suction tank is clean fillthe suction tank with 13.5 ppg OBM, 40 bbis of
diesel in the slugging pit.

16:00 1.00 05 Displace the water with 13.5 ppg OBM. 4247 4247 10 ty
17:00 1.50 21 Pumped out the water from the shaker tankand clean same. Fill both mud tanks with OBM. 4247 4247 10
18:30 1.50 05 Circulate and ConditionOSM 4247 4247 10 ••

20:00 2.00 08 Rig will not run with two engine/gen. Repaired Gen. #3 4247 4247 10 a
22:00 1.00 05 Circulate and Condition OBM 4247 4247 10 o
23:00 7.00 02 Drilled 8 1/2" hole fl 4,24T to 4,527'. Slide when need to keep the hole straight. 4247 4527 10 M

Total: 24.00
Mud Properties

Depth Time Wt in Wt Ou Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4235 17:00 13.50 13.50 72 25 12 7/13/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0% o

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4235 17:00 14.80 0.00 72 25 12 7/13/0 0.0 0.0 4 0.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 135811 2 0 0.00 0.00 0 13 1.90 80/20 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0

Page 10 of 20 Powered by Production Access

En

Field Name: Cane Creek S/T/R 18/26S/20E County,State: GRAND, UT
Operator: Fidelity E&P Location Desc: District: 01PARA

DailýSüniinary
Activity Date : 3/15/2012 Days From Spud : 14 Current Depth : 4527 Ft 24 Hr. Footage Made : 290 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.00 09 Slip and cut the drill line (80'). 4237 4237 10 m
7:00 2.00 06 M/U the 8 1/2" bit and RIH f/surface to 4,089', wash down to wiper plugs (Float collar) @4,151' 4237 4237 10
9:00 2.00 21 Drilled float equipment, cement f/4,151' to 4,237'. 4237 4237 10

11:00 1.00 05 Pumped 15 bbis hi-vis sweep, circulatedto clean the hole. 4237 4237 10
12:00 0.50 02 Drilled 8 1/2" hole f/4,237' to 4,24T. 4237 4247 10
12:30 0.50 21 Performed FIT, 2,120 psi X 19.23 / 4,237' = 9.6 ppg, Present fluid wt. 8.4 ppg + 9.6 ppg = 18.0 4247 4247 10 (D

ppgEMW
13:00 3.00 21 Pumped out the water from the slugging pit and the suction tank with vacuum truck, clean the 4247 4247 10

mud tank, after the suction tank is clean fillthe suction tank with 13.5 ppg OBM, 40 bbis of
diesel in the slugging pit.

16:00 1.00 05 Displace the water with 13.5 ppg OBM. 4247 4247 10 ty
17:00 1.50 21 Pumped out the water from the shaker tankand clean same. Fill both mud tanks with OBM. 4247 4247 10
18:30 1.50 05 Circulate and ConditionOSM 4247 4247 10 ••

20:00 2.00 08 Rig will not run with two engine/gen. Repaired Gen. #3 4247 4247 10 a
22:00 1.00 05 Circulate and Condition OBM 4247 4247 10 o
23:00 7.00 02 Drilled 8 1/2" hole fl 4,24T to 4,527'. Slide when need to keep the hole straight. 4247 4527 10 M

Total: 24.00
Mud Properties

Depth Time Wt in Wt Ou Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4235 17:00 13.50 13.50 72 25 12 7/13/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0% o

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4235 17:00 14.80 0.00 72 25 12 7/13/0 0.0 0.0 4 0.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 135811 2 0 0.00 0.00 0 13 1.90 80/20 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0

Page 10 of 20 Powered by Production Access

En

Field Name: Cane Creek S/T/R 18/26S/20E County,State: GRAND, UT
Operator: Fidelity E&P Location Desc: District: 01PARA

DailýSüniinary
Activity Date : 3/15/2012 Days From Spud : 14 Current Depth : 4527 Ft 24 Hr. Footage Made : 290 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.00 09 Slip and cut the drill line (80'). 4237 4237 10 m
7:00 2.00 06 M/U the 8 1/2" bit and RIH f/surface to 4,089', wash down to wiper plugs (Float collar) @4,151' 4237 4237 10
9:00 2.00 21 Drilled float equipment, cement f/4,151' to 4,237'. 4237 4237 10

11:00 1.00 05 Pumped 15 bbis hi-vis sweep, circulatedto clean the hole. 4237 4237 10
12:00 0.50 02 Drilled 8 1/2" hole f/4,237' to 4,24T. 4237 4247 10
12:30 0.50 21 Performed FIT, 2,120 psi X 19.23 / 4,237' = 9.6 ppg, Present fluid wt. 8.4 ppg + 9.6 ppg = 18.0 4247 4247 10 (D

ppgEMW
13:00 3.00 21 Pumped out the water from the slugging pit and the suction tank with vacuum truck, clean the 4247 4247 10

mud tank, after the suction tank is clean fillthe suction tank with 13.5 ppg OBM, 40 bbis of
diesel in the slugging pit.

16:00 1.00 05 Displace the water with 13.5 ppg OBM. 4247 4247 10 ty
17:00 1.50 21 Pumped out the water from the shaker tankand clean same. Fill both mud tanks with OBM. 4247 4247 10
18:30 1.50 05 Circulate and ConditionOSM 4247 4247 10 ••

20:00 2.00 08 Rig will not run with two engine/gen. Repaired Gen. #3 4247 4247 10 a
22:00 1.00 05 Circulate and Condition OBM 4247 4247 10 o
23:00 7.00 02 Drilled 8 1/2" hole fl 4,24T to 4,527'. Slide when need to keep the hole straight. 4247 4527 10 M

Total: 24.00

Mud Properties
Depth Time Wt in Wt Ou Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4235 17:00 13.50 13.50 72 25 12 7/13/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0% o

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4235 17:00 14.80 0.00 72 25 12 7/13/0 0.0 0.0 4 0.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 135811 2 0 0.00 0.00 0 13 1.90 80/20 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0

Page 10 of 20 Powered by Production Access

En

Field Name: Cane Creek S/T/R 18/26S/20E County,State: GRAND, UT
Operator: Fidelity E&P Location Desc: District: 01PARA

DailýSüniinary
Activity Date : 3/15/2012 Days From Spud : 14 Current Depth : 4527 Ft 24 Hr. Footage Made : 290 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.00 09 Slip and cut the drill line (80'). 4237 4237 10 m
7:00 2.00 06 M/U the 8 1/2" bit and RIH f/surface to 4,089', wash down to wiper plugs (Float collar) @4,151' 4237 4237 10
9:00 2.00 21 Drilled float equipment, cement f/4,151' to 4,237'. 4237 4237 10

11:00 1.00 05 Pumped 15 bbis hi-vis sweep, circulatedto clean the hole. 4237 4237 10
12:00 0.50 02 Drilled 8 1/2" hole f/4,237' to 4,24T. 4237 4247 10
12:30 0.50 21 Performed FIT, 2,120 psi X 19.23 / 4,237' = 9.6 ppg, Present fluid wt. 8.4 ppg + 9.6 ppg = 18.0 4247 4247 10 (D

ppgEMW
13:00 3.00 21 Pumped out the water from the slugging pit and the suction tank with vacuum truck, clean the 4247 4247 10

mud tank, after the suction tank is clean fillthe suction tank with 13.5 ppg OBM, 40 bbis of
diesel in the slugging pit.

16:00 1.00 05 Displace the water with 13.5 ppg OBM. 4247 4247 10 ty
17:00 1.50 21 Pumped out the water from the shaker tankand clean same. Fill both mud tanks with OBM. 4247 4247 10
18:30 1.50 05 Circulate and ConditionOSM 4247 4247 10 ••

20:00 2.00 08 Rig will not run with two engine/gen. Repaired Gen. #3 4247 4247 10 a
22:00 1.00 05 Circulate and Condition OBM 4247 4247 10 o
23:00 7.00 02 Drilled 8 1/2" hole fl 4,24T to 4,527'. Slide when need to keep the hole straight. 4247 4527 10 M

Total: 24.00

Mud Properties
Depth Time Wt in Wt Ou Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4235 17:00 13.50 13.50 72 25 12 7/13/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0% o

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4235 17:00 14.80 0.00 72 25 12 7/13/0 0.0 0.0 4 0.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 135811 2 0 0.00 0.00 0 13 1.90 80/20 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0

Page 10 of 20 Powered by Production Access



R
E
C
E
I
V
E
D
:
 
A
p
r
.
 
0
4
,
 
2
0
1
2

S
u
n
d
r
y
 
N
u
m
b
e
r
:
 
2
4
4
6
3
 
A
P
I
 
W
e
l
l
 
N
u
m
b
e
r
:
 
4
3
0
1
9
5
0
0
1
2
0
0
0
0

Field Name: Cane Creek S/T/R 18/26S/20E County,State: GRAND, UT
Operator: Fidelity E&P Location Desc: District: 01PARA

Dail Summary
Activity Date : 3/16/2012 | Days From Spud : 15 Current Depth : 5833 Ft 24 Hr. Footage Made : 1306 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 5.50 02 Drilling and Sliding f/ 452T to 4783' 4527 4583 10 m

11:30 1.00 21 Drain Mud pit and change equalizer air boot 4583 4583 10
12:30 3.50 02 Drilling and Slidingf/ 4783' to 5022' 4583 5022 10
16:00 0.50 07 Service the rig 5022 5022 10
16:30 1.50 08 Repair Top Drive brake canister 5022 5022 10
18:00 12.00 02 Drillingand Sliding f/ 5022' to 5833' Note: Raised mud wt' to 14.0 ppg 5022 5833 10

0.00 Top Cement Job on 13 3/8" X 9 5/8" annulas, STAGE# 1 Pump 5 bbl H20 spacer,10 bbl 5833 5833 10
20%cacl water+108 lbs/bbi cacl+100%fresh water @9.9ppg,spacer, 5bbi H20 spacer, 10 bbl
Flow Guard D +81.4 lbs/bbl sodium metasilicate + 100%H20 @8.34 ppg,spacer, Mix & pump
200 sks (35:65 (Fly Ash): Type lil Cement +.0411b/sx Static Free +

.5|bs/sx Cello Flake + 5
lbs/sx Kol-seal + 5%bwoc A-10+5% bwoc sodium metasilicate + 3]bs/s× Pheno Seal +

.5

gal/100sx FP-13L + 10lbs/s× CSE-2 + 153.7% fresh water = 572 cu/ft, 102 bbls, 2.86 yield @
11.6ppg. Displace wl 5 bbl H20, WOC F/ 2 hrs., STAGE #2 Pump 10 bbl 20% cacl water +

108 lbs/bb] CACL +100% H20 @9,9 ppg spacer, 5 bbl H20,spacer, 10 bbl Flow guard D + 81
lbs/bbl sodium metasilicate + 100% H20 @8.34 ppg spacer, 5 bbl H20 spacer, Mix &pump
120 sx (35:65 Poz ( Fly Ash): type IIIcement+

.041bs/sx Static Free +
.5 lbs/sx Cello Flake + 5

lbs/sx Kol-seal + 5% bwoc A-10 + 5% bwoc Sodium metasilicate + 3 lbs/sx Pheno seal +
.5

gal/100 sx FP-13L + 10lbs/sx CSE-2 + 153.7% H20 = 343 culft. 50 bbl, 2.86 yield, @ 11.6
ppg.Locked up and Holding @500 psi.

Total: 24.00

Mud Properties

I | | MDepth Time Wt 1n Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand o
5004 17:00 14.00 14.00 49 18 9 5/6/0 0.0 0.0 0 0.00 0.3% 0.1% 0.6% 0.0% °

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss O

0.0 0.00 0.00 0.00 0.00 289787 3 0 0.00 0.00 0 23 2.95 86/14 0
Water Loss LCM ECD FL Tem Remarks

O 0.0 0.0 0

Daily Summary
Activity Date : 3/17/2012 Days From Spud : 16 Current Depth : 6800 Ft 24 Hr. Footage Made : 967 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 7.00 02 Drilled 8 1/2" hole f/5,833' to 6,311' 5833 6311 10

13:00 2.00 05 Finished weighting up to 14.5 ppg before POOH to the shoe to work on the Top Drive. 6311 6311 10
15:00 8.50 08 POOH f/6,311' to 4,183 (Shoe @4,23T), Work on the Top Drive (Break system). TlH to 6233' 6311 6311 10

wash to 6311'
23:30 6.50 02 Drilling and Sliding f/ 6,311'to 6,800' Note: Raised mud wt to 15.0 ppg 6311 6800 10
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6609 3:00 14.90 14.90 55 22 12 7/8/0 0.0 0.0 0 2.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 504665 10 0 0.00 0.00 0 37 7.80 82/18 0

Water Loss LCM ECD FL Temp Remarks
| 0 0.0 15.1 92
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0.0 0.00 0.00 0.00 0.00 504665 10 0 0.00 0.00 0 37 7.80 82/18 0

Water Loss LCM ECD FL Temp Remarks
| 0 0.0 15.1 92

Page 11 of 20 Powered by Production Access

Field Name: Cane Creek S/T/R 18/26S/20E County,State: GRAND, UT
Operator: Fidelity E&P Location Desc: District: 01PARA

Dail Summary
Activity Date : 3/16/2012 | Days From Spud : 15 Current Depth : 5833 Ft 24 Hr. Footage Made : 1306 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 5.50 02 Drilling and Sliding f/ 452T to 4783' 4527 4583 10 m

11:30 1.00 21 Drain Mud pit and change equalizer air boot 4583 4583 10
12:30 3.50 02 Drilling and Slidingf/ 4783' to 5022' 4583 5022 10
16:00 0.50 07 Service the rig 5022 5022 10
16:30 1.50 08 Repair Top Drive brake canister 5022 5022 10
18:00 12.00 02 Drillingand Sliding f/ 5022' to 5833' Note: Raised mud wt' to 14.0 ppg 5022 5833 10

0.00 Top Cement Job on 13 3/8" X 9 5/8" annulas, STAGE# 1 Pump 5 bbl H20 spacer,10 bbl 5833 5833 10
20%cacl water+108 lbs/bbi cacl+100%fresh water @9.9ppg,spacer, 5bbi H20 spacer, 10 bbl
Flow Guard D +81.4 lbs/bbl sodium metasilicate + 100%H20 @8.34 ppg,spacer, Mix & pump
200 sks (35:65 (Fly Ash): Type lil Cement +.0411b/sx Static Free +

.5|bs/sx Cello Flake + 5
lbs/sx Kol-seal + 5%bwoc A-10+5% bwoc sodium metasilicate + 3]bs/s× Pheno Seal +

.5

gal/100sx FP-13L + 10lbs/s× CSE-2 + 153.7% fresh water = 572 cu/ft, 102 bbls, 2.86 yield @
11.6ppg. Displace wl 5 bbl H20, WOC F/ 2 hrs., STAGE #2 Pump 10 bbl 20% cacl water +

108 lbs/bb] CACL +100% H20 @9,9 ppg spacer, 5 bbl H20,spacer, 10 bbl Flow guard D + 81
lbs/bbl sodium metasilicate + 100% H20 @8.34 ppg spacer, 5 bbl H20 spacer, Mix &pump
120 sx (35:65 Poz ( Fly Ash): type IIIcement+

.041bs/sx Static Free +
.5 lbs/sx Cello Flake + 5

lbs/sx Kol-seal + 5% bwoc A-10 + 5% bwoc Sodium metasilicate + 3 lbs/sx Pheno seal +
.5

gal/100 sx FP-13L + 10lbs/sx CSE-2 + 153.7% H20 = 343 culft. 50 bbl, 2.86 yield, @ 11.6
ppg.Locked up and Holding @500 psi.

Total: 24.00

Mud Properties

I | | MDepth Time Wt 1n Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand o
5004 17:00 14.00 14.00 49 18 9 5/6/0 0.0 0.0 0 0.00 0.3% 0.1% 0.6% 0.0% °

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss O

0.0 0.00 0.00 0.00 0.00 289787 3 0 0.00 0.00 0 23 2.95 86/14 0
Water Loss LCM ECD FL Tem Remarks

O 0.0 0.0 0

Daily Summary
Activity Date : 3/17/2012 Days From Spud : 16 Current Depth : 6800 Ft 24 Hr. Footage Made : 967 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 7.00 02 Drilled 8 1/2" hole f/5,833' to 6,311' 5833 6311 10

13:00 2.00 05 Finished weighting up to 14.5 ppg before POOH to the shoe to work on the Top Drive. 6311 6311 10
15:00 8.50 08 POOH f/6,311' to 4,183 (Shoe @4,23T), Work on the Top Drive (Break system). TlH to 6233' 6311 6311 10

wash to 6311'
23:30 6.50 02 Drilling and Sliding f/ 6,311'to 6,800' Note: Raised mud wt to 15.0 ppg 6311 6800 10
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
6609 3:00 14.90 14.90 55 22 12 7/8/0 0.0 0.0 0 2.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 504665 10 0 0.00 0.00 0 37 7.80 82/18 0

Water Loss LCM ECD FL Temp Remarks
| 0 0.0 15.1 92
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Well Name:Cane Creek 18-1 |. c
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2

Ili C
Activity Date : 3/18/2012 | Days From Spud : 17 Current Depth : 7849 Ft 24 Hr. Footage Made: 1049 Ft a
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 12.00 02 Drilling 8 1/2" hole fl 6,800' to 7,550' 6800 7550 10 m
18:00 1.00 07 Service the rigand work on the brakes. 7550 7550 10
19:00 4.00 02 Drilling 8 1/2" hole f/7,550' to 7,658' (Note: Top Cane Creek @7,652'- Btm @7,750') 7550 7658 10 >
23:00 0.50 05 Circulateand Conditionmud (No mud cut- Max gas 295 units 7658 7658 10

23:30 2.50 02 Drilling 8 1/2" hole fl 7,658' to 7,849' 7658 7849 10
2:00 1,50 05 Circulateand Conditionmud, pump slug 7849 7849 10 (D

3:30 2.50 06 POOH 28 stds fl 7,849' to 5,301' fl short trip,TlH to 6220'. Hole in good conditon.Max. drag 7849 7849 10
bK.

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7849 2:30 15.55 15.50 54 27 7 7/8/0 0.0 0.0 0 2.00 0.3% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 575207 10 0 0.00 0.00 0 41 8.50 82/18 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 96

Daily Summary
Activity Date : 3/19/2012 Days From Spud : 18 Current Depth : 7849 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather: o

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 02 RIH f/6,220' to 7,814' 7849 7849 10
7:00 0.50 03 Filled the pipe and washed f/7.814' to 7,849. No fill. 7849 7849 10
7:30 4.00 05 Circulated and conditionedthe mud. Max gas 5,900 units, mud cut f/15.5 ppg to 15.3 ppg. 7849 7849 10

11:30 7.00 06 Checked for flow, Slug the pipe, POOH f/7,849' to surface. L/D 3 - 6 1/4" dc's and the 7849 7849 10
directional tools.

18:30 11.50 11 Held PJSM w/ Schlumberger and R/U. M/U Quad Combo logging tool RIH to 7,867 WLM' 7849 7849 10
POH logging to 4,050' finish POH

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7849 2:30 15.50 15.50 55 24 7 6/7/0 0.0 0.0 0 3.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaC12 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 531009 9 0 0.00 0.00 0 39 7.40 83/17 0

Water Loss LCM ECD FL Temp Remarks
O 0.0
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Well Name:Cane Creek 18-1 |. c
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2

Ili C
Activity Date : 3/18/2012 | Days From Spud : 17 Current Depth : 7849 Ft 24 Hr. Footage Made: 1049 Ft a
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 12.00 02 Drilling 8 1/2" hole fl 6,800' to 7,550' 6800 7550 10 m
18:00 1.00 07 Service the rigand work on the brakes. 7550 7550 10
19:00 4.00 02 Drilling 8 1/2" hole f/7,550' to 7,658' (Note: Top Cane Creek @7,652'- Btm @7,750') 7550 7658 10 >
23:00 0.50 05 Circulateand Conditionmud (No mud cut- Max gas 295 units 7658 7658 10

23:30 2.50 02 Drilling 8 1/2" hole fl 7,658' to 7,849' 7658 7849 10
2:00 1,50 05 Circulateand Conditionmud, pump slug 7849 7849 10 (D

3:30 2.50 06 POOH 28 stds fl 7,849' to 5,301' fl short trip,TlH to 6220'. Hole in good conditon.Max. drag 7849 7849 10
bK.

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7849 2:30 15.55 15.50 54 27 7 7/8/0 0.0 0.0 0 2.00 0.3% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 575207 10 0 0.00 0.00 0 41 8.50 82/18 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 96

Daily Summary
Activity Date : 3/19/2012 Days From Spud : 18 Current Depth : 7849 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather: o

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 02 RIH f/6,220' to 7,814' 7849 7849 10
7:00 0.50 03 Filled the pipe and washed f/7.814' to 7,849. No fill. 7849 7849 10
7:30 4.00 05 Circulated and conditionedthe mud. Max gas 5,900 units, mud cut f/15.5 ppg to 15.3 ppg. 7849 7849 10

11:30 7.00 06 Checked for flow, Slug the pipe, POOH f/7,849' to surface. L/D 3 - 6 1/4" dc's and the 7849 7849 10
directional tools.

18:30 11.50 11 Held PJSM w/ Schlumberger and R/U. M/U Quad Combo logging tool RIH to 7,867 WLM' 7849 7849 10
POH logging to 4,050' finish POH

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7849 2:30 15.50 15.50 55 24 7 6/7/0 0.0 0.0 0 3.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaC12 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 531009 9 0 0.00 0.00 0 39 7.40 83/17 0

Water Loss LCM ECD FL Temp Remarks
O 0.0
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Well Name:Cane Creek 18-1 |. c
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2

Ili C
Activity Date : 3/18/2012 | Days From Spud : 17 Current Depth : 7849 Ft 24 Hr. Footage Made: 1049 Ft a
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 12.00 02 Drilling 8 1/2" hole fl 6,800' to 7,550' 6800 7550 10 m
18:00 1.00 07 Service the rigand work on the brakes. 7550 7550 10
19:00 4.00 02 Drilling 8 1/2" hole f/7,550' to 7,658' (Note: Top Cane Creek @7,652'- Btm @7,750') 7550 7658 10 >
23:00 0.50 05 Circulateand Conditionmud (No mud cut- Max gas 295 units 7658 7658 10

23:30 2.50 02 Drilling 8 1/2" hole fl 7,658' to 7,849' 7658 7849 10
2:00 1,50 05 Circulateand Conditionmud, pump slug 7849 7849 10 (D

3:30 2.50 06 POOH 28 stds fl 7,849' to 5,301' fl short trip,TlH to 6220'. Hole in good conditon.Max. drag 7849 7849 10
bK.

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7849 2:30 15.55 15.50 54 27 7 7/8/0 0.0 0.0 0 2.00 0.3% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 575207 10 0 0.00 0.00 0 41 8.50 82/18 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 96

Daily Summary
Activity Date : 3/19/2012 Days From Spud : 18 Current Depth : 7849 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather: o

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 02 RIH f/6,220' to 7,814' 7849 7849 10
7:00 0.50 03 Filled the pipe and washed f/7.814' to 7,849. No fill. 7849 7849 10
7:30 4.00 05 Circulated and conditionedthe mud. Max gas 5,900 units, mud cut f/15.5 ppg to 15.3 ppg. 7849 7849 10

11:30 7.00 06 Checked for flow, Slug the pipe, POOH f/7,849' to surface. L/D 3 - 6 1/4" dc's and the 7849 7849 10
directional tools.

18:30 11.50 11 Held PJSM w/ Schlumberger and R/U. M/U Quad Combo logging tool RIH to 7,867 WLM' 7849 7849 10
POH logging to 4,050' finish POH

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7849 2:30 15.50 15.50 55 24 7 6/7/0 0.0 0.0 0 3.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaC12 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 531009 9 0 0.00 0.00 0 39 7.40 83/17 0

Water Loss LCM ECD FL Temp Remarks
O 0.0
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Well Name:Cane Creek 18-1 |. c
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2

Ili C
Activity Date : 3/18/2012 | Days From Spud : 17 Current Depth : 7849 Ft 24 Hr. Footage Made: 1049 Ft a
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 12.00 02 Drilling 8 1/2" hole fl 6,800' to 7,550' 6800 7550 10 m
18:00 1.00 07 Service the rigand work on the brakes. 7550 7550 10
19:00 4.00 02 Drilling 8 1/2" hole f/7,550' to 7,658' (Note: Top Cane Creek @7,652'- Btm @7,750') 7550 7658 10 >
23:00 0.50 05 Circulateand Conditionmud (No mud cut- Max gas 295 units 7658 7658 10

23:30 2.50 02 Drilling 8 1/2" hole fl 7,658' to 7,849' 7658 7849 10
2:00 1,50 05 Circulateand Conditionmud, pump slug 7849 7849 10 (D

3:30 2.50 06 POOH 28 stds fl 7,849' to 5,301' fl short trip,TlH to 6220'. Hole in good conditon.Max. drag 7849 7849 10
bK.

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7849 2:30 15.55 15.50 54 27 7 7/8/0 0.0 0.0 0 2.00 0.3% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 575207 10 0 0.00 0.00 0 41 8.50 82/18 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.8 96

Daily Summary
Activity Date : 3/19/2012 Days From Spud : 18 Current Depth : 7849 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather: o

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 02 RIH f/6,220' to 7,814' 7849 7849 10
7:00 0.50 03 Filled the pipe and washed f/7.814' to 7,849. No fill. 7849 7849 10
7:30 4.00 05 Circulated and conditionedthe mud. Max gas 5,900 units, mud cut f/15.5 ppg to 15.3 ppg. 7849 7849 10

11:30 7.00 06 Checked for flow, Slug the pipe, POOH f/7,849' to surface. L/D 3 - 6 1/4" dc's and the 7849 7849 10
directional tools.

18:30 11.50 11 Held PJSM w/ Schlumberger and R/U. M/U Quad Combo logging tool RIH to 7,867 WLM' 7849 7849 10
POH logging to 4,050' finish POH

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7849 2:30 15.50 15.50 55 24 7 6/7/0 0.0 0.0 0 3.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaC12 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 531009 9 0 0.00 0.00 0 39 7.40 83/17 0

Water Loss LCM ECD FL Temp Remarks
O 0.0
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Field Name: Cane Creek S/T/R. 18/268/20E County,State: GRAND, UT
Operator: Fidelity E&P Location Desc: District: 01PARA

DyilgSurnmary 2

| c
Activity Date : 3/20/2012 Days From Spud : 19 Current Depth : 7849 Ft 24 Hr. Footage Made : 0 Ft y
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 17.00 11 Finish POH w/ Quad combo logging tools and L/D (GR-DIL-SFL-ECS)M/U GR-CALl-FDC- 7849 7849 10
/CNL RIH drilled 75 cores - recovered 53

23:00 5.50 21 Unable to M/U Sonic S/OB Micro-Imiger logging tool due to GPIT looging tool not on location, 7849 7849 10
Waiting on Schlumberger's GPlT logging tool to continue logging 11

4:30 1.50 11 M/U Sonic S/OB Micro-Imiger-GPIT looging tool and RIH 7849 7849 10 H

Total: 24.00
Mud Properties

Depth Time Wt ]n Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand H

7849 2:30 15.50 15.50 55 24 7 6/7/0 0.0 0.0 0 3.00 0.3% 0.1% 0.6% 0.0% 2
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.0 531009 9 0 0.00 0.00 0 39 7.40 83/17 0 ti

I I I oWater Loss LCM ECD FL Temp Remarks
O 0.0

Daily Summary
Activity Date : 3/21/2012 Days From Spud : 20 Current Depth : 7849 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run o
6:00 7.50 11 Run Sonic S/OB-MICRO IMAGER-GPIT Log, & R/D Schlumberger logging equipment. 7849 7849 10

13:30 0.50 07 Serviœ rig 7849 7849 10
14:00 0.50 21 Install Wear bushing 7849 7849 10
14:30 4.50 06 R/U, T1H picking up 1080' of 2 7/8" tubing, R/D 2 7/8" tubingtools. 7849 7849 10
19:00 4.00 06 TlH With 4 1/2" drill pipe to 7918' 7849 7849 10
23:00 1.50 05 Circulatehole clean. 7849 7849 10

0:30 1.50 17 R/U, Mix &pump kick off plug,22 bbl Ultra Flush Il @16.5 ppg, 462 sacks Class G 7849 7849 10
cement+0.041bs/sack Static Free + 0.35% bwoc R-3+0.8%bwocCD-32+0.1%bwocBA-
59+0.5gal/sack FP-13L, mix@17.5 ppg Yield 0.94 culsk, pump 8 bbl Ultra Flush ll Displace
W/ 80 bbl 15.5ppg DOBM. Est. top of cement @ 6714'

2:00 2.00 06 POOH F/7815' to 6514' 7849 7849 10
4:00 1.50 05 R/U &Circulate,out spacer, mix &pump slug. 7849 7849 10
5:30 0.50 06 POOH. 7849 7849 10

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7849 14:00 15.50 15.50 55 24 8 6/7/0 0.0 0.0 0 3.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 531009 9 0 0.00 0.00 0 39 7.40 83/17 0

Water Loss LCM ECD FL Temp Remarks
0 0.0
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Field Name: Cane Creek S/T/R. 18/268/20E County,State: GRAND, UT
Operator: Fidelity E&P Location Desc: District: 01PARA

DyilgSurnmary 2

| c
Activity Date : 3/20/2012 Days From Spud : 19 Current Depth : 7849 Ft 24 Hr. Footage Made : 0 Ft y
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 17.00 11 Finish POH w/ Quad combo logging tools and L/D (GR-DIL-SFL-ECS)M/U GR-CALl-FDC- 7849 7849 10
/CNL RIH drilled 75 cores - recovered 53

23:00 5.50 21 Unable to M/U Sonic S/OB Micro-Imiger logging tool due to GPIT looging tool not on location, 7849 7849 10
Waiting on Schlumberger's GPlT logging tool to continue logging 11

4:30 1.50 11 M/U Sonic S/OB Micro-Imiger-GPIT looging tool and RIH 7849 7849 10 H

Total: 24.00
Mud Properties

Depth Time Wt ]n Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand H

7849 2:30 15.50 15.50 55 24 7 6/7/0 0.0 0.0 0 3.00 0.3% 0.1% 0.6% 0.0% 2
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.0 531009 9 0 0.00 0.00 0 39 7.40 83/17 0 ti

I I I oWater Loss LCM ECD FL Temp Remarks
O 0.0

Daily Summary
Activity Date : 3/21/2012 Days From Spud : 20 Current Depth : 7849 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run o
6:00 7.50 11 Run Sonic S/OB-MICRO IMAGER-GPIT Log, & R/D Schlumberger logging equipment. 7849 7849 10

13:30 0.50 07 Serviœ rig 7849 7849 10
14:00 0.50 21 Install Wear bushing 7849 7849 10
14:30 4.50 06 R/U, T1H picking up 1080' of 2 7/8" tubing, R/D 2 7/8" tubingtools. 7849 7849 10
19:00 4.00 06 TlH With 4 1/2" drill pipe to 7918' 7849 7849 10
23:00 1.50 05 Circulatehole clean. 7849 7849 10

0:30 1.50 17 R/U, Mix &pump kick off plug,22 bbl Ultra Flush Il @16.5 ppg, 462 sacks Class G 7849 7849 10
cement+0.041bs/sack Static Free + 0.35% bwoc R-3+0.8%bwocCD-32+0.1%bwocBA-
59+0.5gal/sack FP-13L, mix@17.5 ppg Yield 0.94 culsk, pump 8 bbl Ultra Flush ll Displace
W/ 80 bbl 15.5ppg DOBM. Est. top of cement @ 6714'

2:00 2.00 06 POOH F/7815' to 6514' 7849 7849 10
4:00 1.50 05 R/U &Circulate,out spacer, mix &pump slug. 7849 7849 10
5:30 0.50 06 POOH. 7849 7849 10

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7849 14:00 15.50 15.50 55 24 8 6/7/0 0.0 0.0 0 3.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 531009 9 0 0.00 0.00 0 39 7.40 83/17 0

Water Loss LCM ECD FL Temp Remarks
0 0.0
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Field Name: Cane Creek S/T/R. 18/268/20E County,State: GRAND, UT
Operator: Fidelity E&P Location Desc: District: 01PARA

DyilgSurnmary 2

| c
Activity Date : 3/20/2012 Days From Spud : 19 Current Depth : 7849 Ft 24 Hr. Footage Made : 0 Ft y
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 17.00 11 Finish POH w/ Quad combo logging tools and L/D (GR-DIL-SFL-ECS)M/U GR-CALl-FDC- 7849 7849 10
/CNL RIH drilled 75 cores - recovered 53

23:00 5.50 21 Unable to M/U Sonic S/OB Micro-Imiger logging tool due to GPIT looging tool not on location, 7849 7849 10
Waiting on Schlumberger's GPlT logging tool to continue logging 11
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Depth Time Wt ]n Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand H
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MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.0 531009 9 0 0.00 0.00 0 39 7.40 83/17 0 ti

I I I oWater Loss LCM ECD FL Temp Remarks
O 0.0

Daily Summary
Activity Date : 3/21/2012 Days From Spud : 20 Current Depth : 7849 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run o
6:00 7.50 11 Run Sonic S/OB-MICRO IMAGER-GPIT Log, & R/D Schlumberger logging equipment. 7849 7849 10

13:30 0.50 07 Serviœ rig 7849 7849 10
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14:30 4.50 06 R/U, T1H picking up 1080' of 2 7/8" tubing, R/D 2 7/8" tubingtools. 7849 7849 10
19:00 4.00 06 TlH With 4 1/2" drill pipe to 7918' 7849 7849 10
23:00 1.50 05 Circulatehole clean. 7849 7849 10

0:30 1.50 17 R/U, Mix &pump kick off plug,22 bbl Ultra Flush Il @16.5 ppg, 462 sacks Class G 7849 7849 10
cement+0.041bs/sack Static Free + 0.35% bwoc R-3+0.8%bwocCD-32+0.1%bwocBA-
59+0.5gal/sack FP-13L, mix@17.5 ppg Yield 0.94 culsk, pump 8 bbl Ultra Flush ll Displace
W/ 80 bbl 15.5ppg DOBM. Est. top of cement @ 6714'

2:00 2.00 06 POOH F/7815' to 6514' 7849 7849 10
4:00 1.50 05 R/U &Circulate,out spacer, mix &pump slug. 7849 7849 10
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Water Loss LCM ECD FL Temp Remarks
0 0.0
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Field Name: Cane Creek S/T/R. 18/268/20E County,State: GRAND, UT
Operator: Fidelity E&P Location Desc: District: 01PARA

DyilgSurnmary 2

| c
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14:00 0.50 21 Install Wear bushing 7849 7849 10
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0:30 1.50 17 R/U, Mix &pump kick off plug,22 bbl Ultra Flush Il @16.5 ppg, 462 sacks Class G 7849 7849 10
cement+0.041bs/sack Static Free + 0.35% bwoc R-3+0.8%bwocCD-32+0.1%bwocBA-
59+0.5gal/sack FP-13L, mix@17.5 ppg Yield 0.94 culsk, pump 8 bbl Ultra Flush ll Displace
W/ 80 bbl 15.5ppg DOBM. Est. top of cement @ 6714'
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Well NámeiCane Creek 18-1
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daily Summary

Activity Date : 3/22/2012 Days From Spud : 21 Current Depth : 7849 Ft 24 Hr. Footage Made : | 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 3.00 06 POOH 7849 7849 10 m
9:00 4.00 06 R/U 2 7/8" tubing equipment, POOH L/D2 7/8" tubing,&R/D tubing equipment. 7849 7849 10

13:00 2.50 06 M/U 8 1/2" bit, TlH to shoe.@ 4200' 7849 7849 10
15:30 4.50 13 Service rig, clean rig floor &cut drill line while WOC. 7849 7849 10
20:00 1.50 06 TlH f/4200' to 6729' 7849 7849 10
21:30 1.50 03 Wash and Ream f/ 6729' to 6850' firm cement @6850' 7849 7849 10 D
23:00 1.00 02 Drlg firm cement f/ 6850' to 6915' 7849 7849 10

0:00 1.00 05 Circulateand Conditionmud @6915 pump slug ( bottoms up ) 7849 7849 10
1:00 5.00 06 POOH L/D bit and bit sub 7849 7849 10 C

Total: 24.00 ty
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Geis FL HTFL FC HTFC Solid Water Oil Sand ••

6915 0:30 15.50 15.50 62 28 12 7/10/0 0.0 0.0 0 4.00 0.3% 0.1% 0.5% 0.0% a
MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 442259 9 0 0.00 0.00 0 34 8.20 79/21 0

Water Loss LCM ECD FL Temp Remarks e,
O 0.0 15.8 79

o
Daily Summary to

I oActivity Date : 3/23/2012 Days From Spud : 22 Current Depth : 6958 Ft 24 Hr. Footage Made : 43 Ft o
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.50 06 POOH L/D BHA 6915 6915 10
6:30 8.00 06 M/U Dir. BHA, &T]H to 6850' wash to 6.915' 6915 6915 10

14:30 15.50 02 TIME DRILLINGFROM 6915'TO 6958' 6915 6958 10
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7849 2:00 15.70 15.40 62 28 12 7/10/0 0.0 0.0 0 4.00 0.3% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 442259 9 0 0.00 0.00 0 34 8.20 79/21 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 15.8 150
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Well NámeiCane Creek 18-1
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daily Summary
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Rig Company : Rig Name: Frontier 10
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O 0.0 15.8 79
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Daily Summary to

I oActivity Date : 3/23/2012 Days From Spud : 22 Current Depth : 6958 Ft 24 Hr. Footage Made : 43 Ft o
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
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6:30 8.00 06 M/U Dir. BHA, &T]H to 6850' wash to 6.915' 6915 6915 10

14:30 15.50 02 TIME DRILLINGFROM 6915'TO 6958' 6915 6958 10
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Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daily Summary
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21:30 1.50 03 Wash and Ream f/ 6729' to 6850' firm cement @6850' 7849 7849 10 D
23:00 1.00 02 Drlg firm cement f/ 6850' to 6915' 7849 7849 10
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Well NámeiCane Creek 18-1
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daily Summary

Activity Date : 3/22/2012 Days From Spud : 21 Current Depth : 7849 Ft 24 Hr. Footage Made : | 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
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6:30 8.00 06 M/U Dir. BHA, &T]H to 6850' wash to 6.915' 6915 6915 10

14:30 15.50 02 TIME DRILLINGFROM 6915'TO 6958' 6915 6958 10
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
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Well Name:Cane Creek 184 | c
Field Name: Cane Creek S/T/R 18/26$/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daily Summary 2

Activity Date : 3/24/2012 | Days From Spud : | 23 Current Depth : 7080 Ft 24 Hr. Footage Made : | 122 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 14.83 02 Time Drilling,F/6,958' to 7,035' 6958 7035 10 m

20:50 1.00 07 Service rig 7035 7035 10
21:50 8.17 02 Drilling from 7,035' to 7,080' 7035 7080 10
Total: 24.00

Mud Propedies
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand o
7054 1:00 15.70 15.40 55 25 11 8/10/0 0.0 0.0 0 2.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss 20.0 0.00 0.00 0.00 0.00 442259 | 9 0 0.00 0.00 0 34 8.20 80/20 0 C
Water Loss LCM ECD FL Temp Remarks

0 0.0 15.8 150

Daily Summary
Activity Date : 3/25/2012 Days From Spud : 24 Current Depth : 7220 Ft 24 Hr. Footage Made : 140 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations o

Start Hrs Code Remarks Start Depth End Depth Run
6:00 3.00 02 Slide F/7080 to 7110' ( Couldnot steer the PDC bit.) 7080 7110 10
9:00 1.00 05 Circulate &pump slug. 7110 7110 10

o10:00 5.00 06 POOH. L/D bit. 7110 7110 10 o
15:00 1.00 06 Set mud motor to 2.38 deg.bend, M/U Bit&TlH. 7110 7110 10
16:00 2.00 06 TlH 7110 7110 10
18:00 0.50 07 SERVICE RIG&TOP DR1VE 7110 7110 10
18:30 0.50 06 T1HTO 4333' 7110 7110 10
19:00 0.50 05 TEST MWDILWD, CIRC. BOTTOMSUP. 7110 7110 NIH
19:30 1.50 06 TlH, WASH DOWN 80ft. NO FILL 7110 7110 10
21:00 9.00 02 SLIDINGFROM 7110' TO 7205 ROTATE FROM 7205' TO 7220' 7110 7220 10
Total: 24.00

NIud Propedies
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7110 2:15 15.80 15.80 56 26 11 9/11/0 0.0 0.0 0 2.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 425988 5 0 0.00 0.00 0 33 8.20 81/19 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.9 150
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Daily Summary 2
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Daily Summary
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0.0 0.00 0.00 0.00 0.00 425988 5 0 0.00 0.00 0 33 8.20 81/19 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 15.9 150
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Well Name:Cane Creek 184 | c
Field Name: Cane Creek S/T/R 18/26$/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2
Activity Date : 3/24/2012 | Days From Spud : | 23 Current Depth : 7080 Ft 24 Hr. Footage Made : | 122 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 14.83 02 Time Drilling,F/6,958' to 7,035' 6958 7035 10 m
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MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss 20.0 0.00 0.00 0.00 0.00 442259 | 9 0 0.00 0.00 0 34 8.20 80/20 0 C
Water Loss LCM ECD FL Temp Remarks

0 0.0 15.8 150

Daily Summary
Activity Date : 3/25/2012 Days From Spud : 24 Current Depth : 7220 Ft 24 Hr. Footage Made : 140 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations o

Start Hrs Code Remarks Start Depth End Depth Run
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15:00 1.00 06 Set mud motor to 2.38 deg.bend, M/U Bit&TlH. 7110 7110 10
16:00 2.00 06 TlH 7110 7110 10
18:00 0.50 07 SERVICE RIG&TOP DR1VE 7110 7110 10
18:30 0.50 06 T1HTO 4333' 7110 7110 10
19:00 0.50 05 TEST MWDILWD, CIRC. BOTTOMSUP. 7110 7110 NIH
19:30 1.50 06 TlH, WASH DOWN 80ft. NO FILL 7110 7110 10
21:00 9.00 02 SLIDINGFROM 7110' TO 7205 ROTATE FROM 7205' TO 7220' 7110 7220 10
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Water Loss LCM ECD FL Temp Remarks
O 0.0 15.9 150
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Well Name:Cane Creek 18-1 e
Field Name: Cane Creek S/T/R 18/265/20E County,State: GRAND, UT c

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2

Il CActivity Date : 3/26/2012 Days From Spud : 25 Current Depth : 7498 Ft 24 Hr. Footage Made : 278 Ft a
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 4.00 02 Drilling & Slide FI 7,220' to 7,250 7220 7250 9 m

10:00 0.50 07 Service rig 7250 7250 9
10:30 1.00 08 Repair mud pumps & mud pump suction 7250 7250 9 >
11:30 18.50 02 Drilling &Slide F 7,250 to 7,498' 7250 7498 9
Total: 24.00

Mud Properties (D
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand e
7447 2:40 15.80 15.80 56 26 14 9/11/0 0.0 0.0 0 2.00 0.0% 0.0% 0.0% 0.0% 2MST pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss C

0.0 0.00 0.00 0.00 0.00 494241 8 0 0.00 0.00 0 37 8.20 100/0 0
Water Loss LCM ECD FL Temp Remarks

O 0.0 16.1 150

Daily Summary
Activity Date : 3/27/2012 Days From Spud : 26 Current Depth : 7857 Ft 24 Hr. Footage Made : 359 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather; o
oOperations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 6.00 02 Drilling &Slide F/7,498' to 7591' 7498 7591 9 o

12:00 0.50 07 Service rig &top drive 7591 7591 9 o
12:30 12.00 02 Drilling & Slide from 7591' to 7793' 7591 7793 9

0:30 1.00 08 Repair air boot on mud pump suction line 7793 7793 9
1:30 4,50 02 Drilling & Slide from 7793' to 7,857' 7793 7857 9

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7800 2:00 15.80 15.80 62 26 16 9/10/0 2.0 0.0 0 2.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 349020 5 0 0.00 0.00 0 32 8.20 100/0 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.2 93
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Well NameiCane CréekW84
Field Name: Cane Creek S/T/R 18/26S/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daij¶Surrirnary

Activity Date : 3/28/2012 Days From Spud : 27 Current Depth : 7895 F 24 Footage Made : 38 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 2.00 02 Rotate &Slide dri]Iingfrom 7857' to 7884' 7857 7884 9 m
8:00 1.50 05 Cir.Bottoms up 7884 7884 9
9:30 2.50 06 POOH 7884 7884 9

12:00 3.00 08 Repair drum water jackets on drowworks. 7884 7884 9
15:00 3.50 06 Finish POOH, change out bit & mud motor 7884 7884 9
18:30 5.50 06 TlH to 7774' wash from 7774' to 7884' 7884 7884 10

0:00 6.00 02 Rotate & slide drill from 7884' to 7,895' 7884 7895 10
Total: 24.00

NIud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand ty
7891 2:45 16.05 15.90 64 28 15 11/13/0 2.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss ••

0.0 |0.00 0.00 0.00 0.00 540817 8 0 0.00 0.00 0 39 8.20 83/17 0 a
Water Loss LCM ECD FL Temp Remarks

0 | 0.0 16.4 93

Dailypunirnary
Activity Date : 3/29/2012 Days From Spud : 28 Current Depth : 7985 Ft 24 Hr. Footage Made : 90 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather: o
oOperations o

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.00 02 Drilling& Slide F/ 7895' to 7985' 7895 7985 10

Total: 0.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7977 3:10 15.90 15.90 58 26 15 11/13/0 2.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 290552 8 0 0.00 0.00 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.2 102
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7891 2:45 16.05 15.90 64 28 15 11/13/0 2.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss ••

0.0 |0.00 0.00 0.00 0.00 540817 8 0 0.00 0.00 0 39 8.20 83/17 0 a
Water Loss LCM ECD FL Temp Remarks

0 | 0.0 16.4 93

Dailypunirnary
Activity Date : 3/29/2012 Days From Spud : 28 Current Depth : 7985 Ft 24 Hr. Footage Made : 90 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather: o
oOperations o

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.00 02 Drilling& Slide F/ 7895' to 7985' 7895 7985 10

Total: 0.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
7977 3:10 15.90 15.90 58 26 15 11/13/0 2.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 290552 8 0 0.00 0.00 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.2 102
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Well Name:Cane Creek 18-1 |
Field Name: Cane Creek S/T/R 18/26S/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 3/30/2012 | Days From Spud : 29 Current Depth : 8118 Ft 24 Hr. Footage Made : 133 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 10.00 02 Rotate & slide from 7965' to 8058' 7985 8058 10 m

16:00 0.50 07 Service rig & topdrive 8058 8058 10
16:30 11.00 02 Rotate & slide from 8058' to 8118' 8058 8118 10 >

3:30 0.50 05 Cir. Bottoms up from 8118' 8118 8118 10
4:00 0.50 21 Check flow & monitor well 8118 8118 10
4:30 1.00 05 Cir. Bottoms up &pump slug 8118 8118 10
5:30 0.50 06 POOH 8118 8118 10

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8117 2:10 15.70 15.70 56 24 15 10/13/0 2.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 588483 | 8 0 0.00 0.00 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.2 102

Daily Summary
Activity Date : 3/31/2012 Days From Spud : 30 Current Depth : 8118 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

oFormation : Weather: o
oOperations o

Start Hrs Code Remarks Start Depth End Depth Run
6:00 8.00 06 POOH, UD Dir. BHA. 8118 8118 10

14:00 5.50 06 M/U Bit#9 RR, Bit Sub, & TlH to 8118' 8118 8118 11
19:30 2.50 05 Cir.&cond. Mud, gas from shoe 1800 units, BlU gas 635 units 8118 8118 11
22:00 0.50 06 POOH to 7000' 8118 8118 11
22:30 4.50 06 POOH Laying down 4 1/2" D.P.from 7000' to 2245' 8118 8118 11

3:00 1.00 06 TlH with drill pipe from 2245' to 4306' 8118 8118 11
4:00 2.00 06 POOH Laying down 4 1/2" D.P. &HWDP. 8118 8118 11

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8118 2:10 15.70 15.70 56 24 15 10/13/0 2.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 588483 8 0 0.00 0.00 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.2 107
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Well Name:Cane Creek 18-1 |
Field Name: Cane Creek S/T/R 18/26S/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 3/30/2012 | Days From Spud : 29 Current Depth : 8118 Ft 24 Hr. Footage Made : 133 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 10.00 02 Rotate & slide from 7965' to 8058' 7985 8058 10 m

16:00 0.50 07 Service rig & topdrive 8058 8058 10
16:30 11.00 02 Rotate & slide from 8058' to 8118' 8058 8118 10 >

3:30 0.50 05 Cir. Bottoms up from 8118' 8118 8118 10
4:00 0.50 21 Check flow & monitor well 8118 8118 10
4:30 1.00 05 Cir. Bottoms up &pump slug 8118 8118 10
5:30 0.50 06 POOH 8118 8118 10

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8117 2:10 15.70 15.70 56 24 15 10/13/0 2.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 588483 | 8 0 0.00 0.00 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.2 102

Daily Summary
Activity Date : 3/31/2012 Days From Spud : 30 Current Depth : 8118 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

oFormation : Weather: o
oOperations o

Start Hrs Code Remarks Start Depth End Depth Run
6:00 8.00 06 POOH, UD Dir. BHA. 8118 8118 10

14:00 5.50 06 M/U Bit#9 RR, Bit Sub, & TlH to 8118' 8118 8118 11
19:30 2.50 05 Cir.&cond. Mud, gas from shoe 1800 units, BlU gas 635 units 8118 8118 11
22:00 0.50 06 POOH to 7000' 8118 8118 11
22:30 4.50 06 POOH Laying down 4 1/2" D.P.from 7000' to 2245' 8118 8118 11

3:00 1.00 06 TlH with drill pipe from 2245' to 4306' 8118 8118 11
4:00 2.00 06 POOH Laying down 4 1/2" D.P. &HWDP. 8118 8118 11

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8118 2:10 15.70 15.70 56 24 15 10/13/0 2.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 588483 8 0 0.00 0.00 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.2 107
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Well Name:Cane Creek 18-1 |
Field Name: Cane Creek S/T/R 18/26S/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 3/30/2012 | Days From Spud : 29 Current Depth : 8118 Ft 24 Hr. Footage Made : 133 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 10.00 02 Rotate & slide from 7965' to 8058' 7985 8058 10 m

16:00 0.50 07 Service rig & topdrive 8058 8058 10
16:30 11.00 02 Rotate & slide from 8058' to 8118' 8058 8118 10 >

3:30 0.50 05 Cir. Bottoms up from 8118' 8118 8118 10
4:00 0.50 21 Check flow & monitor well 8118 8118 10
4:30 1.00 05 Cir. Bottoms up &pump slug 8118 8118 10
5:30 0.50 06 POOH 8118 8118 10

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8117 2:10 15.70 15.70 56 24 15 10/13/0 2.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 588483 | 8 0 0.00 0.00 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.2 102

Daily Summary
Activity Date : 3/31/2012 Days From Spud : 30 Current Depth : 8118 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

oFormation : Weather: o
oOperations o

Start Hrs Code Remarks Start Depth End Depth Run
6:00 8.00 06 POOH, UD Dir. BHA. 8118 8118 10

14:00 5.50 06 M/U Bit#9 RR, Bit Sub, & TlH to 8118' 8118 8118 11
19:30 2.50 05 Cir.&cond. Mud, gas from shoe 1800 units, BlU gas 635 units 8118 8118 11
22:00 0.50 06 POOH to 7000' 8118 8118 11
22:30 4.50 06 POOH Laying down 4 1/2" D.P.from 7000' to 2245' 8118 8118 11

3:00 1.00 06 TlH with drill pipe from 2245' to 4306' 8118 8118 11
4:00 2.00 06 POOH Laying down 4 1/2" D.P. &HWDP. 8118 8118 11

Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8118 2:10 15.70 15.70 56 24 15 10/13/0 2.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 588483 8 0 0.00 0.00 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.2 107
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Well Name:Cane Creek 18-1 |
Field Name: Cane Creek S/T/R 18/26S/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 3/30/2012 | Days From Spud : 29 Current Depth : 8118 Ft 24 Hr. Footage Made : 133 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 10.00 02 Rotate & slide from 7965' to 8058' 7985 8058 10 m

16:00 0.50 07 Service rig & topdrive 8058 8058 10
16:30 11.00 02 Rotate & slide from 8058' to 8118' 8058 8118 10 >

3:30 0.50 05 Cir. Bottoms up from 8118' 8118 8118 10
4:00 0.50 21 Check flow & monitor well 8118 8118 10
4:30 1.00 05 Cir. Bottoms up &pump slug 8118 8118 10
5:30 0.50 06 POOH 8118 8118 10

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8117 2:10 15.70 15.70 56 24 15 10/13/0 2.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 588483 | 8 0 0.00 0.00 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.2 102

Daily Summary
Activity Date : 3/31/2012 Days From Spud : 30 Current Depth : 8118 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

oFormation : Weather: o
oOperations o

Start Hrs Code Remarks Start Depth End Depth Run
6:00 8.00 06 POOH, UD Dir. BHA. 8118 8118 10

14:00 5.50 06 M/U Bit#9 RR, Bit Sub, & TlH to 8118' 8118 8118 11
19:30 2.50 05 Cir.&cond. Mud, gas from shoe 1800 units, BlU gas 635 units 8118 8118 11
22:00 0.50 06 POOH to 7000' 8118 8118 11
22:30 4.50 06 POOH Laying down 4 1/2" D.P.from 7000' to 2245' 8118 8118 11

3:00 1.00 06 TlH with drill pipe from 2245' to 4306' 8118 8118 11
4:00 2.00 06 POOH Laying down 4 1/2" D.P. &HWDP. 8118 8118 11

Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8118 2:10 15.70 15.70 56 24 15 10/13/0 2.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 588483 8 0 0.00 0.00 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.2 107
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Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2
Activity Date : 4/1/2012 Days From Spud : 31 Current Depth : 8118 Ft 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run a
6:00 3.00 06 Lay down h.wt. & D.P., function pipe rams 8118 8118 11 m
9:00 0.50 21 Pull wear bushing 8118 8118 11
9:30 3.00 12 Rig up casing crew, change out balls. air slips &elevators, held safety meeting 8118 8118 11

12:30 8.50 12 Running 7" casing to 4800' 8118 8118 11
21:00 1.00 05 Cir. & cond. Mud at 4800' 8118 8118 11
22:00 4.50 12 Running 7" 32# P110 STC Casing to 8118' 8118 8118 11 (D

2:30 1.00 05 Cir.& cond. Mud 8118 8118 11
3:30 1.50 12 Rigdown B &L fillup tooland lay down same, rig up baker hughes cementers 8118 8118 11
5:00 1.00 05 Cir & cond. Mud 8118 8118 11 C

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand ··

8118 2:10 15.80 15.80 63 29 13 11/13/0 4.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0% a
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss o
0.0 0.00 0.00 0.00 0.00 690448 8 0 0.00 0.00 0 39 8.20 83/17 0 e

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.2 85 o

Daily Summary

I i i o
Activity Date : 4/2/2012 Days From Spud : | 32 Current Depth : 8118 Ft 24 Hr. Footage Made : | 0 Ft o
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0.00 Instal111/10 x 5/10 well head &test to 8600pis = 80% of casing 8118 8118 11
6:00 2.50 12 Attempt to install cmt. Head, removed head, checked head on floor 8118 8118 11
8:30 0.50 05 Cir. Thru omt. Head 8118 8118 11
9:00 2.00 12 Removed head, loaded plugs & installed head 8118 8118 11

11:00 3.00 12 Safety meeting, test lines to 3654#,weighted spacer 30bbls. Ultra flush 2gal. P/B, su- 8118 8118 11
40+449.41bs/bbl, barite-sks+gallbbl ss-2@ 16.5ppg. Cement slurry481 sks. Class g cmt. +.04

ibs/sk static free +
.5% bwoc r-3+3%bwow potassium chl. +

.4% bwoc fl-63+.25 ibs/sk, Cello
flake +

.2% bwoc cd-32+, 50% bwoc barite-sk +.3% bwoc ba-59+..5gls/100 sk, fp-13L+47d.
.6% H2O 18.0ppg, 1,4 yld displacment 292.2bbis mud @15,8ppg. Plug down @13:42hrs, did
not bump plug

14:00 5.00 13 WOC, rig down cementers, rig up IPS hyd winches on floor, drain stack, unbolt flow line, 8118 8118 11
choke line & kill line, break every other bolt.

19:00 1.00 14 Nipple down bops, raise stack,set casing slips with 180k on slips, make rough cut on 7" 8118 8118 11
casing, lay cut offcasing, make final cut on 7" casing, remove 2ft. Spool

20:00 4.00 14 Install 11° 10k x 7 1/16 10k well head & test to 80% = 8600psi. 8118 8118 11
0:00 6.00 14 Nipple up dsa, bops with lPS, choke & kill lines, change pipe rams from 4 1/2"to 4" 8118 8118 11

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8118 3:00 15.80 15.80 63 29 13 11/13/0 4.0 | 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total SaL CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 690448 8 0 0.00 0.00 | 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.2 85
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Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2
Activity Date : 4/1/2012 Days From Spud : 31 Current Depth : 8118 Ft 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run a
6:00 3.00 06 Lay down h.wt. & D.P., function pipe rams 8118 8118 11 m
9:00 0.50 21 Pull wear bushing 8118 8118 11
9:30 3.00 12 Rig up casing crew, change out balls. air slips &elevators, held safety meeting 8118 8118 11

12:30 8.50 12 Running 7" casing to 4800' 8118 8118 11
21:00 1.00 05 Cir. & cond. Mud at 4800' 8118 8118 11
22:00 4.50 12 Running 7" 32# P110 STC Casing to 8118' 8118 8118 11 (D

2:30 1.00 05 Cir.& cond. Mud 8118 8118 11
3:30 1.50 12 Rigdown B &L fillup tooland lay down same, rig up baker hughes cementers 8118 8118 11
5:00 1.00 05 Cir & cond. Mud 8118 8118 11 C

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand ··

8118 2:10 15.80 15.80 63 29 13 11/13/0 4.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0% a
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss o
0.0 0.00 0.00 0.00 0.00 690448 8 0 0.00 0.00 0 39 8.20 83/17 0 e

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.2 85 o

Daily Summary

I i i o
Activity Date : 4/2/2012 Days From Spud : | 32 Current Depth : 8118 Ft 24 Hr. Footage Made : | 0 Ft o
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0.00 Instal111/10 x 5/10 well head &test to 8600pis = 80% of casing 8118 8118 11
6:00 2.50 12 Attempt to install cmt. Head, removed head, checked head on floor 8118 8118 11
8:30 0.50 05 Cir. Thru omt. Head 8118 8118 11
9:00 2.00 12 Removed head, loaded plugs & installed head 8118 8118 11

11:00 3.00 12 Safety meeting, test lines to 3654#,weighted spacer 30bbls. Ultra flush 2gal. P/B, su- 8118 8118 11
40+449.41bs/bbl, barite-sks+gallbbl ss-2@ 16.5ppg. Cement slurry481 sks. Class g cmt. +.04

ibs/sk static free +
.5% bwoc r-3+3%bwow potassium chl. +

.4% bwoc fl-63+.25 ibs/sk, Cello
flake +

.2% bwoc cd-32+, 50% bwoc barite-sk +.3% bwoc ba-59+..5gls/100 sk, fp-13L+47d.
.6% H2O 18.0ppg, 1,4 yld displacment 292.2bbis mud @15,8ppg. Plug down @13:42hrs, did
not bump plug

14:00 5.00 13 WOC, rig down cementers, rig up IPS hyd winches on floor, drain stack, unbolt flow line, 8118 8118 11
choke line & kill line, break every other bolt.

19:00 1.00 14 Nipple down bops, raise stack,set casing slips with 180k on slips, make rough cut on 7" 8118 8118 11
casing, lay cut offcasing, make final cut on 7" casing, remove 2ft. Spool

20:00 4.00 14 Install 11° 10k x 7 1/16 10k well head & test to 80% = 8600psi. 8118 8118 11
0:00 6.00 14 Nipple up dsa, bops with lPS, choke & kill lines, change pipe rams from 4 1/2"to 4" 8118 8118 11

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8118 3:00 15.80 15.80 63 29 13 11/13/0 4.0 | 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total SaL CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 690448 8 0 0.00 0.00 | 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.2 85
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Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2
Activity Date : 4/1/2012 Days From Spud : 31 Current Depth : 8118 Ft 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run a
6:00 3.00 06 Lay down h.wt. & D.P., function pipe rams 8118 8118 11 m
9:00 0.50 21 Pull wear bushing 8118 8118 11
9:30 3.00 12 Rig up casing crew, change out balls. air slips &elevators, held safety meeting 8118 8118 11

12:30 8.50 12 Running 7" casing to 4800' 8118 8118 11
21:00 1.00 05 Cir. & cond. Mud at 4800' 8118 8118 11
22:00 4.50 12 Running 7" 32# P110 STC Casing to 8118' 8118 8118 11 (D

2:30 1.00 05 Cir.& cond. Mud 8118 8118 11
3:30 1.50 12 Rigdown B &L fillup tooland lay down same, rig up baker hughes cementers 8118 8118 11
5:00 1.00 05 Cir & cond. Mud 8118 8118 11 C

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand ··

8118 2:10 15.80 15.80 63 29 13 11/13/0 4.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0% a
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss o
0.0 0.00 0.00 0.00 0.00 690448 8 0 0.00 0.00 0 39 8.20 83/17 0 e

Water Loss LCM ECD FL Temp Remarks
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Daily Summary

I i i o
Activity Date : 4/2/2012 Days From Spud : | 32 Current Depth : 8118 Ft 24 Hr. Footage Made : | 0 Ft o
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0.00 Instal111/10 x 5/10 well head &test to 8600pis = 80% of casing 8118 8118 11
6:00 2.50 12 Attempt to install cmt. Head, removed head, checked head on floor 8118 8118 11
8:30 0.50 05 Cir. Thru omt. Head 8118 8118 11
9:00 2.00 12 Removed head, loaded plugs & installed head 8118 8118 11

11:00 3.00 12 Safety meeting, test lines to 3654#,weighted spacer 30bbls. Ultra flush 2gal. P/B, su- 8118 8118 11
40+449.41bs/bbl, barite-sks+gallbbl ss-2@ 16.5ppg. Cement slurry481 sks. Class g cmt. +.04

ibs/sk static free +
.5% bwoc r-3+3%bwow potassium chl. +

.4% bwoc fl-63+.25 ibs/sk, Cello
flake +

.2% bwoc cd-32+, 50% bwoc barite-sk +.3% bwoc ba-59+..5gls/100 sk, fp-13L+47d.
.6% H2O 18.0ppg, 1,4 yld displacment 292.2bbis mud @15,8ppg. Plug down @13:42hrs, did
not bump plug

14:00 5.00 13 WOC, rig down cementers, rig up IPS hyd winches on floor, drain stack, unbolt flow line, 8118 8118 11
choke line & kill line, break every other bolt.

19:00 1.00 14 Nipple down bops, raise stack,set casing slips with 180k on slips, make rough cut on 7" 8118 8118 11
casing, lay cut offcasing, make final cut on 7" casing, remove 2ft. Spool

20:00 4.00 14 Install 11° 10k x 7 1/16 10k well head & test to 80% = 8600psi. 8118 8118 11
0:00 6.00 14 Nipple up dsa, bops with lPS, choke & kill lines, change pipe rams from 4 1/2"to 4" 8118 8118 11

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8118 3:00 15.80 15.80 63 29 13 11/13/0 4.0 | 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total SaL CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 690448 8 0 0.00 0.00 | 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.2 85
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Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator Fidelity E&P Location Desc: District: 01PARA

Daily Summary 2
Activity Date : 4/1/2012 Days From Spud : 31 Current Depth : 8118 Ft 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run a
6:00 3.00 06 Lay down h.wt. & D.P., function pipe rams 8118 8118 11 m
9:00 0.50 21 Pull wear bushing 8118 8118 11
9:30 3.00 12 Rig up casing crew, change out balls. air slips &elevators, held safety meeting 8118 8118 11

12:30 8.50 12 Running 7" casing to 4800' 8118 8118 11
21:00 1.00 05 Cir. & cond. Mud at 4800' 8118 8118 11
22:00 4.50 12 Running 7" 32# P110 STC Casing to 8118' 8118 8118 11 (D

2:30 1.00 05 Cir.& cond. Mud 8118 8118 11
3:30 1.50 12 Rigdown B &L fillup tooland lay down same, rig up baker hughes cementers 8118 8118 11
5:00 1.00 05 Cir & cond. Mud 8118 8118 11 C

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand ··

8118 2:10 15.80 15.80 63 29 13 11/13/0 4.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0% a
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss o
0.0 0.00 0.00 0.00 0.00 690448 8 0 0.00 0.00 0 39 8.20 83/17 0 e

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.2 85 o

Daily Summary

I i i o
Activity Date : 4/2/2012 Days From Spud : | 32 Current Depth : 8118 Ft 24 Hr. Footage Made : | 0 Ft o
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

0.00 Instal111/10 x 5/10 well head &test to 8600pis = 80% of casing 8118 8118 11
6:00 2.50 12 Attempt to install cmt. Head, removed head, checked head on floor 8118 8118 11
8:30 0.50 05 Cir. Thru omt. Head 8118 8118 11
9:00 2.00 12 Removed head, loaded plugs & installed head 8118 8118 11

11:00 3.00 12 Safety meeting, test lines to 3654#,weighted spacer 30bbls. Ultra flush 2gal. P/B, su- 8118 8118 11
40+449.41bs/bbl, barite-sks+gallbbl ss-2@ 16.5ppg. Cement slurry481 sks. Class g cmt. +.04

ibs/sk static free +
.5% bwoc r-3+3%bwow potassium chl. +

.4% bwoc fl-63+.25 ibs/sk, Cello
flake +

.2% bwoc cd-32+, 50% bwoc barite-sk +.3% bwoc ba-59+..5gls/100 sk, fp-13L+47d.
.6% H2O 18.0ppg, 1,4 yld displacment 292.2bbis mud @15,8ppg. Plug down @13:42hrs, did
not bump plug

14:00 5.00 13 WOC, rig down cementers, rig up IPS hyd winches on floor, drain stack, unbolt flow line, 8118 8118 11
choke line & kill line, break every other bolt.

19:00 1.00 14 Nipple down bops, raise stack,set casing slips with 180k on slips, make rough cut on 7" 8118 8118 11
casing, lay cut offcasing, make final cut on 7" casing, remove 2ft. Spool

20:00 4.00 14 Install 11° 10k x 7 1/16 10k well head & test to 80% = 8600psi. 8118 8118 11
0:00 6.00 14 Nipple up dsa, bops with lPS, choke & kill lines, change pipe rams from 4 1/2"to 4" 8118 8118 11

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8118 3:00 15.80 15.80 63 29 13 11/13/0 4.0 | 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total SaL CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 690448 8 0 0.00 0.00 | 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.2 85
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Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/26S/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daily Summary 2

Activity Date : 4/3/2012 | Days From Spud : 33 Current Depth : 8118 Ft| 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10 o

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.50 09 Cut 117ft. Of drill line 8118 8118 11 m
6:30 2.50 21 Change rams from 4 1/2" to 4" rams, change 4 1/2" elevators to 4" elevators 8118 8118 11
9:00 1.00 01 Rig up ISP testers, drill pipe & test plug 8118 8118 11

10:00 5.50 15 Test all rams & valves to 250 low & 10,000 high, hy-drill to 250 low & 5000 high 8118 8118 11
15:30 6.00 14 Installing orbit valve in flow line, turn rotating head to line up, weld flange on orbit valve. 8118 8118 11
21:30 1.00 01 Rig up schlumberger wireline 8118 8118 11
22:30 6.00 11 Running IBC wireline log with schlumberger, From 8,00 to 100' est.top of cement @2,700' 8118 8118 11

4:30 0.50 11 Lay down IBClogging tools 8118 8118 11
5:00 1.00 11 Pick up seismic logging tools & run in hole 8118 8118 11 C

Total: 24.00 ty
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand ••

8118 3:00 15.80 | 15.80 63 29 13 11/13/0 4.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0% a
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss o
0.0 0.00 0.00 0.00 0.00 690448 8 0 0.00 0.00 0 39 8.20 83/17 0 M

Water Loss LCM ECD FL Temp Remarks o,
0 0.0 16.2 85

Daily Summary to
oActivity Date : 4/4/2012 Days From Spud : 34 Current Depth : 8118 Ft 24 Hr. Footage Made : 0 Ft o

Rig Company : Rig Name: Frontier 10
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.50 11 Logging with VSP log.& rig down schlumberger e-line equipment. 8118 8118 11
12:30 0.50 01 Held PJSM, R/U the B&L L/D truck 8118 8118 11
13:00 5.00 06 Pick up 40stds. And rack back in derrick 8118 8118 11
18:00 11.00 06 Strapped &P/U BHA and 60jts of 4" D.P. & run in hole 8118 8118 12

5:00 0.50 01 R/D the P/U machine. Circulatedwhile rigging down the truck. 8118 8118 12
5:30 0.50 05 Washed f/7,838' to 7,982' (Tagged wiper plug @7,982') 8118 8118 12

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8118 3:00 15.80 15.80 63 29 13 11/13/0 4.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 690448 8 0 0.00 0.00 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.2 85

Formation Name Current Well Top Subsea Datum Ref
WellFormat nc

Top Comments
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Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/26S/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daily Summary 2

Activity Date : 4/3/2012 | Days From Spud : 33 Current Depth : 8118 Ft| 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10 o

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.50 09 Cut 117ft. Of drill line 8118 8118 11 m
6:30 2.50 21 Change rams from 4 1/2" to 4" rams, change 4 1/2" elevators to 4" elevators 8118 8118 11
9:00 1.00 01 Rig up ISP testers, drill pipe & test plug 8118 8118 11

10:00 5.50 15 Test all rams & valves to 250 low & 10,000 high, hy-drill to 250 low & 5000 high 8118 8118 11
15:30 6.00 14 Installing orbit valve in flow line, turn rotating head to line up, weld flange on orbit valve. 8118 8118 11
21:30 1.00 01 Rig up schlumberger wireline 8118 8118 11
22:30 6.00 11 Running IBC wireline log with schlumberger, From 8,00 to 100' est.top of cement @2,700' 8118 8118 11

4:30 0.50 11 Lay down IBClogging tools 8118 8118 11
5:00 1.00 11 Pick up seismic logging tools & run in hole 8118 8118 11 C

Total: 24.00 ty
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand ••

8118 3:00 15.80 | 15.80 63 29 13 11/13/0 4.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0% a
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss o
0.0 0.00 0.00 0.00 0.00 690448 8 0 0.00 0.00 0 39 8.20 83/17 0 M

Water Loss LCM ECD FL Temp Remarks o,
0 0.0 16.2 85

Daily Summary to
oActivity Date : 4/4/2012 Days From Spud : 34 Current Depth : 8118 Ft 24 Hr. Footage Made : 0 Ft o

Rig Company : Rig Name: Frontier 10
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.50 11 Logging with VSP log.& rig down schlumberger e-line equipment. 8118 8118 11
12:30 0.50 01 Held PJSM, R/U the B&L L/D truck 8118 8118 11
13:00 5.00 06 Pick up 40stds. And rack back in derrick 8118 8118 11
18:00 11.00 06 Strapped &P/U BHA and 60jts of 4" D.P. & run in hole 8118 8118 12

5:00 0.50 01 R/D the P/U machine. Circulatedwhile rigging down the truck. 8118 8118 12
5:30 0.50 05 Washed f/7,838' to 7,982' (Tagged wiper plug @7,982') 8118 8118 12

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8118 3:00 15.80 15.80 63 29 13 11/13/0 4.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 690448 8 0 0.00 0.00 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.2 85

Formation Name Current Well Top Subsea Datum Ref
WellFormat nc

Top Comments

Page 20 of 20 Powered by Production Access

Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/26S/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daily Summary 2

Activity Date : 4/3/2012 | Days From Spud : 33 Current Depth : 8118 Ft| 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10 o

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.50 09 Cut 117ft. Of drill line 8118 8118 11 m
6:30 2.50 21 Change rams from 4 1/2" to 4" rams, change 4 1/2" elevators to 4" elevators 8118 8118 11
9:00 1.00 01 Rig up ISP testers, drill pipe & test plug 8118 8118 11

10:00 5.50 15 Test all rams & valves to 250 low & 10,000 high, hy-drill to 250 low & 5000 high 8118 8118 11
15:30 6.00 14 Installing orbit valve in flow line, turn rotating head to line up, weld flange on orbit valve. 8118 8118 11
21:30 1.00 01 Rig up schlumberger wireline 8118 8118 11
22:30 6.00 11 Running IBC wireline log with schlumberger, From 8,00 to 100' est.top of cement @2,700' 8118 8118 11

4:30 0.50 11 Lay down IBClogging tools 8118 8118 11
5:00 1.00 11 Pick up seismic logging tools & run in hole 8118 8118 11 C

Total: 24.00 ty
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand ••

8118 3:00 15.80 | 15.80 63 29 13 11/13/0 4.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0% a
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss o
0.0 0.00 0.00 0.00 0.00 690448 8 0 0.00 0.00 0 39 8.20 83/17 0 M

Water Loss LCM ECD FL Temp Remarks o,
0 0.0 16.2 85

Daily Summary to
oActivity Date : 4/4/2012 Days From Spud : 34 Current Depth : 8118 Ft 24 Hr. Footage Made : 0 Ft o

Rig Company : Rig Name: Frontier 10
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.50 11 Logging with VSP log.& rig down schlumberger e-line equipment. 8118 8118 11
12:30 0.50 01 Held PJSM, R/U the B&L L/D truck 8118 8118 11
13:00 5.00 06 Pick up 40stds. And rack back in derrick 8118 8118 11
18:00 11.00 06 Strapped &P/U BHA and 60jts of 4" D.P. & run in hole 8118 8118 12

5:00 0.50 01 R/D the P/U machine. Circulatedwhile rigging down the truck. 8118 8118 12
5:30 0.50 05 Washed f/7,838' to 7,982' (Tagged wiper plug @7,982') 8118 8118 12

Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8118 3:00 15.80 15.80 63 29 13 11/13/0 4.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 690448 8 0 0.00 0.00 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.2 85

Formation Name Current Well Top Subsea Datum Ref
WellFormat nc

Top Comments
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Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/26S/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daily Summary 2

Activity Date : 4/3/2012 | Days From Spud : 33 Current Depth : 8118 Ft| 24 Hr. Footage Made : 0 Ft 9
Rig Company : Rig Name: Frontier 10 o

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.50 09 Cut 117ft. Of drill line 8118 8118 11 m
6:30 2.50 21 Change rams from 4 1/2" to 4" rams, change 4 1/2" elevators to 4" elevators 8118 8118 11
9:00 1.00 01 Rig up ISP testers, drill pipe & test plug 8118 8118 11

10:00 5.50 15 Test all rams & valves to 250 low & 10,000 high, hy-drill to 250 low & 5000 high 8118 8118 11
15:30 6.00 14 Installing orbit valve in flow line, turn rotating head to line up, weld flange on orbit valve. 8118 8118 11
21:30 1.00 01 Rig up schlumberger wireline 8118 8118 11
22:30 6.00 11 Running IBC wireline log with schlumberger, From 8,00 to 100' est.top of cement @2,700' 8118 8118 11

4:30 0.50 11 Lay down IBClogging tools 8118 8118 11
5:00 1.00 11 Pick up seismic logging tools & run in hole 8118 8118 11 C

Total: 24.00 ty
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand ••

8118 3:00 15.80 | 15.80 63 29 13 11/13/0 4.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0% a
MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss o
0.0 0.00 0.00 0.00 0.00 690448 8 0 0.00 0.00 0 39 8.20 83/17 0 M

Water Loss LCM ECD FL Temp Remarks o,
0 0.0 16.2 85

Daily Summary to
oActivity Date : 4/4/2012 Days From Spud : 34 Current Depth : 8118 Ft 24 Hr. Footage Made : 0 Ft o

Rig Company : Rig Name: Frontier 10
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.50 11 Logging with VSP log.& rig down schlumberger e-line equipment. 8118 8118 11
12:30 0.50 01 Held PJSM, R/U the B&L L/D truck 8118 8118 11
13:00 5.00 06 Pick up 40stds. And rack back in derrick 8118 8118 11
18:00 11.00 06 Strapped &P/U BHA and 60jts of 4" D.P. & run in hole 8118 8118 12

5:00 0.50 01 R/D the P/U machine. Circulatedwhile rigging down the truck. 8118 8118 12
5:30 0.50 05 Washed f/7,838' to 7,982' (Tagged wiper plug @7,982') 8118 8118 12

Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8118 3:00 15.80 15.80 63 29 13 11/13/0 4.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 690448 8 0 0.00 0.00 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.2 85

Formation Name Current Well Top Subsea Datum Ref
WellFormat nc

Top Comments
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RECEIVED: May. 04, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT #18-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 PARK ROAD 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0721 FNL 0766 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

5 /4 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Please see attached chronological drilling report. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 5 /4 /2012

May 15, 2012

Sundry Number: 25465 API Well Number: 43019500120000Sundry Number: 25465 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

5/4/2012
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see attached chronological drilling report. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
May 15, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/4/2012

RECEIVED: May. 04,

Sundry Number: 25465 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

5/4/2012
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see attached chronological drilling report. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
May 15, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/4/2012

RECEIVED: May. 04,

Sundry Number: 25465 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

5/4/2012
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see attached chronological drilling report. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
May 15, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/4/2012

RECEIVED: May. 04,

Sundry Number: 25465 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

5/4/2012
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see attached chronological drilling report. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
May 15, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/4/2012

RECEIVED: May. 04,



RECEIVED: May. 04, 2012

Sundry Number: 25465 API Well Number: 43019500120000Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 18 1
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 4/1/2012 Days From Spud : 31 Current Depth : 8118 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run

6:00 3.00 06 Lay down h.wt. & D.P., functionpipe rams 8118 8118 11

9:00 0.50 21 Pull wear bushing 8118 8118 11

9:30 3.00 12 Rig up casing crew, change out bails, air slips & elevators, held safety meeting 8118 8118 11

12:30 8.50 12 Running7" casing to4800' 8118 8118 11

21:00 1,00 05 Cir. &cond. Mud at 4800' 8118 8118 11

22:00 4.50 12 Running 7" 32# P110 BTC Casing to 8118' 8118 8118 11

2:30 1.00 05 Cir. & cond. Mud 8118 8118 11

3:30 1.50 12 Rig down B & L fillup tooland lay down same, rig up baker hughes cementers 8118 8118 11

5:00 1.00 05 Cir & cond. Mud 8118 8118 11

Total: 24.00
Mud Propertles

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8118 2:10 15.80 15.80 63 29 13 11/13/0 4.0 0.0 0 2.00 | 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 | 0.00 0.00 690448 8 0 0.00 | 0.00 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.2 85

Daily Summary
Activity Date : 4/2/2012 Days From Spud : 32 Current Depth : 8118 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operatlons

Start Hrs Code Remarks Start Depth End Depth Run

0.00 Install 11/10 x 5/10 wellhead & test to 8600pis = 80% of casing 8118 8118 11

6:00 2.50 12 Attempt to install cmt. Head, removed head, checked head on floor 8118 8118 11
8:30 0.50 05 Cir. Thru cmt. Head 8118 8118 11
9:00 2.00 12 Removed head, loaded plugs &installed head 8118 8118 11

11:00 3.00 12 Safety meeting, test lines to3654#,weighted spacer 30bbis. Ultra flush 2gal. P/8, su- 8118 8118 11
40+449.41bs/bbl, barite-sks+gallbbl ss-2@ 16.5ppg. Cement slurry481 sks. Class g cmt. +.04

ibs/sk static free +
.5% bwoc r-3+3%bwow potasslum chi. +

.4% bwoc fi-63+.25 ibs/sk. Cello
flake +

.2% bwoc cd-32+, 50% bwoc barite-sk +.3% bwoc ba-59+..5gls/100 sk, fp-13L+47d.
.6% H2O 18.0ppg, 1.4 yld displacment 292.2bbis mud @ 15.8ppg. Plug down @ 13:42hrs, did
not bump plug

14:00 5.00 13 WOC, rigdown cementers, rig up IPS hyd winches on floor, drain stack, unbolt flowline, 8118 8118 11
choke line & kill line, break every other bolt.

19:00 1.00 14 Nipple down bops, raise stack,set casing slips with 180k on slips, make rough cut on T' 8118 8118 11
casing, lay cut offcasing, make final cut on 7" casing, remove 2ft. Spool

20:00 4.00 14 Install 11" 10k x 7 1/16 10k wellhead & test to80% = 8600psi. 8118 8118 11
0:00 6.00 14 Nipple up dsa, bops withIPS, choke & kill fines, change pipe rams from4 1/2"to4" 8118 8118 11

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8118 3:00 15.80 15.80 63 29 13 11/13/0 4.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 690448 | 8 0 0.00 | 0.00 0 39 8.20 | 83/17 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.2 85
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RECEIVED: May. 04, 2012

Sundry Number: 25465 API Well Number: 43019500120000Sundry Number: 25465 API Well Number: 43019500120000

Well Nanie:Cane Creek 18-1 .
Field Name: Cane Creek S/T/R 18/26S/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daily Summary.

Activity Date : 4/3/2012 Days From Spud : 33 Current Depth : 8118 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.50 09 Cut 117fl. Of drill line 8118 8118 11
6:30 2.50 21 Change rams from4 1/2" to 4" rams, change 4 1/2" elevators to 4" elevators 8118 8118 11
9:00 1.00 01 Rig up ISP testers,drill pipe & test plug 8118 8118 11

10:00 5.50 15 Test all rams & valves to 250 low & 10,000 high, hy-drillto 250 low &5000 high, testedthe 8118 8118 11
csg to 2,000 psi (Held 30 mins on chart) goodtest.

15:30 6.00 14 Installing orbitvalve in flow line, turn rotating head to line up, weld flange on orbit valve. 8118 8118 11
21:30 1.00 01 Rig up schlumberger wireline 8118 8118 11
22:30 6.00 11 Running IBC wireline log with schlumberger, From 8,00 to100' est.top of cement @2,700' 8118 8118 11

4:30 0.50 11 Lay down IBCloggingtools 8118 8118 11
5:00 1.00 11 Pick up selsmic logging tools & run Inhole 8118 8118 11

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8118 3:00 15.80 15.80 63 29 13 11/13/0 4.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total SaL CaCl2 EDTA OlW Ratio Mud Loss
0,0 0.00 0.00 0.00 | 0.00 690448 8 0 0.00 0.00 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
O | 0.0 16.2 85

Daily Summary
Activity Date : 4/4/2012 Days From Spud : 34 Current Depth : 8118 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 6.50 11 Logging with VSP log.& rig down schiumberger e-line equipment. 8118 8118 11

12:30 0.50 01 Held PJSM, R/U the B&L LJDtruck 8118 8118 11
13:00 5.00 06 Pick up 40stds. And rack back In derrick 8118 8118 11
18:00 11.00 06 Strapped & PIU BHA and 60jts of 4" D.P. &run in hole 8118 8118 12
5:00 0.50 01 R/D the PILImachine. Circulated while rigging downthe truck. 8118 8118 12
5:30 0.50 05 Washed f/7,838' to 7,982' (Tagged wiper plug @7,982'} 8118 8118 12

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8118 | 3:00 15.80 15,80 63 | 29 13 11/13/0 4.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 690448 8 0 0.00 0.00 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.2 85
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Sundry Number: 25465 API Well Number: 43019500120000

Well Nanie:Cane Creek 18-1 .
Field Name: Cane Creek S/T/R 18/26S/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daily Summary.

Activity Date : 4/3/2012 Days From Spud : 33 Current Depth : 8118 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.50 09 Cut 117fl. Of drill line 8118 8118 11
6:30 2.50 21 Change rams from4 1/2" to 4" rams, change 4 1/2" elevators to 4" elevators 8118 8118 11
9:00 1.00 01 Rig up ISP testers,drill pipe & test plug 8118 8118 11

10:00 5.50 15 Test all rams & valves to 250 low & 10,000 high, hy-drillto 250 low &5000 high, testedthe 8118 8118 11
csg to 2,000 psi (Held 30 mins on chart) goodtest.

15:30 6.00 14 Installing orbitvalve in flow line, turn rotating head to line up, weld flange on orbit valve. 8118 8118 11
21:30 1.00 01 Rig up schlumberger wireline 8118 8118 11
22:30 6.00 11 Running IBC wireline log with schlumberger, From 8,00 to100' est.top of cement @2,700' 8118 8118 11

4:30 0.50 11 Lay down IBCloggingtools 8118 8118 11
5:00 1.00 11 Pick up selsmic logging tools & run Inhole 8118 8118 11

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8118 3:00 15.80 15.80 63 29 13 11/13/0 4.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total SaL CaCl2 EDTA OlW Ratio Mud Loss
0,0 0.00 0.00 0.00 | 0.00 690448 8 0 0.00 0.00 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
O | 0.0 16.2 85

Daily Summary
Activity Date : 4/4/2012 Days From Spud : 34 Current Depth : 8118 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 6.50 11 Logging with VSP log.& rig down schiumberger e-line equipment. 8118 8118 11

12:30 0.50 01 Held PJSM, R/U the B&L LJDtruck 8118 8118 11
13:00 5.00 06 Pick up 40stds. And rack back In derrick 8118 8118 11
18:00 11.00 06 Strapped & PIU BHA and 60jts of 4" D.P. &run in hole 8118 8118 12
5:00 0.50 01 R/D the PILImachine. Circulated while rigging downthe truck. 8118 8118 12
5:30 0.50 05 Washed f/7,838' to 7,982' (Tagged wiper plug @7,982'} 8118 8118 12

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8118 | 3:00 15.80 15,80 63 | 29 13 11/13/0 4.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 690448 8 0 0.00 0.00 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.2 85
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Sundry Number: 25465 API Well Number: 43019500120000

Well Nanie:Cane Creek 18-1 .
Field Name: Cane Creek S/T/R 18/26S/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daily Summary.

Activity Date : 4/3/2012 Days From Spud : 33 Current Depth : 8118 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.50 09 Cut 117fl. Of drill line 8118 8118 11
6:30 2.50 21 Change rams from4 1/2" to 4" rams, change 4 1/2" elevators to 4" elevators 8118 8118 11
9:00 1.00 01 Rig up ISP testers,drill pipe & test plug 8118 8118 11

10:00 5.50 15 Test all rams & valves to 250 low & 10,000 high, hy-drillto 250 low &5000 high, testedthe 8118 8118 11
csg to 2,000 psi (Held 30 mins on chart) goodtest.

15:30 6.00 14 Installing orbitvalve in flow line, turn rotating head to line up, weld flange on orbit valve. 8118 8118 11
21:30 1.00 01 Rig up schlumberger wireline 8118 8118 11
22:30 6.00 11 Running IBC wireline log with schlumberger, From 8,00 to100' est.top of cement @2,700' 8118 8118 11

4:30 0.50 11 Lay down IBCloggingtools 8118 8118 11
5:00 1.00 11 Pick up selsmic logging tools & run Inhole 8118 8118 11

Total: 24.00
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Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8118 3:00 15.80 15.80 63 29 13 11/13/0 4.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total SaL CaCl2 EDTA OlW Ratio Mud Loss
0,0 0.00 0.00 0.00 | 0.00 690448 8 0 0.00 0.00 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
O | 0.0 16.2 85
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Start Hrs Code Remarks Start Depth End Depth Run
6:00 6.50 11 Logging with VSP log.& rig down schiumberger e-line equipment. 8118 8118 11

12:30 0.50 01 Held PJSM, R/U the B&L LJDtruck 8118 8118 11
13:00 5.00 06 Pick up 40stds. And rack back In derrick 8118 8118 11
18:00 11.00 06 Strapped & PIU BHA and 60jts of 4" D.P. &run in hole 8118 8118 12
5:00 0.50 01 R/D the PILImachine. Circulated while rigging downthe truck. 8118 8118 12
5:30 0.50 05 Washed f/7,838' to 7,982' (Tagged wiper plug @7,982'} 8118 8118 12

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8118 | 3:00 15.80 15,80 63 | 29 13 11/13/0 4.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
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Sundry Number: 25465 API Well Number: 43019500120000

Well Nanie:Cane Creek 18-1 .
Field Name: Cane Creek S/T/R 18/26S/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
Daily Summary.

Activity Date : 4/3/2012 Days From Spud : 33 Current Depth : 8118 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.50 09 Cut 117fl. Of drill line 8118 8118 11
6:30 2.50 21 Change rams from4 1/2" to 4" rams, change 4 1/2" elevators to 4" elevators 8118 8118 11
9:00 1.00 01 Rig up ISP testers,drill pipe & test plug 8118 8118 11

10:00 5.50 15 Test all rams & valves to 250 low & 10,000 high, hy-drillto 250 low &5000 high, testedthe 8118 8118 11
csg to 2,000 psi (Held 30 mins on chart) goodtest.

15:30 6.00 14 Installing orbitvalve in flow line, turn rotating head to line up, weld flange on orbit valve. 8118 8118 11
21:30 1.00 01 Rig up schlumberger wireline 8118 8118 11
22:30 6.00 11 Running IBC wireline log with schlumberger, From 8,00 to100' est.top of cement @2,700' 8118 8118 11

4:30 0.50 11 Lay down IBCloggingtools 8118 8118 11
5:00 1.00 11 Pick up selsmic logging tools & run Inhole 8118 8118 11

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8118 3:00 15.80 15.80 63 29 13 11/13/0 4.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total SaL CaCl2 EDTA OlW Ratio Mud Loss
0,0 0.00 0.00 0.00 | 0.00 690448 8 0 0.00 0.00 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
O | 0.0 16.2 85

Daily Summary
Activity Date : 4/4/2012 Days From Spud : 34 Current Depth : 8118 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 6.50 11 Logging with VSP log.& rig down schiumberger e-line equipment. 8118 8118 11

12:30 0.50 01 Held PJSM, R/U the B&L LJDtruck 8118 8118 11
13:00 5.00 06 Pick up 40stds. And rack back In derrick 8118 8118 11
18:00 11.00 06 Strapped & PIU BHA and 60jts of 4" D.P. &run in hole 8118 8118 12
5:00 0.50 01 R/D the PILImachine. Circulated while rigging downthe truck. 8118 8118 12
5:30 0.50 05 Washed f/7,838' to 7,982' (Tagged wiper plug @7,982'} 8118 8118 12

Total: 24.00
Mud Properties

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8118 | 3:00 15.80 15,80 63 | 29 13 11/13/0 4.0 0.0 0 2.00 0.0% 0.1% 0.5% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 690448 8 0 0.00 0.00 0 39 8.20 83/17 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.2 85
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RECEIVED: May. 04, 2012

Sundry Number: 25465 API Well Number: 43019500120000Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 18-1
Field Name: Cane Creek SfTIR 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary :

Activity Date : 4/5/2012 Days From Spud ; 35 Current Depth : 8155 Ft 24 Hr. Footage Made : 37 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 21 Drillingon the top wiper plug @7,982' 8118 8118 12
6:30 0.50 07 Serviced the rig. 8118 8118 12
7:00 1.50 08 Worked on the top drive (Lubricating pump notworking).Trouble shoot. 8118 8118 12
8:30 4.50 21 Orilled float equipment, wiper plugs and cement f/7,982'to 8,118' 8118 8118 12

13:00 1.00 02 Drilled 6" hole f/8,118' to 8,138' 8118 8138 12
14:00 0.50 05 Circulated btm's up. 8138 8138 12
14:30 5.50 06 Checked for flow, pumped a slug, pulled therotaling head, POOH f/8,138' to surface. 8138 8138 12
20:00 0.50 08 Break out bil, bit sub & X-O 8138 8138 12
20:30 4.00 06 Held PJSM, M/U the Directional BHA & surface test MWDILWD toolOK 8138 8138 12

0:30 4.50 06 TIH to 8138' 8138 8138 12
5:00 0.50 05 Cir. &takeSPR, wash from8018' to8138' 8138 8138 12
5:30 0.50 02 Orilled 6" hole f/8,138' to 8,155' 8138 8155 12

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8138 3:00 16.00 16.20 78 26 15 8/10/0 4.0 0.0 0 2.00 0.0% 0.1% 0.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 291503 6 0 0.00 0.00 0 39 8.20 83/16 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.8 75

Daily Summary
Activity Date : 4/6/2012 Days From Spud : 36 Current Depth : 8563 Ft 24 Hr. Footage Made : 408 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run
6:00 8.00| 02 Drilled 6" hole (Lateral) f/8,155' to 8,344' Pumping 15 bbi LCM sweeps tocontrolmud losses. 8155 8344 12

Note mud losses began at 8,220' MD 7,707' TVD
14:00 0.50 07 Service the Rig. 8344 8344 12
14:30 15.50 02 Orilled 6" hole (Lateral) f/8,344' to 8,563' Pump 15 bbi LCMsweep on connections to control 8344 8563 12

mud îosses
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8539 4:00 15.80 15.80 63 27 12 8/12/0 4.0 0.0 0 2.00 0.3% 0,1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 426589 4 0 0.00 0.00 0 32 4.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.8 90
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Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 18-1
Field Name: Cane Creek SfTIR 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary :

Activity Date : 4/5/2012 Days From Spud ; 35 Current Depth : 8155 Ft 24 Hr. Footage Made : 37 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 21 Drillingon the top wiper plug @7,982' 8118 8118 12
6:30 0.50 07 Serviced the rig. 8118 8118 12
7:00 1.50 08 Worked on the top drive (Lubricating pump notworking).Trouble shoot. 8118 8118 12
8:30 4.50 21 Orilled float equipment, wiper plugs and cement f/7,982'to 8,118' 8118 8118 12

13:00 1.00 02 Drilled 6" hole f/8,118' to 8,138' 8118 8138 12
14:00 0.50 05 Circulated btm's up. 8138 8138 12
14:30 5.50 06 Checked for flow, pumped a slug, pulled therotaling head, POOH f/8,138' to surface. 8138 8138 12
20:00 0.50 08 Break out bil, bit sub & X-O 8138 8138 12
20:30 4.00 06 Held PJSM, M/U the Directional BHA & surface test MWDILWD toolOK 8138 8138 12

0:30 4.50 06 TIH to 8138' 8138 8138 12
5:00 0.50 05 Cir. &takeSPR, wash from8018' to8138' 8138 8138 12
5:30 0.50 02 Orilled 6" hole f/8,138' to 8,155' 8138 8155 12

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8138 3:00 16.00 16.20 78 26 15 8/10/0 4.0 0.0 0 2.00 0.0% 0.1% 0.0% 0.0%

MBT pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 291503 6 0 0.00 0.00 0 39 8.20 83/16 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.8 75

Daily Summary
Activity Date : 4/6/2012 Days From Spud : 36 Current Depth : 8563 Ft 24 Hr. Footage Made : 408 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run
6:00 8.00| 02 Drilled 6" hole (Lateral) f/8,155' to 8,344' Pumping 15 bbi LCM sweeps tocontrolmud losses. 8155 8344 12

Note mud losses began at 8,220' MD 7,707' TVD
14:00 0.50 07 Service the Rig. 8344 8344 12
14:30 15.50 02 Orilled 6" hole (Lateral) f/8,344' to 8,563' Pump 15 bbi LCMsweep on connections to control 8344 8563 12

mud îosses
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8539 4:00 15.80 15.80 63 27 12 8/12/0 4.0 0.0 0 2.00 0.3% 0,1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 426589 4 0 0.00 0.00 0 32 4.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.8 90
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Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 18-1
Field Name: Cane Creek SfTIR 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary :

Activity Date : 4/5/2012 Days From Spud ; 35 Current Depth : 8155 Ft 24 Hr. Footage Made : 37 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 21 Drillingon the top wiper plug @7,982' 8118 8118 12
6:30 0.50 07 Serviced the rig. 8118 8118 12
7:00 1.50 08 Worked on the top drive (Lubricating pump notworking).Trouble shoot. 8118 8118 12
8:30 4.50 21 Orilled float equipment, wiper plugs and cement f/7,982'to 8,118' 8118 8118 12

13:00 1.00 02 Drilled 6" hole f/8,118' to 8,138' 8118 8138 12
14:00 0.50 05 Circulated btm's up. 8138 8138 12
14:30 5.50 06 Checked for flow, pumped a slug, pulled therotaling head, POOH f/8,138' to surface. 8138 8138 12
20:00 0.50 08 Break out bil, bit sub & X-O 8138 8138 12
20:30 4.00 06 Held PJSM, M/U the Directional BHA & surface test MWDILWD toolOK 8138 8138 12
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Daily Summary
Activity Date : 4/6/2012 Days From Spud : 36 Current Depth : 8563 Ft 24 Hr. Footage Made : 408 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run
6:00 8.00| 02 Drilled 6" hole (Lateral) f/8,155' to 8,344' Pumping 15 bbi LCM sweeps tocontrolmud losses. 8155 8344 12

Note mud losses began at 8,220' MD 7,707' TVD
14:00 0.50 07 Service the Rig. 8344 8344 12
14:30 15.50 02 Orilled 6" hole (Lateral) f/8,344' to 8,563' Pump 15 bbi LCMsweep on connections to control 8344 8563 12

mud îosses
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
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Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 18-1
Field Name: Cane Creek SfTIR 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary :

Activity Date : 4/5/2012 Days From Spud ; 35 Current Depth : 8155 Ft 24 Hr. Footage Made : 37 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 21 Drillingon the top wiper plug @7,982' 8118 8118 12
6:30 0.50 07 Serviced the rig. 8118 8118 12
7:00 1.50 08 Worked on the top drive (Lubricating pump notworking).Trouble shoot. 8118 8118 12
8:30 4.50 21 Orilled float equipment, wiper plugs and cement f/7,982'to 8,118' 8118 8118 12

13:00 1.00 02 Drilled 6" hole f/8,118' to 8,138' 8118 8138 12
14:00 0.50 05 Circulated btm's up. 8138 8138 12
14:30 5.50 06 Checked for flow, pumped a slug, pulled therotaling head, POOH f/8,138' to surface. 8138 8138 12
20:00 0.50 08 Break out bil, bit sub & X-O 8138 8138 12
20:30 4.00 06 Held PJSM, M/U the Directional BHA & surface test MWDILWD toolOK 8138 8138 12

0:30 4.50 06 TIH to 8138' 8138 8138 12
5:00 0.50 05 Cir. &takeSPR, wash from8018' to8138' 8138 8138 12
5:30 0.50 02 Orilled 6" hole f/8,138' to 8,155' 8138 8155 12

Total: 24.00
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Rig Company : Rig Name: Frontier 10

Formation : Weather:
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6:00 8.00| 02 Drilled 6" hole (Lateral) f/8,155' to 8,344' Pumping 15 bbi LCM sweeps tocontrolmud losses. 8155 8344 12

Note mud losses began at 8,220' MD 7,707' TVD
14:00 0.50 07 Service the Rig. 8344 8344 12
14:30 15.50 02 Orilled 6" hole (Lateral) f/8,344' to 8,563' Pump 15 bbi LCMsweep on connections to control 8344 8563 12

mud îosses
Total: 24.00

Mud Propertles
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8539 4:00 15.80 15.80 63 27 12 8/12/0 4.0 0.0 0 2.00 0.3% 0,1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 426589 4 0 0.00 0.00 0 32 4.00 87/13 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.8 90
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RECEIVED: May. 04, 2012

Sundry Number: 25465 API Well Number: 43019500120000Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 4/7/2012 Days From Spud : 37 Current Depth : 8738 Ft 24 Hr. Footage Made : 175 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.00 02 Drilled 6" hole (Lateral) f/8,563'to 8,738' Pumped 15 bbis LCMsweep on connections to 8563 8738 12
controlmud losses. Last btm's up gas fromconnectionwas 3,500 units.

12:00 2.50 05 Down hole problem. Notable to drilL Circulate and conditlonthe mud. Raised themud wt. 8738 8738 12
fii5.6+ to 16.0 ppg to trippipe. Hole slightlyunder balanced. High btm's up gas on
connections (3.500 units).

14:30 2.00 05 Simulated a connection and circulated btm's up. Max.gas 762 units. Mixed a slug and slug 8738 8738 12
the pipe.

16:30 1.00 06 POOH f/8,738' to 8,065'. (shoe @8,118') 8738 8738 12
17:30 0.50 21 Monitor the well (No flow). 8738 8738 12
18:00 7.00 06 POOH f/8,065' to surface. Pull the rotating head. 8738 8738 12

1:00 4.50 08 Workedon the drawworks brake flange. 8738 8738 12
5:30 0.50 06 M/U directional drilling assembly, 8738 8738 13

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8738 13:00 15.70 15.70 62 23 14 10/12/0 4.0 0.0 0 2.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 456175 8 0 0.00 0.00 0 34 5.50 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.8 92

Daily Summary
Activity Date : 4/8/2012 Days From Spud : 38 Current Depth : 8983 Ft 24 Hr. Footage Made : 245 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start His Code Remarks startDepth End Depth Run

6:00 1.00 08 Workon thedrawworks brakes. 8738 8738 13
7:00 0.50 07 Service the rig 8738 8738 13
7:30 1.00 07 Work on the drawworks oil pump. 8738 8738 13
8:30 4.00 06 M/U the directional drilling assembly. Tested same. RIH f/surface to 8,122'. Fill pipe every 20 8738 8738 13

stds. Installed rotating head.
12:30 1.00 05 Circulated and Conditioned the mud. (8,122') Lowered the mud weight to 15.8 ppg. 8738 8738 13
13:30 1.00 06 RIH f/8,122' to 8,621', washed f/8,621' to 8,738'. 8738 8738 13
14:30 15.50 02 Drilled 6" hole (lateral) f/8,738' to8,983', pumped 15 bbis LCMsweeps every std. Max. gas - 8738 8983 13

Total: 24,00
trip(2,400 units)

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8967 3:00 15.70 15.70 60 28 13 8/11/0 | 4.0 0,0 0 2.00 0.3% | 0.1% 0.6% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0,00 329557 | 9 0 0.00 0.00 0 27 5.30 86/14 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.6 93
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Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 4/7/2012 Days From Spud : 37 Current Depth : 8738 Ft 24 Hr. Footage Made : 175 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.00 02 Drilled 6" hole (Lateral) f/8,563'to 8,738' Pumped 15 bbis LCMsweep on connections to 8563 8738 12
controlmud losses. Last btm's up gas fromconnectionwas 3,500 units.

12:00 2.50 05 Down hole problem. Notable to drilL Circulate and conditlonthe mud. Raised themud wt. 8738 8738 12
fii5.6+ to 16.0 ppg to trippipe. Hole slightlyunder balanced. High btm's up gas on
connections (3.500 units).

14:30 2.00 05 Simulated a connection and circulated btm's up. Max.gas 762 units. Mixed a slug and slug 8738 8738 12
the pipe.

16:30 1.00 06 POOH f/8,738' to 8,065'. (shoe @8,118') 8738 8738 12
17:30 0.50 21 Monitor the well (No flow). 8738 8738 12
18:00 7.00 06 POOH f/8,065' to surface. Pull the rotating head. 8738 8738 12

1:00 4.50 08 Workedon the drawworks brake flange. 8738 8738 12
5:30 0.50 06 M/U directional drilling assembly, 8738 8738 13

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8738 13:00 15.70 15.70 62 23 14 10/12/0 4.0 0.0 0 2.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 456175 8 0 0.00 0.00 0 34 5.50 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.8 92

Daily Summary
Activity Date : 4/8/2012 Days From Spud : 38 Current Depth : 8983 Ft 24 Hr. Footage Made : 245 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start His Code Remarks startDepth End Depth Run

6:00 1.00 08 Workon thedrawworks brakes. 8738 8738 13
7:00 0.50 07 Service the rig 8738 8738 13
7:30 1.00 07 Work on the drawworks oil pump. 8738 8738 13
8:30 4.00 06 M/U the directional drilling assembly. Tested same. RIH f/surface to 8,122'. Fill pipe every 20 8738 8738 13

stds. Installed rotating head.
12:30 1.00 05 Circulated and Conditioned the mud. (8,122') Lowered the mud weight to 15.8 ppg. 8738 8738 13
13:30 1.00 06 RIH f/8,122' to 8,621', washed f/8,621' to 8,738'. 8738 8738 13
14:30 15.50 02 Drilled 6" hole (lateral) f/8,738' to8,983', pumped 15 bbis LCMsweeps every std. Max. gas - 8738 8983 13

Total: 24,00
trip(2,400 units)

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8967 3:00 15.70 15.70 60 28 13 8/11/0 | 4.0 0,0 0 2.00 0.3% | 0.1% 0.6% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0,00 329557 | 9 0 0.00 0.00 0 27 5.30 86/14 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.6 93
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Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 4/7/2012 Days From Spud : 37 Current Depth : 8738 Ft 24 Hr. Footage Made : 175 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.00 02 Drilled 6" hole (Lateral) f/8,563'to 8,738' Pumped 15 bbis LCMsweep on connections to 8563 8738 12
controlmud losses. Last btm's up gas fromconnectionwas 3,500 units.

12:00 2.50 05 Down hole problem. Notable to drilL Circulate and conditlonthe mud. Raised themud wt. 8738 8738 12
fii5.6+ to 16.0 ppg to trippipe. Hole slightlyunder balanced. High btm's up gas on
connections (3.500 units).

14:30 2.00 05 Simulated a connection and circulated btm's up. Max.gas 762 units. Mixed a slug and slug 8738 8738 12
the pipe.

16:30 1.00 06 POOH f/8,738' to 8,065'. (shoe @8,118') 8738 8738 12
17:30 0.50 21 Monitor the well (No flow). 8738 8738 12
18:00 7.00 06 POOH f/8,065' to surface. Pull the rotating head. 8738 8738 12

1:00 4.50 08 Workedon the drawworks brake flange. 8738 8738 12
5:30 0.50 06 M/U directional drilling assembly, 8738 8738 13

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8738 13:00 15.70 15.70 62 23 14 10/12/0 4.0 0.0 0 2.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 456175 8 0 0.00 0.00 0 34 5.50 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.8 92

Daily Summary
Activity Date : 4/8/2012 Days From Spud : 38 Current Depth : 8983 Ft 24 Hr. Footage Made : 245 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start His Code Remarks startDepth End Depth Run

6:00 1.00 08 Workon thedrawworks brakes. 8738 8738 13
7:00 0.50 07 Service the rig 8738 8738 13
7:30 1.00 07 Work on the drawworks oil pump. 8738 8738 13
8:30 4.00 06 M/U the directional drilling assembly. Tested same. RIH f/surface to 8,122'. Fill pipe every 20 8738 8738 13

stds. Installed rotating head.
12:30 1.00 05 Circulated and Conditioned the mud. (8,122') Lowered the mud weight to 15.8 ppg. 8738 8738 13
13:30 1.00 06 RIH f/8,122' to 8,621', washed f/8,621' to 8,738'. 8738 8738 13
14:30 15.50 02 Drilled 6" hole (lateral) f/8,738' to8,983', pumped 15 bbis LCMsweeps every std. Max. gas - 8738 8983 13

Total: 24,00
trip(2,400 units)

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8967 3:00 15.70 15.70 60 28 13 8/11/0 | 4.0 0,0 0 2.00 0.3% | 0.1% 0.6% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0,00 329557 | 9 0 0.00 0.00 0 27 5.30 86/14 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.6 93
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Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 4/7/2012 Days From Spud : 37 Current Depth : 8738 Ft 24 Hr. Footage Made : 175 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 6.00 02 Drilled 6" hole (Lateral) f/8,563'to 8,738' Pumped 15 bbis LCMsweep on connections to 8563 8738 12
controlmud losses. Last btm's up gas fromconnectionwas 3,500 units.

12:00 2.50 05 Down hole problem. Notable to drilL Circulate and conditlonthe mud. Raised themud wt. 8738 8738 12
fii5.6+ to 16.0 ppg to trippipe. Hole slightlyunder balanced. High btm's up gas on
connections (3.500 units).

14:30 2.00 05 Simulated a connection and circulated btm's up. Max.gas 762 units. Mixed a slug and slug 8738 8738 12
the pipe.

16:30 1.00 06 POOH f/8,738' to 8,065'. (shoe @8,118') 8738 8738 12
17:30 0.50 21 Monitor the well (No flow). 8738 8738 12
18:00 7.00 06 POOH f/8,065' to surface. Pull the rotating head. 8738 8738 12

1:00 4.50 08 Workedon the drawworks brake flange. 8738 8738 12
5:30 0.50 06 M/U directional drilling assembly, 8738 8738 13

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8738 13:00 15.70 15.70 62 23 14 10/12/0 4.0 0.0 0 2.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 456175 8 0 0.00 0.00 0 34 5.50 87/13 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.8 92

Daily Summary
Activity Date : 4/8/2012 Days From Spud : 38 Current Depth : 8983 Ft 24 Hr. Footage Made : 245 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start His Code Remarks startDepth End Depth Run

6:00 1.00 08 Workon thedrawworks brakes. 8738 8738 13
7:00 0.50 07 Service the rig 8738 8738 13
7:30 1.00 07 Work on the drawworks oil pump. 8738 8738 13
8:30 4.00 06 M/U the directional drilling assembly. Tested same. RIH f/surface to 8,122'. Fill pipe every 20 8738 8738 13

stds. Installed rotating head.
12:30 1.00 05 Circulated and Conditioned the mud. (8,122') Lowered the mud weight to 15.8 ppg. 8738 8738 13
13:30 1.00 06 RIH f/8,122' to 8,621', washed f/8,621' to 8,738'. 8738 8738 13
14:30 15.50 02 Drilled 6" hole (lateral) f/8,738' to8,983', pumped 15 bbis LCMsweeps every std. Max. gas - 8738 8983 13

Total: 24,00
trip(2,400 units)

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
8967 3:00 15.70 15.70 60 28 13 8/11/0 | 4.0 0,0 0 2.00 0.3% | 0.1% 0.6% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0,00 329557 | 9 0 0.00 0.00 0 27 5.30 86/14 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.6 93
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RECEIVED: May. 04, 2012

Sundry Number: 25465 API Well Number: 43019500120000Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Surnmary
Activity Date : 4/9/2012 Days From Spud : 39 Current Depth : 9127 Ft 24 Hr. Footage Made : 144 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.00 Sliding toget the angle up. 9127 9127 13
6:00 15.50 02 Orilled 6" hole (lateral) f/8,983' to 9,092', pumped 10 bbis LCM sweeps every std. Max. gas 8983 9092 13

(4,995 units)
21:30 0.50 07 Service the rig. 9092 9092 13
22:00 8.00 02 Drilled 6" hole (lateral) f/9,092' to 9,12T, pumped 10 bbis LCMsweeps every std. Max. gas 9092 9127 13

Total: 24.00
(5,528 units)

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9117 4:00 15.40 15.40 | 61 29 | 13 9/12/0 2.0 0.0 0 2.00 0.3% 0.1% | 0.6% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 354173 8 0 0.00 0.00 0 31 4.30 83/17 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 16.4 86

Daily Summary
ActivityDate : 4/10/2012 Days From Spud : 40 Current Depth : 9272 Ft 24 Hr. Footage Made : 145 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 11.00 02 Drilled 6" hole (lateral) f/9,127' to9,272' TD (TVD 7,693'), pumped 10 bble LCMsweeps every 9127 9272 13
sid. Max, gas {4,925 units}

17:00 6.00 05 Circulate and Condition mud raisingmud wt to15.6 ppg at 44 spm at 1,990 psi with 16.82 ppg 9272 9272 13
E-CD.Increase mud wt to 15.8 ppgat 40 spm at 1780 psiwith 17.26 ppgECD

23:00 2.50 05 Circulate bottoms up after simulatingconnection (Max gas 4,053 un11s) 9272 9272 13
1:30 1.00 06 Short trip - POOH 13 stds to 8,060 (shoe @ 8,118') 9272 9272 13
2:30 0.50 07 Rig service while monitoring well 9272 9272 13
3:00 1.50 06 TIH to9,179' wash to 9,272' 9272 9272 13
4:30 1.50 05 Circulate and Condition mud ( Blms up max gas 4,871 units) 9272 9272 13

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Geis FL HTFL FC HTFC Solid Water Oil Sand
9272 15:30 15.80 15.80 58 25 15 8/10/0 2.0 0,0 0 | 2.00 | 0.3% 0,1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 379706 8 0 0.00 0.00 0 30 4.20 84/16 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 | 16.4 100

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9272 1:00 15.80 | 15.80 54 25 16 9/11/0 2.0 | 0.0 0 2.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 403011 8 0 0.00 0.00 0 32 4,10 85/15 0

Water Loss LCM ECD L Tem Remarks
0 0.0 16.8 93
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Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Surnmary
Activity Date : 4/9/2012 Days From Spud : 39 Current Depth : 9127 Ft 24 Hr. Footage Made : 144 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.00 Sliding toget the angle up. 9127 9127 13
6:00 15.50 02 Orilled 6" hole (lateral) f/8,983' to 9,092', pumped 10 bbis LCM sweeps every std. Max. gas 8983 9092 13

(4,995 units)
21:30 0.50 07 Service the rig. 9092 9092 13
22:00 8.00 02 Drilled 6" hole (lateral) f/9,092' to 9,12T, pumped 10 bbis LCMsweeps every std. Max. gas 9092 9127 13

Total: 24.00
(5,528 units)

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9117 4:00 15.40 15.40 | 61 29 | 13 9/12/0 2.0 0.0 0 2.00 0.3% 0.1% | 0.6% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 354173 8 0 0.00 0.00 0 31 4.30 83/17 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 16.4 86

Daily Summary
ActivityDate : 4/10/2012 Days From Spud : 40 Current Depth : 9272 Ft 24 Hr. Footage Made : 145 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 11.00 02 Drilled 6" hole (lateral) f/9,127' to9,272' TD (TVD 7,693'), pumped 10 bble LCMsweeps every 9127 9272 13
sid. Max, gas {4,925 units}

17:00 6.00 05 Circulate and Condition mud raisingmud wt to15.6 ppg at 44 spm at 1,990 psi with 16.82 ppg 9272 9272 13
E-CD.Increase mud wt to 15.8 ppgat 40 spm at 1780 psiwith 17.26 ppgECD

23:00 2.50 05 Circulate bottoms up after simulatingconnection (Max gas 4,053 un11s) 9272 9272 13
1:30 1.00 06 Short trip - POOH 13 stds to 8,060 (shoe @ 8,118') 9272 9272 13
2:30 0.50 07 Rig service while monitoring well 9272 9272 13
3:00 1.50 06 TIH to9,179' wash to 9,272' 9272 9272 13
4:30 1.50 05 Circulate and Condition mud ( Blms up max gas 4,871 units) 9272 9272 13

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Geis FL HTFL FC HTFC Solid Water Oil Sand
9272 15:30 15.80 15.80 58 25 15 8/10/0 2.0 0,0 0 | 2.00 | 0.3% 0,1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 379706 8 0 0.00 0.00 0 30 4.20 84/16 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 | 16.4 100

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9272 1:00 15.80 | 15.80 54 25 16 9/11/0 2.0 | 0.0 0 2.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 403011 8 0 0.00 0.00 0 32 4,10 85/15 0

Water Loss LCM ECD L Tem Remarks
0 0.0 16.8 93
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Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Surnmary
Activity Date : 4/9/2012 Days From Spud : 39 Current Depth : 9127 Ft 24 Hr. Footage Made : 144 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.00 Sliding toget the angle up. 9127 9127 13
6:00 15.50 02 Orilled 6" hole (lateral) f/8,983' to 9,092', pumped 10 bbis LCM sweeps every std. Max. gas 8983 9092 13

(4,995 units)
21:30 0.50 07 Service the rig. 9092 9092 13
22:00 8.00 02 Drilled 6" hole (lateral) f/9,092' to 9,12T, pumped 10 bbis LCMsweeps every std. Max. gas 9092 9127 13

Total: 24.00
(5,528 units)

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9117 4:00 15.40 15.40 | 61 29 | 13 9/12/0 2.0 0.0 0 2.00 0.3% 0.1% | 0.6% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 354173 8 0 0.00 0.00 0 31 4.30 83/17 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 16.4 86

Daily Summary
ActivityDate : 4/10/2012 Days From Spud : 40 Current Depth : 9272 Ft 24 Hr. Footage Made : 145 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 11.00 02 Drilled 6" hole (lateral) f/9,127' to9,272' TD (TVD 7,693'), pumped 10 bble LCMsweeps every 9127 9272 13
sid. Max, gas {4,925 units}

17:00 6.00 05 Circulate and Condition mud raisingmud wt to15.6 ppg at 44 spm at 1,990 psi with 16.82 ppg 9272 9272 13
E-CD.Increase mud wt to 15.8 ppgat 40 spm at 1780 psiwith 17.26 ppgECD

23:00 2.50 05 Circulate bottoms up after simulatingconnection (Max gas 4,053 un11s) 9272 9272 13
1:30 1.00 06 Short trip - POOH 13 stds to 8,060 (shoe @ 8,118') 9272 9272 13
2:30 0.50 07 Rig service while monitoring well 9272 9272 13
3:00 1.50 06 TIH to9,179' wash to 9,272' 9272 9272 13
4:30 1.50 05 Circulate and Condition mud ( Blms up max gas 4,871 units) 9272 9272 13

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Geis FL HTFL FC HTFC Solid Water Oil Sand
9272 15:30 15.80 15.80 58 25 15 8/10/0 2.0 0,0 0 | 2.00 | 0.3% 0,1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 379706 8 0 0.00 0.00 0 30 4.20 84/16 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 | 16.4 100

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9272 1:00 15.80 | 15.80 54 25 16 9/11/0 2.0 | 0.0 0 2.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 403011 8 0 0.00 0.00 0 32 4,10 85/15 0

Water Loss LCM ECD L Tem Remarks
0 0.0 16.8 93
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Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Surnmary
Activity Date : 4/9/2012 Days From Spud : 39 Current Depth : 9127 Ft 24 Hr. Footage Made : 144 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.00 Sliding toget the angle up. 9127 9127 13
6:00 15.50 02 Orilled 6" hole (lateral) f/8,983' to 9,092', pumped 10 bbis LCM sweeps every std. Max. gas 8983 9092 13

(4,995 units)
21:30 0.50 07 Service the rig. 9092 9092 13
22:00 8.00 02 Drilled 6" hole (lateral) f/9,092' to 9,12T, pumped 10 bbis LCMsweeps every std. Max. gas 9092 9127 13

Total: 24.00
(5,528 units)

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9117 4:00 15.40 15.40 | 61 29 | 13 9/12/0 2.0 0.0 0 2.00 0.3% 0.1% | 0.6% | 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 354173 8 0 0.00 0.00 0 31 4.30 83/17 0

Water Loss LCM ECD FL Tem Remarks
O 0.0 16.4 86

Daily Summary
ActivityDate : 4/10/2012 Days From Spud : 40 Current Depth : 9272 Ft 24 Hr. Footage Made : 145 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 11.00 02 Drilled 6" hole (lateral) f/9,127' to9,272' TD (TVD 7,693'), pumped 10 bble LCMsweeps every 9127 9272 13
sid. Max, gas {4,925 units}

17:00 6.00 05 Circulate and Condition mud raisingmud wt to15.6 ppg at 44 spm at 1,990 psi with 16.82 ppg 9272 9272 13
E-CD.Increase mud wt to 15.8 ppgat 40 spm at 1780 psiwith 17.26 ppgECD

23:00 2.50 05 Circulate bottoms up after simulatingconnection (Max gas 4,053 un11s) 9272 9272 13
1:30 1.00 06 Short trip - POOH 13 stds to 8,060 (shoe @ 8,118') 9272 9272 13
2:30 0.50 07 Rig service while monitoring well 9272 9272 13
3:00 1.50 06 TIH to9,179' wash to 9,272' 9272 9272 13
4:30 1.50 05 Circulate and Condition mud ( Blms up max gas 4,871 units) 9272 9272 13

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Geis FL HTFL FC HTFC Solid Water Oil Sand
9272 15:30 15.80 15.80 58 25 15 8/10/0 2.0 0,0 0 | 2.00 | 0.3% 0,1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 379706 8 0 0.00 0.00 0 30 4.20 84/16 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 | 16.4 100

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9272 1:00 15.80 | 15.80 54 25 16 9/11/0 2.0 | 0.0 0 2.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 403011 8 0 0.00 0.00 0 32 4,10 85/15 0

Water Loss LCM ECD L Tem Remarks
0 0.0 16.8 93
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RECEIVED: May. 04, 2012

Sundry Number: 25465 API Well Number: 43019500120000Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/265/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Dailý.Summary
Activity Date : 4/11/2012 Days From Spud : 41 Current Depth : 9272 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run
6:00 1.00 05 Circulated and conditionedthe mud. Slightlylosing mud. ECD - 17.35 ppg 9272 9272 13
7:00 2.00 06 Checked for flow,pumped slug, POOH f/9,272' to7,312' 9272 9272 13
9:00 0.50 21 Monitor thewell on the trip tank. (well static) 9272 9272 13
9:30 5.00 06 POOH f/7,312°to surface. 9272 9272 13

14:30 1.50 06 UD the directional tools. 9272 9272 13
16:00 1.00 21 Pull the wear bushing. 9272 9272 13
17:00 1.00 09 Slip and cut thedrill line. (85') 9272 9272 13
18:00 0.50 07 Service rig 9272 9272 13
18:30 2.50 21 Prepare toM/U and R/U fooging tools 9272 9272 13
21:00 4,00 11 Held PJSM withSchlumberger M/U Iogging toolsrehead line throughside door sub latch head 9272 9272 13

onto logging toolsand test-ok-
1:00 3.50 06 TlH w/ loging tools on drill pipe, rabbit same to 3,400' (rabbit was left in drill pipe) 9272 9272 13
4:30 1.50 06 POOHfor the rabbit. 9272 9272 13

Total: 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9272 15:30 15.80 15.80 58 25 15 8/10/0 2.0 0.0 0 2.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 379706 8 0 0.00 0.00 0 30 4.20 84/16 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.4 100

Daily Summary
ActivityDate : 4/12/2012 Days From Spud : 42 Current Depth : 9272 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.00 06 POOH for the rabbit. Removed rabbil. 9272 9272 14
7:00 6.50 06 RIH f/ surface to 7,978', rabbit the stds (2.25"). 9272 9272 14

13:30 3.00 05 Circulated and conditionedthe mud. Circulated untilthe OSM was 15.8 ppg in and out. 9272 9272 14
16:30 1.50 11 Install side entry sub RiH and latch loggingtoolspower up and test tools -ok- 9272 9272 14
18:00 4.00 11 TIH with logging tools usíng side entry to 9,25T POOHloggingto8,210' 9272 9272 14
22:00 1.50 11 Released from loggingtoolspooh withwire line, LJDside entry sub 9272 9272 14
23:30 2.50 05 Circulate and condition mud (max gas 1,553 units) pumped slug 9272 9272 14

2:00 4.00 06 POOH withSchlumberger drijf pipe conveyed logging tools 9272 9272 14
Total; 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9272 3:00 15.80 15.80 54 25 16 9/11/0 2.0 0.0 0 2.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 403011 | 8 0 0.00 0.00 0 32 4.10 85/15 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.4 93
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Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/265/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Dailý.Summary
Activity Date : 4/11/2012 Days From Spud : 41 Current Depth : 9272 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run
6:00 1.00 05 Circulated and conditionedthe mud. Slightlylosing mud. ECD - 17.35 ppg 9272 9272 13
7:00 2.00 06 Checked for flow,pumped slug, POOH f/9,272' to7,312' 9272 9272 13
9:00 0.50 21 Monitor thewell on the trip tank. (well static) 9272 9272 13
9:30 5.00 06 POOH f/7,312°to surface. 9272 9272 13

14:30 1.50 06 UD the directional tools. 9272 9272 13
16:00 1.00 21 Pull the wear bushing. 9272 9272 13
17:00 1.00 09 Slip and cut thedrill line. (85') 9272 9272 13
18:00 0.50 07 Service rig 9272 9272 13
18:30 2.50 21 Prepare toM/U and R/U fooging tools 9272 9272 13
21:00 4,00 11 Held PJSM withSchlumberger M/U Iogging toolsrehead line throughside door sub latch head 9272 9272 13

onto logging toolsand test-ok-
1:00 3.50 06 TlH w/ loging tools on drill pipe, rabbit same to 3,400' (rabbit was left in drill pipe) 9272 9272 13
4:30 1.50 06 POOHfor the rabbit. 9272 9272 13

Total: 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9272 15:30 15.80 15.80 58 25 15 8/10/0 2.0 0.0 0 2.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 379706 8 0 0.00 0.00 0 30 4.20 84/16 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.4 100

Daily Summary
ActivityDate : 4/12/2012 Days From Spud : 42 Current Depth : 9272 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.00 06 POOH for the rabbit. Removed rabbil. 9272 9272 14
7:00 6.50 06 RIH f/ surface to 7,978', rabbit the stds (2.25"). 9272 9272 14

13:30 3.00 05 Circulated and conditionedthe mud. Circulated untilthe OSM was 15.8 ppg in and out. 9272 9272 14
16:30 1.50 11 Install side entry sub RiH and latch loggingtoolspower up and test tools -ok- 9272 9272 14
18:00 4.00 11 TIH with logging tools usíng side entry to 9,25T POOHloggingto8,210' 9272 9272 14
22:00 1.50 11 Released from loggingtoolspooh withwire line, LJDside entry sub 9272 9272 14
23:30 2.50 05 Circulate and condition mud (max gas 1,553 units) pumped slug 9272 9272 14

2:00 4.00 06 POOH withSchlumberger drijf pipe conveyed logging tools 9272 9272 14
Total; 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9272 3:00 15.80 15.80 54 25 16 9/11/0 2.0 0.0 0 2.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 403011 | 8 0 0.00 0.00 0 32 4.10 85/15 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.4 93
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Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/265/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Dailý.Summary
Activity Date : 4/11/2012 Days From Spud : 41 Current Depth : 9272 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run
6:00 1.00 05 Circulated and conditionedthe mud. Slightlylosing mud. ECD - 17.35 ppg 9272 9272 13
7:00 2.00 06 Checked for flow,pumped slug, POOH f/9,272' to7,312' 9272 9272 13
9:00 0.50 21 Monitor thewell on the trip tank. (well static) 9272 9272 13
9:30 5.00 06 POOH f/7,312°to surface. 9272 9272 13

14:30 1.50 06 UD the directional tools. 9272 9272 13
16:00 1.00 21 Pull the wear bushing. 9272 9272 13
17:00 1.00 09 Slip and cut thedrill line. (85') 9272 9272 13
18:00 0.50 07 Service rig 9272 9272 13
18:30 2.50 21 Prepare toM/U and R/U fooging tools 9272 9272 13
21:00 4,00 11 Held PJSM withSchlumberger M/U Iogging toolsrehead line throughside door sub latch head 9272 9272 13

onto logging toolsand test-ok-
1:00 3.50 06 TlH w/ loging tools on drill pipe, rabbit same to 3,400' (rabbit was left in drill pipe) 9272 9272 13
4:30 1.50 06 POOHfor the rabbit. 9272 9272 13

Total: 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9272 15:30 15.80 15.80 58 25 15 8/10/0 2.0 0.0 0 2.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 379706 8 0 0.00 0.00 0 30 4.20 84/16 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.4 100

Daily Summary
ActivityDate : 4/12/2012 Days From Spud : 42 Current Depth : 9272 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.00 06 POOH for the rabbit. Removed rabbil. 9272 9272 14
7:00 6.50 06 RIH f/ surface to 7,978', rabbit the stds (2.25"). 9272 9272 14

13:30 3.00 05 Circulated and conditionedthe mud. Circulated untilthe OSM was 15.8 ppg in and out. 9272 9272 14
16:30 1.50 11 Install side entry sub RiH and latch loggingtoolspower up and test tools -ok- 9272 9272 14
18:00 4.00 11 TIH with logging tools usíng side entry to 9,25T POOHloggingto8,210' 9272 9272 14
22:00 1.50 11 Released from loggingtoolspooh withwire line, LJDside entry sub 9272 9272 14
23:30 2.50 05 Circulate and condition mud (max gas 1,553 units) pumped slug 9272 9272 14

2:00 4.00 06 POOH withSchlumberger drijf pipe conveyed logging tools 9272 9272 14
Total; 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9272 3:00 15.80 15.80 54 25 16 9/11/0 2.0 0.0 0 2.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 403011 | 8 0 0.00 0.00 0 32 4.10 85/15 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.4 93
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Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/265/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Dailý.Summary
Activity Date : 4/11/2012 Days From Spud : 41 Current Depth : 9272 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run
6:00 1.00 05 Circulated and conditionedthe mud. Slightlylosing mud. ECD - 17.35 ppg 9272 9272 13
7:00 2.00 06 Checked for flow,pumped slug, POOH f/9,272' to7,312' 9272 9272 13
9:00 0.50 21 Monitor thewell on the trip tank. (well static) 9272 9272 13
9:30 5.00 06 POOH f/7,312°to surface. 9272 9272 13

14:30 1.50 06 UD the directional tools. 9272 9272 13
16:00 1.00 21 Pull the wear bushing. 9272 9272 13
17:00 1.00 09 Slip and cut thedrill line. (85') 9272 9272 13
18:00 0.50 07 Service rig 9272 9272 13
18:30 2.50 21 Prepare toM/U and R/U fooging tools 9272 9272 13
21:00 4,00 11 Held PJSM withSchlumberger M/U Iogging toolsrehead line throughside door sub latch head 9272 9272 13

onto logging toolsand test-ok-
1:00 3.50 06 TlH w/ loging tools on drill pipe, rabbit same to 3,400' (rabbit was left in drill pipe) 9272 9272 13
4:30 1.50 06 POOHfor the rabbit. 9272 9272 13

Total: 24.00
Mud Propertles

Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9272 15:30 15.80 15.80 58 25 15 8/10/0 2.0 0.0 0 2.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf Ci Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 379706 8 0 0.00 0.00 0 30 4.20 84/16 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 16.4 100

Daily Summary
ActivityDate : 4/12/2012 Days From Spud : 42 Current Depth : 9272 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 1.00 06 POOH for the rabbit. Removed rabbil. 9272 9272 14
7:00 6.50 06 RIH f/ surface to 7,978', rabbit the stds (2.25"). 9272 9272 14

13:30 3.00 05 Circulated and conditionedthe mud. Circulated untilthe OSM was 15.8 ppg in and out. 9272 9272 14
16:30 1.50 11 Install side entry sub RiH and latch loggingtoolspower up and test tools -ok- 9272 9272 14
18:00 4.00 11 TIH with logging tools usíng side entry to 9,25T POOHloggingto8,210' 9272 9272 14
22:00 1.50 11 Released from loggingtoolspooh withwire line, LJDside entry sub 9272 9272 14
23:30 2.50 05 Circulate and condition mud (max gas 1,553 units) pumped slug 9272 9272 14

2:00 4.00 06 POOH withSchlumberger drijf pipe conveyed logging tools 9272 9272 14
Total; 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9272 3:00 15.80 15.80 54 25 16 9/11/0 2.0 0.0 0 2.00 0.3% 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 403011 | 8 0 0.00 0.00 0 32 4.10 85/15 0

Water Loss LCM ECD FL Temp Remarks
0 0.0 16.4 93
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RECEIVED: May. 04, 2012

Sundry Number: 25465 API Well Number: 43019500120000Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

DalIýSummarý
Activity Date : 4/13/2012 Days From Spud : 43 Current Depth : 9272 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run

6:00 2.50 06 POOH with Schlumberger's OBMI logging tool,UD theOBMI logging tool, 9272 9272 14
8:30 3.00 11 Held PJSM. R/U Schlumberger's wire line equipment. RIH with a Gauge ring/Junkbasket/CCL 9272 9272 14

(5.92") to 7,200' (WLM.}POH UD Gauge Ring/JunkBasket/CCL foggingtooL
11:30 8.00 11 MlU Baker's wireline set retrievable Hornet packer, RIH set Pkr at 6926' (WLM). POH UD 9272 9272 14

setting toolR/D Schlumberger
19:30 6.00 06 M/U Baker's Model "G" Relievable bridge plug, RiH and set at 6,872' (DPM) 9272 9272 14

1:30 4.00 05 Transfered 30 bbis of diesel to the slug pit and pumped 30 bbis diesel spacer, Clean slug pit 9272 9272 14
withBadger.

5:30 0.50 05 Transfered 11.6 ppg CaCI toslug pit. 9272 9272 14
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9272 3:00 15.80 15.80 56 25 16 9/11/0 2.0 0.0 0 2.00 | 0.3% | 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 390744 8 0 0.00 0.00 0 36 4.10 85/15 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 93

Dally Summary
Activity Date : 4/14/2012 Days From Spud : 44 Current Depth : 9272 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.50 21 Held a PJSM on Displacing the OBMw/11.6 ppg CaCl2. 9272 9272 14
6:30 1.00 05 Displaced the 15.8 ppg wílh11.6 ppg CaCl2, Note: added claystabilizer,oxygen scavenger, 9272 9272 14

biocîde, filming amine)
7:30 1.00 21 Monitor the wellon the triptank.(Well static) 9272 9272 14
8:30 5.00 21 Pumped the 15.8 ppg OBM to the off-line hold tanks. Afterthe pump lost prime witha vacuum 9272 9272 14

truck sucked out the OBM out of the mud tanksand transferedto the holding tanks. Cleaned
the triptank.

13:30 4.00 06 POOH, UD 4" drill pipe (177 jts). 9272 9272 14
17:30 2.00 06 TlHwith stands f/derrick 9272 9272 14
19:30 2.00 06 POOH L/D 4" drill pipe (67 Jts). 9272 9272 14
21:30 2.50 06 TlH withstands fl derrick 9272 9272 14

0:00 0.50 06 POOH L/D 4" drillpipe (23 jts). 9272 9272 14
0:30 2.50 21 Flush KillUne, Choke Line, Choke Manifold, Gas Buster wllh water/soap. 9272 9272 14
3:00 3.00 06 POOH L/D 4" drillpipe (65 jts), 4" hwdp (45 jts), LID RBP setting tool. 9272 9272 14

Total: 24.00

Depth Time Wt In Wt Out Vis PV YP G/e/Is
udFPropertiesFL

FC HTFC Solid Water Oil Sand

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

Water Loss LCM ECO FL Temp Remarks

Page 25 of 27 Powered by Production Access

Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

DalIýSummarý
Activity Date : 4/13/2012 Days From Spud : 43 Current Depth : 9272 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run

6:00 2.50 06 POOH with Schlumberger's OBMI logging tool,UD theOBMI logging tool, 9272 9272 14
8:30 3.00 11 Held PJSM. R/U Schlumberger's wire line equipment. RIH with a Gauge ring/Junkbasket/CCL 9272 9272 14

(5.92") to 7,200' (WLM.}POH UD Gauge Ring/JunkBasket/CCL foggingtooL
11:30 8.00 11 MlU Baker's wireline set retrievable Hornet packer, RIH set Pkr at 6926' (WLM). POH UD 9272 9272 14

setting toolR/D Schlumberger
19:30 6.00 06 M/U Baker's Model "G" Relievable bridge plug, RiH and set at 6,872' (DPM) 9272 9272 14

1:30 4.00 05 Transfered 30 bbis of diesel to the slug pit and pumped 30 bbis diesel spacer, Clean slug pit 9272 9272 14
withBadger.

5:30 0.50 05 Transfered 11.6 ppg CaCI toslug pit. 9272 9272 14
Total: 24.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
9272 3:00 15.80 15.80 56 25 16 9/11/0 2.0 0.0 0 2.00 | 0.3% | 0.1% 0.6% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 |0.000.00 0.00 0.00 390744 8 0 0.00 0.00 0 36 4.10 85/15 0

Water Loss LCM ECD FL Temp Remarks
O 0.0 93

Dally Summary
Activity Date : 4/14/2012 Days From Spud : 44 Current Depth : 9272 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 0.50 21 Held a PJSM on Displacing the OBMw/11.6 ppg CaCl2. 9272 9272 14
6:30 1.00 05 Displaced the 15.8 ppg wílh11.6 ppg CaCl2, Note: added claystabilizer,oxygen scavenger, 9272 9272 14

biocîde, filming amine)
7:30 1.00 21 Monitor the wellon the triptank.(Well static) 9272 9272 14
8:30 5.00 21 Pumped the 15.8 ppg OBM to the off-line hold tanks. Afterthe pump lost prime witha vacuum 9272 9272 14

truck sucked out the OBM out of the mud tanksand transferedto the holding tanks. Cleaned
the triptank.

13:30 4.00 06 POOH, UD 4" drill pipe (177 jts). 9272 9272 14
17:30 2.00 06 TlHwith stands f/derrick 9272 9272 14
19:30 2.00 06 POOH L/D 4" drill pipe (67 Jts). 9272 9272 14
21:30 2.50 06 TlH withstands fl derrick 9272 9272 14

0:00 0.50 06 POOH L/D 4" drillpipe (23 jts). 9272 9272 14
0:30 2.50 21 Flush KillUne, Choke Line, Choke Manifold, Gas Buster wllh water/soap. 9272 9272 14
3:00 3.00 06 POOH L/D 4" drillpipe (65 jts), 4" hwdp (45 jts), LID RBP setting tool. 9272 9272 14

Total: 24.00

Depth Time Wt In Wt Out Vis PV YP G/e/Is
udFPropertiesFL

FC HTFC Solid Water Oil Sand

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

Water Loss LCM ECO FL Temp Remarks
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Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

DalIýSummarý
Activity Date : 4/13/2012 Days From Spud : 43 Current Depth : 9272 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks startDepth End Depth Run
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(5.92") to 7,200' (WLM.}POH UD Gauge Ring/JunkBasket/CCL foggingtooL
11:30 8.00 11 MlU Baker's wireline set retrievable Hornet packer, RIH set Pkr at 6926' (WLM). POH UD 9272 9272 14
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Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA
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Rig Company : Rig Name: Frontier 10
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truck sucked out the OBM out of the mud tanksand transferedto the holding tanks. Cleaned
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13:30 4.00 06 POOH, UD 4" drill pipe (177 jts). 9272 9272 14
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RECEIVED: May. 04, 2012

Sundry Number: 25465 API Well Number: 43019500120000Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 184
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Surnmary
Activity Date : 4/15/2012 Days From Spud : 45 Current Depth : 9272 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 4.00 21 Clean bop, removed pollution pans 9272 9272 NIH

10:00 2.00 21 Disconnected the flow line, removed theorbit valve, the turnbuckles, the wing valves, the 9272 9272 NIH
hydraulic contro1lines.

12:00 6.00 14 NID the 11" 10M bop and removed from the wellhead. 9272 9272 NIH
18:00 2.50 14 N/U 7 1/16" 10K double ram BOP installedtest plug & testedblind rams - 250 psi low 5 min 9272 9272 15

/10,000 psi high 10 minremoved test plug installedand N/Li 7 1/16" 10k dry hole treewitha 4
1/16" gate valve.

20:30 9.50 21 Cleaned mud tanks, ZECO catch tank,cellarand cellar area with Badger, Cleaned rig floor. 9272 9272 15
Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand

MBT pH Pm Pf Mf CI Ca
H

ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss

Water Loss LCM ECD FL Temp Remarks

Dailý þúnirnary
Activity Date : 4/16/2012 Days From Spud : 46 Current Depth : 9272 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

start Hrs Code Remarks Start Depth End Depth Run
6:00 8.00 01 RID and UD topdrive and the top drive rail fromderrick. 9272 9272 NIH

14:00 4.00 01 RID rig tomove to Cane Creek 24-1 9272 9272 NIH
Total: 12.00

Mud Properties
Depth Time Wt in Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand

M7B2T
pH Pm Pf Mf Cl Ca ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss

Water Loss LCM ECD FL Temp Remarks
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Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 184
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Surnmary
Activity Date : 4/15/2012 Days From Spud : 45 Current Depth : 9272 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run
6:00 4.00 21 Clean bop, removed pollution pans 9272 9272 NIH

10:00 2.00 21 Disconnected the flow line, removed theorbit valve, the turnbuckles, the wing valves, the 9272 9272 NIH
hydraulic contro1lines.

12:00 6.00 14 NID the 11" 10M bop and removed from the wellhead. 9272 9272 NIH
18:00 2.50 14 N/U 7 1/16" 10K double ram BOP installedtest plug & testedblind rams - 250 psi low 5 min 9272 9272 15

/10,000 psi high 10 minremoved test plug installedand N/Li 7 1/16" 10k dry hole treewitha 4
1/16" gate valve.
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Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand

MBT pH Pm Pf Mf CI Ca
H

ES Pom Lime Total Sal. CaCl2 EDTA OlW Ratio Mud Loss

Water Loss LCM ECD FL Temp Remarks
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Water Loss LCM ECD FL Temp Remarks
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Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 184
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Surnmary
Activity Date : 4/15/2012 Days From Spud : 45 Current Depth : 9272 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : Rig Name: Frontier 10

Formation : Weather:
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RECEIVED: May. 04, 2012

Sundry Number: 25465 API Well Number: 43019500120000Sundry Number: 25465 API Well Number: 43019500120000

Well Name:Cane Creek 18-1
Field Name: Cane Creek S/T/R 18/268/20E County,State: GRAND, UT

Operator: Fidelity E&P Location Desc: District: 01PARA

Daily Summary
Activity Date : 4/17/2012 Days From Spud : 47 Current Depth : 9272 Ft 24 Hr. Footage Made : 0 Ft

Rig Company : Rig Name: Frontîer 10
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 12.00 01 Unspooled thedrill line, R/D and removed the derrick fromthe rig floor. Movedto the CCU24- 9272 9272 NIH
1 loction themud pit, reserve pit, mud pumps, triplank and ZECO's solid control equipment to
the CCU 24-1 location, Note:Weld on union typeseals on themud tank equalizer lines. Will
be working on thedrawworksbrakes and brake flanges. Rig move 3.0 miles to the CCU 24-1

Total: 12.00
focation. Released rig on theCCU 18-1 location 0600 this morning.

Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

Water Loss LCM ECD FL Temp Remarks

Formation Name Current Well Top Subsea Datum Ref
WellForpmat enc

Top Comments
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Sundry Number: 25465 API Well Number: 43019500120000
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RECEIVED: May. 04, 2012

Sundry Number: 25465 API Well Number: 43019500120000Sundry Number: 25465 API Well Number: 43019500120000

FEPCo
1700 Lincoln Street Suite 28oo WellWork AFE Chronological
Denver, 00 80203 Regulatory Report
(720) 931-9631

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Wellwork Details
Date : 4/18/2012 Activity: Other Rig Name: Days :1

Daily Report Summary :

Daily Report Detail: Cont to MO Fontier drilling rig & equip. Prep to clean up the location for the completion.
Date : 4/19/2012 Activity: Mob Rig Name: Days :2

Daily Report Summary
Daily Report Detail: MIanchor truck. Set Anchors for rig. The Frontier rigcreww is working on the the draw works for their

rig.
MI2 7/8" tbg. Unload the ( New)2 7/8" 6.5# L-80 EUE 8rd tbg and store on location. The tbgcame earlier
tha expected.
Secure Well / SOFN / Travel

Date : 4/20/2012 Activity: Other | Rig Name: Days :3

Daily Report Summary :

Daily Report Detail: Hold safety meeting.
MIloader. Clean up the area around the wellhead. Clean up location from the drilling operations. Order
equip & tank.
Secure Well / SDFN I Travel

Date : 4/21/2012 Activity: Other R Name: Days :4

Dally Report Summary :

Daily Report Detail: Hold safety meeting.
Ml hyland 400 bbls tank. Load tank wíth 10.6# CACL water ( 265 bbis ).MIanother 400 bbis Hyland tank
from drilling rig. 3 400s on location.
Prep wellfor completion.
Secure Well / SDFN / Travel

Date : 4/22/2012 Activity: Olher Rig Name: Days :5

Daily Report Summary :

Daily Report Detail: Hold safety meeting.
MO the drilfling rig tank system. MO some of the drilling rig equip. Clean up location.
Prep well for completion.
Secure Well / SDFN / Travel

Date : 4/23/2012 Activity: Other Rig Name: Days :6

Daily Report Summary:
Daily Report Detail: Hold safety meeting.

Finish moving the Rain For Rent tank farm to the drilling rig. Clean up area around where the old farm
was.
Prep well for completion.
Secure Well / SDFN / Travel

Date : 4/24/2012 Activity: Other Rig Name: Days :7

Daily Report Summary :

Daily Report Detail: Hold safety meeting.
MIsome of the production equip to build the production facilities, MI rock for the tank battery.
Prep well for completion.
Secure Well / SDFN / Travel
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Sundry Number: 25465 API Well Number: 43019500120000

FEPCo
1700 Lincoln Street Suite 28oo WellWork AFE Chronological
Denver, 00 80203 Regulatory Report
(720) 931-9631

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Wellwork Details
Date : 4/18/2012 Activity: Other Rig Name: Days :1

Daily Report Summary :
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RECEIVED: May. 04, 2012

Sundry Number: 25465 API Well Number: 43019500120000Sundry Number: 25465 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 4/25/2012 Activity: Other Rig Name: Days :8

Daily Report Summary :

Daily Report Detail: Hold safety meeting.
Build the pad for the tankbattery. Build tank rings for tanks. Prep area for the production tanks,
MIchemicals for workingfluids.The broke down on the 19-1A.They are repairing the manifold on the rig
motor. Parts will be in in the
morning. The rig won't be on location tillaround 1100hrs tomorrow.
Secure Well / SDFN / Travel

Date : 4/26/2012 Activity: RIG UP Rig Name: Days :9

Daily Report Summary :

Daily Report Detail: Holdsafety meeting. Discuss job.
MIrig equip. Catwalk &racks, pump & tank. Spot equip in place. Circ tank w/ 55 gals of NOV corrosion
inhibitor# 5434 & NOV clayfix 10 gals.
NU to 10,000# BOPs. SICP- 700#, BD press to 0#, open blinds to bleed down top of stack. 7" csg @0#.
ND single valve on BOPs.
Circ and mix in 60 bbis of 11.6# CACL water. ND single gate valve on topof BOPs. MIWestern Slope
BOP testers &NU.
Set hanger plug in the tbg head and secure. Open lower 7" csg valve to monitorcsg during the test.
Begin BOP test. Test the blindrams, 8000# high & 250# low. The test faileddo to the hanger leaking into
the 7" esg. Leaking around the
hanger body. Pulled the hanger and inspected the tool. The hanger looks in good shape withno junk or
debris on the hanger.
Stab the hanger back in place and try to test the blinds again to 8000#. 2nd test failed, took the press to
8500#, lost 1000# in 2 min.
We are still leaking around the hanger body. Bleed off. Another hanger plug is on it's way from Cameron.
Wait on hanger from Cameron,
Rack the 229 jnts of 2 7/8" 6.5# EUE 8rd tbg onto the rig racks, Remove a11thread protectors.
Cameron on location with 2nd hanger plug. Prep hanger to run in the well. PU the hanger and place the
hanger in the tbg head.
3rd test on blinds & hanger. Still leaking around the hanger. Pull the hanger & inspect all the connection,
tighten what needed to be tight.
The hanger shows no damage. Run the hanger back in place and prep to test again. Delivery of 100 bbls
of 11.6# water.
Press up and test the blinds and the hanger for the 4th time. Run the press up to 8000#/ high test. Hold
for 15 min, lost 233# in 15min, good test.
Low test good. Insert 2 7/8" pup, run low test on pipe rams. Good test. Pump up test to 8000#/ high test.
Hold 15min, lost 221# in 15min, good test.
Pull hanger fromwell. ND testers & release. SI BOPs & well.
Secure Well / SDFN / Travel
The rig is still on the 19-1A rigged up. The rig has been repaired and willbe RO and moved in the morning.

Date : 4/27/2012 Activity: (RIG UP Rig Name: Days :10

Daily Report Summary :

Daily Report Detail: Hold safety meeting. Discuss job.
RD Rig off of the 19-1A. Move rig tothe 18-1.
MlRU Monument Rig #21.
NUDSA&Washington head ( dressed to 2 7/8" tbg ) on the 10,000# BOPs.
Tally top row of 2 7/8" tbg.Prep toTlHto retrieve the RBP.
PU Baker retieving head, TlH on ( new ) 2 7/8" 6.5# L-80 EUE 8rd tbg. Tally pipe during the TIH.
Tag up on the plug w/ 217 jnts tbg @6899' ( 27' deeper ), release RBP. No response on the csg or tbg
when plug was released. TOOH w/ RBP.
RBP at the surface. LD Baker's 7" RBP & tools.SI well.
Secure Well / SDFweekend / Travel

Page 2 of 4 Powered by Production Access 5/4/2012 10:24

Sundry Number: 25465 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 4/25/2012 Activity: Other Rig Name: Days :8

Daily Report Summary :

Daily Report Detail: Hold safety meeting.
Build the pad for the tankbattery. Build tank rings for tanks. Prep area for the production tanks,
MIchemicals for workingfluids.The broke down on the 19-1A.They are repairing the manifold on the rig
motor. Parts will be in in the
morning. The rig won't be on location tillaround 1100hrs tomorrow.
Secure Well / SDFN / Travel

Date : 4/26/2012 Activity: RIG UP Rig Name: Days :9

Daily Report Summary :

Daily Report Detail: Holdsafety meeting. Discuss job.
MIrig equip. Catwalk &racks, pump & tank. Spot equip in place. Circ tank w/ 55 gals of NOV corrosion
inhibitor# 5434 & NOV clayfix 10 gals.
NU to 10,000# BOPs. SICP- 700#, BD press to 0#, open blinds to bleed down top of stack. 7" csg @0#.
ND single valve on BOPs.
Circ and mix in 60 bbis of 11.6# CACL water. ND single gate valve on topof BOPs. MIWestern Slope
BOP testers &NU.
Set hanger plug in the tbg head and secure. Open lower 7" csg valve to monitorcsg during the test.
Begin BOP test. Test the blindrams, 8000# high & 250# low. The test faileddo to the hanger leaking into
the 7" esg. Leaking around the
hanger body. Pulled the hanger and inspected the tool. The hanger looks in good shape withno junk or
debris on the hanger.
Stab the hanger back in place and try to test the blinds again to 8000#. 2nd test failed, took the press to
8500#, lost 1000# in 2 min.
We are still leaking around the hanger body. Bleed off. Another hanger plug is on it's way from Cameron.
Wait on hanger from Cameron,
Rack the 229 jnts of 2 7/8" 6.5# EUE 8rd tbg onto the rig racks, Remove a11thread protectors.
Cameron on location with 2nd hanger plug. Prep hanger to run in the well. PU the hanger and place the
hanger in the tbg head.
3rd test on blinds & hanger. Still leaking around the hanger. Pull the hanger & inspect all the connection,
tighten what needed to be tight.
The hanger shows no damage. Run the hanger back in place and prep to test again. Delivery of 100 bbls
of 11.6# water.
Press up and test the blinds and the hanger for the 4th time. Run the press up to 8000#/ high test. Hold
for 15 min, lost 233# in 15min, good test.
Low test good. Insert 2 7/8" pup, run low test on pipe rams. Good test. Pump up test to 8000#/ high test.
Hold 15min, lost 221# in 15min, good test.
Pull hanger fromwell. ND testers & release. SI BOPs & well.
Secure Well / SDFN / Travel
The rig is still on the 19-1A rigged up. The rig has been repaired and willbe RO and moved in the morning.

Date : 4/27/2012 Activity: (RIG UP Rig Name: Days :10

Daily Report Summary :

Daily Report Detail: Hold safety meeting. Discuss job.
RD Rig off of the 19-1A. Move rig tothe 18-1.
MlRU Monument Rig #21.
NUDSA&Washington head ( dressed to 2 7/8" tbg ) on the 10,000# BOPs.
Tally top row of 2 7/8" tbg.Prep toTlHto retrieve the RBP.
PU Baker retieving head, TlH on ( new ) 2 7/8" 6.5# L-80 EUE 8rd tbg. Tally pipe during the TIH.
Tag up on the plug w/ 217 jnts tbg @6899' ( 27' deeper ), release RBP. No response on the csg or tbg
when plug was released. TOOH w/ RBP.
RBP at the surface. LD Baker's 7" RBP & tools.SI well.
Secure Well / SDFweekend / Travel

Page 2 of 4 Powered by Production Access 5/4/2012 10:24

Sundry Number: 25465 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 4/25/2012 Activity: Other Rig Name: Days :8

Daily Report Summary :

Daily Report Detail: Hold safety meeting.
Build the pad for the tankbattery. Build tank rings for tanks. Prep area for the production tanks,
MIchemicals for workingfluids.The broke down on the 19-1A.They are repairing the manifold on the rig
motor. Parts will be in in the
morning. The rig won't be on location tillaround 1100hrs tomorrow.
Secure Well / SDFN / Travel

Date : 4/26/2012 Activity: RIG UP Rig Name: Days :9

Daily Report Summary :

Daily Report Detail: Holdsafety meeting. Discuss job.
MIrig equip. Catwalk &racks, pump & tank. Spot equip in place. Circ tank w/ 55 gals of NOV corrosion
inhibitor# 5434 & NOV clayfix 10 gals.
NU to 10,000# BOPs. SICP- 700#, BD press to 0#, open blinds to bleed down top of stack. 7" csg @0#.
ND single valve on BOPs.
Circ and mix in 60 bbis of 11.6# CACL water. ND single gate valve on topof BOPs. MIWestern Slope
BOP testers &NU.
Set hanger plug in the tbg head and secure. Open lower 7" csg valve to monitorcsg during the test.
Begin BOP test. Test the blindrams, 8000# high & 250# low. The test faileddo to the hanger leaking into
the 7" esg. Leaking around the
hanger body. Pulled the hanger and inspected the tool. The hanger looks in good shape withno junk or
debris on the hanger.
Stab the hanger back in place and try to test the blinds again to 8000#. 2nd test failed, took the press to
8500#, lost 1000# in 2 min.
We are still leaking around the hanger body. Bleed off. Another hanger plug is on it's way from Cameron.
Wait on hanger from Cameron,
Rack the 229 jnts of 2 7/8" 6.5# EUE 8rd tbg onto the rig racks, Remove a11thread protectors.
Cameron on location with 2nd hanger plug. Prep hanger to run in the well. PU the hanger and place the
hanger in the tbg head.
3rd test on blinds & hanger. Still leaking around the hanger. Pull the hanger & inspect all the connection,
tighten what needed to be tight.
The hanger shows no damage. Run the hanger back in place and prep to test again. Delivery of 100 bbls
of 11.6# water.
Press up and test the blinds and the hanger for the 4th time. Run the press up to 8000#/ high test. Hold
for 15 min, lost 233# in 15min, good test.
Low test good. Insert 2 7/8" pup, run low test on pipe rams. Good test. Pump up test to 8000#/ high test.
Hold 15min, lost 221# in 15min, good test.
Pull hanger fromwell. ND testers & release. SI BOPs & well.
Secure Well / SDFN / Travel
The rig is still on the 19-1A rigged up. The rig has been repaired and willbe RO and moved in the morning.

Date : 4/27/2012 Activity: (RIG UP Rig Name: Days :10

Daily Report Summary :

Daily Report Detail: Hold safety meeting. Discuss job.
RD Rig off of the 19-1A. Move rig tothe 18-1.
MlRU Monument Rig #21.
NUDSA&Washington head ( dressed to 2 7/8" tbg ) on the 10,000# BOPs.
Tally top row of 2 7/8" tbg.Prep toTlHto retrieve the RBP.
PU Baker retieving head, TlH on ( new ) 2 7/8" 6.5# L-80 EUE 8rd tbg. Tally pipe during the TIH.
Tag up on the plug w/ 217 jnts tbg @6899' ( 27' deeper ), release RBP. No response on the csg or tbg
when plug was released. TOOH w/ RBP.
RBP at the surface. LD Baker's 7" RBP & tools.SI well.
Secure Well / SDFweekend / Travel

Page 2 of 4 Powered by Production Access 5/4/2012 10:24

Sundry Number: 25465 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 4/25/2012 Activity: Other Rig Name: Days :8

Daily Report Summary :

Daily Report Detail: Hold safety meeting.
Build the pad for the tankbattery. Build tank rings for tanks. Prep area for the production tanks,
MIchemicals for workingfluids.The broke down on the 19-1A.They are repairing the manifold on the rig
motor. Parts will be in in the
morning. The rig won't be on location tillaround 1100hrs tomorrow.
Secure Well / SDFN / Travel

Date : 4/26/2012 Activity: RIG UP Rig Name: Days :9

Daily Report Summary :

Daily Report Detail: Holdsafety meeting. Discuss job.
MIrig equip. Catwalk &racks, pump & tank. Spot equip in place. Circ tank w/ 55 gals of NOV corrosion
inhibitor# 5434 & NOV clayfix 10 gals.
NU to 10,000# BOPs. SICP- 700#, BD press to 0#, open blinds to bleed down top of stack. 7" csg @0#.
ND single valve on BOPs.
Circ and mix in 60 bbis of 11.6# CACL water. ND single gate valve on topof BOPs. MIWestern Slope
BOP testers &NU.
Set hanger plug in the tbg head and secure. Open lower 7" csg valve to monitorcsg during the test.
Begin BOP test. Test the blindrams, 8000# high & 250# low. The test faileddo to the hanger leaking into
the 7" esg. Leaking around the
hanger body. Pulled the hanger and inspected the tool. The hanger looks in good shape withno junk or
debris on the hanger.
Stab the hanger back in place and try to test the blinds again to 8000#. 2nd test failed, took the press to
8500#, lost 1000# in 2 min.
We are still leaking around the hanger body. Bleed off. Another hanger plug is on it's way from Cameron.
Wait on hanger from Cameron,
Rack the 229 jnts of 2 7/8" 6.5# EUE 8rd tbg onto the rig racks, Remove a11thread protectors.
Cameron on location with 2nd hanger plug. Prep hanger to run in the well. PU the hanger and place the
hanger in the tbg head.
3rd test on blinds & hanger. Still leaking around the hanger. Pull the hanger & inspect all the connection,
tighten what needed to be tight.
The hanger shows no damage. Run the hanger back in place and prep to test again. Delivery of 100 bbls
of 11.6# water.
Press up and test the blinds and the hanger for the 4th time. Run the press up to 8000#/ high test. Hold
for 15 min, lost 233# in 15min, good test.
Low test good. Insert 2 7/8" pup, run low test on pipe rams. Good test. Pump up test to 8000#/ high test.
Hold 15min, lost 221# in 15min, good test.
Pull hanger fromwell. ND testers & release. SI BOPs & well.
Secure Well / SDFN / Travel
The rig is still on the 19-1A rigged up. The rig has been repaired and willbe RO and moved in the morning.

Date : 4/27/2012 Activity: (RIG UP Rig Name: Days :10

Daily Report Summary :

Daily Report Detail: Hold safety meeting. Discuss job.
RD Rig off of the 19-1A. Move rig tothe 18-1.
MlRU Monument Rig #21.
NUDSA&Washington head ( dressed to 2 7/8" tbg ) on the 10,000# BOPs.
Tally top row of 2 7/8" tbg.Prep toTlHto retrieve the RBP.
PU Baker retieving head, TlH on ( new ) 2 7/8" 6.5# L-80 EUE 8rd tbg. Tally pipe during the TIH.
Tag up on the plug w/ 217 jnts tbg @6899' ( 27' deeper ), release RBP. No response on the csg or tbg
when plug was released. TOOH w/ RBP.
RBP at the surface. LD Baker's 7" RBP & tools.SI well.
Secure Well / SDFweekend / Travel

Page 2 of 4 Powered by Production Access 5/4/2012 10:24



RECEIVED: May. 04, 2012

Sundry Number: 25465 API Well Number: 43019500120000Sundry Number: 25465 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, IJT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water' 0 / 0

Date : 4/30/20Ï2 Activity: Other Rig Name: Days :13

Daily Report Summary :

Daily Report Detail: Crew travet
SITP- 0# SICP- 0# MU BHA as follows: 2 3/8" collar, 2 3/8" X2 7/8" XO, 2 7/8" X 6' N-80pup, 2 7/8"
Profile Nipple.
TlH on 2 7/8" 6.5# L-80 EUE 8rd tbg.Tag up with 8' of jnt # 218, tag @6929' KB, set 2000# on pkr. LD jnt
#218, PU 2' & 6' pup, TIH to topof pkr.
NU lines to circ hole. Circ the hole w/ 11.6# water w/ inhibitors added, Reverse circ out the mud in the
hole. Pump @800#@2.75 bpm,
cont pumping at 800# pump pressure withno spikes in pressure while pumping mud out.
AIIthe mud has been cleaned out. SD the pump. The tbg is still flowing, NU valves on the csg to check
the pressures.
Tbg flowing,SI tbg. Check the SICP @980#, SITP @900#. The tbg has a cont flowwhen open.
Something happened down hole
with the packer assembly. Guage all the tanks. There was a gain of 4 bbis during the pump job & flowing
after the pumping stopped.
SITP- 900# SICP- 980# Discussing the next move with the office. EOC suggested to MIa snubbing unit
for total control of thewell
This is a clean and safe way to move in and out of the well. The main Fidelity office wants to go and kill
the wellwith oil base mud.
Setting up the job to killthe well.
1400hrs: SITP- 940# SITP- 1050# Setting up the job to kill the well.
1500hrs: SITP- 1250# SICP- 1400# Setting up job.
1600hrs: SITP- 1290# SICP- 1400# Setting up job. Met withthe mud engineer of the drillingrig. They
will build us a 15.5# oil base mud.
1700 hrs: SITP- 1290# SICP- 1400# Secure Well. Leave 2 rig hands on the location to monitor the
pressures.
2300hrs: SITP- 1300# SICP- 1440# Monitorpressures on thewell.
SITP- 1300# SICP- 1440# Monitor pressures on the well.

PRODUCTIONFACILITIES:
Work on the T packs & the separator. NU lines on the tanks.

COMMENTS:

On
Location:

People- 6
Monument, Roustabouts, EOC

Date : 511/2012 Activity: Other Rig Name: Days 14
Daily Report Summary :

Daily Report Detail: S1TP- 1300# SICP- 1440# Monitor pressures on thewell.
1200 hrs. SITP- 1310# SICP- 1450# MI& set a 500bbis frac master. Transfer 10.4# CACL water from a
400bbis tankto the
500bbis tank. Cont to order out equip and prep to kill thewell.
1700 hrs: SITP- 1310# SiCP- 1450# Secure Well. Leave 2 rig hands on the location to monitor the
pressures.
Cont toorder out equip for the next day.
2400hrs: SITP- 1310# SICP- 1450# Monitorpressures on the well.
0600hrs. (5-2-2012) SITP- 1310# SICP- 1450# Monitor pressures on the well.

Page 3 of 4 Powered by Production Access 5/4/2012 10:24

Sundry Number: 25465 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, IJT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water' 0 / 0

Date : 4/30/20Ï2 Activity: Other Rig Name: Days :13

Daily Report Summary :

Daily Report Detail: Crew travet
SITP- 0# SICP- 0# MU BHA as follows: 2 3/8" collar, 2 3/8" X2 7/8" XO, 2 7/8" X 6' N-80pup, 2 7/8"
Profile Nipple.
TlH on 2 7/8" 6.5# L-80 EUE 8rd tbg.Tag up with 8' of jnt # 218, tag @6929' KB, set 2000# on pkr. LD jnt
#218, PU 2' & 6' pup, TIH to topof pkr.
NU lines to circ hole. Circ the hole w/ 11.6# water w/ inhibitors added, Reverse circ out the mud in the
hole. Pump @800#@2.75 bpm,
cont pumping at 800# pump pressure withno spikes in pressure while pumping mud out.
AIIthe mud has been cleaned out. SD the pump. The tbg is still flowing, NU valves on the csg to check
the pressures.
Tbg flowing,SI tbg. Check the SICP @980#, SITP @900#. The tbg has a cont flowwhen open.
Something happened down hole
with the packer assembly. Guage all the tanks. There was a gain of 4 bbis during the pump job & flowing
after the pumping stopped.
SITP- 900# SICP- 980# Discussing the next move with the office. EOC suggested to MIa snubbing unit
for total control of thewell
This is a clean and safe way to move in and out of the well. The main Fidelity office wants to go and kill
the wellwith oil base mud.
Setting up the job to killthe well.
1400hrs: SITP- 940# SITP- 1050# Setting up the job to kill the well.
1500hrs: SITP- 1250# SICP- 1400# Setting up job.
1600hrs: SITP- 1290# SICP- 1400# Setting up job. Met withthe mud engineer of the drillingrig. They
will build us a 15.5# oil base mud.
1700 hrs: SITP- 1290# SICP- 1400# Secure Well. Leave 2 rig hands on the location to monitor the
pressures.
2300hrs: SITP- 1300# SICP- 1440# Monitorpressures on thewell.
SITP- 1300# SICP- 1440# Monitor pressures on the well.

PRODUCTIONFACILITIES:
Work on the T packs & the separator. NU lines on the tanks.

COMMENTS:

On
Location:

People- 6
Monument, Roustabouts, EOC

Date : 511/2012 Activity: Other Rig Name: Days 14
Daily Report Summary :

Daily Report Detail: S1TP- 1300# SICP- 1440# Monitor pressures on thewell.
1200 hrs. SITP- 1310# SICP- 1450# MI& set a 500bbis frac master. Transfer 10.4# CACL water from a
400bbis tankto the
500bbis tank. Cont to order out equip and prep to kill thewell.
1700 hrs: SITP- 1310# SiCP- 1450# Secure Well. Leave 2 rig hands on the location to monitor the
pressures.
Cont toorder out equip for the next day.
2400hrs: SITP- 1310# SICP- 1450# Monitorpressures on the well.
0600hrs. (5-2-2012) SITP- 1310# SICP- 1450# Monitor pressures on the well.
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Sundry Number: 25465 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, IJT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water' 0 / 0

Date : 4/30/20Ï2 Activity: Other Rig Name: Days :13

Daily Report Summary :

Daily Report Detail: Crew travet
SITP- 0# SICP- 0# MU BHA as follows: 2 3/8" collar, 2 3/8" X2 7/8" XO, 2 7/8" X 6' N-80pup, 2 7/8"
Profile Nipple.
TlH on 2 7/8" 6.5# L-80 EUE 8rd tbg.Tag up with 8' of jnt # 218, tag @6929' KB, set 2000# on pkr. LD jnt
#218, PU 2' & 6' pup, TIH to topof pkr.
NU lines to circ hole. Circ the hole w/ 11.6# water w/ inhibitors added, Reverse circ out the mud in the
hole. Pump @800#@2.75 bpm,
cont pumping at 800# pump pressure withno spikes in pressure while pumping mud out.
AIIthe mud has been cleaned out. SD the pump. The tbg is still flowing, NU valves on the csg to check
the pressures.
Tbg flowing,SI tbg. Check the SICP @980#, SITP @900#. The tbg has a cont flowwhen open.
Something happened down hole
with the packer assembly. Guage all the tanks. There was a gain of 4 bbis during the pump job & flowing
after the pumping stopped.
SITP- 900# SICP- 980# Discussing the next move with the office. EOC suggested to MIa snubbing unit
for total control of thewell
This is a clean and safe way to move in and out of the well. The main Fidelity office wants to go and kill
the wellwith oil base mud.
Setting up the job to killthe well.
1400hrs: SITP- 940# SITP- 1050# Setting up the job to kill the well.
1500hrs: SITP- 1250# SICP- 1400# Setting up job.
1600hrs: SITP- 1290# SICP- 1400# Setting up job. Met withthe mud engineer of the drillingrig. They
will build us a 15.5# oil base mud.
1700 hrs: SITP- 1290# SICP- 1400# Secure Well. Leave 2 rig hands on the location to monitor the
pressures.
2300hrs: SITP- 1300# SICP- 1440# Monitorpressures on thewell.
SITP- 1300# SICP- 1440# Monitor pressures on the well.

PRODUCTIONFACILITIES:
Work on the T packs & the separator. NU lines on the tanks.

COMMENTS:

On
Location:

People- 6
Monument, Roustabouts, EOC

Date : 511/2012 Activity: Other Rig Name: Days 14
Daily Report Summary :

Daily Report Detail: S1TP- 1300# SICP- 1440# Monitor pressures on thewell.
1200 hrs. SITP- 1310# SICP- 1450# MI& set a 500bbis frac master. Transfer 10.4# CACL water from a
400bbis tankto the
500bbis tank. Cont to order out equip and prep to kill thewell.
1700 hrs: SITP- 1310# SiCP- 1450# Secure Well. Leave 2 rig hands on the location to monitor the
pressures.
Cont toorder out equip for the next day.
2400hrs: SITP- 1310# SICP- 1450# Monitorpressures on the well.
0600hrs. (5-2-2012) SITP- 1310# SICP- 1450# Monitor pressures on the well.

Page 3 of 4 Powered by Production Access 5/4/2012 10:24

Sundry Number: 25465 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, IJT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water' 0 / 0

Date : 4/30/20Ï2 Activity: Other Rig Name: Days :13

Daily Report Summary :

Daily Report Detail: Crew travet
SITP- 0# SICP- 0# MU BHA as follows: 2 3/8" collar, 2 3/8" X2 7/8" XO, 2 7/8" X 6' N-80pup, 2 7/8"
Profile Nipple.
TlH on 2 7/8" 6.5# L-80 EUE 8rd tbg.Tag up with 8' of jnt # 218, tag @6929' KB, set 2000# on pkr. LD jnt
#218, PU 2' & 6' pup, TIH to topof pkr.
NU lines to circ hole. Circ the hole w/ 11.6# water w/ inhibitors added, Reverse circ out the mud in the
hole. Pump @800#@2.75 bpm,
cont pumping at 800# pump pressure withno spikes in pressure while pumping mud out.
AIIthe mud has been cleaned out. SD the pump. The tbg is still flowing, NU valves on the csg to check
the pressures.
Tbg flowing,SI tbg. Check the SICP @980#, SITP @900#. The tbg has a cont flowwhen open.
Something happened down hole
with the packer assembly. Guage all the tanks. There was a gain of 4 bbis during the pump job & flowing
after the pumping stopped.
SITP- 900# SICP- 980# Discussing the next move with the office. EOC suggested to MIa snubbing unit
for total control of thewell
This is a clean and safe way to move in and out of the well. The main Fidelity office wants to go and kill
the wellwith oil base mud.
Setting up the job to killthe well.
1400hrs: SITP- 940# SITP- 1050# Setting up the job to kill the well.
1500hrs: SITP- 1250# SICP- 1400# Setting up job.
1600hrs: SITP- 1290# SICP- 1400# Setting up job. Met withthe mud engineer of the drillingrig. They
will build us a 15.5# oil base mud.
1700 hrs: SITP- 1290# SICP- 1400# Secure Well. Leave 2 rig hands on the location to monitor the
pressures.
2300hrs: SITP- 1300# SICP- 1440# Monitorpressures on thewell.
SITP- 1300# SICP- 1440# Monitor pressures on the well.

PRODUCTIONFACILITIES:
Work on the T packs & the separator. NU lines on the tanks.

COMMENTS:

On
Location:

People- 6
Monument, Roustabouts, EOC

Date : 511/2012 Activity: Other Rig Name: Days 14
Daily Report Summary :

Daily Report Detail: S1TP- 1300# SICP- 1440# Monitor pressures on thewell.
1200 hrs. SITP- 1310# SICP- 1450# MI& set a 500bbis frac master. Transfer 10.4# CACL water from a
400bbis tankto the
500bbis tank. Cont to order out equip and prep to kill thewell.
1700 hrs: SITP- 1310# SiCP- 1450# Secure Well. Leave 2 rig hands on the location to monitor the
pressures.
Cont toorder out equip for the next day.
2400hrs: SITP- 1310# SICP- 1450# Monitorpressures on the well.
0600hrs. (5-2-2012) SITP- 1310# SICP- 1450# Monitor pressures on the well.

Page 3 of 4 Powered by Production Access 5/4/2012 10:24



RECEIVED: May. 24, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT #18-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 PARK ROAD 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0721 FNL 0766 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

5 /22 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Date of first production 5/22/2012.

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 5 /24 /2012

May 24, 2012

Sundry Number: 26011 API Well Number: 43019500120000Sundry Number: 26011 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/22/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Date of first production 5/22/2012. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
May 24, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/24/2012

RECEIVED: May. 24,

Sundry Number: 26011 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/22/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Date of first production 5/22/2012. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
May 24, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/24/2012

RECEIVED: May. 24,

Sundry Number: 26011 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/22/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Date of first production 5/22/2012. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
May 24, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 5/24/2012

RECEIVED: May. 24,



RECEIVED: Jun. 04, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT #18-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 PARK ROAD 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0721 FNL 0766 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

6 /4 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 6 /4 /2012

June 04, 2012

Sundry Number: 26384 API Well Number: 43019500120000Sundry Number: 26384 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

6/4/2012
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
June 04, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 6/4/2012
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RECEIVED: Jun. 04, 2012

Sundry Number: 26384 API Well Number: 43019500120000Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, IJT Phone:
Production Current/Expected Oil: 0 / 0 Gas:| 0 / 0 Water:( 0 / 0

Date : 4/30/2012 Activity: Other Rig Name: Days :13

Daily Report Summary :

Daily Report Detail: Crew travel.
SITP- 0# SICP- 0# MUBHA as follows: 2 3/8" collar, 2 3/8" X 2 7/8"XO, 2 7/8"X 6' N-80 pup, 2 7/8"
Profile Nipple.
TIH on 2 7/8" 6.5# L-80 EUE 8rd tbg,Tag up with 8' of jnt# 218, tag @6929' KB, set 2000# on pkr. LD jnt
#218, PU 2' &6' pup, TlHto top of pkr.
NU lines to circ hole. Circ the hole w/ 11.6# water w/ inhibitorsadded. Reverse circ out the mud in the
hole. Pump @ 800# @2.75bpm,
cont pumping at 800# pump pressure with no spikes in pressure while pumping mud out.
AIIthe mud has been cleaned out. SD the pump. The tbg is still flowing, NU valves on the csg to check
the pressures.
Tbg flowing, Si tbg. Check the SICP @980#, SITP @900#. The tbg has a cont flow when open.
Something happened down hole
with the packer assembly. Guage all the tanks. There was a gain of 4 bbis during the pump job & flowing
after the pumping stopped.
SITP- 900# SICP- 980# Discussing the next move with the office. EOC suggested to MIa snubbing unit
for total control of the well.
This is a clean and safe way to move in and out of the well. The main Fidelity office wants to go and kill
thewell with oil base mud.
Setting up the job to kill the well.
1400hrs: SITP- 940# SITP- 1050# Setting up the job to kill the well,
1500hrs: SITP- 1250# SICP- 1400# Setting up job.
1600hrs: SITP- 1290# SICP- 1400# Setting up job. Met withthe mud engineer of the drilling rig. They
will build us a 15.5# oil base mud.
1700 hrs: SITP- 1290# SICP- 1400# Secure Well, Leave 2 rig hands on the location to monitorthe
pressures.
2300hrs: SITP- 1300# SICP- 1440# Monitor pressures on the welL
SITP- 1300# SICP- 1440# Monitor pressures on the well.

PRODUCTION FACILITIES:
Work on the T packs & the separator. NU fines on the tanks.

COMMENTS:

On
Location:

People- 6
Monument, Roustabouts, EOC

Date : _ _5/1/2012 _i_$cgvity:_ Other Rig Name: Days :14

Daily Report Summary :

Daily Report Detail: SITP- 1300# SICP- 1440# Monitor pressures on thewell.
1200 hrs. SITP- 1310# SICP- 1450# MI& set a 500bbls frac master. Transfer 10.4# CACL water from a
400bbis tank to the
500bbis tank.Cont to order out equip and prep to kill the well.
1700 hrs: SITP- 1310# SICP- 1450# Secure Well. Leave 2 rig hands on the location to monitor the
pressures.
Cont to order out equip for the next day.
2400hrs: SITP- 1310# SICP- 1450# Monitor pressures on the welL
0600hrs. (5-2-2012) SlTP- 1310# SICP- 1450# Monitor pressures on the well.
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Tbg flowing, Si tbg. Check the SICP @980#, SITP @900#. The tbg has a cont flow when open.
Something happened down hole
with the packer assembly. Guage all the tanks. There was a gain of 4 bbis during the pump job & flowing
after the pumping stopped.
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NU lines to circ hole. Circ the hole w/ 11.6# water w/ inhibitorsadded. Reverse circ out the mud in the
hole. Pump @ 800# @2.75bpm,
cont pumping at 800# pump pressure with no spikes in pressure while pumping mud out.
AIIthe mud has been cleaned out. SD the pump. The tbg is still flowing, NU valves on the csg to check
the pressures.
Tbg flowing, Si tbg. Check the SICP @980#, SITP @900#. The tbg has a cont flow when open.
Something happened down hole
with the packer assembly. Guage all the tanks. There was a gain of 4 bbis during the pump job & flowing
after the pumping stopped.
SITP- 900# SICP- 980# Discussing the next move with the office. EOC suggested to MIa snubbing unit
for total control of the well.
This is a clean and safe way to move in and out of the well. The main Fidelity office wants to go and kill
thewell with oil base mud.
Setting up the job to kill the well.
1400hrs: SITP- 940# SITP- 1050# Setting up the job to kill the well,
1500hrs: SITP- 1250# SICP- 1400# Setting up job.
1600hrs: SITP- 1290# SICP- 1400# Setting up job. Met withthe mud engineer of the drilling rig. They
will build us a 15.5# oil base mud.
1700 hrs: SITP- 1290# SICP- 1400# Secure Well, Leave 2 rig hands on the location to monitorthe
pressures.
2300hrs: SITP- 1300# SICP- 1440# Monitor pressures on the welL
SITP- 1300# SICP- 1440# Monitor pressures on the well.

PRODUCTION FACILITIES:
Work on the T packs & the separator. NU fines on the tanks.

COMMENTS:

On
Location:

People- 6
Monument, Roustabouts, EOC

Date : _ _5/1/2012 _i_$cgvity:_ Other Rig Name: Days :14

Daily Report Summary :

Daily Report Detail: SITP- 1300# SICP- 1440# Monitor pressures on thewell.
1200 hrs. SITP- 1310# SICP- 1450# MI& set a 500bbls frac master. Transfer 10.4# CACL water from a
400bbis tank to the
500bbis tank.Cont to order out equip and prep to kill the well.
1700 hrs: SITP- 1310# SICP- 1450# Secure Well. Leave 2 rig hands on the location to monitor the
pressures.
Cont to order out equip for the next day.
2400hrs: SITP- 1310# SICP- 1450# Monitor pressures on the welL
0600hrs. (5-2-2012) SlTP- 1310# SICP- 1450# Monitor pressures on the well.
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RECEIVED: Jun. 04, 2012

Sundry Number: 26384 API Well Number: 43019500120000Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, LJT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/2/2012 Activity: KillWell Rig Name: Days :15
Daily Report Summary :

Daily Report Detail: SITP- 1310# SICP- 1450# Monitor pressures on thewell.
Hold Safety meeting &discuss job.0800hrs: SlTP- 1310# SICP- 1450# MIFlowback manifold& lines.
NU flowback manifold & lines to the well&rig manifold. MI310 bbis of 15.8ppg inverted mud from the
drillingrig.
Test the manifolds &lines to4000#. Good test all the way around. Prep to pump the 15.8# mud. Follow
the kill sheet example.
Begin pumping the mud into the well in reverse. Down the csg &up the tbg. Pumping @2.0 bpm @
1750#. Holding the tbg@1450#
with a adjustable choke on the manifold.Returning the 11.6#water into a 400 bbls vertical tank.Holding
the tbg @1300#, 185 bbis of
15.8# mud away. Csg dropped to 100# pump press @2.0bpm. Dropped the rate to 1.5bpm, still holding
1100# back press on the tbg.
Cont to pump & displace the hole with 15.8# inverted mud. Pumped 248 bbls of 15.8ppg mud, the hole
holds 234bbls of mud. Loss of 14 bbls.
Mud to the surface in the tbg. Switch the returns to the rig tank. Circ the hole, Pump press- 550# @
1.5bpm, return press- 50# wide open
choke to the rig tank.
SD the pump. Check for flow. Tbg- flowing a 3/4" stream of mud, open csg and it floweda 2" stream. Si
csg, open tbg to rig tank, tbg still
flowing a 3/4" stream of mud. Check returns for wt, returns weigh out @11.4ppg. Returned 1,5 bbis in 15
min. I
Circ the hole for 30 minwith 15.8ppg mud. Check wt on returns in 20 min @15.8ppg mud.
Check for flow.Tbg flowing 1" steam, csg flowing2" steam.

SI we!I @1730hrs, check for BU. 1800hrs: SITP- 25# SICP- 50#, 30 min SI. Leave wellSI over night.
Secure Well / SDFN / Travel
Pumped 248 bbis of 15.8ppg mud, saved 234 bbis of 11.6 ppg water w/ additives.

PRODUCTION FACILITIES:
Work on theT packs & the separator. NUlines on the tanks.

COMMENTS:

On
Location:

People- 10
Monument,Roustabouts, EOC
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1750#. Holding the tbg@1450#
with a adjustable choke on the manifold.Returning the 11.6#water into a 400 bbls vertical tank.Holding
the tbg @1300#, 185 bbis of
15.8# mud away. Csg dropped to 100# pump press @2.0bpm. Dropped the rate to 1.5bpm, still holding
1100# back press on the tbg.
Cont to pump & displace the hole with 15.8# inverted mud. Pumped 248 bbls of 15.8ppg mud, the hole
holds 234bbls of mud. Loss of 14 bbls.
Mud to the surface in the tbg. Switch the returns to the rig tank. Circ the hole, Pump press- 550# @
1.5bpm, return press- 50# wide open
choke to the rig tank.
SD the pump. Check for flow. Tbg- flowing a 3/4" stream of mud, open csg and it floweda 2" stream. Si
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flowing a 3/4" stream of mud. Check returns for wt, returns weigh out @11.4ppg. Returned 1,5 bbis in 15
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Circ the hole for 30 minwith 15.8ppg mud. Check wt on returns in 20 min @15.8ppg mud.
Check for flow.Tbg flowing 1" steam, csg flowing2" steam.

SI we!I @1730hrs, check for BU. 1800hrs: SITP- 25# SICP- 50#, 30 min SI. Leave wellSI over night.
Secure Well / SDFN / Travel
Pumped 248 bbis of 15.8ppg mud, saved 234 bbis of 11.6 ppg water w/ additives.

PRODUCTION FACILITIES:
Work on theT packs & the separator. NUlines on the tanks.

COMMENTS:

On
Location:

People- 10
Monument,Roustabouts, EOC
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RECEIVED: Jun. 04, 2012

Sundry Number: 26384 API Well Number: 43019500120000Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, IJT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date: 5/3/2012 | Activity: Circulate Rig Name:
__________[

Da : (Ï
Daily Report Summary :

Daily Report De ail: Crew Travel
Hold Safety meeting & discuss job. 0700hrs: SlTP- Slight Vac SICP- 5# Open & equalize tbg & csg.
NO flowon thewell. Prep to TOOH w/ lbg,
TOOH w/ circ string. Fill the annulus during the TOOH.LD circ assembly.
PU Baker L-10 retrieving head, 6' 2 7/8" 6.5# N-80 EUE 8rd pup, 2 7/8" profilenipple (2.313" ID ) w/
2,313' retrievable flow
through plug in place, 216 jnts of 2 7/8" 6.5# L-80 EUE Brd tbg, (1) 10'X 2 7/8" 6.5# N-80 pup, (1) 6'X 2
7/8" 6.5# N-80 pup &
(1) 2 7/8" 6.5# L-80 EUE Brd jntof tbg. TIH 10 stds, filltbgw/15.8ppg mud, cont TIH. TIH 15 stds, filltbg
w/ 15.8ppg mud, cont TlH.
TlH 20 more stds of tbg, filltbg w/ 15.8ppg mud, cont to TIH.TlH20 stds of tbg,fill tbgw/15.8ppg mud,
cont toTlH.
TIH 20 more stds of tbg, filltbg wl 15.8ppg mud, cont to TIH. TlH23 stds (1) single, (1) 6'X 2 7/8" N-80
pup &(1) 10'X 2 7/8" N-80 pup, fill tbgw/15.8ppg mud
Tag up on the packer @6926'. PU 3', prep the circ the hole down the tbg up the csg.
Circ the hole for 3 hrs with 15.8ppg mud @1.5 bpm @550#. Check wt in &out, mud @14.8ppg in & out.
The mud seems to be aerated and il lightened the mud by 1 point. No gain in the mud volume. SO pump.
Lower the retrievinghead onto the packer, latch up to the packer. Set 30,000# on the packer, PU and pull
15,000# over.
The head is latched on and sealed. Set 20,000# of string wton the packer. SI well.
Secure Well / SDFN / Travel

PRODUCTION FACILITIES:
Work on the T packs & the separator. NUlines on the tanks.

COMMENTS:

On
Location:

People- 10
Monument, Baker, Roustabouts, EOC
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Circ the hole for 3 hrs with 15.8ppg mud @1.5 bpm @550#. Check wt in &out, mud @14.8ppg in & out.
The mud seems to be aerated and il lightened the mud by 1 point. No gain in the mud volume. SO pump.
Lower the retrievinghead onto the packer, latch up to the packer. Set 30,000# on the packer, PU and pull
15,000# over.
The head is latched on and sealed. Set 20,000# of string wton the packer. SI well.
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PRODUCTION FACILITIES:
Work on the T packs & the separator. NUlines on the tanks.
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RECEIVED: Jun. 04, 2012

Sundry Number: 26384 API Well Number: 43019500120000Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

a 5Ï4Ïi(iÌ2 ÃcÑviÏ: RfHTools Rig Name: Days:17
Daily Report Summary :

Daily Report Detail: Crew Travel
Hold Safety meeting & discuss job. 0700hrs: SlTP- 30# SICP- 0#
MIRU Pheonix slickline truck.
PU gauge ring (2.347'), RIH & tag FTP in place @6918', ROOH w/gauge ring.
PU slickline retrieving tool. RIH to pick FTP. Pressured up on the plug with 400# pressure. Unable to latch
onto the plug.
Bleed off the 400#of pressure, try to latch onto plug. Finally latched onto plug. Pressure up on the tbgto
400#.
Tryto pick the plug, unable to remove the plug from the Xnipple. Release the pressure form the tbg. Work
to release plug.
Plug released, ROOH w/ plug.
LD plug from well. Prep to run the next plug. Repair the running tool, the tool won't engage. Tool repaired
and made up w/ 2 set of jars.
RIH W/ plug the plug assembly to set in the profile in the pkr. We are unable to set a plug in the XN, the
pump out plug still may be in place.
Working plug throughthe profile in the tbg. It took18 min towork throughthis profile. RIH to the profile in
the Hornet pkr.
Work the plug through the profile in the pkr. Work it back up through the profileand down back into it to
set the plug.
The mud in the packer is giving us fits, it is restricting theplug movement. Set plug & ROOH.
Tools on the surface. The plug didn't set, it's still on the tool.Inspection of the plug showed that the pins
were barely touched.
SiCP- 0# SITP- 0# We need to apply more weight to the string. Ordered out more wt bars & iubricator
for Inthe morning,
Secure Well / SDFN / Travel

PRODUCTION FACILITIES:
Workon the T packs & the separator. NU lines on the tanks.

COMMENTS:

On
Location:

People- 15
Monument, Baker, Pheonics, Roustabouts, EOC
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Tools on the surface. The plug didn't set, it's still on the tool.Inspection of the plug showed that the pins
were barely touched.
SiCP- 0# SITP- 0# We need to apply more weight to the string. Ordered out more wt bars & iubricator
for Inthe morning,
Secure Well / SDFN / Travel

PRODUCTION FACILITIES:
Workon the T packs & the separator. NU lines on the tanks.

COMMENTS:

On
Location:

People- 15
Monument, Baker, Pheonics, Roustabouts, EOC
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RECEIVED: Jun. 04, 2012

Sundry Number: 26384 API Well Number: 43019500120000Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

SeclTwp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/5/2012 Activity: Set Packer Rig Name: | Days :18

Daily Report Summary :

Daily Report Detail: Crew Travel
Hold Safety meeting &discuss job. 0700hrs: SITP- 0# SICP- 0#
Prep to test the annulus & Packer.
Pump into the annulus to test the packer. Pump @250# increments, stopping each time to check for leak
off.
Stop @ 1000# for 5 min, stable press of 1000#, no leak off. Cont to pump up to 4000# W/ 250#
increments.
Stop pumping @4000# on the annulus, hold test for 15 min, Good test on the annulus of 4000#. Bleed off
to 0#.
WOO
Received orders from Fidelity togo with thedisplacement plan. Release from packer, PU 2'. Prep to
Displace the mud out w/ 11.6# water.
Begin displacing the mud from the well. Reverse circ, down the csg & up the tbg.Monitoring flow &
pressures while pumping.
Pumping @2 bpm @ 750#, 11.6#inhibited water. Hole volume- 234 bbls. 100bbls away: 1.5 bpm, Pump
Press- 1275#, Return- 10#
150 bbls away: 1.5 bpm, Pump Press- 1650#, Return- 10#, 200 bbis away: 1.2 bpm, Pump Press- 1675#,
245 bbls away: 1.7 bpm @ 750#.
11.6# water to the surface. Slight flow, FTP- 5# SICP- 0# Set down & latch onto the packer with the L-10
retrieving head. RU slickline.
Hauling off 15,8# mud to the drilling rig. Pumped 255 bbls water, returned 235 bbis mud. 12.5 bbls 11.6#
pumped in addition. 7.5 bbls of 11.6# tost.
RIH w/ plug for the profilein the packer assembly, RIHw/wt bars & 2 jars. Set the plug in the profilein the
packer. Try jar off of the plug.
Jarring toget off of the plug.
Unable to jar off of the plug. Drop a cutter and cut the line at the rope socket. ROOH.PU fishing tool, RIH
& fish cutter, ROOHw/ cutter
LD cutter &tools. RD slickline. SI well. Ready to fish setting head in the morning. S1TP- 0# SICP- 0#
Secure Well / SDFN / Travel
PRODUCTION FACILITIES:
Work on the T packs & the separator, NU lines on the tanks.

COMMENTS:

On
Location:

People- 15
Monument, Baker, Pheonics, Roustabouts, EOC
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RECEIVED: Jun. 04, 2012

Sundry Number: 26384 API Well Number: 43019500120000Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/6/2012 | Activity: Fishing Rig Name: Days :19

Daily Report Summary :

Daily Report Detail: Crew Travel
Hold Safety meeting & discuss job. 0700hrs: SITP- 0# SICP- 0#
Prep to fish the setting tools.
RUWL truck. ( Rocky Mtn).
RIH with i 3/8" fishing tool&hydraulicjars & sinker bars on a braided line. Tag fish & catch @6886'. PU
&jar on fish. Release fish, ROOH to see what is
recovered, OOH with tools. Recovered the sinker bars. The jars and setting tool are still on the plug. Prep
to fish the rest of the tools.
Run #2: RIH w/1 3/8" fishing tool, 2 1/8" hydraulic jars & 1 3/4" sinker bars, run on braided line. Latch
onto fish and gained wt. ROOH w/ fish.
Tools at the surface. Retrieved all the jars and setting tools.
Pressure test the tbg &plug to 2100#, held pressure for 15 min, no response on the csg. Bleed off
pressure. RD wireline & release.
ND washington head, NU 5000# annular. Hang hanger &pup for test. Test annulur to 4000#, good test.
Pull pup &hanger. RU Baker cap string unit.
Cap string, Tbg & BHA,TIH as follows: L-10 head, 6'X 2 7/8" 6.5# N-80 EUE 8rd pup, 2 7/8" ported sub
for cap string, 6'X 2 7/8" 6.5# N-80 EUE 8rd pup,
2 7/8" Xnipple ( 2.313" ID ),215jnts of 2 7/8" 6.5# L-80 EUE Brd tbg w/ (1) 10'X 2 7/8;; 6.5# N-80 pup, (1)
8' X 2 7/8" 6.5# N-80pup,
(1) 6'X 2/7/8" 6,5# N-80 pup, (1) 2' X 2 7/8" 6.5# N-80 pup, (1) 2 7/8" 6.5# L-80 EUE 8rd jnt, Cameron
tbg hanger, tie in Baker cap string.
Latch onto the packer, Ld the tbg w/ hanger in the tbg head w/ 24,000\bs in compression,
Lock in the hanger, SI well.
Secure Well / SDFN / Travel

PRODUCTION FACILITIES:
Work on theT packs &the separator. NU lines on the tanks.

COMMENTS:

On
Location:

People- 18
Monument, Baker, Baker Cap, Cameron, Pheonics, RMWS, Roustabouts, EOC
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RECEIVED: Jun. 04, 2012

Sundry Number: 26384 API Well Number: 43019500120000Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

SeclTwp/Rge: 18 I 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, IJT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/7/2012 Activity: ND BOP | Rig Name: Days :20

Daily Report Summary :

Daily Report Detail: Crew Travel
|Hold Safety meeting &discuss job. 0900hrs: SITP- 0# SICP- 0#
|ND annular from BOPs. ND all lines and equip from wellhead. ND flowback manifold& system.
Clean up area, WO Cameron.
Cameron on location. ND Bops from well. PU 10,000# wellhead tree and NU to wellhead. Attach a 1/4"
high press line from hanger to tree bowl.
Line rating: 1/4", 10,000#, 3' long.The linewillhave to be detatched ifthewellhead is pull.
Pressure test the tree to 8500# ( Good test ).SI well.
Secure Well / SDFN / Travel

PRODUCTIONFACILITIES:
Work on the T packs & the separator. NU lines on the tanks.

COMMENTS:
Tree has a 1/4" line that connect the cap string through the tree. The line is 3' long and needs to be
disconnected
when tree is removed from the tbghead.
On
Location:

People- 11
Monument,Cameron, Roustabouts, EOC
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Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/7/2012 Activity: ND BOP | Rig Name: Days :20

Daily Report Summary :

Daily Report Detail: Crew Travel
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RECEIVED: Jun. 04, 2012

Sundry Number: 26384 API Well Number: 43019500120000Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oll: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/8/2012 ) Activity: RDMO Rig Rig Name: Days :21

Daily Report Summary :

Daily Report Detail: Hold Safety meeting & discuss job. 0800hrs: SITP- 0# SICP- 0#
RD Monument rig #21, Move equip on location to the edge of location. Move BOP & Annular to the drilling
rig.
Prep well for flowtest.
Secure Well / SDFN / Travel

There are 13 jnts of new 2 7/8" 6.5# L-80 EUE 8rd tbg stored on locationfrom the 229 original jnts.

PRODUCTION FACILITIES:
Work on the T packs & the separator. NU lines on the tanks. Tie in lines on the tanks in the ditch.

COMMENTS:
Tree has a 1/4" line that connect the cap string through the tree. The line is 3' long and needs to be
disconnected
when tree is removed from the tbg head,
On
Location:

People- 14
Monument, Tucker, Roustabouts, EOC

Date : 5/9/2012 Activity: Other Rig Name: Days :22
Daily Report Summary :

Daily Report Detail: OPERATIONS COVERING 24 HOURS - ENDING AT 06:00 HRS

Crew Travel
HoldSafety meeting & discuss job. 0800hrs: SITP- 0# SICP- 0#
Order out equip and crews to flowtest well.
Prep to flowtest well.
Secure Well / SDFN / Travel
Last report tillSunday the 5/13/2012.

There are 13 jnts of new 2 7/8" 6.5# L-80 EUE 8rd tbg stored on location from the 229 original jnts.
Date_:_ 5/13/ 12 Activity: Other Rig Name: Days:28
Daily Report Summary :

Daily Report Detail:
Crew Travel
Hold Safety meeting & discuss job. 0800hrs:
Order out equip and crews to flowlest well.
Rd lines on the 26-2. Prep equip to be moved to the 18-1.
NUhotoiler and press test production lines (Good ).
Secure Well / SDFN / Travel

There are 13 jnts of new 2 7/8" 6.5# L-80 EUE 8rd tbg stored on location from the 229 original jnts.
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RECEIVED: Jun. 04, 2012

Sundry Number: 26384 API Well Number: 43019500120000Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/16/2012 Activity: Fishing Rig Name: Days :29

Daily Report Summary :

Daily Report Detail: Travel
SITP- 0# SlCP- 0# Hold Safety meeting.
Discuss and prep to fish tools from the well.
Talk to contacts about different ways to approach the problem.
See about availability of equip.
Secure Well / SDFN / Travel

Fish: Cable head- 1.875", jars, weight bars, (2) spang jars, plug catch, plug. 2.125" OD X 33' Long OA.¯Date
: | 5/17/2012 Activity: Fishing Rig Name: Days 30

Daily Report Summary :

Daily Report Detail: Travel
SITP- 0# SICP- 0# HoldSafety meeting.
Discuss and prep to fish toolsfrom the well.
Order out all the equip needed to fish the tools. Order coil, crane and fishingtools.
Prep for fishing.
Secure Well / SDFN / Travel

Fish: Cable head- 1.875", jars, weight bars, (2) spang jars, plug catch, plug. 2.125' OD 93' Long OA,
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RECEIVED: Jun. 04, 2012

Sundry Number: 26384 API Well Number: 43019500120000Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #; 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Cornpletion County , St.: GRAND, LJT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/18/2012 Activity: Fishing Rig Name: Days :þ1

Daily Report Summary :

Daily Report Detail: Travel
SITP- 0# SICP- 40# Hold Safety meeting & discuss job. MIcrane, MItrucks.Move&spot rig pump &
tank, spot flowtest manifold.
NU to wellhead, manifold,pump &tank.WO coil unit
MICTS coil unit w/ 1 .750" coil. Spot unit &crane. RU coil unit, RU 50' lubricator.RU on wellhead.
Miwelder toweld on the disconnect. Weld on the disconnect to the 1.750" coil. Wrap the weld and allow
the weld to cool in an
enclosed environment. Weld cooled in ihr & 35mins. Fighting high winds.
Pull test weld to 40,000Ibs. ( Good test ).Build fishing toolassembly. NU to coil BOPs.
Fill the coil w/ 11.6ppg CACL water ( 35 bbis ).Pressure test coil, lines & BOPs to 4000#. ( Good test )
Start in hole w/ tools & 1.750 coil. Run tools as follows: OS (0.74')w/ 1,875" grapple, EXT ( 2.00'), Top
Sub (0.95'), XO Sub (0.19'),Circulating sub (1.09'),
Disconnect ( 1.53'), Yankee ( 2.2'), Jars ( 5.67'), Flapper sub ( 1.06'), Coll Connector ( 0.22'), 1.75" coil.
Circ the hole during the TIH.
Tag up on the fish @6886' CM. Set 6000Ibs on fish, PU to 10,000lbs over, good connect, set off jars.
Press well to 1500#. Pull and set
off jars again @15,000\bs over, Release the press to 750#. Pull and set jars off again @18,000Ibs over.
Release press on well to 0#.
Pull up a 4th time and set off jars @12,000tbs over. The string is free and moving up hole. Circ the hole
full during the TOOH,
Tools on the surface. The grapple stayed on the fish and pulled out of the OS. NU new OS and replacing
the grapple w/ 1.875" grapple.
TlH w/ new grapple & bowl. Run same fishing assembly, Latch onto fish. Jar down the fish to sheer the
catch toolfromthe plug.
PU the tools offof the plug, toolsmoving up hole. The tools are dragging as theymove up hole. Cont to
TOOHw/coil& toolstring.
Tools on the surface. The catch released from the plug, retrieved all of the braided line tools.The grapple
that was pulled from the ist OS is missing
and is still in the hole. Ordered out a magnet to fish the grapple from the topof the plug. WO magnet.
Magnet on location, NU magnet, TlHas follows:2.250" magnet, ported sub, XO, coil.Tag on topof the
plug 3 times, ease out of hole w/ magnet and debris.
Magnet on the surface. Debris on the magnet consists of very small fillings,there are no large pieces of
metal. NU wash nozzle & prep to run.
Cont fishing operations.

On Location:
CTS, Sterling, Monument, MVCI, Piceance, Welder, Pheonix,FEPC, EOC.
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Miwelder toweld on the disconnect. Weld on the disconnect to the 1.750" coil. Wrap the weld and allow
the weld to cool in an
enclosed environment. Weld cooled in ihr & 35mins. Fighting high winds.
Pull test weld to 40,000Ibs. ( Good test ).Build fishing toolassembly. NU to coil BOPs.
Fill the coil w/ 11.6ppg CACL water ( 35 bbis ).Pressure test coil, lines & BOPs to 4000#. ( Good test )
Start in hole w/ tools & 1.750 coil. Run tools as follows: OS (0.74')w/ 1,875" grapple, EXT ( 2.00'), Top
Sub (0.95'), XO Sub (0.19'),Circulating sub (1.09'),
Disconnect ( 1.53'), Yankee ( 2.2'), Jars ( 5.67'), Flapper sub ( 1.06'), Coll Connector ( 0.22'), 1.75" coil.
Circ the hole during the TIH.
Tag up on the fish @6886' CM. Set 6000Ibs on fish, PU to 10,000lbs over, good connect, set off jars.
Press well to 1500#. Pull and set
off jars again @15,000\bs over, Release the press to 750#. Pull and set jars off again @18,000Ibs over.
Release press on well to 0#.
Pull up a 4th time and set off jars @12,000tbs over. The string is free and moving up hole. Circ the hole
full during the TOOH,
Tools on the surface. The grapple stayed on the fish and pulled out of the OS. NU new OS and replacing
the grapple w/ 1.875" grapple.
TlH w/ new grapple & bowl. Run same fishing assembly, Latch onto fish. Jar down the fish to sheer the
catch toolfromthe plug.
PU the tools offof the plug, toolsmoving up hole. The tools are dragging as theymove up hole. Cont to
TOOHw/coil& toolstring.
Tools on the surface. The catch released from the plug, retrieved all of the braided line tools.The grapple
that was pulled from the ist OS is missing
and is still in the hole. Ordered out a magnet to fish the grapple from the topof the plug. WO magnet.
Magnet on location, NU magnet, TlHas follows:2.250" magnet, ported sub, XO, coil.Tag on topof the
plug 3 times, ease out of hole w/ magnet and debris.
Magnet on the surface. Debris on the magnet consists of very small fillings,there are no large pieces of
metal. NU wash nozzle & prep to run.
Cont fishing operations.

On Location:
CTS, Sterling, Monument, MVCI, Piceance, Welder, Pheonix,FEPC, EOC.
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RECEIVED: Jun. 04, 2012

Sundry Number: 26384 API Well Number: 43019500120000Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : | 5/19/2012 Activity: Fishing Rig Name: Days :32
Daily Report Summary :

Daily Report Detail: SITP- 0# SICP- 220# NU wash nozzle w/ ported sub. RIH as follows: 1.5" wash nozzle, ported sub,
disconnect, coil.
TlH to pug @6926', circ hole full during the TlH, tag up. Increase pump rate to 3500#@ 1bpm.
Pumped 2 bottoms up. TOOHw/ nozzle, cont to pump @3500# @1 bpm.
ND nozzle, NU new RTcatch for the plug down hole. Run RT without the equlizer prong. There is still a
concern about the grapple left in the hole.
TIH w/ RT catch to retrieve the plug. Circ hole during TlH. Tag plug @6907' CM.Latch into the plug. Pull
10,0001bs over.
Try to pressure up the wellto 1500#, unable to hold the pressure after kicking out the pump. The pressure
seems to be bleeding off down hole.
Pull into the plug 10,000\bs over, set off the jars, pull into plug 35,000lbs. 3rd time the plug released.
TOOH with toolstring. Inspection of tools on the surface indicates that the plug in the profile nipple is
retrieved and on the surface.
NU coil back to the wellhead. Pump on the pump out plug to release it. Pressured up to 3800# before the
pluggive way.
Pump 10 bbis of treated 11.6ppg water throughthe re-entry guide, checking if it is clear. Pumped @0.75
bpm @2800#. Csg good @300#.
SI and monitor press on the tbg.15min reading SITP- 2100# SICP- 300#
RD part of the coll's lubricator, prep to evacute coil. Evacuate the coil withN2, drain to rig tank.
RD coil unit, RD crane.
SITP- 1650# SICP- 200# Release all equip on location Cont to monitorpressures through out the night.
SITP- 1600# SICP- 170# Cont to monitor pressures throughout the night.
SITP- 1600# SICP- 160# Cont to monítorpressures.

Date : 5/20/2012 Activity: Flow Test Rig Name: Days :33
Daily Report Summary :

Daily Report Detail: SITP- 1600# SICP- 160# Monitor pressures
SITP- 1400# SICP- 150#
Begin Flowtesting well. Open the well at the flowtest maanifold on a 10/64" choke. Change chokes as
needed to bringwell on.
FTP- 50# SICP- 320# Daily Hrs- 4 hrs, Choke- 24/64" Fluids last hr: Water- 7.50 bbis Oil- 0 bbis
Mud- Obbis Gas- show
Totals: Water- 40.8 bbis Oil- 0 bbls Mud- show Gas- show
Just started to see drilling mud in the samples.
FTP- 350# SICP- 390# Daily Hrs- 9 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oil- 0 bbls Mud-
30.42 bbis Gas- show
Totals: Water- 40.8 bbls Oil- 0 bbis Mud- 57.13 Gas- show
Cont to flowtest well.
Gas cut fluids, the levels in the tankwill change once we start going throughthe flowtest equip. The gas
will break out of the fluids & the
FTP- 160# SICP- 400# Daily Hrs- 16 hrs, Choke- 26/64" Fluids last hr: Water- 0 bbls Oil- 0 bbis Mud-
15.83 bbis Gas- show
Totals: Water- 40.8 bbis Oll- 0 bbis Mud- 239.22 bbls Gas- show
Cont to flowtest welt
FTP- 420# SICP- 400# Daily Hrs- 21 hrs, Choke- 10/64" Fluids last hr: Water- 0 bbis Oil- 0 bbis Mud-
0 bbis Gas- show
Totals: Water- 40.8 bbis Oil- 0 bbls Mud- 240.89 bbis Gas- show
Cont to flowtest well.
Started to see oil in the mud@0130 hrs. Started to go through the flowtest units @ 0300 hrs. Trying to
fine ou the unit and flow.
The majority of the fluids produced at thistime is drilling mud.
See flowtest report.

SUMMARY:
Daily Totats- Hrs- 21 hrs, Chokes- varitable, Fluids: Water- 40.8 bbls Oil- 0 bbis / trace Mud- 240.89
Gas- show Chemicals- 0 gats
Totals: Days- 1, Hrs- 21 hrs, Fluids- Water- 40.8 bbis Oil- 0 bbis / trace Mud- 240.89 Gas- show / mcf
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SUMMARY:
Daily Totats- Hrs- 21 hrs, Chokes- varitable, Fluids: Water- 40.8 bbls Oil- 0 bbis / trace Mud- 240.89
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RECEIVED: Jun. 04, 2012

Sundry Number: 26384 API Well Number: 43019500120000Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oll: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5121/2012 Activity: ow Test Rig Name: Days :34

Daily Report Summary :

Daily Report Detail: FTP- 420# SICP- 400# Choke- 10/64" Daily Fluids: Water- 40.8 bbis ,
Oil- Trace/ bbis Mud-

240.89 bbis Chemicals- 0 gals
Days- 1 day
Con to flowtest well.
FTP- 630# SICP- 405# LP- 341# Daily Hrs- 7 hrs, Choke- 10/64" Fluids last hr: Water- 0 bbls Oil- 0
bbis Mud- 0 bbis Gas- 48 mcfld
Flowline Temp- 700F, Daily Totals- Water- 0 bbis, Oil- 0 bbls, Mud-Trace/bbis Filling flowtest equip with
fluids.
Cont to flowtest well.
FTP- 590# SICP- 400# LP- 336# Daily Hrs- 12 hrs, Choke- 10/64" Fluids last hr: Water- 0 bbis Oit-
11.45 bbis Mud- trace/bbis Gas- 48 mcfld
Flowline Temp- 800F Daily Totals: Water- 0 bbis Oil- 78.01 bbis Mud-trace/bbis
Cont to flowtest well.

FTP- 500# SICP- 495# Daily Hrs- 19 hrs, Choke- 11/64" Fluids last hr: Water- 0 bbis Oil- 10.42 bbis
Mud- Trace/ bb\s Gas- 48 mcf/d
Flowline Temp- 63oF Daily Totals: Water- 0 bb1s Oil- 150.43 bbls Mud- Tracel bbls
Cont to flowtest well.
FTP- 500# SICP- 390# LP- 330# Daily Hrs- 24 hrs, Choke- 11/64" Fluids last br: Water- 0 bbis Oil-
9.90 bbis Mud- trace/ bbis Gas- 24 mcfld
Flowline Temp- 63oF Daily Totals: Water- 0 bbis Oit- 197.92 bb1s Mud- Tracel bbls
Cont to flowtest welL
Oil is a dark oil with a green tint.
The oil has traces of drilling mud in it. Chemeical pump pumped 22.5 gais to filland test cap string.
See flowtest report.

SUMMARY:
Daily Totals- Hrs- 24 hrs, Chokes- 10/64" & 11/64", Fluids: Water- 0 bbls Oil- 197.92 bbis, Mud-
trace/bbis Gas- 90 mcf/d Chemicals- 22.5 gals
Totals: Days- 2, Hrs- 45 hrs, Fluids- Water- 40.8 bbis Oil- 197.92 bbis I trace Mud- 240.89 Gas- 90
mcf
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FTP- 590# SICP- 400# LP- 336# Daily Hrs- 12 hrs, Choke- 10/64" Fluids last hr: Water- 0 bbis Oit-
11.45 bbis Mud- trace/bbis Gas- 48 mcfld
Flowline Temp- 800F Daily Totals: Water- 0 bbis Oil- 78.01 bbis Mud-trace/bbis
Cont to flowtest well.

FTP- 500# SICP- 495# Daily Hrs- 19 hrs, Choke- 11/64" Fluids last hr: Water- 0 bbis Oil- 10.42 bbis
Mud- Trace/ bb\s Gas- 48 mcf/d
Flowline Temp- 63oF Daily Totals: Water- 0 bb1s Oil- 150.43 bbls Mud- Tracel bbls
Cont to flowtest well.
FTP- 500# SICP- 390# LP- 330# Daily Hrs- 24 hrs, Choke- 11/64" Fluids last br: Water- 0 bbis Oil-
9.90 bbis Mud- trace/ bbis Gas- 24 mcfld
Flowline Temp- 63oF Daily Totals: Water- 0 bbis Oit- 197.92 bb1s Mud- Tracel bbls
Cont to flowtest welL
Oil is a dark oil with a green tint.
The oil has traces of drilling mud in it. Chemeical pump pumped 22.5 gais to filland test cap string.
See flowtest report.

SUMMARY:
Daily Totals- Hrs- 24 hrs, Chokes- 10/64" & 11/64", Fluids: Water- 0 bbls Oil- 197.92 bbis, Mud-
trace/bbis Gas- 90 mcf/d Chemicals- 22.5 gals
Totals: Days- 2, Hrs- 45 hrs, Fluids- Water- 40.8 bbis Oil- 197.92 bbis I trace Mud- 240.89 Gas- 90
mcf
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Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oll: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5121/2012 Activity: ow Test Rig Name: Days :34

Daily Report Summary :
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Flowline Temp- 63oF Daily Totals: Water- 0 bbis Oit- 197.92 bb1s Mud- Tracel bbls
Cont to flowtest welL
Oil is a dark oil with a green tint.
The oil has traces of drilling mud in it. Chemeical pump pumped 22.5 gais to filland test cap string.
See flowtest report.

SUMMARY:
Daily Totals- Hrs- 24 hrs, Chokes- 10/64" & 11/64", Fluids: Water- 0 bbls Oil- 197.92 bbis, Mud-
trace/bbis Gas- 90 mcf/d Chemicals- 22.5 gals
Totals: Days- 2, Hrs- 45 hrs, Fluids- Water- 40.8 bbis Oil- 197.92 bbis I trace Mud- 240.89 Gas- 90
mcf
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RECEIVED: Jun. 04, 2012

Sundry Number: 26384 API Well Number: 43019500120000Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/22/2012 Activity: Flow Test Rig Name: Days :35

Daily Report Summary :

Daily Report Detail: FTP- 500# SICP- 390# L- 330# Choke- 10/64" &11/64" Daily Fluids: Water- 0 bbis ,
Oil- 197.92/

bbis Mud- Trace/ bbis Chemicals- 22.5 gals
Days- 1 day
Con to flowlest well.
FTP- 500# SICP- 380# LP- 333# Daily Hrs- 7 hrs, Choke- 11/64" Fluids last hr: Water- 0 bbis Oil-
9,90 bbis Mud- 0 bbis Gas- 96 mcf/d
Flowline Temp- 79oF, Daily Totals- Water- 0 bbls, Oil- 68.76 bbls, Mud- Trace/bbls
Cont to flowtest welL
FTP- 350# SICP- 380# LP- 200# Daily Hrs- 12 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbls Oll-
9.38 bbls Mud- trace/ bbls Gas- 96 mcf/d
Flowline Temp- 74oF Daily Totais: Water- 0 bbis Oil- 127.08 bbls Mud- trace/bb1s
Cont to flowlestwell.
Pump up the chem pump, cap string is doing well. Pumped a totalof 26.25 gals in the string, Max pump
press was 1400#, SD pump.
FTP- 220# SICP- 365# LP- 204Daily Hrs- 19 hrs, Choke- 24/64" Fluids fast hr: Water- 0 bbis Oil-
10.96 bbis Mud- Trace/ bbis Gas- 120 mcf/d
Flowline Temp- 62oF Daily Totals: Water- 0 bbis Oll- 212.01 bbis Mud-Trace/ bbis
Cont to flowtest well.
FTP- 220# SICP- 365# LP- 204# Daily Hrs- 24 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbls Oil-
4.17 bbis Mud- trace/ bbis Gas- 120 mcf/d
Flowline Temp- 57oF Daily Totals: Water- 0 bbis Oil- 260.98 bbis Mud-Trace/ bbis
Cont to flowtest well.
Oil is a dark oil witha green tint.
The oil has tracesof drilling mud in it. Chemeical pump pumped 26.25 gals to filland test cap string.
See flowlest report.
Trying to unload the well for better flow.
SUMMARY:
Daily Totats- Hrs- 24 hrs, Chokes- 11/64" & 24/64", Fluids: Water- 0 bbis Oil- 260.98 bb1s, Mud-
trace/bbls Gas- 116 mcf/d Chemicals- 3.75 gals
Totals: Days- 3, Hrs- 69 hrs, Fluids- Water-40.8 bbls Oil-458.9 bbls / trace Mud- 240.89 Gas- 206
mcf
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RECEIVED: Jun. 04, 2012

Sundry Number: 26384 API Well Number: 43019500120000Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/23/2012 Activity: Flow Test | Rig Name Days 36
Daily Report Summary :

Daily Report Detail: FTP- 220# SICP- 365# LP- 204# Choke- 24/64" Daily Fluids: Water- 0 bbis ,
Oil- 260.98 bbis

Mud-Trace/ bbls Chemicals- 3.75 gals
Days- 3 day
Con to flowtestwell.
FTP- 210# SICP- 360# LP- 200# Daily Hrs- 7 hrs, Choke- 24/64" Fluids last br: Water- 3.33 bbis Oil-
8.85 bbis Mud- 0 bbis Gas- 96 mcf/d
Flowline Temp- 64oF, Daily Totals- Water- 3.33 bbis, Oil- 75.52 bbls, Mud- Trace/bbis
Cont to flowtest well.
FTP- 200# SICP- 350# LP- 200# Daily Hrs- 12 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oil-
12.5 bbls Mud- trace/ bbis Gas- 120mcfld
Flowline Temp- 74oF Daily Totals: Water- 3.33 bbis Oil- 125.52 bbis Mud- tracelbbis
Cont to flowtest well.
Chemical pump SD,
FTP- 150# SICP- 335# LP- 129 Daily Hrs- 19 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oil-
5.21 bbls Mud- Trace/ bbis Gas- 120 mcf/d
Flowline Temp- 51oF Daily Totals: Water- 3.33 bbis Oil- 200.01 bbis Mud- Trace/ bbis
Cont to flowtest well.
FTP- 150# SICP- 330# LP- 130# Daily Hrs- 24 hrs, Choke- 24/64" Fluids fast hr: Water- 0 bbis Oil-
10.42 bbis Mud- tracel bbis Gas- 120 mcf/d
Flowline Temp- 53oF Daily Totals: Water- 9.17 bbis Oll- 254.20 bbis Mud- Trace/ bbis
Cont to flowtest well.
Oil is a dark oil with a green tint.
The oil has traces of drillingmud in it. Chemicals pump pumped 26,25 gals to fill and test cap string.
See flowtest report.
Trying to unload the well for better flow.
SUMMARY:
Daily Totals- Hrs- 24 hrs, Chokes- 24/64", Fluids: Water- 9.17 bbis Oil- 254.20 bbis, Mud- trace/bbis
Gas- 129 mcf/d Chemicals- 0 gals
Totals: Days- 4, Hrs- 93 hrs, Fluids- Water- 49.97 bbis Oll- 713.10 bbis / trace Mud- 240.89 Gas- 335
mcf
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The oil has traces of drillingmud in it. Chemicals pump pumped 26,25 gals to fill and test cap string.
See flowtest report.
Trying to unload the well for better flow.
SUMMARY:
Daily Totals- Hrs- 24 hrs, Chokes- 24/64", Fluids: Water- 9.17 bbis Oil- 254.20 bbis, Mud- trace/bbis
Gas- 129 mcf/d Chemicals- 0 gals
Totals: Days- 4, Hrs- 93 hrs, Fluids- Water- 49.97 bbis Oll- 713.10 bbis / trace Mud- 240.89 Gas- 335
mcf
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RECEIVED: Jun. 04, 2012

Sundry Number: 26384 API Well Number: 43019500120000Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/24/2012 Activity: Flow Test Rig Name: Days :37

Daily Report Summary :

Daily Report Detail: FTP- 150# SICP- 330# LP- 130# Choke- 24/64" Daily Fluids: Water- 9.17 bbls ,
Oil- 254.20 bbis

Mud- Tracel bbis Chemicals-0 gals
Days- 5 day
Con to flowtest well.
FTP- 150# SICP- 330# LP- 129# Daily Hrs- 7 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oil-
9.38 bbls Mud- 0 bbis Gas- 120 mcfld
Flowline Temp- 63oF, Daily Totals- Water- 0 bbis, Oil- 70.85 bbis, Mud-Trace/bbis
Cont to flowtestwell.
FTP- 150# SICP- 330# LP- 126# Daily Hrs- 12 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oil-
10.42 bbis Mud-trace/bbis Gas- 96mcf/d
Flowline Temp- 72oF Daily Totals: Water- 0 bbis Oil- 122.95 bbis Mud- trace/bbis
Cont to flowtest well
Chemical pump SD.
FTP- 150# SICP- 330# LP- 129 Daily Hrs- 19 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oil-
8.33 bbis Mud-Tracel bbls Gas- 96 mcfld
Flowline Temp- 600F Daily Totals: Water- 0 bbls Oil- 193.80 bbis Mud- Trace/ bb1s
Cont to flowtest well.
FTP- 150# SICP- 325# LP- 128# Daily Hrs- 24 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oil-
9.90 bbls Mud- trace/bbis Gas- 96 mcf/d
Flowline Temp- 670F Daily Totals: Water- 4.16 bbls Oil- 237.57 bbls Mud- Tracel bbls
Cont to flowlestwell.
Oil is a dark oil with a green tint.
The oil has traces of drilling mud in it. Chemicals pump pumped 26.25 gals to fill and test cap string.
See flowtest report.
Trying to unload the wellfor better flow.
SUMMARY:
Daily Totals- Hrs- 24 hrs, Chokes- 24/64", Fluids: Water- 4.16 bbis Oil- 237.57 bbis, Mud- trace/bbis
Gas- 123 mcf/d Chemicals- Ogals
Totals: Days- 5, Hrs- 117 hrs, Fluids- Water- 54.13 bbis Oll- 950.67 bbis / trace Mud- 240.89 Gas-
458 mcf

On Location:
MVCI, EOC,
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RECEIVED: Jun. 04, 2012

Sundry Number: 26384 API Well Number: 43019500120000Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/25/2012 Activity: flowtest | Rig Name: | Days :|38

Daily Report Summary
Daily Report Detail: FTP- 150# SICP- 325# LP- 128# Choke- 24/64" Daily Fluids: Water- 4.16 bbis ,

Oll- 237.57 bbls
Mud- Trace/ bbls Chemicals- O gals
Days- 6 day
Con to flowtest well.
FTP- 150# SICP- 320# LP- 129# Daily Hrs- 7 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oil-
8.85 bbis Mud- 0 bbis Gas- 120 mcf/d
Flowline Temp- 76oF, Daily Totals- Water- 0 bbis, Oil- 70.32 bbis, Mud- Trace/bbis
Cont to flowlest well.
FTP- 150# SICP- 320# LP- 130# Daily Hrs- 12 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oil-
11.98 bbls Mud- trace/ bbis Gas- 120mcf/d
Flowline Temp- 71oF Chemical-

.63 gals/hr. Daily Totals: Water- 0 bbis Oil- 115.62 bbis Mud-
trace/bbis
Cont to flowtest well.
Chemical pumping @ .31 gals/hr.
FTP- 150# SICP- 320# LP- 122 Daily Hrs- 19 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbls Oil-
11.46 bbis Mud- Trace/ bbis Gas- 96 mcf/d
Flowline Temp- 64oF Chem-

.31 gals/hr. Daily Totals: Water- 5.42 bbls Oil- 186.46 bbis Mud- Trace/
bbls
Cont to flowtestwell.
FTP- 150# SICP- 320# LP- 122# Daily Hrs- 24 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oll-
10.42 bbis Mud- tracel bble Gas- 120 mcf/d
Flowline Temp- 61oF Chem-

.31 gals/hr. Daily Totals: Water- 5.42 bbis Oil- 235.43 bbis Mud- Trace/
bbis
Cont to flowtest welL
Oil is a dark oil with a green tint.
The oil has traces of drilling mud in it. Chemicals is on @0.31 gals/hr, there has been no change after
turning pump on. This oil is different than the other wells.
See flowtest report.
Trying to unload the well for better flow.
SUMMARY:
Daily Totals- Hrs- 24 hrs, Chokes- 24/64", Fluids: Water- 5.42 bbls Oil- 235.43 bbls, Mud- trace/bbis
Gas- 113 mcfld Chemicals- 3.8 gals
Totals: Days- 6, Hrs- 141 hrs, Fluids- Water- 59.55 bbis Oil- 1186.10 bbis / trace Mud- 240.89 Gas-
571 mcf

On Location:
MVCI, EOC,
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FTP- 150# SICP- 320# LP- 122 Daily Hrs- 19 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbls Oil-
11.46 bbis Mud- Trace/ bbis Gas- 96 mcf/d
Flowline Temp- 64oF Chem-

.31 gals/hr. Daily Totals: Water- 5.42 bbls Oil- 186.46 bbis Mud- Trace/
bbls
Cont to flowtestwell.
FTP- 150# SICP- 320# LP- 122# Daily Hrs- 24 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oll-
10.42 bbis Mud- tracel bble Gas- 120 mcf/d
Flowline Temp- 61oF Chem-

.31 gals/hr. Daily Totals: Water- 5.42 bbis Oil- 235.43 bbis Mud- Trace/
bbis
Cont to flowtest welL
Oil is a dark oil with a green tint.
The oil has traces of drilling mud in it. Chemicals is on @0.31 gals/hr, there has been no change after
turning pump on. This oil is different than the other wells.
See flowtest report.
Trying to unload the well for better flow.
SUMMARY:
Daily Totals- Hrs- 24 hrs, Chokes- 24/64", Fluids: Water- 5.42 bbls Oil- 235.43 bbls, Mud- trace/bbis
Gas- 113 mcfld Chemicals- 3.8 gals
Totals: Days- 6, Hrs- 141 hrs, Fluids- Water- 59.55 bbis Oil- 1186.10 bbis / trace Mud- 240.89 Gas-
571 mcf

On Location:
MVCI, EOC,
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RECEIVED: Jun. 04, 2012

Sundry Number: 26384 API Well Number: 43019500120000Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oll: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : | 5/26/2012 Activity: Flow Test | Rig Name: Days :39

Daily Report Summary :

Daily Report Detail: FTP- 150# SICP- 320# LP- 122# Choke- 24/64" Daily Fluids: Water- 5.42 bbis ,
Oll- 235.43 bbis

Mud- Trace/ bbis Chemicals- 3.8 gals
Days- 7 day
Con to flowtestwell.
FTP- 150# SICP- 320# LP- 121# Daily Hrs- 7 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oil-
10.42 bbis Mud- 0 bbis Gas- 96 mcf/d
Flowline Temp- 66oF, Daily Totals- Water- 5.42 bbis, Oil- 64.07 bbis, Mud- Trace/bbis
Cont to flowtest well.
FTP- 150# SICP- 315# LP- 1328# Daily Hrs- 12 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbls Oil-
10.42 bbis Mud- trace/bbis Gas- 96mcf/d
Flowline Temp- 62oF Chemical-.31 gals/hr. Daily Totals: Water- 5.42 bbis Oil- 113.56 bbls Mud-
trace/bbis
Cont to flowlestwell.
Chemical pumping @ .31 gals/hr.
FTP- 150# SICP- 310# LP- 126 Daily Hrs- 19 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oil-
4.17 bbis Mud-Trace/ bbis Gas- 120 mcf/d
Flowline Temp- 54oF Chem-

.31 gals/hr. Daily Totals: Water- 5.42 bbls Oil-174.5bbis Mud- Trace/
bbis
Cont to flowlest well.
FTP- 150# SICP- 310# LP- 127# Daily Hrs- 24 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oll-
13,54 bbis Mud- tracel bbls Gas- 96 mcf/d
Flowline Temp- 53oF Chem- Ogals/hr. Daily Totals: Water- 5.42 bbis Oll- 222.41 bbis Mud- Trace/
bbis
Cont to flowtest we!I.
Oilis a dark oil with a green tint
The oil has tracesof drillingmud in it. Chemicals is on @0.31 gals/hr, therehas been no change after
turning pump on. This oil is different than the other wells.
See flowtest report.
Trying to unload the well for better flow.
SUMMARY:
Daily Totals- Hrs- 24 hrs, Chokes- 24/64", Fluids: Water- 5.42 bbis Oil- 222.41 bbis, Mud- trace/bbis
Gas- 107 mcf/d Chemicals- 8.8 gals,
Totals: Days- 7, Hrs- 165 hrs, Fluids- Water- 64.97 bbis Oil- 1408.51 bbis / trace Mud-240.89 Gas-
678 mcf

On Location:
MVCI, EOC.
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Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oll: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : | 5/26/2012 Activity: Flow Test | Rig Name: Days :39

Daily Report Summary :
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10.42 bbis Mud- 0 bbis Gas- 96 mcf/d
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10.42 bbis Mud- trace/bbis Gas- 96mcf/d
Flowline Temp- 62oF Chemical-.31 gals/hr. Daily Totals: Water- 5.42 bbis Oil- 113.56 bbls Mud-
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Flowline Temp- 54oF Chem-
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Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:
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Date : | 5/26/2012 Activity: Flow Test | Rig Name: Days :39

Daily Report Summary :

Daily Report Detail: FTP- 150# SICP- 320# LP- 122# Choke- 24/64" Daily Fluids: Water- 5.42 bbis ,
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FTP- 150# SICP- 310# LP- 126 Daily Hrs- 19 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oil-
4.17 bbis Mud-Trace/ bbis Gas- 120 mcf/d
Flowline Temp- 54oF Chem-

.31 gals/hr. Daily Totals: Water- 5.42 bbls Oil-174.5bbis Mud- Trace/
bbis
Cont to flowlest well.
FTP- 150# SICP- 310# LP- 127# Daily Hrs- 24 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oll-
13,54 bbis Mud- tracel bbls Gas- 96 mcf/d
Flowline Temp- 53oF Chem- Ogals/hr. Daily Totals: Water- 5.42 bbis Oll- 222.41 bbis Mud- Trace/
bbis
Cont to flowtest we!I.
Oilis a dark oil with a green tint
The oil has tracesof drillingmud in it. Chemicals is on @0.31 gals/hr, therehas been no change after
turning pump on. This oil is different than the other wells.
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Trying to unload the well for better flow.
SUMMARY:
Daily Totals- Hrs- 24 hrs, Chokes- 24/64", Fluids: Water- 5.42 bbis Oil- 222.41 bbis, Mud- trace/bbis
Gas- 107 mcf/d Chemicals- 8.8 gals,
Totals: Days- 7, Hrs- 165 hrs, Fluids- Water- 64.97 bbis Oil- 1408.51 bbis / trace Mud-240.89 Gas-
678 mcf

On Location:
MVCI, EOC.
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RECEIVED: Jun. 04, 2012

Sundry Number: 26384 API Well Number: 43019500120000Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date: 5/27/2012 Activity: FLOW TST | Rig Name: Days:40
Daily Report Summary :

Daily Report Detail: FTP- 150# SICP- 310# LP- 127# Choke- 24/64" Daily Fluids: Water- 5.42 bbls ,
Oil- 222.41 bbis

Mud- Tracel bbls Chemicals- 8.8 gals
Days- 8 day
Con to flowtest well.
FTP- 140# SICP- 310# LP- 120# Oaily Hrs- 7 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oil-
9.38 bbis Mud- Trace/ bbis Gas- 96 mcf/d, Sales- 282 bbis
Flowline Temp- 63oF, Daily Totals- Water- 10.86 bbls, Oil- 58.35 bbis, Mud- Trace/bbis
Cont to flowlest well.
FTP- 160# SICP- 310# LP- 118# Daily Hrs- 12 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oil-
9.9 bbls Mud- trace/ bbis Gas- 96mcfld
Flowline Temp- 64oF Chemical-

.66 gais/hr. Daily Totals: Water- 10.86 bbis Oil- 105.75 bbls Mud-
trace/bbis Sales- 282 bbis
Cont to flowlest well.
Chemical pumping @ .66 gais/hr.
FTP- 150# SICP- 320# LP- 127# Daily Hrs- 19 hrs, Choke- 24/64" Fluids last hr: Water-0 bbls Oll-
13.02bbis Mud- Tracel bbis Gas- 168 mcf/d
Flowline Temp- 56oF Chem-

.66 gals/hr. Daily Totals: Water- 10.86 bbis Oil- 180.40bbls Mud- Trace/
bbis
Cont to flowtest well.
FTP- 200# SICP- 315# LP- 125# Daily Hrs- 24 hrs, Choke- 24/64" Fluids last hr: Water- 1,25 bbis
Oil- 6.25 bbis Mud- trace/ bbis Gas- 120 mcf/d
Flowline Temp- 53oF Chem- Ogals/hr. Daily Totals: Water- 12.08 bbls Oil- 217.90 bbis Mud- Trace/
bbis
Cont to flowtest well.
Oil is a dark oil with a green tint.
The oil has traces of drilling mud in it. Chemicals is on @0.31 gats/hr, there has been no change after
tuming pump on. This oil is differentthan the other wells.
See flowlest report
Trying to unload thewell for better flow.
SUMMARY:
Daily Totats- Hrs- 24 hrs, Chokes- 24/64", Fluids: Water- 12.08 bbis Oil- 217.9 bbis, Mud- trace/bbis
Gas- 108 mcfld Chemicals- 19.4 gals, Sales- 282 bbls
Totals: Days- 8, Hrs- 189 hrs, Fluids- Water- 77.05 bbis Oil- 1626.41 bbis I trace Mud- 240.89 Gas-
678 mcf, Sales- 282 bbis

On Location:
MVCI, EOC,
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Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date: 5/27/2012 Activity: FLOW TST | Rig Name: Days:40
Daily Report Summary :

Daily Report Detail: FTP- 150# SICP- 310# LP- 127# Choke- 24/64" Daily Fluids: Water- 5.42 bbls ,
Oil- 222.41 bbis

Mud- Tracel bbls Chemicals- 8.8 gals
Days- 8 day
Con to flowtest well.
FTP- 140# SICP- 310# LP- 120# Oaily Hrs- 7 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oil-
9.38 bbis Mud- Trace/ bbis Gas- 96 mcf/d, Sales- 282 bbis
Flowline Temp- 63oF, Daily Totals- Water- 10.86 bbls, Oil- 58.35 bbis, Mud- Trace/bbis
Cont to flowlest well.
FTP- 160# SICP- 310# LP- 118# Daily Hrs- 12 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oil-
9.9 bbls Mud- trace/ bbis Gas- 96mcfld
Flowline Temp- 64oF Chemical-

.66 gais/hr. Daily Totals: Water- 10.86 bbis Oil- 105.75 bbls Mud-
trace/bbis Sales- 282 bbis
Cont to flowlest well.
Chemical pumping @ .66 gais/hr.
FTP- 150# SICP- 320# LP- 127# Daily Hrs- 19 hrs, Choke- 24/64" Fluids last hr: Water-0 bbls Oll-
13.02bbis Mud- Tracel bbis Gas- 168 mcf/d
Flowline Temp- 56oF Chem-

.66 gals/hr. Daily Totals: Water- 10.86 bbis Oil- 180.40bbls Mud- Trace/
bbis
Cont to flowtest well.
FTP- 200# SICP- 315# LP- 125# Daily Hrs- 24 hrs, Choke- 24/64" Fluids last hr: Water- 1,25 bbis
Oil- 6.25 bbis Mud- trace/ bbis Gas- 120 mcf/d
Flowline Temp- 53oF Chem- Ogals/hr. Daily Totals: Water- 12.08 bbls Oil- 217.90 bbis Mud- Trace/
bbis
Cont to flowtest well.
Oil is a dark oil with a green tint.
The oil has traces of drilling mud in it. Chemicals is on @0.31 gats/hr, there has been no change after
tuming pump on. This oil is differentthan the other wells.
See flowlest report
Trying to unload thewell for better flow.
SUMMARY:
Daily Totats- Hrs- 24 hrs, Chokes- 24/64", Fluids: Water- 12.08 bbis Oil- 217.9 bbis, Mud- trace/bbis
Gas- 108 mcfld Chemicals- 19.4 gals, Sales- 282 bbls
Totals: Days- 8, Hrs- 189 hrs, Fluids- Water- 77.05 bbis Oil- 1626.41 bbis I trace Mud- 240.89 Gas-
678 mcf, Sales- 282 bbis

On Location:
MVCI, EOC,
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The oil has traces of drilling mud in it. Chemicals is on @0.31 gats/hr, there has been no change after
tuming pump on. This oil is differentthan the other wells.
See flowlest report
Trying to unload thewell for better flow.
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On Location:
MVCI, EOC,
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Sundry Number: 26384 API Well Number: 43019500120000
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Sec/Twp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date: 5/27/2012 Activity: FLOW TST | Rig Name: Days:40
Daily Report Summary :

Daily Report Detail: FTP- 150# SICP- 310# LP- 127# Choke- 24/64" Daily Fluids: Water- 5.42 bbls ,
Oil- 222.41 bbis

Mud- Tracel bbls Chemicals- 8.8 gals
Days- 8 day
Con to flowtest well.
FTP- 140# SICP- 310# LP- 120# Oaily Hrs- 7 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oil-
9.38 bbis Mud- Trace/ bbis Gas- 96 mcf/d, Sales- 282 bbis
Flowline Temp- 63oF, Daily Totals- Water- 10.86 bbls, Oil- 58.35 bbis, Mud- Trace/bbis
Cont to flowlest well.
FTP- 160# SICP- 310# LP- 118# Daily Hrs- 12 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oil-
9.9 bbls Mud- trace/ bbis Gas- 96mcfld
Flowline Temp- 64oF Chemical-

.66 gais/hr. Daily Totals: Water- 10.86 bbis Oil- 105.75 bbls Mud-
trace/bbis Sales- 282 bbis
Cont to flowlest well.
Chemical pumping @ .66 gais/hr.
FTP- 150# SICP- 320# LP- 127# Daily Hrs- 19 hrs, Choke- 24/64" Fluids last hr: Water-0 bbls Oll-
13.02bbis Mud- Tracel bbis Gas- 168 mcf/d
Flowline Temp- 56oF Chem-

.66 gals/hr. Daily Totals: Water- 10.86 bbis Oil- 180.40bbls Mud- Trace/
bbis
Cont to flowtest well.
FTP- 200# SICP- 315# LP- 125# Daily Hrs- 24 hrs, Choke- 24/64" Fluids last hr: Water- 1,25 bbis
Oil- 6.25 bbis Mud- trace/ bbis Gas- 120 mcf/d
Flowline Temp- 53oF Chem- Ogals/hr. Daily Totals: Water- 12.08 bbls Oil- 217.90 bbis Mud- Trace/
bbis
Cont to flowtest well.
Oil is a dark oil with a green tint.
The oil has traces of drilling mud in it. Chemicals is on @0.31 gats/hr, there has been no change after
tuming pump on. This oil is differentthan the other wells.
See flowlest report
Trying to unload thewell for better flow.
SUMMARY:
Daily Totats- Hrs- 24 hrs, Chokes- 24/64", Fluids: Water- 12.08 bbis Oil- 217.9 bbis, Mud- trace/bbis
Gas- 108 mcfld Chemicals- 19.4 gals, Sales- 282 bbls
Totals: Days- 8, Hrs- 189 hrs, Fluids- Water- 77.05 bbis Oil- 1626.41 bbis I trace Mud- 240.89 Gas-
678 mcf, Sales- 282 bbis

On Location:
MVCI, EOC,
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RECEIVED: Jun. 04, 2012

Sundry Number: 26384 API Well Number: 43019500120000Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

SeclTwp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/28/20Ì2 Äctivity:FLOW TST Rig Name: Days :41

Daily Report Summary :

Daily Report Detail: FTP- 200# SICP- 315# LP- 125# Choke- 24/64" Daily Fluids: Water- 12.08 bbis ,
Oil- 217.90 bbis

Mud- Trace/ bbis Chemicals- 19.4 gals
Days- 9 day
Con to flowtest well.
FTP- 200# SICP- 315# LP- 122# Daily Hrs- 7 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbls Oil-
2.60 bbis Mud- 0 bbis Gas- 48 mcf/d, Sales- 289 bbis
Flowline Temp- 64oF, Daily Totals- Water- 6.25 bbis, Oil- 55.15 bbis, Mud- Trace/bbis
Cont to flowtestwell.
FTP- 210# SICP- 310# LP- 127# Daily Hrs- 12 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oil-
6.77 bbis Mud- trace/bbis Gas- 72mcf/d
Flowline Temp-70oF Chemical- 1.33 gals/hr. Daily Totals: Water- 6.25 bbis Oil- 102.55 bbis Mud-
trace/bbls
Cont to flowtest well.
Chemical pumping @ 1.33 gals/hr.
FTP- 220# SICP- 315# LP- 129# Daily Hrs- 19 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oil-
8.33bbls Mud- Trace/ bbis Gas- 72 mcf/d
Flowline Temp- 590F Chem- 1.33 gals/hr. Daily Totals: Water- 6.25 bbls Oil- 164.14bbls Mud- Trace/
bbis
Cont to flowtestwell.
FTP- 240# SICP- 315# LP- 126# Daily Hrs- 24 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oll-
9.38 bbis Mud- trace/bbls Gas- 120 mcf/d
Flowline Temp- 58oF Chem- 1.33gals/hr. Daily Totals: Water- 6.25 bbls Oil- 205.29 bbls Mud- Trace/
bbis
Cont to flowtest well.
Oil is a dark oil with a green tint.
The oil has traces of drilling mud in it. Chemicals is on @1.33 gals/hr, there has been no change after
turning pump on. This oil is different than the other wells.
See flowlest report.
Trying to unload the well for better flow.
SUMMARY:
Daily Totals- Hrs- 24 hrs, Chokes- 24/64", Fluids: Water- 6.25 bbls Oil- 205.29 bbis, Mud- trace/bbis
Gas- 101 mcf/d Chemicals- 31.9 gals, 289 bbls
Totals: Days- 9, Hrs- 213 hrs, Fluids- Water- 83.30 bbls Oil- 1827.05bbis I trace Mud- 240.89 Gas-
779 mcf, Sales- 571 bbis

On Location:
MVC1,EOC.
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Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

SeclTwp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/28/20Ì2 Äctivity:FLOW TST Rig Name: Days :41

Daily Report Summary :

Daily Report Detail: FTP- 200# SICP- 315# LP- 125# Choke- 24/64" Daily Fluids: Water- 12.08 bbis ,
Oil- 217.90 bbis

Mud- Trace/ bbis Chemicals- 19.4 gals
Days- 9 day
Con to flowtest well.
FTP- 200# SICP- 315# LP- 122# Daily Hrs- 7 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbls Oil-
2.60 bbis Mud- 0 bbis Gas- 48 mcf/d, Sales- 289 bbis
Flowline Temp- 64oF, Daily Totals- Water- 6.25 bbis, Oil- 55.15 bbis, Mud- Trace/bbis
Cont to flowtestwell.
FTP- 210# SICP- 310# LP- 127# Daily Hrs- 12 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oil-
6.77 bbis Mud- trace/bbis Gas- 72mcf/d
Flowline Temp-70oF Chemical- 1.33 gals/hr. Daily Totals: Water- 6.25 bbis Oil- 102.55 bbis Mud-
trace/bbls
Cont to flowtest well.
Chemical pumping @ 1.33 gals/hr.
FTP- 220# SICP- 315# LP- 129# Daily Hrs- 19 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oil-
8.33bbls Mud- Trace/ bbis Gas- 72 mcf/d
Flowline Temp- 590F Chem- 1.33 gals/hr. Daily Totals: Water- 6.25 bbls Oil- 164.14bbls Mud- Trace/
bbis
Cont to flowtestwell.
FTP- 240# SICP- 315# LP- 126# Daily Hrs- 24 hrs, Choke- 24/64" Fluids last hr: Water- 0 bbis Oll-
9.38 bbis Mud- trace/bbls Gas- 120 mcf/d
Flowline Temp- 58oF Chem- 1.33gals/hr. Daily Totals: Water- 6.25 bbls Oil- 205.29 bbls Mud- Trace/
bbis
Cont to flowtest well.
Oil is a dark oil with a green tint.
The oil has traces of drilling mud in it. Chemicals is on @1.33 gals/hr, there has been no change after
turning pump on. This oil is different than the other wells.
See flowlest report.
Trying to unload the well for better flow.
SUMMARY:
Daily Totals- Hrs- 24 hrs, Chokes- 24/64", Fluids: Water- 6.25 bbls Oil- 205.29 bbis, Mud- trace/bbis
Gas- 101 mcf/d Chemicals- 31.9 gals, 289 bbls
Totals: Days- 9, Hrs- 213 hrs, Fluids- Water- 83.30 bbls Oil- 1827.05bbis I trace Mud- 240.89 Gas-
779 mcf, Sales- 571 bbis

On Location:
MVC1,EOC.

Page 21 of 23 Powered by Production Access 6/4/2012 09:40
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RECEIVED: Jun. 04, 2012

Sundry Number: 26384 API Well Number: 43019500120000Sundry Number: 26384 API Well Number: 43019500120000

Well Name : Cane Creek 18-1
Prospect: Cane Creek AFE #: 110344

SeclTwp/Rge: 18 / 26S / 20E Operator: Fidelity E&P
API #: 43-019-50012 Field: Cane Creek Supervisor:

Work Type: Completion County , St.: GRAND, UT Phone:
Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 5/29/2012 Activity: FLOW TST Rig Name: Days :42

Daily Report Summary :

Daily Report Detail: FTP- 240# SlCP- 315# LP- 126# Choke- 24/64" Daily Fluids: Water- 6.25 bbis ,
Oil- 205.29 bbis

Mud-Trace/ bbis Chemicals- 31.9 gals O
Days- 10 dayO
Con to flowtest well.O
FTP- 140# SICP- 310# LP- 114# Daily Hrs- 7 hrs, Choke- 48/64" Fluids last br: Water- 0 bbis Oil-
9.38 bbis Mud- Trace/ bbis Gas- 120 mcfld, Sales- 218 bbisO
Flowline Temp- 68oF, Daily Totals- Water- 0 bbis, Oil- 73.87 bbIs, Mud-Trace/bbls O
Cont to flowtest well. O
FTP- 130# SICP- 305# LP- 126# Daily Hrs- 12 hrs, Choke- 48/64" Fluids last hr: Water- 0 bbis Oil-
10.42 bbis Mud- trace/ bbis Gas- 96mcf/dO
Flowline Temp- 68oF Chemical- 0.44 gals/hr. Daily Totals: Water- 0.83 bbis Oil-111,23 bbis Mud-
trace/bbls O
Cont to flowtestwell. O
Chemical pumping @0.44 gals/hr.0
FTP- 140# SICP- 300# LP- 122# Daily Hrs- 19 hrs, Choke- 48/64" Fluids last hr: Water- 0 bbis Oil-
9.90bbls Mud- Trace/ bbis Gas- 120 mcf/dO
Flowline Temp- 590F Chem- 0.44 gals/hr. Daily Totals: Water- 0.83 bbls Oil- 178.44bbis Mud-Trace/
bbis O
Cont to flowtest well. O
FTP- 140# SICP- 300# LP- 123# Daily Hrs- 24 hrs, Choke- 48/64" Fluids last hr: Water- 0 bbis Oil-
8.85 bbis Mud- trace/ bbls Gas- 96 mcf/dO
Flowline Temp- 61oF Chem- 0.44gats/hr. Daily Totals: Water- 0.83 bbis Oil- 222.70 bbis Mud- Tracel
bbis O
Cont to flowlest well. O
Oli is a dark oil with a green tintn
The oil has traces of drillingmud in it. Chemicals is on @ 0.44 gals/hr, therehas been no change after
turning pump on. Pumping @ .04 gals/bbisO
See flowlest report.O
Trying to unload the well for better flow.D
SUMMARY:O
Daily Totals- Hrs- 24 hrs, Chokes- 24/64" &48/64",Fluids: Water- 0.83 bbls, Oil- 222.70 bbis, Mud-
trace/bbis, Gas- 112 mcf/d, Chemicals- 10.6 gais, Sales 289 bbisO
Totals: Days- 10, Hrs- 237 hrs, Fluids- Water- 83.30 bbis Oil- 2049.75bbis / trace Mud-240.89 Gas-
779 mcf, Sales- 789 bbisO
O
O
On Location:O
MVCI, EOC.
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RECEIVED: Jun. 04, 2012

Sundry Number: 26384 API Well Number: 43019500120000Sundry Number: 26384 API Well Number: 43019500120000
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CONFllENTIAL
STATE OF UTAH AMENDED REPORT FORM 8

DEPARTMENT OF NATURALRESOURCES (highlight changes)
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU53626
6. IF INDIAN,ALLOTTEEOR TRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A
1a. TYPE OF WELL:

LL
ESLL DRY OTHER 7. UNITor CA AGREEMENT NAME

Cane Creek Unit
b. TYPE OF WORK: 8. WELL NAMEand NUMBER:

EWL HOR I. EP-
NTRY

EFSFŸR.
OTHER Cane Creek Unit 18-1

2. NAMEOF OPERATOR: 9. API NUMBER
Fidelity Exploration and Production Company 4301950012

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT

2585 Heartland drive CITY Sheridan STATE WY ZIP 82801 (307) 675-4924 Cane Creek
4. LOCATIONOF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:
AT SURFACE 721' FNL 766' FEL

NENE 18 26S 20E
AT P PRDEDUCINGN5TER3VAFLREL1ROTED BELOW:

12.GCOUNTdY 13. STATE
UTAH

14. DATE SPUDDED: 15. DATET.D. REACHED: 16. DATE COMPLETED: 17. ELEVATIONS(DF, RKB, RT, GL):
2/3/2012 5/9/2012 5/22/2012 ABANDONED READYTOPRODUCE 5996 GL

18. TOTAL DEPTH: MD 9,272 19. PLUG BACKT.D.: MD 20. IF MULTIPLECOMPLETIONS, HOW MANY?* 21. DEPTH BRIDGE MD
PLUG SET:

TVD 7.692 TVD TVD

22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submit copy of each) 23.

WAS WELL CORED? NO YES (Submit analysis)See attached list
WAS DST RUNT NO YES (Submit report)

DIRECTIONALSURVEY7 NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE S1ZE SIZEIGRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGE CEMHENTER CNE NF
S

CKES VOLSUMRE
BL) CEMENT TOP ** AMOUNT PULLED

24 20
.025" 0 82 Redi rg: 4 Surface

17.5 13.3¾ J/55 68 0 930 Poz 469 173 Surface
Type ill 200 52 Surface

12.25 9.625 HCB 47 0 4,238 Poz 674 262 Surface
Poz 200 51 Surface

8.5 7 HCB 32 0 8,118 Classg 481 62 2700
25. TUBING RECORD

.

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2.875 6,926
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM(TVD) INTERVAL(Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) Cane Creek 8,118 9,272 7,706 7,693 open Squeezed

(B) Open Squeezed

(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

29. ENCLOSED ATTACHMENTS: . 30. WELL STATUS:

O ELECTRICAL/MECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY

SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

RFCFIVFD
(5/2000) (CONTINUED ON BACK) JUL0 3 2012

DIV.OF OIL,GAS&

CONFllENTIAL
STATE OF UTAH AMENDED REPORT FORM 8

DEPARTMENT OF NATURALRESOURCES (highlight changes)
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU53626
6. IF INDIAN,ALLOTTEEOR TRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A
1a. TYPE OF WELL:

LL
ESLL DRY OTHER 7. UNITor CA AGREEMENT NAME

Cane Creek Unit
b. TYPE OF WORK: 8. WELL NAMEand NUMBER:

EWL HOR I. EP-
NTRY

EFSFŸR.
OTHER Cane Creek Unit 18-1

2. NAMEOF OPERATOR: 9. API NUMBER
Fidelity Exploration and Production Company 4301950012

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT

2585 Heartland drive CITY Sheridan STATE WY ZIP 82801 (307) 675-4924 Cane Creek
4. LOCATIONOF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:
AT SURFACE 721' FNL 766' FEL

NENE 18 26S 20E
AT P PRDEDUCINGN5TER3VAFLREL1ROTED BELOW:

12.GCOUNTdY 13. STATE
UTAH

14. DATE SPUDDED: 15. DATET.D. REACHED: 16. DATE COMPLETED: 17. ELEVATIONS(DF, RKB, RT, GL):
2/3/2012 5/9/2012 5/22/2012 ABANDONED READYTOPRODUCE 5996 GL

18. TOTAL DEPTH: MD 9,272 19. PLUG BACKT.D.: MD 20. IF MULTIPLECOMPLETIONS, HOW MANY?* 21. DEPTH BRIDGE MD
PLUG SET:

TVD 7.692 TVD TVD

22. TYPE ELECTRIC AND OTHER MECHANICALLOGS RUN (Submit copy of each) 23.

WAS WELL CORED? NO YES (Submit analysis)See attached list
WAS DST RUNT NO YES (Submit report)

DIRECTIONALSURVEY7 NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE S1ZE SIZEIGRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGE CEMHENTER CNE NF
S

CKES VOLSUMRE
BL) CEMENT TOP ** AMOUNT PULLED

24 20
.025" 0 82 Redi rg: 4 Surface

17.5 13.3¾ J/55 68 0 930 Poz 469 173 Surface
Type ill 200 52 Surface

12.25 9.625 HCB 47 0 4,238 Poz 674 262 Surface
Poz 200 51 Surface

8.5 7 HCB 32 0 8,118 Classg 481 62 2700
25. TUBING RECORD

.

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2.875 6,926
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM(TVD) INTERVAL(Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS
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(C) Open Squeezed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.
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SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

RFCFIVFD
(5/2000) (CONTINUED ON BACK) JUL0 3 2012

DIV.OF OIL,GAS&



31. INITIAL PRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER- BBL: PROD. METHOD:

5/22/2012 5/23/2012 24 RATES: 254 133 9 Flowing
CHOKE SIZE: TBG PRESS. CSG PRESS API GRAVlTY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

24 200 340 43.00 1 RATES: 254 133 9
INTERVALB (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

RATES: ->

CHOKE SIZE: TBG. PRESS. CSG PRESS. API GRAVITY BTU- GAS GAS/OfL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTi:RVALSTATUS:
RATES:

INTERVAL C (As shown In item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES: ->

CHOKE SIZE: TBG PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RAT10 24 HR PRODUCTION 01L- BBL: GAS - MCF: WATER - BBL: 1NTERVALSTATUS:
RATES:

INTERVALD (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

RATES: --A

CHOKE SIZE: TBG. PRESS. CSG. PRESS. PI GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTlON OIL - BBL: GAS - MCF: WATER- BBL: INTERVALSTATUS:
RATES: ->

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

Flared
33. SUMMARYOF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosily and contents thereof: Cored intervals and all drill-stem tests, including depth inteival
tested, cushion used, time tool open, flowing and shut-in pressures and recoveries.

Formation Descriptions, Conlents, etc. Name (Measu
edpDepth)

Cane Creek Shall 7,882 9,272 Organic black shale & Dolornite

35. ADDITIONALREMARKS (Include plugging procedure)

36. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records.

NAME(PLEASE T) Stephanie Masters
.

,7 TITLE Operations Technician Ill

SIGNAT RE ./ - - - .. DATE 6/25/2012

This report must be subnpitted within 30 days of
e completing or pidgging a new well • reentering a previously plugged and abandoned well
• drilling horizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
e recompleting to a different producing formation • drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from twoor more formations.

**lTEM24: Cement Top -Show how reported top(s)of cement were determined (circulated (CIR), calculated (CAL),cement bond log (CBL),temperaturesurvey (TS))

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801
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Cane Creek Unit 18-1 well logs 6/25/2012
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VBorehole Compensated sonic
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O.uad combo/Compensated neutron-Litho Density Array
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FI LITY
SuatehySRnedpe

'*i ".,°,"" A Schlumberger Company

Company: Fidelity Exploration & Production Co. Local Co-ordinate Reference: Well Cane Creek Unit#18-1
Project: Grand County, UT TVD Reference: WELL@ 6017.0usft (OriginalWell Elev)
Site: Sec 18 T26S R20E MD Reference: WELL@ 6017.0usft (OriginalWell Elev)
Well: Cane Creek Unit#18-1 North Reference: True
Wellbore: STO1 Survey Calculation Method: MinimumCurvature
Design: STO1 Database: EDM5000.1 Single User Db

Project Grand County, UT

Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCONCONUS)
Map zone: Utah Central 4302

Site Sec 18 T26S R20E

Site Position: Northing: 82,611.51 usft Latitude: 38° 32' 47.951 N
From: Lat/Long Easting: 2,501,213.50 usft Longitude: 109°44'51.968 W
Position Uncertainty: 0.0 usft Slot Radius: 13-3/16 " Grid Convergence: 1.12 °

Well Cane Creek Unit#18-1

Well Position +N/-S 0.0 usft Northing: 82,611.51 usft Latitude: 38°32'47.951 N
+El-W 0.0 usft Easting: 2,501,213.50 usft Longitude: 109°44'51.968 W

Position Uncertainty 0.0 usft Wellhead Elevation: usft Ground Level: 5,996.0 usft

Wellbore ST01

Magnetics Model Name Sample Date Declination Dip Angle Fleid Strength
(*) (*) (nT)

IGRF2010 2012/02/21 10.87 64.60 51,416

Design STO1

Audit Notes:
Version: 1.0 Phase: ACTUAL Tie On Depth: 6,833.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(usft) (usft) (usft) (*)

7,747.0 0.0 0.0 189.47

Survey Program Date 2012/04/11

From To
(usft) (usft) Survey (Wellbore) Tool Name Description

4,237.0 6,833.0 Sunrey #2 (Pilot) MWD MWD - Standard
6,919.0 7,041.0 Survey #2 (STO1) MWD MWD- Standard
7,072.0 9,272.0 Survey #3 (STO1) MWD MWD - Standard

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (•) (•) (usft) (usft) (usft) (usft) (°l100usft) (°l100usft) (°I100usft)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
4,237.0 0.00 0.00 4,237.0 0.0 0.0 0.0 0.00 0.00 0.00
4,256.0 2.37 35.83 4,256.0 0.3 0.2 -0.4 12.47 12.47 0.00
4,349.0 1.49 58.56 4,348.9 2.5 2.4 -2.9 1.24 -D.95 24.44
4,443.0 1.93 66.29 4,442.9 3.8 4.9 -4.5 0.53 0.47 8.22

4,505.0 2.11 68.39 4,504.9 4.6 6.9 -5.7 0.31 0.29 3.39
4,598.0 2.37 60.10 4,597.8 6.2 10.2 -7.8 0.45 0.28 -8.91

4,692.0 2.55 33.09 4,691.7 8.9 13.0 -10.9 1.24 0.19 -28.73

4,784.0 1.67 38.90 4,783.6 11.7 14.9 -14.0 0.98 -0.96 6.32
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Company: FidelityExploration & Production Co Local Co-ordinate Reference: Well Cane Creek Unit#18-1

Project: Grand County, UT TVD Reference: WELL@6017.0usft (OriginalWell Elev)
Site: Sec 18 T26S R20E MD Reference: WELL@6017.0usft (Original Well Elev)
Well: Cane Creek Unit#18-1 North Reference: True

Wellbore: ST01 Survey Calculation Method: MinimumCurvature
Design: STO1 Database: EDM5000.1 Single User Db

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (•) (•) (usft) (usft) (usit) (usft) ("l100usit) (°l100usft) (*Ii00usft)

4,878.0 2.02 34.76 4,877.6 14.1 16.7 -16.7 0.40 0.37 -4.40

4,971.0 0.79 349.27 4,970.6 16.1 17.6 -18.8 1.69 -1.32 -48.91

5,063.0 1.14 347.06 5,062.6 17.6 17.2 -20.2 0.38 0.38 -2.40

5,157.0 1.41 355.13 5,156.5 19.7 16.9 -22.2 0.34 0.29 8.59
5,250.0 1.67 357.33 5,249.5 22.2 16.8 -24.6 0.29 0.28 2.37
5,343.0 1.85 346.78 5,342.5 25.0 16.4 -27.3 0.40 0.19 -11.34

5,436.0 2.11 346.96 5,435.4 28.1 15.6 -30.3 0.28 0.28 0.19
5,529.0 1.32 317.06 5,528.4 30.6 14.5 -32.5 1.26 -0.85 -32.15

5,622.0 1.67 320.22 5,621.3 32.4 12.9 -34.1 0.39 0.38 3.40
5,716.0 1 85 312.60 5,715.3 34.5 10.9 -35.8 0.31 0.19 -8.11

5,809.0 1 93 309.59 5,808.2 36.5 8.6 -37.4 0.14 0.09 -3,24

5,902.0 2.20 307.27 5,901.2 38.6 6.0 -39,0 0.30 0.29 -2.49

5,996.0 0.53 199.89 5,995.1 39.2 4.4 -39.4 2.57 -1.78 -114.23

6,089.0 0.35 188.73 6,068.1 38.6 4.2 -38.7 0.21 -0.19 -12.00

6,182.0 0.35 234.41 6,181.1 38.1 3.9 -38.2 0.29 0.00 49.12
6,274.0 0.53 263.08 6,273.1 37.9 3.3 -37 9 0.30 0.20 31.16

6,367.0 0.97 243.05 6,366.1 37.5 2.2 -37.3 0.54 0.47 -21.54

6,460.0 0.97 252.94 6,459.1 36.9 0.7 -36.5 0.18 0.00 10.63
6,553.0 1.23 244.82 6,552.1 36.2 -0.9 -35.6 0.33 0.28 -6.73

6,647.0 1.49 252.71 6,646.1 35.5 -3.0 -34,5 0.34 0.28 8.39
6,739.0 2.02 247.76 6,738.0 34.5 -5.7 -33,1 0.60 0.58 -5.38

6,833.0 0.62 201.93 6,832.0 33.4 -7.4 -31.7 1.75 -1.49 -48.76

6,919.0 «1.06 215.50 6,918,0 32,3 -6.0 -30.5 0.56 0.51 15.78
6,950.0 1.76 198.06 6,949.0 31.6 -6.3 -29,8 2.62 2.26 -56.26

6,981.0 3.52 193.24 6,980.0 30.2 -8.7 -28.4 5.72 5.68 -15.55

/ 7,010.0 5.89 194 55 7,008.9 27.9 -9.3 -26,0 8.18 8.17 4.52

7,041.0 7.30 196 11 7,039.6 24.5 -10.2 -22.5 4.58 4.55 5.03
7,072.0 8.18 19776 7,070.4 20.5 -11.5 -18.3 2.93 2.64 5,32
7,103.0 9.50 200 34 7,101.0 16.0 -13.0 -13.7 4.44 4.26 8.32

I 7,195.0 21.90 195.47 7,189.3 -7.9 -20.4 11.2 12.35 12.33 -1 90
7,226.0 24.36 193.18 7,217.8 -19.7 -23.4 23.3 8.45 7.94 -7.39

7,257.0 27.17 193.17 7,245.8 -32.8 -26.5 36.7 9.06 9.06 -0.03

7,288.0 29.37 191.67 7,273.1 47.2 -29.6 Š1.4 7.46 7.10 -4,84

7,319.0 30.60 191.30 7,299.9 -62.3 -32.7 66.9 4 01 3.97 -1.19

7,350.0 32.18 191.04 7,326.4 -78.2 -35.8 83.0 5.12 5.10 -0.84

7,381.0 33.50 189.31 7,352.4 -94.7 -38.8 99.8 5.22 4.26 -5.58

7,412.0 34.38 189.93 7,378.1 -111.8 -41.7 117.1 3.05 2.84 2.00
7,444.0 35.09 190.46 7,404.4 -129.7 -44.9 135.4 2.41 2.22 1,66
7,475.0 37.28 191.31 7,429.4 -147.7 -48.4 153.7 7.25 7.06 2.74

7,506.0 40.36 189.60 7,453.6 -166,8 -51.9 173.1 10.52 9.94 -5.52

7,537.0 42.74 188.38 7,476.8 -187.1 -55.1 193.6 8.11 7.68 -3.94
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Company: FidelityExploration & Production Co Local Co-ordinate Reference: Well Cane Creek Unit#18-1

Project: Grand County, UT TVD Reference: WELL@6017.0usft (OriginalWell Elev)
Site: Sec 18 T26S R20E MD Reference: WELL@6017.0usft (Original Well Elev)
Well: Cane Creek Unit#18-1 North Reference: True

Wellbore: ST01 Survey Calculation Method: MinimumCurvature
Design: STO1 Database: EDM5000.1 Single User Db

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (•) (•) (usft) (usft) (usit) (usft) ("l100usit) (°l100usft) (*Ii00usft)

4,878.0 2.02 34.76 4,877.6 14.1 16.7 -16.7 0.40 0.37 -4.40

4,971.0 0.79 349.27 4,970.6 16.1 17.6 -18.8 1.69 -1.32 -48.91

5,063.0 1.14 347.06 5,062.6 17.6 17.2 -20.2 0.38 0.38 -2.40

5,157.0 1.41 355.13 5,156.5 19.7 16.9 -22.2 0.34 0.29 8.59
5,250.0 1.67 357.33 5,249.5 22.2 16.8 -24.6 0.29 0.28 2.37
5,343.0 1.85 346.78 5,342.5 25.0 16.4 -27.3 0.40 0.19 -11.34

5,436.0 2.11 346.96 5,435.4 28.1 15.6 -30.3 0.28 0.28 0.19
5,529.0 1.32 317.06 5,528.4 30.6 14.5 -32.5 1.26 -0.85 -32.15

5,622.0 1.67 320.22 5,621.3 32.4 12.9 -34.1 0.39 0.38 3.40
5,716.0 1 85 312.60 5,715.3 34.5 10.9 -35.8 0.31 0.19 -8.11

5,809.0 1 93 309.59 5,808.2 36.5 8.6 -37.4 0.14 0.09 -3,24

5,902.0 2.20 307.27 5,901.2 38.6 6.0 -39,0 0.30 0.29 -2.49

5,996.0 0.53 199.89 5,995.1 39.2 4.4 -39.4 2.57 -1.78 -114.23

6,089.0 0.35 188.73 6,068.1 38.6 4.2 -38.7 0.21 -0.19 -12.00

6,182.0 0.35 234.41 6,181.1 38.1 3.9 -38.2 0.29 0.00 49.12
6,274.0 0.53 263.08 6,273.1 37.9 3.3 -37 9 0.30 0.20 31.16

6,367.0 0.97 243.05 6,366.1 37.5 2.2 -37.3 0.54 0.47 -21.54

6,460.0 0.97 252.94 6,459.1 36.9 0.7 -36.5 0.18 0.00 10.63
6,553.0 1.23 244.82 6,552.1 36.2 -0.9 -35.6 0.33 0.28 -6.73

6,647.0 1.49 252.71 6,646.1 35.5 -3.0 -34,5 0.34 0.28 8.39
6,739.0 2.02 247.76 6,738.0 34.5 -5.7 -33,1 0.60 0.58 -5.38

6,833.0 0.62 201.93 6,832.0 33.4 -7.4 -31.7 1.75 -1.49 -48.76

6,919.0 «1.06 215.50 6,918,0 32,3 -6.0 -30.5 0.56 0.51 15.78
6,950.0 1.76 198.06 6,949.0 31.6 -6.3 -29,8 2.62 2.26 -56.26

6,981.0 3.52 193.24 6,980.0 30.2 -8.7 -28.4 5.72 5.68 -15.55

/ 7,010.0 5.89 194 55 7,008.9 27.9 -9.3 -26,0 8.18 8.17 4.52

7,041.0 7.30 196 11 7,039.6 24.5 -10.2 -22.5 4.58 4.55 5.03
7,072.0 8.18 19776 7,070.4 20.5 -11.5 -18.3 2.93 2.64 5,32
7,103.0 9.50 200 34 7,101.0 16.0 -13.0 -13.7 4.44 4.26 8.32

I 7,195.0 21.90 195.47 7,189.3 -7.9 -20.4 11.2 12.35 12.33 -1 90
7,226.0 24.36 193.18 7,217.8 -19.7 -23.4 23.3 8.45 7.94 -7.39

7,257.0 27.17 193.17 7,245.8 -32.8 -26.5 36.7 9.06 9.06 -0.03

7,288.0 29.37 191.67 7,273.1 47.2 -29.6 Š1.4 7.46 7.10 -4,84

7,319.0 30.60 191.30 7,299.9 -62.3 -32.7 66.9 4 01 3.97 -1.19

7,350.0 32.18 191.04 7,326.4 -78.2 -35.8 83.0 5.12 5.10 -0.84

7,381.0 33.50 189.31 7,352.4 -94.7 -38.8 99.8 5.22 4.26 -5.58

7,412.0 34.38 189.93 7,378.1 -111.8 -41.7 117.1 3.05 2.84 2.00
7,444.0 35.09 190.46 7,404.4 -129.7 -44.9 135.4 2.41 2.22 1,66
7,475.0 37.28 191.31 7,429.4 -147.7 -48.4 153.7 7.25 7.06 2.74

7,506.0 40.36 189.60 7,453.6 -166,8 -51.9 173.1 10.52 9.94 -5.52

7,537.0 42.74 188.38 7,476.8 -187.1 -55.1 193.6 8.11 7.68 -3.94
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A Schlumberger Company

Company: Fidelity Exploration &Production Co. Local Co-ordinate Reference: WellCane Creek Unit#18-1
Project: Grand County, UT TVD Reference: WELL@6017.0usft (OriginalWell Elev)
Site: Sec 18 T26S R20E MD Reference: WELL@ 6017.0usft (OriginalWell Elev)
Well: Cane Creek Unit#18-1 North Reference: True
Wellbore: STO1 Survey Calculation Method: MinimumCurvature
Design: STO1 Database: EDM5000.1 Single User Db

Survey

Measured Vertical Vertical Dogleg Bulld Turn
Depth incIlnation Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usit) (•) (•) (usft) (usft) (usit) (usft) ("l100usft) (°l100usft) ("I10Cusft)

7,568.0 45.20 187.97 7,499.1 -208.4
-58.2 215.2 7.99 7.94 -1.32

7,599.0 47.84 188.29 7,520.4 -230.7 -61.3 237.6 6.55 8.52 1.03
7,630.0 50.30 188.16 7,540.7 -253.9 -64.7 261.1 7.94 7.94 -0.42

7,681.0 53.02 187.21 7,560.0 -278.0 -67.9 285.4 9.10 8.77 -3.06

7,692.0 55.84 187.20 7,578.0 -303.0 -71.1 310.6 9.10 9.10 -0.03

7,723.0 58.39 187.97 7,594.8 -328.8 -74.5 338.6 8.49 8.23 2.48
7,754.0 60.85 188.56 7,610.5 -355.2 -78.4 363.3 8.10 7.94 1.90
7,786.0 63.31 189.24 7,625.5 -383.2 -82.8 391.8 7.91 7.69 2.13

7,817.0 65.77 189.60 7,638.8 -410.8 -87.3 419.6 8.00 7.94 1.16
7,847.0 67.97 190.54 7,650.6 -438.0 -92.2 447.1 7.88 7.33 3.13
7,878.0 70.61 190.04 7,661.6 -466.5 -97.3 476.1 8.65 8.52 -1.61

7,910.0 72.72 188.94 7,671.6 -496.4 -102.3 506.5 7.38 6.59 -3.44

7,941 0 74.92 188.45 7,680.3 -525.9 -106.8 536.3 7.26 7.10 -1.58

7,972.0 76.85 188.04 7,687.8 -555.6 -111.2 566.3 6.36 6.23 -1.32

8,004.0 79.23 186.79 7,694.5 -586.7 -115.2 597.6 8.36 7.44 -3.91

8,035.0 81.69 186.45 7,899.6 -617.0 -118.7 628.1 8.01 7.94 -1.10

8,067.0 85.03 186.25 7,703.3 -648.6
-122.2 659.9 10.46 10.44 -0.63

p. 8,149.0 ) 88.20 184.86 7,708.1 -730.1
-130.2 741.5 4.22 3.87 -1.70

8,211.0 92.95 188.95 7,707.5 -791.6 -137.6 803.4 10.11 7.66 6.60
8,242.0 92.42 187.79 7,706.1 -822.2 -142.1 834.4 4.11 -1.71 -3.74

8,273.0 91.63 186.73 7,705.0 -853.0 -146.0 885.4 4.26 -2.55 -3.42

8,304.0 91.45 166.76 7,704.1 -883.7 -149.7 896.3 0.59 -0.58 0.10
8,335.0 90.66 186.57 7,703.6 -914.5 -153.3 927.3 2.62 -2.55 -0.61

8,366.0 91.36 186.90 7,703.0 -945.3 -156.9 958.2 2.50 2.26 1.06
8,397.0 91.98 187.50 7,702.1 -976.0

-160.8 989.2 2.78 2.00 1.94
8,428.0 91.45 186.93 7,701.2 -1,006.8 -164.7 1,020.1 2.51 -1.71 -1.84

8,480.0 89.87 186.70 7,700.8 -1,038.5
-168 5 1,052.1 4.99 -4.94 -0.72

8,491.0 90.31 186.68 7,700.8 -1,069.3 -172.1 1,083.1 1.42 1.42 -0.06

8,522.0 89.60 188.50 7,700.8 -1,100.1 -175.6 1,114.0 2.36 -2.29 -0.58

8,554.0 90.40 186.25 7,700.8 -1,131.9 -179.2 1,146.0 2.62 2.50 -0.78

8,584.0 91.01 187.89 7,700.4 -1,161.7 -182.9 1,176.0 5.83 2.03 5.47
8,815.0 90.66 187.59 7,700.0 -1,192.4 -187.1 1,206.9 1.49 -1.13 -0.97

8,648.0 90.40 187.98 7,699.7 -1,223.1 -191.3 1,237.9 1.51 -0.64 1.26

8,677.0 90.40 188.13 7,699.5 -1,253.8 -195.6 1,268.9 0.48 0.00 0.48
6,708.0 91.36 169.13 7,699.0 -1,284.5 -200.3 1,299.9 4.47 3.10 3.23
8,739.0 91.19 187.63 7,698.3 -1,315.1 -204.8 1,330.9 4.87 -0.55 -4.84

8,771.0 88.55 186.84 7,698.4 -1,346.9 -208.8 1,362.9 8.61 -8.25 -2.47

8,802.0 88.81 187.19 7,699.1 -1,377.6 -212.6 1,393.8 1.41 0.84 1.13

8,833.0 68.55 186.76 7,699.8 -1,408.4 -218.4 1,424.8 1.62 -0.84 -1.39

8,864.0 89.25 188.08 7,700.4 -1,439.1 -220.4 1,455.8 4.82 2.26 4.26
8,926.0 87.76 187.90 7,702.0 -1,500.5 -229.0 1,517.7 2.42 -2.40 -0.29

8,957.0 68.02 189.66 7,703.2 -1,531.1 -233.7 1,548.7 5.74 0.84 5.68
9,019.0 91.54 190.13 7,703.4 -1,592.2 -244.3 1,610.7 5.73 5.68 0.76
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7,568.0 45.20 187.97 7,499.1 -208.4
-58.2 215.2 7.99 7.94 -1.32

7,599.0 47.84 188.29 7,520.4 -230.7 -61.3 237.6 6.55 8.52 1.03
7,630.0 50.30 188.16 7,540.7 -253.9 -64.7 261.1 7.94 7.94 -0.42

7,681.0 53.02 187.21 7,560.0 -278.0 -67.9 285.4 9.10 8.77 -3.06

7,692.0 55.84 187.20 7,578.0 -303.0 -71.1 310.6 9.10 9.10 -0.03

7,723.0 58.39 187.97 7,594.8 -328.8 -74.5 338.6 8.49 8.23 2.48
7,754.0 60.85 188.56 7,610.5 -355.2 -78.4 363.3 8.10 7.94 1.90
7,786.0 63.31 189.24 7,625.5 -383.2 -82.8 391.8 7.91 7.69 2.13

7,817.0 65.77 189.60 7,638.8 -410.8 -87.3 419.6 8.00 7.94 1.16
7,847.0 67.97 190.54 7,650.6 -438.0 -92.2 447.1 7.88 7.33 3.13
7,878.0 70.61 190.04 7,661.6 -466.5 -97.3 476.1 8.65 8.52 -1.61

7,910.0 72.72 188.94 7,671.6 -496.4 -102.3 506.5 7.38 6.59 -3.44

7,941 0 74.92 188.45 7,680.3 -525.9 -106.8 536.3 7.26 7.10 -1.58

7,972.0 76.85 188.04 7,687.8 -555.6 -111.2 566.3 6.36 6.23 -1.32

8,004.0 79.23 186.79 7,694.5 -586.7 -115.2 597.6 8.36 7.44 -3.91

8,035.0 81.69 186.45 7,899.6 -617.0 -118.7 628.1 8.01 7.94 -1.10

8,067.0 85.03 186.25 7,703.3 -648.6
-122.2 659.9 10.46 10.44 -0.63

p. 8,149.0 ) 88.20 184.86 7,708.1 -730.1
-130.2 741.5 4.22 3.87 -1.70

8,211.0 92.95 188.95 7,707.5 -791.6 -137.6 803.4 10.11 7.66 6.60
8,242.0 92.42 187.79 7,706.1 -822.2 -142.1 834.4 4.11 -1.71 -3.74

8,273.0 91.63 186.73 7,705.0 -853.0 -146.0 885.4 4.26 -2.55 -3.42

8,304.0 91.45 166.76 7,704.1 -883.7 -149.7 896.3 0.59 -0.58 0.10
8,335.0 90.66 186.57 7,703.6 -914.5 -153.3 927.3 2.62 -2.55 -0.61

8,366.0 91.36 186.90 7,703.0 -945.3 -156.9 958.2 2.50 2.26 1.06
8,397.0 91.98 187.50 7,702.1 -976.0

-160.8 989.2 2.78 2.00 1.94
8,428.0 91.45 186.93 7,701.2 -1,006.8 -164.7 1,020.1 2.51 -1.71 -1.84

8,480.0 89.87 186.70 7,700.8 -1,038.5
-168 5 1,052.1 4.99 -4.94 -0.72

8,491.0 90.31 186.68 7,700.8 -1,069.3 -172.1 1,083.1 1.42 1.42 -0.06

8,522.0 89.60 188.50 7,700.8 -1,100.1 -175.6 1,114.0 2.36 -2.29 -0.58

8,554.0 90.40 186.25 7,700.8 -1,131.9 -179.2 1,146.0 2.62 2.50 -0.78

8,584.0 91.01 187.89 7,700.4 -1,161.7 -182.9 1,176.0 5.83 2.03 5.47
8,815.0 90.66 187.59 7,700.0 -1,192.4 -187.1 1,206.9 1.49 -1.13 -0.97

8,648.0 90.40 187.98 7,699.7 -1,223.1 -191.3 1,237.9 1.51 -0.64 1.26

8,677.0 90.40 188.13 7,699.5 -1,253.8 -195.6 1,268.9 0.48 0.00 0.48
6,708.0 91.36 169.13 7,699.0 -1,284.5 -200.3 1,299.9 4.47 3.10 3.23
8,739.0 91.19 187.63 7,698.3 -1,315.1 -204.8 1,330.9 4.87 -0.55 -4.84

8,771.0 88.55 186.84 7,698.4 -1,346.9 -208.8 1,362.9 8.61 -8.25 -2.47

8,802.0 88.81 187.19 7,699.1 -1,377.6 -212.6 1,393.8 1.41 0.84 1.13

8,833.0 68.55 186.76 7,699.8 -1,408.4 -218.4 1,424.8 1.62 -0.84 -1.39

8,864.0 89.25 188.08 7,700.4 -1,439.1 -220.4 1,455.8 4.82 2.26 4.26
8,926.0 87.76 187.90 7,702.0 -1,500.5 -229.0 1,517.7 2.42 -2.40 -0.29

8,957.0 68.02 189.66 7,703.2 -1,531.1 -233.7 1,548.7 5.74 0.84 5.68
9,019.0 91.54 190.13 7,703.4 -1,592.2 -244.3 1,610.7 5.73 5.68 0.76
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Company: Fidelity Exploration & Production Co. Local Co-ordinate Reference: Well Cane Creek Unit#18-1
Project: Grand County, UT TVD Reference: WELL@6017.0usft (OriginalWell Elev)
Site: Sec 18 T26S R20E MD Reference: WELL@ 6017.Ousft (OriginalWell Elev)
Well: Cane Creek Unit#18-1 North Reference: True
Wellbore: STO1 Survey Calculation Method: MinimumCuntature
Design: STO1 Database: EDM 5000.1 Single User Db

Survey

Measured Vertical Vertical Dogleg Build Tum
Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (•) (•) (usft) (usit) (usft) (usft) ("I100usft) (°I100usft) ( Ii00usft)

9,081 O 92.77 191.89 7,701.1 -1,653.0
-256.2 1,672.6 3.46 1,98 2.84

9,112.0 91.45 190.60 7,699.9 -1,683.4
-262.2 1,703.6 5.95 -4.26 -4.16

9,175.0 91.63 186.49 7,698.2 -1,745.6 -271.6 1,766.5 6.53 0.29 -6.52

9,206.0 93.56 183.71 7,696.8 -1,776.5
-274.3 1,797.4 10.91 6.23 -8.97

-9,272.0 93.56 183.60 7,692.7-
-1,842.2

-278.5 1,862.9 0.17 0.00 -0.17

Straight Line Projection to Bit Depth @9272' MD

Design Annotations

Measured Vertical Local Coordinates
Depth Depth +N/-S +El-W
(usft) (usft) (usft) (usft) Comment

9,272.0 7,692.7 -1,842.2
-278.5 Straight Line Projection to Bit Depth @ 9272' MD

Checked By: Approved By: Date:
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RECEIVED: Jul. 12, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT #18-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 PARK ROAD 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0721 FNL 0766 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

7 /12 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity would like to request a 30 day extension to continue to flare
this well while preparing for the flaring hearing on 7/25/2012. There

are no pipelines or other alternatives at this time and Fidelity feels that
shutting in could damage the reservoir. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 7 /12 /2012

August 14, 2012

Sundry Number: 27723 API Well Number: 43019500120000Sundry Number: 27723 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/12/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to request a 30 day extension to continue to flare Accepted by the
this well while preparing for the flaring hearing on 7/25/2012. There Utah Division of

are no pipelines or other alternatives at this time and Fidelity feels that Oil, Gas and Mining

shutting in could damage the reservoir. FOR RECORD ONLY
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NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
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RECEIVED: Jul. 12,

Sundry Number: 27723 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/12/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to request a 30 day extension to continue to flare Accepted by the
this well while preparing for the flaring hearing on 7/25/2012. There Utah Division of

are no pipelines or other alternatives at this time and Fidelity feels that Oil, Gas and Mining

shutting in could damage the reservoir. FOR RECORD ONLY
August 14, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 7/12/2012

RECEIVED: Jul. 12,

Sundry Number: 27723 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/12/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to request a 30 day extension to continue to flare Accepted by the
this well while preparing for the flaring hearing on 7/25/2012. There Utah Division of

are no pipelines or other alternatives at this time and Fidelity feels that Oil, Gas and Mining

shutting in could damage the reservoir. FOR RECORD ONLY
August 14, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 7/12/2012

RECEIVED: Jul. 12,

Sundry Number: 27723 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/12/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to request a 30 day extension to continue to flare Accepted by the
this well while preparing for the flaring hearing on 7/25/2012. There Utah Division of

are no pipelines or other alternatives at this time and Fidelity feels that Oil, Gas and Mining

shutting in could damage the reservoir. FOR RECORD ONLY
August 14, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 7/12/2012

RECEIVED: Jul. 12,



RECEIVED: Oct. 31, 2012

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT #18-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 PARK ROAD 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0721 FNL 0766 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

11/17 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The 18-1 is a directional well that was finished with an "open holed"
completion. We would like to reenter the well and continue drilling it to

the previously planned depth of 11,655'. (See Directional Plan for
details). We would then like to install a 4 1/2" 13.5 ppf cemented liner

in the lateral. The liner will be from +/- 6,950' to 11,655' and cemented
in place with 400 sacks of Class G cement at 18 ppg. Each joint of 7"

casing will have one centralizer. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 10/31/2012

November 26, 2012

Sundry Number: 31407 API Well Number: 43019500120000Sundry Number: 31407 API Well Number: 43019500120000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

11/17/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The 18-1 is a directional well that was finished with an "open holed" Approved by the
completion. We would like to reenter the well and continue drilling it to Utah Division of

the previously planned depth of 11,655'. (See Directional Plan for Oil, Gas anci Mining

details). We would then like to install a 4 1/2" 13.5 ppf cemented liner Date: November 26, 2012
in the lateral. The liner will be from +/- 6,950' to 11,655' and cemented

in place with 400 sacks of Class G cement at 18 ppg. Each joint of 7" By: e
casing will have one centralizer.
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RECEIVED: Oct. 31, 2012

Sundry Number: 31407 API Well Number: 43019500120000

Cane Creek 18-1 Lateral Extension and Completion. 

The Cane Creek 18-1 had a 6" lateral drilled to a measured depth (MD) of 9,272' and completed as an 

"Open Hole" completion. We will reenter the well and continue drilling it to the previously planned 

depth of 11,286'. 

CASING PROGRAM: 

Float Equipment: 

Production Hole Procedure 1±8.156' - TO): 

Float shoe, 1 joint casing, float collar and balance of casing to surface. Thread lock float shoe, 
top and bottom of float collar, and top of 2nd joint, 2 centralizers on the shoe joint, then every 
joint into the 7" casing. Actual numbers depends on final depth. 

Mud Program 

Anticipated mud weight 13.5 - 16.5 ppg depending on actual well bore conditions encountered 

while drilling. An oil based mud (OBM) system will be used. LCM sweeps, pills, etc., will be used 

to prevent fluid loss. Adequate amounts of weighting material will be on hand as needed for 

well control. 

CEMENT PROGRAM: 

Lead: There will not be a lead slurry. 

Tail: ±400* sks Class G cement + 0.04 pps Static Free + 0.5% bwoc KCL + 0.25 pps LCM + 2 pps Kol

Seal (LCM) + 0.2% bwoc CD-32 + 0.5 gps FP-13L + 50%bwoc Barite + 6% bwoc gel + 5.39 gps of water. 

Yield = 1.40 ft3jsk@ 18.00 ppg. ('Actual volume depends on final length). 

Sundry Number: 31407 API Well Number: 43019500120000

Cane Creek 18-1 Lateral Extension and Completion.

The Cane Creek 18-1had a 6" lateral drilled to a measured depth (MD) of 9,272' and completed as an
"Open Hole" completion. We will reenter the well and continue drillingit to the previously planned
depth of 11,286'.

CASING PROGRAM:

Hole
CASlNG Length Size WEIGHT Grade Thread Collapse Burst Tensile

Size

(psi) (psi) (1K lbs)

7,000 -

Production 6" 4-1/2" 13.5# HCP-110 BTC 11,250 12,410 448
11,286

Float Equlpment:

Production Hole Procedure (±8,156'- TD):

Float shoe, 1 jointcasing, Roat collar and balance of casing to surface. Thread lock float shoe,
top and bottom of float collar, and top of 2""joint,2 centralizers on the shoe joint,then every
joint into the 7" casing. Actual numbers depends on final depth.

Mud Program

Anticipated mud weight 13.5 -16.5 ppg depending on actual wellbore conditions encountered
while drilling.An oil based mud (OBM) system willbe used. LCMsweeps, pills, etc., will be used
to prevent fluid loss. Adequate amounts of weighting material will be on hand as needed for
well control.

CEMENTPROGRAM:

Lead: There will not be a lead slurry.

Tail: ±400* sks Class G cement + 0.04 pps Static Free + 0.5% bwoc KCL+ 0.25 pps LCM+ 2 pps Kol-

Seal (LCM)+ 0.2% bwoc CD-32 + 0.5 gps FP-13L+ 50%bwoc Barite + 6% bwoc gel + 5.39 gps of water.
Yield = 1.40 ft*/sk @18.00 ppg. (*Actual volume depends on final length).
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""*" M¶N DE_R
"Tii"$$'il" ASchlumberger Company

Company: FidelityFxploration & Proditction Co. Local co-ordinateReference: Well Cane Creek Unit #18-1

Project: Grand Coimly, UT TVDReference: WELL@6017.0usft(Original We1IElev)
Site: Sec 18 T2ôS R20E MD Reference:

.
WELL@ 6017.0usft (Original Well Elev)

Well: Cane Creek Unit #18-1 North Reference: . True
Wollbore: STO1 Survey Calculatlon Method: . MinimumCurvature
Design: ST01 Database: EDM 6000.1 Single User Db

Project Grand County, O I

Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD1927 (NADCONCONUS)
Map Zone: Utah Central 4302

Site See 18 T26S R20E

Site Position: Northing: 82,611.51 usft Latitude: 38° 32' 47.951 N
From: Lat/Long Easting: 2,501,213,50 usft Longitude: 109° 44' 51 988 W
Position Uncertainty: 0.0 usft Slot Radius: 13-3/16 " Grid convergence: 1.12 *

Well Cane Creek Unit #18-1

Well Position +NI-S 0.0 usít Northing: 82,611.51 usft Latitude: 38" 32'47.951 N
+Ef•W 0.0usft Easting: 2.501,213.50usft Longltude: 109'44'51.968W

Position Uncertainty 0.0 usft Wellhead Etevation: usft Ground Level: 5,996.0 usft

Wellbore STO1

Magnetics Model Name Sample Date Declination Dip Angle Fleid Strength
(*) (°) (nT)

IGRF2010 2012/02/21 10.87 64.60 51,416

Design STO1

Audit Notes:

Version: 1.0 Phase: ACTUAL Tle On Depth: 6,833.0

Vertical Section: Depth From (WD) +NI.S +EJ-W Direction
(usft) (usft) (usft) (°)

7,747.0 0.0 0.0 189.47

Survey Program Dato 2012/04/11

From To
(usft) (usft) Survey(Wellbore) Too1Name Description

4,237.0 6,833.0 Survey #2 (Pilot) MWD MWD - Standard
6,919.0 7,041.0 Survey #2 (STO1) MWD MWD- Standard
7,072.0 9,272.0 Survey #3 (STot) MWD MWD - Startdard

Survey

Moasured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El W Section Rate Rate Rate
(usft) (=} (*) (usft) (usft) (usft) (usft) (°I100usft) (°I100usft) (°/100usft)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
4,237.0 0.00 0.00 4,237.0 0,0 0.0 0.0 0.00 0.00 0.00
4,256.0 2.37 35.83 4,256.0 0.3 0.2 -0.4 12.47 12,47 0.00
4,349.0 1.49 58.56 4,348.9 2.5 2.4 -2.9 1.24 -0.95 24.44
4,443.0 1,93 66.29 4,442.9 3.8 4.9 -4.5 0.53 0.47 8.22

4,505.0 2.11 68.39 4,504.9 4.6 6.9 -5.7 0.31 0.29 3.39
4,598.0 2.37 60.10 4,597.8 6.2 10.2 -7.8 0.45 0.28 -8.91

4,692.0 2.55 33.09 4,691.7 8.9 13.0 -10.9 1.24 0.19 -28.73

4,784.0 1,67 38.90 4,783.6 11.7 14.9 -14.0 0.98 -0.96 6.32

2012/04/11 2:57:16PM Page 2 COMPASS 6000.1
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Wollbore: STO1 Survey Calculatlon Method: . MinimumCurvature
Design: ST01 Database: EDM 6000.1 Single User Db

Project Grand County, O I

Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD1927 (NADCONCONUS)
Map Zone: Utah Central 4302

Site See 18 T26S R20E

Site Position: Northing: 82,611.51 usft Latitude: 38° 32' 47.951 N
From: Lat/Long Easting: 2,501,213,50 usft Longitude: 109° 44' 51 988 W
Position Uncertainty: 0.0 usft Slot Radius: 13-3/16 " Grid convergence: 1.12 *

Well Cane Creek Unit #18-1

Well Position +NI-S 0.0 usít Northing: 82,611.51 usft Latitude: 38" 32'47.951 N
+Ef•W 0.0usft Easting: 2.501,213.50usft Longltude: 109'44'51.968W

Position Uncertainty 0.0 usft Wellhead Etevation: usft Ground Level: 5,996.0 usft

Wellbore STO1

Magnetics Model Name Sample Date Declination Dip Angle Fleid Strength
(*) (°) (nT)

IGRF2010 2012/02/21 10.87 64.60 51,416

Design STO1

Audit Notes:

Version: 1.0 Phase: ACTUAL Tle On Depth: 6,833.0

Vertical Section: Depth From (WD) +NI.S +EJ-W Direction
(usft) (usft) (usft) (°)

7,747.0 0.0 0.0 189.47

Survey Program Dato 2012/04/11

From To
(usft) (usft) Survey(Wellbore) Too1Name Description

4,237.0 6,833.0 Survey #2 (Pilot) MWD MWD - Standard
6,919.0 7,041.0 Survey #2 (STO1) MWD MWD- Standard
7,072.0 9,272.0 Survey #3 (STot) MWD MWD - Startdard

Survey

Moasured Vertical Vertical Dogleg Build Turn
Depth Inclination Azimuth Depth +NI-S +El W Section Rate Rate Rate
(usft) (=} (*) (usft) (usft) (usft) (usft) (°I100usft) (°I100usft) (°/100usft)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
4,237.0 0.00 0.00 4,237.0 0,0 0.0 0.0 0.00 0.00 0.00
4,256.0 2.37 35.83 4,256.0 0.3 0.2 -0.4 12.47 12,47 0.00
4,349.0 1.49 58.56 4,348.9 2.5 2.4 -2.9 1.24 -0.95 24.44
4,443.0 1,93 66.29 4,442.9 3.8 4.9 -4.5 0.53 0.47 8.22

4,505.0 2.11 68.39 4,504.9 4.6 6.9 -5.7 0.31 0.29 3.39
4,598.0 2.37 60.10 4,597.8 6.2 10.2 -7.8 0.45 0.28 -8.91

4,692.0 2.55 33.09 4,691.7 8.9 13.0 -10.9 1.24 0.19 -28.73

4,784.0 1,67 38.90 4,783.6 11.7 14.9 -14.0 0.98 -0.96 6.32
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RECEIVED: Oct. 31, 2012

Sundry Number: 31407 API Well Number: 43019500120000Sundry Number: 31407 API Well Number: 43019500120000
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Cornpany: Fidelity Exploration & Production Co. Local Co-ordinate Reference: Well Cane Creek Unit #18-1

Project: Gra ridCounty, UT TVDReference: WELL@6017.0ustt (Original Well Elev)

Site: Sec 18 T2GS R20E MDReference: MYLL@6017.0tisft (Original Well i lev)
Well: Cane Creek Unit #18.1 Norut Reference: True
Wellbore: STO1 Survey Calculation Method: MinimumCurvature
Design: ST01 Database: EDM 5000.1 Single User Ob

Survey

Measured Vertical Vertical Dogleg Bulld Turn
Depth inclination Azinuitli Depth +NI-S +EI.W Section Rate Rate Rate
(usft) ( ) (6) (usft) (usft} (usit) (usft) (°It00usft) (*I1000sít) (°iiC0usft)

4,878.0 2.02 34.76 4,877.6 14.1 16.7 -16.7 0.40 0.37 -4.40

4,971.0 0.79 349.27 4,970,6 16,1 17.6 -18.8 1.69 -1.32 -4B.91

5.063.0 1.14 347.06 5,062.6 17.6 17.2 -20.2 0.38 0.38 -2.40

5,157.0 1.41 355.13 5,156.5 19.7 16.9 -22.2 0.34 0,29 8.59
5,250.0 1.67 357.33 5,249.5 22.2 16.8 -24.0 0,29 0.28 2.37
5,343,0 1.85 346.78 5,342.6 28.0 16.4 -27.3 0.40 0.19 -11.34

5,436.0 2.11 346.96 5,435.4 28.1 15.6 -30.3 0.28 0,28 0.19
5,529.0 1,32 317.06 5,528.4 30.6 14.5 -32.5 1.26 -0.85 -32.15

5,622.0 1.67 320.22 5,621.3 32.4 12.9 -34.1 0.39 0.38 3.40
5,716.0 1.85 312.60 5,715.3 34.5 10.9 -35.8 0.31 0.19 -8,11

6,809.0 1.93 309.59 5,808.2 36.5 8,6 -37.4 0.14 0.09 -3.24

5,902.0 2.20 307.27 5,901.2 38.6 6.0 -39.0 0.30 0.29 -2.49

5,996.0 0.53 199.89 5,995.1 39.2 4.4 -39.4 2.57 -1.78 -114,23

6,089.0 0.35 188.73 6,088.1 38.6 4,2 -38.7 0.21 -0.19 -12.00

6,182.0 0.35 234.41 6,181.1 38.1 3.9 -38.2 0.29 0.00 49.12
6,274.0 0.53 263.08 6,273.1 37.9 3.3 -37.9 0.30 0.20 31.16

6,367.0 0.97 243.05 6,366,1 37.5 2.2 -37.3 0.54 0.47 -21.54

6,460.0 0.97 252.94 6,459.1 36.9 0.7 -36.5 0.18 0.00 10.63
6,553.0 1.23 244.82 6,552,1 36.2 -0.9 -35.6 0,33 0.28 -8.73

6,647.0 1.49 252.71 6,646,1 35.5 -3.0 -34.5 0.34 0.28 8.39
6,739.0 2.02 247.76 6,738.0 34.5 -5.7 -33.1 0.60 0.58 -5.38

6,833.0 0.62 201.93 6.832,0 33,4 -7.4 -31.7 1.75 -1.49 -48.76

6,919.0 1,06 215.60 6,918.0 32.3 -8.0 -30.5 0.56 0.51 15.78
6,950.0 1.76 198.06 6,949.0 31.6 -8.3 -29.8 2.62 2.26 -56.26

6,981.0 3.52 193.24 6.980.0 30,2 -6.7 -28.4 5.72 5,68 -15.55

7,010.0 5.89 194.55 7,008,9 27.9 -9.3 -26.0 8.18 8.17 4.52

7,041.0 7.30 198.11 7,039.6 24.6 -10.2 -22.5 4.58 4.55 5,03

7,072.0 8.18 197.76 7,070.4 20.6 -11.5 -18,3 2.93 2.84 5.32
7,103.0 9.50 200,34 7,101.0 16.0 -13.0 -13.7 4.44 4.26 8.32

7,134.0 13.72 198.75 7,131.4 10.1 -15.1 -7.5 13.65 13.61 -5.13

7,165.0 18.20 196.04 7,161.2 2.0 -17.6 0.9 14.65 14.45 -8,74

7,195.0 21.90 195.47 7,189.3 -7.9 -20.4 11.2 12.35 12.33 -1.90

7,226.0 24.36 193.18 7,217.8 -19.7 -23.4 23.3 8.45 7.94 -7.39

7,257.0 27.17 193.17 7,246.8 -32.8 -26,5 36.7 9.06 9.08 -0.03

7,288.0 29.37 191.67 7,273.1 -47.2 -29,6 51.4 7.46 7.10 -4.84

7,319,0 30.60 191.30 7,299.9 -62.3 -32.7 66.9 4.01 3.97 -1.19

7,350.0 32.18 191.04 7,326.4 -78.2 -35.8 83.0 5.12 5.10 -0.84

7,381.0 33.50 189.31 7,352.4 -94.7 -38,8 99,8 5.22 4.26 -5.58

7,412.0 34.38 189,93 7,378.1 -111.8 -41.7 117.1 3.05 2.84 2.00

7,444.0 35.09 190.46 7,404.4 -129.7 -44.9 135.4 2.41 2.22 1.66
7,475.0 37.28 191.31 7,429.4 -147.7 -46.4 153.7 7,25 7,06 2.74

7,506,0 40.36 189.60 7,453.6 -166.8 -51.9 173.1 10.52 9.94 -5.52

7,537.0 42.74 188.38 7,476.8 -187.1 -55.1 193.6 8.11 7.68 -3.94
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Sundry Number: 31407 API Well Number: 43019500120000
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Cornpany: Fidelity Exploration & Production Co. Local Co-ordinate Reference: Well Cane Creek Unit #18-1

Project: Gra ridCounty, UT TVDReference: WELL@6017.0ustt (Original Well Elev)

Site: Sec 18 T2GS R20E MDReference: MYLL@6017.0tisft (Original Well i lev)
Well: Cane Creek Unit #18.1 Norut Reference: True
Wellbore: STO1 Survey Calculation Method: MinimumCurvature
Design: ST01 Database: EDM 5000.1 Single User Ob

Survey

Measured Vertical Vertical Dogleg Bulld Turn
Depth inclination Azinuitli Depth +NI-S +EI.W Section Rate Rate Rate
(usft) ( ) (6) (usft) (usft} (usit) (usft) (°It00usft) (*I1000sít) (°iiC0usft)

4,878.0 2.02 34.76 4,877.6 14.1 16.7 -16.7 0.40 0.37 -4.40

4,971.0 0.79 349.27 4,970,6 16,1 17.6 -18.8 1.69 -1.32 -4B.91

5.063.0 1.14 347.06 5,062.6 17.6 17.2 -20.2 0.38 0.38 -2.40

5,157.0 1.41 355.13 5,156.5 19.7 16.9 -22.2 0.34 0,29 8.59
5,250.0 1.67 357.33 5,249.5 22.2 16.8 -24.0 0,29 0.28 2.37
5,343,0 1.85 346.78 5,342.6 28.0 16.4 -27.3 0.40 0.19 -11.34

5,436.0 2.11 346.96 5,435.4 28.1 15.6 -30.3 0.28 0,28 0.19
5,529.0 1,32 317.06 5,528.4 30.6 14.5 -32.5 1.26 -0.85 -32.15

5,622.0 1.67 320.22 5,621.3 32.4 12.9 -34.1 0.39 0.38 3.40
5,716.0 1.85 312.60 5,715.3 34.5 10.9 -35.8 0.31 0.19 -8,11

6,809.0 1.93 309.59 5,808.2 36.5 8,6 -37.4 0.14 0.09 -3.24

5,902.0 2.20 307.27 5,901.2 38.6 6.0 -39.0 0.30 0.29 -2.49

5,996.0 0.53 199.89 5,995.1 39.2 4.4 -39.4 2.57 -1.78 -114,23

6,089.0 0.35 188.73 6,088.1 38.6 4,2 -38.7 0.21 -0.19 -12.00

6,182.0 0.35 234.41 6,181.1 38.1 3.9 -38.2 0.29 0.00 49.12
6,274.0 0.53 263.08 6,273.1 37.9 3.3 -37.9 0.30 0.20 31.16

6,367.0 0.97 243.05 6,366,1 37.5 2.2 -37.3 0.54 0.47 -21.54

6,460.0 0.97 252.94 6,459.1 36.9 0.7 -36.5 0.18 0.00 10.63
6,553.0 1.23 244.82 6,552,1 36.2 -0.9 -35.6 0,33 0.28 -8.73

6,647.0 1.49 252.71 6,646,1 35.5 -3.0 -34.5 0.34 0.28 8.39
6,739.0 2.02 247.76 6,738.0 34.5 -5.7 -33.1 0.60 0.58 -5.38

6,833.0 0.62 201.93 6.832,0 33,4 -7.4 -31.7 1.75 -1.49 -48.76

6,919.0 1,06 215.60 6,918.0 32.3 -8.0 -30.5 0.56 0.51 15.78
6,950.0 1.76 198.06 6,949.0 31.6 -8.3 -29.8 2.62 2.26 -56.26

6,981.0 3.52 193.24 6.980.0 30,2 -6.7 -28.4 5.72 5,68 -15.55

7,010.0 5.89 194.55 7,008,9 27.9 -9.3 -26.0 8.18 8.17 4.52

7,041.0 7.30 198.11 7,039.6 24.6 -10.2 -22.5 4.58 4.55 5,03

7,072.0 8.18 197.76 7,070.4 20.6 -11.5 -18,3 2.93 2.84 5.32
7,103.0 9.50 200,34 7,101.0 16.0 -13.0 -13.7 4.44 4.26 8.32

7,134.0 13.72 198.75 7,131.4 10.1 -15.1 -7.5 13.65 13.61 -5.13

7,165.0 18.20 196.04 7,161.2 2.0 -17.6 0.9 14.65 14.45 -8,74

7,195.0 21.90 195.47 7,189.3 -7.9 -20.4 11.2 12.35 12.33 -1.90

7,226.0 24.36 193.18 7,217.8 -19.7 -23.4 23.3 8.45 7.94 -7.39

7,257.0 27.17 193.17 7,246.8 -32.8 -26,5 36.7 9.06 9.08 -0.03

7,288.0 29.37 191.67 7,273.1 -47.2 -29,6 51.4 7.46 7.10 -4.84

7,319,0 30.60 191.30 7,299.9 -62.3 -32.7 66.9 4.01 3.97 -1.19

7,350.0 32.18 191.04 7,326.4 -78.2 -35.8 83.0 5.12 5.10 -0.84

7,381.0 33.50 189.31 7,352.4 -94.7 -38,8 99,8 5.22 4.26 -5.58

7,412.0 34.38 189,93 7,378.1 -111.8 -41.7 117.1 3.05 2.84 2.00

7,444.0 35.09 190.46 7,404.4 -129.7 -44.9 135.4 2.41 2.22 1.66
7,475.0 37.28 191.31 7,429.4 -147.7 -46.4 153.7 7,25 7,06 2.74

7,506,0 40.36 189.60 7,453.6 -166.8 -51.9 173.1 10.52 9.94 -5.52

7,537.0 42.74 188.38 7,476.8 -187.1 -55.1 193.6 8.11 7.68 -3.94
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Cornpany: Fidelity Exploration & Production Co. Local Co-ordinate Reference: Well Cane Creek Unit #18-1

Project: Gra ridCounty, UT TVDReference: WELL@6017.0ustt (Original Well Elev)

Site: Sec 18 T2GS R20E MDReference: MYLL@6017.0tisft (Original Well i lev)
Well: Cane Creek Unit #18.1 Norut Reference: True
Wellbore: STO1 Survey Calculation Method: MinimumCurvature

Design: ST01 Database: EDM 5000.1 Single User Ob

Survey

Measured Vertical Vertical Dogleg Bulld Turn
Depth inclination Azinuitli Depth +NI-S +EI.W Section Rate Rate Rate
(usft) ( ) (6) (usft) (usft} (usit) (usft) (°It00usft) (*I1000sít) (°iiC0usft)

4,878.0 2.02 34.76 4,877.6 14.1 16.7 -16.7 0.40 0.37 -4.40

4,971.0 0.79 349.27 4,970,6 16,1 17.6 -18.8 1.69 -1.32 -4B.91

5.063.0 1.14 347.06 5,062.6 17.6 17.2 -20.2 0.38 0.38 -2.40

5,157.0 1.41 355.13 5,156.5 19.7 16.9 -22.2 0.34 0,29 8.59
5,250.0 1.67 357.33 5,249.5 22.2 16.8 -24.0 0,29 0.28 2.37
5,343,0 1.85 346.78 5,342.6 28.0 16.4 -27.3 0.40 0.19 -11.34

5,436.0 2.11 346.96 5,435.4 28.1 15.6 -30.3 0.28 0,28 0.19
5,529.0 1,32 317.06 5,528.4 30.6 14.5 -32.5 1.26 -0.85 -32.15

5,622.0 1.67 320.22 5,621.3 32.4 12.9 -34.1 0.39 0.38 3.40
5,716.0 1.85 312.60 5,715.3 34.5 10.9 -35.8 0.31 0.19 -8,11

6,809.0 1.93 309.59 5,808.2 36.5 8,6 -37.4 0.14 0.09 -3.24

5,902.0 2.20 307.27 5,901.2 38.6 6.0 -39.0 0.30 0.29 -2.49

5,996.0 0.53 199.89 5,995.1 39.2 4.4 -39.4 2.57 -1.78 -114,23

6,089.0 0.35 188.73 6,088.1 38.6 4,2 -38.7 0.21 -0.19 -12.00

6,182.0 0.35 234.41 6,181.1 38.1 3.9 -38.2 0.29 0.00 49.12
6,274.0 0.53 263.08 6,273.1 37.9 3.3 -37.9 0.30 0.20 31.16

6,367.0 0.97 243.05 6,366,1 37.5 2.2 -37.3 0.54 0.47 -21.54

6,460.0 0.97 252.94 6,459.1 36.9 0.7 -36.5 0.18 0.00 10.63
6,553.0 1.23 244.82 6,552,1 36.2 -0.9 -35.6 0,33 0.28 -8.73

6,647.0 1.49 252.71 6,646,1 35.5 -3.0 -34.5 0.34 0.28 8.39
6,739.0 2.02 247.76 6,738.0 34.5 -5.7 -33.1 0.60 0.58 -5.38

6,833.0 0.62 201.93 6.832,0 33,4 -7.4 -31.7 1.75 -1.49 -48.76

6,919.0 1,06 215.60 6,918.0 32.3 -8.0 -30.5 0.56 0.51 15.78
6,950.0 1.76 198.06 6,949.0 31.6 -8.3 -29.8 2.62 2.26 -56.26

6,981.0 3.52 193.24 6.980.0 30,2 -6.7 -28.4 5.72 5,68 -15.55

7,010.0 5.89 194.55 7,008,9 27.9 -9.3 -26.0 8.18 8.17 4.52

7,041.0 7.30 198.11 7,039.6 24.6 -10.2 -22.5 4.58 4.55 5,03

7,072.0 8.18 197.76 7,070.4 20.6 -11.5 -18,3 2.93 2.84 5.32
7,103.0 9.50 200,34 7,101.0 16.0 -13.0 -13.7 4.44 4.26 8.32

7,134.0 13.72 198.75 7,131.4 10.1 -15.1 -7.5 13.65 13.61 -5.13

7,165.0 18.20 196.04 7,161.2 2.0 -17.6 0.9 14.65 14.45 -8,74

7,195.0 21.90 195.47 7,189.3 -7.9 -20.4 11.2 12.35 12.33 -1.90

7,226.0 24.36 193.18 7,217.8 -19.7 -23.4 23.3 8.45 7.94 -7.39

7,257.0 27.17 193.17 7,246.8 -32.8 -26,5 36.7 9.06 9.08 -0.03

7,288.0 29.37 191.67 7,273.1 -47.2 -29,6 51.4 7.46 7.10 -4.84

7,319,0 30.60 191.30 7,299.9 -62.3 -32.7 66.9 4.01 3.97 -1.19

7,350.0 32.18 191.04 7,326.4 -78.2 -35.8 83.0 5.12 5.10 -0.84

7,381.0 33.50 189.31 7,352.4 -94.7 -38,8 99,8 5.22 4.26 -5.58

7,412.0 34.38 189,93 7,378.1 -111.8 -41.7 117.1 3.05 2.84 2.00

7,444.0 35.09 190.46 7,404.4 -129.7 -44.9 135.4 2.41 2.22 1.66
7,475.0 37.28 191.31 7,429.4 -147.7 -46.4 153.7 7,25 7,06 2.74

7,506,0 40.36 189.60 7,453.6 -166.8 -51.9 173.1 10.52 9.94 -5.52

7,537.0 42.74 188.38 7,476.8 -187.1 -55.1 193.6 8.11 7.68 -3.94
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Cornpany: Fidelity Exploration & Production Co. Local Co-ordinate Reference: Well Cane Creek Unit #18-1

Project: Gra ridCounty, UT TVDReference: WELL@6017.0ustt (Original Well Elev)

Site: Sec 18 T2GS R20E MDReference: MYLL@6017.0tisft (Original Well i lev)
Well: Cane Creek Unit #18.1 Norut Reference: True
Wellbore: STO1 Survey Calculation Method: MinimumCurvature

Design: ST01 Database: EDM 5000.1 Single User Ob

Survey

Measured Vertical Vertical Dogleg Bulld Turn
Depth inclination Azinuitli Depth +NI-S +EI.W Section Rate Rate Rate
(usft) ( ) (6) (usft) (usft} (usit) (usft) (°It00usft) (*I1000sít) (°iiC0usft)

4,878.0 2.02 34.76 4,877.6 14.1 16.7 -16.7 0.40 0.37 -4.40

4,971.0 0.79 349.27 4,970,6 16,1 17.6 -18.8 1.69 -1.32 -4B.91

5.063.0 1.14 347.06 5,062.6 17.6 17.2 -20.2 0.38 0.38 -2.40

5,157.0 1.41 355.13 5,156.5 19.7 16.9 -22.2 0.34 0,29 8.59
5,250.0 1.67 357.33 5,249.5 22.2 16.8 -24.0 0,29 0.28 2.37
5,343,0 1.85 346.78 5,342.6 28.0 16.4 -27.3 0.40 0.19 -11.34

5,436.0 2.11 346.96 5,435.4 28.1 15.6 -30.3 0.28 0,28 0.19
5,529.0 1,32 317.06 5,528.4 30.6 14.5 -32.5 1.26 -0.85 -32.15

5,622.0 1.67 320.22 5,621.3 32.4 12.9 -34.1 0.39 0.38 3.40
5,716.0 1.85 312.60 5,715.3 34.5 10.9 -35.8 0.31 0.19 -8,11

6,809.0 1.93 309.59 5,808.2 36.5 8,6 -37.4 0.14 0.09 -3.24

5,902.0 2.20 307.27 5,901.2 38.6 6.0 -39.0 0.30 0.29 -2.49

5,996.0 0.53 199.89 5,995.1 39.2 4.4 -39.4 2.57 -1.78 -114,23

6,089.0 0.35 188.73 6,088.1 38.6 4,2 -38.7 0.21 -0.19 -12.00

6,182.0 0.35 234.41 6,181.1 38.1 3.9 -38.2 0.29 0.00 49.12
6,274.0 0.53 263.08 6,273.1 37.9 3.3 -37.9 0.30 0.20 31.16

6,367.0 0.97 243.05 6,366,1 37.5 2.2 -37.3 0.54 0.47 -21.54

6,460.0 0.97 252.94 6,459.1 36.9 0.7 -36.5 0.18 0.00 10.63
6,553.0 1.23 244.82 6,552,1 36.2 -0.9 -35.6 0,33 0.28 -8.73

6,647.0 1.49 252.71 6,646,1 35.5 -3.0 -34.5 0.34 0.28 8.39
6,739.0 2.02 247.76 6,738.0 34.5 -5.7 -33.1 0.60 0.58 -5.38

6,833.0 0.62 201.93 6.832,0 33,4 -7.4 -31.7 1.75 -1.49 -48.76

6,919.0 1,06 215.60 6,918.0 32.3 -8.0 -30.5 0.56 0.51 15.78
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RECEIVED: Oct. 31, 2012

Sundry Number: 31407 API Well Number: 43019500120000Sundry Number: 31407 API Well Number: 43019500120000

día fi""¾ WWINDER
"",2,¶¾¾ "i A Schlumberger Company

Company: Fidelity Exp'oration & Production Co. Local Co-ordinate Reference: Well Cane Creek Unit #18-1

Project: Grand County, UT TVD Reference: WELL@6017.0usft (Original Well 1lev)
Site: Sec 18 T26S R20E MD Reference: WELL@0017.0usft (Original Well Elev)
Woll: Cano Creek Unit #18-1 North Reference: True

Wollboro: STO1 Survey calculationMethod: Min:mumCurvature

Design: STO1 Database: 1 DM 5000.1 Single User Ob

Survey

Measured Verifcal Vertical Dogleg Stiltd Tum
Depth inclination Azimuth Depth +NI-S +El W Section Rate Rate Rate
(USít) (°) (*) (usft) (tisít} (us¶t) (usft) (°Ii00usft) (°Ii000sit) (*/1000sít)

7,568.0 45.20 187.97 7,499.1 -208.4 -58.2 215.2 7.99 7,94 -1.32

7.599.0 47.84 188.29 7,620.4 -230.7 -61.3 237.6 8,55 8.52 1.03
7.630.0 50.30 188.16 7,640.7 -253,9 -64.7 281.1 7.94 7.94 -0.42

7,661.0 53.02 187.21 7,560.0 -278.0 -67.9 285.4 9.10 8.77 -3,06

7,692.0 55.84 187.20 7,578.0 -303.0 -71.1 310,6 9.10 9,10 -0.03

7,723.0 58,39 187.97 7,594.8 -326.8 -74.5 336.6 8.49 8.23 2.48

7,754.0 60,85 188.56 7,610.5 -355.2 -78.4 363.3 8.10 7.94 1.90
7,786.0 63.31 189.24 7,625.5 -383.2 -82.8 391.6 7.91 7.69 2.13

7,817.0 65.77 189.60 7,638.8 -410.8 -87,3 419.8 8.00 7.94 1.16
7,847.0 67,97 190.54 7,660.6 -438.0 -92.2 447.1 7.88 7.33 3.13
7,878.0 70.61 190.04 7,661.6 -466.5 -97.3 476.1 8.65 8.52 -1.61

7,910.0 72.72 188.94 7,671.6 -496.4 -102.3 506.5 7.36 6.59 -3.44

7,941.0 74.92 188.45 7,680.3 -525.9 -106.8 536.3 7.26 7.10 -1.68

7,972.0 76.85 188.04 7,687.8 -555.6 -111.2 666.3 6,38 6.23 -1.32

8,004.0 79.23 186.79 7,694.5 -588.7 -115.2 697.6 8.36 7.44 -3.91

0,035.0 81.09 186.45 7,699.6 -617.0 -118.7 628.1 8.01 7.94 -1.10

8.067.0 85.03 186.25 7,703.3 -648.6 -122.2 659.9 10.46 10,44 -0.63

8,149.0 88.20 184.86 7,708.1 -730.1 -130,2 741.5 4.22 3.87 -1.70

8,211.0 92.95 188.95 7,707.5 -791.6 -137.6 803,4 10,11 7.66 6.60

8,242.0 92.42 187.79 7,706.1 -822.2 -142.1 634.4 4.11 -1.71 -3.74

8,273,0 91.63 166.73 7,705,0 -853,0 -146.0 885.4 4.26 -2.55 -3.42

8,304.0 91.45 186.76 7,704.1 -883.7 -149.7 896.3 0.59 ·0.58 0,10

8,335.0 90.66 186.57 7,703.6 -914.5 -153.3 927.3 2,62 -2.55 -0.61

8,366,0 91.36 188.90 7,703,0 -945.3 -156.9 958.2 2.50 2.26 1.06
8,397.0 91.98 187.50 7,702.1 -976.0 -160.8 989,2 2.78 2.00 1.94
8,428.0 91.45 186.93 7,701.2 -1,006.8

-164.7 1,020.1 2.51 -1.71 -1.84

8,460.0 89.87 186.70 7,700.8 -1,038,5
-168.5 1,052.1 4.99 -4.94 -0.72

8,491.0 90.31 186.68 7,700.8 -1,069.3
-172.1 1,083.1 1.42 1.42 -0.08

8,522.0 89.60 186.50 7,700.8 -1,100.1
-175.6 1,114.0 2.36 -2.29 -0.58

0,554.0 90.40 188.25 7,700.8 -1,131.9
-179.2 1,146.0 2.62 2.50 -0.78

8,584,0 91.01 187.89 7,700.4 -1,161.7
-182.9 1,176.0 5.83 2.03 5.47

8.615.0 90.66 187.59 7,700.0 -1,192.4
-187.1 1,206.9 1,49 -1.13 -0.97

8,646.0 90,40 187.98 7,699.7 -1,223.1
-191.3 1,237.9 1.51 -0.84 1.26

8,677.0 90.40 188.13 7,699.5 -1,253.8 -195.6 1,268.9 0.48 0,00 0,48

8,708.0 91.36 189.13 7,699.0 -1,284.5
-200.3 1,299.9 4,47 3.10 3.23

8,739.0 91.19 187.63 7,698.3 -1,315.1
-204.8 1,330.9 4.87 -0.55 -4.84

0,771.0 88,55 188,84 7,698.4 -1,346.9
-208.8 1,362.9 8.61 -6.26 -2.47

8,802.0 88.81 187.19 7,699.1 -1,377.6
-212.6 1,393.8 1.41 0.84 1.13

8,833.0 88.55 186.76 7,699.8 -1,408.4
-216,4 1,424.8 1.62 -0.84 -1.39

6,664.0 69,25 188.08 7,700.4 -1,439.1
-220.4 1,455.8 4.82 2.26 4.26

8,926.0 87.76 187.90 7,702.0 -1,500.5
-229.0 1,517.7 2.42 -2.40 -0.29

8,957.0 88.02 189.66 7,703.2 -1,531.1
-233.7 1,548.7 5,74 0,84 6.68

9,019.0 91.54 190.13 7,703.4 -1,592.2
-244,3 1,610.7 5.73 5.68 0.76
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8,149.0 88.20 184.86 7,708.1 -730.1 -130,2 741.5 4.22 3.87 -1.70

8,211.0 92.95 188.95 7,707.5 -791.6 -137.6 803,4 10,11 7.66 6.60

8,242.0 92.42 187.79 7,706.1 -822.2 -142.1 634.4 4.11 -1.71 -3.74

8,273,0 91.63 166.73 7,705,0 -853,0 -146.0 885.4 4.26 -2.55 -3.42

8,304.0 91.45 186.76 7,704.1 -883.7 -149.7 896.3 0.59 ·0.58 0,10

8,335.0 90.66 186.57 7,703.6 -914.5 -153.3 927.3 2,62 -2.55 -0.61

8,366,0 91.36 188.90 7,703,0 -945.3 -156.9 958.2 2.50 2.26 1.06
8,397.0 91.98 187.50 7,702.1 -976.0 -160.8 989,2 2.78 2.00 1.94
8,428.0 91.45 186.93 7,701.2 -1,006.8

-164.7 1,020.1 2.51 -1.71 -1.84

8,460.0 89.87 186.70 7,700.8 -1,038,5
-168.5 1,052.1 4.99 -4.94 -0.72

8,491.0 90.31 186.68 7,700.8 -1,069.3
-172.1 1,083.1 1.42 1.42 -0.08

8,522.0 89.60 186.50 7,700.8 -1,100.1
-175.6 1,114.0 2.36 -2.29 -0.58

0,554.0 90.40 188.25 7,700.8 -1,131.9
-179.2 1,146.0 2.62 2.50 -0.78

8,584,0 91.01 187.89 7,700.4 -1,161.7
-182.9 1,176.0 5.83 2.03 5.47

8.615.0 90.66 187.59 7,700.0 -1,192.4
-187.1 1,206.9 1,49 -1.13 -0.97

8,646.0 90,40 187.98 7,699.7 -1,223.1
-191.3 1,237.9 1.51 -0.84 1.26

8,677.0 90.40 188.13 7,699.5 -1,253.8 -195.6 1,268.9 0.48 0,00 0,48

8,708.0 91.36 189.13 7,699.0 -1,284.5
-200.3 1,299.9 4,47 3.10 3.23

8,739.0 91.19 187.63 7,698.3 -1,315.1
-204.8 1,330.9 4.87 -0.55 -4.84

0,771.0 88,55 188,84 7,698.4 -1,346.9
-208.8 1,362.9 8.61 -6.26 -2.47

8,802.0 88.81 187.19 7,699.1 -1,377.6
-212.6 1,393.8 1.41 0.84 1.13

8,833.0 88.55 186.76 7,699.8 -1,408.4
-216,4 1,424.8 1.62 -0.84 -1.39

6,664.0 69,25 188.08 7,700.4 -1,439.1
-220.4 1,455.8 4.82 2.26 4.26

8,926.0 87.76 187.90 7,702.0 -1,500.5
-229.0 1,517.7 2.42 -2.40 -0.29

8,957.0 88.02 189.66 7,703.2 -1,531.1
-233.7 1,548.7 5,74 0,84 6.68

9,019.0 91.54 190.13 7,703.4 -1,592.2
-244,3 1,610.7 5.73 5.68 0.76

2012/04/11 2:57:16PM Page 4 COMPASS 6000.1



RECEIVED: Oct. 31, 2012

Sundry Number: 31407 API Well Number: 43019500120000Sundry Number: 31407 API Well Number: 43019500120000

FI LITY su
ehy edperrt

Egi LR ( µ© A Schlumberger Company

Company: Fidelily Exploration & Production Co. Local Co-ordlnate Reference: Well Cane Creek (Jn t #18-1
Project: Grand County, UT . TVD Reference: WELL@6017.ousil (Original We11Elev)
Site: Sec 18 T2ôS R20E MD Reference: WELL@6017,ousfl (Original Well Elev)
Well: Cane Creek Unit#18-1 Norut Reference: Truo
Wellboro: Stol Survey Calculation Method: MinimurnCuo¿ature
Design: STot Database: EDM 5000.1 Single User Ob

Survoy

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (°) ; (usft) (usít) (usft) (usft) (°I100usit) (°/1000sft) ( I100usft)

9,081.0 92.77 191.89 7,701.1 -1,653.0
-256.2 1,672.6 3.46 1.98 2.84

9,112.0 91.45 190.60 7,699.9 -1,683.4
-262 2 1,703.6 5.95 -4.28 -4.16

9,175.0 91.63 186.49 7,698.2 -1,745.6 -271.6 1,766.5 6.53 0.29 -6.52

9,206.0 93.56 183.71 7,696,8 -1,776.5
-274.3 1,797.4 10.91 6.23 -9.97

9,272.0 93.56 183.60 7,692.7 -1,642.2 -278.5 1,862.9 0.17 0.0D -0,17

Stralght Line Projection to Bit Depth @9272' MD

Design AnnotaUons

Measured Vortical Local Coordinates
Depth Depth +NI-S +El-W
(usft} (usft) (usit) (usít) Comment

9,272.0 7,692.7 -1,842.2 -278.5 Straight Line Projection to BitDepth @ 9272' MD

Checked By: Approved By: Date:

2012/04/11 2 57:16PM Page 5 COMPASS 5000.1 Build
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United States Department of the Interior -

BUREAU OF LAND MANAGEMENT
Utah State Office

*pCH g/ P.O. Box 45155
Salt Lake City, UT 84145-0155

http://www.blm.gov/ut/st/en.html

IN REPLY REFER TO: NOV2 9 2012
3160 -UTU80000X
(UT922000) RECEIVED

DECO3 2012
Joel G. Schulz DIVOFOLGASIMRS!S
Fidelity E&P Company
1700 Lincoln Street, Suite 2800
Denver, CO 80203-4535

Re: Non-Paying Well Determination
Cane Creek 18-1 Well, Cane Creek Unit
Grand and San Juan Counties, Utah

Dear Mr. Schultz:

Pursuant to your request of November 13, 2012, it has been determined by this office that under
existing conditions the following well is not capable of producing unitized substances in paying
quantities as defined in Section 9 of the unit agreement.

API Number Well Name Surface Location Comp. Date Lease

43001950012 CCU 18-1 NE¼NE¼ Section 18 T26S R20E SLB&M 5/22/2012 UTU53626

All past and future production from this well shall be handled and reported on a lease basis.

If you have any questions, contact Mickey Coulthard at (801) 539-4042.

Sincerely,

ist Roger L Bankert

Roger L. Bankert
Chief, Branch of Minerals

bec: FOM Moab (UTY01)
ONRR
SITLA
Division of Oil, Gas and
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C.

STATEOF UTAH FORM6
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OlL,GASAND MINING

ENTITYACTION FORM

Operator: Fidelity Exploration& Production Company Operator Account Number: N 3155

Address: 1700 Lincoln St Suite 2800

cig Denver

state CO zip 80203 Phone Number: (303)893-3133

Well i
ÄPl.Nú b Well Name 4Q Sec Twp Rng County
4301950012 Cane Creek Unit 18-1 NENE 18 26S 20E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

14507 2/3/2012
Comments:

ÃPI ÑúÑber Wen Name QQ S Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

PI Nûmber Well NÄmä QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTIONCODES:
A - Establish new entityfor new well (single wellonly) Joy Gardner

B - Add newwell to existingentity (groupor unitwel[) Namo (Pleas rint)
C - Re-assign well fromone existing entity to another existing entity
D - Re-assign wen fromone existing entity toa newentity signaturd
E - Other (Explain in 'comments' section) Sr. Engineering Tech 12/7/2012

RECEIVbb °••

("" DECO7 2012
Da 0101 Gas &

C.

STATEOF UTAH FORM6
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OlL,GASAND MINING

ENTITYACTION FORM
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RECEIVED: Feb. 04, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT #18-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 PARK ROAD 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0721 FNL 0766 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

2 /4 /2013

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 2 /4 /2013

February 07, 2013

Sundry Number: 34386 API Well Number: 43019500120000Sundry Number: 34386 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

2/4/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 07, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/4/2013

RECEIVED: Feb. 04,
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RECEIVED: Feb. 04, 2013

Sundry Number: 34386 API Well Number: 43019500120000Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/4/2013
Report #: 15, DFS: 15

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APflUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrilÍingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/3/2013 06:00 2/4/2013 06:00 15 9,794.0 9,794.0 0.00
Operations at Report Time
POOH
Operations Summary
Cir. @shoe 8118', squeeze 2-60bbl LCMpills into formation, monitor on triptank,Iost 11bbls., POOH 10stds to 7243' monitor well, lost 1.2bbis in 1hr., TlH 3stds
to 7521' no returns, transfer mud & mix 60bbl LCMpill,work on mud pumps, pump & squeeze 55bbls. LCMpill into formation, monitor on triptank no losses,
pump slug & POOH.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

dob Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (97( ) 986-4401
Time Log

Cum Dur
Stad Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 5 Cir. @shoe 8118', bringing 13.7ppg mud around @1BPM, hole taking 9,794.0 9,794.0
mud, mix & pump 60bbl. LCM pill&squeeze into formation, @2BPM, CSG
107psi, press 640psi on D. P, slow pump rate to 1BPM D.P. 413psi,
154psi on casing, @ 1730stks. shut down monitor well.

10:00 2.00 6.00 5 Mix & pump 2nd. 60bbi LCM pill @2BPM, to 1560stks, slow pump to 9,794.0 9,794.0
18PM, squeeze LCM pill into formation, final press, 605psi on D.P. 300psi
on casing.

12:00 1.50 7.50 22 Bleed off press, open hy-drill,monitor well on triptank, lost 11.4bbls. 9,794.0 9,794.0
13:30 1.50 9.00 6 POOH 10 stds. to 7243 wet, @ 15ft/min, pulled dry @5stds. tripsheet 9,794.0 9,794.0

losses 12 bbls.
15:00 1.00 10.00 22 Monitor well on triptank loss 12 bph. 9,794.0 9,794.0
16:00 0.50 10.50 6 IlH 3stds. to 7521', no returns 9,794.0 9,794.0
16:30 1.50 12.00 23 Pump out triptank to suction pit, transfer40bbis. from slugging pit to trip 9,794.0 9,794.0

tank, mix 60bbl. LCMin slugging pit for squeeze job #3.
18:00 1.00 13.00 5 Try to pump ECMsweep, pumps not pumping, work on mud pumps 9,794.0 9,794.0
19:00 1.50 14.50 5 Pump 55bbl. LCMsweep @2bpm, close hy-drill,squeeze LCMpill into 9,794.0 9,794.0

formation @1bpm DP 677 psi csg 397 psi. shut down pump
20:30 2.00 16.50 22 Monitor well, casing press 412psi, D.P.P. 465psi. final press 104 on drill 9,794.0 9,794.0

pipe, 87 on casing.
22:30 1.00 17.50 22 Bleed off press, open hy-drill,close HCR valve, monitor well on triptank. 9,794.0 9,794.0

( no gain ,no los.)
23:30 0.50 18.00 5 Pump slug &chase same @2BPM. regained returns after pumping 7bbls. 9,794.0 9,794.0

00:00 6.00 24.00 6 POOH from 7521' @10ft.Imin to 5400', 15ft/min from 5400' to 4800', 9,794.0 9,794.0
20ft/min from 4800'

Mud Check: 9,794.0ftKB, 2'3/2013 12:00
Date Depth (ftKB, Density (Ib/gal) Vis (s/q ) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf .. Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/3/2013 9,792
.0

1:1.70 60 18.0 14.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pn (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

245,268.00 27.0 78.1/21.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
482.0

Page 1/2 Report Printed:

Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/4/2013
Report #: 15, DFS: 15

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APflUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrilÍingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/3/2013 06:00 2/4/2013 06:00 15 9,794.0 9,794.0 0.00
Operations at Report Time
POOH
Operations Summary
Cir. @shoe 8118', squeeze 2-60bbl LCMpills into formation, monitor on triptank,Iost 11bbls., POOH 10stds to 7243' monitor well, lost 1.2bbis in 1hr., TlH 3stds
to 7521' no returns, transfer mud & mix 60bbl LCMpill,work on mud pumps, pump & squeeze 55bbls. LCMpill into formation, monitor on triptank no losses,
pump slug & POOH.
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Weather Wellbore
Sunny and Clear 18-1 RE-ST
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10:00 2.00 6.00 5 Mix & pump 2nd. 60bbi LCM pill @2BPM, to 1560stks, slow pump to 9,794.0 9,794.0
18PM, squeeze LCM pill into formation, final press, 605psi on D.P. 300psi
on casing.

12:00 1.50 7.50 22 Bleed off press, open hy-drill,monitor well on triptank, lost 11.4bbls. 9,794.0 9,794.0
13:30 1.50 9.00 6 POOH 10 stds. to 7243 wet, @ 15ft/min, pulled dry @5stds. tripsheet 9,794.0 9,794.0

losses 12 bbls.
15:00 1.00 10.00 22 Monitor well on triptank loss 12 bph. 9,794.0 9,794.0
16:00 0.50 10.50 6 IlH 3stds. to 7521', no returns 9,794.0 9,794.0
16:30 1.50 12.00 23 Pump out triptank to suction pit, transfer40bbis. from slugging pit to trip 9,794.0 9,794.0

tank, mix 60bbl. LCMin slugging pit for squeeze job #3.
18:00 1.00 13.00 5 Try to pump ECMsweep, pumps not pumping, work on mud pumps 9,794.0 9,794.0
19:00 1.50 14.50 5 Pump 55bbl. LCMsweep @2bpm, close hy-drill,squeeze LCMpill into 9,794.0 9,794.0

formation @1bpm DP 677 psi csg 397 psi. shut down pump
20:30 2.00 16.50 22 Monitor well, casing press 412psi, D.P.P. 465psi. final press 104 on drill 9,794.0 9,794.0

pipe, 87 on casing.
22:30 1.00 17.50 22 Bleed off press, open hy-drill,close HCR valve, monitor well on triptank. 9,794.0 9,794.0

( no gain ,no los.)
23:30 0.50 18.00 5 Pump slug &chase same @2BPM. regained returns after pumping 7bbls. 9,794.0 9,794.0

00:00 6.00 24.00 6 POOH from 7521' @10ft.Imin to 5400', 15ft/min from 5400' to 4800', 9,794.0 9,794.0
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Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/4/2013
Report #: 15, DFS: 15

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APflUWI Well Area Basin Field Name License # Permit Number Well Config
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County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrilÍingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
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Operations at Report Time
POOH
Operations Summary
Cir. @shoe 8118', squeeze 2-60bbl LCMpills into formation, monitor on triptank,Iost 11bbls., POOH 10stds to 7243' monitor well, lost 1.2bbis in 1hr., TlH 3stds
to 7521' no returns, transfer mud & mix 60bbl LCMpill,work on mud pumps, pump & squeeze 55bbls. LCMpill into formation, monitor on triptank no losses,
pump slug & POOH.
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Weather Wellbore
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18PM, squeeze LCM pill into formation, final press, 605psi on D.P. 300psi
on casing.

12:00 1.50 7.50 22 Bleed off press, open hy-drill,monitor well on triptank, lost 11.4bbls. 9,794.0 9,794.0
13:30 1.50 9.00 6 POOH 10 stds. to 7243 wet, @ 15ft/min, pulled dry @5stds. tripsheet 9,794.0 9,794.0

losses 12 bbls.
15:00 1.00 10.00 22 Monitor well on triptank loss 12 bph. 9,794.0 9,794.0
16:00 0.50 10.50 6 IlH 3stds. to 7521', no returns 9,794.0 9,794.0
16:30 1.50 12.00 23 Pump out triptank to suction pit, transfer40bbis. from slugging pit to trip 9,794.0 9,794.0

tank, mix 60bbl. LCMin slugging pit for squeeze job #3.
18:00 1.00 13.00 5 Try to pump ECMsweep, pumps not pumping, work on mud pumps 9,794.0 9,794.0
19:00 1.50 14.50 5 Pump 55bbl. LCMsweep @2bpm, close hy-drill,squeeze LCMpill into 9,794.0 9,794.0

formation @1bpm DP 677 psi csg 397 psi. shut down pump
20:30 2.00 16.50 22 Monitor well, casing press 412psi, D.P.P. 465psi. final press 104 on drill 9,794.0 9,794.0

pipe, 87 on casing.
22:30 1.00 17.50 22 Bleed off press, open hy-drill,close HCR valve, monitor well on triptank. 9,794.0 9,794.0

( no gain ,no los.)
23:30 0.50 18.00 5 Pump slug &chase same @2BPM. regained returns after pumping 7bbls. 9,794.0 9,794.0

00:00 6.00 24.00 6 POOH from 7521' @10ft.Imin to 5400', 15ft/min from 5400' to 4800', 9,794.0 9,794.0
20ft/min from 4800'
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/4/2013
Report #: 15, DFS: 15

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APflUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrilÍingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/3/2013 06:00 2/4/2013 06:00 15 9,794.0 9,794.0 0.00
Operations at Report Time
POOH
Operations Summary
Cir. @shoe 8118', squeeze 2-60bbl LCMpills into formation, monitor on triptank,Iost 11bbls., POOH 10stds to 7243' monitor well, lost 1.2bbis in 1hr., TlH 3stds
to 7521' no returns, transfer mud & mix 60bbl LCMpill,work on mud pumps, pump & squeeze 55bbls. LCMpill into formation, monitor on triptank no losses,
pump slug & POOH.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

dob Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (97( ) 986-4401
Time Log

Cum Dur
Stad Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 5 Cir. @shoe 8118', bringing 13.7ppg mud around @1BPM, hole taking 9,794.0 9,794.0
mud, mix & pump 60bbl. LCM pill&squeeze into formation, @2BPM, CSG
107psi, press 640psi on D. P, slow pump rate to 1BPM D.P. 413psi,
154psi on casing, @ 1730stks. shut down monitor well.

10:00 2.00 6.00 5 Mix & pump 2nd. 60bbi LCM pill @2BPM, to 1560stks, slow pump to 9,794.0 9,794.0
18PM, squeeze LCM pill into formation, final press, 605psi on D.P. 300psi
on casing.

12:00 1.50 7.50 22 Bleed off press, open hy-drill,monitor well on triptank, lost 11.4bbls. 9,794.0 9,794.0
13:30 1.50 9.00 6 POOH 10 stds. to 7243 wet, @ 15ft/min, pulled dry @5stds. tripsheet 9,794.0 9,794.0

losses 12 bbls.
15:00 1.00 10.00 22 Monitor well on triptank loss 12 bph. 9,794.0 9,794.0
16:00 0.50 10.50 6 IlH 3stds. to 7521', no returns 9,794.0 9,794.0
16:30 1.50 12.00 23 Pump out triptank to suction pit, transfer40bbis. from slugging pit to trip 9,794.0 9,794.0

tank, mix 60bbl. LCMin slugging pit for squeeze job #3.
18:00 1.00 13.00 5 Try to pump ECMsweep, pumps not pumping, work on mud pumps 9,794.0 9,794.0
19:00 1.50 14.50 5 Pump 55bbl. LCMsweep @2bpm, close hy-drill,squeeze LCMpill into 9,794.0 9,794.0

formation @1bpm DP 677 psi csg 397 psi. shut down pump
20:30 2.00 16.50 22 Monitor well, casing press 412psi, D.P.P. 465psi. final press 104 on drill 9,794.0 9,794.0

pipe, 87 on casing.
22:30 1.00 17.50 22 Bleed off press, open hy-drill,close HCR valve, monitor well on triptank. 9,794.0 9,794.0

( no gain ,no los.)
23:30 0.50 18.00 5 Pump slug &chase same @2BPM. regained returns after pumping 7bbls. 9,794.0 9,794.0

00:00 6.00 24.00 6 POOH from 7521' @10ft.Imin to 5400', 15ft/min from 5400' to 4800', 9,794.0 9,794.0
20ft/min from 4800'

Mud Check: 9,794.0ftKB, 2'3/2013 12:00
Date Depth (ftKB, Density (Ib/gal) Vis (s/q ) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf .. Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/3/2013 9,792
.0

1:1.70 60 18.0 14.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pn (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

245,268.00 27.0 78.1/21.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
482.0

Page 1/2 Report Printed:



RECEIVED: Feb. 04, 2013

Sundry Number: 34386 API Well Number: 43019500120000Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/4/2013
Report #: 15, DFS: 15

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
AP1/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.
2/3/2013 9,794.0 13.70 53 15.0 11.000 7.000 10.000 2.0 2

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio
3.300 316,127.00 27.0 78.1/21.9

0
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

482.0

Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
SetDepth ODNomMax

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/4/2013
Report #: 15, DFS: 15

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
AP1/UWI Well Area Basin Field Name License # Permit Number Well Config
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0
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482.0
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4/1/2012 intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/4/2013
Report #: 15, DFS: 15

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
AP1/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
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2/3/2013 9,794.0 13.70 53 15.0 11.000 7.000 10.000 2.0 2

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio
3.300 316,127.00 27.0 78.1/21.9

0
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

482.0

Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
SetDepth ODNomMax

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Feb. 04, 2013

Sundry Number: 34386 API Well Number: 43019500120000Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/3/2013
bpba da C up RepOrt#: 14, DFS: 14

Well Name: Cane Creek 18-1 Daily Depth Progress: 94.00
APllUWI Well Area Basin Field Name License # Permit Number Well Cont1g
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/2/2013 06:00 2/3/2013 06:00 14 9,700.0 9,794.0 94.00
Operations at Report Time

Operations Summary
Rotate & slide from 9700' to 9785', service rig, rotate &slide from 9785' to 9794', cir. strip out 3stds, change rotating rubber, ream from 9691' to 9785', tryedto
sync up down hole tools (failed) mud motor failed, POOH to 8112' holding 550# on casing with halb., trap 517# on casing, transfer 12.1ppg mud to tank farm,
transfer 13.5ppg mud to active pit, wt. up 13.7ppg using 14.5ppg mud. Displacing 12.1ppg mud in hole with 13.7ppg mud
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Bob Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Starl Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 7.50 7.50 2 Rotate &slide from 9700' to 9785' 9,700.0 9,785.0
13:30 0.50 8.00 7 Service rig 9,785.0 9,785.0
14:00 0.50 8.50 2 Rotate &slide from 9785' to 9794' 9,785.0 9,794.0
14:30 2.50 11.00 5 Cir. out gas, ( rotating rubber leaking, close hy-driil&hold 500# on babk 9,794.0 9,794.0

side)
17:00 1.00 12.00 6 Strip out of hole 3stds. while holding 500# on back side with halb. 9,794.0 9,794.0
18:00 1.50 13.50 22 Change out rotating rubber 9,794.0 9,794.0
19:30 2.00 15.50 3 Equalize press, open hy-drill, ream from 9691' to 9785' 9,794.0 9,794.0
21:30 1.00 16.50 5 Try to sync up with down hole tools, FAlUED,(motor bad) 9,794.0 9,794.0
22:30 3.00 19.50 6 POOH @4min per std. from 9785' to 9112', holding 550# on back side with 9,794.0 9,794.0

Halb.
01:30 0.50 20.00 5 Trap 517# on casing, shut down pump 9,794.0 9,794.0
02:00 1.50 21.50 23 Transfer 12.1ppg mug from active to tank farm, transfer 13.5ppg mud from 9,794.0 9,794.0

tank farm to active pit &wt. up to 13.7ppg.
03:30 2.50 24.00 5 Displace 12.1ppg mud in hole with 13.7ppg 9,794.0 9,794.0
Mud Check: 9,786.0ftKB, 2'2I2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b.. Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/2/2013 9,786.0 12.05 51 16.0 13.000 8.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

329,828.00 27.0 84.9/15.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
90.0 22.0 70.0

Mud Check: 9,794.0ftKB, 2/2/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/2/2013 9,794.0 12.05 53 16.0 13.000 8.000 10.000 2.0 2
MBT(Ib/bb1) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

320,528.00 27.0 84.9/15.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
90.0 22.0 70.0

Daily Drilling Performance
Depth In (itKB) Depth Out (ft Drilled (ft) Date In Date Out DallTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) > Slide Time % Rot Time ( )

8,425.0 9,794.0 1,369.00 1/30/2013 12 00 2/2/2013 14:30 55.25 24.8 19.50 35.75 64.71 35.29
Casing & Liners

SetDepth ODNomMax
Run Date Csg Des (ftKB) Top (ftKB) OD (in) iD (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
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Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/3/2013
bpba da C up RepOrt#: 14, DFS: 14

Well Name: Cane Creek 18-1 Daily Depth Progress: 94.00
APllUWI Well Area Basin Field Name License # Permit Number Well Cont1g
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/2/2013 06:00 2/3/2013 06:00 14 9,700.0 9,794.0 94.00
Operations at Report Time

Operations Summary
Rotate & slide from 9700' to 9785', service rig, rotate &slide from 9785' to 9794', cir. strip out 3stds, change rotating rubber, ream from 9691' to 9785', tryedto
sync up down hole tools (failed) mud motor failed, POOH to 8112' holding 550# on casing with halb., trap 517# on casing, transfer 12.1ppg mud to tank farm,
transfer 13.5ppg mud to active pit, wt. up 13.7ppg using 14.5ppg mud. Displacing 12.1ppg mud in hole with 13.7ppg mud
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Bob Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Starl Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 7.50 7.50 2 Rotate &slide from 9700' to 9785' 9,700.0 9,785.0
13:30 0.50 8.00 7 Service rig 9,785.0 9,785.0
14:00 0.50 8.50 2 Rotate &slide from 9785' to 9794' 9,785.0 9,794.0
14:30 2.50 11.00 5 Cir. out gas, ( rotating rubber leaking, close hy-driil&hold 500# on babk 9,794.0 9,794.0

side)
17:00 1.00 12.00 6 Strip out of hole 3stds. while holding 500# on back side with halb. 9,794.0 9,794.0
18:00 1.50 13.50 22 Change out rotating rubber 9,794.0 9,794.0
19:30 2.00 15.50 3 Equalize press, open hy-drill, ream from 9691' to 9785' 9,794.0 9,794.0
21:30 1.00 16.50 5 Try to sync up with down hole tools, FAlUED,(motor bad) 9,794.0 9,794.0
22:30 3.00 19.50 6 POOH @4min per std. from 9785' to 9112', holding 550# on back side with 9,794.0 9,794.0

Halb.
01:30 0.50 20.00 5 Trap 517# on casing, shut down pump 9,794.0 9,794.0
02:00 1.50 21.50 23 Transfer 12.1ppg mug from active to tank farm, transfer 13.5ppg mud from 9,794.0 9,794.0

tank farm to active pit &wt. up to 13.7ppg.
03:30 2.50 24.00 5 Displace 12.1ppg mud in hole with 13.7ppg 9,794.0 9,794.0
Mud Check: 9,786.0ftKB, 2'2I2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b.. Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/2/2013 9,786.0 12.05 51 16.0 13.000 8.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

329,828.00 27.0 84.9/15.1
0
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90.0 22.0 70.0

Daily Drilling Performance
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Run Date Csg Des (ftKB) Top (ftKB) OD (in) iD (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/3/2013
bpba da C up RepOrt#: 14, DFS: 14

Well Name: Cane Creek 18-1 Daily Depth Progress: 94.00
APllUWI Well Area Basin Field Name License # Permit Number Well Cont1g
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/2/2013 06:00 2/3/2013 06:00 14 9,700.0 9,794.0 94.00
Operations at Report Time

Operations Summary
Rotate & slide from 9700' to 9785', service rig, rotate &slide from 9785' to 9794', cir. strip out 3stds, change rotating rubber, ream from 9691' to 9785', tryedto
sync up down hole tools (failed) mud motor failed, POOH to 8112' holding 550# on casing with halb., trap 517# on casing, transfer 12.1ppg mud to tank farm,
transfer 13.5ppg mud to active pit, wt. up 13.7ppg using 14.5ppg mud. Displacing 12.1ppg mud in hole with 13.7ppg mud
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Bob Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Starl Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 7.50 7.50 2 Rotate &slide from 9700' to 9785' 9,700.0 9,785.0
13:30 0.50 8.00 7 Service rig 9,785.0 9,785.0
14:00 0.50 8.50 2 Rotate &slide from 9785' to 9794' 9,785.0 9,794.0
14:30 2.50 11.00 5 Cir. out gas, ( rotating rubber leaking, close hy-driil&hold 500# on babk 9,794.0 9,794.0

side)
17:00 1.00 12.00 6 Strip out of hole 3stds. while holding 500# on back side with halb. 9,794.0 9,794.0
18:00 1.50 13.50 22 Change out rotating rubber 9,794.0 9,794.0
19:30 2.00 15.50 3 Equalize press, open hy-drill, ream from 9691' to 9785' 9,794.0 9,794.0
21:30 1.00 16.50 5 Try to sync up with down hole tools, FAlUED,(motor bad) 9,794.0 9,794.0
22:30 3.00 19.50 6 POOH @4min per std. from 9785' to 9112', holding 550# on back side with 9,794.0 9,794.0

Halb.
01:30 0.50 20.00 5 Trap 517# on casing, shut down pump 9,794.0 9,794.0
02:00 1.50 21.50 23 Transfer 12.1ppg mug from active to tank farm, transfer 13.5ppg mud from 9,794.0 9,794.0

tank farm to active pit &wt. up to 13.7ppg.
03:30 2.50 24.00 5 Displace 12.1ppg mud in hole with 13.7ppg 9,794.0 9,794.0
Mud Check: 9,786.0ftKB, 2'2I2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b.. Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/2/2013 9,786.0 12.05 51 16.0 13.000 8.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

329,828.00 27.0 84.9/15.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
90.0 22.0 70.0

Mud Check: 9,794.0ftKB, 2/2/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/2/2013 9,794.0 12.05 53 16.0 13.000 8.000 10.000 2.0 2
MBT(Ib/bb1) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

320,528.00 27.0 84.9/15.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
90.0 22.0 70.0

Daily Drilling Performance
Depth In (itKB) Depth Out (ft Drilled (ft) Date In Date Out DallTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) > Slide Time % Rot Time ( )

8,425.0 9,794.0 1,369.00 1/30/2013 12 00 2/2/2013 14:30 55.25 24.8 19.50 35.75 64.71 35.29
Casing & Liners

SetDepth ODNomMax
Run Date Csg Des (ftKB) Top (ftKB) OD (in) iD (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681

Page 1/2 Report Printed:

Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/3/2013
bpba da C up RepOrt#: 14, DFS: 14

Well Name: Cane Creek 18-1 Daily Depth Progress: 94.00
APllUWI Well Area Basin Field Name License # Permit Number Well Cont1g
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/2/2013 06:00 2/3/2013 06:00 14 9,700.0 9,794.0 94.00
Operations at Report Time

Operations Summary
Rotate & slide from 9700' to 9785', service rig, rotate &slide from 9785' to 9794', cir. strip out 3stds, change rotating rubber, ream from 9691' to 9785', tryedto
sync up down hole tools (failed) mud motor failed, POOH to 8112' holding 550# on casing with halb., trap 517# on casing, transfer 12.1ppg mud to tank farm,
transfer 13.5ppg mud to active pit, wt. up 13.7ppg using 14.5ppg mud. Displacing 12.1ppg mud in hole with 13.7ppg mud
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Bob Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Starl Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 7.50 7.50 2 Rotate &slide from 9700' to 9785' 9,700.0 9,785.0
13:30 0.50 8.00 7 Service rig 9,785.0 9,785.0
14:00 0.50 8.50 2 Rotate &slide from 9785' to 9794' 9,785.0 9,794.0
14:30 2.50 11.00 5 Cir. out gas, ( rotating rubber leaking, close hy-driil&hold 500# on babk 9,794.0 9,794.0

side)
17:00 1.00 12.00 6 Strip out of hole 3stds. while holding 500# on back side with halb. 9,794.0 9,794.0
18:00 1.50 13.50 22 Change out rotating rubber 9,794.0 9,794.0
19:30 2.00 15.50 3 Equalize press, open hy-drill, ream from 9691' to 9785' 9,794.0 9,794.0
21:30 1.00 16.50 5 Try to sync up with down hole tools, FAlUED,(motor bad) 9,794.0 9,794.0
22:30 3.00 19.50 6 POOH @4min per std. from 9785' to 9112', holding 550# on back side with 9,794.0 9,794.0

Halb.
01:30 0.50 20.00 5 Trap 517# on casing, shut down pump 9,794.0 9,794.0
02:00 1.50 21.50 23 Transfer 12.1ppg mug from active to tank farm, transfer 13.5ppg mud from 9,794.0 9,794.0

tank farm to active pit &wt. up to 13.7ppg.
03:30 2.50 24.00 5 Displace 12.1ppg mud in hole with 13.7ppg 9,794.0 9,794.0
Mud Check: 9,786.0ftKB, 2'2I2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b.. Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/2/2013 9,786.0 12.05 51 16.0 13.000 8.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

329,828.00 27.0 84.9/15.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
90.0 22.0 70.0

Mud Check: 9,794.0ftKB, 2/2/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/2/2013 9,794.0 12.05 53 16.0 13.000 8.000 10.000 2.0 2
MBT(Ib/bb1) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

320,528.00 27.0 84.9/15.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
90.0 22.0 70.0

Daily Drilling Performance
Depth In (itKB) Depth Out (ft Drilled (ft) Date In Date Out DallTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) > Slide Time % Rot Time ( )

8,425.0 9,794.0 1,369.00 1/30/2013 12 00 2/2/2013 14:30 55.25 24.8 19.50 35.75 64.71 35.29
Casing & Liners

SetDepth ODNomMax
Run Date Csg Des (ftKB) Top (ftKB) OD (in) iD (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
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RECEIVED: Feb. 04, 2013

Sundry Number: 34386 API Well Number: 43019500120000Sundry Number: 34386 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/3/2013
ei Report #: 14, DFS: 14

Well Name: Cane Creek 18-1 Daily Depth Progress: 94.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00

4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 34386 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/3/2013
ei Report #: 14, DFS: 14

Well Name: Cane Creek 18-1 Daily Depth Progress: 94.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00

4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 34386 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/3/2013
ei Report #: 14, DFS: 14

Well Name: Cane Creek 18-1 Daily Depth Progress: 94.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00

4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 34386 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/3/2013
ei Report #: 14, DFS: 14

Well Name: Cane Creek 18-1 Daily Depth Progress: 94.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00

4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:



RECEIVED: Feb. 04, 2013

Sundry Number: 34386 API Well Number: 43019500120000Sundry Number: 34386 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/2/2013
Report #: 13, DFS: 13

Well Name: Cane Creek 18-1 Daily Depth Progress: 200.00
AP1/UWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

2/1/2013 06:00 2/2/2013 06:00 13 9,500.0 9,700.0 200.00
Operations at Report Time
Drillingahead
Operations Summary
Rotate & slide from 9500' to 9597', service rig, rotate & slide from 9597' to 9612', rotating rubber leaking, close hy-drill& cir. out gas, rack back 3stds while
holding 400# on back side, change rotating rubber, tih3stds, slide from 9612' to 9619', rotating rubber bearing not turning,work pipe thru rubber, resink MWD
tool& troubleshoot same, rotate &slide from 9619' to 9665', rotating rubber failed, close hy-drill, cir. out gas, rack back 2stds, strip thru hy-drillwhile holding
500# on back side with halb., change out rotating rubber holding 500# on back side, strip in hole 2stds, rotate & slide from 9665' to 9700'
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Oftlce
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.00 5.00 2 Rotate &slide from 9500' to 9597' 9,500.0 9,597.0
11:00 0.50 5.50 7 Service rig &function lower pipe rams 9,597.0 9,597.0
11:30 2.00 7.50 2 Rotate & slide from 9597' to 9612' 9,597.0 9,612.0
13:30 0.50 8.00 5 Cir. out gas 9,612.0 9,612.0
14:00 0.50 8.50 6 POOH 3stds., holding 400# on back side with halb. 9,612.0 9,612.0
14:30 1.00 9.50 22 Close hy-drill,change out rotating head rubber while holding 400#on back 9,612.0 9,612.0

side with halb.
15:30 0.50 10.00 6 TlH 3stds 9,612.0 9,612.0
16:00 0.50 10.50 2 Slide from 9612' to 9619' 9,612.0 9,619.0
16:30 0.50 11.00 22 Rotating head bearing not turning,work thru rotating rubber with pipe 9,619.0 9,619.0
17:00 1.00 12.00 5 Resink MWDtool&troubleshoot 9,619.0 9,619.0
18:00 3.00 15.00 2 Rotate &slide from 9619' to 9665' 9,619.0 9,665.0
21:00 2.00 17.00 5 Rotating rubber failed, closed hy-drill,cir. out gas 9,665.0 9,665.0
23:00 2.00 19.00 22 Racked pack 2stds. stripped thru hy-drill,with halb. holding 500# on back 9,665.0 9,665.0

side, changed rotating rubber, strip in hole 2stds.
01:00 5.00 24.00 2 Rotate &slide from 9665' to 9700' 9,665.0 9,700.0
Mud Check: 9,612.0ftKB, 2'1/2013 1E:00
Date Depth (ftKB' Density (Ib/gal) Vis (s/q ) PV OR (Pa•s) YP OR (lbf/1... Get (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

2/1/2013 9,612.0 12.50 56 17.0 16.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

346,066.00 29.0 83.1/16.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
303.0 65.0 68.0

Mud Check: 9,670.0ftKB, 2/112013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

2/1/2013 9,670.0 12.10 61 15.0 12.000 7.000 8.000 2.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.300 286,872.00 26.5 83.7/16.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbí) LCM ECD - Manual Entr... T Flowline (°F) Comment
65.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,425.0 9,794.0 1,369.00 1/30/2013 12:00 2/2/2013 14:30 55.25 24.8 19.50 35.75 64.71 35.29

Page 1/2 Report Printed:

Sundry Number: 34386 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/2/2013
Report #: 13, DFS: 13

Well Name: Cane Creek 18-1 Daily Depth Progress: 200.00
AP1/UWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

2/1/2013 06:00 2/2/2013 06:00 13 9,500.0 9,700.0 200.00
Operations at Report Time
Drillingahead
Operations Summary
Rotate & slide from 9500' to 9597', service rig, rotate & slide from 9597' to 9612', rotating rubber leaking, close hy-drill& cir. out gas, rack back 3stds while
holding 400# on back side, change rotating rubber, tih3stds, slide from 9612' to 9619', rotating rubber bearing not turning,work pipe thru rubber, resink MWD
tool& troubleshoot same, rotate &slide from 9619' to 9665', rotating rubber failed, close hy-drill, cir. out gas, rack back 2stds, strip thru hy-drillwhile holding
500# on back side with halb., change out rotating rubber holding 500# on back side, strip in hole 2stds, rotate & slide from 9665' to 9700'
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Oftlce
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.00 5.00 2 Rotate &slide from 9500' to 9597' 9,500.0 9,597.0
11:00 0.50 5.50 7 Service rig &function lower pipe rams 9,597.0 9,597.0
11:30 2.00 7.50 2 Rotate & slide from 9597' to 9612' 9,597.0 9,612.0
13:30 0.50 8.00 5 Cir. out gas 9,612.0 9,612.0
14:00 0.50 8.50 6 POOH 3stds., holding 400# on back side with halb. 9,612.0 9,612.0
14:30 1.00 9.50 22 Close hy-drill,change out rotating head rubber while holding 400#on back 9,612.0 9,612.0

side with halb.
15:30 0.50 10.00 6 TlH 3stds 9,612.0 9,612.0
16:00 0.50 10.50 2 Slide from 9612' to 9619' 9,612.0 9,619.0
16:30 0.50 11.00 22 Rotating head bearing not turning,work thru rotating rubber with pipe 9,619.0 9,619.0
17:00 1.00 12.00 5 Resink MWDtool&troubleshoot 9,619.0 9,619.0
18:00 3.00 15.00 2 Rotate &slide from 9619' to 9665' 9,619.0 9,665.0
21:00 2.00 17.00 5 Rotating rubber failed, closed hy-drill,cir. out gas 9,665.0 9,665.0
23:00 2.00 19.00 22 Racked pack 2stds. stripped thru hy-drill,with halb. holding 500# on back 9,665.0 9,665.0

side, changed rotating rubber, strip in hole 2stds.
01:00 5.00 24.00 2 Rotate &slide from 9665' to 9700' 9,665.0 9,700.0
Mud Check: 9,612.0ftKB, 2'1/2013 1E:00
Date Depth (ftKB' Density (Ib/gal) Vis (s/q ) PV OR (Pa•s) YP OR (lbf/1... Get (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

2/1/2013 9,612.0 12.50 56 17.0 16.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

346,066.00 29.0 83.1/16.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
303.0 65.0 68.0

Mud Check: 9,670.0ftKB, 2/112013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

2/1/2013 9,670.0 12.10 61 15.0 12.000 7.000 8.000 2.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.300 286,872.00 26.5 83.7/16.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbí) LCM ECD - Manual Entr... T Flowline (°F) Comment
65.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,425.0 9,794.0 1,369.00 1/30/2013 12:00 2/2/2013 14:30 55.25 24.8 19.50 35.75 64.71 35.29

Page 1/2 Report Printed:

Sundry Number: 34386 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/2/2013
Report #: 13, DFS: 13

Well Name: Cane Creek 18-1 Daily Depth Progress: 200.00
AP1/UWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

2/1/2013 06:00 2/2/2013 06:00 13 9,500.0 9,700.0 200.00
Operations at Report Time
Drillingahead
Operations Summary
Rotate & slide from 9500' to 9597', service rig, rotate & slide from 9597' to 9612', rotating rubber leaking, close hy-drill& cir. out gas, rack back 3stds while
holding 400# on back side, change rotating rubber, tih3stds, slide from 9612' to 9619', rotating rubber bearing not turning,work pipe thru rubber, resink MWD
tool& troubleshoot same, rotate &slide from 9619' to 9665', rotating rubber failed, close hy-drill, cir. out gas, rack back 2stds, strip thru hy-drillwhile holding
500# on back side with halb., change out rotating rubber holding 500# on back side, strip in hole 2stds, rotate & slide from 9665' to 9700'
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Oftlce
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.00 5.00 2 Rotate &slide from 9500' to 9597' 9,500.0 9,597.0
11:00 0.50 5.50 7 Service rig &function lower pipe rams 9,597.0 9,597.0
11:30 2.00 7.50 2 Rotate & slide from 9597' to 9612' 9,597.0 9,612.0
13:30 0.50 8.00 5 Cir. out gas 9,612.0 9,612.0
14:00 0.50 8.50 6 POOH 3stds., holding 400# on back side with halb. 9,612.0 9,612.0
14:30 1.00 9.50 22 Close hy-drill,change out rotating head rubber while holding 400#on back 9,612.0 9,612.0

side with halb.
15:30 0.50 10.00 6 TlH 3stds 9,612.0 9,612.0
16:00 0.50 10.50 2 Slide from 9612' to 9619' 9,612.0 9,619.0
16:30 0.50 11.00 22 Rotating head bearing not turning,work thru rotating rubber with pipe 9,619.0 9,619.0
17:00 1.00 12.00 5 Resink MWDtool&troubleshoot 9,619.0 9,619.0
18:00 3.00 15.00 2 Rotate &slide from 9619' to 9665' 9,619.0 9,665.0
21:00 2.00 17.00 5 Rotating rubber failed, closed hy-drill,cir. out gas 9,665.0 9,665.0
23:00 2.00 19.00 22 Racked pack 2stds. stripped thru hy-drill,with halb. holding 500# on back 9,665.0 9,665.0

side, changed rotating rubber, strip in hole 2stds.
01:00 5.00 24.00 2 Rotate &slide from 9665' to 9700' 9,665.0 9,700.0
Mud Check: 9,612.0ftKB, 2'1/2013 1E:00
Date Depth (ftKB' Density (Ib/gal) Vis (s/q ) PV OR (Pa•s) YP OR (lbf/1... Get (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

2/1/2013 9,612.0 12.50 56 17.0 16.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

346,066.00 29.0 83.1/16.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
303.0 65.0 68.0

Mud Check: 9,670.0ftKB, 2/112013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

2/1/2013 9,670.0 12.10 61 15.0 12.000 7.000 8.000 2.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.300 286,872.00 26.5 83.7/16.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbí) LCM ECD - Manual Entr... T Flowline (°F) Comment
65.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,425.0 9,794.0 1,369.00 1/30/2013 12:00 2/2/2013 14:30 55.25 24.8 19.50 35.75 64.71 35.29

Page 1/2 Report Printed:

Sundry Number: 34386 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/2/2013
Report #: 13, DFS: 13

Well Name: Cane Creek 18-1 Daily Depth Progress: 200.00
AP1/UWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

2/1/2013 06:00 2/2/2013 06:00 13 9,500.0 9,700.0 200.00
Operations at Report Time
Drillingahead
Operations Summary
Rotate & slide from 9500' to 9597', service rig, rotate & slide from 9597' to 9612', rotating rubber leaking, close hy-drill& cir. out gas, rack back 3stds while
holding 400# on back side, change rotating rubber, tih3stds, slide from 9612' to 9619', rotating rubber bearing not turning,work pipe thru rubber, resink MWD
tool& troubleshoot same, rotate &slide from 9619' to 9665', rotating rubber failed, close hy-drill, cir. out gas, rack back 2stds, strip thru hy-drillwhile holding
500# on back side with halb., change out rotating rubber holding 500# on back side, strip in hole 2stds, rotate & slide from 9665' to 9700'
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Oftlce
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.00 5.00 2 Rotate &slide from 9500' to 9597' 9,500.0 9,597.0
11:00 0.50 5.50 7 Service rig &function lower pipe rams 9,597.0 9,597.0
11:30 2.00 7.50 2 Rotate & slide from 9597' to 9612' 9,597.0 9,612.0
13:30 0.50 8.00 5 Cir. out gas 9,612.0 9,612.0
14:00 0.50 8.50 6 POOH 3stds., holding 400# on back side with halb. 9,612.0 9,612.0
14:30 1.00 9.50 22 Close hy-drill,change out rotating head rubber while holding 400#on back 9,612.0 9,612.0

side with halb.
15:30 0.50 10.00 6 TlH 3stds 9,612.0 9,612.0
16:00 0.50 10.50 2 Slide from 9612' to 9619' 9,612.0 9,619.0
16:30 0.50 11.00 22 Rotating head bearing not turning,work thru rotating rubber with pipe 9,619.0 9,619.0
17:00 1.00 12.00 5 Resink MWDtool&troubleshoot 9,619.0 9,619.0
18:00 3.00 15.00 2 Rotate &slide from 9619' to 9665' 9,619.0 9,665.0
21:00 2.00 17.00 5 Rotating rubber failed, closed hy-drill,cir. out gas 9,665.0 9,665.0
23:00 2.00 19.00 22 Racked pack 2stds. stripped thru hy-drill,with halb. holding 500# on back 9,665.0 9,665.0

side, changed rotating rubber, strip in hole 2stds.
01:00 5.00 24.00 2 Rotate &slide from 9665' to 9700' 9,665.0 9,700.0
Mud Check: 9,612.0ftKB, 2'1/2013 1E:00
Date Depth (ftKB' Density (Ib/gal) Vis (s/q ) PV OR (Pa•s) YP OR (lbf/1... Get (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

2/1/2013 9,612.0 12.50 56 17.0 16.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

346,066.00 29.0 83.1/16.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
303.0 65.0 68.0

Mud Check: 9,670.0ftKB, 2/112013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

2/1/2013 9,670.0 12.10 61 15.0 12.000 7.000 8.000 2.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.300 286,872.00 26.5 83.7/16.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbí) LCM ECD - Manual Entr... T Flowline (°F) Comment
65.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,425.0 9,794.0 1,369.00 1/30/2013 12:00 2/2/2013 14:30 55.25 24.8 19.50 35.75 64.71 35.29

Page 1/2 Report Printed:



RECEIVED: Feb. 04, 2013

Sundry Number: 34386 API Well Number: 43019500120000Sundry Number: 34386 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/2/2013
Report #: 13, DFS: 13

Well Name: Cane Creek 18-1 Daily Depth Progress: 200.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Conig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00

3/3/2012 Surfaœ 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 34386 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/2/2013
Report #: 13, DFS: 13

Well Name: Cane Creek 18-1 Daily Depth Progress: 200.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Conig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00

3/3/2012 Surfaœ 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 34386 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/2/2013
Report #: 13, DFS: 13

Well Name: Cane Creek 18-1 Daily Depth Progress: 200.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Conig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00

3/3/2012 Surfaœ 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 34386 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/2/2013
Report #: 13, DFS: 13

Well Name: Cane Creek 18-1 Daily Depth Progress: 200.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Conig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00

3/3/2012 Surfaœ 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:



RECEIVED: Feb. 04, 2013

Sundry Number: 34386 API Well Number: 43019500120000Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/1/2013
Report #: 12, DFS: 12

Well Name: Cane Creek 18-1 Daily Depth Progress: 655.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.corn (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

1/31/2013 06:00 2/1/2013 06:00 12 8,845.0 9,500.0 655.00
Operations at Report Time
Drillingahead
Operations Summary
Drillfrom 8845' to 9128', service rig &function rams, drillfrom 9128' to 9500'
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Offce
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 8.50 8.50 2 Rotate &slide from 8845' to 9128' 8,845.0 9,128.0
14:30 0.50 9.00 7 Service rig &top drive, function toppipe rams 9,128.0 9,128.0
15:00 15.00 24.00 2 Rotate &slide from 9128' to 9500' 9,128.0 9,500.0
Mud Check: 9,080.0ftKB, 1/3112013 14:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/31/2013 9,080.0 13.50 57 19.0 14.000 8.000 11.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

324,334.00 31.0 82.6/17.4
0

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
54.0 33.0 70.0

Mud Check: 9,444.0ftKB, 1/31/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/31/2013 9,444.0 13.00 67 18.0 16.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

3.600 306,397.00 29.0 83.8/16.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
217.0 40.0 67.0

Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,425.0 9,794.0 1,369.00 1/30/2013 12:00 2/2/2013 14:30 55.25 24.8 19.50 35.75 64.71 35.29
Casing & Liners

SetDepth ODNomMax
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wl/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/1/2013
Report #: 12, DFS: 12

Well Name: Cane Creek 18-1 Daily Depth Progress: 655.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.corn (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

1/31/2013 06:00 2/1/2013 06:00 12 8,845.0 9,500.0 655.00
Operations at Report Time
Drillingahead
Operations Summary
Drillfrom 8845' to 9128', service rig &function rams, drillfrom 9128' to 9500'
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Offce
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 8.50 8.50 2 Rotate &slide from 8845' to 9128' 8,845.0 9,128.0
14:30 0.50 9.00 7 Service rig &top drive, function toppipe rams 9,128.0 9,128.0
15:00 15.00 24.00 2 Rotate &slide from 9128' to 9500' 9,128.0 9,500.0
Mud Check: 9,080.0ftKB, 1/3112013 14:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/31/2013 9,080.0 13.50 57 19.0 14.000 8.000 11.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

324,334.00 31.0 82.6/17.4
0

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
54.0 33.0 70.0

Mud Check: 9,444.0ftKB, 1/31/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/31/2013 9,444.0 13.00 67 18.0 16.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

3.600 306,397.00 29.0 83.8/16.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
217.0 40.0 67.0

Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,425.0 9,794.0 1,369.00 1/30/2013 12:00 2/2/2013 14:30 55.25 24.8 19.50 35.75 64.71 35.29
Casing & Liners

SetDepth ODNomMax
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wl/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/1/2013
Report #: 12, DFS: 12

Well Name: Cane Creek 18-1 Daily Depth Progress: 655.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.corn (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

1/31/2013 06:00 2/1/2013 06:00 12 8,845.0 9,500.0 655.00
Operations at Report Time
Drillingahead
Operations Summary
Drillfrom 8845' to 9128', service rig &function rams, drillfrom 9128' to 9500'
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Offce
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 8.50 8.50 2 Rotate &slide from 8845' to 9128' 8,845.0 9,128.0
14:30 0.50 9.00 7 Service rig &top drive, function toppipe rams 9,128.0 9,128.0
15:00 15.00 24.00 2 Rotate &slide from 9128' to 9500' 9,128.0 9,500.0
Mud Check: 9,080.0ftKB, 1/3112013 14:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/31/2013 9,080.0 13.50 57 19.0 14.000 8.000 11.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

324,334.00 31.0 82.6/17.4
0

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
54.0 33.0 70.0

Mud Check: 9,444.0ftKB, 1/31/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/31/2013 9,444.0 13.00 67 18.0 16.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

3.600 306,397.00 29.0 83.8/16.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
217.0 40.0 67.0

Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,425.0 9,794.0 1,369.00 1/30/2013 12:00 2/2/2013 14:30 55.25 24.8 19.50 35.75 64.71 35.29
Casing & Liners

SetDepth ODNomMax
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wl/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/1/2013
Report #: 12, DFS: 12

Well Name: Cane Creek 18-1 Daily Depth Progress: 655.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.corn (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

1/31/2013 06:00 2/1/2013 06:00 12 8,845.0 9,500.0 655.00
Operations at Report Time
Drillingahead
Operations Summary
Drillfrom 8845' to 9128', service rig &function rams, drillfrom 9128' to 9500'
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Offce
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 8.50 8.50 2 Rotate &slide from 8845' to 9128' 8,845.0 9,128.0
14:30 0.50 9.00 7 Service rig &top drive, function toppipe rams 9,128.0 9,128.0
15:00 15.00 24.00 2 Rotate &slide from 9128' to 9500' 9,128.0 9,500.0
Mud Check: 9,080.0ftKB, 1/3112013 14:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/31/2013 9,080.0 13.50 57 19.0 14.000 8.000 11.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

324,334.00 31.0 82.6/17.4
0

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
54.0 33.0 70.0

Mud Check: 9,444.0ftKB, 1/31/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/31/2013 9,444.0 13.00 67 18.0 16.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

3.600 306,397.00 29.0 83.8/16.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
217.0 40.0 67.0

Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,425.0 9,794.0 1,369.00 1/30/2013 12:00 2/2/2013 14:30 55.25 24.8 19.50 35.75 64.71 35.29
Casing & Liners

SetDepth ODNomMax
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wl/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Feb. 04, 2013

Sundry Number: 34386 API Well Number: 43019500120000Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/31/2013
Report #: 11, DFS: 11

Well Name: Cane Creek 18-1 Daily Depth Progress: 420.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/30/2013 06:00 1/31/2013 06:00 11 8,425.0 8,845.0 420.00
Operations at Report Time
Drillingahead
Operations Summary
TIH, install rotating rubber, TIH, cut drill line, service rig, TlH, slide & rotate fron 8425' to 8845'
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

3ob Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 6 TlH from 1100' to 6215' 8,425.0 8,425.0
08:00 1.00 3.00 22 Pull tripnipple &install rotating rubber 8,425.0 8,425.0
09:00 1.00 4.00 6 TlH from 6215' to 8000' 8,425.0 8,425.0
10:00 0.50 4.50 21 Slip & cut 80ft. drillline 8,425.0 8,425.0
10:30 0.50 5.00 7 Sentice rig, function test BOPs 8,425.0 8,425.0
11:00 0.50 5.50 6 TIHfrom 8000' to8425' 8,425.0 8,425.0
11:30 6.50 12.00 20 Slide from 8425' to 8485' 8,425.0 8,485.0
18:00 12.00 24.00 2 Rotate &slide from 8485' to 8845' (total122' of slide) 8,485.0 8,845.0
Mud Check: 8.450.0ftKB, 1/30I2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/30/2013 8,450.0 13.80 68 23.0 16.000 10.000 12.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

276,890.00 33.0 80.6/19.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline(F) Comment
64.0

Mud Check: 8,738.0ftKB, 1/30/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/30/2013 8,738.0 13.50 59 20.0 12.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.300 240,666.00 30.5 80.6/19.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
64.0

Daily Drilling Peiformance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,425.0 9,794.0 1,369.00 1/30/2013 12:00 2/2/2013 14:30 55.25 24.8 19.50 35.75 64.71 35.29
Casing & Liners

Set Depth OD NomMax
Run Date Osg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/31/2013
Report #: 11, DFS: 11

Well Name: Cane Creek 18-1 Daily Depth Progress: 420.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/30/2013 06:00 1/31/2013 06:00 11 8,425.0 8,845.0 420.00
Operations at Report Time
Drillingahead
Operations Summary
TIH, install rotating rubber, TIH, cut drill line, service rig, TlH, slide & rotate fron 8425' to 8845'
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

3ob Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 6 TlH from 1100' to 6215' 8,425.0 8,425.0
08:00 1.00 3.00 22 Pull tripnipple &install rotating rubber 8,425.0 8,425.0
09:00 1.00 4.00 6 TlH from 6215' to 8000' 8,425.0 8,425.0
10:00 0.50 4.50 21 Slip & cut 80ft. drillline 8,425.0 8,425.0
10:30 0.50 5.00 7 Sentice rig, function test BOPs 8,425.0 8,425.0
11:00 0.50 5.50 6 TIHfrom 8000' to8425' 8,425.0 8,425.0
11:30 6.50 12.00 20 Slide from 8425' to 8485' 8,425.0 8,485.0
18:00 12.00 24.00 2 Rotate &slide from 8485' to 8845' (total122' of slide) 8,485.0 8,845.0
Mud Check: 8.450.0ftKB, 1/30I2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/30/2013 8,450.0 13.80 68 23.0 16.000 10.000 12.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

276,890.00 33.0 80.6/19.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline(F) Comment
64.0

Mud Check: 8,738.0ftKB, 1/30/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/30/2013 8,738.0 13.50 59 20.0 12.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.300 240,666.00 30.5 80.6/19.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
64.0

Daily Drilling Peiformance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,425.0 9,794.0 1,369.00 1/30/2013 12:00 2/2/2013 14:30 55.25 24.8 19.50 35.75 64.71 35.29
Casing & Liners

Set Depth OD NomMax
Run Date Osg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/31/2013
Report #: 11, DFS: 11

Well Name: Cane Creek 18-1 Daily Depth Progress: 420.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/30/2013 06:00 1/31/2013 06:00 11 8,425.0 8,845.0 420.00
Operations at Report Time
Drillingahead
Operations Summary
TIH, install rotating rubber, TIH, cut drill line, service rig, TlH, slide & rotate fron 8425' to 8845'
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

3ob Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 6 TlH from 1100' to 6215' 8,425.0 8,425.0
08:00 1.00 3.00 22 Pull tripnipple &install rotating rubber 8,425.0 8,425.0
09:00 1.00 4.00 6 TlH from 6215' to 8000' 8,425.0 8,425.0
10:00 0.50 4.50 21 Slip & cut 80ft. drillline 8,425.0 8,425.0
10:30 0.50 5.00 7 Sentice rig, function test BOPs 8,425.0 8,425.0
11:00 0.50 5.50 6 TIHfrom 8000' to8425' 8,425.0 8,425.0
11:30 6.50 12.00 20 Slide from 8425' to 8485' 8,425.0 8,485.0
18:00 12.00 24.00 2 Rotate &slide from 8485' to 8845' (total122' of slide) 8,485.0 8,845.0
Mud Check: 8.450.0ftKB, 1/30I2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/30/2013 8,450.0 13.80 68 23.0 16.000 10.000 12.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

276,890.00 33.0 80.6/19.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline(F) Comment
64.0

Mud Check: 8,738.0ftKB, 1/30/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/30/2013 8,738.0 13.50 59 20.0 12.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.300 240,666.00 30.5 80.6/19.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
64.0

Daily Drilling Peiformance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,425.0 9,794.0 1,369.00 1/30/2013 12:00 2/2/2013 14:30 55.25 24.8 19.50 35.75 64.71 35.29
Casing & Liners

Set Depth OD NomMax
Run Date Osg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/31/2013
Report #: 11, DFS: 11

Well Name: Cane Creek 18-1 Daily Depth Progress: 420.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/30/2013 06:00 1/31/2013 06:00 11 8,425.0 8,845.0 420.00
Operations at Report Time
Drillingahead
Operations Summary
TIH, install rotating rubber, TIH, cut drill line, service rig, TlH, slide & rotate fron 8425' to 8845'
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

3ob Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 6 TlH from 1100' to 6215' 8,425.0 8,425.0
08:00 1.00 3.00 22 Pull tripnipple &install rotating rubber 8,425.0 8,425.0
09:00 1.00 4.00 6 TlH from 6215' to 8000' 8,425.0 8,425.0
10:00 0.50 4.50 21 Slip & cut 80ft. drillline 8,425.0 8,425.0
10:30 0.50 5.00 7 Sentice rig, function test BOPs 8,425.0 8,425.0
11:00 0.50 5.50 6 TIHfrom 8000' to8425' 8,425.0 8,425.0
11:30 6.50 12.00 20 Slide from 8425' to 8485' 8,425.0 8,485.0
18:00 12.00 24.00 2 Rotate &slide from 8485' to 8845' (total122' of slide) 8,485.0 8,845.0
Mud Check: 8.450.0ftKB, 1/30I2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/30/2013 8,450.0 13.80 68 23.0 16.000 10.000 12.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

276,890.00 33.0 80.6/19.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline(F) Comment
64.0

Mud Check: 8,738.0ftKB, 1/30/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/30/2013 8,738.0 13.50 59 20.0 12.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.300 240,666.00 30.5 80.6/19.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
64.0

Daily Drilling Peiformance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,425.0 9,794.0 1,369.00 1/30/2013 12:00 2/2/2013 14:30 55.25 24.8 19.50 35.75 64.71 35.29
Casing & Liners

Set Depth OD NomMax
Run Date Osg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:



RECEIVED: Feb. 04, 2013

Sundry Number: 34386 API Well Number: 43019500120000Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/30/2013
Report #: 10, DFS: 10

Well Name: Cane Creek 18-1 Daily Depth Progress: 174.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/29/2013 06:00 1/30/2013 06:00 10 8,251.0 8,425.0 174.00
Operations at Report Time
TlH
Operations Summary
Rotate &slide from 8251' to 8282', line uo on HES managed press system, Rotate &slide from 8282' to 8425', Cir. tryingto wake up P-ZIG, Cir. build & pump
sluf, POOH,Iay down tools, function test BOPs, make up new rotating rubber on pipe, make up Dir. BHA, surface test MWDtools, TlH
Operations Next Report Period
Drilling
Weather Wellbore
Snow 18-1 RE-ST
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 2 Rotate &slide from 8251' to 8282' 8,251.0 8,282.0
07:00 0.50 1.50 5 Line up to cir. thru Halb. on 2 fullopen chokes 8,282.0 8,282.0
07:30 6.00 7.50 2 Rotate &slide from 8282' to 8425' 8,282.0 8,425.0
13:30 1.50 9.00 5 P-ZIG went out, attempt to wake up PZIG 8,425.0 8,425.0
15:00 2.00 11.00 5 Cir., build &pump slug 8,425.0 8,425.0
17:00 7.00 18.00 6 POOH 8,425.0 8,425.0
00:00 1.50 19.50 6 Lay down Dir. BHA,clean oil base mud from rig floor, function test BOPs 8,425.0 8,425.0
01:30 0.50 20.00 23 stab new rotating rubber on pipe 8,425.0 8,425.0
02:00 3.00 23.00 6 Pick up new Dir. BHA &surface test MWDtools 8,425.0 8,425.0
05:00 1.00 24.00 6 TlH 8,425.0 8,425.0
Mud Check: 8,413.0ftKB, 1/2912013 13:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

1/29/2013 8,413.0 13.80 68 23.0 16.000 9.000 12.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

266,336.00 80.6/19.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
66.0

Mud Check: 8,425.0ftKB, 1/29/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib.., Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

1/29/2013 8,425.0 13.70 66 23.0 15.000 9.000 12.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 264,916.00 31.0 80.4/19.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
66.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,152.0 8,425.0 273.00 1/28/2013 12:00 1/29/2013 13:45 19.00 14.4 3.50 15.50 81.58 18.42
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) IDNom Min (in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/30/2013
Report #: 10, DFS: 10

Well Name: Cane Creek 18-1 Daily Depth Progress: 174.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/29/2013 06:00 1/30/2013 06:00 10 8,251.0 8,425.0 174.00
Operations at Report Time
TlH
Operations Summary
Rotate &slide from 8251' to 8282', line uo on HES managed press system, Rotate &slide from 8282' to 8425', Cir. tryingto wake up P-ZIG, Cir. build & pump
sluf, POOH,Iay down tools, function test BOPs, make up new rotating rubber on pipe, make up Dir. BHA, surface test MWDtools, TlH
Operations Next Report Period
Drilling
Weather Wellbore
Snow 18-1 RE-ST
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 2 Rotate &slide from 8251' to 8282' 8,251.0 8,282.0
07:00 0.50 1.50 5 Line up to cir. thru Halb. on 2 fullopen chokes 8,282.0 8,282.0
07:30 6.00 7.50 2 Rotate &slide from 8282' to 8425' 8,282.0 8,425.0
13:30 1.50 9.00 5 P-ZIG went out, attempt to wake up PZIG 8,425.0 8,425.0
15:00 2.00 11.00 5 Cir., build &pump slug 8,425.0 8,425.0
17:00 7.00 18.00 6 POOH 8,425.0 8,425.0
00:00 1.50 19.50 6 Lay down Dir. BHA,clean oil base mud from rig floor, function test BOPs 8,425.0 8,425.0
01:30 0.50 20.00 23 stab new rotating rubber on pipe 8,425.0 8,425.0
02:00 3.00 23.00 6 Pick up new Dir. BHA &surface test MWDtools 8,425.0 8,425.0
05:00 1.00 24.00 6 TlH 8,425.0 8,425.0
Mud Check: 8,413.0ftKB, 1/2912013 13:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

1/29/2013 8,413.0 13.80 68 23.0 16.000 9.000 12.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

266,336.00 80.6/19.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
66.0

Mud Check: 8,425.0ftKB, 1/29/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib.., Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

1/29/2013 8,425.0 13.70 66 23.0 15.000 9.000 12.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 264,916.00 31.0 80.4/19.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
66.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,152.0 8,425.0 273.00 1/28/2013 12:00 1/29/2013 13:45 19.00 14.4 3.50 15.50 81.58 18.42
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) IDNom Min (in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/30/2013
Report #: 10, DFS: 10

Well Name: Cane Creek 18-1 Daily Depth Progress: 174.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/29/2013 06:00 1/30/2013 06:00 10 8,251.0 8,425.0 174.00
Operations at Report Time
TlH
Operations Summary
Rotate &slide from 8251' to 8282', line uo on HES managed press system, Rotate &slide from 8282' to 8425', Cir. tryingto wake up P-ZIG, Cir. build & pump
sluf, POOH,Iay down tools, function test BOPs, make up new rotating rubber on pipe, make up Dir. BHA, surface test MWDtools, TlH
Operations Next Report Period
Drilling
Weather Wellbore
Snow 18-1 RE-ST
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 2 Rotate &slide from 8251' to 8282' 8,251.0 8,282.0
07:00 0.50 1.50 5 Line up to cir. thru Halb. on 2 fullopen chokes 8,282.0 8,282.0
07:30 6.00 7.50 2 Rotate &slide from 8282' to 8425' 8,282.0 8,425.0
13:30 1.50 9.00 5 P-ZIG went out, attempt to wake up PZIG 8,425.0 8,425.0
15:00 2.00 11.00 5 Cir., build &pump slug 8,425.0 8,425.0
17:00 7.00 18.00 6 POOH 8,425.0 8,425.0
00:00 1.50 19.50 6 Lay down Dir. BHA,clean oil base mud from rig floor, function test BOPs 8,425.0 8,425.0
01:30 0.50 20.00 23 stab new rotating rubber on pipe 8,425.0 8,425.0
02:00 3.00 23.00 6 Pick up new Dir. BHA &surface test MWDtools 8,425.0 8,425.0
05:00 1.00 24.00 6 TlH 8,425.0 8,425.0
Mud Check: 8,413.0ftKB, 1/2912013 13:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

1/29/2013 8,413.0 13.80 68 23.0 16.000 9.000 12.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

266,336.00 80.6/19.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
66.0

Mud Check: 8,425.0ftKB, 1/29/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib.., Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

1/29/2013 8,425.0 13.70 66 23.0 15.000 9.000 12.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 264,916.00 31.0 80.4/19.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
66.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,152.0 8,425.0 273.00 1/28/2013 12:00 1/29/2013 13:45 19.00 14.4 3.50 15.50 81.58 18.42
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) IDNom Min (in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/30/2013
Report #: 10, DFS: 10

Well Name: Cane Creek 18-1 Daily Depth Progress: 174.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/29/2013 06:00 1/30/2013 06:00 10 8,251.0 8,425.0 174.00
Operations at Report Time
TlH
Operations Summary
Rotate &slide from 8251' to 8282', line uo on HES managed press system, Rotate &slide from 8282' to 8425', Cir. tryingto wake up P-ZIG, Cir. build & pump
sluf, POOH,Iay down tools, function test BOPs, make up new rotating rubber on pipe, make up Dir. BHA, surface test MWDtools, TlH
Operations Next Report Period
Drilling
Weather Wellbore
Snow 18-1 RE-ST
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 2 Rotate &slide from 8251' to 8282' 8,251.0 8,282.0
07:00 0.50 1.50 5 Line up to cir. thru Halb. on 2 fullopen chokes 8,282.0 8,282.0
07:30 6.00 7.50 2 Rotate &slide from 8282' to 8425' 8,282.0 8,425.0
13:30 1.50 9.00 5 P-ZIG went out, attempt to wake up PZIG 8,425.0 8,425.0
15:00 2.00 11.00 5 Cir., build &pump slug 8,425.0 8,425.0
17:00 7.00 18.00 6 POOH 8,425.0 8,425.0
00:00 1.50 19.50 6 Lay down Dir. BHA,clean oil base mud from rig floor, function test BOPs 8,425.0 8,425.0
01:30 0.50 20.00 23 stab new rotating rubber on pipe 8,425.0 8,425.0
02:00 3.00 23.00 6 Pick up new Dir. BHA &surface test MWDtools 8,425.0 8,425.0
05:00 1.00 24.00 6 TlH 8,425.0 8,425.0
Mud Check: 8,413.0ftKB, 1/2912013 13:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

1/29/2013 8,413.0 13.80 68 23.0 16.000 9.000 12.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

266,336.00 80.6/19.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
66.0

Mud Check: 8,425.0ftKB, 1/29/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib.., Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

1/29/2013 8,425.0 13.70 66 23.0 15.000 9.000 12.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 264,916.00 31.0 80.4/19.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
66.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,152.0 8,425.0 273.00 1/28/2013 12:00 1/29/2013 13:45 19.00 14.4 3.50 15.50 81.58 18.42
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) IDNom Min (in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:



RECEIVED: Feb. 04, 2013

Sundry Number: 34386 API Well Number: 43019500120000Sundry Number: 34386 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/29/2013
Report #: 9, DFS: 9

Well Name: Cane Creek 18-1 Daily Depth Progress: 99.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\We11SiteLead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/28/2013 06:00 1/29/2013 06:00 9 8,152.0 8,251.0 99.00
Operations at Report Time
Drillingahead
Operations Summary
Pick up BHA,trip in hole, Kick off cement plug from 8152' to 8163', time drillfrom 8163' to 8181', Control slide from 8181' to 8251'
Operations Next Report Period
Drilling
Weather Wellbore
Snow 18-1 RE-ST
Daily Contacts

Job Contact Position Oft1ce
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 6 Finish picking up Dir. BHA,scribe motor, install pulse tool,surface test 8,152.0 8,152.0
MWD, make up bit

08:00 4.00 6.00 6 TIH from 133' to 8152' fillingpipe every 20stds. 8,152.0 8,152.0
12:00 2.00 8.00 20 Kick off cement plug 8,152.0 8,163.0
14:00 4.50 12.50 20 Time drillfrom 8163' to 8188' 8,163.0 8,188.0
18:30 0.50 13.00 7 Service rig 8,188.0 8,188.0
19:00 11.00 24.00 20 Control slide from 8188' to 8251' 8,188.0 8,251.0
Mud Check: 8,463.0ftKB, 1128/2013 14:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/28/2013 8,163.0 14.10 80 24.0 15.000 9.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

381,833.00 32.0 80.9/19.1
0

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T F1owline(°F) Comment
60.0

Mud Check: 8,202.0ftKB, 1/28/2013 23:00
Date Depth (ftKB) Density (1b/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/28/2013 8,202.0 13.80 66 23.0 18.000 9.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.100 264,916.00 31.0 80.4/19.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T F1owline(°F) Comment
63.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,152.0 8,425.0 273.00 1/28/2013 12:00 1/29/2013 13:45 19.00 14.4 3.50 15.50 81.58 18.42
Casing & liiners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Iblit) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 34386 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/29/2013
Report #: 9, DFS: 9

Well Name: Cane Creek 18-1 Daily Depth Progress: 99.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\We11SiteLead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/28/2013 06:00 1/29/2013 06:00 9 8,152.0 8,251.0 99.00
Operations at Report Time
Drillingahead
Operations Summary
Pick up BHA,trip in hole, Kick off cement plug from 8152' to 8163', time drillfrom 8163' to 8181', Control slide from 8181' to 8251'
Operations Next Report Period
Drilling
Weather Wellbore
Snow 18-1 RE-ST
Daily Contacts

Job Contact Position Oft1ce
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 6 Finish picking up Dir. BHA,scribe motor, install pulse tool,surface test 8,152.0 8,152.0
MWD, make up bit

08:00 4.00 6.00 6 TIH from 133' to 8152' fillingpipe every 20stds. 8,152.0 8,152.0
12:00 2.00 8.00 20 Kick off cement plug 8,152.0 8,163.0
14:00 4.50 12.50 20 Time drillfrom 8163' to 8188' 8,163.0 8,188.0
18:30 0.50 13.00 7 Service rig 8,188.0 8,188.0
19:00 11.00 24.00 20 Control slide from 8188' to 8251' 8,188.0 8,251.0
Mud Check: 8,463.0ftKB, 1128/2013 14:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/28/2013 8,163.0 14.10 80 24.0 15.000 9.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

381,833.00 32.0 80.9/19.1
0

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T F1owline(°F) Comment
60.0

Mud Check: 8,202.0ftKB, 1/28/2013 23:00
Date Depth (ftKB) Density (1b/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/28/2013 8,202.0 13.80 66 23.0 18.000 9.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.100 264,916.00 31.0 80.4/19.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T F1owline(°F) Comment
63.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,152.0 8,425.0 273.00 1/28/2013 12:00 1/29/2013 13:45 19.00 14.4 3.50 15.50 81.58 18.42
Casing & liiners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Iblit) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 34386 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/29/2013
Report #: 9, DFS: 9

Well Name: Cane Creek 18-1 Daily Depth Progress: 99.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\We11SiteLead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/28/2013 06:00 1/29/2013 06:00 9 8,152.0 8,251.0 99.00
Operations at Report Time
Drillingahead
Operations Summary
Pick up BHA,trip in hole, Kick off cement plug from 8152' to 8163', time drillfrom 8163' to 8181', Control slide from 8181' to 8251'
Operations Next Report Period
Drilling
Weather Wellbore
Snow 18-1 RE-ST
Daily Contacts

Job Contact Position Oft1ce
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 6 Finish picking up Dir. BHA,scribe motor, install pulse tool,surface test 8,152.0 8,152.0
MWD, make up bit

08:00 4.00 6.00 6 TIH from 133' to 8152' fillingpipe every 20stds. 8,152.0 8,152.0
12:00 2.00 8.00 20 Kick off cement plug 8,152.0 8,163.0
14:00 4.50 12.50 20 Time drillfrom 8163' to 8188' 8,163.0 8,188.0
18:30 0.50 13.00 7 Service rig 8,188.0 8,188.0
19:00 11.00 24.00 20 Control slide from 8188' to 8251' 8,188.0 8,251.0
Mud Check: 8,463.0ftKB, 1128/2013 14:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/28/2013 8,163.0 14.10 80 24.0 15.000 9.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

381,833.00 32.0 80.9/19.1
0

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T F1owline(°F) Comment
60.0

Mud Check: 8,202.0ftKB, 1/28/2013 23:00
Date Depth (ftKB) Density (1b/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/28/2013 8,202.0 13.80 66 23.0 18.000 9.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.100 264,916.00 31.0 80.4/19.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T F1owline(°F) Comment
63.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,152.0 8,425.0 273.00 1/28/2013 12:00 1/29/2013 13:45 19.00 14.4 3.50 15.50 81.58 18.42
Casing & liiners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Iblit) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 34386 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/29/2013
Report #: 9, DFS: 9

Well Name: Cane Creek 18-1 Daily Depth Progress: 99.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\We11SiteLead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/28/2013 06:00 1/29/2013 06:00 9 8,152.0 8,251.0 99.00
Operations at Report Time
Drillingahead
Operations Summary
Pick up BHA,trip in hole, Kick off cement plug from 8152' to 8163', time drillfrom 8163' to 8181', Control slide from 8181' to 8251'
Operations Next Report Period
Drilling
Weather Wellbore
Snow 18-1 RE-ST
Daily Contacts

Job Contact Position Oft1ce
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 6 Finish picking up Dir. BHA,scribe motor, install pulse tool,surface test 8,152.0 8,152.0
MWD, make up bit

08:00 4.00 6.00 6 TIH from 133' to 8152' fillingpipe every 20stds. 8,152.0 8,152.0
12:00 2.00 8.00 20 Kick off cement plug 8,152.0 8,163.0
14:00 4.50 12.50 20 Time drillfrom 8163' to 8188' 8,163.0 8,188.0
18:30 0.50 13.00 7 Service rig 8,188.0 8,188.0
19:00 11.00 24.00 20 Control slide from 8188' to 8251' 8,188.0 8,251.0
Mud Check: 8,463.0ftKB, 1128/2013 14:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/28/2013 8,163.0 14.10 80 24.0 15.000 9.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

381,833.00 32.0 80.9/19.1
0

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T F1owline(°F) Comment
60.0

Mud Check: 8,202.0ftKB, 1/28/2013 23:00
Date Depth (ftKB) Density (1b/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/28/2013 8,202.0 13.80 66 23.0 18.000 9.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.100 264,916.00 31.0 80.4/19.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T F1owline(°F) Comment
63.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,152.0 8,425.0 273.00 1/28/2013 12:00 1/29/2013 13:45 19.00 14.4 3.50 15.50 81.58 18.42
Casing & liiners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Iblit) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Feb. 04, 2013

Sundry Number: 34386 API Well Number: 43019500120000Sundry Number: 34386 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/28/2013
Report #: 8, DFS: 333

Well Name: Cane Creek 18-1 Daily Depth Progress: 375.00
APllUWI Well Area Basin Field Name License # Permit Number Well Conng
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Emai1Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (br) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

3.50 1.50 107.1 107.1 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/27/2013 06:00 1/28/2013 06:00 333 7,777.0 8,152.0 375.00
Operations at Report Time
Making up Dir. BHA
Operations Summary
TlH, install rotating rubber, TIH, service rig, Cir., WOC, TlH, Cir., Drillcement from 7777' to 8059', Cir. &WOC, Drillcement from 8059' to 8152', Cir. & pump
slug, POOH,Clean rig floor of oil base mud, make up Dir. BHA
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 6 TIH to 3830' 7,741.0 7,741.0
08:30 0.50 3.00 23 Pull tripnipple, &install rotating rubber 7,741.0 7,741.0
09:00 1.00 4.00 6 TlH from 3830' to 7300' 7,741.0 7,741.0
10:00 0.50 4.50 7 Service rig &top drive 7,741.0 7,741.0
10:30 1.50 6.00 5 Cir. bottoms up 7,741.0 7,741.0
12:00 2.50 8.50 13 Wait on cement 7,741.0 7,741.0
14:30 0.50 9.00 6 TlH from 7300' to 7741', tagged cement, wash down to 777T 7,741.0 7,777.0
15:00 1.00 10.00 5 Cir. spacer out of hole 7,777.0 7,777.0
16:00 2.00 12.00 2 Drill cement from 7777' to 8059' 7,777.0 8,059.0
18:00 1.50 13.50 5 Cir. &wait on cement 8,059.0 8,059.0
19:30 1.50 15.00 2 Drillcement from 8059' to 8152' 8,059.0 8,152.0
21:00 1.00 16.00 5 Cir. bottoms, build & pump slug 8,152.0 8,152.0
22:00 5.50 21.50 6 POOH 8,152.0 8,152.0
03:30 0.50 22.00 23 Clean oilbase mud from rig floor 8,152.0 8,152.0
04:00 2.00 24.00 6 Make up Dir. BHA,&surface test mud motor 8,152.0 8,152.0
Mud Check: 7 300.0ftKB, 1/27/2013 13:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/27/2013 7,300.0 14.60 75 25.0 14.000 8.000 11.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

307,205.00 78.8/21.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
9.0 60.0

Mud Check: 8,152.0ftKB, 1/27/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/27/2013 8,152.0 14.75 75 25.0 14.000 7.000 9.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

341,266.00 78.8/21.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
9.0 60.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft.. Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,777.0 8,152.0 375.00 1/27/2013 16:00 1/27/2013 21:00 3.50 107.1 3.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (1b/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 0.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
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Sundry Number: 34386 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/28/2013
Report #: 8, DFS: 333

Well Name: Cane Creek 18-1 Daily Depth Progress: 375.00
APllUWI Well Area Basin Field Name License # Permit Number Well Conng
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Emai1Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (br) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

3.50 1.50 107.1 107.1 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/27/2013 06:00 1/28/2013 06:00 333 7,777.0 8,152.0 375.00
Operations at Report Time
Making up Dir. BHA
Operations Summary
TlH, install rotating rubber, TIH, service rig, Cir., WOC, TlH, Cir., Drillcement from 7777' to 8059', Cir. &WOC, Drillcement from 8059' to 8152', Cir. & pump
slug, POOH,Clean rig floor of oil base mud, make up Dir. BHA
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 6 TIH to 3830' 7,741.0 7,741.0
08:30 0.50 3.00 23 Pull tripnipple, &install rotating rubber 7,741.0 7,741.0
09:00 1.00 4.00 6 TlH from 3830' to 7300' 7,741.0 7,741.0
10:00 0.50 4.50 7 Service rig &top drive 7,741.0 7,741.0
10:30 1.50 6.00 5 Cir. bottoms up 7,741.0 7,741.0
12:00 2.50 8.50 13 Wait on cement 7,741.0 7,741.0
14:30 0.50 9.00 6 TlH from 7300' to 7741', tagged cement, wash down to 777T 7,741.0 7,777.0
15:00 1.00 10.00 5 Cir. spacer out of hole 7,777.0 7,777.0
16:00 2.00 12.00 2 Drill cement from 7777' to 8059' 7,777.0 8,059.0
18:00 1.50 13.50 5 Cir. &wait on cement 8,059.0 8,059.0
19:30 1.50 15.00 2 Drillcement from 8059' to 8152' 8,059.0 8,152.0
21:00 1.00 16.00 5 Cir. bottoms, build & pump slug 8,152.0 8,152.0
22:00 5.50 21.50 6 POOH 8,152.0 8,152.0
03:30 0.50 22.00 23 Clean oilbase mud from rig floor 8,152.0 8,152.0
04:00 2.00 24.00 6 Make up Dir. BHA,&surface test mud motor 8,152.0 8,152.0
Mud Check: 7 300.0ftKB, 1/27/2013 13:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/27/2013 7,300.0 14.60 75 25.0 14.000 8.000 11.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

307,205.00 78.8/21.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
9.0 60.0

Mud Check: 8,152.0ftKB, 1/27/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/27/2013 8,152.0 14.75 75 25.0 14.000 7.000 9.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

341,266.00 78.8/21.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
9.0 60.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft.. Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,777.0 8,152.0 375.00 1/27/2013 16:00 1/27/2013 21:00 3.50 107.1 3.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (1b/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 0.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
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Sundry Number: 34386 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/28/2013
Report #: 8, DFS: 333

Well Name: Cane Creek 18-1 Daily Depth Progress: 375.00
APllUWI Well Area Basin Field Name License # Permit Number Well Conng
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Emai1Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (br) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

3.50 1.50 107.1 107.1 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/27/2013 06:00 1/28/2013 06:00 333 7,777.0 8,152.0 375.00
Operations at Report Time
Making up Dir. BHA
Operations Summary
TlH, install rotating rubber, TIH, service rig, Cir., WOC, TlH, Cir., Drillcement from 7777' to 8059', Cir. &WOC, Drillcement from 8059' to 8152', Cir. & pump
slug, POOH,Clean rig floor of oil base mud, make up Dir. BHA
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 6 TIH to 3830' 7,741.0 7,741.0
08:30 0.50 3.00 23 Pull tripnipple, &install rotating rubber 7,741.0 7,741.0
09:00 1.00 4.00 6 TlH from 3830' to 7300' 7,741.0 7,741.0
10:00 0.50 4.50 7 Service rig &top drive 7,741.0 7,741.0
10:30 1.50 6.00 5 Cir. bottoms up 7,741.0 7,741.0
12:00 2.50 8.50 13 Wait on cement 7,741.0 7,741.0
14:30 0.50 9.00 6 TlH from 7300' to 7741', tagged cement, wash down to 777T 7,741.0 7,777.0
15:00 1.00 10.00 5 Cir. spacer out of hole 7,777.0 7,777.0
16:00 2.00 12.00 2 Drill cement from 7777' to 8059' 7,777.0 8,059.0
18:00 1.50 13.50 5 Cir. &wait on cement 8,059.0 8,059.0
19:30 1.50 15.00 2 Drillcement from 8059' to 8152' 8,059.0 8,152.0
21:00 1.00 16.00 5 Cir. bottoms, build & pump slug 8,152.0 8,152.0
22:00 5.50 21.50 6 POOH 8,152.0 8,152.0
03:30 0.50 22.00 23 Clean oilbase mud from rig floor 8,152.0 8,152.0
04:00 2.00 24.00 6 Make up Dir. BHA,&surface test mud motor 8,152.0 8,152.0
Mud Check: 7 300.0ftKB, 1/27/2013 13:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/27/2013 7,300.0 14.60 75 25.0 14.000 8.000 11.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

307,205.00 78.8/21.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
9.0 60.0

Mud Check: 8,152.0ftKB, 1/27/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/27/2013 8,152.0 14.75 75 25.0 14.000 7.000 9.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

341,266.00 78.8/21.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
9.0 60.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft.. Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,777.0 8,152.0 375.00 1/27/2013 16:00 1/27/2013 21:00 3.50 107.1 3.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (1b/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 0.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
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Sundry Number: 34386 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/28/2013
Report #: 8, DFS: 333

Well Name: Cane Creek 18-1 Daily Depth Progress: 375.00
APllUWI Well Area Basin Field Name License # Permit Number Well Conng
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Emai1Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (br) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

3.50 1.50 107.1 107.1 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/27/2013 06:00 1/28/2013 06:00 333 7,777.0 8,152.0 375.00
Operations at Report Time
Making up Dir. BHA
Operations Summary
TlH, install rotating rubber, TIH, service rig, Cir., WOC, TlH, Cir., Drillcement from 7777' to 8059', Cir. &WOC, Drillcement from 8059' to 8152', Cir. & pump
slug, POOH,Clean rig floor of oil base mud, make up Dir. BHA
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 6 TIH to 3830' 7,741.0 7,741.0
08:30 0.50 3.00 23 Pull tripnipple, &install rotating rubber 7,741.0 7,741.0
09:00 1.00 4.00 6 TlH from 3830' to 7300' 7,741.0 7,741.0
10:00 0.50 4.50 7 Service rig &top drive 7,741.0 7,741.0
10:30 1.50 6.00 5 Cir. bottoms up 7,741.0 7,741.0
12:00 2.50 8.50 13 Wait on cement 7,741.0 7,741.0
14:30 0.50 9.00 6 TlH from 7300' to 7741', tagged cement, wash down to 777T 7,741.0 7,777.0
15:00 1.00 10.00 5 Cir. spacer out of hole 7,777.0 7,777.0
16:00 2.00 12.00 2 Drill cement from 7777' to 8059' 7,777.0 8,059.0
18:00 1.50 13.50 5 Cir. &wait on cement 8,059.0 8,059.0
19:30 1.50 15.00 2 Drillcement from 8059' to 8152' 8,059.0 8,152.0
21:00 1.00 16.00 5 Cir. bottoms, build & pump slug 8,152.0 8,152.0
22:00 5.50 21.50 6 POOH 8,152.0 8,152.0
03:30 0.50 22.00 23 Clean oilbase mud from rig floor 8,152.0 8,152.0
04:00 2.00 24.00 6 Make up Dir. BHA,&surface test mud motor 8,152.0 8,152.0
Mud Check: 7 300.0ftKB, 1/27/2013 13:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/27/2013 7,300.0 14.60 75 25.0 14.000 8.000 11.000 2.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

307,205.00 78.8/21.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
9.0 60.0

Mud Check: 8,152.0ftKB, 1/27/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/27/2013 8,152.0 14.75 75 25.0 14.000 7.000 9.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

341,266.00 78.8/21.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
9.0 60.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft.. Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)
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Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (1b/ft) Grade (in) ID Nom Min(in)
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RECEIVED: Feb. 04, 2013

Sundry Number: 34386 API Well Number: 43019500120000Sundry Number: 34386 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/28/2013
Report #: 8, DFS: 333

Well Name: Cane Creek 18-1 Daily Depth Progress: 375.00
APl/UWl Well Area Basin Field Name License # Permit Number Well Config43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00

4/1/2012 Intermediate 8,118.0 0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Feb. 04, 2013

Sundry Number: 34386 API Well Number: 43019500120000Sundry Number: 34386 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/27/2013
Report #: 7, DFS: 332

Well Name: Cane Creek 18-1 Daily Depth Progress:
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating% (%) Total Job Percent Sliding (%)

3.50 1.50 107.1 107.1 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

1/26/2013 06:00 1/27/2013 06:00 332 0.0 0.0
Operations at Report Time
TlH
Operations Summary
Pick up tubing,TlH, cir., safety meeting, rig up halb, cement, rig down, strip out of hole to 7300', cir., build & pump slug, POOH, rig up tubinghandling equip. lay
down tubing,rig down tubingequip. Make up new bit &TlH
Operations Next Report Period
Trips
Weather Wellbore
Snow
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (97(i) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 6 Finish picking up tubing 9,272.0 9,272.0
07:30 1.00 2.50 23 Pull tripnipple & install rotating rubber 9,272.0 9,272.0
08:30 3.50 6.00 6 TlH from 981' to 8745' 9,272.0 9,272.0
12:00 1.50 7.50 5 Clr. bottoms up from 8745' (2200 units gas) 9,272.0 9,272.0
13:30 1.00 8.50 23 Safety meeting with halb. rig up cement equip. 9,272.0 9,272.0
14:30 1.50 10.00 18 Test lines to 5000#, mix &pump 23bbls. tuned spacer 111@ 15.5ppg, 9,272.0 9,272.0

cement 33.5bbls = 190sks, @ 17.0ppg., .99 yield, 12bbis. tuned spacer
111 @ 15.5ppg. 71.7bbis. 14.5ppg mud (EST. top of cement 7730')

16:00 0.50 10.50 23 Rig down cement equip. 7,730.0 7,730.0
16:30 2.50 13.00 6 Strip out of hole to 7300' 7,730.0 7,730.0
19:00 2.50 15.50 5 Cir. &cond. mud bottoms up, build &pump slug 7,730.0 7,730.0
21:30 4.00 19.50 6 POOH 7,730.0 7,730.0
01:30 1.00 20.50 23 Pull rotating rubber, install tripnipple, & rig up tubinghandling equip. 7,730.0 7,730.0
02:30 2.00 22.50 6 Laying down tubing 7,730.0 7,730.0
04:30 0.50 23.00 23 Rig down tubing handling tools &clean oil base mud from rig floor 7,730.0 7,730.0
05:00 1.00 24.00 6 Make up bit #2 &TlH 7,730.0 7,730.0
Mud Check: 8 759.0ftKB, 1/26/2013 (6:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/q) PV OR (Pa•s) YP OR (ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Flitrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/26/2013 8,759.0 14.50 62 24.0 13.000 8.000 10.000 2.0 2
MBT(ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

4.500 5.000 33.0 371,144 80.6/19.4
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

62.0
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Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/len (Ib/ft) Grade (in) ID Nom Min(in)
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4/1/2012 Intermediate 8,118.0 0.0 7 6.094 32.00 P-110 7 6.094
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62.0
Mud Check: 8,759.0ftKB, 1/26/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/26/2013 8,759.0 14.50 64 25.0 12.000 8.000 11.000 2.0 2
MBT(Ib/bb1) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.500 5.000 33.0 371,144 80.6/19.4
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

62.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/len (Ib/ft) Grade (in) ID Nom Min(in)
3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 0.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Feb. 04, 2013

Sundry Number: 34386 API Well Number: 43019500120000Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/26/2013
Report #: 6, DFS: 331

Well Name: Cane Creek 18-1 Daily Depth Progress:
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

3.50 1.50 107.1 107.1 100.00 0.00
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

1/25/2013 06:00 1/26/2013 06:00 331 0.0 0.0
Operations at Report Time
TlH
Operations Summary
wash & ream from 8728' to 8750', hole packing off & sticky, pull 1std., wash &ream from 8622' to 8720', repair oiler hose on rotating head, wash & ream from
8717' to 8759', hole packing off, pull 1std., wash &ream from 8622' to 871T, POOH from 8717' to 8435' holding 620psi back press on well with Halb., check flow
& pump slug, POOH, pull rotating rubber &install tripnipple, finish POOH, lay down bit & bit sub,clean oil base mud from rig floor, strap tubing&rig up tubing
handling tools,picking up tubing.
Operations Next Report Period
Wait on Cement
Weather Wellbore
Rain
Daily Contacts

3ob Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 3 Wash & ream from 8728' to 8750' (hole packing off &sticky) 9,272.0 9,272.0
08:30 0.50 3.00 6 Rack back 1 std. 9,272.0 9,272.0
09:00 2.50 5.50 3 Wash & ream from 8622' to 8720' 9,272.0 9,272.0
11:30 0.50 6.00 23 Repair hose for oiler on rotating rubber 9,272.0 9,272.0
12:00 4.00 10.00 3 Wash & ream from 8717' to 8759' (hole packing off) 9,272.0 9,272.0
16:00 0.50 10.50 6 Rack back 1 std. 9,272.0 9,272.0
16:30 1.00 11.50 3 Wash & ream from 8622' to 871T 9,272.0 9,272.0
17:30 0.50 12.00 6 POOH from 871T to 8435' holding 620psi back press on well with halb. 9,272.0 9,272.0
18:00 1.00 13.00 23 Check flow & pump slug 9,272.0 9,272.0
19:00 4.50 17.50 6 POOH 9,272.0 9,272.0
23:30 0.50 18.00 23 Pull rotating rubber & install trip nipple 9,272.0 9,272.0
00:00 3.50 21.50 6 Finish POOH, lay down bit &bit sub 9,272.0 9,272.0
03:30 1.50 23.00 23 Clean rig floor of oil base mud, strap 2 7/8" tubing, rig up tubing handling 9,272.0 9,272.0

equip.
05:00 1.00 24.00 6 Pick up tubing 9,272.0 9,272.0
Mud Check: 8,759.0ftKB, 1'25/2013 15:00
Date

,
Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

1/25/2013 8,759.0 14.50 60 24.0 11.000 6.000 9.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.500 371,144.00 80.3/19.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
159.0 20.0 60.0

Mud Check: 8,759.0ftKB, 1/25/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

1/25/2013 8,759.0 14.50 62 24.0 11.000 6.000 9.000 2.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.500 371,144.00 80.3/19.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
159.0 20.0 60.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft .. Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
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Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/26/2013
Report #: 6, DFS: 331

Well Name: Cane Creek 18-1 Daily Depth Progress:
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43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

3.50 1.50 107.1 107.1 100.00 0.00
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

1/25/2013 06:00 1/26/2013 06:00 331 0.0 0.0
Operations at Report Time
TlH
Operations Summary
wash & ream from 8728' to 8750', hole packing off & sticky, pull 1std., wash &ream from 8622' to 8720', repair oiler hose on rotating head, wash & ream from
8717' to 8759', hole packing off, pull 1std., wash &ream from 8622' to 871T, POOH from 8717' to 8435' holding 620psi back press on well with Halb., check flow
& pump slug, POOH, pull rotating rubber &install tripnipple, finish POOH, lay down bit & bit sub,clean oil base mud from rig floor, strap tubing&rig up tubing
handling tools,picking up tubing.
Operations Next Report Period
Wait on Cement
Weather Wellbore
Rain
Daily Contacts

3ob Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 3 Wash & ream from 8728' to 8750' (hole packing off &sticky) 9,272.0 9,272.0
08:30 0.50 3.00 6 Rack back 1 std. 9,272.0 9,272.0
09:00 2.50 5.50 3 Wash & ream from 8622' to 8720' 9,272.0 9,272.0
11:30 0.50 6.00 23 Repair hose for oiler on rotating rubber 9,272.0 9,272.0
12:00 4.00 10.00 3 Wash & ream from 8717' to 8759' (hole packing off) 9,272.0 9,272.0
16:00 0.50 10.50 6 Rack back 1 std. 9,272.0 9,272.0
16:30 1.00 11.50 3 Wash & ream from 8622' to 871T 9,272.0 9,272.0
17:30 0.50 12.00 6 POOH from 871T to 8435' holding 620psi back press on well with halb. 9,272.0 9,272.0
18:00 1.00 13.00 23 Check flow & pump slug 9,272.0 9,272.0
19:00 4.50 17.50 6 POOH 9,272.0 9,272.0
23:30 0.50 18.00 23 Pull rotating rubber & install trip nipple 9,272.0 9,272.0
00:00 3.50 21.50 6 Finish POOH, lay down bit &bit sub 9,272.0 9,272.0
03:30 1.50 23.00 23 Clean rig floor of oil base mud, strap 2 7/8" tubing, rig up tubing handling 9,272.0 9,272.0

equip.
05:00 1.00 24.00 6 Pick up tubing 9,272.0 9,272.0
Mud Check: 8,759.0ftKB, 1'25/2013 15:00
Date

,
Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

1/25/2013 8,759.0 14.50 60 24.0 11.000 6.000 9.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.500 371,144.00 80.3/19.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
159.0 20.0 60.0

Mud Check: 8,759.0ftKB, 1/25/2013 23:00
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159.0 20.0 60.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft .. Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
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Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/26/2013
Report #: 6, DFS: 331

Well Name: Cane Creek 18-1 Daily Depth Progress:
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
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Operator Surface Legal Location
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Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

3.50 1.50 107.1 107.1 100.00 0.00
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

1/25/2013 06:00 1/26/2013 06:00 331 0.0 0.0
Operations at Report Time
TlH
Operations Summary
wash & ream from 8728' to 8750', hole packing off & sticky, pull 1std., wash &ream from 8622' to 8720', repair oiler hose on rotating head, wash & ream from
8717' to 8759', hole packing off, pull 1std., wash &ream from 8622' to 871T, POOH from 8717' to 8435' holding 620psi back press on well with Halb., check flow
& pump slug, POOH, pull rotating rubber &install tripnipple, finish POOH, lay down bit & bit sub,clean oil base mud from rig floor, strap tubing&rig up tubing
handling tools,picking up tubing.
Operations Next Report Period
Wait on Cement
Weather Wellbore
Rain
Daily Contacts

3ob Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 3 Wash & ream from 8728' to 8750' (hole packing off &sticky) 9,272.0 9,272.0
08:30 0.50 3.00 6 Rack back 1 std. 9,272.0 9,272.0
09:00 2.50 5.50 3 Wash & ream from 8622' to 8720' 9,272.0 9,272.0
11:30 0.50 6.00 23 Repair hose for oiler on rotating rubber 9,272.0 9,272.0
12:00 4.00 10.00 3 Wash & ream from 8717' to 8759' (hole packing off) 9,272.0 9,272.0
16:00 0.50 10.50 6 Rack back 1 std. 9,272.0 9,272.0
16:30 1.00 11.50 3 Wash & ream from 8622' to 871T 9,272.0 9,272.0
17:30 0.50 12.00 6 POOH from 871T to 8435' holding 620psi back press on well with halb. 9,272.0 9,272.0
18:00 1.00 13.00 23 Check flow & pump slug 9,272.0 9,272.0
19:00 4.50 17.50 6 POOH 9,272.0 9,272.0
23:30 0.50 18.00 23 Pull rotating rubber & install trip nipple 9,272.0 9,272.0
00:00 3.50 21.50 6 Finish POOH, lay down bit &bit sub 9,272.0 9,272.0
03:30 1.50 23.00 23 Clean rig floor of oil base mud, strap 2 7/8" tubing, rig up tubing handling 9,272.0 9,272.0

equip.
05:00 1.00 24.00 6 Pick up tubing 9,272.0 9,272.0
Mud Check: 8,759.0ftKB, 1'25/2013 15:00
Date

,
Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

1/25/2013 8,759.0 14.50 60 24.0 11.000 6.000 9.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.500 371,144.00 80.3/19.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
159.0 20.0 60.0

Mud Check: 8,759.0ftKB, 1/25/2013 23:00
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Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
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equip.
05:00 1.00 24.00 6 Pick up tubing 9,272.0 9,272.0
Mud Check: 8,759.0ftKB, 1'25/2013 15:00
Date

,
Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

1/25/2013 8,759.0 14.50 60 24.0 11.000 6.000 9.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.500 371,144.00 80.3/19.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
159.0 20.0 60.0

Mud Check: 8,759.0ftKB, 1/25/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

1/25/2013 8,759.0 14.50 62 24.0 11.000 6.000 9.000 2.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.500 371,144.00 80.3/19.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
159.0 20.0 60.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft .. Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
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RECEIVED: Feb. 04, 2013

Sundry Number: 34386 API Well Number: 43019500120000Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/26/2013
Report #: 6, DFS: 331

Well Name: Cane Creek 18-1 Daily Depth Progress:
APllUWI Well Area Basin Field Name License # Permit Number Well Config43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Casing & Uners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/11/2012 Intermediate 4,237.0 0.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118,0 0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Feb. 04, 2013

Sundry Number: 34386 API Well Number: 43019500120000Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/25/2013
Report #: 5, DFS: 330

Well Name: Cane Creek 18-1 Daily Depth Progress:
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous We!I Rig ReÍease Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

3.50 1.50 107.1 107.1 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

1/24/2013 06:00 1/25/2013 06:00 330 0.0 0.0
Operations at Report Time
Rea ming
Operations Summary
Finish L/D tools, MlU bit &TIH to 7856' tagged, wash to 7870', install rotating rubber, cir. bottoms up 3100 units gas, wash from 7870' to 8428', service rig, wash
& ream from 8428' to 8701' hole packed off, pull 2stds. to 8432', stage up pump, cit. bottoms up, wash & ream from 8432' to 8728' holding 250psi back press on
casing with HES
Operations Next Report Period
Trips
Weather Wellbore
Snow
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 6 Finish L/D tools, function rams 9,272.0 9,272.0
06:30 5.00 5.50 6 M/Ubit, bit sub Wlfloat, X-O, &TIH, tag @7856' wash down to 7870' 9,272.0 9,272.0
11:30 0.50 6.00 23 Pull tripnipple, install rotating rubber 9.272.0 9,272.0
12:00 1.00 7.00 5 Cir. Bottoms Up, 3100 units gas 9,272.0 9,272.0
13:00 3.00 10.00 3 Wash from 7870' to 8428' 9,272.0 9,272.0
16:00 0.50 10.50 7 Service rig & replace seal on 4" valve on #1 mud pump, inspect TID 9,272.0 9,272.0
16:30 2.50 13.00 3 Wash & ream from 8428' to 8701', hole packed off 9,272.0 9,272.0
19:00 1.00 14.00 6 Pull back 2stds. to 8432' & regain cir. 9,272.0 9,272.0
20:00 1.00 15.00 5 Stage up pump, cir. bottoms up 1900stks. 9,272.0 9,272.0
21:00 8.00 23.00 3 Wash &ream from 8432' to 8728' (holding 250psi back press on casing 9,272.0 9,272.0

with HES)
Mud Check: 8,151.0ftKB, 1/24/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/24/2013 8,151.0 13.90 69 5.000 7.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

5.300 324,687.00 77.9/22.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: 8,703.0ftKB, 1/24/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/24/2013 8,703.0 14.20 68 6.000 9.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.600 363,789.00 80.6/19.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
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3/11/2012 Intermediate 4,237.0 0.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0

.
0.0 7 6.094 32.00 P-110 7 6.094
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Mud Check: 8,703.0ftKB, 1/24/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/24/2013 8,703.0 14.20 68 6.000 9.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.600 363,789.00 80.6/19.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Een (Ib/ft) Grade (in) IDNom Min(in)
3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 0.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0

.
0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Feb. 04, 2013

Sundry Number: 34386 API Well Number: 43019500120000Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/24/2013
Report #: 4, DFS: 329

We11Name: Cane Creek 18-1 Daily Depth Progress:
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating% (%) Total Job Percent Sliding (%)

3.50 1.50 107.1 107.1 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/23/2013 06:00 1/24/2013 06:00 329 0.0 0.0
Operations at Report Time
L/D BHA.&RPB
Operations Summary
Finished picking up 4" drill pipe, Circulated hole clean, Changed out drill line spools, Latch and release plug, POOH
Operations Next Report Period
Condition Mud &Circulate
Weather Wellbore
Cloudy
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 6 TIH picking up 4"XT-39 drillpipe to 5,620' (66 jts) 9,272.0 9,272.0
09:00 0.50 3.50 23 Rigged down lay down machine 9,272.0 9,272.0
09:30 1.00 4.50 6 TIH from 5,620' to 5,902' 9,272.0 9,272.0
10:30 1.50 6.00 23 Removed flow nipple from rotating head and stab rotating head rubber 9,272.0 9,272.0
12:00 1.50 7.50 6 TIH from 5,902' to 6,841' 9,272.0 9,272.0
13:30 3.50 11.00 21 Slipped new drill line spool 9,272.0 9,272.0

Note: Circulate and condition mud while slipping new drill line spool
17:00 1.00 12.00 23 Held safety meeting with Haliburton and Baker on latching and releasing 9,272.0 9,272.0

plug
18:00 1.00 13.00 23 Latched plug and opened by pass, monitor well, released plug and 9,272.0 9,272.0

continue monitoring well. No Losses
19:00 4.00 17.00 5 Circulated and conditioned mud at 6,875' Pumped slug, monitor well 15 9,272.0 9,272.0

mins. Well static

Max gas 160 units Max mud cut 13.8 ppg
23:00 7.00 24.00 6 POOH from 6,875' to surface. Layed down Baker plug and retrieving tool 9,272.0 9,272.0
Mud Check: <·lepth>ftKB, :dttm>
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

MBT(Ib/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T F1owline(°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
SetDepth ODNomMax

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 0.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 0.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/24/2013
Report #: 4, DFS: 329

We11Name: Cane Creek 18-1 Daily Depth Progress:
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating% (%) Total Job Percent Sliding (%)

3.50 1.50 107.1 107.1 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/23/2013 06:00 1/24/2013 06:00 329 0.0 0.0
Operations at Report Time
L/D BHA.&RPB
Operations Summary
Finished picking up 4" drill pipe, Circulated hole clean, Changed out drill line spools, Latch and release plug, POOH
Operations Next Report Period
Condition Mud &Circulate
Weather Wellbore
Cloudy
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 6 TIH picking up 4"XT-39 drillpipe to 5,620' (66 jts) 9,272.0 9,272.0
09:00 0.50 3.50 23 Rigged down lay down machine 9,272.0 9,272.0
09:30 1.00 4.50 6 TIH from 5,620' to 5,902' 9,272.0 9,272.0
10:30 1.50 6.00 23 Removed flow nipple from rotating head and stab rotating head rubber 9,272.0 9,272.0
12:00 1.50 7.50 6 TIH from 5,902' to 6,841' 9,272.0 9,272.0
13:30 3.50 11.00 21 Slipped new drill line spool 9,272.0 9,272.0

Note: Circulate and condition mud while slipping new drill line spool
17:00 1.00 12.00 23 Held safety meeting with Haliburton and Baker on latching and releasing 9,272.0 9,272.0

plug
18:00 1.00 13.00 23 Latched plug and opened by pass, monitor well, released plug and 9,272.0 9,272.0

continue monitoring well. No Losses
19:00 4.00 17.00 5 Circulated and conditioned mud at 6,875' Pumped slug, monitor well 15 9,272.0 9,272.0

mins. Well static

Max gas 160 units Max mud cut 13.8 ppg
23:00 7.00 24.00 6 POOH from 6,875' to surface. Layed down Baker plug and retrieving tool 9,272.0 9,272.0
Mud Check: <·lepth>ftKB, :dttm>
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

MBT(Ib/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T F1owline(°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
SetDepth ODNomMax

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 0.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 0.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/24/2013
Report #: 4, DFS: 329

We11Name: Cane Creek 18-1 Daily Depth Progress:
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating% (%) Total Job Percent Sliding (%)

3.50 1.50 107.1 107.1 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/23/2013 06:00 1/24/2013 06:00 329 0.0 0.0
Operations at Report Time
L/D BHA.&RPB
Operations Summary
Finished picking up 4" drill pipe, Circulated hole clean, Changed out drill line spools, Latch and release plug, POOH
Operations Next Report Period
Condition Mud &Circulate
Weather Wellbore
Cloudy
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 6 TIH picking up 4"XT-39 drillpipe to 5,620' (66 jts) 9,272.0 9,272.0
09:00 0.50 3.50 23 Rigged down lay down machine 9,272.0 9,272.0
09:30 1.00 4.50 6 TIH from 5,620' to 5,902' 9,272.0 9,272.0
10:30 1.50 6.00 23 Removed flow nipple from rotating head and stab rotating head rubber 9,272.0 9,272.0
12:00 1.50 7.50 6 TIH from 5,902' to 6,841' 9,272.0 9,272.0
13:30 3.50 11.00 21 Slipped new drill line spool 9,272.0 9,272.0

Note: Circulate and condition mud while slipping new drill line spool
17:00 1.00 12.00 23 Held safety meeting with Haliburton and Baker on latching and releasing 9,272.0 9,272.0

plug
18:00 1.00 13.00 23 Latched plug and opened by pass, monitor well, released plug and 9,272.0 9,272.0

continue monitoring well. No Losses
19:00 4.00 17.00 5 Circulated and conditioned mud at 6,875' Pumped slug, monitor well 15 9,272.0 9,272.0

mins. Well static

Max gas 160 units Max mud cut 13.8 ppg
23:00 7.00 24.00 6 POOH from 6,875' to surface. Layed down Baker plug and retrieving tool 9,272.0 9,272.0
Mud Check: <·lepth>ftKB, :dttm>
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

MBT(Ib/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T F1owline(°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
SetDepth ODNomMax

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 0.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 0.0 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/24/2013
Report #: 4, DFS: 329

We11Name: Cane Creek 18-1 Daily Depth Progress:
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating% (%) Total Job Percent Sliding (%)

3.50 1.50 107.1 107.1 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/23/2013 06:00 1/24/2013 06:00 329 0.0 0.0
Operations at Report Time
L/D BHA.&RPB
Operations Summary
Finished picking up 4" drill pipe, Circulated hole clean, Changed out drill line spools, Latch and release plug, POOH
Operations Next Report Period
Condition Mud &Circulate
Weather Wellbore
Cloudy
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 6 TIH picking up 4"XT-39 drillpipe to 5,620' (66 jts) 9,272.0 9,272.0
09:00 0.50 3.50 23 Rigged down lay down machine 9,272.0 9,272.0
09:30 1.00 4.50 6 TIH from 5,620' to 5,902' 9,272.0 9,272.0
10:30 1.50 6.00 23 Removed flow nipple from rotating head and stab rotating head rubber 9,272.0 9,272.0
12:00 1.50 7.50 6 TIH from 5,902' to 6,841' 9,272.0 9,272.0
13:30 3.50 11.00 21 Slipped new drill line spool 9,272.0 9,272.0

Note: Circulate and condition mud while slipping new drill line spool
17:00 1.00 12.00 23 Held safety meeting with Haliburton and Baker on latching and releasing 9,272.0 9,272.0

plug
18:00 1.00 13.00 23 Latched plug and opened by pass, monitor well, released plug and 9,272.0 9,272.0

continue monitoring well. No Losses
19:00 4.00 17.00 5 Circulated and conditioned mud at 6,875' Pumped slug, monitor well 15 9,272.0 9,272.0

mins. Well static

Max gas 160 units Max mud cut 13.8 ppg
23:00 7.00 24.00 6 POOH from 6,875' to surface. Layed down Baker plug and retrieving tool 9,272.0 9,272.0
Mud Check: <·lepth>ftKB, :dttm>
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

MBT(Ib/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T F1owline(°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
SetDepth ODNomMax

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 0.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Feb. 04, 2013

Sundry Number: 34386 API Well Number: 43019500120000Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/23/2013
Report #: 3, DFS: 328

Well Name: Cane Creek 18-1 Daily Depth Progress:
APIlUWI Well Area Basin Field Name License# Permit Number Well Conng
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

3.50 1.50 107.1 107.1 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/22/2013 06:00 1/23/2013 06:00 328 0.0 0.0
Operations at Report Time
P/U 4" drill pipe
Operations Summary
Finished testing Haliburton MPD system, Picked up and racked back 60 stands 4" drillpipe, Made up baker retrieving toolTlH picking up 4" drill pipe
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 15 Tested Haliburton MPD equip. 9,272.0 9,272.0
07:30 1.00 2.50 23 Flushed BOP's, Choke manifold, and Gas buster with OBM due to freezing 9,272.0 9,272.0

temperatures. Installed wear bushing
08:30 1.50 4.00 23 Held PJSM, Rigged up Laydown machine 9,272.0 9,272.0
10:00 5.00 9.00 6 TlH picked up 105 jts 4" drill pipe 9,272.0 9,272.0
15:00 1.50 10.50 6 POOH racking back in derrick 35 stds 9,272.0 9,272.0
16:30 3.00 13.50 6 TlH picked up 75 jts 4" drill pipe 9,272.0 9,272.0
19:30 1.00 14.50 6 POOH racking back in derrick 25 stds for total of 60 stds 9,272.0 9,272.0
20:30 1.50 16.00 23 Measure and calipered 45 jts 4" HWDP. Measured 138 jts 4" drillpipe 9,272.0 9,272.0
22:00 8.00 24.00 6 M/U Baker retrieving toolx-over TlH picking up 4" HWDP (45 jts) and 4" 9,272.0 9,272.0

drillpipe
Mud Check: < lepth>ftKB, <dttm>
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flow1ine(°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date ln Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 0.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/23/2013
Report #: 3, DFS: 328

Well Name: Cane Creek 18-1 Daily Depth Progress:
APIlUWI Well Area Basin Field Name License# Permit Number Well Conng
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

3.50 1.50 107.1 107.1 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/22/2013 06:00 1/23/2013 06:00 328 0.0 0.0
Operations at Report Time
P/U 4" drill pipe
Operations Summary
Finished testing Haliburton MPD system, Picked up and racked back 60 stands 4" drillpipe, Made up baker retrieving toolTlH picking up 4" drill pipe
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 15 Tested Haliburton MPD equip. 9,272.0 9,272.0
07:30 1.00 2.50 23 Flushed BOP's, Choke manifold, and Gas buster with OBM due to freezing 9,272.0 9,272.0

temperatures. Installed wear bushing
08:30 1.50 4.00 23 Held PJSM, Rigged up Laydown machine 9,272.0 9,272.0
10:00 5.00 9.00 6 TlH picked up 105 jts 4" drill pipe 9,272.0 9,272.0
15:00 1.50 10.50 6 POOH racking back in derrick 35 stds 9,272.0 9,272.0
16:30 3.00 13.50 6 TlH picked up 75 jts 4" drill pipe 9,272.0 9,272.0
19:30 1.00 14.50 6 POOH racking back in derrick 25 stds for total of 60 stds 9,272.0 9,272.0
20:30 1.50 16.00 23 Measure and calipered 45 jts 4" HWDP. Measured 138 jts 4" drillpipe 9,272.0 9,272.0
22:00 8.00 24.00 6 M/U Baker retrieving toolx-over TlH picking up 4" HWDP (45 jts) and 4" 9,272.0 9,272.0

drillpipe
Mud Check: < lepth>ftKB, <dttm>
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flow1ine(°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date ln Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 0.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 0.0 7 6.094 32.00 P-110 7 6.094
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20:30 1.50 16.00 23 Measure and calipered 45 jts 4" HWDP. Measured 138 jts 4" drillpipe 9,272.0 9,272.0
22:00 8.00 24.00 6 M/U Baker retrieving toolx-over TlH picking up 4" HWDP (45 jts) and 4" 9,272.0 9,272.0
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3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
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4/1/2012 Intermediate 8,118.0 0.0 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:



RECEIVED: Feb. 04, 2013

Sundry Number: 34386 API Well Number: 43019500120000Sundry Number: 34386 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/22/2013
Report #: 2, DFS: 327

Well Name: Cane Creek 18-1 Daily Depth Progress:
APflUWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

3.50 1.50 107.1 107.1 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/21/2013 06:00 1/22/2013 06:00 327 0.0 0.0
Operations at Report Time
P/U 4" drillpipe
Operations Summary
NIUBOP's, Test BOP's, Test casing, P/U 4" drillpipe
Operations Next Report Period
Trips
Weather Weilbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 10.00 10.00 14 Refab flowline and install. Refab choke lines downstream from chokes due
to rig skid. Changed rams from 4 1/2" to 4". Unloaded 4" drillpipe off trucks
to racks.

16:00 9.00 19.00 15 Performed accmulator test.Tested BOP's. Upper and Lower Pipe rams,
Blind rams, Choke and Killvalves, Choke manifold, Floor valves and inside
gray 250 psi (5 min) lowl 10,000 psi (10 min) high. Tested Haliburton MPD
main line 250 (5 min) low/ 2,000 (10 min) high. Tested stand pipe 4,000 psi
-OK-

01:00 1.00 20.00 23 Test Casing to 1,700 psi held 30 min -OK-
02:00 3.50 23.50 15 Testing Haliburton MPD system 250 (5 min) lowl 2,000 (10 min) high.

Installed pollution pan on BOP's.
05:30 1.00 24.50 23 Rigged up triptank fillup hoses. Pre spud inspection.
Mud Check: < lepth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...
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Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
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Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)
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Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 0.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 0.0 7 6.094 32.00 P-110 7 6.094
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3.50 1.50 107.1 107.1 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/21/2013 06:00 1/22/2013 06:00 327 0.0 0.0
Operations at Report Time
P/U 4" drillpipe
Operations Summary
NIUBOP's, Test BOP's, Test casing, P/U 4" drillpipe
Operations Next Report Period
Trips
Weather Weilbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 10.00 10.00 14 Refab flowline and install. Refab choke lines downstream from chokes due
to rig skid. Changed rams from 4 1/2" to 4". Unloaded 4" drillpipe off trucks
to racks.

16:00 9.00 19.00 15 Performed accmulator test.Tested BOP's. Upper and Lower Pipe rams,
Blind rams, Choke and Killvalves, Choke manifold, Floor valves and inside
gray 250 psi (5 min) lowl 10,000 psi (10 min) high. Tested Haliburton MPD
main line 250 (5 min) low/ 2,000 (10 min) high. Tested stand pipe 4,000 psi
-OK-

01:00 1.00 20.00 23 Test Casing to 1,700 psi held 30 min -OK-
02:00 3.50 23.50 15 Testing Haliburton MPD system 250 (5 min) lowl 2,000 (10 min) high.

Installed pollution pan on BOP's.

05:30 1.00 24.50 23 Rigged up triptank fillup hoses. Pre spud inspection.
Mud Check: < lepth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 0.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 0.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED CONFllENTIALJUL12 2012

a DN.0F01, GAS&MINING R"|° PAmg
Egicialion stion pan' A SchlumbergerCordpany
Company: Fidelity Exploration & Production Co. Local Co-ordinate Reference: Well Cane Creek Unit#18-1
Project: Grand County, UT TVDReference: WELL@6017.0usft (OriginalWell Elev)
Site: Sec 18 T28S R20E MDReference: WELL@ 6017.0usft (OriginalWell Elev)
Well: Cane Creek Unit#18-1 North Refe,rence: True
Wellbore: ST01 Survey Calculation Method: MinimumCurvature
Design: STO1 Database: EDM5000.1 Single User Db

Project Grand County, UT

Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD1927 (NADCONCONUS)
Map Zone: Utah Central 4302

Site Sec 18 T26S R20E

Site Position: Northing: 82,611.51 usft Latitude: 38° 32' 47.951 N
From: Lat/Long Easting: 2,501,213.50 usft Longitude: 109° 44' 51.968 W
Position Uncertainty: 0.0 usft Slot Radius: 13-3/16 " Grid Convergence: 1.12 *

WeH Cane Creek Unit#18-1

Well Position +NI-S 0.0 usft Northing: 82,611.51 usft Latitude: 38° 32'47,951 N
+El-W 0.0usft Easting: 2,501,213.50 usit Longitude: 109°44'51.968 W

Position Uncertainty 0.0 usft Wellhead Elevation: usft Ground Level: 5,996.0 usft

Wellbore ST01

Magnetics Model Name Sample Date Declination Dip Angle Field Strength(*) (*) (nT)
IGRF2010 2012/02/21 10.87 64.60 51,416

Desiggn ST01

Audit Notes:
Version: 1.0 Phase: ACTUAL Tie On Depth: 6,833.0

Veru kŠecti tu ÖepthFrom (ÍVÕ) +NI-5 + W irection
(usft) (usft) (usft) (*)

7,747.0 0.0 0.0 189.47

aurveýProgram Date 20 2/04/1 i

Fror To
(u ft) (usft) Survey(WállboÑj Tool Name Description

4,237.0 6,833.0 Survey #2 (Pilot) MWD MWD- Standard
6,919.0 7,041.0 Survey #2 (ST01) MWD MWD- Standard
7,072.0 9,272.0 Survey #3 (ST01) MWD MWD- Standard

Survey

Measured Veitical Vertical Dogleg Build Turri
Depth inclination Azimuth 13epth IÑ-S El-W Section Rate Rate Rate
(usft) (*) ( ) (usft) (usft) (uÃ) (usft) (*1100usft) (*I100usft) (1100u ft)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
4,237.0 0.00 0.00 4,237.0 0.0 0.0 0.0 0.00 0.00 0.00
4,256.0 2.37 35.83 4,256.0 0,3 0.2 -0.4 12.47 12.47 0.00
4,349.0 1.49 58.56 4,348.9 2.5 2.4 -2.9 1.24 -0.95 24.44
4,443.0 1.93 66.29 4,442.9 3.8 4.9 -4.5 0.53 0.47 8.22

4,505.0 2.11 68.39 4,504.9 4.6 6.9 -5.7 0.31 0.29 3.39
4,598.0 2.37 60.10 4,597.8 6.2 10.2 -7.8 0.45 0.28 -8.91

4,692.0 2.55 33.09 4,691.7 8.9 13.0 -10.9 1.24 0.19 -28.73

4,784.0 1.67 38.90 4,783.6 11.7 14.9 -14.0 0.98 -0.96 6.32
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a DN.0F01, GAS&MINING R"|° PAmg
Egicialion stion pan' A SchlumbergerCordpany
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a DN.0F01, GAS&MINING R"|° PAmg
Egicialion stion pan' A SchlumbergerCordpany
Company: Fidelity Exploration & Production Co. Local Co-ordinate Reference: Well Cane Creek Unit#18-1
Project: Grand County, UT TVDReference: WELL@6017.0usft (OriginalWell Elev)
Site: Sec 18 T28S R20E MDReference: WELL@ 6017.0usft (OriginalWell Elev)
Well: Cane Creek Unit#18-1 North Refe,rence: True
Wellbore: ST01 Survey Calculation Method: MinimumCurvature
Design: STO1 Database: EDM5000.1 Single User Db

Project Grand County, UT

Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD1927 (NADCONCONUS)
Map Zone: Utah Central 4302

Site Sec 18 T26S R20E

Site Position: Northing: 82,611.51 usft Latitude: 38° 32' 47.951 N
From: Lat/Long Easting: 2,501,213.50 usft Longitude: 109° 44' 51.968 W
Position Uncertainty: 0.0 usft Slot Radius: 13-3/16 " Grid Convergence: 1.12 *

WeH Cane Creek Unit#18-1

Well Position +NI-S 0.0 usft Northing: 82,611.51 usft Latitude: 38° 32'47,951 N
+El-W 0.0usft Easting: 2,501,213.50 usit Longitude: 109°44'51.968 W

Position Uncertainty 0.0 usft Wellhead Elevation: usft Ground Level: 5,996.0 usft

Wellbore ST01

Magnetics Model Name Sample Date Declination Dip Angle Field Strength(*) (*) (nT)
IGRF2010 2012/02/21 10.87 64.60 51,416

Desiggn ST01

Audit Notes:

Version: 1.0 Phase: ACTUAL Tie On Depth: 6,833.0

Veru kŠecti tu ÖepthFrom (ÍVÕ) +NI-5 + W irection
(usft) (usft) (usft) (*)

7,747.0 0.0 0.0 189.47

aurveýProgram Date 20 2/04/1 i

Fror To
(u ft) (usft) Survey(WállboÑj Tool Name Description

4,237.0 6,833.0 Survey #2 (Pilot) MWD MWD- Standard
6,919.0 7,041.0 Survey #2 (ST01) MWD MWD- Standard
7,072.0 9,272.0 Survey #3 (ST01) MWD MWD- Standard

Survey

Measured Veitical Vertical Dogleg Build Turri
Depth inclination Azimuth 13epth IÑ-S El-W Section Rate Rate Rate
(usft) (*) ( ) (usft) (usft) (uÃ) (usft) (*1100usft) (*I100usft) (1100u ft)

0.0 0.00 0.00 0.0 0.0 0.0 0.0 0.00 0.00 0.00
4,237.0 0.00 0.00 4,237.0 0.0 0.0 0.0 0.00 0.00 0.00
4,256.0 2.37 35.83 4,256.0 0,3 0.2 -0.4 12.47 12.47 0.00
4,349.0 1.49 58.56 4,348.9 2.5 2.4 -2.9 1.24 -0.95 24.44
4,443.0 1.93 66.29 4,442.9 3.8 4.9 -4.5 0.53 0.47 8.22

4,505.0 2.11 68.39 4,504.9 4.6 6.9 -5.7 0.31 0.29 3.39
4,598.0 2.37 60.10 4,597.8 6.2 10.2 -7.8 0.45 0.28 -8.91

4,692.0 2.55 33.09 4,691.7 8.9 13.0 -10.9 1.24 0.19 -28.73

4,784.0 1.67 38.90 4,783.6 11.7 14.9 -14.0 0.98 -0.96 6.32

2012/04/11 2:57:16PM Page 2 COMPASS 5000.1 Build

RECEIVED CONFllENTIALJUL12 2012
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---- ASchlumbergerCompany

Company: Fidelity Exploration &Production Co Local Co-ordinale Reference: Well Cane Creek Unit#18-1
Project: Grand County, UT T Reference: WELL@8017 Ousft (Onginal Well Elev)
S'de: Sec 18 T26S R20E MDRefèrence: WELL@6017 Ousft(Onginal Well Elev)
Well: Cane Creek Unit#18-1 North Reference: , True
Weilbore: STO1 SuÑeCalculat n Method: MinimumCurvature
Design: STO1 Datãbase: EDM5000 1 Single User Db

Survey

Measured Vertical Vertical I} gióp BÂki' Turn
Depth inclination Azimuth Depth +NI-8 +El-W Section Rate ate Rate
(usft) (*) (*) (usft) (usit) (usft) (usfi) (°Ii00usit) ( Ii00usft) (*Ii00usft)

4,878.0 2.02 34.76 4,877.6 14.1 16.7 -16.7 0.40 0.37 -4.40

4,971.0 0.79 349.27 4,970.6 16.1 17.6 -18.8 1.69 -1.32 -48.91

5,063.0 1.14 347.06 5,062.6 17.6 17.2 -20.2 0.38 0.38 -2.40

5,157.0 1.41 355.13 5,156.5 19.7 16.9 -22.2 0.34 0.29 8.59
5,250.0 1.67 357.33 5,249.5 22.2 16.8 -24.6 0.29 0.28 2.37
5,343.0 1.85 346.78 5,342.5 25.0 16.4 -27.3 0.40 0.19 -11.34

5,436.0 2.11 346.96 ,435.4 28.1 15.6 -30.3 0.28 0.28 0.19
5,529.0 1.32 317.06 5,528.4 30.6 14.5 -32.5 1.26 -0.85 -32.15

5,622.0 1.67 320.22 5,621.3 32.4 12.9 -34.1 0.39 0.38 3.40
5,716.0 1.85 312.60 5,715.3 34.5 10.9 -35.8 0.31 0.19 -8.11

5,809.0 1.93 309.59 5,808.2 36.5 8.6 -37.4 0.14 0.09 -3.24

5,902.0 2.20 307.27 5,901.2 38.6 6.0 -39.0 0.30 0.29 -2.49

5,996.0 0.53 199.89 5,995.1 39.2 4.4 -39.4 2.57 -1.78 -114.23

6,089.0 0.35 188.73 6,088.1 38.6 4.2 -38.7 0.21 -0.19 -12.00

6,182.0 0.35 234.41 6,181.1 38.1 3.9 -38.2 0.29 0.00 49.12
6,274.0 0.53 263.08 6,273.1 37.9 3.3 -37.9 0.30 0.20 31.16

6,367.0 0.97 243.05 6,366.1 37.5 2.2 -37.3 0.54 0.47 -21.54

6,460.0 0.97 252.94 6,459.1 36.9 0.7 -36.5 0.18 0.00 10.63
6,553.0 1.23 244.82 6,552.1 36.2 -0.9 -35.6 0,33 0.28 -6.73

6,647.0 1.49 252.71 6,646.1 35.5 -3.0 -34.5 0.34 0.28 8.39
6,739.0 2.02 247.76 6,738.0 34.5 -5.7 -33.1 0.60 0.58 -5.38

6,833.0 0.62 201.93 6,832.0 33.4 -7.4 -31.7 1.75 -1.49
-48.76

6,919.0 «1.06 215.50 6,918.0 32.3 -8.0 -30.5 0.56 0.51 15.78
6,950.0 1.76 198.06 6,949.0 31.6 -8.3 -29.8 2.62 2.26 -56.26

6,981.0 3.52 193.24 6,980.0 30.2 -8.7 -28.4 5.72 5.68 -15.55

7,010.0 5.89 194.55 7,008.9 27.9 -9.3 -26.0 8.18 8.17 4.52

7,041.0 gg7.30 196.11 7,039.6 24.5 -10.2 -22.5 4.58 4.55 5.03
7,072.0 8.18 197.76 7,070.4 20.5 -11.5 -18.3 2.93 2.84 5.32
7,103.0 9.50 200.34 7,101.0 16.0 -13.0 -13.7 4.44 4.26 8.32

I 7,195.0 21.90 195.47 7,189.3 -7.9 -20.4 11.2 12.35 12.33 -1.90

/ 7,226.0 24.36 193.18 7,217.8 -19.7 -23.4 23.3 8.45 7.94 -7.39

7,257.0 27.17 193.17 7,245.8 -32.8 -26.5 36.7 9.06 9.06 -0.03

7,288.0 29.37 191.67 7,273.1 -47.2 -29.6 Š1.4 7.46 7.10 -4.84

7,319.0 30.60 191.30 7,299.9 -62.3 -32.7 66.9 4.01 3.97 -1.19

7,350.0 32.18 191.04 7,326.4 -78.2 -35.8 83.0 5.12 5.10 -0.64

7,381.0 33.50 189.31 7,352.4 -94.7 -38.8 99.8 5.22 4.26 -5.58

7,412.0 34.38 189.93 7,378.1 -111.8 -41.7 117.1 3.05 2.84 2.00
7,444.0 35.09 190.46 7,404.4 -129.7 -44.9 135.4 2.41 2.22 1.66
7,475.0 37.28 191.31 7,429.4 -147.7 -48.4 153.7 7.25 7.06 2.74

7,506.0 40.36 189.60 7,453.6 -166.8 -51.9 173.1 10.52 9.94 -5.52

7,537.0 42.74 188.38 7,476.8 -187.1 -55.1 193.6 8.11 7.68 -3.94
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---- ASchlumbergerCompany
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5,809.0 1.93 309.59 5,808.2 36.5 8.6 -37.4 0.14 0.09 -3.24

5,902.0 2.20 307.27 5,901.2 38.6 6.0 -39.0 0.30 0.29 -2.49

5,996.0 0.53 199.89 5,995.1 39.2 4.4 -39.4 2.57 -1.78 -114.23

6,089.0 0.35 188.73 6,088.1 38.6 4.2 -38.7 0.21 -0.19 -12.00

6,182.0 0.35 234.41 6,181.1 38.1 3.9 -38.2 0.29 0.00 49.12
6,274.0 0.53 263.08 6,273.1 37.9 3.3 -37.9 0.30 0.20 31.16

6,367.0 0.97 243.05 6,366.1 37.5 2.2 -37.3 0.54 0.47 -21.54

6,460.0 0.97 252.94 6,459.1 36.9 0.7 -36.5 0.18 0.00 10.63
6,553.0 1.23 244.82 6,552.1 36.2 -0.9 -35.6 0,33 0.28 -6.73

6,647.0 1.49 252.71 6,646.1 35.5 -3.0 -34.5 0.34 0.28 8.39
6,739.0 2.02 247.76 6,738.0 34.5 -5.7 -33.1 0.60 0.58 -5.38

6,833.0 0.62 201.93 6,832.0 33.4 -7.4 -31.7 1.75 -1.49
-48.76

6,919.0 «1.06 215.50 6,918.0 32.3 -8.0 -30.5 0.56 0.51 15.78
6,950.0 1.76 198.06 6,949.0 31.6 -8.3 -29.8 2.62 2.26 -56.26

6,981.0 3.52 193.24 6,980.0 30.2 -8.7 -28.4 5.72 5.68 -15.55

7,010.0 5.89 194.55 7,008.9 27.9 -9.3 -26.0 8.18 8.17 4.52

7,041.0 gg7.30 196.11 7,039.6 24.5 -10.2 -22.5 4.58 4.55 5.03
7,072.0 8.18 197.76 7,070.4 20.5 -11.5 -18.3 2.93 2.84 5.32
7,103.0 9.50 200.34 7,101.0 16.0 -13.0 -13.7 4.44 4.26 8.32

I 7,195.0 21.90 195.47 7,189.3 -7.9 -20.4 11.2 12.35 12.33 -1.90

/ 7,226.0 24.36 193.18 7,217.8 -19.7 -23.4 23.3 8.45 7.94 -7.39

7,257.0 27.17 193.17 7,245.8 -32.8 -26.5 36.7 9.06 9.06 -0.03

7,288.0 29.37 191.67 7,273.1 -47.2 -29.6 Š1.4 7.46 7.10 -4.84

7,319.0 30.60 191.30 7,299.9 -62.3 -32.7 66.9 4.01 3.97 -1.19

7,350.0 32.18 191.04 7,326.4 -78.2 -35.8 83.0 5.12 5.10 -0.64

7,381.0 33.50 189.31 7,352.4 -94.7 -38.8 99.8 5.22 4.26 -5.58

7,412.0 34.38 189.93 7,378.1 -111.8 -41.7 117.1 3.05 2.84 2.00
7,444.0 35.09 190.46 7,404.4 -129.7 -44.9 135.4 2.41 2.22 1.66
7,475.0 37.28 191.31 7,429.4 -147.7 -48.4 153.7 7.25 7.06 2.74

7,506.0 40.36 189.60 7,453.6 -166.8 -51.9 173.1 10.52 9.94 -5.52

7,537.0 42.74 188.38 7,476.8 -187.1 -55.1 193.6 8.11 7.68 -3.94
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Company: Fidelity Exploration &Production Co Local Co-ordinale Reference: Well Cane Creek Unit#18-1
Project: Grand County, UT T Reference: WELL@8017 Ousft (Onginal Well Elev)
S'de: Sec 18 T26S R20E MDRefèrence: WELL@6017 Ousft(Onginal Well Elev)
Well: Cane Creek Unit#18-1 North Reference: , True
Weilbore: STO1 SuÑeCalculat n Method: MinimumCurvature
Design: STO1 Datãbase: EDM5000 1 Single User Db

Survey

Measured Vertical Vertical I} gióp BÂki' Turn
Depth inclination Azimuth Depth +NI-8 +El-W Section Rate ate Rate
(usft) (*) (*) (usft) (usit) (usft) (usfi) (°Ii00usit) ( Ii00usft) (*Ii00usft)
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5,063.0 1.14 347.06 5,062.6 17.6 17.2 -20.2 0.38 0.38 -2.40

5,157.0 1.41 355.13 5,156.5 19.7 16.9 -22.2 0.34 0.29 8.59
5,250.0 1.67 357.33 5,249.5 22.2 16.8 -24.6 0.29 0.28 2.37
5,343.0 1.85 346.78 5,342.5 25.0 16.4 -27.3 0.40 0.19 -11.34
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7,475.0 37.28 191.31 7,429.4 -147.7 -48.4 153.7 7.25 7.06 2.74

7,506.0 40.36 189.60 7,453.6 -166.8 -51.9 173.1 10.52 9.94 -5.52

7,537.0 42.74 188.38 7,476.8 -187.1 -55.1 193.6 8.11 7.68 -3.94
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---- ASchlumbergerCompany
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C Fidelity Expl rati n Öroductiono. Lááal Co-drd nate Ref ren a WellCane Creek Unit#18-1
ct Grand County, UT ŸD reîlc WELL@6017.0usft (OriginalWell Elev)

Sec 18 T26S R20E WELL@6017.0usft (OriginalWell Elev)
e Cane Creek Unit#18-1 ren True

STO1 rv t MinimumCurvature
Des ST01 EDM5000.1 Single User Db

7,568.0 45.20 187.97 7,499.1 -208.4 -58.2 215.2 7.99 7.94 -1.32

7,599.0 47.84 188.29 7,520.4 -230.7 -61.3 237.6 8.55 8.52 1.03
7,630.0 50.30 188.16 7,540.7 -253.9 -64.7 261.1 7.94 7.94 -0.42

7,661.0 53.02 187.21 7,560.0 -278.0 -67.9 285.4 9.10 8.77 -3.06

7,692.0 55.84 187.20 7,578.0 -303.0 -71.1 310.6 9.10 9.10 -0.03

7,723.0 58.39 187.97 7,594.8 -328.8 -74.5 336.6 8.49 8.23 2.48
7,754.0 60.85 188.56 7,610.5 -355.2 -78.4 363.3 8.10 7.94 1.90
7,786.0 63.31 189.24 7,625.5 -383.2 -82.8 391.8 7.91 7.69 2.13

7,817.0 65.77 189.60 7,638.8 -410.8 -87.3 419.6 8.00 7.94 1.16
7,847.0 67.97 190.54 7,650.6 .-438.0

-92.2 447.1 7.88 7.33 3.13
7,878.0 70.61 190.04 7,661.6 -466.5 -97.3 476.1 8.65 8.52 -1.61

7,910.0 72.72 188.94 7,671.6 -496.4 -102.3 506.5 7.36 6.59 -3.44

7,941.0 74.92 188.45 7,680.3 -525.9 -106.8 536.3 7.26 7.10 -1.58

7,972.0 76.85 188.04 7,687.8 -555.6 -111.2 566.3 6.36 6.23 -1.32

8,004.0 79.23 186.79 7,694.5 -586.7 -115.2 597.6 8.36 7.44 -3.91

8,035.0 81.69 188.45 7,899.6 -617.0 -118.7 628.1 8.01 7.94 -1.10

8,067.0 85.03 186.25 7,703.3 -648.6 -122.2 659.9 10.46 10.44 -0.63

y/ 8,149.0 a 88.20 184.86 7,708.1 -730.1 -130.2 741.5 4.22 3.87 -1.70

8,211.0 92.95 188.95 7,707.5 -791.6 -137.6 803.4 10.11 7.66 6.60
8,242.0 92.42 187.79 7,706.1 -822.2 -142.1 834.4 4.11 -1.71 -3.74

8,273.0 91.63 186.73 7,705.0 -853.0 -146.0 865.4 4.26 -2.55 --3.42

8,304.0 91.45 186.76 7,704.1 -883.7 -149.7 896.3 0.59 -0.58 0.10
8,335.0 90.66 186.57 7,703.6 -914.5 -153.3 927.3 2.62 -2.55 -0.61

8,366.0 91.36 186.90 7,703.0 -945.3 -156.9 958.2 2.50 2.26 1.06
8,397.0 91.98 187.50 7,702.1 -976.0

-160.8 989.2 2.78 2.00 1.94
8,428.0 91.45 186.93 7,701.2 -1,006.8

-164.7 1,020.1 2.51 -1.71 -1.84

8,460.0 89.87 186.70 7,700.8 -1,038.5 -168.5 1,052.1 4.99 -4.94 -0.72

8,491.0 90.31 186.68 7,700.8 -1,069.3 -172.1 1,083.1 1.42 1.42 -0.08

8,522.0 89.60 186.50 7,700.8 -1,100.1 -175.6 1,114.0 2.36 -2.29 -0.58

8,554.0 90.40 186.25 7,700.8 -1,131.9
-179.2 1,146.0 2.62 2.50 -0.78

8,584.0 91.01 187.89 7,700.4 -1,161.7
-182.9 1,176.0 5.83 2.03 5.47

8,615.0 90.66 187.59 7,700.0 -1,192.4 -187.1 1,206.9 1.49 -1.13 -0.97

8,646.0 90.40 187.98 7,699.7 -1,223.1
-191.3 1,237.9 1.51 -0.84 1.26

8,677.0 90.40 188.13 7,699.5 -1,253.8
-195.6 1,268.9 0.48 0.00 0.48

8,708.0 91.36 189.13 7,699.0 -1,284.5
-200.3 1,299.9 4.47 3.10 3.23

8,739.0 91.19 187.63 7,698.3 -1,315.1 -204.8 1,330.9 4.87 -0.55 -4.84

8,771.0 88.55 186.84 7,698.4 -1,346.9
-208.8 1,362.9 8.61 -8.25 -2.47

8,802.0 88.81 187.19 7,699.1 -1,377.6
-212.6 1,393.8 1.41 0.84 1.13

8,833.0 88.55 186.76 7,699.8 -1,408.4 -216.4 1,424.8 1.62 -0.84 -1.39

8,864.0 89.25 188.08 7,700.4 -1,439.1 -220.4 1,455.8 4.82 2.26 4.26
8,926.0 87.76 187.90 7,702.0 -1,500.5

-229.0 1,517.7 2.42 -2.40 -0.29

8,957.0 88.02 189.66 7,703.2 -1,531.1
-233.7 1,548.7 5.74 0.84 5.68

9,019.0 91.54 190.13 7,703.4 -1,592.2
-244.3 1,610.7 5.73 5.68 0.76
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8,428.0 91.45 186.93 7,701.2 -1,006.8

-164.7 1,020.1 2.51 -1.71 -1.84

8,460.0 89.87 186.70 7,700.8 -1,038.5 -168.5 1,052.1 4.99 -4.94 -0.72

8,491.0 90.31 186.68 7,700.8 -1,069.3 -172.1 1,083.1 1.42 1.42 -0.08

8,522.0 89.60 186.50 7,700.8 -1,100.1 -175.6 1,114.0 2.36 -2.29 -0.58

8,554.0 90.40 186.25 7,700.8 -1,131.9
-179.2 1,146.0 2.62 2.50 -0.78

8,584.0 91.01 187.89 7,700.4 -1,161.7
-182.9 1,176.0 5.83 2.03 5.47
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-191.3 1,237.9 1.51 -0.84 1.26

8,677.0 90.40 188.13 7,699.5 -1,253.8
-195.6 1,268.9 0.48 0.00 0.48

8,708.0 91.36 189.13 7,699.0 -1,284.5
-200.3 1,299.9 4.47 3.10 3.23

8,739.0 91.19 187.63 7,698.3 -1,315.1 -204.8 1,330.9 4.87 -0.55 -4.84

8,771.0 88.55 186.84 7,698.4 -1,346.9
-208.8 1,362.9 8.61 -8.25 -2.47

8,802.0 88.81 187.19 7,699.1 -1,377.6
-212.6 1,393.8 1.41 0.84 1.13
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8,926.0 87.76 187.90 7,702.0 -1,500.5

-229.0 1,517.7 2.42 -2.40 -0.29

8,957.0 88.02 189.66 7,703.2 -1,531.1
-233.7 1,548.7 5.74 0.84 5.68

9,019.0 91.54 190.13 7,703.4 -1,592.2
-244.3 1,610.7 5.73 5.68 0.76
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FÓ uadiñnde: PMHg|N._D|Ex¢cationi ProdutlionCompuy
--...- ASchlumbergerCompany

Company: FidelityExploration & Production Co Local Co-ordinate Reference: Well Cane Creek Unit#18-1
Project: Grand County, UT TVDReference: WELL@6017 Ousft(Onginal We11Elev)
Site: Sec 18 T26S R20E MDReference: WELL@8017 Ousft (Onginal Well Elev)
Well: Cane Creek Unit#18-1 North Reference: True
Wellbore: ST01 Survey Calculation Method: MinimumCurvature
Design: STO1 Database: EDM5000 1 Single User Db

Survey

Measured Vertical Vertical Dogleg Build Turn
Depth inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate
(usft) (•) (•) (usft) (usft) (usft) (usft) (*I100usft) (*l100usft) (*Ii00usft)

9,081.0 92.77 191.89 7,701.1 -1,653.0
-256.2 1,672.6 3.46 1.98 2.84

9,112.0 91.45 190.60 7,699.9 -1,683.4
-262.2 1,703.6 5.95 -4.26 -4.16

9,175.0 91.63 186.49 7,698.2 -1,745.6
-271.6 1,766.5 6.53 0.29 -6.52

9,206.0 93.56 183.71 7,696.8 -1,776.5 -274.3 1,797.4 10.91 6.23 -8.97

-9,272.0 93.56 183.60 7,692.7-
-1,842.2 -278.5 1,862.9 0.17 0.00 -0.17

Straight Line Projection to Bit Depth @9272' MD

Design Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-8 +El-W
(usft) (ush) (usft) (usft) Gomment

9,272.0 7,692.7 -1,842.2 -278.5 Straight Line Projection to Bit Depth @ 9272' MD

Checked By: Approved By: Date:
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RECEIVED: Mar. 05, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT #18-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 PARK ROAD 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0721 FNL 0766 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

3 /5 /2013

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 3 /5 /2013

March 06, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE
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Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/5/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
March 06, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 3/5/2013

RECEIVED: Mar. 05,

Sundry Number: 35272 API Well Number: 43019500120000
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1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/5/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
March 06, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 3/5/2013

RECEIVED: Mar. 05,

Sundry Number: 35272 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/5/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
March 06, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 3/5/2013

RECEIVED: Mar. 05,



RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/28/2013
Report #: 10

Well Name: Cane Creek 18-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/28/2013 06:00 3/1/2013 06:00
Operations at Report Time
Cont to TOOH, LD setting tools,TlH 4 1/2" scrpaer assembly, Circ out the mud, w/ 9.0 ppg CACLwate
Operations Summary
Cont to TOOH, LD setting tools,TlH 4 1/2" scraper assembly, circ out the mud with 9.0 ppg CACLwater, trip.
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man I WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 TRAV Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job.
07:30 2.50 4.00 TRIP Cont to TOOH w/ setting tools.
10:00 0.50 4.50 GOP LDthe setting tools. PU the 4 1/2" scraper asssembly.
10:30 2.50 7.00 TRIP TlH 4 1/2" scraper assembly as follows: 3 3/4" drag bit, Baker 4 1/2"

scraper ( 1.00" ID), BS, (1) jnt of 2 3/8" 4.7# L-80 EUE 8rd tbg, L nipple
( 1.65" ID ),Xover, ( 85 ) jnts of 2 3/8" 5.95# WTS tbg, Xover, ( 36 )jnts of
2 3/8" 4.7# L-80 EUE 8rd tbg, Xover, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,
X nipple ( 2.313" ID ), (212 ) jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg.

13:00 0.50 7.50 GOP Prep to circ the mud from the well w/ 9.0 ppg CACLwater.
13:30 8.50 16.00 CLN Circ mud from the well wl 9.0 ppg CACLwater as folllows: Pump in

reverse. Start with a 20 bbls diesel spacer, followed by 9.0 ppg CACL
water. Pump Press: 1400# @ 1.25 bpm. Pump pressure is increasing and
the rate is decreasing during the job. 3 hrs into the job the pump press is
1700# @ 0.50 bpm. 5 hrs into the job the pump press is 2400# @0.75
bpm. Cont to circ the hole increase the pump pressure as needed to keep a
good pump rate. End of job seeing diesel then good water. Pump press
1200@ @2.0 bpm. Pumped a total of 20 bbis diesel & 355 bbis of 9.0 ppg
CACL water @a totalof 375 bbis. Hauled an est 350 bbls of mud to NOV
in Moab.Max pressure during the job 2800# Avg Press- 2300#, Max Rate-
2.5 bpm Avg Rate- 0.75 bpm. The test pressure with the 9.0 ppg was
2800# There was no loss or gain of fluids. There was no flow after the 9.0
ppg water was circ around the hole.

22:00 1.00 17.00 TRIP TOOH to above the liner top, EOT @6836'.
23:00 0.50 17.50 GOP Si tbg, csg & BOPs. Turn off lights.
23:30 1.00 18.50 SDFN Secure Well / SDFN / Travel
00:30 5.50 24.00 SDFN SDFN

Casing & Line s
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run'?
Conductor 75.8

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Page 1/2 Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/28/2013
Report #: 10

Well Name: Cane Creek 18-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/28/2013 06:00 3/1/2013 06:00
Operations at Report Time
Cont to TOOH, LD setting tools,TlH 4 1/2" scrpaer assembly, Circ out the mud, w/ 9.0 ppg CACLwate
Operations Summary
Cont to TOOH, LD setting tools,TlH 4 1/2" scraper assembly, circ out the mud with 9.0 ppg CACLwater, trip.
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man I WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 TRAV Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job.
07:30 2.50 4.00 TRIP Cont to TOOH w/ setting tools.
10:00 0.50 4.50 GOP LDthe setting tools. PU the 4 1/2" scraper asssembly.
10:30 2.50 7.00 TRIP TlH 4 1/2" scraper assembly as follows: 3 3/4" drag bit, Baker 4 1/2"

scraper ( 1.00" ID), BS, (1) jnt of 2 3/8" 4.7# L-80 EUE 8rd tbg, L nipple
( 1.65" ID ),Xover, ( 85 ) jnts of 2 3/8" 5.95# WTS tbg, Xover, ( 36 )jnts of
2 3/8" 4.7# L-80 EUE 8rd tbg, Xover, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,
X nipple ( 2.313" ID ), (212 ) jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg.

13:00 0.50 7.50 GOP Prep to circ the mud from the well w/ 9.0 ppg CACLwater.
13:30 8.50 16.00 CLN Circ mud from the well wl 9.0 ppg CACLwater as folllows: Pump in

reverse. Start with a 20 bbls diesel spacer, followed by 9.0 ppg CACL
water. Pump Press: 1400# @ 1.25 bpm. Pump pressure is increasing and
the rate is decreasing during the job. 3 hrs into the job the pump press is
1700# @ 0.50 bpm. 5 hrs into the job the pump press is 2400# @0.75
bpm. Cont to circ the hole increase the pump pressure as needed to keep a
good pump rate. End of job seeing diesel then good water. Pump press
1200@ @2.0 bpm. Pumped a total of 20 bbis diesel & 355 bbis of 9.0 ppg
CACL water @a totalof 375 bbis. Hauled an est 350 bbls of mud to NOV
in Moab.Max pressure during the job 2800# Avg Press- 2300#, Max Rate-
2.5 bpm Avg Rate- 0.75 bpm. The test pressure with the 9.0 ppg was
2800# There was no loss or gain of fluids. There was no flow after the 9.0
ppg water was circ around the hole.

22:00 1.00 17.00 TRIP TOOH to above the liner top, EOT @6836'.
23:00 0.50 17.50 GOP Si tbg, csg & BOPs. Turn off lights.
23:30 1.00 18.50 SDFN Secure Well / SDFN / Travel
00:30 5.50 24.00 SDFN SDFN

Casing & Line s
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run'?
Conductor 75.8

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Page 1/2 Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/28/2013
Report #: 10

Well Name: Cane Creek 18-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/28/2013 06:00 3/1/2013 06:00
Operations at Report Time
Cont to TOOH, LD setting tools,TlH 4 1/2" scrpaer assembly, Circ out the mud, w/ 9.0 ppg CACLwate
Operations Summary
Cont to TOOH, LD setting tools,TlH 4 1/2" scraper assembly, circ out the mud with 9.0 ppg CACLwater, trip.
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man I WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 TRAV Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job.
07:30 2.50 4.00 TRIP Cont to TOOH w/ setting tools.
10:00 0.50 4.50 GOP LDthe setting tools. PU the 4 1/2" scraper asssembly.
10:30 2.50 7.00 TRIP TlH 4 1/2" scraper assembly as follows: 3 3/4" drag bit, Baker 4 1/2"

scraper ( 1.00" ID), BS, (1) jnt of 2 3/8" 4.7# L-80 EUE 8rd tbg, L nipple
( 1.65" ID ),Xover, ( 85 ) jnts of 2 3/8" 5.95# WTS tbg, Xover, ( 36 )jnts of
2 3/8" 4.7# L-80 EUE 8rd tbg, Xover, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,
X nipple ( 2.313" ID ), (212 ) jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg.

13:00 0.50 7.50 GOP Prep to circ the mud from the well w/ 9.0 ppg CACLwater.
13:30 8.50 16.00 CLN Circ mud from the well wl 9.0 ppg CACLwater as folllows: Pump in

reverse. Start with a 20 bbls diesel spacer, followed by 9.0 ppg CACL
water. Pump Press: 1400# @ 1.25 bpm. Pump pressure is increasing and
the rate is decreasing during the job. 3 hrs into the job the pump press is
1700# @ 0.50 bpm. 5 hrs into the job the pump press is 2400# @0.75
bpm. Cont to circ the hole increase the pump pressure as needed to keep a
good pump rate. End of job seeing diesel then good water. Pump press
1200@ @2.0 bpm. Pumped a total of 20 bbis diesel & 355 bbis of 9.0 ppg
CACL water @a totalof 375 bbis. Hauled an est 350 bbls of mud to NOV
in Moab.Max pressure during the job 2800# Avg Press- 2300#, Max Rate-
2.5 bpm Avg Rate- 0.75 bpm. The test pressure with the 9.0 ppg was
2800# There was no loss or gain of fluids. There was no flow after the 9.0
ppg water was circ around the hole.

22:00 1.00 17.00 TRIP TOOH to above the liner top, EOT @6836'.
23:00 0.50 17.50 GOP Si tbg, csg & BOPs. Turn off lights.
23:30 1.00 18.50 SDFN Secure Well / SDFN / Travel
00:30 5.50 24.00 SDFN SDFN

Casing & Line s
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run'?
Conductor 75.8

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Page 1/2 Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/28/2013
Report #: 10

Well Name: Cane Creek 18-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/28/2013 06:00 3/1/2013 06:00
Operations at Report Time
Cont to TOOH, LD setting tools,TlH 4 1/2" scrpaer assembly, Circ out the mud, w/ 9.0 ppg CACLwate
Operations Summary
Cont to TOOH, LD setting tools,TlH 4 1/2" scraper assembly, circ out the mud with 9.0 ppg CACLwater, trip.
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man I WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 TRAV Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job.
07:30 2.50 4.00 TRIP Cont to TOOH w/ setting tools.
10:00 0.50 4.50 GOP LDthe setting tools. PU the 4 1/2" scraper asssembly.
10:30 2.50 7.00 TRIP TlH 4 1/2" scraper assembly as follows: 3 3/4" drag bit, Baker 4 1/2"

scraper ( 1.00" ID), BS, (1) jnt of 2 3/8" 4.7# L-80 EUE 8rd tbg, L nipple
( 1.65" ID ),Xover, ( 85 ) jnts of 2 3/8" 5.95# WTS tbg, Xover, ( 36 )jnts of
2 3/8" 4.7# L-80 EUE 8rd tbg, Xover, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,
X nipple ( 2.313" ID ), (212 ) jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg.

13:00 0.50 7.50 GOP Prep to circ the mud from the well w/ 9.0 ppg CACLwater.
13:30 8.50 16.00 CLN Circ mud from the well wl 9.0 ppg CACLwater as folllows: Pump in

reverse. Start with a 20 bbls diesel spacer, followed by 9.0 ppg CACL
water. Pump Press: 1400# @ 1.25 bpm. Pump pressure is increasing and
the rate is decreasing during the job. 3 hrs into the job the pump press is
1700# @ 0.50 bpm. 5 hrs into the job the pump press is 2400# @0.75
bpm. Cont to circ the hole increase the pump pressure as needed to keep a
good pump rate. End of job seeing diesel then good water. Pump press
1200@ @2.0 bpm. Pumped a total of 20 bbis diesel & 355 bbis of 9.0 ppg
CACL water @a totalof 375 bbis. Hauled an est 350 bbls of mud to NOV
in Moab.Max pressure during the job 2800# Avg Press- 2300#, Max Rate-
2.5 bpm Avg Rate- 0.75 bpm. The test pressure with the 9.0 ppg was
2800# There was no loss or gain of fluids. There was no flow after the 9.0
ppg water was circ around the hole.

22:00 1.00 17.00 TRIP TOOH to above the liner top, EOT @6836'.
23:00 0.50 17.50 GOP Si tbg, csg & BOPs. Turn off lights.
23:30 1.00 18.50 SDFN Secure Well / SDFN / Travel
00:30 5.50 24.00 SDFN SDFN

Casing & Line s
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run'?
Conductor 75.8

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Page 1/2 Report Printed:



RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/27/2013
Report #: 9

Well Name: Cane Creek 18-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Conñg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/27/2013 06:00 2/28/2013 06:00
Operations at Report Time
Cont TOOH, Rig safety meeting, PU Smith & Baker plug asembly, TlH, set plug, Trip to liner top.
Operations Summary
Cont TOOH, Rg safety meeting, PU Smith & Baker plug assembly, TlH set plug, TOOH to liner top.
Operations Next Report Penod

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 TRAV Crew travel.
07:00 0.50 1.50 SMTG SITP- 0# SICP- 0# Hold safety meeting & discuss job. Prep to TOOH.
07:30 3.00 4.50 TRlP Cont to TOOH wl scraper assembly. Cange over equip for the 2 3/8"

strings when needed. Keep the hole full during the trip.
10:30 0.75 5.25 GOP LD the scraper assembly. MUthe plug assembly.
11:15 1.00 6.25 SMTG Monument held a safety meeting.
12:15 3.25 9.50 TRIP PU Smith Copperhead plug & Baker hydraulic setting tool.TlH as follows:

Smith 4 1/2" Copperhead plug, Baker #10 setting tool, 1 jn t of 2 3/8" 4.6#
L-80 EUE Brdtbg, L nipple ( 1.65" ID ),Xover, ( 85 ) jnts of 2 3/8" 5.95#
WTS tbg, Xover, (36) jnts of 2 3/8" 4.6# L-80 EUE 8rd tbg, Xover, 1 jnt of 2
7/8" 6.5# N-80 EUE Brdtbg, X nipple ( 2.313" ID ), ( 212 )jnts of 27/8"
6.5# N-80 EUE 8rd tbg. Ld the tbg in the slips 5' off of the slips. EOT @
10,575', this is 18' off of the csg float.

15:30 2.00 11.50 GOP Drop the ball to set the plug, give the ball time to fall in the vertical. Begin
pumping the ball throughthe horizontal to the seat. The ball seated.
Pressure up on the ball &plug to set the plug. Pressure up to 3000#, let sit
5 min. Pull on the tbgto release and sheer from the plug. set down on the
plug 10,000 lbs to check the set. Cont to work the tbg string to sheer from
the plug. Pulled to 85,000 lbs and the tools sheered. Pumped on the string
to insure that the equalizing ports are open. SI the return line and press test
the csg & plug to 2000#, Good test, negative test ( no flow ). Prep to
TOOH.

17:30 1.75 13.25 TRIP TOOH to above the liner top, leave (218) jnts in the hole. ( EOT @6836').
Ld tbg in the slips. Tbg draining slow, make for a slow trip.

19:15 0.50 13.75 GOP Si tbg, csg & BOPs. Drain lines and turn off lights.
19:45 1.00 14.75 SDFN Secure Well / SDFN / Travel
20:45 9.25 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 S/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)
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Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
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Daily Operations
Report Start Date Report End Date

2/27/2013 06:00 2/28/2013 06:00
Operations at Report Time
Cont TOOH, Rig safety meeting, PU Smith & Baker plug asembly, TlH, set plug, Trip to liner top.
Operations Summary
Cont TOOH, Rg safety meeting, PU Smith & Baker plug assembly, TlH set plug, TOOH to liner top.
Operations Next Report Penod

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 TRAV Crew travel.
07:00 0.50 1.50 SMTG SITP- 0# SICP- 0# Hold safety meeting & discuss job. Prep to TOOH.
07:30 3.00 4.50 TRlP Cont to TOOH wl scraper assembly. Cange over equip for the 2 3/8"

strings when needed. Keep the hole full during the trip.
10:30 0.75 5.25 GOP LD the scraper assembly. MUthe plug assembly.
11:15 1.00 6.25 SMTG Monument held a safety meeting.
12:15 3.25 9.50 TRIP PU Smith Copperhead plug & Baker hydraulic setting tool.TlH as follows:

Smith 4 1/2" Copperhead plug, Baker #10 setting tool, 1 jn t of 2 3/8" 4.6#
L-80 EUE Brdtbg, L nipple ( 1.65" ID ),Xover, ( 85 ) jnts of 2 3/8" 5.95#
WTS tbg, Xover, (36) jnts of 2 3/8" 4.6# L-80 EUE 8rd tbg, Xover, 1 jnt of 2
7/8" 6.5# N-80 EUE Brdtbg, X nipple ( 2.313" ID ), ( 212 )jnts of 27/8"
6.5# N-80 EUE 8rd tbg. Ld the tbg in the slips 5' off of the slips. EOT @
10,575', this is 18' off of the csg float.

15:30 2.00 11.50 GOP Drop the ball to set the plug, give the ball time to fall in the vertical. Begin
pumping the ball throughthe horizontal to the seat. The ball seated.
Pressure up on the ball &plug to set the plug. Pressure up to 3000#, let sit
5 min. Pull on the tbgto release and sheer from the plug. set down on the
plug 10,000 lbs to check the set. Cont to work the tbg string to sheer from
the plug. Pulled to 85,000 lbs and the tools sheered. Pumped on the string
to insure that the equalizing ports are open. SI the return line and press test
the csg & plug to 2000#, Good test, negative test ( no flow ). Prep to
TOOH.

17:30 1.75 13.25 TRIP TOOH to above the liner top, leave (218) jnts in the hole. ( EOT @6836').
Ld tbg in the slips. Tbg draining slow, make for a slow trip.

19:15 0.50 13.75 GOP Si tbg, csg & BOPs. Drain lines and turn off lights.
19:45 1.00 14.75 SDFN Secure Well / SDFN / Travel
20:45 9.25 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 S/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
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Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/26/2013
Report #: 8

Well Name: Cane Creek 18-1
APIIUWI Well Area Basin Field Name License # Permit Number Well Conng
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/26/2013 06:00 2/27/2013 06:00
Operations at Repon Time
TlH to tag cmt, circ hole, work on cmt, circ hole, TOOH to liner top.
Operations Summary
TlH to tag cmt, circ hole, work on cmt, circ hole, TOOH.
Operations Next Report Period
General Operations
Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 TRAV Crew Travel
07:00 0.50 1.50 SMTG Hold safety meeting &discuss the job.
07:30 0.50 2.00 GOP SITP- 120# SICP- 60# Bleed off pressures to 0#. Flow check, no flow.

Prep to TlH.
08:00 1.00 3.00 TRIP Cont to tripthe scraper assembly in the hole. Light tags @8225' &9350'.

Hard tag @9521' wl jnt # 301.
09:00 0.50 3.50 GOP PU the power swivel. Set above the tag 4'. Prep to circ the hole
09:30 3.00 6.50 CLN Circ &condition the hole. Circ the hole the long way. Pump @ 1.25 bpm @

1250#. 1st mud check @ 1 hr pumping: 14.8 ppg in & 13.9 ppg out. 2nd
mud check @2hrs. pumping: 14.5 ppg in & 14.7 ppg out. 3 rd mud check
@2.5 hrs pumping: 14.7 ppg in & 14.5 ppg out. 4th mud check @3 hrs
pumping: 14.7 ppg in & 14.6 ppg out.

12:30 0.50 7.00 CLN Drill on cmt @9521', drilled 10' and fell through the bridge. Move bit to
9536'. SD pumps. Flow check. SB the swivel. Prep to TlH.

13:00 0.75 7.75 TRIP Cont to TlH w/ bit &scrapers. watch for cmt tag. Smooth tripto 10,593' KB.
Tagged the float @ 10,593'. PU 4' Prep to circ &cond the hole.

13:45 1.00 8.75 CLN Circ &cond the hole. Pump the mud in reverse to clean the hole. Pump 1.5
bpm @1100#. Watching the levels in the tank, no mud loss or gain.

14:45 2.25 11.00 TRIP Short tripthe bit & scrapers 2000' to 8570'. TlH to float @ 10,593', set
above the float 8' @ 10,588'. Prep to circ &cond hole.

17:00 1.00 12.00 CLN Circ &cond the hole. Pump the mud in reverse to clean the hole. Pump:
1.5 bpm & 1050#

18:00 1.25 13.25 TRIP TOOH to above the liner top. Leave 216 jnts in the hole for a kill string,
EOT @6836'. Ld the tbg in the slips.

19:15 0.50 13.75 GOP SI tbg, csg & BOPs. Secure lines, turn off lights.
19:45 1.00 14.75 SDFN Secure Well / SDFN / Travel
20:45 9.25 24.00 SDFN SDFN
Casing & Line s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) [D(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
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Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) Sthng Grade Sthng Length (ft) Top Depth (ftKB)

Rod Components
item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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Prep to TlH.
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13:00 0.75 7.75 TRIP Cont to TlH w/ bit &scrapers. watch for cmt tag. Smooth tripto 10,593' KB.
Tagged the float @ 10,593'. PU 4' Prep to circ &cond the hole.
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18:00 1.25 13.25 TRIP TOOH to above the liner top. Leave 216 jnts in the hole for a kill string,
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TlH to tag cmt, circ hole, work on cmt, circ hole, TOOH.
Operations Next Report Period
General Operations
Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 TRAV Crew Travel
07:00 0.50 1.50 SMTG Hold safety meeting &discuss the job.
07:30 0.50 2.00 GOP SITP- 120# SICP- 60# Bleed off pressures to 0#. Flow check, no flow.

Prep to TlH.
08:00 1.00 3.00 TRIP Cont to tripthe scraper assembly in the hole. Light tags @8225' &9350'.

Hard tag @9521' wl jnt # 301.

09:00 0.50 3.50 GOP PU the power swivel. Set above the tag 4'. Prep to circ the hole
09:30 3.00 6.50 CLN Circ &condition the hole. Circ the hole the long way. Pump @ 1.25 bpm @

1250#. 1st mud check @ 1 hr pumping: 14.8 ppg in & 13.9 ppg out. 2nd
mud check @2hrs. pumping: 14.5 ppg in & 14.7 ppg out. 3 rd mud check
@2.5 hrs pumping: 14.7 ppg in & 14.5 ppg out. 4th mud check @3 hrs
pumping: 14.7 ppg in & 14.6 ppg out.

12:30 0.50 7.00 CLN Drill on cmt @9521', drilled 10' and fell through the bridge. Move bit to
9536'. SD pumps. Flow check. SB the swivel. Prep to TlH.

13:00 0.75 7.75 TRIP Cont to TlH w/ bit &scrapers. watch for cmt tag. Smooth tripto 10,593' KB.
Tagged the float @ 10,593'. PU 4' Prep to circ &cond the hole.

13:45 1.00 8.75 CLN Circ &cond the hole. Pump the mud in reverse to clean the hole. Pump 1.5
bpm @1100#. Watching the levels in the tank, no mud loss or gain.

14:45 2.25 11.00 TRIP Short tripthe bit & scrapers 2000' to 8570'. TlH to float @ 10,593', set
above the float 8' @ 10,588'. Prep to circ &cond hole.

17:00 1.00 12.00 CLN Circ &cond the hole. Pump the mud in reverse to clean the hole. Pump:
1.5 bpm & 1050#

18:00 1.25 13.25 TRIP TOOH to above the liner top. Leave 216 jnts in the hole for a kill string,
EOT @6836'. Ld the tbg in the slips.

19:15 0.50 13.75 GOP SI tbg, csg & BOPs. Secure lines, turn off lights.
19:45 1.00 14.75 SDFN Secure Well / SDFN / Travel
20:45 9.25 24.00 SDFN SDFN

Casing & Line s
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) [D(in) Wt/Len (Ib/ft) Grade (in) (in) Run?
Conductor 75.8

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) Sthng Grade Sthng Length (ft) Top Depth (ftKB)

Rod Components
item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/26/2013
Report #: 8

Well Name: Cane Creek 18-1
APIIUWI Well Area Basin Field Name License # Permit Number Well Conng
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/26/2013 06:00 2/27/2013 06:00
Operations at Repon Time
TlH to tag cmt, circ hole, work on cmt, circ hole, TOOH to liner top.
Operations Summary
TlH to tag cmt, circ hole, work on cmt, circ hole, TOOH.
Operations Next Report Period
General Operations
Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 TRAV Crew Travel
07:00 0.50 1.50 SMTG Hold safety meeting &discuss the job.
07:30 0.50 2.00 GOP SITP- 120# SICP- 60# Bleed off pressures to 0#. Flow check, no flow.

Prep to TlH.
08:00 1.00 3.00 TRIP Cont to tripthe scraper assembly in the hole. Light tags @8225' &9350'.

Hard tag @9521' wl jnt # 301.

09:00 0.50 3.50 GOP PU the power swivel. Set above the tag 4'. Prep to circ the hole
09:30 3.00 6.50 CLN Circ &condition the hole. Circ the hole the long way. Pump @ 1.25 bpm @

1250#. 1st mud check @ 1 hr pumping: 14.8 ppg in & 13.9 ppg out. 2nd
mud check @2hrs. pumping: 14.5 ppg in & 14.7 ppg out. 3 rd mud check
@2.5 hrs pumping: 14.7 ppg in & 14.5 ppg out. 4th mud check @3 hrs
pumping: 14.7 ppg in & 14.6 ppg out.

12:30 0.50 7.00 CLN Drill on cmt @9521', drilled 10' and fell through the bridge. Move bit to
9536'. SD pumps. Flow check. SB the swivel. Prep to TlH.

13:00 0.75 7.75 TRIP Cont to TlH w/ bit &scrapers. watch for cmt tag. Smooth tripto 10,593' KB.
Tagged the float @ 10,593'. PU 4' Prep to circ &cond the hole.

13:45 1.00 8.75 CLN Circ &cond the hole. Pump the mud in reverse to clean the hole. Pump 1.5
bpm @1100#. Watching the levels in the tank, no mud loss or gain.

14:45 2.25 11.00 TRIP Short tripthe bit & scrapers 2000' to 8570'. TlH to float @ 10,593', set
above the float 8' @ 10,588'. Prep to circ &cond hole.

17:00 1.00 12.00 CLN Circ &cond the hole. Pump the mud in reverse to clean the hole. Pump:
1.5 bpm & 1050#

18:00 1.25 13.25 TRIP TOOH to above the liner top. Leave 216 jnts in the hole for a kill string,
EOT @6836'. Ld the tbg in the slips.

19:15 0.50 13.75 GOP SI tbg, csg & BOPs. Secure lines, turn off lights.
19:45 1.00 14.75 SDFN Secure Well / SDFN / Travel
20:45 9.25 24.00 SDFN SDFN

Casing & Line s
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) [D(in) Wt/Len (Ib/ft) Grade (in) (in) Run?
Conductor 75.8

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) Sthng Grade Sthng Length (ft) Top Depth (ftKB)

Rod Components
item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/25/2013
Report #: 7

Well Name: Cane Creek 18-1
APflUWI Well Area Basin Field Name License # Permit Number Well Cont1g
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/25/2013 06:00 2/26/2013 06:00
Operations at Report Time
TOOH w/7" scraper assembly, MU 2 7/8" stabbing assembly, MU4 1/2" scraper assembly, TlH & tag c
Operations Summary
TOOH wl7" scraper assembly, MU 2 7/8" stabbing assembly, MU4 1/2" scraper assembly, TlH to tag cmt in the liner.
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man / WSL (307) 321-0544
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 TRAV Crew Travel
07:00 0.50 1.50 SMTG SITP- 0# SICP- 0# Hold safety meeting &discuss the job.
07:30 1.50 3.00 TRIP Cont to TOOH w/ 7" cag scraper assembly. LD 7" assembly.
09:00 1.50 4.50 GOP MUthe stabbing assembly for the well control at the surface. MU4 1/2"

scraper assembly ( BHA).

10:30 4.00 8.50 TRIP TlH w/ 4 1/2" scraper assembly (BHA) as follows: 3 3/4" drag bit, 1st 4 1/2"
Baker scraper (0.71"|D), BS, 2 3/8" X 6' N-80 pup, Xover (2 3/8" EUE X 2
3/8" reg ),2 nd Baker 4 1/2" scraper, BS, 1 jnt of 2 3/8" 4.7# L-80 EUE 8rd
tbg, 2 3/8" L nipple ( 1.65" ID ),Xover (2 3/8" EUE X 2 3/8" WTS 1.68"
ID ), (85) jnts of 2 3/8" 5.95# WTS tbg,Xover (2 3/8" WTS box X 2 3/8"
EUE pin 1.73" ID), (36) jnts of 2 3/8" 4.7# L-80 EUE 8rd tbg,Xover (2 3/8"
EUE X 2 7/8" EUE 1.94 " ID ), (1) jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,
Xnipple (2.313" ID), followed by the rest of the 2 7/8" tbg in the derrick.
Watch for the liner top @ 6890', no tag.The tbg began to flow, Si tbg &
csg. SITP- 275# S1CP- 0#.

14:30 4.00 12.50 CTU Circ and condition the hole, down the tbg &up the csg, Condition the hole a
an even mud wt. Pump @1.5 bpm @900#. Mud check @ 1.5 hrs
pumping: 15.0 ppg in I 14.7 ppg out. Mud check 2.5 hrs pumping: 14.7
ppg in / 14.9 ppg out. Last mud check: 14.7 ppg in I 14.9 ppg out. The
tbg is still tryingto flow, the well is out of balance.

18:30 0.50 13.00 GOP SD circ well. EOT @7600'. Si tbg, csg & BOPs.
19:00 1.00 14.00 SDFN Secure Well / SDFN / Travel
20:00 10.00 24.00 SDFN SDFN
Casing & Line s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) Sthng Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/25/2013
Report #: 7

Well Name: Cane Creek 18-1
APflUWI Well Area Basin Field Name License # Permit Number Well Cont1g
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/25/2013 06:00 2/26/2013 06:00
Operations at Report Time
TOOH w/7" scraper assembly, MU 2 7/8" stabbing assembly, MU4 1/2" scraper assembly, TlH & tag c
Operations Summary
TOOH wl7" scraper assembly, MU 2 7/8" stabbing assembly, MU4 1/2" scraper assembly, TlH to tag cmt in the liner.
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man / WSL (307) 321-0544
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 TRAV Crew Travel
07:00 0.50 1.50 SMTG SITP- 0# SICP- 0# Hold safety meeting &discuss the job.
07:30 1.50 3.00 TRIP Cont to TOOH w/ 7" cag scraper assembly. LD 7" assembly.
09:00 1.50 4.50 GOP MUthe stabbing assembly for the well control at the surface. MU4 1/2"

scraper assembly ( BHA).

10:30 4.00 8.50 TRIP TlH w/ 4 1/2" scraper assembly (BHA) as follows: 3 3/4" drag bit, 1st 4 1/2"
Baker scraper (0.71"|D), BS, 2 3/8" X 6' N-80 pup, Xover (2 3/8" EUE X 2
3/8" reg ),2 nd Baker 4 1/2" scraper, BS, 1 jnt of 2 3/8" 4.7# L-80 EUE 8rd
tbg, 2 3/8" L nipple ( 1.65" ID ),Xover (2 3/8" EUE X 2 3/8" WTS 1.68"
ID ), (85) jnts of 2 3/8" 5.95# WTS tbg,Xover (2 3/8" WTS box X 2 3/8"
EUE pin 1.73" ID), (36) jnts of 2 3/8" 4.7# L-80 EUE 8rd tbg,Xover (2 3/8"
EUE X 2 7/8" EUE 1.94 " ID ), (1) jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,
Xnipple (2.313" ID), followed by the rest of the 2 7/8" tbg in the derrick.
Watch for the liner top @ 6890', no tag.The tbg began to flow, Si tbg &
csg. SITP- 275# S1CP- 0#.

14:30 4.00 12.50 CTU Circ and condition the hole, down the tbg &up the csg, Condition the hole a
an even mud wt. Pump @1.5 bpm @900#. Mud check @ 1.5 hrs
pumping: 15.0 ppg in I 14.7 ppg out. Mud check 2.5 hrs pumping: 14.7
ppg in / 14.9 ppg out. Last mud check: 14.7 ppg in I 14.9 ppg out. The
tbg is still tryingto flow, the well is out of balance.

18:30 0.50 13.00 GOP SD circ well. EOT @7600'. Si tbg, csg & BOPs.
19:00 1.00 14.00 SDFN Secure Well / SDFN / Travel
20:00 10.00 24.00 SDFN SDFN
Casing & Line s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) Sthng Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/25/2013
Report #: 7

Well Name: Cane Creek 18-1
APflUWI Well Area Basin Field Name License # Permit Number Well Cont1g
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/25/2013 06:00 2/26/2013 06:00
Operations at Report Time
TOOH w/7" scraper assembly, MU 2 7/8" stabbing assembly, MU4 1/2" scraper assembly, TlH & tag c
Operations Summary
TOOH wl7" scraper assembly, MU 2 7/8" stabbing assembly, MU4 1/2" scraper assembly, TlH to tag cmt in the liner.
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1

Daily Contacts
Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 TRAV Crew Travel
07:00 0.50 1.50 SMTG SITP- 0# SICP- 0# Hold safety meeting &discuss the job.
07:30 1.50 3.00 TRIP Cont to TOOH w/ 7" cag scraper assembly. LD 7" assembly.
09:00 1.50 4.50 GOP MUthe stabbing assembly for the well control at the surface. MU4 1/2"

scraper assembly ( BHA).

10:30 4.00 8.50 TRIP TlH w/ 4 1/2" scraper assembly (BHA) as follows: 3 3/4" drag bit, 1st 4 1/2"
Baker scraper (0.71"|D), BS, 2 3/8" X 6' N-80 pup, Xover (2 3/8" EUE X 2
3/8" reg ),2 nd Baker 4 1/2" scraper, BS, 1 jnt of 2 3/8" 4.7# L-80 EUE 8rd
tbg, 2 3/8" L nipple ( 1.65" ID ),Xover (2 3/8" EUE X 2 3/8" WTS 1.68"
ID ), (85) jnts of 2 3/8" 5.95# WTS tbg,Xover (2 3/8" WTS box X 2 3/8"
EUE pin 1.73" ID), (36) jnts of 2 3/8" 4.7# L-80 EUE 8rd tbg,Xover (2 3/8"
EUE X 2 7/8" EUE 1.94 " ID ), (1) jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,
Xnipple (2.313" ID), followed by the rest of the 2 7/8" tbg in the derrick.
Watch for the liner top @ 6890', no tag.The tbg began to flow, Si tbg &
csg. SITP- 275# S1CP- 0#.

14:30 4.00 12.50 CTU Circ and condition the hole, down the tbg &up the csg, Condition the hole a
an even mud wt. Pump @1.5 bpm @900#. Mud check @ 1.5 hrs
pumping: 15.0 ppg in I 14.7 ppg out. Mud check 2.5 hrs pumping: 14.7
ppg in / 14.9 ppg out. Last mud check: 14.7 ppg in I 14.9 ppg out. The
tbg is still tryingto flow, the well is out of balance.

18:30 0.50 13.00 GOP SD circ well. EOT @7600'. Si tbg, csg & BOPs.
19:00 1.00 14.00 SDFN Secure Well / SDFN / Travel
20:00 10.00 24.00 SDFN SDFN
Casing & Line s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) Sthng Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/25/2013
Report #: 7

Well Name: Cane Creek 18-1
APflUWI Well Area Basin Field Name License # Permit Number Well Cont1g
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/25/2013 06:00 2/26/2013 06:00
Operations at Report Time
TOOH w/7" scraper assembly, MU 2 7/8" stabbing assembly, MU4 1/2" scraper assembly, TlH & tag c
Operations Summary
TOOH wl7" scraper assembly, MU 2 7/8" stabbing assembly, MU4 1/2" scraper assembly, TlH to tag cmt in the liner.
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1

Daily Contacts
Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 TRAV Crew Travel
07:00 0.50 1.50 SMTG SITP- 0# SICP- 0# Hold safety meeting &discuss the job.
07:30 1.50 3.00 TRIP Cont to TOOH w/ 7" cag scraper assembly. LD 7" assembly.
09:00 1.50 4.50 GOP MUthe stabbing assembly for the well control at the surface. MU4 1/2"

scraper assembly ( BHA).

10:30 4.00 8.50 TRIP TlH w/ 4 1/2" scraper assembly (BHA) as follows: 3 3/4" drag bit, 1st 4 1/2"
Baker scraper (0.71"|D), BS, 2 3/8" X 6' N-80 pup, Xover (2 3/8" EUE X 2
3/8" reg ),2 nd Baker 4 1/2" scraper, BS, 1 jnt of 2 3/8" 4.7# L-80 EUE 8rd
tbg, 2 3/8" L nipple ( 1.65" ID ),Xover (2 3/8" EUE X 2 3/8" WTS 1.68"
ID ), (85) jnts of 2 3/8" 5.95# WTS tbg,Xover (2 3/8" WTS box X 2 3/8"
EUE pin 1.73" ID), (36) jnts of 2 3/8" 4.7# L-80 EUE 8rd tbg,Xover (2 3/8"
EUE X 2 7/8" EUE 1.94 " ID ), (1) jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,
Xnipple (2.313" ID), followed by the rest of the 2 7/8" tbg in the derrick.
Watch for the liner top @ 6890', no tag.The tbg began to flow, Si tbg &
csg. SITP- 275# S1CP- 0#.

14:30 4.00 12.50 CTU Circ and condition the hole, down the tbg &up the csg, Condition the hole a
an even mud wt. Pump @1.5 bpm @900#. Mud check @ 1.5 hrs
pumping: 15.0 ppg in I 14.7 ppg out. Mud check 2.5 hrs pumping: 14.7
ppg in / 14.9 ppg out. Last mud check: 14.7 ppg in I 14.9 ppg out. The
tbg is still tryingto flow, the well is out of balance.

18:30 0.50 13.00 GOP SD circ well. EOT @7600'. Si tbg, csg & BOPs.
19:00 1.00 14.00 SDFN Secure Well / SDFN / Travel
20:00 10.00 24.00 SDFN SDFN
Casing & Line s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) Sthng Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/24/2013
Report #: 6

Well Name: Cane Creek 18-1
AP1/UWI We11Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/24/2013 06:00 2/25/2013 06:00
Operations at Report Ome
Cont TllH w/ retrieving head, retrieve RBP, TOOH, TlH 7" scraper assembly
Operations Summary
Safety meeting, Cont TllH, retrieve RBP, TOOH, TlH 7" scraper assembly. Circ hole
Operations Next Report Period

General Operations
Weather Weilbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man I WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 TRAV Crew Travel
07:00 0.50 1.50 SMTG SITP- 0# SICP- 0# Hold safety meeting & discuss job.
07:30 1.25 2.75 TRIP Cont to TlH w/2 7/8" tbg & Baker retrieving head. Tag up on the RBP @

6870 KB, latch onto the RBP & release it. Watch for the well to react, no
reation from the well.

08:45 2.25 5.00 TRlP TOOH w/ RBP. LD the RBP &retrieving tools. Keep the well full during the
TOOH.

11:00 2.25 7.25 TRIP PU the 7" scraper assembly. TlH as follows: 6" (3) bladed drag bit, Baker
7" scraper, BS, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,Xnipple (2.313"
Profile ), 2 15 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg. Add (1) 2 7/8" X 10' N-
80 pup. Tag the top of the liner hanger @6890' KB w/ 2' out on jnt #216.
Pull up 3' & Prep to circ the well. Move the (85) jnts of 2 3/8" 5.95# PH-6
tbg from the CC 24-1H2 to this location with the equip trailer.Unload the
tbg onto the rig racks.

13:15 2.75 10.00 CLN Begin circ the well. Circ the well in reverse wl 15.2ppg inverted mud. 1st
mud check 30 min in: 15.2ppg in / 15.1ppg out. 2nd mud check @ 1hr
pumping: 15.1ppg in / 15.1ppg out, 3rd mud check @ 1.5 hrs pumping:
15.1 ppg in / 15.2 ppg out, 4th mud check @2 hrs pumping: 15.0 ppg in I
15.1 ppg out, 5th mud check @3 hrs pumping: 15.0 ppg in / 15.0 ppg out.
No mud lost or gained. Avg pump rate @ 1.75 bpm & avg pump press @
550#.

16:00 1.00 11.00 GOP SD circ the well. Prep to TOOH 7" scraper assemby. LD (1) jnt of 2 7/8" N-
80 tbg & the 10' 2 7/8" pup. EOT @6847'. Si tbg , csg & BOPs. Unable to
TOOH and get back in with a kill string before dark. SD at this time.

17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel
18:00 12.00 24.00 SDFN SDFN
Casing & Line s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/24/2013
Report #: 6

Well Name: Cane Creek 18-1
AP1/UWI We11Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/24/2013 06:00 2/25/2013 06:00
Operations at Report Ome
Cont TllH w/ retrieving head, retrieve RBP, TOOH, TlH 7" scraper assembly
Operations Summary
Safety meeting, Cont TllH, retrieve RBP, TOOH, TlH 7" scraper assembly. Circ hole
Operations Next Report Period

General Operations
Weather Weilbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man I WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 TRAV Crew Travel
07:00 0.50 1.50 SMTG SITP- 0# SICP- 0# Hold safety meeting & discuss job.
07:30 1.25 2.75 TRIP Cont to TlH w/2 7/8" tbg & Baker retrieving head. Tag up on the RBP @

6870 KB, latch onto the RBP & release it. Watch for the well to react, no
reation from the well.

08:45 2.25 5.00 TRlP TOOH w/ RBP. LD the RBP &retrieving tools. Keep the well full during the
TOOH.

11:00 2.25 7.25 TRIP PU the 7" scraper assembly. TlH as follows: 6" (3) bladed drag bit, Baker
7" scraper, BS, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,Xnipple (2.313"
Profile ), 2 15 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg. Add (1) 2 7/8" X 10' N-
80 pup. Tag the top of the liner hanger @6890' KB w/ 2' out on jnt #216.
Pull up 3' & Prep to circ the well. Move the (85) jnts of 2 3/8" 5.95# PH-6
tbg from the CC 24-1H2 to this location with the equip trailer.Unload the
tbg onto the rig racks.

13:15 2.75 10.00 CLN Begin circ the well. Circ the well in reverse wl 15.2ppg inverted mud. 1st
mud check 30 min in: 15.2ppg in / 15.1ppg out. 2nd mud check @ 1hr
pumping: 15.1ppg in / 15.1ppg out, 3rd mud check @ 1.5 hrs pumping:
15.1 ppg in / 15.2 ppg out, 4th mud check @2 hrs pumping: 15.0 ppg in I
15.1 ppg out, 5th mud check @3 hrs pumping: 15.0 ppg in / 15.0 ppg out.
No mud lost or gained. Avg pump rate @ 1.75 bpm & avg pump press @
550#.

16:00 1.00 11.00 GOP SD circ the well. Prep to TOOH 7" scraper assemby. LD (1) jnt of 2 7/8" N-
80 tbg & the 10' 2 7/8" pup. EOT @6847'. Si tbg , csg & BOPs. Unable to
TOOH and get back in with a kill string before dark. SD at this time.

17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel
18:00 12.00 24.00 SDFN SDFN
Casing & Line s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/24/2013
Report #: 6

Well Name: Cane Creek 18-1
AP1/UWI We11Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/24/2013 06:00 2/25/2013 06:00
Operations at Report Ome
Cont TllH w/ retrieving head, retrieve RBP, TOOH, TlH 7" scraper assembly
Operations Summary
Safety meeting, Cont TllH, retrieve RBP, TOOH, TlH 7" scraper assembly. Circ hole
Operations Next Report Period

General Operations
Weather Weilbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man I WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 TRAV Crew Travel

07:00 0.50 1.50 SMTG SITP- 0# SICP- 0# Hold safety meeting & discuss job.
07:30 1.25 2.75 TRIP Cont to TlH w/2 7/8" tbg & Baker retrieving head. Tag up on the RBP @

6870 KB, latch onto the RBP & release it. Watch for the well to react, no
reation from the well.

08:45 2.25 5.00 TRlP TOOH w/ RBP. LD the RBP &retrieving tools. Keep the well full during the
TOOH.

11:00 2.25 7.25 TRIP PU the 7" scraper assembly. TlH as follows: 6" (3) bladed drag bit, Baker
7" scraper, BS, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,Xnipple (2.313"
Profile ), 2 15 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg. Add (1) 2 7/8" X 10' N-
80 pup. Tag the top of the liner hanger @6890' KB w/ 2' out on jnt #216.
Pull up 3' & Prep to circ the well. Move the (85) jnts of 2 3/8" 5.95# PH-6
tbg from the CC 24-1H2 to this location with the equip trailer.Unload the
tbg onto the rig racks.

13:15 2.75 10.00 CLN Begin circ the well. Circ the well in reverse wl 15.2ppg inverted mud. 1st
mud check 30 min in: 15.2ppg in / 15.1ppg out. 2nd mud check @ 1hr
pumping: 15.1ppg in / 15.1ppg out, 3rd mud check @ 1.5 hrs pumping:
15.1 ppg in / 15.2 ppg out, 4th mud check @2 hrs pumping: 15.0 ppg in I
15.1 ppg out, 5th mud check @3 hrs pumping: 15.0 ppg in / 15.0 ppg out.
No mud lost or gained. Avg pump rate @ 1.75 bpm & avg pump press @
550#.

16:00 1.00 11.00 GOP SD circ the well. Prep to TOOH 7" scraper assemby. LD (1) jnt of 2 7/8" N-
80 tbg & the 10' 2 7/8" pup. EOT @6847'. Si tbg , csg & BOPs. Unable to
TOOH and get back in with a kill string before dark. SD at this time.

17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel
18:00 12.00 24.00 SDFN SDFN

Casing & Line s
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?
Conductor 75.8

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/24/2013
Report #: 6

Well Name: Cane Creek 18-1
AP1/UWI We11Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/24/2013 06:00 2/25/2013 06:00
Operations at Report Ome
Cont TllH w/ retrieving head, retrieve RBP, TOOH, TlH 7" scraper assembly
Operations Summary
Safety meeting, Cont TllH, retrieve RBP, TOOH, TlH 7" scraper assembly. Circ hole
Operations Next Report Period

General Operations
Weather Weilbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man I WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 TRAV Crew Travel

07:00 0.50 1.50 SMTG SITP- 0# SICP- 0# Hold safety meeting & discuss job.
07:30 1.25 2.75 TRIP Cont to TlH w/2 7/8" tbg & Baker retrieving head. Tag up on the RBP @

6870 KB, latch onto the RBP & release it. Watch for the well to react, no
reation from the well.

08:45 2.25 5.00 TRlP TOOH w/ RBP. LD the RBP &retrieving tools. Keep the well full during the
TOOH.

11:00 2.25 7.25 TRIP PU the 7" scraper assembly. TlH as follows: 6" (3) bladed drag bit, Baker
7" scraper, BS, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg,Xnipple (2.313"
Profile ), 2 15 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg. Add (1) 2 7/8" X 10' N-
80 pup. Tag the top of the liner hanger @6890' KB w/ 2' out on jnt #216.
Pull up 3' & Prep to circ the well. Move the (85) jnts of 2 3/8" 5.95# PH-6
tbg from the CC 24-1H2 to this location with the equip trailer.Unload the
tbg onto the rig racks.

13:15 2.75 10.00 CLN Begin circ the well. Circ the well in reverse wl 15.2ppg inverted mud. 1st
mud check 30 min in: 15.2ppg in / 15.1ppg out. 2nd mud check @ 1hr
pumping: 15.1ppg in / 15.1ppg out, 3rd mud check @ 1.5 hrs pumping:
15.1 ppg in / 15.2 ppg out, 4th mud check @2 hrs pumping: 15.0 ppg in I
15.1 ppg out, 5th mud check @3 hrs pumping: 15.0 ppg in / 15.0 ppg out.
No mud lost or gained. Avg pump rate @ 1.75 bpm & avg pump press @
550#.

16:00 1.00 11.00 GOP SD circ the well. Prep to TOOH 7" scraper assemby. LD (1) jnt of 2 7/8" N-
80 tbg & the 10' 2 7/8" pup. EOT @6847'. Si tbg , csg & BOPs. Unable to
TOOH and get back in with a kill string before dark. SD at this time.

17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel
18:00 12.00 24.00 SDFN SDFN

Casing & Line s
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?
Conductor 75.8

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
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RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/23/2013
Report #: 5

We11 Name: Cane Creek 18-1
API/UWl Well Area Basin Field Name License # Permit Number Well Cont1g
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/23/2013 06:00 2/24/2013 06:00
Operations at Report Time
Cont TlH, Tag plug, Circwell,TOOH, T1H retrieving head.
Operations Summary
Safety Meeting, Cont TlH,tag plug @ 6870', circ well wl 15.2ppg inverted mud, TOOH scraper BHA, TIH retrieving head.
Operations Next Report Period
General Operations
Weather Wellbore

Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man / WSL (307) 321-0544
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 TRAV Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting, discuss job.
07:30 2.50 4.00 TRIP SITP- 0# SICP- 0# Cont to TlH wl 7" scraper assembly on 2 7/8" tbg. Did

not tag the plug @6194'. Work the string down the hole, no extra wl on the
wt indicator. Tagged up with 20' of jnt #216 @6870'. The liner top is @
6883'. Check figures and determine that the tag depth is accurate. LD 1 jnt
and NU the circ head to circ the well. TlH to 3' above the tag @ 6867'. Prep
to circ the hole at this point.

10:00 0.50 4.50 GOP Prep to circ the hole wl 15.2ppg mud. TCAP delivered 97 jnts of (New) 2
3/8" 4.7# L-80 EUE 8rd tbg. Unloaded tbg onto the rig racks.

10:30 2.50 7.00 GOP Reverse circ the hole w/ 15.2ppg inverted mud. 15 min into the job mud
check @15.2ppg in & 15.2ppg out. irc the hole in reverse for 2.5 hrs. Circ
@ 1.75 bpm avg @550#. Circ a totalof 295 bbis. End of job mud check
@15.2ppgin & 15.2ppg out.

13:00 0.50 7.50 GOP Prep to TOOH.
13:30 2.00 9.50 TRIP Begin TOOH w/ 7" scraper assembly. The weather turned bad, snowed 4"

in 1 hr. Hard to see during the TOOH. LD 7" scraper assembly.
15:30 1.50 11.00 TRIP PU Baker retrieving tools.TIH as follows: retrieving tool, 1 jnt of 2 7/8" 6.5#

N-80 EUE 8rd tbg, Xnipple (2.313" ID), 109 jnts of 2 7/8" 6.5# N-80 EUE
8rd tbg.

17:00 0.50 11.50 GOP EOT @3514'. Si tbg, Csg & BOPs. Hang off the tbg in the rig slips.
17:30 1.00 12.50 SDFN Secure Well / SDFN / Travel
18:30 11.50 24.00 SDFN SDFN
Casing & Line s

Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade Sthng Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/23/2013
Report #: 5

We11 Name: Cane Creek 18-1
API/UWl Well Area Basin Field Name License # Permit Number Well Cont1g
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/23/2013 06:00 2/24/2013 06:00
Operations at Report Time
Cont TlH, Tag plug, Circwell,TOOH, T1H retrieving head.
Operations Summary
Safety Meeting, Cont TlH,tag plug @ 6870', circ well wl 15.2ppg inverted mud, TOOH scraper BHA, TIH retrieving head.
Operations Next Report Period
General Operations
Weather Wellbore

Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man / WSL (307) 321-0544
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 TRAV Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting, discuss job.
07:30 2.50 4.00 TRIP SITP- 0# SICP- 0# Cont to TlH wl 7" scraper assembly on 2 7/8" tbg. Did

not tag the plug @6194'. Work the string down the hole, no extra wl on the
wt indicator. Tagged up with 20' of jnt #216 @6870'. The liner top is @
6883'. Check figures and determine that the tag depth is accurate. LD 1 jnt
and NU the circ head to circ the well. TlH to 3' above the tag @ 6867'. Prep
to circ the hole at this point.

10:00 0.50 4.50 GOP Prep to circ the hole wl 15.2ppg mud. TCAP delivered 97 jnts of (New) 2
3/8" 4.7# L-80 EUE 8rd tbg. Unloaded tbg onto the rig racks.

10:30 2.50 7.00 GOP Reverse circ the hole w/ 15.2ppg inverted mud. 15 min into the job mud
check @15.2ppg in & 15.2ppg out. irc the hole in reverse for 2.5 hrs. Circ
@ 1.75 bpm avg @550#. Circ a totalof 295 bbis. End of job mud check
@15.2ppgin & 15.2ppg out.

13:00 0.50 7.50 GOP Prep to TOOH.
13:30 2.00 9.50 TRIP Begin TOOH w/ 7" scraper assembly. The weather turned bad, snowed 4"

in 1 hr. Hard to see during the TOOH. LD 7" scraper assembly.
15:30 1.50 11.00 TRIP PU Baker retrieving tools.TIH as follows: retrieving tool, 1 jnt of 2 7/8" 6.5#

N-80 EUE 8rd tbg, Xnipple (2.313" ID), 109 jnts of 2 7/8" 6.5# N-80 EUE
8rd tbg.

17:00 0.50 11.50 GOP EOT @3514'. Si tbg, Csg & BOPs. Hang off the tbg in the rig slips.
17:30 1.00 12.50 SDFN Secure Well / SDFN / Travel
18:30 11.50 24.00 SDFN SDFN
Casing & Line s

Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade Sthng Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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Well Name: Cane Creek 18-1
APIlUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
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Report Start Date Report End Date

2/22/2013 06:00 2/23/2013 06:00
Operations at Report Time
SM, set anchors, NU BOPs, test BOPs
Operations Summary
Safety meeting, anchors, NU BOPs, test BOPs
Operations Next Report Period

Run Tubing
Weather Weilbore

Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 TRAV Crew Travel
07:00 0.50 1.50 SMTG Hold safety meeting & discuss job.
07:30 1.00 2.50 GOP Set new anchor to replace the damaged anchor, test the other 3 anchors. I

had the anchor truckset the anchors on the CC 18-2H while it was on
location.

08:30 1.00 3.50 SRIGUP RU the Monument rig #21

09:30 1.00 4.50 BOPl NU 10,000#BOPs w/ dual 10,000# gate valves above and below the blinds.
NU 5000# annu lar.

10:30 3.50 8.00 BOPT Test BOPs. 8000# high & 250# low. Test blinds & rams. Test annular.
4500# high &250# low. AII good tests. Pull 2 way check. RD testers and
release.

14:00 3.50 11.50 RUTB Prep to TlH 7" scraper BHA. TlH as follows: 6' (3) bladed drag bit, Baker
7" scraper, BS, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg, X nipple (2.313"
Profile ), 109 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg. Tally &rabbit during the
TlH. EOT @3515'. Displacement returns @16 jnts in during TlH. The fluid
level was close to the surface.

17:30 0.50 12.00 GOP Hang off the tbg in the rig slips. Si the tbg , csg & BOPs. Tally next row of
tbg.

18:00 1.00 13.00 GOP Secure Well / SDFN I Travel
19:00 11.00 24.00 SDFN SDFN
Casing & Liners

Set Depth . OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?
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09:30 1.00 4.50 BOPl NU 10,000#BOPs w/ dual 10,000# gate valves above and below the blinds.
NU 5000# annu lar.

10:30 3.50 8.00 BOPT Test BOPs. 8000# high & 250# low. Test blinds & rams. Test annular.
4500# high &250# low. AII good tests. Pull 2 way check. RD testers and
release.

14:00 3.50 11.50 RUTB Prep to TlH 7" scraper BHA. TlH as follows: 6' (3) bladed drag bit, Baker
7" scraper, BS, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg, X nipple (2.313"
Profile ), 109 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg. Tally &rabbit during the
TlH. EOT @3515'. Displacement returns @16 jnts in during TlH. The fluid
level was close to the surface.

17:30 0.50 12.00 GOP Hang off the tbg in the rig slips. Si the tbg , csg & BOPs. Tally next row of
tbg.

18:00 1.00 13.00 GOP Secure Well / SDFN I Travel
19:00 11.00 24.00 SDFN SDFN
Casing & Liners

Set Depth . OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 2/21/2013
Report #: 3

Well Name: Cane Creek 18-1
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevetion (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/21/2013 06:00 2/22/2013 06:00
Operations at Report Time
MIRU rig #21, MI equip
Operations Summary
MIRUrig#21, MI equip &tbg
Operations Next Report Period

Test B.O.P.
Weather Wellbore

Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man / WSL (307) 321-0544
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 TRAV Crew travel,clean up location
09:00 0.50 3.50 SMTG Hold safety meeting and discuss the job.
09:30 1.00 4.50 RMOV Wellhead Pressure- 0#, SICP- vac. Move the rig from CC 28-2H to the CC

18-1H2.

10:30 7.50 12.00 SRIGUP MIMonument rig #21. MIrig equip and completion equip. MIthe 400 bbls
tanks. MIfluid to the tanks. There are 40 bbis of deisel in the deisel tank.
Locate 3 good anchors & 1 bad anchor. Order out the anchor truckto repair
the anchors. The anchor truckwill be on location in the morning. Unable to
rig the rig up until anchors are replaced. Spot the catwalk and racks.
Recover & unload the 2 7/8" tbg that was originally ran in the well.Unioad
(216) jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg onto the rig racks.

18:00 2.00 14.00 GOP Clean put the flowback lines for the flowback equip on the CC 28-2H. This
equip will come to the CC 18-1H2.

20:00 1.00 15.00 GOP Secure Well / SDFN / Travel
21:00 9.00 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (1b/ft) Grade Len (ft) Jts

Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 2/21/2013
Report #: 3

Well Name: Cane Creek 18-1
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevetion (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/21/2013 06:00 2/22/2013 06:00
Operations at Report Time
MIRU rig #21, MI equip
Operations Summary
MIRUrig#21, MI equip &tbg
Operations Next Report Period

Test B.O.P.
Weather Wellbore

Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man / WSL (307) 321-0544
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 TRAV Crew travel,clean up location
09:00 0.50 3.50 SMTG Hold safety meeting and discuss the job.
09:30 1.00 4.50 RMOV Wellhead Pressure- 0#, SICP- vac. Move the rig from CC 28-2H to the CC

18-1H2.

10:30 7.50 12.00 SRIGUP MIMonument rig #21. MIrig equip and completion equip. MIthe 400 bbls
tanks. MIfluid to the tanks. There are 40 bbis of deisel in the deisel tank.
Locate 3 good anchors & 1 bad anchor. Order out the anchor truckto repair
the anchors. The anchor truckwill be on location in the morning. Unable to
rig the rig up until anchors are replaced. Spot the catwalk and racks.
Recover & unload the 2 7/8" tbg that was originally ran in the well.Unioad
(216) jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg onto the rig racks.

18:00 2.00 14.00 GOP Clean put the flowback lines for the flowback equip on the CC 28-2H. This
equip will come to the CC 18-1H2.

20:00 1.00 15.00 GOP Secure Well / SDFN / Travel
21:00 9.00 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (1b/ft) Grade Len (ft) Jts

Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 2/21/2013
Report #: 3

Well Name: Cane Creek 18-1
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevetion (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/21/2013 06:00 2/22/2013 06:00
Operations at Report Time
MIRU rig #21, MI equip
Operations Summary
MIRUrig#21, MI equip &tbg
Operations Next Report Period

Test B.O.P.
Weather Wellbore

Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man / WSL (307) 321-0544
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 TRAV Crew travel,clean up location
09:00 0.50 3.50 SMTG Hold safety meeting and discuss the job.
09:30 1.00 4.50 RMOV Wellhead Pressure- 0#, SICP- vac. Move the rig from CC 28-2H to the CC

18-1H2.

10:30 7.50 12.00 SRIGUP MIMonument rig #21. MIrig equip and completion equip. MIthe 400 bbls
tanks. MIfluid to the tanks. There are 40 bbis of deisel in the deisel tank.
Locate 3 good anchors & 1 bad anchor. Order out the anchor truckto repair
the anchors. The anchor truckwill be on location in the morning. Unable to
rig the rig up until anchors are replaced. Spot the catwalk and racks.
Recover & unload the 2 7/8" tbg that was originally ran in the well.Unioad
(216) jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg onto the rig racks.

18:00 2.00 14.00 GOP Clean put the flowback lines for the flowback equip on the CC 28-2H. This
equip will come to the CC 18-1H2.

20:00 1.00 15.00 GOP Secure Well / SDFN / Travel
21:00 9.00 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (1b/ft) Grade Len (ft) Jts

Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 2/21/2013
Report #: 3

Well Name: Cane Creek 18-1
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevetion (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/21/2013 06:00 2/22/2013 06:00
Operations at Report Time
MIRU rig #21, MI equip
Operations Summary
MIRUrig#21, MI equip &tbg
Operations Next Report Period

Test B.O.P.
Weather Wellbore

Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man / WSL (307) 321-0544
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 TRAV Crew travel,clean up location
09:00 0.50 3.50 SMTG Hold safety meeting and discuss the job.
09:30 1.00 4.50 RMOV Wellhead Pressure- 0#, SICP- vac. Move the rig from CC 28-2H to the CC

18-1H2.

10:30 7.50 12.00 SRIGUP MIMonument rig #21. MIrig equip and completion equip. MIthe 400 bbls
tanks. MIfluid to the tanks. There are 40 bbis of deisel in the deisel tank.
Locate 3 good anchors & 1 bad anchor. Order out the anchor truckto repair
the anchors. The anchor truckwill be on location in the morning. Unable to
rig the rig up until anchors are replaced. Spot the catwalk and racks.
Recover & unload the 2 7/8" tbg that was originally ran in the well.Unioad
(216) jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg onto the rig racks.

18:00 2.00 14.00 GOP Clean put the flowback lines for the flowback equip on the CC 28-2H. This
equip will come to the CC 18-1H2.

20:00 1.00 15.00 GOP Secure Well / SDFN / Travel
21:00 9.00 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (1b/ft) Grade Len (ft) Jts

Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/20/2013
Report #: 2

Well Name: Cane Creek 18-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Pfanned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/20/2013 06:00 2/21/2013 06:00
Operations at Report Time
Prep for completion work
Operations Summary
Prep for completion. Drilling rig moving equipment off location.
Operations Ne×t Report Period
Rig Up
Weather Wellbore

Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 0.50 0.50 SMTG Daily Safety Meeting.
06:30 10.50 11.00 SRIGUP Prepare site for completions.

17:00 13.00 24.00 SDFN Shut down for night and secured well.
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) .Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations &Treatments
Date Type String Weilbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

1nitialFluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (Ib/gal)
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/20/2013
Report #: 2

Well Name: Cane Creek 18-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Pfanned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/20/2013 06:00 2/21/2013 06:00
Operations at Report Time
Prep for completion work
Operations Summary
Prep for completion. Drilling rig moving equipment off location.
Operations Ne×t Report Period
Rig Up
Weather Wellbore

Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 0.50 0.50 SMTG Daily Safety Meeting.
06:30 10.50 11.00 SRIGUP Prepare site for completions.

17:00 13.00 24.00 SDFN Shut down for night and secured well.
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) .Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations &Treatments
Date Type String Weilbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

1nitialFluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (Ib/gal)
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/20/2013
Report #: 2

Well Name: Cane Creek 18-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Pfanned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/20/2013 06:00 2/21/2013 06:00
Operations at Report Time
Prep for completion work
Operations Summary
Prep for completion. Drilling rig moving equipment off location.
Operations Ne×t Report Period
Rig Up
Weather Wellbore

Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 0.50 0.50 SMTG Daily Safety Meeting.
06:30 10.50 11.00 SRIGUP Prepare site for completions.

17:00 13.00 24.00 SDFN Shut down for night and secured well.

Casing & Liners
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) (in) Run?
Conductor 75.8

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) .Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations &Treatments
Date Type String Weilbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

1nitialFluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (Ib/gal)

Page 1/2 Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/20/2013
Report #: 2

Well Name: Cane Creek 18-1
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Pfanned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/20/2013 06:00 2/21/2013 06:00
Operations at Report Time
Prep for completion work
Operations Summary
Prep for completion. Drilling rig moving equipment off location.
Operations Ne×t Report Period
Rig Up
Weather Wellbore

Original Hole - 18-1
Daily Contacts

Job Contact Position Office
Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 0.50 0.50 SMTG Daily Safety Meeting.
06:30 10.50 11.00 SRIGUP Prepare site for completions.

17:00 13.00 24.00 SDFN Shut down for night and secured well.

Casing & Liners
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) (in) Run?
Conductor 75.8

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) .Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations &Treatments
Date Type String Weilbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

1nitialFluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (Ib/gal)

Page 1/2 Report Printed:



RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/19/2013
Report #: 1

Well Name: Cane Creek 18-1
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entrj 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/19/2013 06:00 2/20/2013 06:00
Operations at Report Time
Prep for completion work
Operations Summary
Prep for completion. Drilling rig moving equipment off location.
Operations Next Report Period
Rig Up
Weather Wellbore

Original Hole - 18-1

Daily Contacts
Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 11.00 11.00 SRIGUP Prep for completion work. Check location and drillingrig. Check on
completion equipment. Drilling rig is rigging down and moving off location.

17:00 13.00 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max 1DNom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ¡D (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pu1\Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
ltem Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name F1uidType Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Stad (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/19/2013
Report #: 1

Well Name: Cane Creek 18-1
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entrj 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/19/2013 06:00 2/20/2013 06:00
Operations at Report Time
Prep for completion work
Operations Summary
Prep for completion. Drilling rig moving equipment off location.
Operations Next Report Period
Rig Up
Weather Wellbore

Original Hole - 18-1

Daily Contacts
Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 11.00 11.00 SRIGUP Prep for completion work. Check location and drillingrig. Check on
completion equipment. Drilling rig is rigging down and moving off location.

17:00 13.00 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max 1DNom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ¡D (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pu1\Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
ltem Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name F1uidType Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Stad (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/19/2013
Report #: 1

Well Name: Cane Creek 18-1
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entrj 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/19/2013 06:00 2/20/2013 06:00
Operations at Report Time
Prep for completion work
Operations Summary
Prep for completion. Drilling rig moving equipment off location.
Operations Next Report Period
Rig Up
Weather Wellbore

Original Hole - 18-1

Daily Contacts
Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 11.00 11.00 SRIGUP Prep for completion work. Check location and drillingrig. Check on
completion equipment. Drilling rig is rigging down and moving off location.

17:00 13.00 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max 1DNom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ¡D (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pu1\Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
ltem Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name F1uidType Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Stad (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 2/19/2013
Report #: 1

Well Name: Cane Creek 18-1
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entrj 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

2/19/2013 06:00 2/20/2013 06:00
Operations at Report Time
Prep for completion work
Operations Summary
Prep for completion. Drilling rig moving equipment off location.
Operations Next Report Period
Rig Up
Weather Wellbore

Original Hole - 18-1

Daily Contacts
Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 11.00 11.00 SRIGUP Prep for completion work. Check location and drillingrig. Check on
completion equipment. Drilling rig is rigging down and moving off location.

17:00 13.00 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max 1DNom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ¡D (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pu1\Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
ltem Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name F1uidType Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Stad (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

Page 1/2 Report Printed:



RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/18/2013
es Report #: 29, DFS: 29

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00 2/18/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/17/2013 06:00 2/18/2013 06:00 29 10,633.0 10,633.0 0.00
Operations at Report Time
R/D the rig.
Operations Summary
L/D the CanRig Top Drive, unspool the drill line, prepare the rig for the rig move.
Operations Next Report Period

Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man I WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 12.00 12.00 1 L/D the CanRig Top Drive, unspool the drill line, prepare the rig for the rig 10,633.0 10,633.0

move.
18:00 12.00 24.00 22 Wait on Daylight 10,633.0 10,633.0

Released the rig from the CCU 18-1 RE-ST well @ 06:00hr (18-Feb-2013).

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbÍ) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 1ntermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92

Page 1/1 Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/18/2013
es Report #: 29, DFS: 29

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00 2/18/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/17/2013 06:00 2/18/2013 06:00 29 10,633.0 10,633.0 0.00
Operations at Report Time
R/D the rig.
Operations Summary
L/D the CanRig Top Drive, unspool the drill line, prepare the rig for the rig move.
Operations Next Report Period

Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man I WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 12.00 12.00 1 L/D the CanRig Top Drive, unspool the drill line, prepare the rig for the rig 10,633.0 10,633.0

move.
18:00 12.00 24.00 22 Wait on Daylight 10,633.0 10,633.0

Released the rig from the CCU 18-1 RE-ST well @ 06:00hr (18-Feb-2013).

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbÍ) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 1ntermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92

Page 1/1 Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/18/2013
es Report #: 29, DFS: 29

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00 2/18/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/17/2013 06:00 2/18/2013 06:00 29 10,633.0 10,633.0 0.00
Operations at Report Time
R/D the rig.
Operations Summary
L/D the CanRig Top Drive, unspool the drill line, prepare the rig for the rig move.
Operations Next Report Period

Weather Wellbore
Sunny and Clear 18-1 RE-ST

Daily Contacts
Job Contact Position Office

Mark Lewis Company Man I WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 12.00 12.00 1 L/D the CanRig Top Drive, unspool the drill line, prepare the rig for the rig 10,633.0 10,633.0

move.
18:00 12.00 24.00 22 Wait on Daylight 10,633.0 10,633.0

Released the rig from the CCU 18-1 RE-ST well @ 06:00hr (18-Feb-2013).

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbÍ) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 1ntermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92

Page 1/1 Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/18/2013
es Report #: 29, DFS: 29

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00 2/18/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/17/2013 06:00 2/18/2013 06:00 29 10,633.0 10,633.0 0.00
Operations at Report Time
R/D the rig.
Operations Summary
L/D the CanRig Top Drive, unspool the drill line, prepare the rig for the rig move.
Operations Next Report Period

Weather Wellbore
Sunny and Clear 18-1 RE-ST

Daily Contacts
Job Contact Position Office

Mark Lewis Company Man I WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 12.00 12.00 1 L/D the CanRig Top Drive, unspool the drill line, prepare the rig for the rig 10,633.0 10,633.0

move.
18:00 12.00 24.00 22 Wait on Daylight 10,633.0 10,633.0

Released the rig from the CCU 18-1 RE-ST well @ 06:00hr (18-Feb-2013).

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbÍ) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 1ntermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92

Page 1/1 Report Printed:



RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/17/2013
Report #: 28, DFS: 28

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00 2/18/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/16/2013 06:00 2/17/2013 06:00 28 10,633.0 10,633.0 0.00
Operations at Report Time
L/D the top drive
Operations Summary
Changed rams from 4" to 4 1/2" and prepared BOP's for nipple down. Cleaned mud tanks, Trip tank and Cellar.
Operations Next Report Period

Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 12.00 12.00 1 Changed rams from 4" to 4 1/2" and prepared BOP's for nipple down. 10,633.0 10,633.0

Cleaned mud tanks, Trip tank and Cellar.
18:00 12.00 24.00 22 Wait on daylight. 10,633.0 10,633.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (br) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2Q12 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92

Page ili Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/17/2013
Report #: 28, DFS: 28

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00 2/18/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/16/2013 06:00 2/17/2013 06:00 28 10,633.0 10,633.0 0.00
Operations at Report Time
L/D the top drive
Operations Summary
Changed rams from 4" to 4 1/2" and prepared BOP's for nipple down. Cleaned mud tanks, Trip tank and Cellar.
Operations Next Report Period

Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 12.00 12.00 1 Changed rams from 4" to 4 1/2" and prepared BOP's for nipple down. 10,633.0 10,633.0

Cleaned mud tanks, Trip tank and Cellar.
18:00 12.00 24.00 22 Wait on daylight. 10,633.0 10,633.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (br) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2Q12 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92

Page ili Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/17/2013
Report #: 28, DFS: 28

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00 2/18/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/16/2013 06:00 2/17/2013 06:00 28 10,633.0 10,633.0 0.00
Operations at Report Time
L/D the top drive
Operations Summary
Changed rams from 4" to 4 1/2" and prepared BOP's for nipple down. Cleaned mud tanks, Trip tank and Cellar.
Operations Next Report Period

Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 12.00 12.00 1 Changed rams from 4" to 4 1/2" and prepared BOP's for nipple down. 10,633.0 10,633.0

Cleaned mud tanks, Trip tank and Cellar.
18:00 12.00 24.00 22 Wait on daylight. 10,633.0 10,633.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (br) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2Q12 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92

Page ili Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/17/2013
Report #: 28, DFS: 28

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00 2/18/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/16/2013 06:00 2/17/2013 06:00 28 10,633.0 10,633.0 0.00
Operations at Report Time
L/D the top drive
Operations Summary
Changed rams from 4" to 4 1/2" and prepared BOP's for nipple down. Cleaned mud tanks, Trip tank and Cellar.
Operations Next Report Period

Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 12.00 12.00 1 Changed rams from 4" to 4 1/2" and prepared BOP's for nipple down. 10,633.0 10,633.0

Cleaned mud tanks, Trip tank and Cellar.
18:00 12.00 24.00 22 Wait on daylight. 10,633.0 10,633.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (br) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2Q12 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92

Page ili Report Printed:



RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/16/2013
Report #: 27, DFS: 27

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00 2/18/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/15/2013 06:00 2/16/2013 06:00 27 10,633.0 10,633.0 0.00
Operations at Report Time
NID BOP's
Operations Summary
L/D 4" drill pipe and 4" HWDP, Flushed lines and BOP's, Changing rams N/D flow line
Operations Next Report Period
Rig Up & Tear Down
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 6 RIH with Baker's RBP to 6,872' (Top of liner 6,883'). 10,633.0 10,633.0
07:00 0.50 1.50 22 Set Baker's Retrievable Bridge Plug (RBP) Top of the Bridge Plug @6,861' 10,633.0 10,633.0

- BTM @6,872'.
07:30 3.00 4.50 5 Circulated and conditioned the mud. Build slug and Pumped the slug. 10,633.0 10,633.0

Held PJSM, RIU the L/D machine while circulating.
10:30 13.50 18.00 6 POOH L/D the 4" drill pipe and 4" hwdp. Removed all 4" handling equip 10,633.0 10,633.0

from rig floor.
00:00 1.00 19.00 22 Rigged down laydown machine. 10,633.0 10,633.0
01:00 1.00 20.00 22 Pulled the wear bushing and installed test plug. 10,633.0 10,633.0
02:00 2.00 22.00 22 Flushed rig lines, BOP's, Haliburton MPD lines, Rig choke manifold with 10,633.0 10,633.0

diesel then soap and water.
04:00 2.00 24.00 14 NID flowline and changed rams from 4" to 4 1/2". 10,633.0 10,633.0
Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1. .
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (ib/ft) Grade (in) JDNom Min(in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92

Page ill Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/16/2013
Report #: 27, DFS: 27

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00 2/18/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/15/2013 06:00 2/16/2013 06:00 27 10,633.0 10,633.0 0.00
Operations at Report Time
NID BOP's
Operations Summary
L/D 4" drill pipe and 4" HWDP, Flushed lines and BOP's, Changing rams N/D flow line
Operations Next Report Period
Rig Up & Tear Down
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 6 RIH with Baker's RBP to 6,872' (Top of liner 6,883'). 10,633.0 10,633.0
07:00 0.50 1.50 22 Set Baker's Retrievable Bridge Plug (RBP) Top of the Bridge Plug @6,861' 10,633.0 10,633.0

- BTM @6,872'.
07:30 3.00 4.50 5 Circulated and conditioned the mud. Build slug and Pumped the slug. 10,633.0 10,633.0

Held PJSM, RIU the L/D machine while circulating.
10:30 13.50 18.00 6 POOH L/D the 4" drill pipe and 4" hwdp. Removed all 4" handling equip 10,633.0 10,633.0

from rig floor.
00:00 1.00 19.00 22 Rigged down laydown machine. 10,633.0 10,633.0
01:00 1.00 20.00 22 Pulled the wear bushing and installed test plug. 10,633.0 10,633.0
02:00 2.00 22.00 22 Flushed rig lines, BOP's, Haliburton MPD lines, Rig choke manifold with 10,633.0 10,633.0

diesel then soap and water.
04:00 2.00 24.00 14 NID flowline and changed rams from 4" to 4 1/2". 10,633.0 10,633.0
Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1. .
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (ib/ft) Grade (in) JDNom Min(in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92

Page ill Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/16/2013
Report #: 27, DFS: 27

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00 2/18/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/15/2013 06:00 2/16/2013 06:00 27 10,633.0 10,633.0 0.00
Operations at Report Time
NID BOP's
Operations Summary
L/D 4" drill pipe and 4" HWDP, Flushed lines and BOP's, Changing rams N/D flow line
Operations Next Report Period
Rig Up & Tear Down
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 6 RIH with Baker's RBP to 6,872' (Top of liner 6,883'). 10,633.0 10,633.0
07:00 0.50 1.50 22 Set Baker's Retrievable Bridge Plug (RBP) Top of the Bridge Plug @6,861' 10,633.0 10,633.0

- BTM @6,872'.
07:30 3.00 4.50 5 Circulated and conditioned the mud. Build slug and Pumped the slug. 10,633.0 10,633.0

Held PJSM, RIU the L/D machine while circulating.
10:30 13.50 18.00 6 POOH L/D the 4" drill pipe and 4" hwdp. Removed all 4" handling equip 10,633.0 10,633.0

from rig floor.
00:00 1.00 19.00 22 Rigged down laydown machine. 10,633.0 10,633.0
01:00 1.00 20.00 22 Pulled the wear bushing and installed test plug. 10,633.0 10,633.0
02:00 2.00 22.00 22 Flushed rig lines, BOP's, Haliburton MPD lines, Rig choke manifold with 10,633.0 10,633.0

diesel then soap and water.

04:00 2.00 24.00 14 NID flowline and changed rams from 4" to 4 1/2". 10,633.0 10,633.0
Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1. .
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (ib/ft) Grade (in) JDNom Min(in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92

Page ill Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/16/2013
Report #: 27, DFS: 27

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00 2/18/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/15/2013 06:00 2/16/2013 06:00 27 10,633.0 10,633.0 0.00
Operations at Report Time
NID BOP's
Operations Summary
L/D 4" drill pipe and 4" HWDP, Flushed lines and BOP's, Changing rams N/D flow line
Operations Next Report Period
Rig Up & Tear Down
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 6 RIH with Baker's RBP to 6,872' (Top of liner 6,883'). 10,633.0 10,633.0
07:00 0.50 1.50 22 Set Baker's Retrievable Bridge Plug (RBP) Top of the Bridge Plug @6,861' 10,633.0 10,633.0

- BTM @6,872'.
07:30 3.00 4.50 5 Circulated and conditioned the mud. Build slug and Pumped the slug. 10,633.0 10,633.0

Held PJSM, RIU the L/D machine while circulating.
10:30 13.50 18.00 6 POOH L/D the 4" drill pipe and 4" hwdp. Removed all 4" handling equip 10,633.0 10,633.0

from rig floor.
00:00 1.00 19.00 22 Rigged down laydown machine. 10,633.0 10,633.0
01:00 1.00 20.00 22 Pulled the wear bushing and installed test plug. 10,633.0 10,633.0
02:00 2.00 22.00 22 Flushed rig lines, BOP's, Haliburton MPD lines, Rig choke manifold with 10,633.0 10,633.0

diesel then soap and water.

04:00 2.00 24.00 14 NID flowline and changed rams from 4" to 4 1/2". 10,633.0 10,633.0
Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1. .
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (ib/ft) Grade (in) JDNom Min(in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92

Page ill Report Printed:



RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/15/2013
Report #: 26, DFS: 26

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APi/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00 2/18/2013 06:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/14/2013 06:00 2/15/2013 06:00 26 10,633.0 10,633.0 0.00
Operations at Report Time
TlH with bridge plug
Operations Summary
Wait on cement, Release from liner,Build killmud from 13.6 ppg to 15.2 ppg, Circulated killmud at liner top (6,883') POOH with liner running tool,TlH with
retrievable bridge plug
Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.50 4.50 13 Wait on Cement. 10,633.0 10,633.0
10:30 0.50 5.00 22 P/U on the drill string with no excess overpull, pull the setting toolfrom the 10,633.0 10,633.0

4 1/2" liner.
11:00 4.50 9.50 5 Build killmud the active system. Bring 350 bbls of 13.5 ppg (OBM) mud 10,633.0 10,633.0

from the holding tanks and weight up to 15.2 ppg (OBM).
Note: While building the kill mud I bled down the csg pressure from 450 psi
down to 217 psi, after one hour the pressure went to 236 psi.
Then I bled off the csg f/236 psi to 104 psi, the pressure increased rapidly
to 152 psi, after 5 minutes the pressure increase to 157 psi. To verifiythe
pressure increase after lowering the pressure to 104 psi I lowered the csg
pressure to 113 psi, after 5 mins the pressure increased to 156 psi. The
pressure increased to 166 psi after 30 mins.
Note: Closed the annular and was going to make sure we were going to
able to pump past the liner top for possible squeeze operation. Pressure
kept building up without a loss of pressure, brought the pressure to 2,040
psi, after 23 mins pressure only fell to 1,995 psi.

15:30 2.50 12.00 5 Displaced the 12.2 ppg (OBM) to the 15.2 ppg Kill mud (OBM). 10,633.0 10,633.0
18:00 1.00 13.00 22 Monitor the well (Static) and build a slug 10,633.0 10,633.0
19:00 6.00 19.00 6 POOH fl6,883' to surface, Removed rotating head rubber and installed flow 10,633.0 10,633.0

nipple, L/D the liner hanger/packer setting tool.
01:00 0.00 19.00 6 M/U Baker retrievable bridge plug and trippedin hole from surface to 10,633.0 10,633.0

6,194'

Mud Check: <·lepth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (lb... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth 1n (ItKB) Depth Out (ft... Dri1led (ft) Date Ín Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92

Page 1/1 Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/15/2013
Report #: 26, DFS: 26

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APi/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00 2/18/2013 06:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/14/2013 06:00 2/15/2013 06:00 26 10,633.0 10,633.0 0.00
Operations at Report Time
TlH with bridge plug
Operations Summary
Wait on cement, Release from liner,Build killmud from 13.6 ppg to 15.2 ppg, Circulated killmud at liner top (6,883') POOH with liner running tool,TlH with
retrievable bridge plug
Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.50 4.50 13 Wait on Cement. 10,633.0 10,633.0
10:30 0.50 5.00 22 P/U on the drill string with no excess overpull, pull the setting toolfrom the 10,633.0 10,633.0

4 1/2" liner.
11:00 4.50 9.50 5 Build killmud the active system. Bring 350 bbls of 13.5 ppg (OBM) mud 10,633.0 10,633.0

from the holding tanks and weight up to 15.2 ppg (OBM).
Note: While building the kill mud I bled down the csg pressure from 450 psi
down to 217 psi, after one hour the pressure went to 236 psi.
Then I bled off the csg f/236 psi to 104 psi, the pressure increased rapidly
to 152 psi, after 5 minutes the pressure increase to 157 psi. To verifiythe
pressure increase after lowering the pressure to 104 psi I lowered the csg
pressure to 113 psi, after 5 mins the pressure increased to 156 psi. The
pressure increased to 166 psi after 30 mins.
Note: Closed the annular and was going to make sure we were going to
able to pump past the liner top for possible squeeze operation. Pressure
kept building up without a loss of pressure, brought the pressure to 2,040
psi, after 23 mins pressure only fell to 1,995 psi.

15:30 2.50 12.00 5 Displaced the 12.2 ppg (OBM) to the 15.2 ppg Kill mud (OBM). 10,633.0 10,633.0
18:00 1.00 13.00 22 Monitor the well (Static) and build a slug 10,633.0 10,633.0
19:00 6.00 19.00 6 POOH fl6,883' to surface, Removed rotating head rubber and installed flow 10,633.0 10,633.0

nipple, L/D the liner hanger/packer setting tool.
01:00 0.00 19.00 6 M/U Baker retrievable bridge plug and trippedin hole from surface to 10,633.0 10,633.0

6,194'

Mud Check: <·lepth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (lb... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth 1n (ItKB) Depth Out (ft... Dri1led (ft) Date Ín Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92

Page 1/1 Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/15/2013
Report #: 26, DFS: 26

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APi/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00 2/18/2013 06:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/14/2013 06:00 2/15/2013 06:00 26 10,633.0 10,633.0 0.00
Operations at Report Time
TlH with bridge plug
Operations Summary
Wait on cement, Release from liner,Build killmud from 13.6 ppg to 15.2 ppg, Circulated killmud at liner top (6,883') POOH with liner running tool,TlH with
retrievable bridge plug
Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.50 4.50 13 Wait on Cement. 10,633.0 10,633.0

10:30 0.50 5.00 22 P/U on the drill string with no excess overpull, pull the setting toolfrom the 10,633.0 10,633.0
4 1/2" liner.

11:00 4.50 9.50 5 Build killmud the active system. Bring 350 bbls of 13.5 ppg (OBM) mud 10,633.0 10,633.0
from the holding tanks and weight up to 15.2 ppg (OBM).
Note: While building the kill mud I bled down the csg pressure from 450 psi
down to 217 psi, after one hour the pressure went to 236 psi.
Then I bled off the csg f/236 psi to 104 psi, the pressure increased rapidly
to 152 psi, after 5 minutes the pressure increase to 157 psi. To verifiythe
pressure increase after lowering the pressure to 104 psi I lowered the csg
pressure to 113 psi, after 5 mins the pressure increased to 156 psi. The
pressure increased to 166 psi after 30 mins.
Note: Closed the annular and was going to make sure we were going to
able to pump past the liner top for possible squeeze operation. Pressure
kept building up without a loss of pressure, brought the pressure to 2,040
psi, after 23 mins pressure only fell to 1,995 psi.

15:30 2.50 12.00 5 Displaced the 12.2 ppg (OBM) to the 15.2 ppg Kill mud (OBM). 10,633.0 10,633.0
18:00 1.00 13.00 22 Monitor the well (Static) and build a slug 10,633.0 10,633.0
19:00 6.00 19.00 6 POOH fl6,883' to surface, Removed rotating head rubber and installed flow 10,633.0 10,633.0

nipple, L/D the liner hanger/packer setting tool.
01:00 0.00 19.00 6 M/U Baker retrievable bridge plug and trippedin hole from surface to 10,633.0 10,633.0

6,194'

Mud Check: <·lepth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (lb... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth 1n (ItKB) Depth Out (ft... Dri1led (ft) Date Ín Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415

3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/15/2013
Report #: 26, DFS: 26

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APi/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00 2/18/2013 06:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/14/2013 06:00 2/15/2013 06:00 26 10,633.0 10,633.0 0.00
Operations at Report Time
TlH with bridge plug
Operations Summary
Wait on cement, Release from liner,Build killmud from 13.6 ppg to 15.2 ppg, Circulated killmud at liner top (6,883') POOH with liner running tool,TlH with
retrievable bridge plug
Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.50 4.50 13 Wait on Cement. 10,633.0 10,633.0

10:30 0.50 5.00 22 P/U on the drill string with no excess overpull, pull the setting toolfrom the 10,633.0 10,633.0
4 1/2" liner.

11:00 4.50 9.50 5 Build killmud the active system. Bring 350 bbls of 13.5 ppg (OBM) mud 10,633.0 10,633.0
from the holding tanks and weight up to 15.2 ppg (OBM).
Note: While building the kill mud I bled down the csg pressure from 450 psi
down to 217 psi, after one hour the pressure went to 236 psi.
Then I bled off the csg f/236 psi to 104 psi, the pressure increased rapidly
to 152 psi, after 5 minutes the pressure increase to 157 psi. To verifiythe
pressure increase after lowering the pressure to 104 psi I lowered the csg
pressure to 113 psi, after 5 mins the pressure increased to 156 psi. The
pressure increased to 166 psi after 30 mins.
Note: Closed the annular and was going to make sure we were going to
able to pump past the liner top for possible squeeze operation. Pressure
kept building up without a loss of pressure, brought the pressure to 2,040
psi, after 23 mins pressure only fell to 1,995 psi.

15:30 2.50 12.00 5 Displaced the 12.2 ppg (OBM) to the 15.2 ppg Kill mud (OBM). 10,633.0 10,633.0
18:00 1.00 13.00 22 Monitor the well (Static) and build a slug 10,633.0 10,633.0
19:00 6.00 19.00 6 POOH fl6,883' to surface, Removed rotating head rubber and installed flow 10,633.0 10,633.0

nipple, L/D the liner hanger/packer setting tool.
01:00 0.00 19.00 6 M/U Baker retrievable bridge plug and trippedin hole from surface to 10,633.0 10,633.0

6,194'

Mud Check: <·lepth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (lb... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth 1n (ItKB) Depth Out (ft... Dri1led (ft) Date Ín Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415

3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92
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RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/14/2013
Report #: 25, DFS: 25

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00 2/18/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/13/2013 06:00 2/14/2013 06:00 25 10,633.0 10,633.0 0.00
Operations at Report Time
Waiting on cement
Operations Summary
Worked liner to bottom, Circulated hole clean, Cemented 4 1/2" liner, Waiting on cement
Operations Next Report Period
Trips
Weather Wellbore
Cloudy
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL . (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 11.00 11.00 12 RIH fl9,016' to 10,633', (washed, reamed and circulated), Staged into the 10,633.0 10,633.0
hole.

17:00 3.00 14.00 5 Circulated and conditioned mud for cement job (2 bottoms) Max gas 2,167 10,633.0 10,633.0
units. No mud cut

20:00 0.50 14.50 23 Rig generators trippedoff line. Manually closed Haliburton MPD chokes. 10,633.0 10,633.0
Put rig generators back online

20:30 1.50 16.00 5 Circulated Bottoms after rig power was restored. Max gas 2,427 units. No 10,633.0 10,633.0
mud cut

22:00 0.50 16.50 12 Dropped first ball (1 1/4") and pumped down at 3 bpm. seat ball and 10,633.0 10,633.0
pressure up in 200 psi increments from 1,850 psi to 2,850 psi, worked drill
string attempting to set the liner hanger with no success.

Note: ball seat was blown at 2850 while working hanger attempting to set

22:30 1.00 17.50 12 Dropped second ball (1 1/2") to release the runnging tool,pumped ball at 3 10,633.0 10,633.0
bpm. Running toolwas released according to Baker toolhand.

Note: No pressure increase associated with ball seating to release running
toolwas observed

23:30 3.00 20.50 12 Held PJSM. R/U Haliburton lines and cement unit, broke circ. tested lines 10,633.0 10,633.0
5,000 psi ok, pumped 30 bbis Tuned Spacer (13.5 ppg), 1.18 yield, 10.71
gallsk. Pumped 85 sks(17.4 bbls) 15.8 ppg 1.15 yield, 4.95 gallsk Lead
cement. Pumped 275 sks (56.3 bbis) 15.8 ppg 1.15 yield, 4.95 gallsk Tail
cement. Dropped plug displaced 54 bbis 12.1 ppg OBM. Pumped 10 bbls
Tuned Spacer 13.5 ppg, 1.81 yield, 10.71 gallsk, Continue displacing with
57.8 bbls 12.1 ppg OBM. Pumped 1 bpm last 3 bbis of displacement at
1,330 psi bumped plug and pressured up to 1,915 psi. Bled off float equip
OK.
Note: No returns during entire cement job

02:30 2.00 22.50 12 Attempted to sting out running toolfrom hanger to circulate but was unable. 10,633.0 10,633.0
Running toolwillnot release from hanger. Pressure increased from 0 to
550 psi on backside when the drill string was picked up from cementing
position.

04:30 1.50 24.00 13 Wait on cement 10,633.0 10,633.0

Mud Check: 10,633.0ftKB, 2/13/2013 13:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/13/2013 10,633.0 12.10 54 6.000 8.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

4.000 306,393.00 23.0 28 83.1/16.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
68.0
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/14/2013
Report #: 25, DFS: 25

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00 2/18/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/13/2013 06:00 2/14/2013 06:00 25 10,633.0 10,633.0 0.00
Operations at Report Time
Waiting on cement
Operations Summary
Worked liner to bottom, Circulated hole clean, Cemented 4 1/2" liner, Waiting on cement
Operations Next Report Period
Trips
Weather Wellbore
Cloudy
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL . (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 11.00 11.00 12 RIH fl9,016' to 10,633', (washed, reamed and circulated), Staged into the 10,633.0 10,633.0
hole.

17:00 3.00 14.00 5 Circulated and conditioned mud for cement job (2 bottoms) Max gas 2,167 10,633.0 10,633.0
units. No mud cut

20:00 0.50 14.50 23 Rig generators trippedoff line. Manually closed Haliburton MPD chokes. 10,633.0 10,633.0
Put rig generators back online

20:30 1.50 16.00 5 Circulated Bottoms after rig power was restored. Max gas 2,427 units. No 10,633.0 10,633.0
mud cut

22:00 0.50 16.50 12 Dropped first ball (1 1/4") and pumped down at 3 bpm. seat ball and 10,633.0 10,633.0
pressure up in 200 psi increments from 1,850 psi to 2,850 psi, worked drill
string attempting to set the liner hanger with no success.

Note: ball seat was blown at 2850 while working hanger attempting to set

22:30 1.00 17.50 12 Dropped second ball (1 1/2") to release the runnging tool,pumped ball at 3 10,633.0 10,633.0
bpm. Running toolwas released according to Baker toolhand.

Note: No pressure increase associated with ball seating to release running
toolwas observed

23:30 3.00 20.50 12 Held PJSM. R/U Haliburton lines and cement unit, broke circ. tested lines 10,633.0 10,633.0
5,000 psi ok, pumped 30 bbis Tuned Spacer (13.5 ppg), 1.18 yield, 10.71
gallsk. Pumped 85 sks(17.4 bbls) 15.8 ppg 1.15 yield, 4.95 gallsk Lead
cement. Pumped 275 sks (56.3 bbis) 15.8 ppg 1.15 yield, 4.95 gallsk Tail
cement. Dropped plug displaced 54 bbis 12.1 ppg OBM. Pumped 10 bbls
Tuned Spacer 13.5 ppg, 1.81 yield, 10.71 gallsk, Continue displacing with
57.8 bbls 12.1 ppg OBM. Pumped 1 bpm last 3 bbis of displacement at
1,330 psi bumped plug and pressured up to 1,915 psi. Bled off float equip
OK.
Note: No returns during entire cement job

02:30 2.00 22.50 12 Attempted to sting out running toolfrom hanger to circulate but was unable. 10,633.0 10,633.0
Running toolwillnot release from hanger. Pressure increased from 0 to
550 psi on backside when the drill string was picked up from cementing
position.

04:30 1.50 24.00 13 Wait on cement 10,633.0 10,633.0

Mud Check: 10,633.0ftKB, 2/13/2013 13:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/13/2013 10,633.0 12.10 54 6.000 8.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

4.000 306,393.00 23.0 28 83.1/16.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
68.0
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/14/2013
Report #: 25, DFS: 25

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00 2/18/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/13/2013 06:00 2/14/2013 06:00 25 10,633.0 10,633.0 0.00
Operations at Report Time
Waiting on cement
Operations Summary
Worked liner to bottom, Circulated hole clean, Cemented 4 1/2" liner, Waiting on cement
Operations Next Report Period
Trips
Weather Wellbore
Cloudy
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL . (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 11.00 11.00 12 RIH fl9,016' to 10,633', (washed, reamed and circulated), Staged into the 10,633.0 10,633.0

hole.

17:00 3.00 14.00 5 Circulated and conditioned mud for cement job (2 bottoms) Max gas 2,167 10,633.0 10,633.0
units. No mud cut

20:00 0.50 14.50 23 Rig generators trippedoff line. Manually closed Haliburton MPD chokes. 10,633.0 10,633.0
Put rig generators back online

20:30 1.50 16.00 5 Circulated Bottoms after rig power was restored. Max gas 2,427 units. No 10,633.0 10,633.0
mud cut

22:00 0.50 16.50 12 Dropped first ball (1 1/4") and pumped down at 3 bpm. seat ball and 10,633.0 10,633.0
pressure up in 200 psi increments from 1,850 psi to 2,850 psi, worked drill
string attempting to set the liner hanger with no success.

Note: ball seat was blown at 2850 while working hanger attempting to set

22:30 1.00 17.50 12 Dropped second ball (1 1/2") to release the runnging tool,pumped ball at 3 10,633.0 10,633.0
bpm. Running toolwas released according to Baker toolhand.

Note: No pressure increase associated with ball seating to release running
toolwas observed

23:30 3.00 20.50 12 Held PJSM. R/U Haliburton lines and cement unit, broke circ. tested lines 10,633.0 10,633.0
5,000 psi ok, pumped 30 bbis Tuned Spacer (13.5 ppg), 1.18 yield, 10.71
gallsk. Pumped 85 sks(17.4 bbls) 15.8 ppg 1.15 yield, 4.95 gallsk Lead
cement. Pumped 275 sks (56.3 bbis) 15.8 ppg 1.15 yield, 4.95 gallsk Tail
cement. Dropped plug displaced 54 bbis 12.1 ppg OBM. Pumped 10 bbls
Tuned Spacer 13.5 ppg, 1.81 yield, 10.71 gallsk, Continue displacing with
57.8 bbls 12.1 ppg OBM. Pumped 1 bpm last 3 bbis of displacement at
1,330 psi bumped plug and pressured up to 1,915 psi. Bled off float equip
OK.
Note: No returns during entire cement job

02:30 2.00 22.50 12 Attempted to sting out running toolfrom hanger to circulate but was unable. 10,633.0 10,633.0
Running toolwillnot release from hanger. Pressure increased from 0 to
550 psi on backside when the drill string was picked up from cementing
position.

04:30 1.50 24.00 13 Wait on cement 10,633.0 10,633.0

Mud Check: 10,633.0ftKB, 2/13/2013 13:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/13/2013 10,633.0 12.10 54 6.000 8.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

4.000 306,393.00 23.0 28 83.1/16.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
68.0
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/14/2013
Report #: 25, DFS: 25

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/13/2013 06:00 2/14/2013 06:00 25 10,633.0 10,633.0 0.00
Operations at Report Time
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Operations Summary
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Weather Wellbore
Cloudy
Daily Contacts

Job Contact Position Office
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Time Log
Cum Dur
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cement. Pumped 275 sks (56.3 bbis) 15.8 ppg 1.15 yield, 4.95 gallsk Tail
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Tuned Spacer 13.5 ppg, 1.81 yield, 10.71 gallsk, Continue displacing with
57.8 bbls 12.1 ppg OBM. Pumped 1 bpm last 3 bbis of displacement at
1,330 psi bumped plug and pressured up to 1,915 psi. Bled off float equip
OK.
Note: No returns during entire cement job

02:30 2.00 22.50 12 Attempted to sting out running toolfrom hanger to circulate but was unable. 10,633.0 10,633.0
Running toolwillnot release from hanger. Pressure increased from 0 to
550 psi on backside when the drill string was picked up from cementing
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RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELTTY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/14/2013
Report #: 25, DFS: 25

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Condg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
SetDepth ODNomMax

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (1b/ft) Grade (in) ID Nom Min(in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92
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RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/13/2013
Report #: 24, DFS: 24

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Sudace Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00 2/18/2013 06:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/12/2013 06:00 2/13/2013 06:00 24 10,633.0 10,633.0 0.00
Operations at Report Time
Washing and Reaming working liner through tight spots
Operations Summary
Cleaned out LCM fl mud pumps, TlH with liner to 8,116' Displace 13.6 ppg with 12.1 ppg OBM. Working the 4 1/2" liner to bottom.
Operations Next Report Period

Run Casing & Cement
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 22 Worked on the mud Pumps (#1&#2). Cleaned out the suction line and 10,633.0 10,633.0
cleaned out the mud pumps. LCM was the problem.

08:00 0.50 2.50 12 Pumped 4 1/2" bbis/min to close the auto fll equipment. 10,633.0 10,633.0
08:30 5.00 7.50 12 RIH with the 4 1/2" liner fl4,414' to 8,116' (Shoe @8,118'). 10,633.0 10,633.0
13:30 1.00 8.50 12 Prepared the rig's active mud tanks and the Pre-mix tank for displacement. 10,633.0 10,633.0

14:30 5.00 13.50 12 Held PJSM, Displaced the 13.6 ppg killmud (OBM)with 12.1 ppg mud 10,633.0 10,633.0
(OBM). After displacing circulated btm's up.

19:30 1.00 14.50 12 RIH fl8,116' to 8,805'. Held 475 psi annulas pressure. 10,633.0 10,633.0
20:30 1.00 15.50 12 Circulated btm's up @8,805'. Flow stopped no returns after pumping 80 10,633.0 10,633.0

bbls.
21:30 0.50 16.00 12 POOH fl8,805' to 8,116'. 10,633.0 10,633.0
22:00 1.50 17.50 12 Established circulation. Circulated out LCM and heavy OBM. 10,633.0 10,633.0
23:30 1.50 19.00 12 Work the 4 1/2" liner past an obstruction inside the 7 "csg. We had two 10,633.0 10,633.0

spots in the liner that was hanging up inside the 7" csg. Bit depth @8,127'
and 8,087'. I do not believe the tightspot is at the reaming shoe, I believe it
is up the hole.

01:00 1.00 20.00 12 RIH f/8,116' to 8,898' 10,633.0 10,633.0
02:00 1.50 21.50 12 Circulated btm's up. Circulated and conditioned the mud. 10,633.0 10,633.0
03:30 2.50 24.00 12 Washed and reamed from 8,898' to 9,016' underbalanced with Haliburton 10,633.0 10,633.0

MPD.
Note: worked throughhang up at 8,900'

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mU... FC (1/32") HTHP Filtrat... HTHP FC (1. .

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbf) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnllTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 1ntermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 1ntermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92
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Washing and Reaming working liner through tight spots
Operations Summary
Cleaned out LCM fl mud pumps, TlH with liner to 8,116' Displace 13.6 ppg with 12.1 ppg OBM. Working the 4 1/2" liner to bottom.
Operations Next Report Period

Run Casing & Cement
Weather Wellbore
Sunny and Clear 18-1 RE-ST

Daily Contacts
Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 22 Worked on the mud Pumps (#1&#2). Cleaned out the suction line and 10,633.0 10,633.0

cleaned out the mud pumps. LCM was the problem.
08:00 0.50 2.50 12 Pumped 4 1/2" bbis/min to close the auto fll equipment. 10,633.0 10,633.0

08:30 5.00 7.50 12 RIH with the 4 1/2" liner fl4,414' to 8,116' (Shoe @8,118'). 10,633.0 10,633.0
13:30 1.00 8.50 12 Prepared the rig's active mud tanks and the Pre-mix tank for displacement. 10,633.0 10,633.0

14:30 5.00 13.50 12 Held PJSM, Displaced the 13.6 ppg killmud (OBM)with 12.1 ppg mud 10,633.0 10,633.0
(OBM). After displacing circulated btm's up.

19:30 1.00 14.50 12 RIH fl8,116' to 8,805'. Held 475 psi annulas pressure. 10,633.0 10,633.0
20:30 1.00 15.50 12 Circulated btm's up @8,805'. Flow stopped no returns after pumping 80 10,633.0 10,633.0

bbls.
21:30 0.50 16.00 12 POOH fl8,805' to 8,116'. 10,633.0 10,633.0
22:00 1.50 17.50 12 Established circulation. Circulated out LCM and heavy OBM. 10,633.0 10,633.0
23:30 1.50 19.00 12 Work the 4 1/2" liner past an obstruction inside the 7 "csg. We had two 10,633.0 10,633.0

spots in the liner that was hanging up inside the 7" csg. Bit depth @8,127'
and 8,087'. I do not believe the tightspot is at the reaming shoe, I believe it
is up the hole.

01:00 1.00 20.00 12 RIH f/8,116' to 8,898' 10,633.0 10,633.0
02:00 1.50 21.50 12 Circulated btm's up. Circulated and conditioned the mud. 10,633.0 10,633.0
03:30 2.50 24.00 12 Washed and reamed from 8,898' to 9,016' underbalanced with Haliburton 10,633.0 10,633.0

MPD.
Note: worked throughhang up at 8,900'

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mU... FC (1/32") HTHP Filtrat... HTHP FC (1. .

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbf) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnllTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 1ntermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 1ntermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/13/2013
Report #: 24, DFS: 24

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Sudace Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00 2/18/2013 06:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/12/2013 06:00 2/13/2013 06:00 24 10,633.0 10,633.0 0.00
Operations at Report Time
Washing and Reaming working liner through tight spots
Operations Summary
Cleaned out LCM fl mud pumps, TlH with liner to 8,116' Displace 13.6 ppg with 12.1 ppg OBM. Working the 4 1/2" liner to bottom.
Operations Next Report Period

Run Casing & Cement
Weather Wellbore
Sunny and Clear 18-1 RE-ST

Daily Contacts
Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 22 Worked on the mud Pumps (#1&#2). Cleaned out the suction line and 10,633.0 10,633.0

cleaned out the mud pumps. LCM was the problem.
08:00 0.50 2.50 12 Pumped 4 1/2" bbis/min to close the auto fll equipment. 10,633.0 10,633.0

08:30 5.00 7.50 12 RIH with the 4 1/2" liner fl4,414' to 8,116' (Shoe @8,118'). 10,633.0 10,633.0
13:30 1.00 8.50 12 Prepared the rig's active mud tanks and the Pre-mix tank for displacement. 10,633.0 10,633.0

14:30 5.00 13.50 12 Held PJSM, Displaced the 13.6 ppg killmud (OBM)with 12.1 ppg mud 10,633.0 10,633.0
(OBM). After displacing circulated btm's up.

19:30 1.00 14.50 12 RIH fl8,116' to 8,805'. Held 475 psi annulas pressure. 10,633.0 10,633.0
20:30 1.00 15.50 12 Circulated btm's up @8,805'. Flow stopped no returns after pumping 80 10,633.0 10,633.0

bbls.
21:30 0.50 16.00 12 POOH fl8,805' to 8,116'. 10,633.0 10,633.0
22:00 1.50 17.50 12 Established circulation. Circulated out LCM and heavy OBM. 10,633.0 10,633.0
23:30 1.50 19.00 12 Work the 4 1/2" liner past an obstruction inside the 7 "csg. We had two 10,633.0 10,633.0

spots in the liner that was hanging up inside the 7" csg. Bit depth @8,127'
and 8,087'. I do not believe the tightspot is at the reaming shoe, I believe it
is up the hole.

01:00 1.00 20.00 12 RIH f/8,116' to 8,898' 10,633.0 10,633.0
02:00 1.50 21.50 12 Circulated btm's up. Circulated and conditioned the mud. 10,633.0 10,633.0
03:30 2.50 24.00 12 Washed and reamed from 8,898' to 9,016' underbalanced with Haliburton 10,633.0 10,633.0

MPD.
Note: worked throughhang up at 8,900'

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mU... FC (1/32") HTHP Filtrat... HTHP FC (1. .

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbf) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnllTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 1ntermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 1ntermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92
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RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/12/2013
Report #: 23, DFS: 23

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Conñg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00 2/18/2013 06:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

2/11/2013 06:00 2/12/2013 06:00 23 10,633.0 10,633.0 0.00
Operations at Report Time
Tripping
Operations Summary
Finish displacing well with 13.5 ppg OBM, POOH L/D Thrubit logging assembly, R/U casing crew TlH picking up 4 1/2" liner and hanger, TlH with liner
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 23 Monitored well. 10,633.0 10,633.0
07:00 1.00 2.00 5 Finished displacing 12.1 ppg OBM with 13.6 ppg Kill mud at 8,066'. No mud 10,633.0 10,633.0

losses
08:00 2.00 4.00 23 Monitored well. Pumped slug 10,633.0 10,633.0

Note: Well static
10:00 8.50 12.50 6 POOH from 8,066' to surface. Layed down Thrubit logging assembly 10,633.0 10,633.0
18:30 1.50 14.00 12 Held PJSM RIU casing crew and laydown machine 10,633.0 10,633.0
20:00 7.00 21.00 12 Held PJSM. M/Ushoe trackwith Auto fillfloat equipment and landing collar 10,633.0 10,633.0

and TlH picking up 4 1/2" 13.50# P-110 BTC casing (89 jts). Installed
ramped centralizers in the middle of the jointon the first 75 Joints.Installed
Baker hanger/Packer assy.

03:00 1.00 22.00 12 Rigged down Laydown machine and casing crew equipment 10,633.0 10,633.0
04:00 2.00 24.00 12 TlH with 4 1/2" liner from 3,758' to 4,414' 4 minutes per stand 10,633.0 10,633.0
Mud Check: 1 1,633.0ftKB, 2/11/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/11/2013 10,633.0 13.50 50 8.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

287,256.00 28 83.8/16.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
67.0

Mud Check: <depth>ftKB, 2/11/2013 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/11/2013 12.00 50 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mLImL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

287,256.00 26.0 28 84/16
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
66.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/12/2013
Report #: 23, DFS: 23

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Conñg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00 2/18/2013 06:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

2/11/2013 06:00 2/12/2013 06:00 23 10,633.0 10,633.0 0.00
Operations at Report Time
Tripping
Operations Summary
Finish displacing well with 13.5 ppg OBM, POOH L/D Thrubit logging assembly, R/U casing crew TlH picking up 4 1/2" liner and hanger, TlH with liner
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 23 Monitored well. 10,633.0 10,633.0
07:00 1.00 2.00 5 Finished displacing 12.1 ppg OBM with 13.6 ppg Kill mud at 8,066'. No mud 10,633.0 10,633.0

losses
08:00 2.00 4.00 23 Monitored well. Pumped slug 10,633.0 10,633.0

Note: Well static
10:00 8.50 12.50 6 POOH from 8,066' to surface. Layed down Thrubit logging assembly 10,633.0 10,633.0
18:30 1.50 14.00 12 Held PJSM RIU casing crew and laydown machine 10,633.0 10,633.0
20:00 7.00 21.00 12 Held PJSM. M/Ushoe trackwith Auto fillfloat equipment and landing collar 10,633.0 10,633.0

and TlH picking up 4 1/2" 13.50# P-110 BTC casing (89 jts). Installed
ramped centralizers in the middle of the jointon the first 75 Joints.Installed
Baker hanger/Packer assy.

03:00 1.00 22.00 12 Rigged down Laydown machine and casing crew equipment 10,633.0 10,633.0
04:00 2.00 24.00 12 TlH with 4 1/2" liner from 3,758' to 4,414' 4 minutes per stand 10,633.0 10,633.0
Mud Check: 1 1,633.0ftKB, 2/11/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/11/2013 10,633.0 13.50 50 8.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

287,256.00 28 83.8/16.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
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287,256.00 26.0 28 84/16
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
66.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92
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Operations at Report Time
Tripping
Operations Summary
Finish displacing well with 13.5 ppg OBM, POOH L/D Thrubit logging assembly, R/U casing crew TlH picking up 4 1/2" liner and hanger, TlH with liner
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 23 Monitored well. 10,633.0 10,633.0
07:00 1.00 2.00 5 Finished displacing 12.1 ppg OBM with 13.6 ppg Kill mud at 8,066'. No mud 10,633.0 10,633.0

losses
08:00 2.00 4.00 23 Monitored well. Pumped slug 10,633.0 10,633.0

Note: Well static
10:00 8.50 12.50 6 POOH from 8,066' to surface. Layed down Thrubit logging assembly 10,633.0 10,633.0
18:30 1.50 14.00 12 Held PJSM RIU casing crew and laydown machine 10,633.0 10,633.0
20:00 7.00 21.00 12 Held PJSM. M/Ushoe trackwith Auto fillfloat equipment and landing collar 10,633.0 10,633.0

and TlH picking up 4 1/2" 13.50# P-110 BTC casing (89 jts). Installed
ramped centralizers in the middle of the jointon the first 75 Joints.Installed
Baker hanger/Packer assy.

03:00 1.00 22.00 12 Rigged down Laydown machine and casing crew equipment 10,633.0 10,633.0
04:00 2.00 24.00 12 TlH with 4 1/2" liner from 3,758' to 4,414' 4 minutes per stand 10,633.0 10,633.0
Mud Check: 1 1,633.0ftKB, 2/11/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...
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MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

287,256.00 28 83.8/16.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
67.0

Mud Check: <depth>ftKB, 2/11/2013 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/11/2013 12.00 50 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mLImL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

287,256.00 26.0 28 84/16
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
66.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92

Page 1/1 Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/12/2013
Report #: 23, DFS: 23

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Conñg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00 2/18/2013 06:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

2/11/2013 06:00 2/12/2013 06:00 23 10,633.0 10,633.0 0.00
Operations at Report Time
Tripping
Operations Summary
Finish displacing well with 13.5 ppg OBM, POOH L/D Thrubit logging assembly, R/U casing crew TlH picking up 4 1/2" liner and hanger, TlH with liner
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 23 Monitored well. 10,633.0 10,633.0
07:00 1.00 2.00 5 Finished displacing 12.1 ppg OBM with 13.6 ppg Kill mud at 8,066'. No mud 10,633.0 10,633.0

losses
08:00 2.00 4.00 23 Monitored well. Pumped slug 10,633.0 10,633.0

Note: Well static
10:00 8.50 12.50 6 POOH from 8,066' to surface. Layed down Thrubit logging assembly 10,633.0 10,633.0
18:30 1.50 14.00 12 Held PJSM RIU casing crew and laydown machine 10,633.0 10,633.0
20:00 7.00 21.00 12 Held PJSM. M/Ushoe trackwith Auto fillfloat equipment and landing collar 10,633.0 10,633.0

and TlH picking up 4 1/2" 13.50# P-110 BTC casing (89 jts). Installed
ramped centralizers in the middle of the jointon the first 75 Joints.Installed
Baker hanger/Packer assy.

03:00 1.00 22.00 12 Rigged down Laydown machine and casing crew equipment 10,633.0 10,633.0
04:00 2.00 24.00 12 TlH with 4 1/2" liner from 3,758' to 4,414' 4 minutes per stand 10,633.0 10,633.0
Mud Check: 1 1,633.0ftKB, 2/11/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/11/2013 10,633.0 13.50 50 8.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

287,256.00 28 83.8/16.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
67.0

Mud Check: <depth>ftKB, 2/11/2013 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/11/2013 12.00 50 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mLImL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

287,256.00 26.0 28 84/16
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
66.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92

Page 1/1 Report Printed:



RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/11/2013
Report #: 22, DFS: 22

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Conng
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

2/10/2013 06:00 2/11/2013 06:00 22 10,633.0 10,633.0 0.00
Operations at Report Time
Monitoring well
Operations Summary
Washed and reamed from 10,446 to 10,633', circulated and conditioned mud, Thrubit throughpipe logging, slipped and cut drill line, circulated, spotted LCMpill,
Monitor well
Operations Next Report Period
Trips
Weather Wellbore
Snow 18-1 RE-ST
Daily Contacts

Job Contact Position Ofnce
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 3 Washed and reamed underbalanced (MPD) f/10,446' to 10,633'. 10,633.0 10,633.0
07:00 2.50 3.50 5 Circulated and conditioned mud. Max gas 1,867 units, no mud cut 10,633.0 10,633.0
09:30 4.50 8.00 11 Held PJSM, R/U Thrubit wireline. Made up triplecombo logging tool run in 10,633.0 10,633.0

hole pumping toolsdown with mud pump.Latched logging tools and
released head and pulled out of hole

14:00 4.00 12.00 11 POOH logging from 10,595' to 8,120' (logging rate 30 ft/min) and continue 10,633.0 10,633.0
to 6,938 (Vertical hole section), holding 500 psi on annulas with Haliburton
MPD

18:00 3.00 15.00 11 RIU Thrubit wireline. Run in hole pumping wire line retrieving head down 10,633.0 10,633.0
with mud pump, latch logging tools. realease logging tools and pull out of
the pipe. Rigged down wireline.

21:00 1.00 16.00 6 TlH from 6,938' to 8,066', holding 500 psi on annulas with Haliburton MPD 10,633.0 10,633.0

22:00 1.00 17.00 23 Cleaned rig floor 10,633.0 10,633.0
23:00 1.50 18.50 21 Slipped and cut drill line 10,633.0 10,633.0
00:30 2.00 20.50 5 Displace 12.1 ppg OBM with 13.6 ppg Kill mud at 8,066', but due to heavy 10,633.0 10,633.0

mud losses before totaldisplacement was reached shut down
displacement.

02:30 2.00 22.50 5 Mixed 50 lbs/bbl LCM(Vanguard), 60 bbis pilland pump to bit, Shut in and 10,633.0 10,633.0
squeeze pillat 2 bpm, squeeze pressures - drill pipe 954 psi, csg 390 psi.

04:30 1.50 24.00 23 Monitor well. 06:00 hrs drill pipe 103 psi , csg 53 psi. 10,633.0 10,633.0

Mud Check: 10,633.0ftKB, 2/10/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/10/2013 10,633.0 12.10 49 8.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

3.500 28.900 27.0 3 84.9/15.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

76.0
Mud Check:<depth>ftKB, 2/10/2013 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/10/2013 12.00 52 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 28.900 25.5 3 84.6/15.4
Mud Lost (Hole) (bb[) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

76.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,633.0 10,633.0 2/9/2013 14:30 2/10/2013 06:00

Page 1/2 Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/11/2013
Report #: 22, DFS: 22

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Conng
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

2/10/2013 06:00 2/11/2013 06:00 22 10,633.0 10,633.0 0.00
Operations at Report Time
Monitoring well
Operations Summary
Washed and reamed from 10,446 to 10,633', circulated and conditioned mud, Thrubit throughpipe logging, slipped and cut drill line, circulated, spotted LCMpill,
Monitor well
Operations Next Report Period
Trips
Weather Wellbore
Snow 18-1 RE-ST
Daily Contacts

Job Contact Position Ofnce
Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 3 Washed and reamed underbalanced (MPD) f/10,446' to 10,633'. 10,633.0 10,633.0
07:00 2.50 3.50 5 Circulated and conditioned mud. Max gas 1,867 units, no mud cut 10,633.0 10,633.0
09:30 4.50 8.00 11 Held PJSM, R/U Thrubit wireline. Made up triplecombo logging tool run in 10,633.0 10,633.0

hole pumping toolsdown with mud pump.Latched logging tools and
released head and pulled out of hole

14:00 4.00 12.00 11 POOH logging from 10,595' to 8,120' (logging rate 30 ft/min) and continue 10,633.0 10,633.0
to 6,938 (Vertical hole section), holding 500 psi on annulas with Haliburton
MPD

18:00 3.00 15.00 11 RIU Thrubit wireline. Run in hole pumping wire line retrieving head down 10,633.0 10,633.0
with mud pump, latch logging tools. realease logging tools and pull out of
the pipe. Rigged down wireline.

21:00 1.00 16.00 6 TlH from 6,938' to 8,066', holding 500 psi on annulas with Haliburton MPD 10,633.0 10,633.0

22:00 1.00 17.00 23 Cleaned rig floor 10,633.0 10,633.0
23:00 1.50 18.50 21 Slipped and cut drill line 10,633.0 10,633.0
00:30 2.00 20.50 5 Displace 12.1 ppg OBM with 13.6 ppg Kill mud at 8,066', but due to heavy 10,633.0 10,633.0

mud losses before totaldisplacement was reached shut down
displacement.

02:30 2.00 22.50 5 Mixed 50 lbs/bbl LCM(Vanguard), 60 bbis pilland pump to bit, Shut in and 10,633.0 10,633.0
squeeze pillat 2 bpm, squeeze pressures - drill pipe 954 psi, csg 390 psi.

04:30 1.50 24.00 23 Monitor well. 06:00 hrs drill pipe 103 psi , csg 53 psi. 10,633.0 10,633.0

Mud Check: 10,633.0ftKB, 2/10/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/10/2013 10,633.0 12.10 49 8.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

3.500 28.900 27.0 3 84.9/15.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

76.0
Mud Check:<depth>ftKB, 2/10/2013 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/10/2013 12.00 52 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 28.900 25.5 3 84.6/15.4
Mud Lost (Hole) (bb[) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

76.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,633.0 10,633.0 2/9/2013 14:30 2/10/2013 06:00

Page 1/2 Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/11/2013
Report #: 22, DFS: 22

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Conng
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

2/10/2013 06:00 2/11/2013 06:00 22 10,633.0 10,633.0 0.00
Operations at Report Time
Monitoring well
Operations Summary
Washed and reamed from 10,446 to 10,633', circulated and conditioned mud, Thrubit throughpipe logging, slipped and cut drill line, circulated, spotted LCMpill,
Monitor well
Operations Next Report Period
Trips
Weather Wellbore
Snow 18-1 RE-ST

Daily Contacts
Job Contact Position Ofnce

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 3 Washed and reamed underbalanced (MPD) f/10,446' to 10,633'. 10,633.0 10,633.0
07:00 2.50 3.50 5 Circulated and conditioned mud. Max gas 1,867 units, no mud cut 10,633.0 10,633.0
09:30 4.50 8.00 11 Held PJSM, R/U Thrubit wireline. Made up triplecombo logging tool run in 10,633.0 10,633.0

hole pumping toolsdown with mud pump.Latched logging tools and
released head and pulled out of hole

14:00 4.00 12.00 11 POOH logging from 10,595' to 8,120' (logging rate 30 ft/min) and continue 10,633.0 10,633.0
to 6,938 (Vertical hole section), holding 500 psi on annulas with Haliburton
MPD

18:00 3.00 15.00 11 RIU Thrubit wireline. Run in hole pumping wire line retrieving head down 10,633.0 10,633.0
with mud pump, latch logging tools. realease logging tools and pull out of
the pipe. Rigged down wireline.

21:00 1.00 16.00 6 TlH from 6,938' to 8,066', holding 500 psi on annulas with Haliburton MPD 10,633.0 10,633.0

22:00 1.00 17.00 23 Cleaned rig floor 10,633.0 10,633.0
23:00 1.50 18.50 21 Slipped and cut drill line 10,633.0 10,633.0
00:30 2.00 20.50 5 Displace 12.1 ppg OBM with 13.6 ppg Kill mud at 8,066', but due to heavy 10,633.0 10,633.0

mud losses before totaldisplacement was reached shut down
displacement.

02:30 2.00 22.50 5 Mixed 50 lbs/bbl LCM(Vanguard), 60 bbis pilland pump to bit, Shut in and 10,633.0 10,633.0
squeeze pillat 2 bpm, squeeze pressures - drill pipe 954 psi, csg 390 psi.

04:30 1.50 24.00 23 Monitor well. 06:00 hrs drill pipe 103 psi , csg 53 psi. 10,633.0 10,633.0

Mud Check: 10,633.0ftKB, 2/10/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/10/2013 10,633.0 12.10 49 8.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

3.500 28.900 27.0 3 84.9/15.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

76.0
Mud Check:<depth>ftKB, 2/10/2013 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/10/2013 12.00 52 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 28.900 25.5 3 84.6/15.4
Mud Lost (Hole) (bb[) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

76.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,633.0 10,633.0 2/9/2013 14:30 2/10/2013 06:00

Page 1/2 Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/11/2013
Report #: 22, DFS: 22

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Conng
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

2/10/2013 06:00 2/11/2013 06:00 22 10,633.0 10,633.0 0.00
Operations at Report Time
Monitoring well
Operations Summary
Washed and reamed from 10,446 to 10,633', circulated and conditioned mud, Thrubit throughpipe logging, slipped and cut drill line, circulated, spotted LCMpill,
Monitor well
Operations Next Report Period
Trips
Weather Wellbore
Snow 18-1 RE-ST

Daily Contacts
Job Contact Position Ofnce

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 3 Washed and reamed underbalanced (MPD) f/10,446' to 10,633'. 10,633.0 10,633.0
07:00 2.50 3.50 5 Circulated and conditioned mud. Max gas 1,867 units, no mud cut 10,633.0 10,633.0
09:30 4.50 8.00 11 Held PJSM, R/U Thrubit wireline. Made up triplecombo logging tool run in 10,633.0 10,633.0

hole pumping toolsdown with mud pump.Latched logging tools and
released head and pulled out of hole

14:00 4.00 12.00 11 POOH logging from 10,595' to 8,120' (logging rate 30 ft/min) and continue 10,633.0 10,633.0
to 6,938 (Vertical hole section), holding 500 psi on annulas with Haliburton
MPD

18:00 3.00 15.00 11 RIU Thrubit wireline. Run in hole pumping wire line retrieving head down 10,633.0 10,633.0
with mud pump, latch logging tools. realease logging tools and pull out of
the pipe. Rigged down wireline.

21:00 1.00 16.00 6 TlH from 6,938' to 8,066', holding 500 psi on annulas with Haliburton MPD 10,633.0 10,633.0

22:00 1.00 17.00 23 Cleaned rig floor 10,633.0 10,633.0
23:00 1.50 18.50 21 Slipped and cut drill line 10,633.0 10,633.0
00:30 2.00 20.50 5 Displace 12.1 ppg OBM with 13.6 ppg Kill mud at 8,066', but due to heavy 10,633.0 10,633.0

mud losses before totaldisplacement was reached shut down
displacement.

02:30 2.00 22.50 5 Mixed 50 lbs/bbl LCM(Vanguard), 60 bbis pilland pump to bit, Shut in and 10,633.0 10,633.0
squeeze pillat 2 bpm, squeeze pressures - drill pipe 954 psi, csg 390 psi.

04:30 1.50 24.00 23 Monitor well. 06:00 hrs drill pipe 103 psi , csg 53 psi. 10,633.0 10,633.0

Mud Check: 10,633.0ftKB, 2/10/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/10/2013 10,633.0 12.10 49 8.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

3.500 28.900 27.0 3 84.9/15.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

76.0
Mud Check:<depth>ftKB, 2/10/2013 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/10/2013 12.00 52 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 28.900 25.5 3 84.6/15.4
Mud Lost (Hole) (bb[) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

76.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,633.0 10,633.0 2/9/2013 14:30 2/10/2013 06:00
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RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/11/2013
Report #: 22, DFS: 22

We11 Name: Cane Creek 18-1 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 930.0 -124.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
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3/3/2012 Surface 930.0 -124.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
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RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/10/2013
Report #: 21, DFS: 21

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/9/2013 06:00 2/10/2013 06:00 21 10,633.0 10,633.0 0.00
Operations at Report Time
Washing and Reaming
Operations Summary
TlH to 8,066', Circ and cond mud, TlH from 8,066' to 9,475', Circ and cond. mud, TlH from 9,475' to 9,767', washing and reaming
Operations Next Report Period
Trips
Weather We1|bore
Snow 18-1 RE-ST
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man I WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 8.50 8.50 6 RIH with the ThruBit logging assembly to 8,066' (Shoe @ 8,118'), fill the 10,633.0 10,633.0
pipe every 20 stds.
Note: Monitor the tripin the hole on the triptank.

14:30 3.50 12.00 5 Held PJSM and Displace the 13.5 ppg OBM to 12.0 ppg OBM. Displaced 10,633.0 10,633.0
pumping 2 bbis/min. No losses on the displacement.

18:00 0.50 12.50 22 Transfer 12.0 ppg OBM from the OBM holding tanks to the rig's active mud 10,633.0 10,633.0
system.

18:30 2.00 14.50 6 RIH f/8,066' to 9,475' holding 520 psi on the annulas (Halliburton's MPD). 10,633.0 10,633.0

20:30 3.50 18.00 5 Circulated and conditioned the mud. Max gas 772 units, no gas cut mud. 10,633.0 10,633.0
00:00 2.00 20.00 22 Halliburton's MPD system down. Changed out twovalves air operated low 10,633.0 10,633.0

torgue valves to the deversion system.
02:00 1.00 21.00 6 RIH f/9,475" to 9,767 and tagged' holding 500 psi on the annulas 10,633.0 10,633.0

(Hallibudon's MPD).

03:00 3.00 24.00 3 Washed and reamed from 9,767' to 10,446' using Haliburton MPD system. 10,633.0 10,633.0
Max gas 2627 units, no mud cut.

Mud Check: 10,633.0ftKB, 2/9/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.,

2/9/2013 10,633.0 12.00 50 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 3.500 24.0 30 85.5/14.5
Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment

68.0
Mud Check:<depth>ftKB, 2/9/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/9/2013 12.10 48 8.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

3.400 3.400 24.0 30 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

72.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,633.0 10,633.0 2/9/2013 14:30 2/10/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

3/3/2012 Surface 930.0 -124.0 13 3/8 12.415 68.00 J-SS 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 intermediate 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/10/2013
Report #: 21, DFS: 21

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/9/2013 06:00 2/10/2013 06:00 21 10,633.0 10,633.0 0.00
Operations at Report Time
Washing and Reaming
Operations Summary
TlH to 8,066', Circ and cond mud, TlH from 8,066' to 9,475', Circ and cond. mud, TlH from 9,475' to 9,767', washing and reaming
Operations Next Report Period
Trips
Weather We1|bore
Snow 18-1 RE-ST
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man I WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 8.50 8.50 6 RIH with the ThruBit logging assembly to 8,066' (Shoe @ 8,118'), fill the 10,633.0 10,633.0
pipe every 20 stds.
Note: Monitor the tripin the hole on the triptank.

14:30 3.50 12.00 5 Held PJSM and Displace the 13.5 ppg OBM to 12.0 ppg OBM. Displaced 10,633.0 10,633.0
pumping 2 bbis/min. No losses on the displacement.

18:00 0.50 12.50 22 Transfer 12.0 ppg OBM from the OBM holding tanks to the rig's active mud 10,633.0 10,633.0
system.

18:30 2.00 14.50 6 RIH f/8,066' to 9,475' holding 520 psi on the annulas (Halliburton's MPD). 10,633.0 10,633.0

20:30 3.50 18.00 5 Circulated and conditioned the mud. Max gas 772 units, no gas cut mud. 10,633.0 10,633.0
00:00 2.00 20.00 22 Halliburton's MPD system down. Changed out twovalves air operated low 10,633.0 10,633.0

torgue valves to the deversion system.
02:00 1.00 21.00 6 RIH f/9,475" to 9,767 and tagged' holding 500 psi on the annulas 10,633.0 10,633.0

(Hallibudon's MPD).

03:00 3.00 24.00 3 Washed and reamed from 9,767' to 10,446' using Haliburton MPD system. 10,633.0 10,633.0
Max gas 2627 units, no mud cut.

Mud Check: 10,633.0ftKB, 2/9/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.,

2/9/2013 10,633.0 12.00 50 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 3.500 24.0 30 85.5/14.5
Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment

68.0
Mud Check:<depth>ftKB, 2/9/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/9/2013 12.10 48 8.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

3.400 3.400 24.0 30 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

72.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,633.0 10,633.0 2/9/2013 14:30 2/10/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

3/3/2012 Surface 930.0 -124.0 13 3/8 12.415 68.00 J-SS 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 intermediate 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/10/2013
Report #: 21, DFS: 21

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
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Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/9/2013 06:00 2/10/2013 06:00 21 10,633.0 10,633.0 0.00
Operations at Report Time
Washing and Reaming
Operations Summary
TlH to 8,066', Circ and cond mud, TlH from 8,066' to 9,475', Circ and cond. mud, TlH from 9,475' to 9,767', washing and reaming
Operations Next Report Period
Trips
Weather We1|bore
Snow 18-1 RE-ST
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 8.50 8.50 6 RIH with the ThruBit logging assembly to 8,066' (Shoe @ 8,118'), fill the 10,633.0 10,633.0

pipe every 20 stds.
Note: Monitor the tripin the hole on the triptank.

14:30 3.50 12.00 5 Held PJSM and Displace the 13.5 ppg OBM to 12.0 ppg OBM. Displaced 10,633.0 10,633.0
pumping 2 bbis/min. No losses on the displacement.

18:00 0.50 12.50 22 Transfer 12.0 ppg OBM from the OBM holding tanks to the rig's active mud 10,633.0 10,633.0
system.

18:30 2.00 14.50 6 RIH f/8,066' to 9,475' holding 520 psi on the annulas (Halliburton's MPD). 10,633.0 10,633.0

20:30 3.50 18.00 5 Circulated and conditioned the mud. Max gas 772 units, no gas cut mud. 10,633.0 10,633.0
00:00 2.00 20.00 22 Halliburton's MPD system down. Changed out twovalves air operated low 10,633.0 10,633.0

torgue valves to the deversion system.
02:00 1.00 21.00 6 RIH f/9,475" to 9,767 and tagged' holding 500 psi on the annulas 10,633.0 10,633.0

(Hallibudon's MPD).

03:00 3.00 24.00 3 Washed and reamed from 9,767' to 10,446' using Haliburton MPD system. 10,633.0 10,633.0
Max gas 2627 units, no mud cut.

Mud Check: 10,633.0ftKB, 2/9/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.,

2/9/2013 10,633.0 12.00 50 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 3.500 24.0 30 85.5/14.5
Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment

68.0
Mud Check:<depth>ftKB, 2/9/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/9/2013 12.10 48 8.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

3.400 3.400 24.0 30 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

72.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,633.0 10,633.0 2/9/2013 14:30 2/10/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

3/3/2012 Surface 930.0 -124.0 13 3/8 12.415 68.00 J-SS 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 intermediate 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/10/2013
Report #: 21, DFS: 21

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/9/2013 06:00 2/10/2013 06:00 21 10,633.0 10,633.0 0.00
Operations at Report Time
Washing and Reaming
Operations Summary
TlH to 8,066', Circ and cond mud, TlH from 8,066' to 9,475', Circ and cond. mud, TlH from 9,475' to 9,767', washing and reaming
Operations Next Report Period
Trips
Weather We1|bore
Snow 18-1 RE-ST
Daily Contacts

Job Contact Position Office
Mark Lewis Company Man / WSL (970) 986-4401
David Serrette Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 8.50 8.50 6 RIH with the ThruBit logging assembly to 8,066' (Shoe @ 8,118'), fill the 10,633.0 10,633.0

pipe every 20 stds.
Note: Monitor the tripin the hole on the triptank.

14:30 3.50 12.00 5 Held PJSM and Displace the 13.5 ppg OBM to 12.0 ppg OBM. Displaced 10,633.0 10,633.0
pumping 2 bbis/min. No losses on the displacement.

18:00 0.50 12.50 22 Transfer 12.0 ppg OBM from the OBM holding tanks to the rig's active mud 10,633.0 10,633.0
system.

18:30 2.00 14.50 6 RIH f/8,066' to 9,475' holding 520 psi on the annulas (Halliburton's MPD). 10,633.0 10,633.0

20:30 3.50 18.00 5 Circulated and conditioned the mud. Max gas 772 units, no gas cut mud. 10,633.0 10,633.0
00:00 2.00 20.00 22 Halliburton's MPD system down. Changed out twovalves air operated low 10,633.0 10,633.0

torgue valves to the deversion system.
02:00 1.00 21.00 6 RIH f/9,475" to 9,767 and tagged' holding 500 psi on the annulas 10,633.0 10,633.0

(Hallibudon's MPD).

03:00 3.00 24.00 3 Washed and reamed from 9,767' to 10,446' using Haliburton MPD system. 10,633.0 10,633.0
Max gas 2627 units, no mud cut.

Mud Check: 10,633.0ftKB, 2/9/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.,

2/9/2013 10,633.0 12.00 50 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 3.500 24.0 30 85.5/14.5
Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment

68.0
Mud Check:<depth>ftKB, 2/9/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/9/2013 12.10 48 8.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

3.400 3.400 24.0 30 85.3/14.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

72.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,633.0 10,633.0 2/9/2013 14:30 2/10/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

3/3/2012 Surface 930.0 -124.0 13 3/8 12.415 68.00 J-SS 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 intermediate 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
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RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/9/2013
Report #: 20, DFS: 20

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APllUWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand lJT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/8/2013 06:00 2/9/2013 06:00 20 10,633.0 10,633.0 0.00
Operations at Report Time
Tripping in hole with Thrubit logging assembly
Operations Summary
Circulated and conditioned mud, Displaced well with 13.5 ppg from 12.0 ppg, Monitorwell, POOH L/D directional tools, M/UThrubit tools and TlH
Operations Next Report Period
Trips
Weather Wellbore
Snow 18-1 RE-ST

Daily Contacts
Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 5 Circulated and conditioned 12.0 ppg mud at 8,130' 10,633.0 10,633.0
07:30 7.50 9.00 5 Displaced 12.0 ppg mud with 13.7 ppg mud. Due to mud losses lowered 10,633.0 10,633.0

mud wt. to 13.6 ppg. While displacing lowered mud wt. to 13.5 ppg due to
mud losses.

15:00 2.00 11.00 23 Monitored well on triptank 10,633.0 10,633.0
Note: Well took 14.03 bbis while on triptank

17:00 0.50 11.50 6 POOH 3 minutes per stand from 8,130' to 7,242' 10,633.0 10,633.0
17:30 0.50 12.00 23 Monitored well on triptank 10,633.0 10,633.0

Note: Well took 5.06 bbis while on triptank
18:00 8.50 20.50 6 POOH 3 minutes per stand from 7,242' to surface. Removed rotating head 10,633.0 10,633.0

rubber. L/D directional toolsand bit.

02:30 1.50 22.00 23 Changed out rotating head rubber. Cleaned rig floor 10,633.0 10,633.0
04:00 2.00 24.00 6 MlUThrubit logging BHAassembly and TlH 10,633.0 10,633.0

Mud Check: 10,633.0ftKB, 2/8/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

2/8/2013 10,633.0 13.50 7.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

354,945.00 5.570 30.0 85.7/14.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
68.0

Mud Check: <depth>ftKB, 2/8/2013 23:30
Date Depth (ftKB) Density (Ib/ga[) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/8/2013 13.50 8.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

354,945.00 5.570 27.0 86.3/13.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
76.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Lîners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
3/3/2012 Surface 930.0 -124.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/9/2013
Report #: 20, DFS: 20

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APllUWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand lJT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/8/2013 06:00 2/9/2013 06:00 20 10,633.0 10,633.0 0.00
Operations at Report Time
Tripping in hole with Thrubit logging assembly
Operations Summary
Circulated and conditioned mud, Displaced well with 13.5 ppg from 12.0 ppg, Monitorwell, POOH L/D directional tools, M/UThrubit tools and TlH
Operations Next Report Period
Trips
Weather Wellbore
Snow 18-1 RE-ST

Daily Contacts
Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 5 Circulated and conditioned 12.0 ppg mud at 8,130' 10,633.0 10,633.0
07:30 7.50 9.00 5 Displaced 12.0 ppg mud with 13.7 ppg mud. Due to mud losses lowered 10,633.0 10,633.0

mud wt. to 13.6 ppg. While displacing lowered mud wt. to 13.5 ppg due to
mud losses.

15:00 2.00 11.00 23 Monitored well on triptank 10,633.0 10,633.0
Note: Well took 14.03 bbis while on triptank

17:00 0.50 11.50 6 POOH 3 minutes per stand from 8,130' to 7,242' 10,633.0 10,633.0
17:30 0.50 12.00 23 Monitored well on triptank 10,633.0 10,633.0

Note: Well took 5.06 bbis while on triptank
18:00 8.50 20.50 6 POOH 3 minutes per stand from 7,242' to surface. Removed rotating head 10,633.0 10,633.0

rubber. L/D directional toolsand bit.

02:30 1.50 22.00 23 Changed out rotating head rubber. Cleaned rig floor 10,633.0 10,633.0
04:00 2.00 24.00 6 MlUThrubit logging BHAassembly and TlH 10,633.0 10,633.0

Mud Check: 10,633.0ftKB, 2/8/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

2/8/2013 10,633.0 13.50 7.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

354,945.00 5.570 30.0 85.7/14.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
68.0

Mud Check: <depth>ftKB, 2/8/2013 23:30
Date Depth (ftKB) Density (Ib/ga[) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/8/2013 13.50 8.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

354,945.00 5.570 27.0 86.3/13.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
76.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Lîners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
3/3/2012 Surface 930.0 -124.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/9/2013
Report #: 20, DFS: 20

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APllUWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand lJT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/8/2013 06:00 2/9/2013 06:00 20 10,633.0 10,633.0 0.00
Operations at Report Time
Tripping in hole with Thrubit logging assembly
Operations Summary
Circulated and conditioned mud, Displaced well with 13.5 ppg from 12.0 ppg, Monitorwell, POOH L/D directional tools, M/UThrubit tools and TlH
Operations Next Report Period
Trips
Weather Wellbore
Snow 18-1 RE-ST

Daily Contacts
Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 5 Circulated and conditioned 12.0 ppg mud at 8,130' 10,633.0 10,633.0
07:30 7.50 9.00 5 Displaced 12.0 ppg mud with 13.7 ppg mud. Due to mud losses lowered 10,633.0 10,633.0

mud wt. to 13.6 ppg. While displacing lowered mud wt. to 13.5 ppg due to
mud losses.

15:00 2.00 11.00 23 Monitored well on triptank 10,633.0 10,633.0
Note: Well took 14.03 bbis while on triptank

17:00 0.50 11.50 6 POOH 3 minutes per stand from 8,130' to 7,242' 10,633.0 10,633.0

17:30 0.50 12.00 23 Monitored well on triptank 10,633.0 10,633.0
Note: Well took 5.06 bbis while on triptank

18:00 8.50 20.50 6 POOH 3 minutes per stand from 7,242' to surface. Removed rotating head 10,633.0 10,633.0
rubber. L/D directional toolsand bit.

02:30 1.50 22.00 23 Changed out rotating head rubber. Cleaned rig floor 10,633.0 10,633.0
04:00 2.00 24.00 6 MlUThrubit logging BHAassembly and TlH 10,633.0 10,633.0

Mud Check: 10,633.0ftKB, 2/8/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

2/8/2013 10,633.0 13.50 7.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

354,945.00 5.570 30.0 85.7/14.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
68.0

Mud Check: <depth>ftKB, 2/8/2013 23:30
Date Depth (ftKB) Density (Ib/ga[) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/8/2013 13.50 8.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

354,945.00 5.570 27.0 86.3/13.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
76.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Lîners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
3/3/2012 Surface 930.0 -124.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415

3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/9/2013
Report #: 20, DFS: 20

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APllUWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand lJT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/8/2013 06:00 2/9/2013 06:00 20 10,633.0 10,633.0 0.00
Operations at Report Time
Tripping in hole with Thrubit logging assembly
Operations Summary
Circulated and conditioned mud, Displaced well with 13.5 ppg from 12.0 ppg, Monitorwell, POOH L/D directional tools, M/UThrubit tools and TlH
Operations Next Report Period
Trips
Weather Wellbore
Snow 18-1 RE-ST

Daily Contacts
Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 5 Circulated and conditioned 12.0 ppg mud at 8,130' 10,633.0 10,633.0
07:30 7.50 9.00 5 Displaced 12.0 ppg mud with 13.7 ppg mud. Due to mud losses lowered 10,633.0 10,633.0

mud wt. to 13.6 ppg. While displacing lowered mud wt. to 13.5 ppg due to
mud losses.

15:00 2.00 11.00 23 Monitored well on triptank 10,633.0 10,633.0
Note: Well took 14.03 bbis while on triptank

17:00 0.50 11.50 6 POOH 3 minutes per stand from 8,130' to 7,242' 10,633.0 10,633.0

17:30 0.50 12.00 23 Monitored well on triptank 10,633.0 10,633.0
Note: Well took 5.06 bbis while on triptank

18:00 8.50 20.50 6 POOH 3 minutes per stand from 7,242' to surface. Removed rotating head 10,633.0 10,633.0
rubber. L/D directional toolsand bit.

02:30 1.50 22.00 23 Changed out rotating head rubber. Cleaned rig floor 10,633.0 10,633.0
04:00 2.00 24.00 6 MlUThrubit logging BHAassembly and TlH 10,633.0 10,633.0

Mud Check: 10,633.0ftKB, 2/8/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

2/8/2013 10,633.0 13.50 7.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

354,945.00 5.570 30.0 85.7/14.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
68.0

Mud Check: <depth>ftKB, 2/8/2013 23:30
Date Depth (ftKB) Density (Ib/ga[) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/8/2013 13.50 8.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

354,945.00 5.570 27.0 86.3/13.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
76.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Lîners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
3/3/2012 Surface 930.0 -124.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415

3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094

Page 1/1 Report Printed:



RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/8/2013
Report #: 19, DFS: 19

Well Name: Cane Creek 18-1 Daily Depth Progress: 337.00
APIIUWI Well Area Basin Field Name License # Permit Number Well Conñg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVO) (ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/7/2013 06:00 2/8/2013 06:00 19 10,296.0 10,633.0 337.00
Operations at Report Time
Circulate btm's up.
Operations Summary
Drilled (rotate and slide) fl 10,296' to 10,633', Circ hole clean, Strip out of hole with 600 psi annulas pressure fl 10,633' to 8,130', Circ hole clean, Spot and
squeeze 60 bbl LCM pill,Monitoring well
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear 18-1 RE-ST

Daily Contacts
Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man I WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 9.00 9.00 2 Drilled 6" hole (Rot. & slide) fl10,296' to 10,537' 10,296.0 10,537.0
Max gas 4,385 units.
Annular Pressure held with Halliburton MPD system low -45 psi, high -

250 psi.
15:00 0.50 9.50 7 Serviced the rig/top drive 10,537.0 10,537.0
15:30 2.00 11.50 2 Drilled 6" hole (Rot. &slide) fl10,296' to 10,633' 10,537.0 10,633.0

Max gas 4,229 units.
Annular Pressure held with Halliburton's MPD system low - 45 psi, high 175
psi.

17:30 4.50 16.00 5 Circulated and conditioned the mud. Circulated the hole clean and 10,633.0 10,633.0
circulated to lower the back ground gas.

22:00 3.50 19.50 6 POOH (strip out, holding 600 psi on the annulas) fl10,633' to 8,130'. (7" 10,633.0 10,633.0
Shoe @8,118').

01:30 1.50 21.00 5 Circulated and conditioned the mud 10,633.0 10,633.0
03:00 1.00 22.00 5 Pumped 60 bbls of 30 lb/bbl LCMpill,squeezed into weak fracture. Final 10,633.0 10,633.0

pressure 570 psi DP, 510 psi csg.
04:00 2.00 24.00 22 Monitor the well. Pressure after 2 hrs 579 psi DP, 530 psi csg. 10,633.0 10,633.0
Mud Check: <depth>ftKB, 2/7/2013 12:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/7/2013 11.95 49 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

310,188.00 24.0 310,188 85.5/14.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline (°F) Comment
13.54

Mud Check: <depth>ftKB, 2/7/2013 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/7/2013 12.00 48 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

310,188.00 24.0 310,188 85.5/14.5
0

Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
13.54

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,123.0 10,633.0 2,510.00 2/5/2013 06:00 2/7/2013 17:30 30.75 81.6 20.75 10.00 32.52 67.48
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 930.0 -124.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/8/2013
Report #: 19, DFS: 19

Well Name: Cane Creek 18-1 Daily Depth Progress: 337.00
APIIUWI Well Area Basin Field Name License # Permit Number Well Conñg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVO) (ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/7/2013 06:00 2/8/2013 06:00 19 10,296.0 10,633.0 337.00
Operations at Report Time
Circulate btm's up.
Operations Summary
Drilled (rotate and slide) fl 10,296' to 10,633', Circ hole clean, Strip out of hole with 600 psi annulas pressure fl 10,633' to 8,130', Circ hole clean, Spot and
squeeze 60 bbl LCM pill,Monitoring well
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear 18-1 RE-ST

Daily Contacts
Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man I WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 9.00 9.00 2 Drilled 6" hole (Rot. & slide) fl10,296' to 10,537' 10,296.0 10,537.0
Max gas 4,385 units.
Annular Pressure held with Halliburton MPD system low -45 psi, high -

250 psi.
15:00 0.50 9.50 7 Serviced the rig/top drive 10,537.0 10,537.0
15:30 2.00 11.50 2 Drilled 6" hole (Rot. &slide) fl10,296' to 10,633' 10,537.0 10,633.0

Max gas 4,229 units.
Annular Pressure held with Halliburton's MPD system low - 45 psi, high 175
psi.

17:30 4.50 16.00 5 Circulated and conditioned the mud. Circulated the hole clean and 10,633.0 10,633.0
circulated to lower the back ground gas.

22:00 3.50 19.50 6 POOH (strip out, holding 600 psi on the annulas) fl10,633' to 8,130'. (7" 10,633.0 10,633.0
Shoe @8,118').

01:30 1.50 21.00 5 Circulated and conditioned the mud 10,633.0 10,633.0
03:00 1.00 22.00 5 Pumped 60 bbls of 30 lb/bbl LCMpill,squeezed into weak fracture. Final 10,633.0 10,633.0

pressure 570 psi DP, 510 psi csg.
04:00 2.00 24.00 22 Monitor the well. Pressure after 2 hrs 579 psi DP, 530 psi csg. 10,633.0 10,633.0
Mud Check: <depth>ftKB, 2/7/2013 12:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/7/2013 11.95 49 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

310,188.00 24.0 310,188 85.5/14.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline (°F) Comment
13.54

Mud Check: <depth>ftKB, 2/7/2013 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/7/2013 12.00 48 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

310,188.00 24.0 310,188 85.5/14.5
0

Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
13.54

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,123.0 10,633.0 2,510.00 2/5/2013 06:00 2/7/2013 17:30 30.75 81.6 20.75 10.00 32.52 67.48
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 930.0 -124.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/8/2013
Report #: 19, DFS: 19

Well Name: Cane Creek 18-1 Daily Depth Progress: 337.00
APIIUWI Well Area Basin Field Name License # Permit Number Well Conñg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVO) (ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/7/2013 06:00 2/8/2013 06:00 19 10,296.0 10,633.0 337.00
Operations at Report Time
Circulate btm's up.
Operations Summary
Drilled (rotate and slide) fl 10,296' to 10,633', Circ hole clean, Strip out of hole with 600 psi annulas pressure fl 10,633' to 8,130', Circ hole clean, Spot and
squeeze 60 bbl LCM pill,Monitoring well
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear 18-1 RE-ST

Daily Contacts
Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 9.00 9.00 2 Drilled 6" hole (Rot. & slide) fl10,296' to 10,537' 10,296.0 10,537.0

Max gas 4,385 units.
Annular Pressure held with Halliburton MPD system low -45 psi, high -

250 psi.
15:00 0.50 9.50 7 Serviced the rig/top drive 10,537.0 10,537.0

15:30 2.00 11.50 2 Drilled 6" hole (Rot. &slide) fl10,296' to 10,633' 10,537.0 10,633.0
Max gas 4,229 units.
Annular Pressure held with Halliburton's MPD system low - 45 psi, high 175
psi.

17:30 4.50 16.00 5 Circulated and conditioned the mud. Circulated the hole clean and 10,633.0 10,633.0
circulated to lower the back ground gas.

22:00 3.50 19.50 6 POOH (strip out, holding 600 psi on the annulas) fl10,633' to 8,130'. (7" 10,633.0 10,633.0
Shoe @8,118').

01:30 1.50 21.00 5 Circulated and conditioned the mud 10,633.0 10,633.0

03:00 1.00 22.00 5 Pumped 60 bbls of 30 lb/bbl LCMpill,squeezed into weak fracture. Final 10,633.0 10,633.0
pressure 570 psi DP, 510 psi csg.

04:00 2.00 24.00 22 Monitor the well. Pressure after 2 hrs 579 psi DP, 530 psi csg. 10,633.0 10,633.0
Mud Check: <depth>ftKB, 2/7/2013 12:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/7/2013 11.95 49 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

310,188.00 24.0 310,188 85.5/14.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline (°F) Comment
13.54

Mud Check: <depth>ftKB, 2/7/2013 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/7/2013 12.00 48 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

310,188.00 24.0 310,188 85.5/14.5
0

Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
13.54

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,123.0 10,633.0 2,510.00 2/5/2013 06:00 2/7/2013 17:30 30.75 81.6 20.75 10.00 32.52 67.48
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 930.0 -124.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/8/2013
Report #: 19, DFS: 19

Well Name: Cane Creek 18-1 Daily Depth Progress: 337.00
APIIUWI Well Area Basin Field Name License # Permit Number Well Conñg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVO) (ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/7/2013 06:00 2/8/2013 06:00 19 10,296.0 10,633.0 337.00
Operations at Report Time
Circulate btm's up.
Operations Summary
Drilled (rotate and slide) fl 10,296' to 10,633', Circ hole clean, Strip out of hole with 600 psi annulas pressure fl 10,633' to 8,130', Circ hole clean, Spot and
squeeze 60 bbl LCM pill,Monitoring well
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear 18-1 RE-ST

Daily Contacts
Job Contact Position Office

Mark Lewis Company Man / WSL (970) 986-4401

David Serrette Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 9.00 9.00 2 Drilled 6" hole (Rot. & slide) fl10,296' to 10,537' 10,296.0 10,537.0

Max gas 4,385 units.
Annular Pressure held with Halliburton MPD system low -45 psi, high -

250 psi.
15:00 0.50 9.50 7 Serviced the rig/top drive 10,537.0 10,537.0

15:30 2.00 11.50 2 Drilled 6" hole (Rot. &slide) fl10,296' to 10,633' 10,537.0 10,633.0
Max gas 4,229 units.
Annular Pressure held with Halliburton's MPD system low - 45 psi, high 175
psi.

17:30 4.50 16.00 5 Circulated and conditioned the mud. Circulated the hole clean and 10,633.0 10,633.0
circulated to lower the back ground gas.

22:00 3.50 19.50 6 POOH (strip out, holding 600 psi on the annulas) fl10,633' to 8,130'. (7" 10,633.0 10,633.0
Shoe @8,118').

01:30 1.50 21.00 5 Circulated and conditioned the mud 10,633.0 10,633.0

03:00 1.00 22.00 5 Pumped 60 bbls of 30 lb/bbl LCMpill,squeezed into weak fracture. Final 10,633.0 10,633.0
pressure 570 psi DP, 510 psi csg.

04:00 2.00 24.00 22 Monitor the well. Pressure after 2 hrs 579 psi DP, 530 psi csg. 10,633.0 10,633.0
Mud Check: <depth>ftKB, 2/7/2013 12:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/7/2013 11.95 49 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

310,188.00 24.0 310,188 85.5/14.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline (°F) Comment
13.54

Mud Check: <depth>ftKB, 2/7/2013 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/7/2013 12.00 48 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

310,188.00 24.0 310,188 85.5/14.5
0

Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
13.54

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,123.0 10,633.0 2,510.00 2/5/2013 06:00 2/7/2013 17:30 30.75 81.6 20.75 10.00 32.52 67.48
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 930.0 -124.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681

Page 1/2 Report Printed:



RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/8/2013
Report #: 19, DFS: 19

Well Name: Cane Creek 18-1 Daily Depth Progress: 337.00
APllUWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/8/2013
Report #: 19, DFS: 19

Well Name: Cane Creek 18-1 Daily Depth Progress: 337.00
APllUWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
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RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/7/2013
Report #: 18, DFS: 18

Well Name: Cane Creek 18-1 Daily Depth Progress: 436.00
APflUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

2/6/2013 06:00 2/7/2013 06:00 18 9,860.0 10,296.0 436.00
Operations at Report Time

Drilling ahead
Operations Summary
Drill from 9860' to 9974', service rig, drill from 9974' to 10,053', circulated out gas, drillfrom 10,053' to 10,296'.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy 18-1 RE-ST
Daily Contacts

Job Contact Position Oft1ce
Mark Lewis Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 7.50 7.50 2 Drilled 6" hole (Rot. & slide) fl9,860' to 9,974' 9,860.0 9,974.0
13:30 0.50 8.00 7 Serviced the rig/top drive. 9,974.0 9,974.0
14:00 2.50 10.50 2 Drilled6" hole (Rot. &slide) fl9,974' to 10,053' 9,974.0 10,053.0
16:30 2.50 13.00 5 Circulated out a kick (12 bbls gain). 10,053.0 10,053.0

Max gas 4,533 units,
Mud cut fl12.0 ppg to 11.6 ppg

19:00 11.00 24.00 2 Drilled 6" hole (Rot. &slide) f/10,053' to 10,296' 10,053.0 10,296.0
Mud Check: 9,974.0ftKB, 2/6/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/6/2013 9,974.0 12.05 50 13.0 12.000 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

271,423.00 24.5 82.8/17.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
55.0 14.0 70.0

Mud Check: <depth>ftKB, 2/6/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Flitrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/6/2013 12.00 48 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.800 27.0 84.9/15.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline (°F) Comment

75.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,123.0 10,633.0 2,510.00 2/5/2013 06:00 2/7/2013 17:30 30.75 81.6 20.75 10.00 32.52 67.48
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 930.0 -124.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
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DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)
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11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

2/6/2013 06:00 2/7/2013 06:00 18 9,860.0 10,296.0 436.00
Operations at Report Time

Drilling ahead
Operations Summary
Drill from 9860' to 9974', service rig, drill from 9974' to 10,053', circulated out gas, drillfrom 10,053' to 10,296'.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy 18-1 RE-ST
Daily Contacts

Job Contact Position Oft1ce
Mark Lewis Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 7.50 7.50 2 Drilled 6" hole (Rot. & slide) fl9,860' to 9,974' 9,860.0 9,974.0
13:30 0.50 8.00 7 Serviced the rig/top drive. 9,974.0 9,974.0
14:00 2.50 10.50 2 Drilled6" hole (Rot. &slide) fl9,974' to 10,053' 9,974.0 10,053.0
16:30 2.50 13.00 5 Circulated out a kick (12 bbls gain). 10,053.0 10,053.0

Max gas 4,533 units,
Mud cut fl12.0 ppg to 11.6 ppg

19:00 11.00 24.00 2 Drilled 6" hole (Rot. &slide) f/10,053' to 10,296' 10,053.0 10,296.0
Mud Check: 9,974.0ftKB, 2/6/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/6/2013 9,974.0 12.05 50 13.0 12.000 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

271,423.00 24.5 82.8/17.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
55.0 14.0 70.0

Mud Check: <depth>ftKB, 2/6/2013 23:45
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MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

271,423.00 24.5 82.8/17.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
55.0 14.0 70.0

Mud Check: <depth>ftKB, 2/6/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Flitrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/6/2013 12.00 48 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.800 27.0 84.9/15.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline (°F) Comment

75.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,123.0 10,633.0 2,510.00 2/5/2013 06:00 2/7/2013 17:30 30.75 81.6 20.75 10.00 32.52 67.48
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 930.0 -124.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
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RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/6/2013
Report #: 17, DFS: 17

Well Name: Cane Creek 18-1 Daily Depth Progress: 1,737.00
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/5/2013 06:00 2/6/2013 06:00 17 8,123.0 9,860.0 1,737.00
Operations at Report Time
Drilling ahead
Operations Summary
Displaced the 13.7ppg killwt. mud. with 12.0ppg mud, wash & ream from 8145' to 9794' , Rotate from 9794' to 9860'
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man I WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.50 5.50 5 Circulated 1BPM thru Halliburton displacing the 13.7 ppg. kill mud with 12.0 9,794.0 9,794.0
ppg mud @8,125'

11:30 4.00 9.50 3 Washed and reamed f/8,145' to 8,559' 9,794.0 9,794.0
15:30 1.00 10.50 22 Reset pop off on #2 mud pump, waiting on MPD to troubleshoot 9,794.0 9,794.0
16:30 11.50 22.00 3 Washed &reamed fl8,559' to 9,794' 9,794.0 9,794.0
04:00 2.00 24.00 2 Drilled6" hole (Rot. &slide) fl9,794' to 9,860' 9,794.0 9,860.0
Mud Check: 9,794.0ftKB, 2/5/2013 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/5/2013 9,794.0 12.10 49 15.0 12.000 8.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.700 3.900 24.0 294,361 82.9/17.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment

70.0
Mud Check: <depth>ftKB, 2/5/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

2/5/2013 12.00 52 15.0 12.000 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

3.600 3.900 24.0 295,369 82.9/17.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

67.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date in Date Out Dr11ITime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,123.0 10,633.0 2,510.00 2/5/2013 06:00 2/7/2013 17:30 30.75 81.6 20.75 10.00 32.52 67.48
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 930.0 -124.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/6/2013
Report #: 17, DFS: 17

Well Name: Cane Creek 18-1 Daily Depth Progress: 1,737.00
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/5/2013 06:00 2/6/2013 06:00 17 8,123.0 9,860.0 1,737.00
Operations at Report Time
Drilling ahead
Operations Summary
Displaced the 13.7ppg killwt. mud. with 12.0ppg mud, wash & ream from 8145' to 9794' , Rotate from 9794' to 9860'
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man I WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.50 5.50 5 Circulated 1BPM thru Halliburton displacing the 13.7 ppg. kill mud with 12.0 9,794.0 9,794.0
ppg mud @8,125'

11:30 4.00 9.50 3 Washed and reamed f/8,145' to 8,559' 9,794.0 9,794.0
15:30 1.00 10.50 22 Reset pop off on #2 mud pump, waiting on MPD to troubleshoot 9,794.0 9,794.0
16:30 11.50 22.00 3 Washed &reamed fl8,559' to 9,794' 9,794.0 9,794.0
04:00 2.00 24.00 2 Drilled6" hole (Rot. &slide) fl9,794' to 9,860' 9,794.0 9,860.0
Mud Check: 9,794.0ftKB, 2/5/2013 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/5/2013 9,794.0 12.10 49 15.0 12.000 8.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.700 3.900 24.0 294,361 82.9/17.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment

70.0
Mud Check: <depth>ftKB, 2/5/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

2/5/2013 12.00 52 15.0 12.000 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

3.600 3.900 24.0 295,369 82.9/17.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

67.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date in Date Out Dr11ITime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,123.0 10,633.0 2,510.00 2/5/2013 06:00 2/7/2013 17:30 30.75 81.6 20.75 10.00 32.52 67.48
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 930.0 -124.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/6/2013
Report #: 17, DFS: 17

Well Name: Cane Creek 18-1 Daily Depth Progress: 1,737.00
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/5/2013 06:00 2/6/2013 06:00 17 8,123.0 9,860.0 1,737.00
Operations at Report Time
Drilling ahead
Operations Summary
Displaced the 13.7ppg killwt. mud. with 12.0ppg mud, wash & ream from 8145' to 9794' , Rotate from 9794' to 9860'
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST

Daily Contacts
Job Contact Position Office

Delbert Sullivan Company Man I WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.50 5.50 5 Circulated 1BPM thru Halliburton displacing the 13.7 ppg. kill mud with 12.0 9,794.0 9,794.0
ppg mud @8,125'

11:30 4.00 9.50 3 Washed and reamed f/8,145' to 8,559' 9,794.0 9,794.0
15:30 1.00 10.50 22 Reset pop off on #2 mud pump, waiting on MPD to troubleshoot 9,794.0 9,794.0
16:30 11.50 22.00 3 Washed &reamed fl8,559' to 9,794' 9,794.0 9,794.0
04:00 2.00 24.00 2 Drilled6" hole (Rot. &slide) fl9,794' to 9,860' 9,794.0 9,860.0
Mud Check: 9,794.0ftKB, 2/5/2013 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/5/2013 9,794.0 12.10 49 15.0 12.000 8.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.700 3.900 24.0 294,361 82.9/17.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment

70.0
Mud Check: <depth>ftKB, 2/5/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

2/5/2013 12.00 52 15.0 12.000 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

3.600 3.900 24.0 295,369 82.9/17.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

67.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date in Date Out Dr11ITime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,123.0 10,633.0 2,510.00 2/5/2013 06:00 2/7/2013 17:30 30.75 81.6 20.75 10.00 32.52 67.48
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 930.0 -124.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
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Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/6/2013
Report #: 17, DFS: 17

Well Name: Cane Creek 18-1 Daily Depth Progress: 1,737.00
APllUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/5/2013 06:00 2/6/2013 06:00 17 8,123.0 9,860.0 1,737.00
Operations at Report Time
Drilling ahead
Operations Summary
Displaced the 13.7ppg killwt. mud. with 12.0ppg mud, wash & ream from 8145' to 9794' , Rotate from 9794' to 9860'
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST

Daily Contacts
Job Contact Position Office

Delbert Sullivan Company Man I WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.50 5.50 5 Circulated 1BPM thru Halliburton displacing the 13.7 ppg. kill mud with 12.0 9,794.0 9,794.0
ppg mud @8,125'

11:30 4.00 9.50 3 Washed and reamed f/8,145' to 8,559' 9,794.0 9,794.0
15:30 1.00 10.50 22 Reset pop off on #2 mud pump, waiting on MPD to troubleshoot 9,794.0 9,794.0
16:30 11.50 22.00 3 Washed &reamed fl8,559' to 9,794' 9,794.0 9,794.0
04:00 2.00 24.00 2 Drilled6" hole (Rot. &slide) fl9,794' to 9,860' 9,794.0 9,860.0
Mud Check: 9,794.0ftKB, 2/5/2013 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/5/2013 9,794.0 12.10 49 15.0 12.000 8.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.700 3.900 24.0 294,361 82.9/17.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment

70.0
Mud Check: <depth>ftKB, 2/5/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

2/5/2013 12.00 52 15.0 12.000 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

3.600 3.900 24.0 295,369 82.9/17.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

67.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date in Date Out Dr11ITime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,123.0 10,633.0 2,510.00 2/5/2013 06:00 2/7/2013 17:30 30.75 81.6 20.75 10.00 32.52 67.48
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 930.0 -124.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094
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RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/5/2013
Report #: 16, DFS: 16

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Conilg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/4/2013 06:00 2/5/2013 06:00 16 9,794.0 9,794.0 0.00
Operations at Report Time
TlH to 8125'
Operations Summary
Finish POOH, change out BHA, TlH, service rig, TlH fillingevery 20stds.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.00 5.00 6 POOH to 133' 9,794.0 9,794.0
11:00 5.50 10.50 6 Lay down broken Dir. BHA, make up new Dir. BHA,Scribe tools, Test 9,794.0 9,794.0

MWD, make up bit.
16:30 1.00 11.50 6 TlH from 133' to 942' 9,794.0 9,794.0
17:30 0.50 12.00 7 Service rig &top drive 9,794.0 9,794.0
18:00 12.00 24.00 6 TlH from 942' to 8125', ( fl 942' ft to 7300 at 5min per std, from 7300' to 9,794.0 9,795.0

8125' at 10 min per std.)
Mud Check: <depth>ftKB, 2/4/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/4/2013 12.00 50 14.0 13.000 6.000 9.000 2.0 2
MBT(Ib/bbí) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Ch]orides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

289,864.00 24.0 83.1/16.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
89.0

Mud Check: 9,794.0ftKB, 2/4/2013 14:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/4/2013 9,794.0 13.60 53 16.0 12.000 8.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

304,291.00 28.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
89.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DdllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,123.0 10,633.0 2,510.00 2/5/2013 06:00 2/7/2013 17:30 30.75 81.6 20.75 10.00 32.52 67.48
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

3/3/2012 Surface 930.0 -124.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/5/2013
Report #: 16, DFS: 16

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Conilg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/4/2013 06:00 2/5/2013 06:00 16 9,794.0 9,794.0 0.00
Operations at Report Time
TlH to 8125'
Operations Summary
Finish POOH, change out BHA, TlH, service rig, TlH fillingevery 20stds.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.00 5.00 6 POOH to 133' 9,794.0 9,794.0
11:00 5.50 10.50 6 Lay down broken Dir. BHA, make up new Dir. BHA,Scribe tools, Test 9,794.0 9,794.0

MWD, make up bit.
16:30 1.00 11.50 6 TlH from 133' to 942' 9,794.0 9,794.0
17:30 0.50 12.00 7 Service rig &top drive 9,794.0 9,794.0
18:00 12.00 24.00 6 TlH from 942' to 8125', ( fl 942' ft to 7300 at 5min per std, from 7300' to 9,794.0 9,795.0

8125' at 10 min per std.)
Mud Check: <depth>ftKB, 2/4/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/4/2013 12.00 50 14.0 13.000 6.000 9.000 2.0 2
MBT(Ib/bbí) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Ch]orides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

289,864.00 24.0 83.1/16.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
89.0

Mud Check: 9,794.0ftKB, 2/4/2013 14:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/4/2013 9,794.0 13.60 53 16.0 12.000 8.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

304,291.00 28.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
89.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DdllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,123.0 10,633.0 2,510.00 2/5/2013 06:00 2/7/2013 17:30 30.75 81.6 20.75 10.00 32.52 67.48
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

3/3/2012 Surface 930.0 -124.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/5/2013
Report #: 16, DFS: 16

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Conilg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/4/2013 06:00 2/5/2013 06:00 16 9,794.0 9,794.0 0.00
Operations at Report Time
TlH to 8125'
Operations Summary
Finish POOH, change out BHA, TlH, service rig, TlH fillingevery 20stds.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.00 5.00 6 POOH to 133' 9,794.0 9,794.0
11:00 5.50 10.50 6 Lay down broken Dir. BHA, make up new Dir. BHA,Scribe tools, Test 9,794.0 9,794.0

MWD, make up bit.
16:30 1.00 11.50 6 TlH from 133' to 942' 9,794.0 9,794.0
17:30 0.50 12.00 7 Service rig &top drive 9,794.0 9,794.0
18:00 12.00 24.00 6 TlH from 942' to 8125', ( fl 942' ft to 7300 at 5min per std, from 7300' to 9,794.0 9,795.0

8125' at 10 min per std.)
Mud Check: <depth>ftKB, 2/4/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/4/2013 12.00 50 14.0 13.000 6.000 9.000 2.0 2
MBT(Ib/bbí) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Ch]orides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

289,864.00 24.0 83.1/16.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
89.0

Mud Check: 9,794.0ftKB, 2/4/2013 14:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/4/2013 9,794.0 13.60 53 16.0 12.000 8.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

304,291.00 28.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
89.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DdllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,123.0 10,633.0 2,510.00 2/5/2013 06:00 2/7/2013 17:30 30.75 81.6 20.75 10.00 32.52 67.48
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

3/3/2012 Surface 930.0 -124.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/5/2013
Report #: 16, DFS: 16

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
APl/UWI Well Area Basin Field Name License # Permit Number Well Conilg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Mark Lewis Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

108.50 38.50 41.7 40.2 14.6 43.55 56.45
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/4/2013 06:00 2/5/2013 06:00 16 9,794.0 9,794.0 0.00
Operations at Report Time
TlH to 8125'
Operations Summary
Finish POOH, change out BHA, TlH, service rig, TlH fillingevery 20stds.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.00 5.00 6 POOH to 133' 9,794.0 9,794.0
11:00 5.50 10.50 6 Lay down broken Dir. BHA, make up new Dir. BHA,Scribe tools, Test 9,794.0 9,794.0

MWD, make up bit.
16:30 1.00 11.50 6 TlH from 133' to 942' 9,794.0 9,794.0
17:30 0.50 12.00 7 Service rig &top drive 9,794.0 9,794.0
18:00 12.00 24.00 6 TlH from 942' to 8125', ( fl 942' ft to 7300 at 5min per std, from 7300' to 9,794.0 9,795.0

8125' at 10 min per std.)
Mud Check: <depth>ftKB, 2/4/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/4/2013 12.00 50 14.0 13.000 6.000 9.000 2.0 2
MBT(Ib/bbí) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Ch]orides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

289,864.00 24.0 83.1/16.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
89.0

Mud Check: 9,794.0ftKB, 2/4/2013 14:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/4/2013 9,794.0 13.60 53 16.0 12.000 8.000 10.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

304,291.00 28.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
89.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DdllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,123.0 10,633.0 2,510.00 2/5/2013 06:00 2/7/2013 17:30 30.75 81.6 20.75 10.00 32.52 67.48
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

3/3/2012 Surface 930.0 -124.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094

Page 1/1 Report Printed:



RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/4/2013
Report #: 15, DFS: 15

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

2/3/2013 06:00 2/4/2013 06:00 15 9,794.0 9,794.0 0.00
Operations at Report Time
POOH
Operations Summary
Cir. @ shoe 8118', squeeze 2-60bbl LCM pills into formation, monitor on triptank,Iost 11bbis., POOH 10stds to 7243' monitor well, lost 1.2bbis in ihr., TlH 3stds
to 7521' no returns, transfer mud & mix 60bbl LCM pill,work on mud pumps, pump &squeeze 55bbis. LCMpill into formation, monitor on triptank no losses,
pump slug &POOH.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 5 Cir. @shoe 8118', bringing 13.7ppg mud around @ 1BPM, hole taking 9,794.0 9,794.0
mud, mix & pump 60bbl. LCMpill&squeeze into formation, @2BPM, CSG
107psi, press 640psi on D. P, slow pump rate to 1BPM D.P. 413psi,
154psi on casing, @1730stks. shut down monitor well.

10:00 2.00 6.00 5 Mix&pump 2nd. 60bbi ECMpill@2BPM, to 1560stks, slow pump to 9,794.0 9,794.0
1BPM, squeeze LCMpill into formation, final press, 605psi on D.P. 300psi
on casing.

12:00 1.50 7.50 22 Bleed off press, open hy-drill,monitor well on triptank, lost 11.4bbis. 9,794.0 9,794.0
13:30 1.50 9.00 6 POOH 10 stds. to 7243 wet, @ 15ft/min, pulled dnj @ 5stds. tripsheet 9,794.0 9,794.0

losses 12 bbls.
15:00 1.00 10.00 22 Monitor well on trip tank loss 12 bph. 9,794.0 9,794.0
16:00 0.50 10.50 6 TlH 3stds. to 7521', no returns 9,794.0 9,794.0
16:30 1.50 12.00 23 Pump out triptank to suction pit, transfer 40bbls. from slugging pit to trip 9,794.0 9,794.0

tank, mix 60bbl. LCMin slugging pit for squeeze job #3.
18:00 1.00 13.00 5 Try to pump ECMsweep, pumps not pumping, work on mud pumps 9,794.0 9,794.0
19:00 1.50 14.50 5 Pump 55bbl. LCMsweep @2bpm, close hy-drill,squeeze LCM pillinto 9,794.0 9,794.0

formation @1bpm DP 677 psi csg 397 psi. shut down pump
20:30 2.00 16.50 22 Monitor well, casing press 412psi, D.P.P. 465psi. final press 104 on drill 9,794.0 9,794.0

pipe, 87 on casing.
22:30 1.00 17.50 22 Bleed off press, open hy-drill,close HCR valve, monitor well on triptank. 9,794.0 9,794.0

( no gain ,no los.)
23:30 0.50 18.00 5 Pump slug & chase same @2BPM. regained returns after pumping 7bbls. 9,794.0 9,794.0

00:00 6.00 24.00 6 POOH from 7521' @10ft./min to 5400', 15ft/min from 5400' to 4800', 9,794.0 9,794.0
20ft/min from 4800'

Mud Check: 9,794.0ftKB, 2'3/2013 12:00
Date Depth (ftKB, Density (ib/gal) Vis (s/q ) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/3/2013 9,792
.0

1:1.70 60 18.0 14.000 8.000 11.000 2.0 2
MBT(lb/bbl) pH Pn (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

245,268.00 27.0 78.1/21.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
482.0

Page 1/2 Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/4/2013
Report #: 15, DFS: 15

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

2/3/2013 06:00 2/4/2013 06:00 15 9,794.0 9,794.0 0.00
Operations at Report Time
POOH
Operations Summary
Cir. @ shoe 8118', squeeze 2-60bbl LCM pills into formation, monitor on triptank,Iost 11bbis., POOH 10stds to 7243' monitor well, lost 1.2bbis in ihr., TlH 3stds
to 7521' no returns, transfer mud & mix 60bbl LCM pill,work on mud pumps, pump &squeeze 55bbis. LCMpill into formation, monitor on triptank no losses,
pump slug &POOH.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 5 Cir. @shoe 8118', bringing 13.7ppg mud around @ 1BPM, hole taking 9,794.0 9,794.0
mud, mix & pump 60bbl. LCMpill&squeeze into formation, @2BPM, CSG
107psi, press 640psi on D. P, slow pump rate to 1BPM D.P. 413psi,
154psi on casing, @1730stks. shut down monitor well.

10:00 2.00 6.00 5 Mix&pump 2nd. 60bbi ECMpill@2BPM, to 1560stks, slow pump to 9,794.0 9,794.0
1BPM, squeeze LCMpill into formation, final press, 605psi on D.P. 300psi
on casing.

12:00 1.50 7.50 22 Bleed off press, open hy-drill,monitor well on triptank, lost 11.4bbis. 9,794.0 9,794.0
13:30 1.50 9.00 6 POOH 10 stds. to 7243 wet, @ 15ft/min, pulled dnj @ 5stds. tripsheet 9,794.0 9,794.0

losses 12 bbls.
15:00 1.00 10.00 22 Monitor well on trip tank loss 12 bph. 9,794.0 9,794.0
16:00 0.50 10.50 6 TlH 3stds. to 7521', no returns 9,794.0 9,794.0
16:30 1.50 12.00 23 Pump out triptank to suction pit, transfer 40bbls. from slugging pit to trip 9,794.0 9,794.0

tank, mix 60bbl. LCMin slugging pit for squeeze job #3.
18:00 1.00 13.00 5 Try to pump ECMsweep, pumps not pumping, work on mud pumps 9,794.0 9,794.0
19:00 1.50 14.50 5 Pump 55bbl. LCMsweep @2bpm, close hy-drill,squeeze LCM pillinto 9,794.0 9,794.0

formation @1bpm DP 677 psi csg 397 psi. shut down pump
20:30 2.00 16.50 22 Monitor well, casing press 412psi, D.P.P. 465psi. final press 104 on drill 9,794.0 9,794.0

pipe, 87 on casing.
22:30 1.00 17.50 22 Bleed off press, open hy-drill,close HCR valve, monitor well on triptank. 9,794.0 9,794.0

( no gain ,no los.)
23:30 0.50 18.00 5 Pump slug & chase same @2BPM. regained returns after pumping 7bbls. 9,794.0 9,794.0

00:00 6.00 24.00 6 POOH from 7521' @10ft./min to 5400', 15ft/min from 5400' to 4800', 9,794.0 9,794.0
20ft/min from 4800'

Mud Check: 9,794.0ftKB, 2'3/2013 12:00
Date Depth (ftKB, Density (ib/gal) Vis (s/q ) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/3/2013 9,792
.0

1:1.70 60 18.0 14.000 8.000 11.000 2.0 2
MBT(lb/bbl) pH Pn (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

245,268.00 27.0 78.1/21.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
482.0

Page 1/2 Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/4/2013
Report #: 15, DFS: 15

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

2/3/2013 06:00 2/4/2013 06:00 15 9,794.0 9,794.0 0.00
Operations at Report Time
POOH
Operations Summary
Cir. @ shoe 8118', squeeze 2-60bbl LCM pills into formation, monitor on triptank,Iost 11bbis., POOH 10stds to 7243' monitor well, lost 1.2bbis in ihr., TlH 3stds
to 7521' no returns, transfer mud & mix 60bbl LCM pill,work on mud pumps, pump &squeeze 55bbis. LCMpill into formation, monitor on triptank no losses,
pump slug &POOH.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 5 Cir. @shoe 8118', bringing 13.7ppg mud around @ 1BPM, hole taking 9,794.0 9,794.0
mud, mix & pump 60bbl. LCMpill&squeeze into formation, @2BPM, CSG
107psi, press 640psi on D. P, slow pump rate to 1BPM D.P. 413psi,
154psi on casing, @1730stks. shut down monitor well.

10:00 2.00 6.00 5 Mix&pump 2nd. 60bbi ECMpill@2BPM, to 1560stks, slow pump to 9,794.0 9,794.0
1BPM, squeeze LCMpill into formation, final press, 605psi on D.P. 300psi
on casing.

12:00 1.50 7.50 22 Bleed off press, open hy-drill,monitor well on triptank, lost 11.4bbis. 9,794.0 9,794.0
13:30 1.50 9.00 6 POOH 10 stds. to 7243 wet, @ 15ft/min, pulled dnj @ 5stds. tripsheet 9,794.0 9,794.0

losses 12 bbls.
15:00 1.00 10.00 22 Monitor well on trip tank loss 12 bph. 9,794.0 9,794.0
16:00 0.50 10.50 6 TlH 3stds. to 7521', no returns 9,794.0 9,794.0
16:30 1.50 12.00 23 Pump out triptank to suction pit, transfer 40bbls. from slugging pit to trip 9,794.0 9,794.0

tank, mix 60bbl. LCMin slugging pit for squeeze job #3.
18:00 1.00 13.00 5 Try to pump ECMsweep, pumps not pumping, work on mud pumps 9,794.0 9,794.0
19:00 1.50 14.50 5 Pump 55bbl. LCMsweep @2bpm, close hy-drill,squeeze LCM pillinto 9,794.0 9,794.0

formation @1bpm DP 677 psi csg 397 psi. shut down pump
20:30 2.00 16.50 22 Monitor well, casing press 412psi, D.P.P. 465psi. final press 104 on drill 9,794.0 9,794.0

pipe, 87 on casing.
22:30 1.00 17.50 22 Bleed off press, open hy-drill,close HCR valve, monitor well on triptank. 9,794.0 9,794.0

( no gain ,no los.)
23:30 0.50 18.00 5 Pump slug & chase same @2BPM. regained returns after pumping 7bbls. 9,794.0 9,794.0

00:00 6.00 24.00 6 POOH from 7521' @10ft./min to 5400', 15ft/min from 5400' to 4800', 9,794.0 9,794.0
20ft/min from 4800'

Mud Check: 9,794.0ftKB, 2'3/2013 12:00
Date Depth (ftKB, Density (ib/gal) Vis (s/q ) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/3/2013 9,792
.0

1:1.70 60 18.0 14.000 8.000 11.000 2.0 2
MBT(lb/bbl) pH Pn (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

245,268.00 27.0 78.1/21.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
482.0

Page 1/2 Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/4/2013
Report #: 15, DFS: 15

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

2/3/2013 06:00 2/4/2013 06:00 15 9,794.0 9,794.0 0.00
Operations at Report Time
POOH
Operations Summary
Cir. @ shoe 8118', squeeze 2-60bbl LCM pills into formation, monitor on triptank,Iost 11bbis., POOH 10stds to 7243' monitor well, lost 1.2bbis in ihr., TlH 3stds
to 7521' no returns, transfer mud & mix 60bbl LCM pill,work on mud pumps, pump &squeeze 55bbis. LCMpill into formation, monitor on triptank no losses,
pump slug &POOH.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 5 Cir. @shoe 8118', bringing 13.7ppg mud around @ 1BPM, hole taking 9,794.0 9,794.0
mud, mix & pump 60bbl. LCMpill&squeeze into formation, @2BPM, CSG
107psi, press 640psi on D. P, slow pump rate to 1BPM D.P. 413psi,
154psi on casing, @1730stks. shut down monitor well.

10:00 2.00 6.00 5 Mix&pump 2nd. 60bbi ECMpill@2BPM, to 1560stks, slow pump to 9,794.0 9,794.0
1BPM, squeeze LCMpill into formation, final press, 605psi on D.P. 300psi
on casing.

12:00 1.50 7.50 22 Bleed off press, open hy-drill,monitor well on triptank, lost 11.4bbis. 9,794.0 9,794.0
13:30 1.50 9.00 6 POOH 10 stds. to 7243 wet, @ 15ft/min, pulled dnj @ 5stds. tripsheet 9,794.0 9,794.0

losses 12 bbls.
15:00 1.00 10.00 22 Monitor well on trip tank loss 12 bph. 9,794.0 9,794.0
16:00 0.50 10.50 6 TlH 3stds. to 7521', no returns 9,794.0 9,794.0
16:30 1.50 12.00 23 Pump out triptank to suction pit, transfer 40bbls. from slugging pit to trip 9,794.0 9,794.0

tank, mix 60bbl. LCMin slugging pit for squeeze job #3.
18:00 1.00 13.00 5 Try to pump ECMsweep, pumps not pumping, work on mud pumps 9,794.0 9,794.0
19:00 1.50 14.50 5 Pump 55bbl. LCMsweep @2bpm, close hy-drill,squeeze LCM pillinto 9,794.0 9,794.0

formation @1bpm DP 677 psi csg 397 psi. shut down pump
20:30 2.00 16.50 22 Monitor well, casing press 412psi, D.P.P. 465psi. final press 104 on drill 9,794.0 9,794.0

pipe, 87 on casing.
22:30 1.00 17.50 22 Bleed off press, open hy-drill,close HCR valve, monitor well on triptank. 9,794.0 9,794.0

( no gain ,no los.)
23:30 0.50 18.00 5 Pump slug & chase same @2BPM. regained returns after pumping 7bbls. 9,794.0 9,794.0

00:00 6.00 24.00 6 POOH from 7521' @10ft./min to 5400', 15ft/min from 5400' to 4800', 9,794.0 9,794.0
20ft/min from 4800'

Mud Check: 9,794.0ftKB, 2'3/2013 12:00
Date Depth (ftKB, Density (ib/gal) Vis (s/q ) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/3/2013 9,792
.0

1:1.70 60 18.0 14.000 8.000 11.000 2.0 2
MBT(lb/bbl) pH Pn (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

245,268.00 27.0 78.1/21.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
482.0

Page 1/2 Report Printed:



RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/4/2013
Report #: 15, DFS: 15

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Mud Check: 9,794.0ftKB, 2/3/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/3/2013 9,794.0 13.70 53 15.0 11.000 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.300 316,127.00 27.0 78.1/21.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
482.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(m) Wt/Len (Ibift) Grade (in) ID Nom Min (in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/4/2013
Report #: 15, DFS: 15

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Mud Check: 9,794.0ftKB, 2/3/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/3/2013 9,794.0 13.70 53 15.0 11.000 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.300 316,127.00 27.0 78.1/21.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
482.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(m) Wt/Len (Ibift) Grade (in) ID Nom Min (in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/4/2013
Report #: 15, DFS: 15

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Mud Check: 9,794.0ftKB, 2/3/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/3/2013 9,794.0 13.70 53 15.0 11.000 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.300 316,127.00 27.0 78.1/21.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
482.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(m) Wt/Len (Ibift) Grade (in) ID Nom Min (in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/4/2013
Report #: 15, DFS: 15

Well Name: Cane Creek 18-1 Daily Depth Progress: 0.00
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Mud Check: 9,794.0ftKB, 2/3/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/3/2013 9,794.0 13.70 53 15.0 11.000 7.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.300 316,127.00 27.0 78.1/21.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
482.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(m) Wt/Len (Ibift) Grade (in) ID Nom Min (in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:



RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/3/2013
Report #: 14, DFS: 14

Well Name: Cane Creek 18-1 Daily Depth Progress: 94.00
APllUWI Well Area Basin Fleid Name License# Permit Number Well Cont1g
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/2/2013 06:00 2/3/2013 06:00 14 9,700.0 9,794.0 94.00
Operations at Report Time

Operations Summary
Rotate &slide from 9700' to 9785', service rig, rotate & slide from 9785' to 9794', cir. strip out 3stds, change rotating rubber, ream from 9691' to 9785', tryedto
sync up down hole tools (failed) mud motor failed, POOH to 8112' holding 550# on casing with halb., trap 517# on casing, transfer 12.1ppg mud to tank farm,
transfer 13.5ppg mud to active pit, wt. up 13.7ppg using 14.5ppg mud. Displacing 12.1ppg mud in hole with 13.7ppg mud
Operations Next Report Period
Drilling
Weather We!Ibore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 7.50 7.50 2 Rotate &slide from 9700' to 9785' 9,700.0 9,785.0
13:30 0.50 8.00 7 Service rig 9,785.0 9,785.0
14:00 0.50 8.50 2 Rotate &slide from 9785' to 9794' 9,785.0 9,794.0
14:30 2.50 11.00 5 Cir. out gas, ( rotating rubber leaking, close hy-driil& hold 500# on back 9,794.0 9,794.0

side)
17:00 1.00 12.00 6 Strip out of hole 3stds. while holding 500# on back side with halb. 9,794.0 9,794.0
18:00 1.50 13.50 22 Change out rotating rubber 9,794.0 9,794.0
19:30 2.00 15.50 3 Equalize press, open hy-drill, ream from 9691' to 9785' 9,794.0 9,794.0
21:30 1.00 16.50 5 Try to sync up with down hole tools, FAllìED, (motor bad) 9,794.0 9,794.0
22:30 3.00 19.50 6 POOH @4min per std. from 9785' to 9112', holding 550# on back side with 9,794.0 9,794.0

Halb.
01:30 0.50 20.00 5 Trap 517# on casing, shut down pump 9,794.0 9,794.0
02:00 1.50 21.50 23 Transfer 12.1ppg mug from active to tank farm, transfer 13.Sppg mud from 9,794.0 9,794.0

tank farm toactive pit &wt. up to 13.7ppg.
03:30 2.50 24.00 5 Displace 12.1ppg mud in hole with 13.7ppg 9,794.0 9,794.0
Mud Check: 9,786.0ftKB, 2/2/2013 14:00
Date Depth (ftKB) Density (ib/gal) Vis (s/q.) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/2/2013 9,786.0 12.05 51 16.0 13.000 8.000 10.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

329,828.00 27.0 84.9/15.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
90.0 22.0 70.0

Mud Check: 9,794.0ftKB, 2/2/2013 14:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/2/2013 9,794.0 12.05 53 16.0 13.000 8.000 10.000 2.0 2
MBT(Ib/bbl) pH Pm (mLlmL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

320,528.00 27.0 84.9/15.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
90.0 22.0 70.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft .. Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,425.0 9,794.0 1,369.00 1/30/2013 12:00 2/2/2013 14:30 55.25 24.8 19.50 35.75 64.71 35.29
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Een (Ib/ft) Grade (in) ID Nom Min(in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
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Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/3/2013
Report #: 14, DFS: 14

Well Name: Cane Creek 18-1 Daily Depth Progress: 94.00
AP1/UWI We11Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00

4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/2/2013
Report #: 13, DFS: 13

We11Name: Cane Creek 18-1 Daily Depth Progress: 200.00
APllUWI Well Area Basin Field Name License # Permit Number Well Cont1g
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

2/1/2013 06:00 2/2/2013 06:00 13 9,500.0 9,700.0 200.00
Operations at Report Time
Drillingahead
Operations Summary
Rotate & slide from 9500' to 9597', service rig, rotate &slide from 9597' to 9612', rotating rubber leaking, close hy-drill& cir. out gas, rack back 3stds while
holding 400# on back side, change rotating rubber, tih3stds, slide from 9612' to 9619', rotating rubber bearing not turning,work pipe thru rubber, resink MWD
tool& troubleshoot same, rotate & slide from 9619' to 9665', rotating rubber failed, close hy-drill, cir. out gas, rack back 2stds, strip thru hy-drillwhile holding
500# on back side with halb., change out rotating rubber holding 500# on back side, strip in hole 2stds, rotate &slide from 9665' to 9700'
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.00 5.00 2 Rotate &slide from 9500' to 9597' 9,500.0 9,597.0
11:00 0.50 5.50 7 Service rig & function lower pipe rams 9,597.0 9,597.0
11:30 2.00 7.50 2 Rotate &slide from 9597' to 9612' 9,597.0 9,612.0
13:30 0.50 8.00 5 Cir, out gas 9,612.0 9,612.0
14:00 0.50 8.50 6 POOH 3stds., holding 400# on back side with halb. 9,612.0 9,612.0
14:30 1.00 9.50 22 Close hy-drill,change out rotating head rubber while holding 400# on back 9,612.0 9,612.0

side with halb.

15:30 0.50 10.00 6 TlH 3stds 9,612.0 9,612.0
16:00 0.50 10.50 2 Slide from 9612' to 9619' 9,612.0 9,619.0
16:30 0.50 11.00 22 Rotating head bearing not turning,work thru rotating rubber with pipe 9,619.0 9,619.0
17:00 1.00 12.00 5 Resink MWD tool&troubleshoot 9,619.0 9,619.0
18:00 3.00 15.00 2 Rotate &slide from 9619' to 9665' 9,619.0 9,665.0
21:00 2.00 17.00 5 Rotating rubber failed, closed hy-drill,cir. out gas 9,665.0 9,665.0
23:00 2.00 19.00 22 Racked pack 2stds. stripped thru hy-drill,with halb. holding 500# on back 9,665.0 9,665.0

side, changed rotating rubber, strip in hole 2stds.
01:00 5.00 24.00 2 Rotate &slide from 9665' to 9700' 9,665.0 9,700.0
Mud Check: 9,612.0ftKB, 2/1/2013 1E:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/q) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/1/2013 9,612.0 12.50 56 17.0 16.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

346,066.00 29.0 83.1/16.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
303.0 65.0 68.0

Mud Check: 9,670.0ftKB, 2/1/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (1b...Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/1/2013 9,670.0 12.10 61 15.0 12.000 7.000 8.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.300 286,872.00 26.5 83.7/16.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
65.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,425.0 9,794.0 1,369.00 1/30/2013 12:00 2/2/2013 14:30 55.25 24.8 19.50 35.75 64.71 35.29
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2/1/2013 9,670.0 12.10 61 15.0 12.000 7.000 8.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.300 286,872.00 26.5 83.7/16.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
65.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,425.0 9,794.0 1,369.00 1/30/2013 12:00 2/2/2013 14:30 55.25 24.8 19.50 35.75 64.71 35.29
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RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/2/2013
Report #: 13, DFS: 13

Well Name: Cane Creek 18-1 Daily Depth Progress: 200.00
APflUWI Well Area Basin Field Name License # Permit Number Well Confg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415

4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Mar. 05, 2013

Sundry Number: 35272 API Well Number: 43019500120000Sundry Number: 35272 API Well Number: 43019500120000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/1/2013
Report #: 12, DFS: 12

Well Name: Cane Creek 18-1 Daily Depth Progress: 655.00
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 4/17/2012 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Frontier 10 Delbert Sullivan Frontier10@Fidelityepco.com (970) 986-4401 1/20/2013 06:00
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

77.75 1.50 25.9 47.1 13.7 34.08 65.92
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

11,301.0 1/28/2013 8,152.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/31/2013 06:00 2/1/2013 06:00 12 8,845.0 9,500.0 655.00
Operations at Report Time
Drillingahead
Operations Summary
Drillfrom 8845' to 9128', service rig &function rams, drillfrom 9128' to 9500'
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 8.50 8.50 2 Rotate &slide from 8845' to 9128' 8,845.0 9,128.0
14:30 0.50 9.00 7 Service rig &top drive, function top pipe rams 9,128.0 9,128.0
15:00 15.00 24.00 2 Rotate &slide from 9128' to 9500' 9,128.0 9,500.0
Mud Check: 9,080.0ftKB, 1/31/2013 14:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/31/2013 9,080.0 13.50 57 19.0 14.000 8.000 11.000 2.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbl) Solids (%) CaCI (ppm) OilWater Ratio

324,334.00 31.0 82.6/17.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
54.0 33.0 70.0

Mud Check: 9,444.0ftKB, 1/31/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Get (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

1/31/2013 9,444.0 13.00 67 18.0 16.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

3.600 306,397.00 29.0 83.8/16.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
217.0 40.0 67.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date ln Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,425.0 9,794.0 1,369.00 1/30/2013 12:00 2/2/2013 14:30 55.25 24.8 19.50 35.75 64.71 35.29
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 8,118.0 23.0 7 6.094 32.00 P-110 7 6.094
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Drilling
Weather Wellbore
Sunny and Clear 18-1 RE-ST
Daily Contacts

Job Contact Position Office
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Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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0
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0
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I
i WELLDATA SUMMARY

FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT # 18-1 Re-Entry ST # I

i
OPERATOR: FIDELITY EXPLORATION & PRODUCTION CO.

I ADDRESs: 1700 Lincoln, Suite 2800, Denver, CO. 80203

WELL NAME: CANE CREEK UNIT # 18-1 Re-Entry Sidetrack # 1

i API#: 43-019-50012-0000

SURFACE LOCATION: NE/NE SEC 18 T26S, R20E
721' FNL & 766' FEL
Grand County, Utah

i FIELD: Big Flat ( Cane Creek Unit)

COUNTY, STATE Grand, Utah

i BASIN: Paradox

WELL TYPE: Horizontal Pennsylvanian Cane Creek

i BASIS OF PROSPECT: Production from Cane Creek m near by wells

ELEVATION: GL: 5,996' KB: 6,018'

SPUD DATE: March 1, 2012

i TD DATE: Febuary 7, 2013

HORIZONTAL TARGET: Cane Creek

i KICK-OFF POINT: 6,900'

TOTAL DEPTH: 10,632'

HORIZONTAL TARGET: Cane Creek
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I
i WELL DATA SUMMARY

FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT # 18-1 Re-Entry ST # l

TVD AT TD: 7604.06'

I BOTTOM HOLE LOCATION: 3108.85' S & 414.17' E
1450.15 FSL & 351.83' FEL Sec 18, T 26S, R 20E

FINAL VERTICAL SECTION: 3134.63'

I
FINAL AZIMUTH: Planned Azimuth 189.47°

I Closure Direction 187.59°

TOTAL DRILLING DAYS 16

STATUS OF WELL: Waiting completion

i CONTRACTOR: Frontier Drilling Rig #10

TOOLPUSHER: Russel Hodges, Allen Nelson

i
FIELD SUPERVISORs: Mark Lewis, Delbert Sulivan, David Serrette, Tucker Yancey

MUD COMPANY: NOV Bariod
Bruce Butler, Moe Butler, Clark Slevers, Eric Mascarenas

i
MUD TYPE: Oil Base, Lime free

WELLSITE GEOLOGISTs: Hal Schmidt, Sam Spencer

PROSPECT GEOLOGIST: Robert Flook, Dave List, Fidelity.

ROCK SAMPLING: 10' and 30' Lagged Samples in Cane Creek
Two sets of dry sample cuts were collected.

DIRECTIONAL DRILLERS: Pathfinder
Doug Tanner, Johnathan Rice

i
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I
i WELL DATA SUMMARY

FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT # 18-1 Re-Entry ST # l

MWD: Pathfinder
Stewart Robertson, Paul Foreman

i CASING: 20" Conductor @97': 13 3/8" @ 928'
9 5/8" @4,237': 7" @8,112'
4 1/2" Liner 10,633'

HOLE SIZE: 6" 8,118' to 10,633' TD Sidetrack # 1Lateral

I
i CORES and DST's: None

WIRELINE: Thru-Bit

KEY OFFSET WELLS Nearby production from Cane Creek Shale

i
I
i
I
i
I
i
I

I
i WELL DATA SUMMARY

FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT # 18-1 Re-Entry ST # l

MWD: Pathfinder
Stewart Robertson, Paul Foreman

i CASING: 20" Conductor @97': 13 3/8" @ 928'
9 5/8" @4,237': 7" @8,112'
4 1/2" Liner 10,633'

HOLE SIZE: 6" 8,118' to 10,633' TD Sidetrack # 1Lateral

I
i CORES and DST's: None

WIRELINE: Thru-Bit

KEY OFFSET WELLS Nearby production from Cane Creek Shale

i
I
i
I
i
I
i
I

I
i WELL DATA SUMMARY

FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT # 18-1 Re-Entry ST # l

MWD: Pathfinder
Stewart Robertson, Paul Foreman

i CASING: 20" Conductor @97': 13 3/8" @ 928'
9 5/8" @4,237': 7" @8,112'
4 1/2" Liner 10,633'

HOLE SIZE: 6" 8,118' to 10,633' TD Sidetrack # 1Lateral

I
i CORES and DST's: None

WIRELINE: Thru-Bit

KEY OFFSET WELLS Nearby production from Cane Creek Shale

i
I
i
I
i
I
i
I

I
i WELL DATA SUMMARY

FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT # 18-1 Re-Entry ST # l

MWD: Pathfinder
Stewart Robertson, Paul Foreman

i CASING: 20" Conductor @97': 13 3/8" @ 928'
9 5/8" @4,237': 7" @8,112'
4 1/2" Liner 10,633'

HOLE SIZE: 6" 8,118' to 10,633' TD Sidetrack # 1Lateral

I
i CORES and DST's: None

WIRELINE: Thru-Bit

KEY OFFSET WELLS Nearby production from Cane Creek Shale

i
I
i
I
i
I
i
I



I
i FIDELITY EXPLORATION AND PRODUCTION

DISTRIBUTION
CANE CREEK UNIT# 18-1 RE ST # 1

i
i Geological Final Mud Digital mud Well

DISTRIBUTION Report Log prints log Cuttings

i Fidelity Exploration and Production Co.
Drilling Manager
Bruce Houtchens 3 3 3 0

1700 Lincoln St. Suite 2800,
Denver CO 80203

Fidelity E&P Co.

I Bob Flook
1700 Lincoln 1 1 1 1
Suite 2800

Denver CO 80203

i
i Dave Koval

Fidelity Exploration and Production
1700 Lincoln St. 1 1 1 1

DenS eC2O800203

i State of Utah
Division Oil Gas and Mining

P.O. Box 145801
1 0 1 1

i 1594 W. Temple
Suite 1210

Salt Lake City, UT 84114-5801

Bureau of Land Management
Moab Field Office

1 0 0 082 E. Dogwood
Moab, UT 84532
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i
i DAILY DRILLING SUMMARY

FIDELITY EXPLORATlON AND PRODUCTION
CANE CREEK UNIT # 18-1 RE ST # 1

i DEPTH 24 HR
DAY DATE2013 06:00HRS FOOTAGE BIT# 24HRACTIVITY FORMATION

1 22-Jan 6885 0 PU 4" Drill pipe Cane Creek

PU 4" Drill pipe, TIH to 5,800' circulate. Snank new
drilling line on blocks, TIH to 6840'. Circulate Latch onto
bridge plug Monitor well for flow. retrive Bridge Plug

2 23-Jan 6885 0 TOOH LDpacker, Function test BOP Cane Creek
Finish Lay Down tools. MU bit TIH Wash and ream from

I 7" shoe to 8,701' hole packing off, pull 2 stands, slowly
ream back to 8,700'.

3 24-Jan 8700 56 1 Cane Creek
Wash and ream to 8,756' Hole sloughing 2mm angular
Black Shale chips, Pull 2 stands, Check for flow, Pump

4 25-Jan 8756 0 1 slug, TOOH Cane Creek

PU 2 7/8" tubing stinger. TlHCement plug back to
5 26-Jan 8756 -956 1 casing shoe @8,118', TOH Lay down 2 7/8" tubing Cane Creek

i TIH tag cement @7800' w/ bit circulate, wash cement
drill cement to 8,152'. Pump slug TOOH, LD bit, PU

6 27-Jan 7800 352 2 directional tools Cane Creek

i I
TIH w/ Directional tools, Cur trough 8150-8160' Start
time drilling f/ 8,160' to 8,190'. Drill and slide f/ 8,190'

7 28-Jan 8152 99 2 to 8,251' Cane Creek

Drill f/ 8,251' to 8,425' IPZIGtool failed. Pump slug.
8 29-Jan 8251 174 2 TOOH PU new motor/ Ipzig. TIH Cane Creek

i TlHfill pipe every 20 stands. @8,000' slip and cut 75'
9 30-Jan 8425 420 2 Drilling line, TlH, Drill f/ 8,425' to 8,845' Cane Creek

Drill f/ 8,845' to 9,128' sevrice rig, Drill f/ 9,128' to

10 31-Jan 8845 659 2
9,504'

Cane Creek

Drill f/ 9,504' to 9,597' Rig service, Drill f/ 9,597' to
9,612'. Circulate gas out of hole. TOOH 3 stands. Change
out Halliburton Rotating Head. TIH. Drill f/9,612' to
9,619' Re sync MWD tool. Drill f/ 9,619' to 9,666' Puli 2
stands replace Halliburton Rotating Head. TIH 3 stands.

11 1-Feb 9504 188 2 Drill f/ 9,666' to 9,692' Cane Creek

Drill f/ 9,692' to 9,785' Rig service. Function test upper
pipe rams. Drill f/ 9,785' to 9,794' Circulate out gas and
oil. Rotating head leaking, Pull 3 stands, replace rotating
head, TlH Circulate, mudmotor failure. MWD failure re-

I sync tool. Pull 4 min/stand f 9,794' to 8,112'. Trap
pressure 517 psi. Transfer mud f/tank farm to active,

12 2-Feb 9692 102 2 Displace 12.0 mud w/ 13.7 mud. Cane Creek
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oil. Rotating head leaking, Pull 3 stands, replace rotating
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I sync tool. Pull 4 min/stand f 9,794' to 8,112'. Trap
pressure 517 psi. Transfer mud f/tank farm to active,

12 2-Feb 9692 102 2 Displace 12.0 mud w/ 13.7 mud. Cane Creek
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i DAILY DRILLING SUMMARY

FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT # 18-1 RE ST # 1

i
DEPTH 24 HR

I DAY DATE2013 06:00HRS FOOTAGE BIT# 24HRACTIVITY FORMATION

Circulate at shoe, Hole seeping mud. Squeeze LCM
vangaurd at shoe, up to 563 psi. Bleed off pressure. Pull

I out 10 stands. Monitor well for flow. Hole loosing 6
bbl/hr. TlH Losses last 24 hrs ~106 bbl. TlH3 stands,
Squeeze LCMvangaurd 5#/bbl. Pump 13.7 into

13 3-Feb 9794 O 2 annulus. Monitor well. Pump slug, TOOH Cane Creek

14 4-Feb 9794 0 2 TOOH, LD motor, IPZIG,PU new motor/IPZIG, TIH Cane Creek

TIH to 8140', circulate out 13.7 mud in casing, wash to
15 5-Feb 9794 46 2 bottom 9,794'. Drill f/ 9,794' to 9,840' Cane Creek

Drill f/ 9,840' to 9,974' Rig service. Drill f/ 9,974' to
16 6-Feb 9840 447 2 10,287' Cane Creek

Drill f/ 10,287' to 10,538' Service rig. Drill f/ 10,538' to
10,632' TD well. Circulate, Hold 500 psi on well w/

17 7-Feb 10287 346 2 Halliburton MPD, Strip drill pipe to casing shoe 8,130' Cane Creek

Monitor hole for flow. No flow. Displace 12ppg mud w/
13.7 ppg BM. Hole taking mud. Displace 13.7 ppg OBM
w/ 13.6 PPG OBM. Monitor hole for flow. Pull 10 stands

i to 7242'. Flow check. TOOH Wet, LD Directional tools.
18 8-Feb 10633 0 PU Thru Bit bit/float TlH Cane Creek

i TlH, to 8000' Displace 13.6 mud w/12.1 ppg OBM, TlH
to 9475' Strip in hole holding 475# w/ Halliburton MPD.

19 9-Feb 10633 0 Circulate out gas, 1700 units. Strip in Hole Cane Creek

i TlH , Circulate at 10,633'. Rigup Thru-Bit wireline. Pump
down logging tools. Deploy tools. TOOH Logging w/

20 10-Feb 10633 0 Thru-Bit to 6,900' Cane Creek

i Monitor well, Displace 12.1 OBM w/ 13.6 # ppb OBM,
Pump slug, TOOH Lay down Thru-Bit/float, Function all

i Pipe rams. Clean floor, PJSM w/ casers. Rig up casers
and lay down truck, Make up shoe/ Float, Run 89 joints

21 11-Feb 10633 0 4 1/2" 13 # P-110 BTC Casing Make up liner hanger, TIH Cane Creek

i TlH w/ Liner to 8117 Circulate out 13.6 #OBM w/ 12.1
# OBM. TlH 7 stands, Circulate, Hole taking mud and

22 12-Feb 10633 0 packing off with LCM. TOOH 10 stands. Cane Creek

i Run liner into hole, rotate and wash down Circulate at
10,633' . Drop ball to shear and set hanger/packers
sealc. Rig up cementers. Cement liner. Hole started to

23 13-Feb 10633 0 flow mud. Shut in well. 500# on casing. Cane Creeki 24 14-Feb 10633 0 WOC.Geologists released Cane Creek
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GEOLOGICAL REPORT

INTRODUCTION

I The Fidelity Exploration & Production Co. Cave Creek Unit #18-1, located in NE NE, Section 18, T26S,
R20E was spudded in the Triassic/Jurassic, Kayenta Formation on March 1, 2012. The vertical pilot hole
was drilled to a total depth of 7849' (driller) 7868.5' (electric log) bottoming in the Pennsylvanian,
Paradox Formation, Salt #22 on March 18, 2012. This vertical pilot hole was plugged back with cement
to 6915' in order to kick off and drill a horizontal lateral in a defined target zone within the Cane Creek
Shale member.

I The horizontal lateral #18-1-H was directionally drilled from 6919' in the vertical hole, at a build rate of 8
feet per 100 feet with an azimuth of 190 degrees, landing with a hole inclination of 90 degrees at 8118'
md, 7705.5' tvd in the Cane Creek Shale. Seven inch diameter casing was set and cemented at 8118'md.

I The horizontal lateral was then drilled at an azimuth of approximately 188 degrees, to total depth of
9272'md, 7692.72' tvd.

A 24 hour, two man geologist well site service began on March 4, 2012 at 928', the base of surface
casing. An MSI chromatograph was used to record total gas along with the various gas components of
C-1through C-4. The total gas readings were displayed on the rig electronic data recorder screen
"Pason" for viewing by operating personnel at the rig. The total gas and the various gas components
recorded were plotted at lagged depth to compile a permanent mudlog record of drilling parameters,
the lithology drilled, along with hydro carbon shows.

VERTICALPILOT HOLE

JURASSIC,TRIASSIC, PERMIAN

The well spudded in the Triassic/Jurassic, Kayenta Formation and was drilled with air /water to 928'in
the Triassic, Moenkopi Formation where surface casing was set and cemented. Geologic service
started at this depth. Air/ water continued to be used as a drilling medium as drilling resumed. The

i Moenkopi consisted of predominately red-brown, micaeous, shale and rusty, red-brown, sandy, shaly,
siltstone with some interbeds of gray-brown to reddish-brown sandstone.

I The Permian, Cutler Group was encountered at 1188'based on a change in lithology to thick, massive,
orange to red-brown, very fine to coarse grained, micaeous sandstone. This lithology persisted to
approximately 2060' where a few thin, gray, limestone interbeds were present to 2360'. Below this

i depth, the sandstones became coarse to very coarse ranging to conglomerate, which contained pebbles
of white to gray limestone.

PENNSYLVANIAN

Honaker Trail Formation

i At 2510' the Honaker Trail Formation was marked by a general color change from red-brown to gray and
a marked increase in interbeds of light to medium gray, cream colored, dense, crypto-crystalline
limestone and dark gray to gray-white, very fine to fine grained, well sorted, quartz sandstone. The
percentage of limestone increased and sandstone decreased until at 3150' the samples became 100%
limestone. The limestone was generally light gray-white to light brown in color, micro-crystalline, dense,
hard, tight and contained moderate amounts of oolites. The basal 400 feet from approximately 3600' to
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3980' was marked by the occasional presence of thin black, calcareous shale and white to dark brown
chert.

Paradox Formation

The Paradox formation was picked at 3980'. Lithology consisted of limestone, light gray to tan in color,
mottled in part with occasional minor amounts of medium gray-brown, argillaceous limestone. Shale
was black to dark gray in color and carbonaceous. The upper 300' of the Paradox Formation was drilled
with aerated water and Salt #1dissolved as it was being drilled. Salt #1and Clastic #1\ithology were
inferred on the mudlog by correlation and the rate of penetration. Drilling was halted at 4237' in Clastic
#1in order to set intermediate casing. Due to intermittent poor or no returns and periodic unloading of
water from the hole with air pressure, no reliable samples were obtained of Clastic #1. The sample that
was obtained consisted 100% of cavings from up the hole. Intermediate casing was set at 4237' and
drilling resumed using a PDC type bit, mud motor and oil base mud as a drilling medium.

With the change to oil base mud, meaningful gas detection became possible because of the absence of
air diluting the drilling fluid. While drilling ahead gas increases were recorded from various zones as
detailed below.

Clastic #1: 4240'to 4270', 256 units from black shale. Gas was largely methane.

I Clastic #2: Gas increased to 510 units from 4420' to 4462' primarily from black, organic, carbonaceous,
shale and light to medium gray, silty, dolomite The chromatograph indicated the gas was composed of
methane and ethane with a very minor amount of propane.

Salt #3: At 4482' to 4502' gas increased 3700 units above a background of 27 units. The zone appears to
be composed of salt and the gas is interpreted as coming from fractures. Methane through butane
gases were detected by the chromatograph

Clastic #4: Gas increased to 2912 units from a background of 1270 units at 4701' to 4715'. The origin
appears to be black, organic, sooty shale.

Clastic #10: Gas was recorded to 2800 units at 5826' to 5832'. The increase was from black shale. The
chromatograph indicated the gas composition ranged from methane through butane.

Clastic #12: A black shale from 6058' to 6072' gave a gas increase to 750 units. C-1to C-4 were present.

Salt #15: Up to 1660 units of gas, consisting of C-1thru C-4, was recorded while drilling fractured salt
at 6300' to 6311'.

CANE CREEKSHALE 7652' (-1634')sample, 7665' (-1647)electric log

The upper one third of the Cane Creek Shale is composed of alternating thin beds of anhydrite, black
shale and dolomite. Anhydrite tends to predominate towards the top of the interval.

Black, radioactive, carbonaceous, sooty shale and light to medium gray, silty, argillaceous dolomite are

i the predominate lithology in the middle of the Cane Creek and this is the principal productive interval in
the shale. Overall background gas increased to 200 units while drilling the Cane Creek Shale, with peaks
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3980' was marked by the occasional presence of thin black, calcareous shale and white to dark brown
chert.

Paradox Formation

The Paradox formation was picked at 3980'. Lithology consisted of limestone, light gray to tan in color,
mottled in part with occasional minor amounts of medium gray-brown, argillaceous limestone. Shale
was black to dark gray in color and carbonaceous. The upper 300' of the Paradox Formation was drilled
with aerated water and Salt #1dissolved as it was being drilled. Salt #1and Clastic #1\ithology were
inferred on the mudlog by correlation and the rate of penetration. Drilling was halted at 4237' in Clastic
#1in order to set intermediate casing. Due to intermittent poor or no returns and periodic unloading of
water from the hole with air pressure, no reliable samples were obtained of Clastic #1. The sample that
was obtained consisted 100% of cavings from up the hole. Intermediate casing was set at 4237' and
drilling resumed using a PDC type bit, mud motor and oil base mud as a drilling medium.

With the change to oil base mud, meaningful gas detection became possible because of the absence of
air diluting the drilling fluid. While drilling ahead gas increases were recorded from various zones as
detailed below.

Clastic #1: 4240'to 4270', 256 units from black shale. Gas was largely methane.

I Clastic #2: Gas increased to 510 units from 4420' to 4462' primarily from black, organic, carbonaceous,
shale and light to medium gray, silty, dolomite The chromatograph indicated the gas was composed of
methane and ethane with a very minor amount of propane.

Salt #3: At 4482' to 4502' gas increased 3700 units above a background of 27 units. The zone appears to
be composed of salt and the gas is interpreted as coming from fractures. Methane through butane
gases were detected by the chromatograph

Clastic #4: Gas increased to 2912 units from a background of 1270 units at 4701' to 4715'. The origin
appears to be black, organic, sooty shale.

Clastic #10: Gas was recorded to 2800 units at 5826' to 5832'. The increase was from black shale. The
chromatograph indicated the gas composition ranged from methane through butane.

Clastic #12: A black shale from 6058' to 6072' gave a gas increase to 750 units. C-1to C-4 were present.

Salt #15: Up to 1660 units of gas, consisting of C-1thru C-4, was recorded while drilling fractured salt
at 6300' to 6311'.

CANE CREEKSHALE 7652' (-1634')sample, 7665' (-1647)electric log
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of 300 units from the radioactive black shales in the 7668' to 7678' interval. Methane, ethane and
propane gases were identified by the chromatograph.

The lower one third of the Cane Creek is dominated by anhydrite and dolomite with some black shale.
Background gas continued at 200 units and slowly decreased to 125 units when Salt #22 was drilled.

The well reached 7849' in massive Salt #22, where total depth was called for the vertical pilot hole.
Electric logs were run and sidewall cores were taken before plugging back to drill a horizontal lateral.

I HORIZONTAL LATERAL 18-1-H

I The Cane Creek Shale was topped at 7882'md, 7664' tvd in the horizontal lateral. At 7942' to 7974' gas
from black shale increased to 200 units from a background of 30 units. Methane and ethane gases
were present. At 7989' to 8022' a second black shale zone gave a similar gas increase of 157 units. Mud

I weight while drilling varied from 15.6 to 15.9 ppg. The 8 ½ inch hole reached a total depth in the B zone
dolomite at 8118'md, 7705.5'tvd landing at an inclination of 90 degrees. Seven inch casing was run and
cemented.

Drilling resumed with a 6 inch (pdc type) bit, drilling ahead in the target B zone dolomite to 8380'md
where the lithology changed to anhydrite and then to black shale at 8400'md, 7702'tvd. The directional
tool gamma ray recorded low readings where anhydrite was drilled and higher 100+ readings in the
black shale. Pathfinder Directional Co. using their PZS tool and interpretation software, interpreted this
change in lithology as being due to a fault. The change in lithology can also be attributed to drilling
stratigraphically higher in the section and into the base of the"Hot" black shale which lies immediately
above the target dolomite near the top of the B zone. At 8430'the lithology changed back to dolomite
with a minor amount of anhydrite. As drilling proceeded, the gamma ray values continued to be
elevated at 100+ cps, indicating the possible influence of the radioactive black shale which was
interpreted to lie immediately above the nearly horizontal well path.

Drilling proceeded in dolomite some 300 feet to 8670'md, 7699'tvd where black shale was encountered.

I The gamma ray values which had remained at 100 cps while the 300 feet was drilled, increased to 120
cps when the black shale zone was drilled. Gas increased to 278 units from a background of 48 units in
the interval from 8670' to 8738'md. At 8738' the gamma ray decreased to 60 cps and anhydrite was

i present along with dolomite in the samples, indicating we had dropped downward into the upper B
zone target dolomite.

The well path slowly dropped in tvd to 7701' at 8870'md. From this point, gas increased to 8960'md,

I peaking at 380 units. Gases from methane to butane were present. Minor amounts of black shale were
present but the dominate lithology was dolomite with some anhydrite.

I An abrupt change to anhydrite occurred at 8960' along with a decrease in gamma values to 15 cps and
an unanticipated normal fault was interpreted to account for the sudden change. A sharp spike in the
gamma values at 8948' may indicate the faults location. The fact that the fault was of small enough

I magnitude to not be mapped by seismic indicates this anhydrite is probably the one that lies
immediately below the base of the B zone and marks the top of the underlying C zone. Seismic data
indicated that the south trending lateral at this point should be drilling formations dipping northward at

i

I
i
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2.5 to 3 degrees. As the inclination of the well path was slightly downward at 88 degrees it was obvious
that the well path needed to be deviated sharply upward in order to overcome the formation dip and
drill through the anhydrite and back up into the B zone target. Numerous up slides were employed to
deviate the well path upward from an inclination of 88 to 92 but the formation dip was not overcome

i and as a result, the bit drilled through the base of the anhydrite and into underlying black shale at
9020'md, 7704'tvd. Anhydrite was again drilled at 9100'md along with some dolomite. Up slides
continued to be used to bring the bit up and drill through the upper C zone anhydrite, but they were not

i successful. The bit continued to drill the black shale immediately below the anhydrite to 9272'md
where total depth was called. This was necessary to avoid an upcoming fault at 9300'md mapped by
seismic, which could have caused the well to penetrate into Salt #22 which underlies the Cane Creek
Shale, C zone.

The section drilled from 9020'md to 9272'md encountered elevated connection and downtime gas
increases of 3000 to 4000 units. The black shale was noticeable for being very organic and sooty with
very high gamma values indicative of a high organic content. Gas increases were recorded throughout
the interval peaking at 1938 units at 9194'md. Based on experience in the area and the shows
encountered, the operator decided on an "open-hole" completion.

HORIZONTALLATERAL18-1H-SIDETRACK #1

i Oil production was established from the 18-1H Iateral, but after some months of declining production it
became apparent that the lateral was becoming plugged off and needed to be cleaned out. The decision
was made to re-enter and extend the lateral to enhance production. The hole was re-entered and clean
out operations commenced with much washing and reaming to 8756', Here it was found that the
uncased hole had partially or completely collapsed and re-drilling the lateral was not practical. It was
decided to plug back with cement to 8158' and drill a new lateral paralleling the original hole.

I The sidetrack lateral kicked off the plug at 8158' and was drilled ahead in the B zone target dolomite
following the upward dipping formation. At 9000'md, gamma ray values of 100+ cps and minor
amounts of black shale in the samples indicated that the bit was drilling near the top of the B zone, just

i below the B-1 black shale marker bed. Near 9250'md, several mud motor stalls and minor gas increases
indicated fractures were being drilled.

I At 9400'to 9600'md, gas values of 1000 to 2000 units became significant. Mud weight was 13 ppg which
was lowered to 12.8 to slow mud losses in this interval. At 9600'md to 9900'md numerous fractures and
associated mud losses of up to 40bbls in one hour were noted. This resulted in the lowering of the mud
weight to 12.1ppg to balance formation pressure. While the lateral was mostly located in the upper B
zone dolomite , the B-1 black shale at the top of the target, was penetrated twice in this interval as
indicated by high gamma values and samples. Gas through this interval was generally over 3000 units
with brief 30' flares. The IPZIGtool, a gamma ray spike anomaly and motor stall indicated a fault at
9737' but significant structural displacement of the formation was not evident.

From 9900' to 10,632' total depth, the stratigraphy drilled was the target B zone dolomite. Black shale

I was noted in the samples, but the size and shape of the cuttings indicated they were hole cavings,
probably from the black shale drilled at 9700' to 9800'. Recorded gas values were elevated throughout
the interval at over 4000 units with some scattered brief 30 to 15 foot flares. Mud weight was

i maintained at 12.0ppg through the interval. Mud loss of over 200 bbls in 24 hours and numerous motor
stalls indicate formation fractures are present. All of the above, indicate that this sidetracked lateral
has the potential for significant oil production.

I

I
i
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BIT RECORD
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEK# l8-l RE ST# l

FIDELITY EXPLORATION
OPERATOR: & PRODUCTION CO. CONTRACTOR: Frontier Drilling Rig 10 SPUD DATE: March l, 2012

Full Circle 142'
CANE CREEK UNIT # 18-1 Bootstrap 1000 HP

WELL NAME: Re-Entry Sidetrack # 1 RIG MAKE: Diesel Electric

LOCATION: NE/NE SEC 18 T26S, R20E PUMPS: 2 China 1600 12" TD DEPTH/ DATE: 10,632' Febuary 7, 2013
72 l' FNL & 766' FEL

GROUND
LEVEL: 5,996'

KELLY
BUSHING: 6,018'

RR1 6" DIA 6GR117G 3x16 703166 6885 8,758' 1873 38 49.3 clean out

2 6" LOGIC PDC 6x18 PLT613S 8150 10,632' 2482 123.5 20.1
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I
i FORMATION TOPS

FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT #18-1 RE ST #1

Well Name: Fidelity Cane Cre ik Unit # 18-1
Location: Sec 18, T26S, R 20E

Elevation: KB: 6,018'
FORMATIONi Prognosis Prognosis Subsea Sample top

/ ZONE

Kayenta Surface Surface

i Wingate 44' 5,974'
Chinle 401' 5,617'
Moenkopi 750' 5,268'

I Cutler 1,216' 4,802' 1,188'
Honaker Trail 2,623' 3,395' 2,510'
Paradox Formation 3,919' 2,099' 3,980'

i Salt 1 4,148' 1,870' 4,11T
Intermediate Casing Pt. 4,408' 1,610' 4,237
Clastic 2 4,62T 1,391' 4,386'

i Salt 3 4,681' 1,337 4,476'
Clastic 3 4,831' 1,18T 4,542'
Salt 4 4,864' 1,154' 4,57T

I Clastic 4 4,993' 1,025' 4,701'
Salt 5 5,050' 968' 4,762'
Clastic 5 5,346' 672' 5,029'
Salt 6 5,369' 649' 5,056'
Clastic 7 5,551' 467 5,246'
Salt 8 5,595' 423' 5,320'
Clastic 8 5,745' 273' 5,436'
Salt 9 5,779' 239' 5,486'

Clastic 10 6,037 -19' 5,790'

Salt 13 6,269' -251' 6,075'

I Clastic 14 6,435' -417 6,24T
Clastic 19 7,021'
Salt 20 7,453' -1,435' 7,062'?

I Clastic 20 7,598' -1,580' 7,222'
Salt 21 7,615' -1,59T 7,232'
Top Cane Creek 7,969' -1,951' 7,652'

I Cane Creek Shale B 7,989' -1,971' 7,680'
Horizontal Tartget 8,005' -1,987 7,690'

Base Cane Creek Sh. 8,051' -2,033' 7,749'

i Salt 23 8,075' -2,057'

TD 8,200' -2,182' 7,849'

I

I
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FIDELITY EXPLORATION AND PRODUCTION
INVERT MUO REPORTS

CANE CREEK UNIT # 18-1RE ST # 1

i i , I i i

I
DATE Flow Line ELECTRIC

DEPTH WT FV PV YP I GELS API FILT OIL/WATER i CORRECTED SOLIDS MgCl2%wt CaCl2mg/l
2013 Temp I I STABILITY CaCl2%wt

23-Jan 6885 14.00

24-Jan 8151 59 13.90 69 19 11 5/7 2 77.9/22.1 446 29.35 2.15 27.25 324,687

25-Jan 8759 60 14.50 60 24 11 6/9 2 80.3/19.7 650 31.48 2.42 30.60 371,144

26-Jan 8759 60 14.55 60 24 13 8/10 2 80.6/19.4 781 30.48 2.42 30.60 371,144

27-Jan 7300 73 14.60 73 25 14 8/11 2 78.8/21.2 690 30.82 5.09 28.80 307,205

28-Jan 8163 60 14.10 80 24 15 9/11 2 80.9/19.1 660 30.39 0.37 30.17 381,833

29-Jan 8413 66 13.80 68 23 16 9/12 2 80.6/19.4 850 30.75 3.10 24.17 266,336

30-Jan 8450 64 13.80 68 23 16 10/12 2 80.6/19.4 905 29.61 6.43 27.78 276,890

31-Jan 9080 70 13.50 57 19 14 8/11 2 82.6/17.4 1100 28.75 2.68 27.69 324,334

1-Feb 9612 68 12.50 56 17 16 8/11 2 83.1/16.9 1175 26.70 4.01 30.86 346,066

2-Feb 9786 70 12.05 51 16 13 8/10 2 84.5/15.1 1250 24.87 3,55 29.07 329,828

3-Feb 9794 66 13.70 60 18 14 8/11 2 78.1/21.9 920 25.36 1.97 22.42 245,268

4-Feb 9794 na 13.60 53 16 12 8/10 2 81.9/18.1 770 26.20 1.27 25.04 304,291

5-Feb 9794 70 12.10 49 15 12 8/10 2 82.9/17.1 960 21.86 2.03 25.07 294,361

6-Feb 10100 70 12.05 50 13 12 7/10 2 82.8/17.2 1047 21.74 4.55 25.73 271,423

7-Feb 10461 82 11.95 49 13 13 7/10 2 85.5/14.5 1090 21.16 6.42 30.21 310,188

8-Feb 10633 68 13.50 50 12 12 7/10 2 85.7/14.3 1020 27.35 5.57 32.17 354,945

9-Feb 10633 65 12.10 49 15 12 8/10 2 82.9/17.1 960 21.86 2.03 25.07 294,361

10-Feb 10633 76 12.10 49 15 11 8/10 2 84.9/15.1 1105 24.26 5.82
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9-Feb 10633 65 12.10 49 15 12 8/10 2 82.9/17.1 960 21.86 2.03 25.07 294,361

10-Feb 10633 76 12.10 49 15 11 8/10 2 84.9/15.1 1105 24.26 5.82
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Fidelity Cane Creek Unit # 18-1RE ST # 1 Gamma vs. Vertical Section
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Fidelity Cane Creek Unit # 18-1 RE ST # 1 TVD vs. GR, ROP, Gas
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RECEIVED: Apr. 02, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT #18-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 PARK ROAD 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0721 FNL 0766 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 4 /2 /2013

April 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
NOTICE OF INTENT

Approximate date work will start:
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 02, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/2/2013

RECEIVED: Apr. 02,

Sundry Number: 36169 API Well Number: 43019500120000
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Accepted by the
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N/A 4/2/2013
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STATE OF UTAH
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5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1
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FIDELITYE&P COMPANY 43019500120000
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0721 FNL 0766 FEL
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CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
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SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:
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N/A 4/2/2013

RECEIVED: Apr. 02,



RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/27/2013
EglcratedPredytic Cupr.y Report #: 25

Well Name: Cane Creek 18-1
APIlUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (11) CF Elev (It) KB-Ground Dîstance (ft) KB-CF (ft) Spud Dale Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/8/2013 5/22/2012 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Repott Start Dale Report End Date

3/27/2013 06:00 3/28/2013 06:00
Operations at Report Time
Run paraffin cutter. Cont to flow well.
Operations Summary
Run paraffin cutter. Cont to to flow well.
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Confact Positlon Office
Paul Nicholas Company Man IWSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (fir) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 FBCK Flowtest well FTP- 2232# SICP- 1124# choke-8/64"

08:00 1.00 3.00 WLRU MIRUCutter wireline.Prep to cut paraffin,
09:00 2.50 5.50 WLWK RIHw/ 2.125" wt bars, 2.375" paraffin cuttertools. Lubricate the tools in

and cut paraffin. The toolsstarted to float at the sulface, they floated all the
way to 3000'. There was no tag of paraffin but the toolswere restricted of
falling easily. The tools began falling easy from 3000' to 6700'. Flow the
well during the cutting job. ROOH w/ tools. Move slowly up hole to keep
from swabbing in the well. No flow was interrupted during the job.

11:30 1.00 6.50 WLRD RD the wireline.NU the top ofthe tree. Tum welloverto flowlesters.
12:30 17.50 24.00 FBCK Flowlest well.

0600 hrs: FTP- 2264# SICP- 1088# Choke- 8/64" Fluid last 24 hrs: Oil-
269 bbis Water-O bbls Cont to flowlest well.

Casing & Liners
Set Depth OD Nom Niax ID Nom Min Prop

Run Date Csg Des (flKB) Top (ftKB) OD {in) ID (in) WilLen {lbilt} Grade (In) (in) Run?
Conductor 75.8

3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 0.0 9 SIB 8.681 47.00 P-110 9 5/6 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (flKB) Weight/Length (lb/ft) String Grade String Lengih (ft) Top Depth (ftKB}

Rod Components
flem Des OD (In) Wt (ib/ft) Grade Len {fi} Jts

Tubing
Tubing Description Run Date Pull Date Set Depth {ftKB) Weighi/Length (Iblit) Siring Grade String Length (ft) Top Depth (itKB)

Tubing Components
Item Des OD (in) Wt (Ibift) Grade Len (ft) Jis

Stimulations &Treatments
Date Type String Wellbore SIîmífreat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name FluidType Dens Fluid (1. pH FilterSize (in} Desc<iption

Fluid Additives
Additive Amount Units Concentration (%)

Page 1/2 Report Printed:
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EglcratedPredytic Cupr.y Report #: 25
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from swabbing in the well. No flow was interrupted during the job.
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APIlUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (11) CF Elev (It) KB-Ground Dîstance (ft) KB-CF (ft) Spud Dale Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/8/2013 5/22/2012 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Repott Start Dale Report End Date

3/27/2013 06:00 3/28/2013 06:00
Operations at Report Time
Run paraffin cutter. Cont to flow well.
Operations Summary
Run paraffin cutter. Cont to to flow well.
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Confact Positlon Office
Paul Nicholas Company Man IWSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (fir) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 FBCK Flowtest well FTP- 2232# SICP- 1124# choke-8/64"

08:00 1.00 3.00 WLRU MIRUCutter wireline.Prep to cut paraffin,
09:00 2.50 5.50 WLWK RIHw/ 2.125" wt bars, 2.375" paraffin cuttertools. Lubricate the tools in

and cut paraffin. The toolsstarted to float at the sulface, they floated all the
way to 3000'. There was no tag of paraffin but the toolswere restricted of
falling easily. The tools began falling easy from 3000' to 6700'. Flow the
well during the cutting job. ROOH w/ tools. Move slowly up hole to keep
from swabbing in the well. No flow was interrupted during the job.

11:30 1.00 6.50 WLRD RD the wireline.NU the top ofthe tree. Tum welloverto flowlesters.
12:30 17.50 24.00 FBCK Flowlest well.

0600 hrs: FTP- 2264# SICP- 1088# Choke- 8/64" Fluid last 24 hrs: Oil-
269 bbis Water-O bbls Cont to flowlest well.

Casing & Liners
Set Depth OD Nom Niax ID Nom Min Prop

Run Date Csg Des (flKB) Top (ftKB) OD {in) ID (in) WilLen {lbilt} Grade (In) (in) Run?
Conductor 75.8

3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 0.0 9 SIB 8.681 47.00 P-110 9 5/6 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (flKB) Weight/Length (lb/ft) String Grade String Lengih (ft) Top Depth (ftKB}

Rod Components
flem Des OD (In) Wt (ib/ft) Grade Len {fi} Jts

Tubing
Tubing Description Run Date Pull Date Set Depth {ftKB) Weighi/Length (Iblit) Siring Grade String Length (ft) Top Depth (itKB)

Tubing Components
Item Des OD (in) Wt (Ibift) Grade Len (ft) Jis

Stimulations &Treatments
Date Type String Wellbore SIîmífreat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name FluidType Dens Fluid (1. pH FilterSize (in} Desc<iption

Fluid Additives
Additive Amount Units Concentration (%)

Page 1/2 Report Printed:

Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/27/2013
EglcratedPredytic Cupr.y Report #: 25

Well Name: Cane Creek 18-1
APIlUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (11) CF Elev (It) KB-Ground Dîstance (ft) KB-CF (ft) Spud Dale Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/8/2013 5/22/2012 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Repott Start Dale Report End Date

3/27/2013 06:00 3/28/2013 06:00
Operations at Report Time
Run paraffin cutter. Cont to flow well.
Operations Summary
Run paraffin cutter. Cont to to flow well.
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Confact Positlon Office
Paul Nicholas Company Man IWSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (fir) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 FBCK Flowtest well FTP- 2232# SICP- 1124# choke-8/64"

08:00 1.00 3.00 WLRU MIRUCutter wireline.Prep to cut paraffin,
09:00 2.50 5.50 WLWK RIHw/ 2.125" wt bars, 2.375" paraffin cuttertools. Lubricate the tools in

and cut paraffin. The toolsstarted to float at the sulface, they floated all the
way to 3000'. There was no tag of paraffin but the toolswere restricted of
falling easily. The tools began falling easy from 3000' to 6700'. Flow the
well during the cutting job. ROOH w/ tools. Move slowly up hole to keep
from swabbing in the well. No flow was interrupted during the job.

11:30 1.00 6.50 WLRD RD the wireline.NU the top ofthe tree. Tum welloverto flowlesters.
12:30 17.50 24.00 FBCK Flowlest well.

0600 hrs: FTP- 2264# SICP- 1088# Choke- 8/64" Fluid last 24 hrs: Oil-
269 bbis Water-O bbls Cont to flowlest well.

Casing & Liners
Set Depth OD Nom Niax ID Nom Min Prop

Run Date Csg Des (flKB) Top (ftKB) OD {in) ID (in) WilLen {lbilt} Grade (In) (in) Run?
Conductor 75.8

3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 0.0 9 SIB 8.681 47.00 P-110 9 5/6 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (flKB) Weight/Length (lb/ft) String Grade String Lengih (ft) Top Depth (ftKB}

Rod Components
flem Des OD (In) Wt (ib/ft) Grade Len {fi} Jts

Tubing
Tubing Description Run Date Pull Date Set Depth {ftKB) Weighi/Length (Iblit) Siring Grade String Length (ft) Top Depth (itKB)

Tubing Components
Item Des OD (in) Wt (Ibift) Grade Len (ft) Jis

Stimulations &Treatments
Date Type String Wellbore SIîmífreat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name FluidType Dens Fluid (1. pH FilterSize (in} Desc<iption

Fluid Additives
Additive Amount Units Concentration (%)
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RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/27/2013
ExpkofalPoktinClopio Report #: 25

We11Name: Cane Creek 18-1
APIJUWI Well Area Basin Field Name License11 Pemiit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Sunreyed Elevation (ft) CF Elev (ft) KB-Ground Distance (it) KB-CF {ft} Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2Ï18/2013 00:00
Stim/Treat Stages
Stage Type sig# Start Dale End Date Top (ftKB) Stm (ftKB) Stim/Treat Fluid Vol Clean Pu... VolSluny {bbl)

InitialFluid Rate (gpm} InitialRate Boltom Hole (gpm) Tubing Pressure Start {psi) Casing Pressure Start (ps)) Bottom Hale Pressure Start (psi)

Fínal Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives -
Addilive Type Amount UnRs SandSize Conc(Ib/gal) ConcBH(Ib/gal)

Perforations -
Date Type Top(ftKB) Blm(ftKB) Wellbore Zone Shot... Ente... String Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole-18-1 0

Perforation Statuses .
Dale Top Depth (ftKB) Boltom Depth (itKB} Status

Date Type Top (ilKB} Bim (ftKB} Wellbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Blm (11KB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,310.0 10,450.0 Original Hofe - 18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
Date Top Depth (flKB) Boltom Depth (ItKB) Status

Date Type Top (ftKB) Btm (itKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,460.0 10,500,0 Original Hole -18-1 <zonename>, Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depih (ftKB) Status

Date Type Top (ftKB) Bfm (ftKB) Wellbore Zone Shot... Ente... Staing Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB} Status

Dale Type Top (itKB} Bim (ftKB) Wellbare Zone Shot... Ente... String Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bollom Depth (ftKB) Status
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/27/2013
ExpkofalPoktinClopio Report #: 25

We11Name: Cane Creek 18-1
APIJUWI Well Area Basin Field Name License11 Pemiit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Sunreyed Elevation (ft) CF Elev (ft) KB-Ground Distance (it) KB-CF {ft} Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2Ï18/2013 00:00
Stim/Treat Stages
Stage Type sig# Start Dale End Date Top (ftKB) Stm (ftKB) Stim/Treat Fluid Vol Clean Pu... VolSluny {bbl)

InitialFluid Rate (gpm} InitialRate Boltom Hole (gpm) Tubing Pressure Start {psi) Casing Pressure Start (ps)) Bottom Hale Pressure Start (psi)

Fínal Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives -
Addilive Type Amount UnRs SandSize Conc(Ib/gal) ConcBH(Ib/gal)

Perforations -
Date Type Top(ftKB) Blm(ftKB) Wellbore Zone Shot... Ente... String Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole-18-1 0

Perforation Statuses .
Dale Top Depth (ftKB) Boltom Depth (itKB} Status

Date Type Top (ilKB} Bim (ftKB} Wellbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Blm (11KB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,310.0 10,450.0 Original Hofe - 18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
Date Top Depth (flKB) Boltom Depth (ItKB) Status

Date Type Top (ftKB) Btm (itKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,460.0 10,500,0 Original Hole -18-1 <zonename>, Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depih (ftKB) Status

Date Type Top (ftKB) Bfm (ftKB) Wellbore Zone Shot... Ente... Staing Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB} Status

Dale Type Top (itKB} Bim (ftKB) Wellbare Zone Shot... Ente... String Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bollom Depth (ftKB) Status
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/27/2013
ExpkofalPoktinClopio Report #: 25

We11Name: Cane Creek 18-1
APIJUWI Well Area Basin Field Name License11 Pemiit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Sunreyed Elevation (ft) CF Elev (ft) KB-Ground Distance (it) KB-CF {ft} Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2Ï18/2013 00:00
Stim/Treat Stages
Stage Type sig# Start Dale End Date Top (ftKB) Stm (ftKB) Stim/Treat Fluid Vol Clean Pu... VolSluny {bbl)

InitialFluid Rate (gpm} InitialRate Boltom Hole (gpm) Tubing Pressure Start {psi) Casing Pressure Start (ps)) Bottom Hale Pressure Start (psi)

Fínal Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives -
Addilive Type Amount UnRs SandSize Conc(Ib/gal) ConcBH(Ib/gal)

Perforations -
Date Type Top(ftKB) Blm(ftKB) Wellbore Zone Shot... Ente... String Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole-18-1 0

Perforation Statuses .
Dale Top Depth (ftKB) Boltom Depth (itKB} Status

Date Type Top (ilKB} Bim (ftKB} Wellbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Blm (11KB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,310.0 10,450.0 Original Hofe - 18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
Date Top Depth (flKB) Boltom Depth (ItKB) Status

Date Type Top (ftKB) Btm (itKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,460.0 10,500,0 Original Hole -18-1 <zonename>, Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depih (ftKB) Status

Date Type Top (ftKB) Bfm (ftKB) Wellbore Zone Shot... Ente... Staing Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB} Status

Dale Type Top (itKB} Bim (ftKB) Wellbare Zone Shot... Ente... String Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bollom Depth (ftKB) Status
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/27/2013
ExpkofalPoktinClopio Report #: 25

We11Name: Cane Creek 18-1
APIJUWI Well Area Basin Field Name License11 Pemiit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Sunreyed Elevation (ft) CF Elev (ft) KB-Ground Distance (it) KB-CF {ft} Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2Ï18/2013 00:00
Stim/Treat Stages
Stage Type sig# Start Dale End Date Top (ftKB) Stm (ftKB) Stim/Treat Fluid Vol Clean Pu... VolSluny {bbl)

InitialFluid Rate (gpm} InitialRate Boltom Hole (gpm) Tubing Pressure Start {psi) Casing Pressure Start (ps)) Bottom Hale Pressure Start (psi)

Fínal Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives -
Addilive Type Amount UnRs SandSize Conc(Ib/gal) ConcBH(Ib/gal)

Perforations -
Date Type Top(ftKB) Blm(ftKB) Wellbore Zone Shot... Ente... String Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole-18-1 0

Perforation Statuses .
Dale Top Depth (ftKB) Boltom Depth (itKB} Status

Date Type Top (ilKB} Bim (ftKB} Wellbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Blm (11KB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,310.0 10,450.0 Original Hofe - 18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
Date Top Depth (flKB) Boltom Depth (ItKB) Status

Date Type Top (ftKB) Btm (itKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,460.0 10,500,0 Original Hole -18-1 <zonename>, Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depih (ftKB) Status

Date Type Top (ftKB) Bfm (ftKB) Wellbore Zone Shot... Ente... Staing Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB} Status

Dale Type Top (itKB} Bim (ftKB) Wellbare Zone Shot... Ente... String Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bollom Depth (ftKB) Status

Page 2/2 Report Printed:



RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/14/2013
Egladd Puhtlo1Cows Report #: 24

Well Name: Cane Creek 18-1
API/UWI WellArea Basin FieldNeme License# PermitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County Stale/Province Surveyed Elevalion (fi} CF Elev (ft) KB43round Distance (ft) KB-CF (it} Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 3/8/2013 5/22/2012 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/1412013 06:00 3/15/2013 06:00
Operations at Report Time
Flowlest well. Turn wellover to the production dept.
Operalîons Summary
Flowlest well. Turn over to the production dept.
Operations Next Report Period

Weather Weilbore
Sunny and Clear Original Hofe - 18-1
Daily Contacts

Job Cantack Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Our (hi) (hr) Code 1. Comment Start Depth (flKB} End Depth (ftKB)

06:00 1.00 1,00 FBCK Flowtest well. FTP- 2480 SICP- 1179# Choke= 8/64" Rec last br: Oil-
20 bbls Water-0 bbis Mud- 0 bbis Gas- 6 mcf. Turn well over to the
production dept. Last reportfrom the D&C.

07:00 23.00 24.00 FBCK Tumed well over to the production dept.
Casing & Liners

Set Depth OD Noin Max ID Nom Mln Prop
Run Date Csg Des (flKB} Top (ftKB) OD (in} ID {jn} Wl/Len {lbilt} Grade {in) (in) Run7

Conductor 75.8

3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 0.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Data Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ItKB)

Rod Components
Item Des OD (in) Wt (Iblit) Grade Len (it) is

Tubing
Tubing Descripilon Run Date Pull Date Set Depth (ftKB} WeightlLength (Ib/ft) Stang Grade Sinng Length (it) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Iblit) Grade Len (it) Jts

Stimulations & Treatments
Dale Type String Wellbore StimíTreat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ('A... pH Filter Size (în} Description

Eluid Additives
Additive Amount Unils Concentration (%)

StimlTreat Stages
Stage Type Sig # Start Date End Date Top (flKB) BLm(ftKB) StimfTreat Fluîd Vol Clean Pu... Vol Sluny (bbi)

InitialFluid Rate (gpm) InitialRate Bottom Hole(gpm) Tubing Pressure Start (psi} Casing Pressure Start(psî) Bottom Hole Pressure Start (psi)

Final Fluid Rate{gpm) Final Rate Boltom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (IbIgal)

Page 112 Report Printed:

Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/14/2013
Egladd Puhtlo1Cows Report #: 24

Well Name: Cane Creek 18-1
API/UWI WellArea Basin FieldNeme License# PermitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County Stale/Province Surveyed Elevalion (fi} CF Elev (ft) KB43round Distance (ft) KB-CF (it} Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 3/8/2013 5/22/2012 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/1412013 06:00 3/15/2013 06:00
Operations at Report Time
Flowlest well. Turn wellover to the production dept.
Operalîons Summary
Flowlest well. Turn over to the production dept.
Operations Next Report Period

Weather Weilbore
Sunny and Clear Original Hofe - 18-1
Daily Contacts

Job Cantack Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Our (hi) (hr) Code 1. Comment Start Depth (flKB} End Depth (ftKB)

06:00 1.00 1,00 FBCK Flowtest well. FTP- 2480 SICP- 1179# Choke= 8/64" Rec last br: Oil-
20 bbls Water-0 bbis Mud- 0 bbis Gas- 6 mcf. Turn well over to the
production dept. Last reportfrom the D&C.

07:00 23.00 24.00 FBCK Tumed well over to the production dept.
Casing & Liners

Set Depth OD Noin Max ID Nom Mln Prop
Run Date Csg Des (flKB} Top (ftKB) OD (in} ID {jn} Wl/Len {lbilt} Grade {in) (in) Run7

Conductor 75.8

3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 0.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Data Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ItKB)

Rod Components
Item Des OD (in) Wt (Iblit) Grade Len (it) is

Tubing
Tubing Descripilon Run Date Pull Date Set Depth (ftKB} WeightlLength (Ib/ft) Stang Grade Sinng Length (it) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Iblit) Grade Len (it) Jts

Stimulations & Treatments
Dale Type String Wellbore StimíTreat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ('A... pH Filter Size (în} Description

Eluid Additives
Additive Amount Unils Concentration (%)

StimlTreat Stages
Stage Type Sig # Start Date End Date Top (flKB) BLm(ftKB) StimfTreat Fluîd Vol Clean Pu... Vol Sluny (bbi)

InitialFluid Rate (gpm) InitialRate Bottom Hole(gpm) Tubing Pressure Start (psi} Casing Pressure Start(psî) Bottom Hole Pressure Start (psi)

Final Fluid Rate{gpm) Final Rate Boltom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (IbIgal)
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/14/2013
Egladd Puhtlo1Cows Report #: 24

Well Name: Cane Creek 18-1
API/UWI WellArea Basin FieldNeme License# PermitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County Stale/Province Surveyed Elevalion (fi} CF Elev (ft) KB43round Distance (ft) KB-CF (it} Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 3/8/2013 5/22/2012 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/1412013 06:00 3/15/2013 06:00
Operations at Report Time
Flowlest well. Turn wellover to the production dept.
Operalîons Summary
Flowlest well. Turn over to the production dept.
Operations Next Report Period

Weather Weilbore
Sunny and Clear Original Hofe - 18-1
Daily Contacts

Job Cantack Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Our (hi) (hr) Code 1. Comment Start Depth (flKB} End Depth (ftKB)

06:00 1.00 1,00 FBCK Flowtest well. FTP- 2480 SICP- 1179# Choke= 8/64" Rec last br: Oil-
20 bbls Water-0 bbis Mud- 0 bbis Gas- 6 mcf. Turn well over to the
production dept. Last reportfrom the D&C.

07:00 23.00 24.00 FBCK Tumed well over to the production dept.
Casing & Liners

Set Depth OD Noin Max ID Nom Mln Prop
Run Date Csg Des (flKB} Top (ftKB) OD (in} ID {jn} Wl/Len {lbilt} Grade {in) (in) Run7

Conductor 75.8

3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 0.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No

2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No

Rods
Rod Description Run Data Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ItKB)

Rod Components
Item Des OD (in) Wt (Iblit) Grade Len (it) is

Tubing
Tubing Descripilon Run Date Pull Date Set Depth (ftKB} WeightlLength (Ib/ft) Stang Grade Sinng Length (it) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Iblit) Grade Len (it) Jts

Stimulations & Treatments
Dale Type String Wellbore StimíTreat Company StimTreat Supervisor
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RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/14/2013
Expkoian&Pladutlio,Ctrp"i Repo rt #: 24

Well Name: Cane Creek 18-1
APIIUW1 Well Area Basin Field Name License # Pemlit Number Well Confîg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB roundDistance (ft) KB CF {ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Perforations
Dale Type Top (ftKB) Btm (ftKB} Wellbore Zone Shot... Ente... String Perforated

3/8/2013 9,380. 9,830.0 Original Hole -18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth {fiKB) Status

Date Type Top {ftKB) Btm (itKB) Wellbore Zone Shot... Ente... tringPerforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Date Top Depth (flKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Bim (flKB) Wellbore Zone Shot . Ente... String Perforated
318/2013 10,310. 10,450.0 Original Hofe -18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB} Bottom Depth (ItKB) Status

Dale Type Top (ftKB) Bim (flKB) Wellbore Zone ShoL. Ente... String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>, Original 24

Hole - 18-1
Perforation Statuses
Dale Top Depth (itKB) Bottom Depth (ftKB) Status

Dale Type Top (itKB) Blm {ftKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Dale Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top(ftKB) Btm(ItKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>. Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (flKB} Status
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RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/13/2013
uisms weerm Report #: 23

Well Name: Cane Creek 18 1
API/UWI Well Area Basin Fîefd Nama License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (fl} CF Elev (ft) KB&round Olstance (ft) KB-CF (ft) Spud Dale Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Dale Completions Finished Date Well Status
Fidelity E&P 3/8/2013 5/22/2012 PROD
Job Category Job Typ Job SubTyp Planned Starl Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company ManiWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Dale Report End Date

3/13/2013 06:00 3/14/2013 06:00
Operations at Report Time
Flowlest Well
Operations Summary
Flowlest Well
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

StartTime Dur(hr) (hr) Code I Comment StarlDepth{ftKB} EndDepth(flKB)

06:00 6.00 6.00 FBCK Hold Safety Meeting. Flowtest well. FTP- 2500# SICP- 1185# Choke-
8/64" Rec last br: Oil- 26 bbis Water-0 bbis Mud- 0 bb1s Gas- 7 mof
Cont to flowtest well.

12:00 5.00 11.00 FSCK Flowlest well. FTP- 2495# SICP- 1183# Choke- 8/64" Rec last hr: Oll-
24 bbis Water- Obbls Mud- 0 bbis Gas- 6 mcf. Cont to flowtest well. Ist
oil sales: 282 bbis

17:00 7.00 18.00 FBCK Flowtest well. FTP- 2491# SICP- 1181# Choke- 8/64" Rec last hr: Oil-
20 bbis Water-0 bbls Mud- Obbis Gas- 5 mcf Cont to flowtest well.

00:00 5.00 23.00 FBCK Flowtest well. FTP- 2489# SICP- 1178# Choke- 8/64" Rec last hr: Oil-
20 bbis Water- Obbis Mud- 0 bbis Gas- 5 mcf. Daily: Oil-549 bbis
Water- 0 bbis Mud-0 bbis Gas- 282 mcf/d Sales- 282 bbis Cont to
flowlest well. See flowlest report.

OS:00 1.00 24.00 FBCK This hrs report willbe on the next day reports. Cont to flowtest well.
Casing & Line s

Set Depth OD Nom Max ID Nom Min Pop
Run Date Csg Des (flKB) Top (!!KB) OD (in) ID (in) Wt/Len (Ibg} Grade (in) (in} Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4.237.0 0.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Puli Date set Depth (ftKB) Weight/Length (IbÆ)String Grade Sking Length (ft) Top Depth {ftKB)

Rod Components
item Des OD (in) Wt (IbÆ) Grade Len (ft) Jis

Tubing
Tubing Descripüen Run Dale Pull Date Set Depth (ftKB) Weight/Length (Iba) String Grade String Length (ft) Top Depth (itKB)

Tubing Components
llem Des OD (in) WL(Ibtil) Grade Len (ft) Jts

Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... PH Filter Size {in} Description

Fluid Additives
Additive Amount Units Concentration (%)
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Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

StartTime Dur(hr) (hr) Code I Comment StarlDepth{ftKB} EndDepth(flKB)

06:00 6.00 6.00 FBCK Hold Safety Meeting. Flowtest well. FTP- 2500# SICP- 1185# Choke-
8/64" Rec last br: Oil- 26 bbis Water-0 bbis Mud- 0 bb1s Gas- 7 mof
Cont to flowtest well.

12:00 5.00 11.00 FSCK Flowlest well. FTP- 2495# SICP- 1183# Choke- 8/64" Rec last hr: Oll-
24 bbis Water- Obbls Mud- 0 bbis Gas- 6 mcf. Cont to flowtest well. Ist
oil sales: 282 bbis

17:00 7.00 18.00 FBCK Flowtest well. FTP- 2491# SICP- 1181# Choke- 8/64" Rec last hr: Oil-
20 bbis Water-0 bbls Mud- Obbis Gas- 5 mcf Cont to flowtest well.

00:00 5.00 23.00 FBCK Flowtest well. FTP- 2489# SICP- 1178# Choke- 8/64" Rec last hr: Oil-
20 bbis Water- Obbis Mud- 0 bbis Gas- 5 mcf. Daily: Oil-549 bbis
Water- 0 bbis Mud-0 bbis Gas- 282 mcf/d Sales- 282 bbis Cont to
flowlest well. See flowlest report.

OS:00 1.00 24.00 FBCK This hrs report willbe on the next day reports. Cont to flowtest well.
Casing & Line s

Set Depth OD Nom Max ID Nom Min Pop
Run Date Csg Des (flKB) Top (!!KB) OD (in) ID (in) Wt/Len (Ibg} Grade (in) (in} Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4.237.0 0.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Puli Date set Depth (ftKB) Weight/Length (IbÆ)String Grade Sking Length (ft) Top Depth {ftKB)

Rod Components
item Des OD (in) Wt (IbÆ) Grade Len (ft) Jis

Tubing
Tubing Descripüen Run Dale Pull Date Set Depth (ftKB) Weight/Length (Iba) String Grade String Length (ft) Top Depth (itKB)

Tubing Components
llem Des OD (in) WL(Ibtil) Grade Len (ft) Jts

Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... PH Filter Size {in} Description

Fluid Additives
Additive Amount Units Concentration (%)
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/13/2013
uisms weerm Report #: 23

Well Name: Cane Creek 18 1
API/UWI Well Area Basin Fîefd Nama License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (fl} CF Elev (ft) KB&round Olstance (ft) KB-CF (ft) Spud Dale Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Dale Completions Finished Date Well Status
Fidelity E&P 3/8/2013 5/22/2012 PROD
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RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/13/2013
e imaa.we Report #: 23

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County Stafe/Province Sunreyed Elevalion (ft} CF Elev (11) KB-Ground Distance (fl} KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stlm/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Stm (ItKB) Slimffreat Fluid Vol Clean Pu .. VolSluny (bbl)

Initial Fluid Rate (gpm) InitialRate Boltom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Botlom HolePressure Start (psi)

Final Fluid Rate (gpm} Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc {lb/gal) Cone BH (lblgal)

Perforations
Date Type Top (ftKB) Btm (f1KB) Wellbore Zone Shot... Ente... Siting Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Tap Depth (itKB) Boilom Depth (ItKB) Status

Date Type Top (flKB) Sim (ftKB) Wellbore Zone Shat... Ente... Siting Perforaled

3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depih (itKB} Bollom Depth (ftKB) Status

Date Type Top (ftKB) Bim (ItKB) Wellbore Zone Shat... Ente... String Perforated

3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840
Hole - 18-1

Perforation Statuses
Date Top Depth (flKB} Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (flKB) Weilbore Zone Shat... Ente... String Perforated

3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>, Original 240
Hole - 18-1

Perforation Statuses
Date Top Depth (flKB} Bottom Depth (ftKB) Status

Date Type Top (ftKB) BIm (ftKB) Weilbore Zone Shat... Ente... String Perforated

3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60
Hole-18-1

Perforation Statuses
Date Top Depth (itKB} Bottom Depth (ftKB) Štatus

Date Type Top (ftKB) Stm (ftKB) Wellbore Zone Shot. . Ente... String Perfarated

3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120
Hole - 18-1

Perforation Statuses
Date Top Depth (itKB) Bottom Deptil (ftKB) Status
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e imaa.we Report #: 23
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RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/12/2013
OpltatuniPoduttia,Corpars Report #: 22

Well Name: Cane Creek 18-1
'APWUW1 WellArea Basin FieldName License# PemiitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County Stale/Province Surveyed i¯Ievalion (ft) CF Elev (ft) KB43round Distance (fi} KB-CF (fl) ŠpudDate Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Dale Completions Finished Date Well Status
Fidellty E&P 3/8/2013 5/22/2012 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead RigEmaîl Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
RepodStadDale RepadEndDate

3/12/2013 06:00 3/13/2013 06:00
Operations at Report Time
Flowtest Well
Operations Summary
Flowtest Well
Operatlons Next Report Peiiod

Weather Weilbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

StartTime Dur(hr) (br) Codei Comment StarlDepth{ffKB} EndDepil1{ftKB)

06:00 6.00 6.00 FBCK FTP- 2535# SICP- 1046# Choke- 12/64" REc last hr: Oil- 20 bbis
Water- 0 bbls Mud- Obbis Gas- 5 mcf Changed choke to a 16/64" @
1100 hrs. Cont to flowtest well.

12:00 5.00 11.00 FBCK FTP- 2548# SICP- 1094# Choke 12/64" Rec last br; Oll- 22 bbis
Water-0 bbis Mud-0 bbis Gas-5 mcf Contto flowlest well.

17:00 7.00 18.00 FBCK FTP-2483# SICP- 1182# Choke- 12/64" Rec last hr: Oil- 33 bbis
Water- 0 bbis Mud-0 bbis Gas-8 mcf Cont to flowlest well. There was a
leak on production tank#2 aroundthe clean out plate. The flowtesters
found it immediately and tightenedthe plate. a truckcame out and move
the oil from the tank to another tank. This was reported right away to
Fidelity. Est spill@ 1 to 2 bbis of crude.

00:00 5.00 23.00 FBCK FTP- 2491# SICP- 1224# Choke- 8/64" Rec last br: Oil- 29 bbls
Water- 0 bble Mud- 0 bbis Gas- 7 mcf Cont to flowtest well. Worked
with the flowlesters for the last 5 hrs to reduce the choke sizo. The flow rato
was to high at this time.The choke must have cleaned up and the rate
incroasod considorably. See flow back reports. Daily Data: Hrs- 24 hrs Oil
- 529 bble Water- 0 bbis Mud- 0 bbis Gas- 261 mcf/d

05:00 1.00 24.00 FBCK The flow for this hr will be on the next day report. Cont to flowtest well.
Casing & Line s

Set Depth OD Nom Max IDNam Min Prop
RunDate CsgDes (ftKB) Top(ftKB) OD(in) ID(in) Wf/Len(Ibitt} Grade (in) (in) Run?

Conductor 75.8

3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 íntermediate 4,237.0 0.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 íntermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ibilt} String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Jtem Des OD (in) Wt (Ibitt} Grade Len (ft) Jts

Tubing
Tubing Description Run Dale Pull Date Set Depth (flKB) Weight/Length (IbÆ)String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
kom Des OD (in) Wt (1bÆ) Grade Len (ft) Jts

Stimulations &Treatments
Date Type String We11bore StimtTreat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Desciiption
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4/1/2012 íntermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ibilt} String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Jtem Des OD (in) Wt (Ibitt} Grade Len (ft) Jts

Tubing
Tubing Description Run Dale Pull Date Set Depth (flKB) Weight/Length (IbÆ)String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
kom Des OD (in) Wt (1bÆ) Grade Len (ft) Jts

Stimulations &Treatments
Date Type String We11bore StimtTreat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Desciiption
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/12/2013
OpltatuniPoduttia,Corpars Report #: 22

Well Name: Cane Creek 18-1
'APWUW1 WellArea Basin FieldName License# PemiitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County Stale/Province Surveyed i¯Ievalion (ft) CF Elev (ft) KB43round Distance (fi} KB-CF (fl) ŠpudDate Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Dale Completions Finished Date Well Status
Fidellty E&P 3/8/2013 5/22/2012 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead RigEmaîl Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
RepodStadDale RepadEndDate

3/12/2013 06:00 3/13/2013 06:00
Operations at Report Time
Flowtest Well
Operations Summary
Flowtest Well
Operatlons Next Report Peiiod

Weather Weilbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

StartTime Dur(hr) (br) Codei Comment StarlDepth{ffKB} EndDepil1{ftKB)

06:00 6.00 6.00 FBCK FTP- 2535# SICP- 1046# Choke- 12/64" REc last hr: Oil- 20 bbis
Water- 0 bbls Mud- Obbis Gas- 5 mcf Changed choke to a 16/64" @
1100 hrs. Cont to flowtest well.

12:00 5.00 11.00 FBCK FTP- 2548# SICP- 1094# Choke 12/64" Rec last br; Oll- 22 bbis
Water-0 bbis Mud-0 bbis Gas-5 mcf Contto flowlest well.

17:00 7.00 18.00 FBCK FTP-2483# SICP- 1182# Choke- 12/64" Rec last hr: Oil- 33 bbis
Water- 0 bbis Mud-0 bbis Gas-8 mcf Cont to flowlest well. There was a
leak on production tank#2 aroundthe clean out plate. The flowtesters
found it immediately and tightenedthe plate. a truckcame out and move
the oil from the tank to another tank. This was reported right away to
Fidelity. Est spill@ 1 to 2 bbis of crude.

00:00 5.00 23.00 FBCK FTP- 2491# SICP- 1224# Choke- 8/64" Rec last br: Oil- 29 bbls
Water- 0 bble Mud- 0 bbis Gas- 7 mcf Cont to flowtest well. Worked
with the flowlesters for the last 5 hrs to reduce the choke sizo. The flow rato
was to high at this time.The choke must have cleaned up and the rate
incroasod considorably. See flow back reports. Daily Data: Hrs- 24 hrs Oil
- 529 bble Water- 0 bbis Mud- 0 bbis Gas- 261 mcf/d

05:00 1.00 24.00 FBCK The flow for this hr will be on the next day report. Cont to flowtest well.
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Stimulations &Treatments
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RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/12/2013
*:,1 Report #: 22

Well Name: Cane Creek 18-1
APf/UWI Well Area Basin Field Name License # Permit Number We[IConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (it) KB-Ground Distance (fi} KB-CF (11) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Fluid AddÏtives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) B1m(ftKB) Stim/Treat Fluid Voi Clean Pu... Vol Siuay (obt)

InitialFluid Rale (gpm) InitialRate Bottom Hole {gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hele Pressure Starl (psi)

Final Fluid Rate (Opm) Final Rate Bollom Hole (gpm) Pressure Tubing End (psl} Casing Pressure End (psi) Pressure BH End (psi)

StimlTreat Additives
Additive Type Amount Units Sand Size Cono (Ibigal) Cone BH (Ibigal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB) Status

Date Type Top (ftKB) Btm (flKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Dale Top Depth (itKB) Bollom Depth (itKB) Status

Date Type Top (flKB) Btm (flKB) Weilbore Zone Shot... Ente... Sking Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840

Hole-18-1
Perforation Statuses
Date Top Depth (itKB} Bottom Depth {ftKB) Status

Date Type Top (itKB) Btm {ftKB) Wellbore Zone ShoL. Ente... String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>, Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ftKB) Status

Date Type Top (flKB} Bim (ftKB) Wellbore Zone Shot... Ente... String Perforaled
3/8/2013 10,510.0 10,520.0 Original Hole -18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... Slring Perforated
3/8/2013 10,530.0 10,550.0 Original Hole -18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth (itKB) Bollom Depth (ftKB) Status

Page 2/2 Report Printed:

Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/12/2013
*:,1 Report #: 22
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*:,1 Report #: 22
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FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/12/2013
*:,1 Report #: 22
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RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/11/2013
Explaat.:dPud:tic,ccrpri RepOrÉÑ:Ž1

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (fi} KB-CF (ft) Spud Date Rig Release Dale
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Dale Completions Finished Date Well Status
Fidelity E&P 3/8/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re entry 2/11/2013 2/11/2013
Rig Company ManiWell Sile Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Starl Date Report End Date

3/11/2013 06:00 3/12/2013 06:00
Operations at Report Time
Flowlest Well
Operations Summary
Flowlest Well
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Coníact Position Office
Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (itKB} End Depth (itKB)
06:00 6.00 6,00 FBCK 1200 hrs: FTP- 2558# SICP- 1000# Choke- 11/64" Rec last hr: Oil- 10

bbls Water-0 bbis Mud- 0 bbis Gs- 3 mcf Contto flowtest well @ 10
bph.

12:00 5.00 11.00 FBCK 17:00 hrs: FTP- 2560# SICP-999# Choke- 11/64" Rec last hr: Oll- 12
bbls Water-0 bbis Mud- 0 bb1s Gas- 2 mcf Cont to flowtest well.

17:00 7.00 18.00 FBCK 2400 hrs: FTP- 2558# SICP- 989# Choke- 11/64" Rec last hr: Oil- 10
bbis Water- 0 bbls Mud- 0 bbls Cont to flowtest well.

00:00 5.00 23.00 FRCK 0500 his ( 3/12/2013) Fl P- 2553# SICP- 1007# Rec last hi: Oil- 10
bbis Water- 0 bbis Mud- 0 bbls Gas- 3 bbis Cont to flowtest ell @ 10
bph. Daily Rec- Oil-271 bbis Water 0 bbis Mud 0 bbis Gas- 131
mcíld See flowlesi repotL

05:00 1,00 24.00 FBCK This hr of flow willbe on the nextday report.Cont to flowtest welL
Casing & Lîners

Set Depth OD NomMax ID Nom Min Prop
Run Date Csg Des (ItKB) Top {flKB) OD (in) fD(in) WULen (Iblit) Gmde (in) (in) Run7

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Iblit) String Grade String Length (ft) Top Depth {ftKB)

Rod Components
Ilem Des OD (in) Wt (Ib/ft) Grade Len (ft) Jis

Tubing
Tubing Description Run Date Pull Date Set Deplh (ftKB) Weight/Length (Ibilt) String Grade String Length (It) Top Depth (itKB)

Tubing Components
item Des OD (In) Wt (Iblit) Grade Len (ft) ,Its

Stimulations &Treatments
Date Type Stang Wellbore Stimffreal Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A .. pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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Daily Operations
Report Starl Date Report End Date

3/11/2013 06:00 3/12/2013 06:00
Operations at Report Time
Flowlest Well
Operations Summary
Flowlest Well
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Coníact Position Office
Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (itKB} End Depth (itKB)
06:00 6.00 6,00 FBCK 1200 hrs: FTP- 2558# SICP- 1000# Choke- 11/64" Rec last hr: Oil- 10

bbls Water-0 bbis Mud- 0 bbis Gs- 3 mcf Contto flowtest well @ 10
bph.

12:00 5.00 11.00 FBCK 17:00 hrs: FTP- 2560# SICP-999# Choke- 11/64" Rec last hr: Oll- 12
bbls Water-0 bbis Mud- 0 bb1s Gas- 2 mcf Cont to flowtest well.

17:00 7.00 18.00 FBCK 2400 hrs: FTP- 2558# SICP- 989# Choke- 11/64" Rec last hr: Oil- 10
bbis Water- 0 bbls Mud- 0 bbls Cont to flowtest well.

00:00 5.00 23.00 FRCK 0500 his ( 3/12/2013) Fl P- 2553# SICP- 1007# Rec last hi: Oil- 10
bbis Water- 0 bbis Mud- 0 bbls Gas- 3 bbis Cont to flowtest ell @ 10
bph. Daily Rec- Oil-271 bbis Water 0 bbis Mud 0 bbis Gas- 131
mcíld See flowlesi repotL

05:00 1,00 24.00 FBCK This hr of flow willbe on the nextday report.Cont to flowtest welL
Casing & Lîners

Set Depth OD NomMax ID Nom Min Prop
Run Date Csg Des (ItKB) Top {flKB) OD (in) fD(in) WULen (Iblit) Gmde (in) (in) Run7

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Iblit) String Grade String Length (ft) Top Depth {ftKB)

Rod Components
Ilem Des OD (in) Wt (Ib/ft) Grade Len (ft) Jis

Tubing
Tubing Description Run Date Pull Date Set Deplh (ftKB) Weight/Length (Ibilt) String Grade String Length (It) Top Depth (itKB)

Tubing Components
item Des OD (In) Wt (Iblit) Grade Len (ft) ,Its

Stimulations &Treatments
Date Type Stang Wellbore Stimffreal Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A .. pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Page 1/2 Report Printed:

Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/11/2013
Explaat.:dPud:tic,ccrpri RepOrÉÑ:Ž1

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Field Name License # Permit Number Well Config
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Flowlest Well
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17:00 7.00 18.00 FBCK 2400 hrs: FTP- 2558# SICP- 989# Choke- 11/64" Rec last hr: Oil- 10
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2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
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Tubing
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Stimulations &Treatments
Date Type Stang Wellbore Stimffreal Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A .. pH Filter Size (in) Description
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Additive Amount Units Concentration (%)
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/11/2013
Explaat.:dPud:tic,ccrpri RepOrÉÑ:Ž1
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43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (fi} KB-CF (ft) Spud Date Rig Release Dale
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Dale Completions Finished Date Well Status
Fidelity E&P 3/8/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re entry 2/11/2013 2/11/2013
Rig Company ManiWell Sile Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Starl Date Report End Date
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17:00 7.00 18.00 FBCK 2400 hrs: FTP- 2558# SICP- 989# Choke- 11/64" Rec last hr: Oil- 10
bbis Water- 0 bbls Mud- 0 bbls Cont to flowtest well.

00:00 5.00 23.00 FRCK 0500 his ( 3/12/2013) Fl P- 2553# SICP- 1007# Rec last hi: Oil- 10
bbis Water- 0 bbis Mud- 0 bbls Gas- 3 bbis Cont to flowtest ell @ 10
bph. Daily Rec- Oil-271 bbis Water 0 bbis Mud 0 bbis Gas- 131
mcíld See flowlesi repotL

05:00 1,00 24.00 FBCK This hr of flow willbe on the nextday report.Cont to flowtest welL
Casing & Lîners

Set Depth OD NomMax ID Nom Min Prop
Run Date Csg Des (ItKB) Top {flKB) OD (in) fD(in) WULen (Iblit) Gmde (in) (in) Run7

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Iblit) String Grade String Length (ft) Top Depth {ftKB)

Rod Components
Ilem Des OD (in) Wt (Ib/ft) Grade Len (ft) Jis

Tubing
Tubing Description Run Date Pull Date Set Deplh (ftKB) Weight/Length (Ibilt) String Grade String Length (It) Top Depth (itKB)

Tubing Components
item Des OD (In) Wt (Iblit) Grade Len (ft) ,Its

Stimulations &Treatments
Date Type Stang Wellbore Stimffreal Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A .. pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Page 1/2 Report Printed:



RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor: 3/11/2013
Explum:n Pigu:time's, Report #: 21

Well Name: Cane Creek 18-1
API/UWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (it) CF Elev (It) KB Ground Distance (ft) KB-CF {fi} Spud Date Rlg Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type Sig # Start Date End Date Top (itKB} Btm (itKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry {bbl)

InitialFluid Rate (gpm) InitialRate Bolium Hole (gpm} Tubing Pressure Start (psi} Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rale (gpm) Final Rate Bottom Hole (gpm} Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive TYPO Amount Units Sand Size Conc (Ib/gal) Cone BH (Iblgal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbare Zone Shot... Ente... String Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ItKB) Status

Date Type Top (ftKB} Btm (ftKB) Weilbore Zone Shot.. Ente... String Perfarated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Dale Top Depth (ftKB) Bottom Depth (ftKB} Status

Dale Type Top (itKB) Bim (ftKB) Ilbore Zone Shot... Ente-. String Perforated
3/8/2013 10,310.0 10,450.0 riginal Hole - 18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (flKB) Status

Date Type Top{ftKB) Btm(ftKB) Wellbore Zone Shot.. Ente... String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>, Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth (flKB} Bollom Depth (itKB) Status

Date Type Top (itKB) Btm (flKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ftKB) Status

Date Type Top (flKB} Bim (ftKB) Wellbore Zone Shot... Ente... Siting Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Page 2/2 Report Printed:

Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor: 3/11/2013
Explum:n Pigu:time's, Report #: 21

Well Name: Cane Creek 18-1
API/UWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (it) CF Elev (It) KB Ground Distance (ft) KB-CF {fi} Spud Date Rlg Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type Sig # Start Date End Date Top (itKB} Btm (itKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry {bbl)

InitialFluid Rate (gpm) InitialRate Bolium Hole (gpm} Tubing Pressure Start (psi} Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rale (gpm) Final Rate Bottom Hole (gpm} Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive TYPO Amount Units Sand Size Conc (Ib/gal) Cone BH (Iblgal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbare Zone Shot... Ente... String Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0
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Dale Type Top (itKB) Bim (ftKB) Ilbore Zone Shot... Ente-. String Perforated
3/8/2013 10,310.0 10,450.0 riginal Hole - 18-1 <zonename>, Original 840

Hole - 18-1
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Date Top Depth (ftKB) Bottom Depth (flKB) Status

Date Type Top{ftKB) Btm(ftKB) Wellbore Zone Shot.. Ente... String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>, Original 240

Hole - 18-1
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Date Top Depth (flKB} Bollom Depth (itKB) Status

Date Type Top (itKB) Btm (flKB) Wellbore Zone Shot... Ente... String Perforated
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Date Type Top (flKB} Bim (ftKB) Wellbore Zone Shot... Ente... Siting Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor: 3/11/2013
Explum:n Pigu:time's, Report #: 21
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor: 3/11/2013
Explum:n Pigu:time's, Report #: 21

Well Name: Cane Creek 18-1
API/UWI WellArea Basin FieldName License# PermitNumber WellConfig
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Additive TYPO Amount Units Sand Size Conc (Ib/gal) Cone BH (Iblgal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbare Zone Shot... Ente... String Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ItKB) Status

Date Type Top (ftKB} Btm (ftKB) Weilbore Zone Shot.. Ente... String Perfarated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Dale Top Depth (ftKB) Bottom Depth (ftKB} Status

Dale Type Top (itKB) Bim (ftKB) Ilbore Zone Shot... Ente-. String Perforated
3/8/2013 10,310.0 10,450.0 riginal Hole - 18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (flKB) Status

Date Type Top{ftKB) Btm(ftKB) Wellbore Zone Shot.. Ente... String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>, Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth (flKB} Bollom Depth (itKB) Status

Date Type Top (itKB) Btm (flKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ftKB) Status
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Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Page 2/2 Report Printed:



RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/10/2013
Esp1n1:N &PuductmCton Report #: 20

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (11) CF Elev (ft) KB Ground Distance (It) K&CF{ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/8/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Dale End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well SiteLead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Starl Date Report End Date

3/10/2013 06:00 3/11/2013 06:00
Operations at Report Time
Flowiest Well
Operations Summary
Flowtest Well
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole -18-1

Daily Contacts
Job Contact Position Ollice

Paul Nîcholas Company Man I WSL (307) 321-0544
Time Log

Cum Dur
Stait Time Our (hr) (hr) Code i Comment Start Depth {f!KB} End Depth (itKB)

06:00 6.00 6.00 FBCK 1200hrs: FTP-2576# S1CP- 964# Choke- 11/64" Rec last hr: Oll- 7 bbis
Water-0 bbfs Mud-0 bble Gas-2 mcf Cont to flowtest well.

12:00 5.00 11.00 FBCK 1700hrs: FTP- 2561# SICP- 1010# Choke- 11/64" Rec last br: Oil- 13
bbis Water-0 bble Mud-0 bbls Gas- 3 mcf Worked on the treater. Fine
tunedit so it would be more efficient Cont to flowtest well

17:00 7.00 18.00 FBCK 2400hrs: FTP- 2564# SICP-994# Choke- 11/64" Rec last hr: Oil- 9
bbis Water- 0 bbis Mud- 0 bbis Gas- 1 mcf Cont to flowtest well.

00:00 5.00 23.00 FBCK 0500hrs: FTP- 2571# SICP- 954# Choko- 11/64" Roc last br: Oil- 4
bb1s Water- 0 bbis Mud- 0 bbis Gas- 1 mcf Cont to ilotest tliewell.
See flowtest report.

05:00 1.00 24.00 FBCK This hr will be on the next day report. Cont to flowtest well.
Casing & Liners

Set Depth OD Nom Max ID Nom Min Pop
Run Date Csg Das (ftKB) Top {ftKB) OD (in) ID (in) Wt/Len (Ibilt) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB} Weight/Length (Ibill) String Grade Shing Length {ft) Top Depth (ItKB)

Rod Components
Item Des OD (in} Wt (Ib/R} Grade Len (ft) Jts

Tubing
Tubing Descrîption Run Date Pull Date Set Depth (itKB) Weight/Length (fblit) String Grade String Length (ft} Top Depth (ftKB)

Tubing Components
llem Des OD (in) WL(ibtít) Grade Len {it) Jfs

Stimulations & Treatments
Date Type String Wellbore Stim/Treal Company StimTreat Supervis¤r

Stim/Treat Fluids
Fluid Name Fluit!Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Adtlitive Amount Units Concentratî¤n (%)

i
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/10/2013
Esp1n1:N &PuductmCton Report #: 20

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (11) CF Elev (ft) KB Ground Distance (It) K&CF{ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/8/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Dale End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well SiteLead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Starl Date Report End Date

3/10/2013 06:00 3/11/2013 06:00
Operations at Report Time
Flowiest Well
Operations Summary
Flowtest Well
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole -18-1

Daily Contacts
Job Contact Position Ollice

Paul Nîcholas Company Man I WSL (307) 321-0544
Time Log

Cum Dur
Stait Time Our (hr) (hr) Code i Comment Start Depth {f!KB} End Depth (itKB)

06:00 6.00 6.00 FBCK 1200hrs: FTP-2576# S1CP- 964# Choke- 11/64" Rec last hr: Oll- 7 bbis
Water-0 bbfs Mud-0 bble Gas-2 mcf Cont to flowtest well.

12:00 5.00 11.00 FBCK 1700hrs: FTP- 2561# SICP- 1010# Choke- 11/64" Rec last br: Oil- 13
bbis Water-0 bble Mud-0 bbls Gas- 3 mcf Worked on the treater. Fine
tunedit so it would be more efficient Cont to flowtest well

17:00 7.00 18.00 FBCK 2400hrs: FTP- 2564# SICP-994# Choke- 11/64" Rec last hr: Oil- 9
bbis Water- 0 bbis Mud- 0 bbis Gas- 1 mcf Cont to flowtest well.

00:00 5.00 23.00 FBCK 0500hrs: FTP- 2571# SICP- 954# Choko- 11/64" Roc last br: Oil- 4
bb1s Water- 0 bbis Mud- 0 bbis Gas- 1 mcf Cont to ilotest tliewell.
See flowtest report.

05:00 1.00 24.00 FBCK This hr will be on the next day report. Cont to flowtest well.
Casing & Liners

Set Depth OD Nom Max ID Nom Min Pop
Run Date Csg Das (ftKB) Top {ftKB) OD (in) ID (in) Wt/Len (Ibilt) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB} Weight/Length (Ibill) String Grade Shing Length {ft) Top Depth (ItKB)

Rod Components
Item Des OD (in} Wt (Ib/R} Grade Len (ft) Jts

Tubing
Tubing Descrîption Run Date Pull Date Set Depth (itKB) Weight/Length (fblit) String Grade String Length (ft} Top Depth (ftKB)

Tubing Components
llem Des OD (in) WL(ibtít) Grade Len {it) Jfs

Stimulations & Treatments
Date Type String Wellbore Stim/Treal Company StimTreat Supervis¤r

Stim/Treat Fluids
Fluid Name Fluit!Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Adtlitive Amount Units Concentratî¤n (%)

i
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/10/2013
Esp1n1:N &PuductmCton Report #: 20

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (11) CF Elev (ft) KB Ground Distance (It) K&CF{ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/8/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Dale End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well SiteLead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Starl Date Report End Date

3/10/2013 06:00 3/11/2013 06:00
Operations at Report Time
Flowiest Well
Operations Summary
Flowtest Well
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole -18-1

Daily Contacts
Job Contact Position Ollice

Paul Nîcholas Company Man I WSL (307) 321-0544

Time Log
Cum Dur

Stait Time Our (hr) (hr) Code i Comment Start Depth {f!KB} End Depth (itKB)
06:00 6.00 6.00 FBCK 1200hrs: FTP-2576# S1CP- 964# Choke- 11/64" Rec last hr: Oll- 7 bbis

Water-0 bbfs Mud-0 bble Gas-2 mcf Cont to flowtest well.
12:00 5.00 11.00 FBCK 1700hrs: FTP- 2561# SICP- 1010# Choke- 11/64" Rec last br: Oil- 13

bbis Water-0 bble Mud-0 bbls Gas- 3 mcf Worked on the treater. Fine
tunedit so it would be more efficient Cont to flowtest well

17:00 7.00 18.00 FBCK 2400hrs: FTP- 2564# SICP-994# Choke- 11/64" Rec last hr: Oil- 9
bbis Water- 0 bbis Mud- 0 bbis Gas- 1 mcf Cont to flowtest well.

00:00 5.00 23.00 FBCK 0500hrs: FTP- 2571# SICP- 954# Choko- 11/64" Roc last br: Oil- 4
bb1s Water- 0 bbis Mud- 0 bbis Gas- 1 mcf Cont to ilotest tliewell.
See flowtest report.

05:00 1.00 24.00 FBCK This hr will be on the next day report. Cont to flowtest well.
Casing & Liners

Set Depth OD Nom Max ID Nom Min Pop
Run Date Csg Das (ftKB) Top {ftKB) OD (in) ID (in) Wt/Len (Ibilt) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB} Weight/Length (Ibill) String Grade Shing Length {ft) Top Depth (ItKB)

Rod Components
Item Des OD (in} Wt (Ib/R} Grade Len (ft) Jts

Tubing
Tubing Descrîption Run Date Pull Date Set Depth (itKB) Weight/Length (fblit) String Grade String Length (ft} Top Depth (ftKB)

Tubing Components
llem Des OD (in) WL(ibtít) Grade Len {it) Jfs

Stimulations & Treatments
Date Type String Wellbore Stim/Treal Company StimTreat Supervis¤r

Stim/Treat Fluids
Fluid Name Fluit!Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Adtlitive Amount Units Concentratî¤n (%)

i
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/10/2013
Esp1n1:N &PuductmCton Report #: 20

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (11) CF Elev (ft) KB Ground Distance (It) K&CF{ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/8/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Dale End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well SiteLead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Starl Date Report End Date

3/10/2013 06:00 3/11/2013 06:00
Operations at Report Time
Flowiest Well
Operations Summary
Flowtest Well
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole -18-1

Daily Contacts
Job Contact Position Ollice

Paul Nîcholas Company Man I WSL (307) 321-0544

Time Log
Cum Dur

Stait Time Our (hr) (hr) Code i Comment Start Depth {f!KB} End Depth (itKB)
06:00 6.00 6.00 FBCK 1200hrs: FTP-2576# S1CP- 964# Choke- 11/64" Rec last hr: Oll- 7 bbis

Water-0 bbfs Mud-0 bble Gas-2 mcf Cont to flowtest well.
12:00 5.00 11.00 FBCK 1700hrs: FTP- 2561# SICP- 1010# Choke- 11/64" Rec last br: Oil- 13

bbis Water-0 bble Mud-0 bbls Gas- 3 mcf Worked on the treater. Fine
tunedit so it would be more efficient Cont to flowtest well

17:00 7.00 18.00 FBCK 2400hrs: FTP- 2564# SICP-994# Choke- 11/64" Rec last hr: Oil- 9
bbis Water- 0 bbis Mud- 0 bbis Gas- 1 mcf Cont to flowtest well.

00:00 5.00 23.00 FBCK 0500hrs: FTP- 2571# SICP- 954# Choko- 11/64" Roc last br: Oil- 4
bb1s Water- 0 bbis Mud- 0 bbis Gas- 1 mcf Cont to ilotest tliewell.
See flowtest report.

05:00 1.00 24.00 FBCK This hr will be on the next day report. Cont to flowtest well.
Casing & Liners

Set Depth OD Nom Max ID Nom Min Pop
Run Date Csg Das (ftKB) Top {ftKB) OD (in) ID (in) Wt/Len (Ibilt) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB} Weight/Length (Ibill) String Grade Shing Length {ft) Top Depth (ItKB)

Rod Components
Item Des OD (in} Wt (Ib/R} Grade Len (ft) Jts

Tubing
Tubing Descrîption Run Date Pull Date Set Depth (itKB) Weight/Length (fblit) String Grade String Length (ft} Top Depth (ftKB)

Tubing Components
llem Des OD (in) WL(ibtít) Grade Len {it) Jfs

Stimulations & Treatments
Date Type String Wellbore Stim/Treal Company StimTreat Supervis¤r

Stim/Treat Fluids
Fluid Name Fluit!Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Adtlitive Amount Units Concentratî¤n (%)

i
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RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor: 3/10/2013
EipkratuPududio,CEwt Report#:20

Well Name: Cane Creek 18-1
APIlUWi Well Area Basin Field Name Llcense # Permit Number Well Coniig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevallon (11) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type Stg # Start Dale End Date Top {ftKB) BIm (flKB) Stim/Treat Fluid Voi Clean Pu... Vol Slurry (bbl}

lnitial Fluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Slart (psi) Bottom Hole Pressure Starl(psi)

Final Fluid Rate (gpm} Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psl} Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Cone (1b/gal) Conc BH (Ib/gal)

Perforations
Dale Type Top (11KB) Btm (ftKB) Ilbore Zone Shot... Ente... String Perforated

3/8/2013 9,380,0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB} Status

Date ype Top (itKB) Btm (flKB) 11bore Zone ShoL. Ente... String Perforated
3/8/2013 9,850.0 10,300. Original Hole -18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Date Tap Depth {ftKB} Botlom Depth (itKB) Status

Date ype Tap (ftKB) Sim (ftKB) Wellbore Zone Shot . Ente... String Pegorated
3/8/2013 10,310.0 10,450.0 Original Hole -18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB} Bim (ftKB) Wetibore Zone ShoL Ente... Sliing Perforated
3/8/2013 10,460.0 10.500.0 Original Hole - 18-1 <zonename>, Original 240

Hole - 18-1
Perforation Statuses
Date Top Dep1h (ftKB) Bottom Dep1h (ftKB) Status

Date Type Top (flKB) Stm (ftKB) Wellbore 2one Shot... Ente... String Perforatet!
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforatlon Statuses
Date Top Depth (itKB} Bottom Depth (itKB) Status

Date Type Top (RKB) Blm (itKB) Wellbore Zone Sliot... Ente... Stríng Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (itKB) Status

Page 2/2 Report Printed: 3/1212013

Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor: 3/10/2013
EipkratuPududio,CEwt Report#:20

Well Name: Cane Creek 18-1
APIlUWi Well Area Basin Field Name Llcense # Permit Number Well Coniig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevallon (11) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type Stg # Start Dale End Date Top {ftKB) BIm (flKB) Stim/Treat Fluid Voi Clean Pu... Vol Slurry (bbl}

lnitial Fluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Slart (psi) Bottom Hole Pressure Starl(psi)

Final Fluid Rate (gpm} Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psl} Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Cone (1b/gal) Conc BH (Ib/gal)

Perforations
Dale Type Top (11KB) Btm (ftKB) Ilbore Zone Shot... Ente... String Perforated

3/8/2013 9,380,0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB} Status

Date ype Top (itKB) Btm (flKB) 11bore Zone ShoL. Ente... String Perforated
3/8/2013 9,850.0 10,300. Original Hole -18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Date Tap Depth {ftKB} Botlom Depth (itKB) Status

Date ype Tap (ftKB) Sim (ftKB) Wellbore Zone Shot . Ente... String Pegorated
3/8/2013 10,310.0 10,450.0 Original Hole -18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB} Bim (ftKB) Wetibore Zone ShoL Ente... Sliing Perforated
3/8/2013 10,460.0 10.500.0 Original Hole - 18-1 <zonename>, Original 240

Hole - 18-1
Perforation Statuses
Date Top Dep1h (ftKB) Bottom Dep1h (ftKB) Status

Date Type Top (flKB) Stm (ftKB) Wellbore 2one Shot... Ente... String Perforatet!
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforatlon Statuses
Date Top Depth (itKB} Bottom Depth (itKB) Status

Date Type Top (RKB) Blm (itKB) Wellbore Zone Sliot... Ente... Stríng Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (itKB) Status
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor: 3/10/2013
EipkratuPududio,CEwt Report#:20

Well Name: Cane Creek 18-1
APIlUWi Well Area Basin Field Name Llcense # Permit Number Well Coniig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevallon (11) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type Stg # Start Dale End Date Top {ftKB) BIm (flKB) Stim/Treat Fluid Voi Clean Pu... Vol Slurry (bbl}

lnitial Fluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Slart (psi) Bottom Hole Pressure Starl(psi)

Final Fluid Rate (gpm} Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psl} Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Cone (1b/gal) Conc BH (Ib/gal)

Perforations
Dale Type Top (11KB) Btm (ftKB) Ilbore Zone Shot... Ente... String Perforated

3/8/2013 9,380,0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB} Status

Date ype Top (itKB) Btm (flKB) 11bore Zone ShoL. Ente... String Perforated
3/8/2013 9,850.0 10,300. Original Hole -18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Date Tap Depth {ftKB} Botlom Depth (itKB) Status

Date ype Tap (ftKB) Sim (ftKB) Wellbore Zone Shot . Ente... String Pegorated
3/8/2013 10,310.0 10,450.0 Original Hole -18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB} Bim (ftKB) Wetibore Zone ShoL Ente... Sliing Perforated
3/8/2013 10,460.0 10.500.0 Original Hole - 18-1 <zonename>, Original 240

Hole - 18-1
Perforation Statuses
Date Top Dep1h (ftKB) Bottom Dep1h (ftKB) Status

Date Type Top (flKB) Stm (ftKB) Wellbore 2one Shot... Ente... String Perforatet!
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforatlon Statuses
Date Top Depth (itKB} Bottom Depth (itKB) Status

Date Type Top (RKB) Blm (itKB) Wellbore Zone Sliot... Ente... Stríng Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (itKB) Status
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor: 3/10/2013
EipkratuPududio,CEwt Report#:20

Well Name: Cane Creek 18-1
APIlUWi Well Area Basin Field Name Llcense # Permit Number Well Coniig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevallon (11) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type Stg # Start Dale End Date Top {ftKB) BIm (flKB) Stim/Treat Fluid Voi Clean Pu... Vol Slurry (bbl}

lnitial Fluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Slart (psi) Bottom Hole Pressure Starl(psi)

Final Fluid Rate (gpm} Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psl} Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Cone (1b/gal) Conc BH (Ib/gal)

Perforations
Dale Type Top (11KB) Btm (ftKB) Ilbore Zone Shot... Ente... String Perforated

3/8/2013 9,380,0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB} Status

Date ype Top (itKB) Btm (flKB) 11bore Zone ShoL. Ente... String Perforated
3/8/2013 9,850.0 10,300. Original Hole -18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Date Tap Depth {ftKB} Botlom Depth (itKB) Status

Date ype Tap (ftKB) Sim (ftKB) Wellbore Zone Shot . Ente... String Pegorated
3/8/2013 10,310.0 10,450.0 Original Hole -18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB} Bim (ftKB) Wetibore Zone ShoL Ente... Sliing Perforated
3/8/2013 10,460.0 10.500.0 Original Hole - 18-1 <zonename>, Original 240

Hole - 18-1
Perforation Statuses
Date Top Dep1h (ftKB) Bottom Dep1h (ftKB) Status

Date Type Top (flKB) Stm (ftKB) Wellbore 2one Shot... Ente... String Perforatet!
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforatlon Statuses
Date Top Depth (itKB} Bottom Depth (itKB) Status

Date Type Top (RKB) Blm (itKB) Wellbore Zone Sliot... Ente... Stríng Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (itKB) Status
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RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/9/2013
Empkrali:n&Pl:du:tio1CV i RODOrt #: 19

Well Name: Cane Creek 18-1
API/UWI WellArea Basin FieldName License# PermitNumber Wellconfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County Stale/Province Surveyed Elevation (ft) CF Elev (ft) KB tound Distance (ft) KB-CF(ft} Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 3/8/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/9/2013 06:00 3/10/2013 06:00
Operanons at Report Time
Flowtest well
Operadons Summary
Flowiest well
Operations Nexl Report Period

Weather Wellbore
Storms
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Stad Time Dur (hr) (hr) Code i Comment Start Depth (ftKB) End Depth {ftKB)

06:00 6.00 6.00 FBCK 1200hrs: FTP- 2554# SICP- 959# Choke- 11/64" Rec last hr: Oil- 10 bbis
Water-0 bbis Mud-0 bbis Gas- 3 mcf Tumed well into the flowback
equip @0900hrs. Trying to maintain +I- 10 bph. The oillmudratio change
to 100% oilwhen we turned into the treater. Rocking the choke continually.
Cont to flowtest well.

12:00 5.00 11.00 FBCK 1700hrs. FTP- 2563# SICP- 975# Choke- 12/64" Last hr rec: ÖÌf5 bbis
Water-0 bbis Mud-0 bbis Gas- 2 mcf Cont to flowtest well.

17:00 7.00 18.00 FBCK 2400 hrs. FTP- 2557# SICP- 1005# Choke- 13/64" Rec last hr: Oil- 14
bbls Water- O bbis Mud- Obbis Gas- 1 mcf Cont to flowlest well.

00:00 5.00 23.00 FDCK 0500hrs ( 3/10/2013) FTP- 2555# SICP- 1012# Choke- 11/64" Rec
last br: Ol- 13 bbis Water-0 bbls Mud-0 bbls Gas- i mcf Daily Rec:
Hrs- 24 hrs Oil- 191 bbis Water 0 bbls Mud- 8 bbis Gas- 105 mcíld
Cont to flowtest well.

05:00 1.00 24.00 FBCK Flowtest well. This hr willbe on the nextday report. See flowback report.
Casing & Line s

Set Depth OD NomMax ID Nom Min Prop
Run Dale Csg Des {ftKB) Top (itKB} OD (in) ID(in) W1/Len{lbilt) Grade (in) (in) Run?

Conductor 75.8

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8,681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Iblit) String Grade String Length (ft) Top Depth (flKB}

Rod Components
ItemDes OD (in) WL(Ibilt) Grade Len {ft} Jfs

Tubing
Tubing Descriplîon Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Deplh (itKB}

Tubing Components
liem Des OD (In) Wt (ib/ft) Grade Len (ft) Jls

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Page 1/2 Report Printed: 3/12/2013 |
|

Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/9/2013
Empkrali:n&Pl:du:tio1CV i RODOrt #: 19

Well Name: Cane Creek 18-1
API/UWI WellArea Basin FieldName License# PermitNumber Wellconfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County Stale/Province Surveyed Elevation (ft) CF Elev (ft) KB tound Distance (ft) KB-CF(ft} Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 3/8/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/9/2013 06:00 3/10/2013 06:00
Operanons at Report Time
Flowtest well
Operadons Summary
Flowiest well
Operations Nexl Report Period

Weather Wellbore
Storms
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Stad Time Dur (hr) (hr) Code i Comment Start Depth (ftKB) End Depth {ftKB)

06:00 6.00 6.00 FBCK 1200hrs: FTP- 2554# SICP- 959# Choke- 11/64" Rec last hr: Oil- 10 bbis
Water-0 bbis Mud-0 bbis Gas- 3 mcf Tumed well into the flowback
equip @0900hrs. Trying to maintain +I- 10 bph. The oillmudratio change
to 100% oilwhen we turned into the treater. Rocking the choke continually.
Cont to flowtest well.

12:00 5.00 11.00 FBCK 1700hrs. FTP- 2563# SICP- 975# Choke- 12/64" Last hr rec: ÖÌf5 bbis
Water-0 bbis Mud-0 bbis Gas- 2 mcf Cont to flowtest well.

17:00 7.00 18.00 FBCK 2400 hrs. FTP- 2557# SICP- 1005# Choke- 13/64" Rec last hr: Oil- 14
bbls Water- O bbis Mud- Obbis Gas- 1 mcf Cont to flowlest well.

00:00 5.00 23.00 FDCK 0500hrs ( 3/10/2013) FTP- 2555# SICP- 1012# Choke- 11/64" Rec
last br: Ol- 13 bbis Water-0 bbls Mud-0 bbls Gas- i mcf Daily Rec:
Hrs- 24 hrs Oil- 191 bbis Water 0 bbls Mud- 8 bbis Gas- 105 mcíld
Cont to flowtest well.

05:00 1.00 24.00 FBCK Flowtest well. This hr willbe on the nextday report. See flowback report.
Casing & Line s

Set Depth OD NomMax ID Nom Min Prop
Run Dale Csg Des {ftKB) Top (itKB} OD (in) ID(in) W1/Len{lbilt) Grade (in) (in) Run?

Conductor 75.8

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8,681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Iblit) String Grade String Length (ft) Top Depth (flKB}

Rod Components
ItemDes OD (in) WL(Ibilt) Grade Len {ft} Jfs

Tubing
Tubing Descriplîon Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Deplh (itKB}

Tubing Components
liem Des OD (In) Wt (ib/ft) Grade Len (ft) Jls

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Page 1/2 Report Printed: 3/12/2013 |
|

Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/9/2013
Empkrali:n&Pl:du:tio1CV i RODOrt #: 19

Well Name: Cane Creek 18-1
API/UWI WellArea Basin FieldName License# PermitNumber Wellconfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County Stale/Province Surveyed Elevation (ft) CF Elev (ft) KB tound Distance (ft) KB-CF(ft} Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 3/8/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/9/2013 06:00 3/10/2013 06:00
Operanons at Report Time
Flowtest well
Operadons Summary
Flowiest well
Operations Nexl Report Period

Weather Wellbore
Storms
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Stad Time Dur (hr) (hr) Code i Comment Start Depth (ftKB) End Depth {ftKB)

06:00 6.00 6.00 FBCK 1200hrs: FTP- 2554# SICP- 959# Choke- 11/64" Rec last hr: Oil- 10 bbis
Water-0 bbis Mud-0 bbis Gas- 3 mcf Tumed well into the flowback
equip @0900hrs. Trying to maintain +I- 10 bph. The oillmudratio change
to 100% oilwhen we turned into the treater. Rocking the choke continually.
Cont to flowtest well.

12:00 5.00 11.00 FBCK 1700hrs. FTP- 2563# SICP- 975# Choke- 12/64" Last hr rec: ÖÌf5 bbis
Water-0 bbis Mud-0 bbis Gas- 2 mcf Cont to flowtest well.

17:00 7.00 18.00 FBCK 2400 hrs. FTP- 2557# SICP- 1005# Choke- 13/64" Rec last hr: Oil- 14
bbls Water- O bbis Mud- Obbis Gas- 1 mcf Cont to flowlest well.

00:00 5.00 23.00 FDCK 0500hrs ( 3/10/2013) FTP- 2555# SICP- 1012# Choke- 11/64" Rec
last br: Ol- 13 bbis Water-0 bbls Mud-0 bbls Gas- i mcf Daily Rec:
Hrs- 24 hrs Oil- 191 bbis Water 0 bbls Mud- 8 bbis Gas- 105 mcíld
Cont to flowtest well.

05:00 1.00 24.00 FBCK Flowtest well. This hr willbe on the nextday report. See flowback report.

Casing & Line s
Set Depth OD NomMax ID Nom Min Prop

Run Dale Csg Des {ftKB) Top (itKB} OD (in) ID(in) W1/Len{lbilt) Grade (in) (in) Run?

Conductor 75.8

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8,681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Iblit) String Grade String Length (ft) Top Depth (flKB}

Rod Components
ItemDes OD (in) WL(Ibilt) Grade Len {ft} Jfs

Tubing
Tubing Descriplîon Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Deplh (itKB}

Tubing Components
liem Des OD (In) Wt (ib/ft) Grade Len (ft) Jls

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/9/2013
Empkrali:n&Pl:du:tio1CV i RODOrt #: 19

Well Name: Cane Creek 18-1
API/UWI WellArea Basin FieldName License# PermitNumber Wellconfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County Stale/Province Surveyed Elevation (ft) CF Elev (ft) KB tound Distance (ft) KB-CF(ft} Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 3/8/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/9/2013 06:00 3/10/2013 06:00
Operanons at Report Time
Flowtest well
Operadons Summary
Flowiest well
Operations Nexl Report Period

Weather Wellbore
Storms
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Stad Time Dur (hr) (hr) Code i Comment Start Depth (ftKB) End Depth {ftKB)

06:00 6.00 6.00 FBCK 1200hrs: FTP- 2554# SICP- 959# Choke- 11/64" Rec last hr: Oil- 10 bbis
Water-0 bbis Mud-0 bbis Gas- 3 mcf Tumed well into the flowback
equip @0900hrs. Trying to maintain +I- 10 bph. The oillmudratio change
to 100% oilwhen we turned into the treater. Rocking the choke continually.
Cont to flowtest well.

12:00 5.00 11.00 FBCK 1700hrs. FTP- 2563# SICP- 975# Choke- 12/64" Last hr rec: ÖÌf5 bbis
Water-0 bbis Mud-0 bbis Gas- 2 mcf Cont to flowtest well.

17:00 7.00 18.00 FBCK 2400 hrs. FTP- 2557# SICP- 1005# Choke- 13/64" Rec last hr: Oil- 14
bbls Water- O bbis Mud- Obbis Gas- 1 mcf Cont to flowlest well.

00:00 5.00 23.00 FDCK 0500hrs ( 3/10/2013) FTP- 2555# SICP- 1012# Choke- 11/64" Rec
last br: Ol- 13 bbis Water-0 bbls Mud-0 bbls Gas- i mcf Daily Rec:
Hrs- 24 hrs Oil- 191 bbis Water 0 bbls Mud- 8 bbis Gas- 105 mcíld
Cont to flowtest well.

05:00 1.00 24.00 FBCK Flowtest well. This hr willbe on the nextday report. See flowback report.

Casing & Line s
Set Depth OD NomMax ID Nom Min Prop

Run Dale Csg Des {ftKB) Top (itKB} OD (in) ID(in) W1/Len{lbilt) Grade (in) (in) Run?

Conductor 75.8

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8,681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Iblit) String Grade String Length (ft) Top Depth (flKB}

Rod Components
ItemDes OD (in) WL(Ibilt) Grade Len {ft} Jfs

Tubing
Tubing Descriplîon Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Deplh (itKB}

Tubing Components
liem Des OD (In) Wt (ib/ft) Grade Len (ft) Jls

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Page 1/2 Report Printed: 3/12/2013 |
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RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/9/2013

Well Name: Cane Creek 18-1
APIlUW1 WellArea Basin FieldName License# PermilNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed E[evation (it) CF Elev (fi} KB4round Distance (ft) KBCF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type Stg# Start Date End Date Top (ftKB) BIm (flKB) Stim/freat Fluid Vol Clean Pu .. Vol Slurry {bbl)

Initla1FluidRate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Stad (psl) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psl} Pressure BH End (psi)

StimlTreat Additives
Additive Type Amount Units SandSize Conc(Ibigal) ConcBH(Ib/gal)

Perforations
Date ype Top (ftKB) Bim (flKB) Wellbore Zone Shot... Ente.., stringPerforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (flKB) Bottom Depth (itKB) Status

Date Type Top (itKB) Bim (ftKB) Wellbore Zone ShoL. Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth {ttKB) Status

Dale Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,310.0 10.450.0 Original Hole - 18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
Date Top Depin (ftKB) Bottom Depth (ItKB) Stalus

Daie Type Top (ft(8} Btm (ilKB} Wellbore Zone Shot... Ente... Sking Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>. Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth (itKB) Bottom Depth (flKB} Status

Date Type Top (itKB) Blm(flKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,510.0 10,520.0 Original Hole -18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Botlom Depth (itKB) Status

Date Type Top {ftKB) Bim (ftKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Dale Top Dep1h(ftKB) Bottom Depth {ftKB) Status

Page 2/2 Report Printed:

Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/9/2013

Well Name: Cane Creek 18-1
APIlUW1 WellArea Basin FieldName License# PermilNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed E[evation (it) CF Elev (fi} KB4round Distance (ft) KBCF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type Stg# Start Date End Date Top (ftKB) BIm (flKB) Stim/freat Fluid Vol Clean Pu .. Vol Slurry {bbl)

Initla1FluidRate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Stad (psl) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psl} Pressure BH End (psi)

StimlTreat Additives
Additive Type Amount Units SandSize Conc(Ibigal) ConcBH(Ib/gal)

Perforations
Date ype Top (ftKB) Bim (flKB) Wellbore Zone Shot... Ente.., stringPerforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (flKB) Bottom Depth (itKB) Status

Date Type Top (itKB) Bim (ftKB) Wellbore Zone ShoL. Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth {ttKB) Status

Dale Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,310.0 10.450.0 Original Hole - 18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
Date Top Depin (ftKB) Bottom Depth (ItKB) Stalus

Daie Type Top (ft(8} Btm (ilKB} Wellbore Zone Shot... Ente... Sking Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>. Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth (itKB) Bottom Depth (flKB} Status

Date Type Top (itKB) Blm(flKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,510.0 10,520.0 Original Hole -18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Botlom Depth (itKB) Status

Date Type Top {ftKB) Bim (ftKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Dale Top Dep1h(ftKB) Bottom Depth {ftKB) Status
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/9/2013

Well Name: Cane Creek 18-1
APIlUW1 WellArea Basin FieldName License# PermilNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed E[evation (it) CF Elev (fi} KB4round Distance (ft) KBCF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type Stg# Start Date End Date Top (ftKB) BIm (flKB) Stim/freat Fluid Vol Clean Pu .. Vol Slurry {bbl)

Initla1FluidRate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Stad (psl) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psl} Pressure BH End (psi)

StimlTreat Additives
Additive Type Amount Units SandSize Conc(Ibigal) ConcBH(Ib/gal)

Perforations
Date ype Top (ftKB) Bim (flKB) Wellbore Zone Shot... Ente.., stringPerforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (flKB) Bottom Depth (itKB) Status

Date Type Top (itKB) Bim (ftKB) Wellbore Zone ShoL. Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth {ttKB) Status

Dale Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,310.0 10.450.0 Original Hole - 18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
Date Top Depin (ftKB) Bottom Depth (ItKB) Stalus

Daie Type Top (ft(8} Btm (ilKB} Wellbore Zone Shot... Ente... Sking Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>. Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth (itKB) Bottom Depth (flKB} Status

Date Type Top (itKB) Blm(flKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,510.0 10,520.0 Original Hole -18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Botlom Depth (itKB) Status

Date Type Top {ftKB) Bim (ftKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Dale Top Dep1h(ftKB) Bottom Depth {ftKB) Status

Page 2/2 Report Printed:



RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/8/2013
Report #: 18

Well Name: Cane Creek 18-1
APIlUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County SlateiProvince Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ii) KB CF (ft) Spud Dale Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/8/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/20'l3 2/11/2013
Rig Company ManiWellSile Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/8/2013 06:00 3/9/2013 06:00
Operations at Report Time
Pull plug, test flowline, fire guns, flowtest well
Operations Summary
Pull plug, test flowline, fire guns, flowtest well.
Operations Next Report Period

Weather Wellbore
Storms Original Hole - 18-1
Daily Contacts

Job Coníact Position : Office

Paul Nicholas Company Man / WSL (30 ) 321-0544

Time Log
Cum Dur

Start Tîme Our (hr) (br) Code 1 Comment Start Depth (ftKB) - End Depth (f!KB)

06:00 1.00 1.00 TRAV Crew travel
07:00 0.50 1.50 SMTG Hold safety.meetingand discuss the job.
07:30 0.50 2.00 GOP MlRU Northem Lights slickline unit. Prep to retrieve the plug.
08:00 5.50 7.60 CTWL RIH on the 1st lun w/ toolsto retrievo the plug in the XN nipple. Popped

free from the plug, unable to latch back onto the plug. ROOH. Redress the
tool.RIH the 2nd time to retrieve the plug. Latch onto the plug then pooped
free from the plug. Unablo lo latch back onto he plug. ROOH. Drop the
lower prong on the retrievingtool.RIIIwithout tho lower prong. Unable to
latch onto the plug and pick it. ROOH. RIHwith an impression block, tag
the plug. ROOH. The marks on the block indicate that the top of the plug is
exposed to the tool.Rll Iwith a sheer down tool.Try to work the sheer tool
into the plug. unable to sheer down on the plug. ROOH. PU a rolrieving tool
with a prong. RIH and beat down on the plug multiple times, Release the
plug ROOH. Inspection of the plug Indicated that there could have been
some rubber in the plug. HD & relolaso tho slickline unit.

13:30 1.00 8.50 SMTG Hold safety meeting w/ Fidelitysafety hand ( Loyd ). Discuss the next part
of the job. Pressure test the wellhead manifold, flowline &flowtest manifold
to4000# (good test).

14:30 0.25 8.75 PFRT Pressure up on the TCP guns to 3700#, bleed back to350#. Tho guns fired
in 5 min. Perforated from: 9380' to 9830', 9850' to 10,300', 10,310' to
10,450', 10,460' to 10,500', 10,510' to 10,520', 10,530' to 10.550'. 9380' to
10,550' OA. 1110' of guns @6 spf @600 phasing @0.37 EH @6660
holes.

14:45 2.25 11.00 FBCK SITP- 1600# SlCP-780# Begin flowtest. Open wellon a f2/64"choke.
Cont to open the choke to maintain good velocity in the lateral. Trying to
clean the lateral &wellbore. There was instant pressure on the well when
the guns fired (1600#}, watched for 10 min and maintained 1600#.

17:00 7.00 18.00 FBCK 1700 hrs. FTP- 2271# SICP-1144# Choke-20/64" Fluids/hr.- 60 bbls @
1bpm. Total rec: Water-39 bbis, Mud- 63 bbis. Oil-0 bbis, Gas- NIA.Began
seeing gas @1700 hrs. There was a short transitionbetween the water
and thediesel. Cont to flowtest well.See flowtest report.

00:00 S.00 23.00 FBCK 0500hrs: FTP- 2538# SICP-986# Choke-9/64" Daily hrs- 14.25 hrs.
Daily fluid Rec: Oil- 86 bbis, Mud- 214 bbis, Water- 39 bbis, Gas- good
show. Trying to flowwell @ 10 bph @250 bpd. See flowtest report.

05:00 1,00 24.00 FBCK Cont to flowlest the well. See the last hr reports on the nextdays'flowtest
report.The well is doing great at this time.Trying to flow the well @10 bph,
250 bpd. The oillmudratio is up to 75/25, seeing more oil and gas.

Casing & Line e
Set Depth OD Nom Max ID Nom Min Prop

RunDate CsgDes {ttKB) Top(ftKB) OD(in) . ID(in) Wi/Len{Ibät) Grade . .. (in) (in} Run?

Conductor 75.8
3/3/2012 Sudace 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/8/2013
Report #: 18

Well Name: Cane Creek 18-1
APIlUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County SlateiProvince Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ii) KB CF (ft) Spud Dale Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/8/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/20'l3 2/11/2013
Rig Company ManiWellSile Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/8/2013 06:00 3/9/2013 06:00
Operations at Report Time
Pull plug, test flowline, fire guns, flowtest well
Operations Summary
Pull plug, test flowline, fire guns, flowtest well.
Operations Next Report Period

Weather Wellbore
Storms Original Hole - 18-1
Daily Contacts

Job Coníact Position : Office

Paul Nicholas Company Man / WSL (30 ) 321-0544

Time Log
Cum Dur

Start Tîme Our (hr) (br) Code 1 Comment Start Depth (ftKB) - End Depth (f!KB)

06:00 1.00 1.00 TRAV Crew travel
07:00 0.50 1.50 SMTG Hold safety.meetingand discuss the job.
07:30 0.50 2.00 GOP MlRU Northem Lights slickline unit. Prep to retrieve the plug.
08:00 5.50 7.60 CTWL RIH on the 1st lun w/ toolsto retrievo the plug in the XN nipple. Popped

free from the plug, unable to latch back onto the plug. ROOH. Redress the
tool.RIH the 2nd time to retrieve the plug. Latch onto the plug then pooped
free from the plug. Unablo lo latch back onto he plug. ROOH. Drop the
lower prong on the retrievingtool.RIIIwithout tho lower prong. Unable to
latch onto the plug and pick it. ROOH. RIHwith an impression block, tag
the plug. ROOH. The marks on the block indicate that the top of the plug is
exposed to the tool.Rll Iwith a sheer down tool.Try to work the sheer tool
into the plug. unable to sheer down on the plug. ROOH. PU a rolrieving tool
with a prong. RIH and beat down on the plug multiple times, Release the
plug ROOH. Inspection of the plug Indicated that there could have been
some rubber in the plug. HD & relolaso tho slickline unit.

13:30 1.00 8.50 SMTG Hold safety meeting w/ Fidelitysafety hand ( Loyd ). Discuss the next part
of the job. Pressure test the wellhead manifold, flowline &flowtest manifold
to4000# (good test).

14:30 0.25 8.75 PFRT Pressure up on the TCP guns to 3700#, bleed back to350#. Tho guns fired
in 5 min. Perforated from: 9380' to 9830', 9850' to 10,300', 10,310' to
10,450', 10,460' to 10,500', 10,510' to 10,520', 10,530' to 10.550'. 9380' to
10,550' OA. 1110' of guns @6 spf @600 phasing @0.37 EH @6660
holes.
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show. Trying to flowwell @ 10 bph @250 bpd. See flowtest report.
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report.The well is doing great at this time.Trying to flow the well @10 bph,
250 bpd. The oillmudratio is up to 75/25, seeing more oil and gas.
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RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDEUTY Daily Completion - Paradox Executive Daily No Costs Report for: 3/8/2013
semerame *f Report #: 18

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Field Name License # Permit Number ÑellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KBGound Distance (11) KB-CF (ft) Spud Date Rlg Reliase Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Casing &Liners

Set Depth OD Nom Max LDNomMin Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in} ID {in) Wl/Len (Ibilt) Grade (in) (in) Run7

3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 SI8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2Ïi3/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1Ï2 3.92 No
Rods
Rad Description Run Date Pull Date Set Depth (ftKS} Weight/Leng1h (Ibilt) String Grade String Length (11) Top Depth (ftKB)

Rod Components
ElemDes OD {in) Wt (Ibnl} Grade Len (11) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ilKB) WeightlLength (Ib/ft) String Grade String Length (it} Top Depth (ftKB)

Tubing Components
Item Des OD {in) Wt (IbRt} Grade Len (11) Jts

Stimulations &Treatments
Date Type String Weilbore Stim/Treat Company StimTreal Supervisor

StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top {ttKB) Btm (flKB) Stim/Treat Fluid Voi Clean Pu... Val Slurry (bbl)

InitialFluid Rate (gpm) InitalRate Bottom Hole (gpm) Tubing Pressure Stad (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Fínal Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

StimlTreat Additives
Addillve Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zane Shot... Ente... Stríng Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Dale Top Depth (ftKB) Bottom Depih (ftKB) Status

Date Type Top (flKB) Stm (itKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforatlon Statuses
Date Top Depth (itKB} Bottom Depih (ftKB) Stakis

Date Type Top (flKB) Btm (IIKB) Wellbore Zone Shot... Ente... Sking Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840

Hole-18-1
Perforation Statuses
Date Top Depth (itKB) Bottom Depth (ftKB} Status

Date Type Top (itKB) Blm{ftKB) We11bore Zone Shot.. Ente... String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>. Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ttKB} Status

Date Type Top {ftKB) Btm(ftKB) Weilbore Zone Shot .. Ente... String Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (flKB) Status
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Date Top Depth (itKB) Bottom Depth (ftKB} Status

Date Type Top (itKB) Blm{ftKB) We11bore Zone Shot.. Ente... String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>. Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ttKB} Status

Date Type Top {ftKB) Btm(ftKB) Weilbore Zone Shot .. Ente... String Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (flKB) Status

Page 2/3 Report Printecl:

Sundry Number: 36169 API Well Number: 43019500120000

FIDEUTY Daily Completion - Paradox Executive Daily No Costs Report for: 3/8/2013
semerame *f Report #: 18

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Field Name License # Permit Number ÑellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KBGound Distance (11) KB-CF (ft) Spud Date Rlg Reliase Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Casing &Liners

Set Depth OD Nom Max LDNomMin Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in} ID {in) Wl/Len (Ibilt) Grade (in) (in) Run7

3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 SI8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2Ïi3/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1Ï2 3.92 No
Rods
Rad Description Run Date Pull Date Set Depth (ftKS} Weight/Leng1h (Ibilt) String Grade String Length (11) Top Depth (ftKB)

Rod Components
ElemDes OD {in) Wt (Ibnl} Grade Len (11) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ilKB) WeightlLength (Ib/ft) String Grade String Length (it} Top Depth (ftKB)

Tubing Components
Item Des OD {in) Wt (IbRt} Grade Len (11) Jts

Stimulations &Treatments
Date Type String Weilbore Stim/Treat Company StimTreal Supervisor

StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top {ttKB) Btm (flKB) Stim/Treat Fluid Voi Clean Pu... Val Slurry (bbl)

InitialFluid Rate (gpm) InitalRate Bottom Hole (gpm) Tubing Pressure Stad (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Fínal Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

StimlTreat Additives
Addillve Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zane Shot... Ente... Stríng Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Dale Top Depth (ftKB) Bottom Depih (ftKB) Status

Date Type Top (flKB) Stm (itKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforatlon Statuses
Date Top Depth (itKB} Bottom Depih (ftKB) Stakis

Date Type Top (flKB) Btm (IIKB) Wellbore Zone Shot... Ente... Sking Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840

Hole-18-1

Perforation Statuses
Date Top Depth (itKB) Bottom Depth (ftKB} Status

Date Type Top (itKB) Blm{ftKB) We11bore Zone Shot.. Ente... String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>. Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ttKB} Status

Date Type Top {ftKB) Btm(ftKB) Weilbore Zone Shot .. Ente... String Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (flKB) Status

Page 2/3 Report Printecl:



RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/8/2013
EipkaliM6PG¾tic CETNay Report #: 18

Well Name: Cane Creek 18-1
APIlUWI WellAœa Basin Fleid Name License # Permit Number Well Config
43-019-50012 Parado× Paradox Cane Creek 14507 Horizontal
County StatelPravince Surveyed Elevation (ft) CF Elev (ft) KB&round Distance (11) KB-CF {ft} Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Perforations
Date Type Top (ftKB) Bim (ftKB) Weilbare Zone ShoL. Ente... String Perforated

3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <ronename>, Original 120
Hole - 18-1

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Page 3/3 Report Printed:

Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/8/2013
EipkaliM6PG¾tic CETNay Report #: 18

Well Name: Cane Creek 18-1
APIlUWI WellAœa Basin Fleid Name License # Permit Number Well Config
43-019-50012 Parado× Paradox Cane Creek 14507 Horizontal
County StatelPravince Surveyed Elevation (ft) CF Elev (ft) KB&round Distance (11) KB-CF {ft} Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Perforations
Date Type Top (ftKB) Bim (ftKB) Weilbare Zone ShoL. Ente... String Perforated

3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <ronename>, Original 120
Hole - 18-1

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Page 3/3 Report Printed:

Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/8/2013
EipkaliM6PG¾tic CETNay Report #: 18

Well Name: Cane Creek 18-1
APIlUWI WellAœa Basin Fleid Name License # Permit Number Well Config
43-019-50012 Parado× Paradox Cane Creek 14507 Horizontal
County StatelPravince Surveyed Elevation (ft) CF Elev (ft) KB&round Distance (11) KB-CF {ft} Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Perforations
Date Type Top (ftKB) Bim (ftKB) Weilbare Zone ShoL. Ente... String Perforated

3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <ronename>, Original 120
Hole - 18-1

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Page 3/3 Report Printed:

Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/8/2013
EipkaliM6PG¾tic CETNay Report #: 18

Well Name: Cane Creek 18-1
APIlUWI WellAœa Basin Fleid Name License # Permit Number Well Config
43-019-50012 Parado× Paradox Cane Creek 14507 Horizontal
County StatelPravince Surveyed Elevation (ft) CF Elev (ft) KB&round Distance (11) KB-CF {ft} Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Perforations
Date Type Top (ftKB) Bim (ftKB) Weilbare Zone ShoL. Ente... String Perforated

3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <ronename>, Original 120
Hole - 18-1

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Page 3/3 Report Printed:



RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/7/2013
eimenwreennom Report #: 17

Well Name: Cane Creek 18-1
APflUWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevallon (ft) CF Elev (11) KB-Ground Distance (ft) KB-CF (it) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Starl Date 'Completions Finished Date Welf Status
Fidelity E&P 3/8/2013 COMP
Job Categoly Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entgr 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Weli Rig Release Date

Dally Operations
Report Start Date Report End Date

3/7/2013 06:00 3/8/2013 06:00
Operations at Report Time
ND BOPs, NUwellhead,test wellhead, RD rig, fabricate the flowline.
Operations Summary
ND BOPs, NUwellhead,test wellhead, RD rig #21, fabricate &tie-inflowline.
Operations Next Repoit Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Positlon Ollice
Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (br) (hr) Code i Comment Start Depth (itKB) End Depth (itKB)
06:00 1.00 1.00 TRAV Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job. SITP- 0# SICP- 70#
07:30 3.00 4.50 BOPR BD tbg &csg to 0#. ND the washington head &annular. Set 2 way check in

the hanger. NDthe BOPs. NUwellhead tree &manifold. Pump & pressure
up the esg to 500#, leave the pressure on the esg.

10:30 2.25 6.75 PTST MIRUCameron to test weLIhead. Pressure test the wellhead & 10,000#
connections to 8000# (high) & 250# (low). Everything tested (good test).
RD Cameron testers.

12:45 1.00 7.75 SRIGDN RD Monument rig #21. Move the rig equip away from around the wellhead.
Secure the wellhead area.

13:45 4.75 12.50 GOP MI the roustabout crew. Dig up the original flowline at the wellhead.
Fabricate and install a newvalve system on the end of the manifoldfor the
production dept.

18:30 1.00 13.50 SDFN Secure Well / SDFN / Travel
19:30 10.50 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ItKB) Top (itKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 8.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (itKB) Weight/Length (Ibilt) String Grade String Lengil1(ft) Top Depth (ftKB)

Rod Components
item Des OD (in) Wl (lblit) Grade Len {ft) Jts

Tubing
Tubing Description Run Dale Pull Date Set Depih (ftKB) WeighvLength (Iblit) String Grade String Length (ft) Top Depth {ftKB)

Tubing Components
Item Des OD (in) Wi (Iblit) Grade Len (ft) Jis

Stimulations &Treatments
Date Type Sking Weilbore Slim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ('A... pH Filter Size (in} Description

Fluid Additives
Additive Amount Unils Concen1ration (%)

Page 1/2 Report Printed:

Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/7/2013
eimenwreennom Report #: 17

Well Name: Cane Creek 18-1
APflUWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevallon (ft) CF Elev (11) KB-Ground Distance (ft) KB-CF (it) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Starl Date 'Completions Finished Date Welf Status
Fidelity E&P 3/8/2013 COMP
Job Categoly Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entgr 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Weli Rig Release Date

Dally Operations
Report Start Date Report End Date

3/7/2013 06:00 3/8/2013 06:00
Operations at Report Time
ND BOPs, NUwellhead,test wellhead, RD rig, fabricate the flowline.
Operations Summary
ND BOPs, NUwellhead,test wellhead, RD rig #21, fabricate &tie-inflowline.
Operations Next Repoit Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Positlon Ollice
Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (br) (hr) Code i Comment Start Depth (itKB) End Depth (itKB)
06:00 1.00 1.00 TRAV Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job. SITP- 0# SICP- 70#
07:30 3.00 4.50 BOPR BD tbg &csg to 0#. ND the washington head &annular. Set 2 way check in

the hanger. NDthe BOPs. NUwellhead tree &manifold. Pump & pressure
up the esg to 500#, leave the pressure on the esg.

10:30 2.25 6.75 PTST MIRUCameron to test weLIhead. Pressure test the wellhead & 10,000#
connections to 8000# (high) & 250# (low). Everything tested (good test).
RD Cameron testers.

12:45 1.00 7.75 SRIGDN RD Monument rig #21. Move the rig equip away from around the wellhead.
Secure the wellhead area.

13:45 4.75 12.50 GOP MI the roustabout crew. Dig up the original flowline at the wellhead.
Fabricate and install a newvalve system on the end of the manifoldfor the
production dept.

18:30 1.00 13.50 SDFN Secure Well / SDFN / Travel
19:30 10.50 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ItKB) Top (itKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 8.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (itKB) Weight/Length (Ibilt) String Grade String Lengil1(ft) Top Depth (ftKB)

Rod Components
item Des OD (in) Wl (lblit) Grade Len {ft) Jts

Tubing
Tubing Description Run Dale Pull Date Set Depih (ftKB) WeighvLength (Iblit) String Grade String Length (ft) Top Depth {ftKB)

Tubing Components
Item Des OD (in) Wi (Iblit) Grade Len (ft) Jis

Stimulations &Treatments
Date Type Sking Weilbore Slim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ('A... pH Filter Size (in} Description

Fluid Additives
Additive Amount Unils Concen1ration (%)

Page 1/2 Report Printed:

Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/7/2013
eimenwreennom Report #: 17

Well Name: Cane Creek 18-1
APflUWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevallon (ft) CF Elev (11) KB-Ground Distance (ft) KB-CF (it) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Starl Date 'Completions Finished Date Welf Status
Fidelity E&P 3/8/2013 COMP
Job Categoly Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entgr 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Weli Rig Release Date

Dally Operations
Report Start Date Report End Date

3/7/2013 06:00 3/8/2013 06:00
Operations at Report Time
ND BOPs, NUwellhead,test wellhead, RD rig, fabricate the flowline.
Operations Summary
ND BOPs, NUwellhead,test wellhead, RD rig #21, fabricate &tie-inflowline.
Operations Next Repoit Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Positlon Ollice
Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (br) (hr) Code i Comment Start Depth (itKB) End Depth (itKB)
06:00 1.00 1.00 TRAV Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job. SITP- 0# SICP- 70#
07:30 3.00 4.50 BOPR BD tbg &csg to 0#. ND the washington head &annular. Set 2 way check in

the hanger. NDthe BOPs. NUwellhead tree &manifold. Pump & pressure
up the esg to 500#, leave the pressure on the esg.

10:30 2.25 6.75 PTST MIRUCameron to test weLIhead. Pressure test the wellhead & 10,000#
connections to 8000# (high) & 250# (low). Everything tested (good test).
RD Cameron testers.

12:45 1.00 7.75 SRIGDN RD Monument rig #21. Move the rig equip away from around the wellhead.
Secure the wellhead area.

13:45 4.75 12.50 GOP MI the roustabout crew. Dig up the original flowline at the wellhead.
Fabricate and install a newvalve system on the end of the manifoldfor the
production dept.

18:30 1.00 13.50 SDFN Secure Well / SDFN / Travel
19:30 10.50 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ItKB) Top (itKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 8.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (itKB) Weight/Length (Ibilt) String Grade String Lengil1(ft) Top Depth (ftKB)

Rod Components
item Des OD (in) Wl (lblit) Grade Len {ft) Jts

Tubing
Tubing Description Run Dale Pull Date Set Depih (ftKB) WeighvLength (Iblit) String Grade String Length (ft) Top Depth {ftKB)

Tubing Components
Item Des OD (in) Wi (Iblit) Grade Len (ft) Jis

Stimulations &Treatments
Date Type Sking Weilbore Slim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ('A... pH Filter Size (in} Description

Fluid Additives
Additive Amount Unils Concen1ration (%)

Page 1/2 Report Printed:

Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/7/2013
eimenwreennom Report #: 17

Well Name: Cane Creek 18-1
APflUWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevallon (ft) CF Elev (11) KB-Ground Distance (ft) KB-CF (it) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Starl Date 'Completions Finished Date Welf Status
Fidelity E&P 3/8/2013 COMP
Job Categoly Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entgr 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Weli Rig Release Date

Dally Operations
Report Start Date Report End Date

3/7/2013 06:00 3/8/2013 06:00
Operations at Report Time
ND BOPs, NUwellhead,test wellhead, RD rig, fabricate the flowline.
Operations Summary
ND BOPs, NUwellhead,test wellhead, RD rig #21, fabricate &tie-inflowline.
Operations Next Repoit Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Positlon Ollice
Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (br) (hr) Code i Comment Start Depth (itKB) End Depth (itKB)
06:00 1.00 1.00 TRAV Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job. SITP- 0# SICP- 70#
07:30 3.00 4.50 BOPR BD tbg &csg to 0#. ND the washington head &annular. Set 2 way check in

the hanger. NDthe BOPs. NUwellhead tree &manifold. Pump & pressure
up the esg to 500#, leave the pressure on the esg.

10:30 2.25 6.75 PTST MIRUCameron to test weLIhead. Pressure test the wellhead & 10,000#
connections to 8000# (high) & 250# (low). Everything tested (good test).
RD Cameron testers.

12:45 1.00 7.75 SRIGDN RD Monument rig #21. Move the rig equip away from around the wellhead.
Secure the wellhead area.

13:45 4.75 12.50 GOP MI the roustabout crew. Dig up the original flowline at the wellhead.
Fabricate and install a newvalve system on the end of the manifoldfor the
production dept.

18:30 1.00 13.50 SDFN Secure Well / SDFN / Travel
19:30 10.50 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ItKB) Top (itKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 8.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (itKB) Weight/Length (Ibilt) String Grade String Lengil1(ft) Top Depth (ftKB)

Rod Components
item Des OD (in) Wl (lblit) Grade Len {ft) Jts

Tubing
Tubing Description Run Dale Pull Date Set Depih (ftKB) WeighvLength (Iblit) String Grade String Length (ft) Top Depth {ftKB)

Tubing Components
Item Des OD (in) Wi (Iblit) Grade Len (ft) Jis

Stimulations &Treatments
Date Type Sking Weilbore Slim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ('A... pH Filter Size (in} Description

Fluid Additives
Additive Amount Unils Concen1ration (%)

Page 1/2 Report Printed:



RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/7/2013
Eipkali:aIPunctboiCo-r Report #: 17

Well Name: Cane Creek 18-1
APIJUWI Well Area Basin Field Name License # Pemiit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (fl) KB-Ground Distance (ft) KB-CF (It) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type Stg# Start Date End Date Top (itKB) Blm (flKB) StimíTreatFlu1d Vol Clean Pu... VolSlurry {bbl)

InitialFluid Rale {gpm) InitialRate Bottom Hole (gpm} Tubing Pressure Starl (psl} Casing Pressure Start (psi) Bottom Hole Pressure Start {psi)

Final Fluid Rale {gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ibigal) Conc BH (Ib/gal)

Perforations
Date Type Top (ItKB) BIm (ftKB) Weßbom Zone Shot... Ente... String Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (itKB) Status

Date Type Top (ftKB) Stm (ftKB) Weilbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ftKB) Status

Date Type Top (flKB) Bim (ftKB) Wellbore 2one Shot... Ente... String Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840

Hole-18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (flKB} B1m(ftKB) Wellbore Zone ShoL. Enle... String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>, Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB} Status

Dale Type Top (ilKB} Blm (ftKB) IIbore Zone Shot,.. Ente... Sising Perforated
3/8/2013 10,510.0 10,520. Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Dale Top Depth (ftKB) Bottom Depth (itKB} Status

Date Type Top {ftKB) Blm (ftKB} Wellbore Zone ShoL Ente... String Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB} Bottom Depth (ftKB) Status

Page 2/2 Report Printed:

Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/7/2013
Eipkali:aIPunctboiCo-r Report #: 17

Well Name: Cane Creek 18-1
APIJUWI Well Area Basin Field Name License # Pemiit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (fl) KB-Ground Distance (ft) KB-CF (It) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type Stg# Start Date End Date Top (itKB) Blm (flKB) StimíTreatFlu1d Vol Clean Pu... VolSlurry {bbl)

InitialFluid Rale {gpm) InitialRate Bottom Hole (gpm} Tubing Pressure Starl (psl} Casing Pressure Start (psi) Bottom Hole Pressure Start {psi)

Final Fluid Rale {gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ibigal) Conc BH (Ib/gal)

Perforations
Date Type Top (ItKB) BIm (ftKB) Weßbom Zone Shot... Ente... String Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (itKB) Status

Date Type Top (ftKB) Stm (ftKB) Weilbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ftKB) Status

Date Type Top (flKB) Bim (ftKB) Wellbore 2one Shot... Ente... String Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840

Hole-18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (flKB} B1m(ftKB) Wellbore Zone ShoL. Enle... String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>, Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB} Status

Dale Type Top (ilKB} Blm (ftKB) IIbore Zone Shot,.. Ente... Sising Perforated
3/8/2013 10,510.0 10,520. Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Dale Top Depth (ftKB) Bottom Depth (itKB} Status

Date Type Top {ftKB) Blm (ftKB} Wellbore Zone ShoL Ente... String Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB} Bottom Depth (ftKB) Status

Page 2/2 Report Printed:

Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/7/2013
Eipkali:aIPunctboiCo-r Report #: 17

Well Name: Cane Creek 18-1
APIJUWI Well Area Basin Field Name License # Pemiit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (fl) KB-Ground Distance (ft) KB-CF (It) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type Stg# Start Date End Date Top (itKB) Blm (flKB) StimíTreatFlu1d Vol Clean Pu... VolSlurry {bbl)

InitialFluid Rale {gpm) InitialRate Bottom Hole (gpm} Tubing Pressure Starl (psl} Casing Pressure Start (psi) Bottom Hole Pressure Start {psi)

Final Fluid Rale {gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ibigal) Conc BH (Ib/gal)

Perforations
Date Type Top (ItKB) BIm (ftKB) Weßbom Zone Shot... Ente... String Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (itKB) Status

Date Type Top (ftKB) Stm (ftKB) Weilbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ftKB) Status

Date Type Top (flKB) Bim (ftKB) Wellbore 2one Shot... Ente... String Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840

Hole-18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (flKB} B1m(ftKB) Wellbore Zone ShoL. Enle... String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>, Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB} Status

Dale Type Top (ilKB} Blm (ftKB) IIbore Zone Shot,.. Ente... Sising Perforated
3/8/2013 10,510.0 10,520. Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Dale Top Depth (ftKB) Bottom Depth (itKB} Status

Date Type Top {ftKB) Blm (ftKB} Wellbore Zone ShoL Ente... String Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB} Bottom Depth (ftKB) Status

Page 2/2 Report Printed:

Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/7/2013
Eipkali:aIPunctboiCo-r Report #: 17

Well Name: Cane Creek 18-1
APIJUWI Well Area Basin Field Name License # Pemiit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (fl) KB-Ground Distance (ft) KB-CF (It) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type Stg# Start Date End Date Top (itKB) Blm (flKB) StimíTreatFlu1d Vol Clean Pu... VolSlurry {bbl)

InitialFluid Rale {gpm) InitialRate Bottom Hole (gpm} Tubing Pressure Starl (psl} Casing Pressure Start (psi) Bottom Hole Pressure Start {psi)

Final Fluid Rale {gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ibigal) Conc BH (Ib/gal)

Perforations
Date Type Top (ItKB) BIm (ftKB) Weßbom Zone Shot... Ente... String Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (itKB) Status

Date Type Top (ftKB) Stm (ftKB) Weilbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ftKB) Status

Date Type Top (flKB) Bim (ftKB) Wellbore 2one Shot... Ente... String Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840

Hole-18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (flKB} B1m(ftKB) Wellbore Zone ShoL. Enle... String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>, Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB} Status

Dale Type Top (ilKB} Blm (ftKB) IIbore Zone Shot,.. Ente... Sising Perforated
3/8/2013 10,510.0 10,520. Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Dale Top Depth (ftKB) Bottom Depth (itKB} Status

Date Type Top {ftKB) Blm (ftKB} Wellbore Zone ShoL Ente... String Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB} Bottom Depth (ftKB) Status

Page 2/2 Report Printed:



RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/6/2013
"i Report #: 16

Well Name: Cane Creek 18-1
APlIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
Counly State/Province Sunreyed Elevation (It) CF Elev (ft) KB-Ground Distance (ft) KB-CF {ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date We[IStalus
Fidelity E&P 3/8/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Starl Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company ManiWell Site Lead Rig Email Address Rig Ph¤ne Number Rig Release Previous Well Rig Release Date

Daily Operations
Repart Start Date Report End Date

3/6/2013 06:00 3/7/2013 06:00
Operations at Report Time
TOOH, TlH the cap string,circpacker fluid, Ld in packer
OperaEons Summary
TOOH, TlH the 2 7/8" tbg &cap string,Ld in the packer w/20,000 lbs on the packer.
Operanons Nexl Report Period

Wealhar Wellbore
Sunny and Clear Original Hole - 18-1
Dally Contacts

Job Cantact Position Otlice

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur(hr) (hr) Cade i Comment Start Depth (ftKB) End Depth (ftKB}

06:00 1.00 1.00 TRAV Crew travel
07:00 1.00 2.00 SMTG Hold safety meeting&discuss job. SI fP-0# SICP-0# Prep to TOOH w/

killstring.
08:00 1.50 3.50 TRIP TOOH w/2 7/8" killstring.
09:30 1.50 5.00 GOP MIRU Baker Cap stringunit.Circ fluid throughthe cap string to insure the

string is open (goodtest).
11:00 3.50 8.50 TRIP TIH w/ 2 7/8" 6.5th N-80 EUE Brd tbg &cap stringassembly as follows: L-

10 connector, 2 7/8"X 4' N-80 pup, Ported injection sub, (1) jnt of 2 7/8"
6.5# N-80 EUE 8td tbg, X nipple ( 2.313" ), (210} jnts of 2 7/8" 6.5# N-80
EUE Brd tbg,(1)2 7/8" X 2' N-80 pup, (1) 2 7/8" X 4' N-80 pup, (1) 2 7/8" X
8' N-80 pup, (1) 2 7/8" X 8' N-80 pup, (1) jnt of 2 7/8" 6.5# N-80 EUE Brd
tbg, Cameron tbg hanger. TIH wl Baker 3/8" high pressure cap string. No
splices in the cap string. Set above the packer. Pump into thecap string to
insure that the stringis workingproperly. (goodtest).

14:30 2.00 10.50 GOP Circ the packer fluid in reverse @2.5 bpm @550#. Pump 160 bbis inlo the
csg. Ld the string onto the packer (w/ 20,000\bs comp ), hang off in the tbg
spool with the hanger. Lock in the hanger. Si tbg, csg & BOPs, drain lines.

16:30 1.00 11.50 SDFN Secure Well / SDFN / Travel
17:30 12.50 24.00 SDFN SDFN
Cas1ng & Line s

Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (ftKB) Top {ftKB) OD (in) ID(in) WULen (Ih/ft) Gradi (in} (in) Run?

Conductor 75.8

3/3/2012 Sulfaco 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.416 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/fl) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
item Des OD (in) Wt (iblit) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (itKB) Weight/Length (Iba) String Grade String Length (tt} Top Depth (itKB)

Tubing Components
Kem Des OD (in} Wt (Iba) Grade Len (it} Jts

Stimulations & Treatments
Date Type String Wellbore StimíTreat Company StimTreal Supervisor
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Run Date Csg Des (ftKB) Top {ftKB) OD (in) ID(in) WULen (Ih/ft) Gradi (in} (in) Run?

Conductor 75.8

3/3/2012 Sulfaco 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.416 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/fl) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
item Des OD (in) Wt (iblit) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (itKB) Weight/Length (Iba) String Grade String Length (tt} Top Depth (itKB)

Tubing Components
Kem Des OD (in} Wt (Iba) Grade Len (it} Jts

Stimulations & Treatments
Date Type String Wellbore StimíTreat Company StimTreal Supervisor
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RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/6/2013
EspkuÞ:a1PI.duto1Ct wt Report #: 16

Well Name: Cane Creek 18-1
APIIUWI Well Area Basin Field Name I.icense # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Piovince Surveyed Elevation (11) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in} Description

Fluid Additives
Additive Amount Units Concentration {%)

Stim/Treat Stages
Stage Type Sig # Start Dale End Date Top (ftKB} Bim (f1KB) Stim/Treat Fluid Vol Clean Pu... VoiŠTuÑ(bbl)

laitlal Fluid Rale (gpm) InitialRate Bottom Hole (gpm} Tubing Pressure Starl(psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate {gpm) Final Rate Boltom Hole (gpm) Pressure Tubing End (psî) Casing Pressure End (psi) Pressure BH End {psi)

Stim/Treat Additives
Additive Type Amount Units SandSize Conc(ib/gal) ConcBH(Iblgal)

Perforations
Date Type Top (ftKB) Bim (flKB} Wellbore Zone Shot... Ente... String Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (ilKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Blm (flKB) Weilbore Zone Shot . Ente. String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, OriginaF 2,70

Hole - 18-1 0
Perforation Statuses
Date Top Depth (itKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Blm {flKB) Wellbore Zone Shot... Ente-. String Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
Dale Top Depth (ftKB) Bottom Depth (ftKB) Status

Dale Type Top (flKB) Btm (ItKB) Ilbore Zone Shot... Ente.- String Perforated
3/8/2013 10,460.0 10,500. Original Hole - 18-1 <zonename>, Original 240

Hole-18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ftKB) Status

Date Type Top (itKB} Bim (ItKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>. Original 60

Hole-18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (flKB) Status

Date Type Top (itKB} Bfm (flKB) Wellbore ne ShoL. Ente... String Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (flKB) Status
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RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/5/2013
Report #: 15

Well Name: Cane Creek 18-1
API/UWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/8/2013 COMP
Job Category Ja11Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entqv 2/11/2013 2/11/2013
Rig Company MantWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/5/2013 06:00 3/6/2013 06:00
Operations at Report Time
Cont TlH w/ guns &packer, circ &spot diesel, set packer, RiH plug. release form packer
Operations Summary
Cont TlH wl guns &packer, circ &spot the diesel, set the packer, RIH and set packer plug, release from packer.
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Dally Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Our {hr} (hr) Code 1 Comment Start Depth (ftKB) End Depth (f(KB)

06:00 1.00 1.00 TRAV Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job. SITP- 0# SICP-0#
07:30 1.25 2.75 TRIP Cont to TlH wl TCP guns &packer. Spot guns in place.
08:45 1.25 4.00 GOP MIRUNorthern Lights slickline. Prep to circ and spot the diesel from the

guns to the packer.
10:00 1.25 5.25 GOP Begin pumping diesel, pump down the tbgto spot the diesel from the guns

to the packer. Pump 36 bbls of diesel followed by 38 bble of 9.0 ppg CACL
water. Max Press: 800#@ 1.0 bpm. Max Rate: 1.50 bpm @500#. Hold
diesel in place by shutting in the tbg & csg. Set the packer @6797'. Make
a 5' adjustment to match the Thru Bit log &the CBL. This willset the guns
on depth @9380' ( top shot ), 10,550' ( bottom shot ). Packer @679T.

11:15 4.25 9.50 CTWL RU on the tbgw/ Northern Lights slicklino. Ril Iw/ plug to set in the Xnipple
in the onloff tool.Tryed to set the plug in the profile 3 times. Make an
attempt to set in the XN. Unable to set the plug in the XN. ROOH w/ plug.
Inspection of the gavo us no indication of why the plug would not seL RIH
with the plug the 2nd time.Set the plug in the XNnipplo. ROOH. The set
check indicated that the plug was set properly. RD &release the slickline,
Test the packer to 1000# (good test ).

15:30 0.50 10.00 GOP Release offof the packer with the L-10. LD 1 jnt of tbg. Leave the tbg in the
hole for a killstring. SI tbg, csg & BOPs.

16:00 1.00 11.00 SDFN Secure Well / SDFN / Travel
17:00 13.00 24.00 SDFN SDFN
Casing & Lino s

Sot Depth OD Nom Max IDNom Mm Prop
Run Dale Csg i es (itKB) Top {lIKB) OD (in) ID{in) WIILen (Iblit} Grade (In} (in} Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 [ntermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 S/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (itKB) WeightlLength (Iblit} String Grade Sking Length (ft) Top Depth (ItKB)

Rod Components
Item Des OD (in) Wt (Ibitt} Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pu11Data Set Depth (ftKB} Weight/Length (Iblft} String Grade Shing Length (it) Top Depth (flKB}

Tubing Components
1tem Des OD (in} Wl (Iblít) Grade Len (ft) Jis
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Rod Components
Item Des OD (in) Wt (Ibitt} Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pu11Data Set Depth (ftKB} Weight/Length (Iblft} String Grade Shing Length (it) Top Depth (flKB}

Tubing Components
1tem Des OD (in} Wl (Iblít) Grade Len (ft) Jis

Page 1/2 Report Printed:

Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/5/2013
Report #: 15

Well Name: Cane Creek 18-1
API/UWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/8/2013 COMP
Job Category Ja11Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entqv 2/11/2013 2/11/2013
Rig Company MantWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/5/2013 06:00 3/6/2013 06:00
Operations at Report Time
Cont TlH w/ guns &packer, circ &spot diesel, set packer, RiH plug. release form packer
Operations Summary
Cont TlH wl guns &packer, circ &spot the diesel, set the packer, RIH and set packer plug, release from packer.
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Dally Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Our {hr} (hr) Code 1 Comment Start Depth (ftKB) End Depth (f(KB)

06:00 1.00 1.00 TRAV Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job. SITP- 0# SICP-0#

07:30 1.25 2.75 TRIP Cont to TlH wl TCP guns &packer. Spot guns in place.
08:45 1.25 4.00 GOP MIRUNorthern Lights slickline. Prep to circ and spot the diesel from the

guns to the packer.
10:00 1.25 5.25 GOP Begin pumping diesel, pump down the tbgto spot the diesel from the guns

to the packer. Pump 36 bbls of diesel followed by 38 bble of 9.0 ppg CACL
water. Max Press: 800#@ 1.0 bpm. Max Rate: 1.50 bpm @500#. Hold
diesel in place by shutting in the tbg & csg. Set the packer @6797'. Make
a 5' adjustment to match the Thru Bit log &the CBL. This willset the guns
on depth @9380' ( top shot ), 10,550' ( bottom shot ). Packer @679T.

11:15 4.25 9.50 CTWL RU on the tbgw/ Northern Lights slicklino. Ril Iw/ plug to set in the Xnipple
in the onloff tool.Tryed to set the plug in the profile 3 times. Make an
attempt to set in the XN. Unable to set the plug in the XN. ROOH w/ plug.
Inspection of the gavo us no indication of why the plug would not seL RIH
with the plug the 2nd time.Set the plug in the XNnipplo. ROOH. The set
check indicated that the plug was set properly. RD &release the slickline,
Test the packer to 1000# (good test ).

15:30 0.50 10.00 GOP Release offof the packer with the L-10. LD 1 jnt of tbg. Leave the tbg in the
hole for a killstring. SI tbg, csg & BOPs.

16:00 1.00 11.00 SDFN Secure Well / SDFN / Travel
17:00 13.00 24.00 SDFN SDFN
Casing & Lino s

Sot Depth OD Nom Max IDNom Mm Prop
Run Dale Csg i es (itKB) Top {lIKB) OD (in) ID{in) WIILen (Iblit} Grade (In} (in} Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 [ntermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 S/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (itKB) WeightlLength (Iblit} String Grade Sking Length (ft) Top Depth (ItKB)

Rod Components
Item Des OD (in) Wt (Ibitt} Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pu11Data Set Depth (ftKB} Weight/Length (Iblft} String Grade Shing Length (it) Top Depth (flKB}

Tubing Components
1tem Des OD (in} Wl (Iblít) Grade Len (ft) Jis
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RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor:3/5/2013
um amewcoa Report#:15

Well Name: Cane Creek 18-1
APflUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Sunreyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996,00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stimulations & Treatments
Dale Type String Wellbare SlimfTreat Company StimTreat Supervisor

StimlTreat Fluids
Fluid Name Fluid Type Dans Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amounl Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (flKB) Btm (flKB} Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

initial Fluid Rate (gpm} [nliialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psl} Bottom Hola Pressure Start (psl)

Fínal Fluid Rate (gpm} Final Rate Bottom Hole (gpm) Pressure Tubing End (psl) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Cone BH (Iblgal)

Perforations
Date Type Top (itKB) BIm {flKB) Wellbore Zone ShoL. Enle... Slring Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (ftKB) Bottom Depih (ftKB) Status

Date Type p (11KB) Bim (itKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, original 2,70

Hole - 18-1 0
Perforation Statuses
Date Top Depih (ftKB) Bottom Depth (flKB} Status

Date Type Top (ItKB) Blm (ftKB) Welibore Zone Sh¤t... Ente... String Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
DÃe Top Depth (ilKB} Bollom Depth (ftKB) Status

Dale Type Top (ftKB) Blm {flKB) Wellb¤re Zone Shot... Ente.. String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>, Original 24

Hote - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Dep1h (ftKB) Status

Date Type Top (itKB) Bim (ftKB) Wellbore 2one Shot... Ente... Sking Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depih (ftKB) Bottom Depth (flKB) Status

Date Type Tap (ftKB) Bim (flKB) Wellbore 2one Shot... Ente... String Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>. Original 12

Hole - 18-1
Perforation Statuses
Date Top Depth (itKB} Bottom Depth (ftKB) Status
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor:3/5/2013
um amewcoa Report#:15

Well Name: Cane Creek 18-1
APflUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Sunreyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996,00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stimulations & Treatments
Dale Type String Wellbare SlimfTreat Company StimTreat Supervisor

StimlTreat Fluids
Fluid Name Fluid Type Dans Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amounl Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (flKB) Btm (flKB} Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

initial Fluid Rate (gpm} [nliialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psl} Bottom Hola Pressure Start (psl)

Fínal Fluid Rate (gpm} Final Rate Bottom Hole (gpm) Pressure Tubing End (psl) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Cone BH (Iblgal)

Perforations
Date Type Top (itKB) BIm {flKB) Wellbore Zone ShoL. Enle... Slring Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (ftKB) Bottom Depih (ftKB) Status

Date Type p (11KB) Bim (itKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, original 2,70

Hole - 18-1 0
Perforation Statuses
Date Top Depih (ftKB) Bottom Depth (flKB} Status

Date Type Top (ItKB) Blm (ftKB) Welibore Zone Sh¤t... Ente... String Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
DÃe Top Depth (ilKB} Bollom Depth (ftKB) Status

Dale Type Top (ftKB) Blm {flKB) Wellb¤re Zone Shot... Ente.. String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>, Original 24

Hote - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Dep1h (ftKB) Status

Date Type Top (itKB) Bim (ftKB) Wellbore 2one Shot... Ente... Sking Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depih (ftKB) Bottom Depth (flKB) Status

Date Type Tap (ftKB) Bim (flKB) Wellbore 2one Shot... Ente... String Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>. Original 12

Hole - 18-1
Perforation Statuses
Date Top Depth (itKB} Bottom Depth (ftKB) Status
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor:3/5/2013
um amewcoa Report#:15

Well Name: Cane Creek 18-1
APflUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Sunreyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996,00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stimulations & Treatments
Dale Type String Wellbare SlimfTreat Company StimTreat Supervisor

StimlTreat Fluids
Fluid Name Fluid Type Dans Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amounl Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (flKB) Btm (flKB} Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

initial Fluid Rate (gpm} [nliialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psl} Bottom Hola Pressure Start (psl)

Fínal Fluid Rate (gpm} Final Rate Bottom Hole (gpm) Pressure Tubing End (psl) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Cone BH (Iblgal)

Perforations
Date Type Top (itKB) BIm {flKB) Wellbore Zone ShoL. Enle... Slring Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (ftKB) Bottom Depih (ftKB) Status

Date Type p (11KB) Bim (itKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, original 2,70

Hole - 18-1 0
Perforation Statuses
Date Top Depih (ftKB) Bottom Depth (flKB} Status

Date Type Top (ItKB) Blm (ftKB) Welibore Zone Sh¤t... Ente... String Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
DÃe Top Depth (ilKB} Bollom Depth (ftKB) Status

Dale Type Top (ftKB) Blm {flKB) Wellb¤re Zone Shot... Ente.. String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>, Original 24

Hote - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Dep1h (ftKB) Status

Date Type Top (itKB) Bim (ftKB) Wellbore 2one Shot... Ente... Sking Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depih (ftKB) Bottom Depth (flKB) Status

Date Type Tap (ftKB) Bim (flKB) Wellbore 2one Shot... Ente... String Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>. Original 12

Hole - 18-1
Perforation Statuses
Date Top Depth (itKB} Bottom Depth (ftKB) Status
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor:3/5/2013
um amewcoa Report#:15

Well Name: Cane Creek 18-1
APflUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Sunreyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996,00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stimulations & Treatments
Dale Type String Wellbare SlimfTreat Company StimTreat Supervisor

StimlTreat Fluids
Fluid Name Fluid Type Dans Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amounl Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (flKB) Btm (flKB} Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

initial Fluid Rate (gpm} [nliialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psl} Bottom Hola Pressure Start (psl)

Fínal Fluid Rate (gpm} Final Rate Bottom Hole (gpm) Pressure Tubing End (psl) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Cone BH (Iblgal)

Perforations
Date Type Top (itKB) BIm {flKB) Wellbore Zone ShoL. Enle... Slring Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (ftKB) Bottom Depih (ftKB) Status

Date Type p (11KB) Bim (itKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, original 2,70

Hole - 18-1 0
Perforation Statuses
Date Top Depih (ftKB) Bottom Depth (flKB} Status

Date Type Top (ItKB) Blm (ftKB) Welibore Zone Sh¤t... Ente... String Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
DÃe Top Depth (ilKB} Bollom Depth (ftKB) Status

Dale Type Top (ftKB) Blm {flKB) Wellb¤re Zone Shot... Ente.. String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>, Original 24

Hote - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Dep1h (ftKB) Status

Date Type Top (itKB) Bim (ftKB) Wellbore 2one Shot... Ente... Sking Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depih (ftKB) Bottom Depth (flKB) Status

Date Type Tap (ftKB) Bim (flKB) Wellbore 2one Shot... Ente... String Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>. Original 12

Hole - 18-1
Perforation Statuses
Date Top Depth (itKB} Bottom Depth (ftKB) Status
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RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/4/2013
E' Report #: 14

Well Name: Cane Creek 18-1
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operalor Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company ManiWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Dale Report End Date

3/4/2013 06:00 3/5/2013 06:00
Operations at Rep¤Jt Time
TIH wl guns, space out, TlH w/ packer
Operations Summary
TlH wl guns, space out, TIH w/ packer &2 7/8" tbg. Hang off@ 10,199'
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start time Dur(Itr) (hr) Code i Comment Start Depth (ItKB) End Depth (ftKB)

06:00 1.00 1.00 TRAV Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job.
07:30 9.50 11.00 TRIP SITP- 0# SICP- 0# TIHw/ Baker TCP guns as follows: Baker TCP 3 118"

gun assembly ( 1188'), 81 jnts of 2 3/8" 4.7# L-80 EUE Brd tbg, 2 3/8" tbg
swivel, Xover (2 3/8" X 2 7/8", 2 7/8" X 6' EUE pup, BXNprofile nipple
( 2.313" ),2 7/8" X 8' EUE pup, 7" Baker Hornet packer ( 5.91" OD ), L-10
onloff toolw/ 2.313" profile, 2 7/8" X 6' EUE pup, 2 7/8" injection pup, (1) jnt
of 2 7/8" 6.5# N-80 EUE 8rd tbg, BX nipple (2.313" ID), 202 jnts of 2 7/8"
6.5# N-80 EUE 8rd tbg. Ld the tbg string in the rig slips. EOT @10,199'

17:00 0.50 11.50 GOP Si tbg, csg &BOPs. Drain lines.
17:30 1.00 12.50 SDFN Secure Well / SDFN / Travel
18:30 11.50 24.00 SDFN SDFN
Casing & Line s

Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (flKB) Top (flKB) OD (In) ID(In) WIILen {\b/ft) Grade (in) (in) RunŸ

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5Ï8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length {tt) Top Depth (ftKB)

Rod Components
itemDes OD (in) Wt (Ibilt) Grade Len (it) Jts

Tubing
Tubing Description Run Date Pull Dale Set Depth {ftKB) Weight/Length (1blit) String Grade String Length (fi} Top Depth (flKB}

Tubing Components
item Des OD (in) Wi (Ibilt) Grade Len (fi) Jis

Stimulations &Treatments
Dale Type String Wellbore Stimífreat Company SlimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/4/2013
E' Report #: 14

Well Name: Cane Creek 18-1
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operalor Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company ManiWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Dale Report End Date

3/4/2013 06:00 3/5/2013 06:00
Operations at Rep¤Jt Time
TIH wl guns, space out, TlH w/ packer
Operations Summary
TlH wl guns, space out, TIH w/ packer &2 7/8" tbg. Hang off@ 10,199'
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start time Dur(Itr) (hr) Code i Comment Start Depth (ItKB) End Depth (ftKB)

06:00 1.00 1.00 TRAV Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job.
07:30 9.50 11.00 TRIP SITP- 0# SICP- 0# TIHw/ Baker TCP guns as follows: Baker TCP 3 118"

gun assembly ( 1188'), 81 jnts of 2 3/8" 4.7# L-80 EUE Brd tbg, 2 3/8" tbg
swivel, Xover (2 3/8" X 2 7/8", 2 7/8" X 6' EUE pup, BXNprofile nipple
( 2.313" ),2 7/8" X 8' EUE pup, 7" Baker Hornet packer ( 5.91" OD ), L-10
onloff toolw/ 2.313" profile, 2 7/8" X 6' EUE pup, 2 7/8" injection pup, (1) jnt
of 2 7/8" 6.5# N-80 EUE 8rd tbg, BX nipple (2.313" ID), 202 jnts of 2 7/8"
6.5# N-80 EUE 8rd tbg. Ld the tbg string in the rig slips. EOT @10,199'

17:00 0.50 11.50 GOP Si tbg, csg &BOPs. Drain lines.
17:30 1.00 12.50 SDFN Secure Well / SDFN / Travel
18:30 11.50 24.00 SDFN SDFN
Casing & Line s

Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (flKB) Top (flKB) OD (In) ID(In) WIILen {\b/ft) Grade (in) (in) RunŸ

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5Ï8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length {tt) Top Depth (ftKB)

Rod Components
itemDes OD (in) Wt (Ibilt) Grade Len (it) Jts

Tubing
Tubing Description Run Date Pull Dale Set Depth {ftKB) Weight/Length (1blit) String Grade String Length (fi} Top Depth (flKB}

Tubing Components
item Des OD (in) Wi (Ibilt) Grade Len (fi) Jis

Stimulations &Treatments
Dale Type String Wellbore Stimífreat Company SlimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/4/2013
E' Report #: 14

Well Name: Cane Creek 18-1
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operalor Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company ManiWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Dale Report End Date

3/4/2013 06:00 3/5/2013 06:00
Operations at Rep¤Jt Time
TIH wl guns, space out, TlH w/ packer
Operations Summary
TlH wl guns, space out, TIH w/ packer &2 7/8" tbg. Hang off@ 10,199'
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start time Dur(Itr) (hr) Code i Comment Start Depth (ItKB) End Depth (ftKB)

06:00 1.00 1.00 TRAV Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job.
07:30 9.50 11.00 TRIP SITP- 0# SICP- 0# TIHw/ Baker TCP guns as follows: Baker TCP 3 118"

gun assembly ( 1188'), 81 jnts of 2 3/8" 4.7# L-80 EUE Brd tbg, 2 3/8" tbg
swivel, Xover (2 3/8" X 2 7/8", 2 7/8" X 6' EUE pup, BXNprofile nipple
( 2.313" ),2 7/8" X 8' EUE pup, 7" Baker Hornet packer ( 5.91" OD ), L-10
onloff toolw/ 2.313" profile, 2 7/8" X 6' EUE pup, 2 7/8" injection pup, (1) jnt
of 2 7/8" 6.5# N-80 EUE 8rd tbg, BX nipple (2.313" ID), 202 jnts of 2 7/8"
6.5# N-80 EUE 8rd tbg. Ld the tbg string in the rig slips. EOT @10,199'

17:00 0.50 11.50 GOP Si tbg, csg &BOPs. Drain lines.
17:30 1.00 12.50 SDFN Secure Well / SDFN / Travel
18:30 11.50 24.00 SDFN SDFN
Casing & Line s

Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (flKB) Top (flKB) OD (In) ID(In) WIILen {\b/ft) Grade (in) (in) RunŸ

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5Ï8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length {tt) Top Depth (ftKB)

Rod Components
itemDes OD (in) Wt (Ibilt) Grade Len (it) Jts

Tubing
Tubing Description Run Date Pull Dale Set Depth {ftKB) Weight/Length (1blit) String Grade String Length (fi} Top Depth (flKB}

Tubing Components
item Des OD (in) Wi (Ibilt) Grade Len (fi) Jis

Stimulations &Treatments
Dale Type String Wellbore Stimífreat Company SlimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/4/2013
Opitati:dPodatic, CETV"I RODOrt #: 14

Well Name: Cane Creek 18-1
APIIUWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft} KB Ground Distance {ft} KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type sig# Start Date End Date Tap (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu-. VolSluny (bbl)

InitialF[uid Rate (gpm} InitialRale Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start {psi)

Final Fluid Rate (Opm} Final Rale Bottom Hole (gpm) Pressure Tubing End (psi} Casing Pressure End (psl) Pressure BH End {psl)

Stim/Treat Additives
Additive Type Amount Units Sandsize Conc(Ib/gal) ConcBH(ib/gil)

Perforations
Date Type Top (ftKB) Blm (ftKB} Wellbore 2cne Shot... Ente... Siting Perforated

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB} Status
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RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000
I

FIDELITY Daily Completion - Paradox Executive Daily No CostS Reportfor:3/3/2013

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Fîeld Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
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Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/3/2013 06:00 3/4/2013 06:00
Operations at Report Time
TOOH, LD the WTS, Secure guns, TIH killstring
Operations Summary
TOOH, LD the WTS, Secure guns, TIH killstring
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Coníact Position Ollice
Paul Nicholas Company Man / WSL (307) 321-0544
Time Log

Cum Dur
StarlTime Dur {hr) (hr} Code 1 Comment Start Depiti (itKB) End Depth (ftKB}

06:00 1.00 1.00 TRAV Crew Travel
07:00 0.50 1.50 SMTG Hold safetymeeting&discuss the Job.
07:30 4.00 5.50 TRIP TOOH. Std back the 27/8" EUE &the 2 3/8" EUE. LDall of the 2 3/8"

WTS.
11:30 1.00 6.50 GOP Move all of the 2 3/8" WTS to the edge of location. Spot the guns next to

the rig, Secure the guns.
12:30 1.00 7.50 TRIP TlH a 2 3/8" &2 7/8" killstring. EOT @4006'
13:30 0.50 8.00 GOP Si tbg, csg &BOPs. Clean up location.
14:00 1.00 9.00 SDFN Secure Well I SDFN / Travel
15:00 15.00 24.00 SDFN SDFN
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Stimulations & Treatments
Dale Type String Wellbore Stim/Treal Company StimTreat Supervisor

Stim/Treat FFuids
Fluid Name Fluid Type Oens Fluid (°A... pH FilterSize (in} Description

Fluid Additives
Additive Amount Units Concentration (%)
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RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/3/2013
eµ«mmes en i Report #: 13

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Field Name License # Permîl Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (fi} Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (itKB) Btm (itKB) StimfTreat Fluid Vol Clean Pu... Vol Sluny (bbl}

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start {psi) Bottom Hole Pressure Starl(psi)

Fina1Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

StimlTreat Addltives
Additive Type Amount Units Sand Size Conc (1b/gal) Conc BH (ihigal)

Perforations
Date Type Top (fiKB} Bim (itKB) Wellbore Zone Shot... Ente... String Perforated

Perforation Statuses
Date Top Depth (itKB) Bottom Depth (ftKB) Status
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/3/2013
eµ«mmes en i Report #: 13
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Perforation Statuses
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/3/2013
eµ«mmes en i Report #: 13

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Field Name License # Permîl Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (fi} Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (itKB) Btm (itKB) StimfTreat Fluid Vol Clean Pu... Vol Sluny (bbl}

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start {psi) Bottom Hole Pressure Starl(psi)

Fina1Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

StimlTreat Addltives
Additive Type Amount Units Sand Size Conc (1b/gal) Conc BH (ihigal)
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RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/2/2013
Erpk :.18Pduttm1Copa'r Reoort #: 12

Well Name: Cane Creek 18-1
APWUW1 Weîl Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (fi} CF Elev (it} KBBround Distance (ft) KB CF (ft) Spud Dale Rig Release Dale
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company MantWell Site Lead Rig Emaîl Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/2/2013 06:00 3/3/2013 06:00
Operations at Report Time
TlH, spot diesel in toe, TOOH to liner top.
Operations Summary
TlH, spot diesel in toe, TOOH to liner top.
Operations Next Report Period
RIHwith TCP Guns
Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Coníact Position Ofilce

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code i Comment Start Depth (ItKB) End Depth (ftKB)

06:00 1.00 1.00 TRAV Crew Travel
07:00 0.50 1.50 SMTG Hold safety &discuss the job.
07:30 2.00 3.50 TRIP TlH to 10,570'. Land the tbg in the slips. SI annular &BOPs.
09:30 3.00 6.50 GOP Prep to circand spot diesel in the toe.
12:30 1.50 8.00 GOP Circ &spot the diesel in the toe as follows: 7 bbis of diesel followed by 52

bbis of 9.0 ppg water. Spot diesel in place, Si the ceg. Slight vac on the tbg.
Prep to TOOH.

14:00 1.25 9.25 TRIP TOOH to the liner top.EOT @6836'
15:15 0.50 9.75 GOP SI tbg, cag & BOPs. Drain lines.
15:45 1.00 10.75 SDFN Secure Well / SOFN / Travel
16:45 13.25 24.00 SDFN SDFN
Casing & Liners

Set Depih OD Nom Max IDNomMin Prop
Run Date Csg Des (itKB) Top (flKB) OD (in} ID(in) WULen (lblft} Grade (in) (In) Run7

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/6 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (itKB} Weight/Length (Ibilt) String Grade String Length (it) Top Depth (ftKB)

Rod Components
ltem Des OD (in) Wt (Ih/ft) Grade Len (ft) Jis

Tubing
Tubing Desciiption Run Date Pull Date Set Depth (fiKB) Weight/Length (Iblft) String Grade String Length {ft} Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ibift) Grade Len (II) Jts

Stimulations & Treatments
Date Type String Weilbare Stim/Treatcompany StimTreatSupervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dans Fluid(°A.

. pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Cancentration (%)
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/2/2013
Erpk :.18Pduttm1Copa'r Reoort #: 12

Well Name: Cane Creek 18-1
APWUW1 Weîl Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (fi} CF Elev (it} KBBround Distance (ft) KB CF (ft) Spud Dale Rig Release Dale
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company MantWell Site Lead Rig Emaîl Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/2/2013 06:00 3/3/2013 06:00
Operations at Report Time
TlH, spot diesel in toe, TOOH to liner top.
Operations Summary
TlH, spot diesel in toe, TOOH to liner top.
Operations Next Report Period
RIHwith TCP Guns
Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Coníact Position Ofilce

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code i Comment Start Depth (ItKB) End Depth (ftKB)

06:00 1.00 1.00 TRAV Crew Travel
07:00 0.50 1.50 SMTG Hold safety &discuss the job.
07:30 2.00 3.50 TRIP TlH to 10,570'. Land the tbg in the slips. SI annular &BOPs.
09:30 3.00 6.50 GOP Prep to circand spot diesel in the toe.
12:30 1.50 8.00 GOP Circ &spot the diesel in the toe as follows: 7 bbis of diesel followed by 52

bbis of 9.0 ppg water. Spot diesel in place, Si the ceg. Slight vac on the tbg.
Prep to TOOH.

14:00 1.25 9.25 TRIP TOOH to the liner top.EOT @6836'
15:15 0.50 9.75 GOP SI tbg, cag & BOPs. Drain lines.
15:45 1.00 10.75 SDFN Secure Well / SOFN / Travel
16:45 13.25 24.00 SDFN SDFN
Casing & Liners

Set Depih OD Nom Max IDNomMin Prop
Run Date Csg Des (itKB) Top (flKB) OD (in} ID(in) WULen (lblft} Grade (in) (In) Run7

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/6 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (itKB} Weight/Length (Ibilt) String Grade String Length (it) Top Depth (ftKB)

Rod Components
ltem Des OD (in) Wt (Ih/ft) Grade Len (ft) Jis

Tubing
Tubing Desciiption Run Date Pull Date Set Depth (fiKB) Weight/Length (Iblft) String Grade String Length {ft} Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ibift) Grade Len (II) Jts

Stimulations & Treatments
Date Type String Weilbare Stim/Treatcompany StimTreatSupervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dans Fluid(°A.

. pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Cancentration (%)
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/2/2013
Erpk :.18Pduttm1Copa'r Reoort #: 12

Well Name: Cane Creek 18-1
APWUW1 Weîl Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (fi} CF Elev (it} KBBround Distance (ft) KB CF (ft) Spud Dale Rig Release Dale
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company MantWell Site Lead Rig Emaîl Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/2/2013 06:00 3/3/2013 06:00
Operations at Report Time
TlH, spot diesel in toe, TOOH to liner top.
Operations Summary
TlH, spot diesel in toe, TOOH to liner top.
Operations Next Report Period
RIHwith TCP Guns
Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Coníact Position Ofilce

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code i Comment Start Depth (ItKB) End Depth (ftKB)

06:00 1.00 1.00 TRAV Crew Travel
07:00 0.50 1.50 SMTG Hold safety &discuss the job.
07:30 2.00 3.50 TRIP TlH to 10,570'. Land the tbg in the slips. SI annular &BOPs.
09:30 3.00 6.50 GOP Prep to circand spot diesel in the toe.
12:30 1.50 8.00 GOP Circ &spot the diesel in the toe as follows: 7 bbis of diesel followed by 52

bbis of 9.0 ppg water. Spot diesel in place, Si the ceg. Slight vac on the tbg.
Prep to TOOH.

14:00 1.25 9.25 TRIP TOOH to the liner top.EOT @6836'
15:15 0.50 9.75 GOP SI tbg, cag & BOPs. Drain lines.
15:45 1.00 10.75 SDFN Secure Well / SOFN / Travel
16:45 13.25 24.00 SDFN SDFN
Casing & Liners

Set Depih OD Nom Max IDNomMin Prop
Run Date Csg Des (itKB) Top (flKB) OD (in} ID(in) WULen (lblft} Grade (in) (In) Run7

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/6 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (itKB} Weight/Length (Ibilt) String Grade String Length (it) Top Depth (ftKB)

Rod Components
ltem Des OD (in) Wt (Ih/ft) Grade Len (ft) Jis

Tubing
Tubing Desciiption Run Date Pull Date Set Depth (fiKB) Weight/Length (Iblft) String Grade String Length {ft} Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ibift) Grade Len (II) Jts

Stimulations & Treatments
Date Type String Weilbare Stim/Treatcompany StimTreatSupervisor

Stim/Treat Fluids
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. pH Filter Size (in) Description
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Additive Amount Units Cancentration (%)
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/2/2013
Erpk :.18Pduttm1Copa'r Reoort #: 12

Well Name: Cane Creek 18-1
APWUW1 Weîl Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (fi} CF Elev (it} KBBround Distance (ft) KB CF (ft) Spud Dale Rig Release Dale
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company MantWell Site Lead Rig Emaîl Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/2/2013 06:00 3/3/2013 06:00
Operations at Report Time
TlH, spot diesel in toe, TOOH to liner top.
Operations Summary
TlH, spot diesel in toe, TOOH to liner top.
Operations Next Report Period
RIHwith TCP Guns
Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Coníact Position Ofilce

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code i Comment Start Depth (ItKB) End Depth (ftKB)

06:00 1.00 1.00 TRAV Crew Travel
07:00 0.50 1.50 SMTG Hold safety &discuss the job.
07:30 2.00 3.50 TRIP TlH to 10,570'. Land the tbg in the slips. SI annular &BOPs.
09:30 3.00 6.50 GOP Prep to circand spot diesel in the toe.
12:30 1.50 8.00 GOP Circ &spot the diesel in the toe as follows: 7 bbis of diesel followed by 52

bbis of 9.0 ppg water. Spot diesel in place, Si the ceg. Slight vac on the tbg.
Prep to TOOH.

14:00 1.25 9.25 TRIP TOOH to the liner top.EOT @6836'
15:15 0.50 9.75 GOP SI tbg, cag & BOPs. Drain lines.
15:45 1.00 10.75 SDFN Secure Well / SOFN / Travel
16:45 13.25 24.00 SDFN SDFN
Casing & Liners

Set Depih OD Nom Max IDNomMin Prop
Run Date Csg Des (itKB) Top (flKB) OD (in} ID(in) WULen (lblft} Grade (in) (In) Run7

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/6 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (itKB} Weight/Length (Ibilt) String Grade String Length (it) Top Depth (ftKB)

Rod Components
ltem Des OD (in) Wt (Ih/ft) Grade Len (ft) Jis

Tubing
Tubing Desciiption Run Date Pull Date Set Depth (fiKB) Weight/Length (Iblft) String Grade String Length {ft} Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ibift) Grade Len (II) Jts

Stimulations & Treatments
Date Type String Weilbare Stim/Treatcompany StimTreatSupervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dans Fluid(°A.

. pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Cancentration (%)
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RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/2/2013
toimememoscows Report #: 12

Well Name: Cane Creek 18-1
API/UWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (11} CF Elev (it) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,998.00 23.00 3/1/2012 06:00 2/18/2013 00:00
StirnlTreat.Stages
Stage Type Stg # Stari Date End Date Top {flKB) Btm (flKB) Stimffreat Fluid Voi Clean PU... Vol Slurry (bbl)

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start(psi) Casing Pressure Start (psi) Bottom Hole Pressure Starl(psi)

Final Fluid Rate (gpm) Fînal Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End {psi)

Stim/Treat Additives :

Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Iblgal)

Perforations
Date Type Top (ftKB) Blm (ftKB) Weilbore Zone Shot... Ente... Stríng Perforated

Perforation Statuses
Date Top Depth (ftKB) Botiom Depth (ItKB) Stalus
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FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/2/2013
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Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/2/2013
toimememoscows Report #: 12

Well Name: Cane Creek 18-1
API/UWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (11} CF Elev (it) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
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RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor:3/1/2013

Well Name: Cane Creek 18-1
APIIUWI WellArea Basin FieldName License# PermîtNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County Slate/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Dale Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entnj 2/11/2013 2/11/2013
Rlg Campany Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/1/2013 06:00 3/2/2013 06:00
Operations at Report Time
TOOH w/ 4 1/2" scraper, RIH CBL& tractor
Operations Summary
Cont to TOOH w/ 4 1/2" scraper assembly, RIH CBL & tractor,Log for cmt, TlH killstring.
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Coniact Position Office
Paul Nicholas Company Man / WSL (307) 321-0544
Time Log

Cum Dur
StartTime Dur(hr) (br) Codei Comment StartDepth(flKB} EndDepth{f(KB)

06:00 1.00 1.00 SDFN SDFN
07:00 1.00 2.00 TRAV Crew Travel
08:00 0.50 2.50 SMTG Hold safety meeting&discuss the job.
08:30 2.00 4.50 TRIP Cont the TOOH w/ 4 1/2" cag scraper. Keep hole full. LD the scraper

assembly
10:30 1.75 6.25 GOP MIRU Baker Atlas &Welltec to runthe CBL & tractor.MU the CBL

assembly &4 1/2" tractor.
12:15 2.75 9.00 LOGG RIH w/ CBL, VDL, CCL, GR &Welltec tractor.Free fall to 7900', start and

RIH w/ tractorfrom thispoint. Log from 10.551' to 10,310' (Repeat ). Run
back in to 10,551'. Pressure up to 3000# on the csg. Begin logging from
10,551' to outsideofthe 4 1/2" Ilnerto 6640'. Cort the CBC to the Thru Bit
log ( Density / Neutron ) on 2/10/2013. Est omt top @9320'. Max recorded
Temp: 1190F

15:00 1.50 10.50 CTWL RD Baker &Welltec. Finish setting up the flowback system.
16:30 1.50 12.00 TRIP TIH with the killstring to top of liner, EOT @6836'. Ld the tbgin the rig

slips.
18:00 0.50 12.50 GOP Si tbg , esg &BOPs. Drain lines.
18:30 1.00 13.50 SDFN Secure WeLI / SDFN / Travel
19:30 10.50 24.00 SDFN SDFN
Casing & Line 's

Set Depth OD Nom Max IDNom Min Prop
Run Dale Csg Des {ftKB) Top (ItKB) OD (in) ID (in) Wl/Len (Ibill) Gradt (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 SIB 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rad Description Run Date Pull Dale Set Depth (ftKB) Weight/Length {lbill) Sking Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Iblit) Grade Len (ft) Jts

Tubing
Tubîng Description Run Date Pull Date Set Depth (flKB} WeightlLength (Ib/ft} String Grade String Length (11) Top Depth (11KB}

Tubing Components
llem Des OD (in} Wl(Ib/ft) Grade Len (11) Jts

Stimulations & Treatments
Date Type String Weilbore Stim/Treal Company StimTreal Supervisor
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RECEIVED: Apr. 02, 2013

Sundry Number: 36169 API Well Number: 43019500120000Sundry Number: 36169 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/1/2013
2,1 "i Report #: 11

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Field Name License # Permil Number Well Contíg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County Stale/Province Surveyed Elevation (fl} CF Elev {fl} KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ("A... pH FilterSize (in) Description

Fluid Additives
Additive Amount Units Concentration(%)

Stim/Treat Stages
Slage Type Sig # Start Date End Date Top (ftKB) Bim (ftKB) Siim/Treal Fluid Vol Clean Pu... VolSluny (bbl}

InitialFluid Rate {gpm} InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm} Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Addilive Type Amount Unils Sand Size Conc (Ib/gal) Conc BH (1b/gal)

Perforations
Date Type Top(ftKB) BIm{ftKB) Wellbore Zone Shot... Ente... StringPerforated

Perforation Statuses
Dale Top Depth {fiKB) Bottom Depth {ftKB) Status
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RECEIVED: Apr. 02, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT #18-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 PARK ROAD 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0721 FNL 0766 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

4 /2 /2013

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Monthly drilling report

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 4 /2 /2013

April 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/27/2013
EglcratedPredytic Cupr.y Report #: 25

Well Name: Cane Creek 18-1
APIlUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (11) CF Elev (It) KB-Ground Dîstance (ft) KB-CF (ft) Spud Dale Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/8/2013 5/22/2012 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Repott Start Dale Report End Date

3/27/2013 06:00 3/28/2013 06:00
Operations at Report Time
Run paraffin cutter. Cont to flow well.
Operations Summary
Run paraffin cutter. Cont to to flow well.
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Confact Positlon Office
Paul Nicholas Company Man IWSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (fir) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 FBCK Flowtest well FTP- 2232# SICP- 1124# choke-8/64"

08:00 1.00 3.00 WLRU MIRUCutter wireline.Prep to cut paraffin,
09:00 2.50 5.50 WLWK RIHw/ 2.125" wt bars, 2.375" paraffin cuttertools. Lubricate the tools in

and cut paraffin. The toolsstarted to float at the sulface, they floated all the
way to 3000'. There was no tag of paraffin but the toolswere restricted of
falling easily. The tools began falling easy from 3000' to 6700'. Flow the
well during the cutting job. ROOH w/ tools. Move slowly up hole to keep
from swabbing in the well. No flow was interrupted during the job.

11:30 1.00 6.50 WLRD RD the wireline.NU the top ofthe tree. Tum welloverto flowlesters.
12:30 17.50 24.00 FBCK Flowlest well.

0600 hrs: FTP- 2264# SICP- 1088# Choke- 8/64" Fluid last 24 hrs: Oil-
269 bbis Water-O bbls Cont to flowlest well.

Casing & Liners
Set Depth OD Nom Niax ID Nom Min Prop

Run Date Csg Des (flKB) Top (ftKB) OD {in) ID (in) WilLen {lbilt} Grade (In) (in) Run?
Conductor 75.8

3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 0.0 9 SIB 8.681 47.00 P-110 9 5/6 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (flKB) Weight/Length (lb/ft) String Grade String Lengih (ft) Top Depth (ftKB}

Rod Components
flem Des OD (In) Wt (ib/ft) Grade Len {fi} Jts

Tubing
Tubing Description Run Date Pull Date Set Depth {ftKB) Weighi/Length (Iblit) Siring Grade String Length (ft) Top Depth (itKB)

Tubing Components
Item Des OD (in) Wt (Ibift) Grade Len (ft) Jis

Stimulations &Treatments
Date Type String Wellbore SIîmífreat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name FluidType Dens Fluid (1. pH FilterSize (in} Desc<iption

Fluid Additives
Additive Amount Units Concentration (%)
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/27/2013
ExpkofalPoktinClopio Report #: 25

We11Name: Cane Creek 18-1
APIJUWI Well Area Basin Field Name License11 Pemiit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Sunreyed Elevation (ft) CF Elev (ft) KB-Ground Distance (it) KB-CF {ft} Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2Ï18/2013 00:00
Stim/Treat Stages
Stage Type sig# Start Dale End Date Top (ftKB) Stm (ftKB) Stim/Treat Fluid Vol Clean Pu... VolSluny {bbl)

InitialFluid Rate (gpm} InitialRate Boltom Hole (gpm) Tubing Pressure Start {psi) Casing Pressure Start (ps)) Bottom Hale Pressure Start (psi)

Fínal Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives -
Addilive Type Amount UnRs SandSize Conc(Ib/gal) ConcBH(Ib/gal)

Perforations -
Date Type Top(ftKB) Blm(ftKB) Wellbore Zone Shot... Ente... String Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole-18-1 0

Perforation Statuses .
Dale Top Depth (ftKB) Boltom Depth (itKB} Status

Date Type Top (ilKB} Bim (ftKB} Wellbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Blm (11KB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,310.0 10,450.0 Original Hofe - 18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
Date Top Depth (flKB) Boltom Depth (ItKB) Status

Date Type Top (ftKB) Btm (itKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,460.0 10,500,0 Original Hole -18-1 <zonename>, Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depih (ftKB) Status

Date Type Top (ftKB) Bfm (ftKB) Wellbore Zone Shot... Ente... Staing Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB} Status

Dale Type Top (itKB} Bim (ftKB) Wellbare Zone Shot... Ente... String Perforated
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/14/2013
Egladd Puhtlo1Cows Report #: 24

Well Name: Cane Creek 18-1
API/UWI WellArea Basin FieldNeme License# PermitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County Stale/Province Surveyed Elevalion (fi} CF Elev (ft) KB43round Distance (ft) KB-CF (it} Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 3/8/2013 5/22/2012 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/1412013 06:00 3/15/2013 06:00
Operations at Report Time
Flowlest well. Turn wellover to the production dept.
Operalîons Summary
Flowlest well. Turn over to the production dept.
Operations Next Report Period

Weather Weilbore
Sunny and Clear Original Hofe - 18-1
Daily Contacts

Job Cantack Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Our (hi) (hr) Code 1. Comment Start Depth (flKB} End Depth (ftKB)

06:00 1.00 1,00 FBCK Flowtest well. FTP- 2480 SICP- 1179# Choke= 8/64" Rec last br: Oil-
20 bbls Water-0 bbis Mud- 0 bbis Gas- 6 mcf. Turn well over to the
production dept. Last reportfrom the D&C.

07:00 23.00 24.00 FBCK Tumed well over to the production dept.
Casing & Liners

Set Depth OD Noin Max ID Nom Mln Prop
Run Date Csg Des (flKB} Top (ftKB) OD (in} ID {jn} Wl/Len {lbilt} Grade {in) (in) Run7

Conductor 75.8

3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 0.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Data Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ItKB)

Rod Components
Item Des OD (in) Wt (Iblit) Grade Len (it) is

Tubing
Tubing Descripilon Run Date Pull Date Set Depth (ftKB} WeightlLength (Ib/ft) Stang Grade Sinng Length (it) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Iblit) Grade Len (it) Jts

Stimulations & Treatments
Dale Type String Wellbore StimíTreat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ('A... pH Filter Size (în} Description

Eluid Additives
Additive Amount Unils Concentration (%)

StimlTreat Stages
Stage Type Sig # Start Date End Date Top (flKB) BLm(ftKB) StimfTreat Fluîd Vol Clean Pu... Vol Sluny (bbi)

InitialFluid Rate (gpm) InitialRate Bottom Hole(gpm) Tubing Pressure Start (psi} Casing Pressure Start(psî) Bottom Hole Pressure Start (psi)

Final Fluid Rate{gpm) Final Rate Boltom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (IbIgal)
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/14/2013
Expkoian&Pladutlio,Ctrp"i Repo rt #: 24

Well Name: Cane Creek 18-1
APIIUW1 Well Area Basin Field Name License # Pemlit Number Well Confîg
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Hole - 18-1
Perforation Statuses
Dale Top Depth (itKB) Bottom Depth (ftKB) Status

Dale Type Top (itKB) Blm {ftKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Dale Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top(ftKB) Btm(ItKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>. Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (flKB} Status

Page 2/2 Report Printed:

Sundry Number: 36170 API Well Number: 43019500120000
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/13/2013
uisms weerm Report #: 23

Well Name: Cane Creek 18 1
API/UWI Well Area Basin Fîefd Nama License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (fl} CF Elev (ft) KB&round Olstance (ft) KB-CF (ft) Spud Dale Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Dale Completions Finished Date Well Status
Fidelity E&P 3/8/2013 5/22/2012 PROD
Job Category Job Typ Job SubTyp Planned Starl Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company ManiWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Dale Report End Date

3/13/2013 06:00 3/14/2013 06:00
Operations at Report Time
Flowlest Well
Operations Summary
Flowlest Well
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

StartTime Dur(hr) (hr) Code I Comment StarlDepth{ftKB} EndDepth(flKB)

06:00 6.00 6.00 FBCK Hold Safety Meeting. Flowtest well. FTP- 2500# SICP- 1185# Choke-
8/64" Rec last br: Oil- 26 bbis Water-0 bbis Mud- 0 bb1s Gas- 7 mof
Cont to flowtest well.

12:00 5.00 11.00 FSCK Flowlest well. FTP- 2495# SICP- 1183# Choke- 8/64" Rec last hr: Oll-
24 bbis Water- Obbls Mud- 0 bbis Gas- 6 mcf. Cont to flowtest well. Ist
oil sales: 282 bbis

17:00 7.00 18.00 FBCK Flowtest well. FTP- 2491# SICP- 1181# Choke- 8/64" Rec last hr: Oil-
20 bbis Water-0 bbls Mud- Obbis Gas- 5 mcf Cont to flowtest well.

00:00 5.00 23.00 FBCK Flowtest well. FTP- 2489# SICP- 1178# Choke- 8/64" Rec last hr: Oil-
20 bbis Water- Obbis Mud- 0 bbis Gas- 5 mcf. Daily: Oil-549 bbis
Water- 0 bbis Mud-0 bbis Gas- 282 mcf/d Sales- 282 bbis Cont to
flowlest well. See flowlest report.

OS:00 1.00 24.00 FBCK This hrs report willbe on the next day reports. Cont to flowtest well.
Casing & Line s

Set Depth OD Nom Max ID Nom Min Pop
Run Date Csg Des (flKB) Top (!!KB) OD (in) ID (in) Wt/Len (Ibg} Grade (in) (in} Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4.237.0 0.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Puli Date set Depth (ftKB) Weight/Length (IbÆ)String Grade Sking Length (ft) Top Depth {ftKB)

Rod Components
item Des OD (in) Wt (IbÆ) Grade Len (ft) Jis

Tubing
Tubing Descripüen Run Dale Pull Date Set Depth (ftKB) Weight/Length (Iba) String Grade String Length (ft) Top Depth (itKB)

Tubing Components
llem Des OD (in) WL(Ibtil) Grade Len (ft) Jts

Stimulations &Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... PH Filter Size {in} Description

Fluid Additives
Additive Amount Units Concentration (%)
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/13/2013
e imaa.we Report #: 23

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County Stafe/Province Sunreyed Elevalion (ft} CF Elev (11) KB-Ground Distance (fl} KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stlm/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Stm (ItKB) Slimffreat Fluid Vol Clean Pu .. VolSluny (bbl)

Initial Fluid Rate (gpm) InitialRate Boltom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Botlom HolePressure Start (psi)

Final Fluid Rate (gpm} Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc {lb/gal) Cone BH (lblgal)

Perforations
Date Type Top (ftKB) Btm (f1KB) Wellbore Zone Shot... Ente... Siting Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Tap Depth (itKB) Boilom Depth (ItKB) Status

Date Type Top (flKB) Sim (ftKB) Wellbore Zone Shat... Ente... Siting Perforaled

3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depih (itKB} Bollom Depth (ftKB) Status

Date Type Top (ftKB) Bim (ItKB) Wellbore Zone Shat... Ente... String Perforated
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Hole - 18-1
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Date Top Depth (flKB} Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (flKB) Weilbore Zone Shat... Ente... String Perforated

3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>, Original 240
Hole - 18-1

Perforation Statuses
Date Top Depth (flKB} Bottom Depth (ftKB) Status

Date Type Top (ftKB) BIm (ftKB) Weilbore Zone Shat... Ente... String Perforated

3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60
Hole-18-1

Perforation Statuses
Date Top Depth (itKB} Bottom Depth (ftKB) Štatus

Date Type Top (ftKB) Stm (ftKB) Wellbore Zone Shot. . Ente... String Perfarated

3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120
Hole - 18-1

Perforation Statuses
Date Top Depth (itKB) Bottom Deptil (ftKB) Status

Page 2/2 Report Printed:

Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/13/2013
e imaa.we Report #: 23

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County Stafe/Province Sunreyed Elevalion (ft} CF Elev (11) KB-Ground Distance (fl} KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
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Initial Fluid Rate (gpm) InitialRate Boltom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Botlom HolePressure Start (psi)

Final Fluid Rate (gpm} Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc {lb/gal) Cone BH (lblgal)

Perforations
Date Type Top (ftKB) Btm (f1KB) Wellbore Zone Shot... Ente... Siting Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0
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Date Tap Depth (itKB) Boilom Depth (ItKB) Status
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Date Type Top (ftKB) Stm (ftKB) Wellbore Zone Shot. . Ente... String Perfarated

3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120
Hole - 18-1
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Date Top Depth (itKB) Bottom Deptil (ftKB) Status
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/12/2013
OpltatuniPoduttia,Corpars Report #: 22

Well Name: Cane Creek 18-1
'APWUW1 WellArea Basin FieldName License# PemiitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County Stale/Province Surveyed i¯Ievalion (ft) CF Elev (ft) KB43round Distance (fi} KB-CF (fl) ŠpudDate Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Dale Completions Finished Date Well Status
Fidellty E&P 3/8/2013 5/22/2012 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead RigEmaîl Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
RepodStadDale RepadEndDate

3/12/2013 06:00 3/13/2013 06:00
Operations at Report Time
Flowtest Well
Operations Summary
Flowtest Well
Operatlons Next Report Peiiod

Weather Weilbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

StartTime Dur(hr) (br) Codei Comment StarlDepth{ffKB} EndDepil1{ftKB)

06:00 6.00 6.00 FBCK FTP- 2535# SICP- 1046# Choke- 12/64" REc last hr: Oil- 20 bbis
Water- 0 bbls Mud- Obbis Gas- 5 mcf Changed choke to a 16/64" @
1100 hrs. Cont to flowtest well.

12:00 5.00 11.00 FBCK FTP- 2548# SICP- 1094# Choke 12/64" Rec last br; Oll- 22 bbis
Water-0 bbis Mud-0 bbis Gas-5 mcf Contto flowlest well.

17:00 7.00 18.00 FBCK FTP-2483# SICP- 1182# Choke- 12/64" Rec last hr: Oil- 33 bbis
Water- 0 bbis Mud-0 bbis Gas-8 mcf Cont to flowlest well. There was a
leak on production tank#2 aroundthe clean out plate. The flowtesters
found it immediately and tightenedthe plate. a truckcame out and move
the oil from the tank to another tank. This was reported right away to
Fidelity. Est spill@ 1 to 2 bbis of crude.

00:00 5.00 23.00 FBCK FTP- 2491# SICP- 1224# Choke- 8/64" Rec last br: Oil- 29 bbls
Water- 0 bble Mud- 0 bbis Gas- 7 mcf Cont to flowtest well. Worked
with the flowlesters for the last 5 hrs to reduce the choke sizo. The flow rato
was to high at this time.The choke must have cleaned up and the rate
incroasod considorably. See flow back reports. Daily Data: Hrs- 24 hrs Oil
- 529 bble Water- 0 bbis Mud- 0 bbis Gas- 261 mcf/d

05:00 1.00 24.00 FBCK The flow for this hr will be on the next day report. Cont to flowtest well.
Casing & Line s

Set Depth OD Nom Max IDNam Min Prop
RunDate CsgDes (ftKB) Top(ftKB) OD(in) ID(in) Wf/Len(Ibitt} Grade (in) (in) Run?

Conductor 75.8

3/3/2012 Surface 1,077.0 0.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 íntermediate 4,237.0 0.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 íntermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ibilt} String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Jtem Des OD (in) Wt (Ibitt} Grade Len (ft) Jts

Tubing
Tubing Description Run Dale Pull Date Set Depth (flKB) Weight/Length (IbÆ)String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
kom Des OD (in) Wt (1bÆ) Grade Len (ft) Jts

Stimulations &Treatments
Date Type String We11bore StimtTreat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Desciiption
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RECEIVED: Apr. 02, 2013
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Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Fluid AddÏtives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) B1m(ftKB) Stim/Treat Fluid Voi Clean Pu... Vol Siuay (obt)

InitialFluid Rale (gpm) InitialRate Bottom Hole {gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hele Pressure Starl (psi)

Final Fluid Rate (Opm) Final Rate Bollom Hole (gpm) Pressure Tubing End (psl} Casing Pressure End (psi) Pressure BH End (psi)

StimlTreat Additives
Additive Type Amount Units Sand Size Cono (Ibigal) Cone BH (Ibigal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB) Status

Date Type Top (ftKB) Btm (flKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Dale Top Depth (itKB) Bollom Depth (itKB) Status

Date Type Top (flKB) Btm (flKB) Weilbore Zone Shot... Ente... Sking Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840

Hole-18-1
Perforation Statuses
Date Top Depth (itKB} Bottom Depth {ftKB) Status

Date Type Top (itKB) Btm {ftKB) Wellbore Zone ShoL. Ente... String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>, Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ftKB) Status

Date Type Top (flKB} Bim (ftKB) Wellbore Zone Shot... Ente... String Perforaled
3/8/2013 10,510.0 10,520.0 Original Hole -18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... Slring Perforated
3/8/2013 10,530.0 10,550.0 Original Hole -18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth (itKB) Bollom Depth (ftKB) Status

Page 2/2 Report Printed:

Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/12/2013
*:,1 Report #: 22

Well Name: Cane Creek 18-1
APf/UWI Well Area Basin Field Name License # Permit Number We[IConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (it) KB-Ground Distance (fi} KB-CF (11) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Fluid AddÏtives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) B1m(ftKB) Stim/Treat Fluid Voi Clean Pu... Vol Siuay (obt)

InitialFluid Rale (gpm) InitialRate Bottom Hole {gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hele Pressure Starl (psi)

Final Fluid Rate (Opm) Final Rate Bollom Hole (gpm) Pressure Tubing End (psl} Casing Pressure End (psi) Pressure BH End (psi)

StimlTreat Additives
Additive Type Amount Units Sand Size Cono (Ibigal) Cone BH (Ibigal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB) Status

Date Type Top (ftKB) Btm (flKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Dale Top Depth (itKB) Bollom Depth (itKB) Status

Date Type Top (flKB) Btm (flKB) Weilbore Zone Shot... Ente... Sking Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840

Hole-18-1
Perforation Statuses
Date Top Depth (itKB} Bottom Depth {ftKB) Status

Date Type Top (itKB) Btm {ftKB) Wellbore Zone ShoL. Ente... String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>, Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ftKB) Status

Date Type Top (flKB} Bim (ftKB) Wellbore Zone Shot... Ente... String Perforaled
3/8/2013 10,510.0 10,520.0 Original Hole -18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... Slring Perforated
3/8/2013 10,530.0 10,550.0 Original Hole -18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth (itKB) Bollom Depth (ftKB) Status

Page 2/2 Report Printed:

Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/12/2013
*:,1 Report #: 22

Well Name: Cane Creek 18-1
APf/UWI Well Area Basin Field Name License # Permit Number We[IConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (it) KB-Ground Distance (fi} KB-CF (11) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Fluid AddÏtives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) B1m(ftKB) Stim/Treat Fluid Voi Clean Pu... Vol Siuay (obt)

InitialFluid Rale (gpm) InitialRate Bottom Hole {gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hele Pressure Starl (psi)

Final Fluid Rate (Opm) Final Rate Bollom Hole (gpm) Pressure Tubing End (psl} Casing Pressure End (psi) Pressure BH End (psi)

StimlTreat Additives
Additive Type Amount Units Sand Size Cono (Ibigal) Cone BH (Ibigal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB) Status

Date Type Top (ftKB) Btm (flKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Dale Top Depth (itKB) Bollom Depth (itKB) Status

Date Type Top (flKB) Btm (flKB) Weilbore Zone Shot... Ente... Sking Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840

Hole-18-1
Perforation Statuses
Date Top Depth (itKB} Bottom Depth {ftKB) Status

Date Type Top (itKB) Btm {ftKB) Wellbore Zone ShoL. Ente... String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>, Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ftKB) Status

Date Type Top (flKB} Bim (ftKB) Wellbore Zone Shot... Ente... String Perforaled
3/8/2013 10,510.0 10,520.0 Original Hole -18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... Slring Perforated
3/8/2013 10,530.0 10,550.0 Original Hole -18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth (itKB) Bollom Depth (ftKB) Status

Page 2/2 Report Printed:

Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/12/2013
*:,1 Report #: 22

Well Name: Cane Creek 18-1
APf/UWI Well Area Basin Field Name License # Permit Number We[IConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (it) KB-Ground Distance (fi} KB-CF (11) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Fluid AddÏtives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) B1m(ftKB) Stim/Treat Fluid Voi Clean Pu... Vol Siuay (obt)

InitialFluid Rale (gpm) InitialRate Bottom Hole {gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hele Pressure Starl (psi)

Final Fluid Rate (Opm) Final Rate Bollom Hole (gpm) Pressure Tubing End (psl} Casing Pressure End (psi) Pressure BH End (psi)

StimlTreat Additives
Additive Type Amount Units Sand Size Cono (Ibigal) Cone BH (Ibigal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB) Status

Date Type Top (ftKB) Btm (flKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Dale Top Depth (itKB) Bollom Depth (itKB) Status

Date Type Top (flKB) Btm (flKB) Weilbore Zone Shot... Ente... Sking Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840

Hole-18-1
Perforation Statuses
Date Top Depth (itKB} Bottom Depth {ftKB) Status

Date Type Top (itKB) Btm {ftKB) Wellbore Zone ShoL. Ente... String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>, Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ftKB) Status

Date Type Top (flKB} Bim (ftKB) Wellbore Zone Shot... Ente... String Perforaled
3/8/2013 10,510.0 10,520.0 Original Hole -18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... Slring Perforated
3/8/2013 10,530.0 10,550.0 Original Hole -18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth (itKB) Bollom Depth (ftKB) Status

Page 2/2 Report Printed:



RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/11/2013
Explaat.:dPud:tic,ccrpri RepOrÉÑ:Ž1

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (fi} KB-CF (ft) Spud Date Rig Release Dale
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Dale Completions Finished Date Well Status
Fidelity E&P 3/8/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re entry 2/11/2013 2/11/2013
Rig Company ManiWell Sile Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Starl Date Report End Date

3/11/2013 06:00 3/12/2013 06:00
Operations at Report Time
Flowlest Well
Operations Summary
Flowlest Well
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Coníact Position Office
Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (itKB} End Depth (itKB)
06:00 6.00 6,00 FBCK 1200 hrs: FTP- 2558# SICP- 1000# Choke- 11/64" Rec last hr: Oil- 10

bbls Water-0 bbis Mud- 0 bbis Gs- 3 mcf Contto flowtest well @ 10
bph.

12:00 5.00 11.00 FBCK 17:00 hrs: FTP- 2560# SICP-999# Choke- 11/64" Rec last hr: Oll- 12
bbls Water-0 bbis Mud- 0 bb1s Gas- 2 mcf Cont to flowtest well.

17:00 7.00 18.00 FBCK 2400 hrs: FTP- 2558# SICP- 989# Choke- 11/64" Rec last hr: Oil- 10
bbis Water- 0 bbls Mud- 0 bbls Cont to flowtest well.

00:00 5.00 23.00 FRCK 0500 his ( 3/12/2013) Fl P- 2553# SICP- 1007# Rec last hi: Oil- 10
bbis Water- 0 bbis Mud- 0 bbls Gas- 3 bbis Cont to flowtest ell @ 10
bph. Daily Rec- Oil-271 bbis Water 0 bbis Mud 0 bbis Gas- 131
mcíld See flowlesi repotL

05:00 1,00 24.00 FBCK This hr of flow willbe on the nextday report.Cont to flowtest welL
Casing & Lîners

Set Depth OD NomMax ID Nom Min Prop
Run Date Csg Des (ItKB) Top {flKB) OD (in) fD(in) WULen (Iblit) Gmde (in) (in) Run7

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Iblit) String Grade String Length (ft) Top Depth {ftKB)

Rod Components
Ilem Des OD (in) Wt (Ib/ft) Grade Len (ft) Jis

Tubing
Tubing Description Run Date Pull Date Set Deplh (ftKB) Weight/Length (Ibilt) String Grade String Length (It) Top Depth (itKB)

Tubing Components
item Des OD (In) Wt (Iblit) Grade Len (ft) ,Its

Stimulations &Treatments
Date Type Stang Wellbore Stimffreal Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A .. pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Iblit) String Grade String Length (ft) Top Depth {ftKB)

Rod Components
Ilem Des OD (in) Wt (Ib/ft) Grade Len (ft) Jis

Tubing
Tubing Description Run Date Pull Date Set Deplh (ftKB) Weight/Length (Ibilt) String Grade String Length (It) Top Depth (itKB)

Tubing Components
item Des OD (In) Wt (Iblit) Grade Len (ft) ,Its

Stimulations &Treatments
Date Type Stang Wellbore Stimffreal Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (A .. pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor: 3/11/2013
Explum:n Pigu:time's, Report #: 21

Well Name: Cane Creek 18-1
API/UWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (it) CF Elev (It) KB Ground Distance (ft) KB-CF {fi} Spud Date Rlg Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type Sig # Start Date End Date Top (itKB} Btm (itKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry {bbl)

InitialFluid Rate (gpm) InitialRate Bolium Hole (gpm} Tubing Pressure Start (psi} Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rale (gpm) Final Rate Bottom Hole (gpm} Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive TYPO Amount Units Sand Size Conc (Ib/gal) Cone BH (Iblgal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbare Zone Shot... Ente... String Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ItKB) Status

Date Type Top (ftKB} Btm (ftKB) Weilbore Zone Shot.. Ente... String Perfarated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Dale Top Depth (ftKB) Bottom Depth (ftKB} Status

Dale Type Top (itKB) Bim (ftKB) Ilbore Zone Shot... Ente-. String Perforated
3/8/2013 10,310.0 10,450.0 riginal Hole - 18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (flKB) Status

Date Type Top{ftKB) Btm(ftKB) Wellbore Zone Shot.. Ente... String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>, Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth (flKB} Bollom Depth (itKB) Status

Date Type Top (itKB) Btm (flKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ftKB) Status

Date Type Top (flKB} Bim (ftKB) Wellbore Zone Shot... Ente... Siting Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Page 2/2 Report Printed:

Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor: 3/11/2013
Explum:n Pigu:time's, Report #: 21
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Explum:n Pigu:time's, Report #: 21
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/10/2013
Esp1n1:N &PuductmCton Report #: 20

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (11) CF Elev (ft) KB Ground Distance (It) K&CF{ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/8/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Dale End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well SiteLead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Starl Date Report End Date

3/10/2013 06:00 3/11/2013 06:00
Operations at Report Time
Flowiest Well
Operations Summary
Flowtest Well
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole -18-1

Daily Contacts
Job Contact Position Ollice

Paul Nîcholas Company Man I WSL (307) 321-0544
Time Log

Cum Dur
Stait Time Our (hr) (hr) Code i Comment Start Depth {f!KB} End Depth (itKB)

06:00 6.00 6.00 FBCK 1200hrs: FTP-2576# S1CP- 964# Choke- 11/64" Rec last hr: Oll- 7 bbis
Water-0 bbfs Mud-0 bble Gas-2 mcf Cont to flowtest well.

12:00 5.00 11.00 FBCK 1700hrs: FTP- 2561# SICP- 1010# Choke- 11/64" Rec last br: Oil- 13
bbis Water-0 bble Mud-0 bbls Gas- 3 mcf Worked on the treater. Fine
tunedit so it would be more efficient Cont to flowtest well

17:00 7.00 18.00 FBCK 2400hrs: FTP- 2564# SICP-994# Choke- 11/64" Rec last hr: Oil- 9
bbis Water- 0 bbis Mud- 0 bbis Gas- 1 mcf Cont to flowtest well.

00:00 5.00 23.00 FBCK 0500hrs: FTP- 2571# SICP- 954# Choko- 11/64" Roc last br: Oil- 4
bb1s Water- 0 bbis Mud- 0 bbis Gas- 1 mcf Cont to ilotest tliewell.
See flowtest report.

05:00 1.00 24.00 FBCK This hr will be on the next day report. Cont to flowtest well.
Casing & Liners

Set Depth OD Nom Max ID Nom Min Pop
Run Date Csg Das (ftKB) Top {ftKB) OD (in) ID (in) Wt/Len (Ibilt) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB} Weight/Length (Ibill) String Grade Shing Length {ft) Top Depth (ItKB)

Rod Components
Item Des OD (in} Wt (Ib/R} Grade Len (ft) Jts

Tubing
Tubing Descrîption Run Date Pull Date Set Depth (itKB) Weight/Length (fblit) String Grade String Length (ft} Top Depth (ftKB)

Tubing Components
llem Des OD (in) WL(ibtít) Grade Len {it) Jfs

Stimulations & Treatments
Date Type String Wellbore Stim/Treal Company StimTreat Supervis¤r

Stim/Treat Fluids
Fluid Name Fluit!Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Adtlitive Amount Units Concentratî¤n (%)

i
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bb1s Water- 0 bbis Mud- 0 bbis Gas- 1 mcf Cont to ilotest tliewell.
See flowtest report.

05:00 1.00 24.00 FBCK This hr will be on the next day report. Cont to flowtest well.
Casing & Liners

Set Depth OD Nom Max ID Nom Min Pop
Run Date Csg Das (ftKB) Top {ftKB) OD (in) ID (in) Wt/Len (Ibilt) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB} Weight/Length (Ibill) String Grade Shing Length {ft) Top Depth (ItKB)

Rod Components
Item Des OD (in} Wt (Ib/R} Grade Len (ft) Jts

Tubing
Tubing Descrîption Run Date Pull Date Set Depth (itKB) Weight/Length (fblit) String Grade String Length (ft} Top Depth (ftKB)

Tubing Components
llem Des OD (in) WL(ibtít) Grade Len {it) Jfs

Stimulations & Treatments
Date Type String Wellbore Stim/Treal Company StimTreat Supervis¤r

Stim/Treat Fluids
Fluid Name Fluit!Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Adtlitive Amount Units Concentratî¤n (%)

i
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor: 3/10/2013
EipkratuPududio,CEwt Report#:20

Well Name: Cane Creek 18-1
APIlUWi Well Area Basin Field Name Llcense # Permit Number Well Coniig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevallon (11) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type Stg # Start Dale End Date Top {ftKB) BIm (flKB) Stim/Treat Fluid Voi Clean Pu... Vol Slurry (bbl}

lnitial Fluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Slart (psi) Bottom Hole Pressure Starl(psi)

Final Fluid Rate (gpm} Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psl} Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Cone (1b/gal) Conc BH (Ib/gal)

Perforations
Dale Type Top (11KB) Btm (ftKB) Ilbore Zone Shot... Ente... String Perforated

3/8/2013 9,380,0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB} Status

Date ype Top (itKB) Btm (flKB) 11bore Zone ShoL. Ente... String Perforated
3/8/2013 9,850.0 10,300. Original Hole -18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Date Tap Depth {ftKB} Botlom Depth (itKB) Status

Date ype Tap (ftKB) Sim (ftKB) Wellbore Zone Shot . Ente... String Pegorated
3/8/2013 10,310.0 10,450.0 Original Hole -18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB} Bim (ftKB) Wetibore Zone ShoL Ente... Sliing Perforated
3/8/2013 10,460.0 10.500.0 Original Hole - 18-1 <zonename>, Original 240

Hole - 18-1
Perforation Statuses
Date Top Dep1h (ftKB) Bottom Dep1h (ftKB) Status

Date Type Top (flKB) Stm (ftKB) Wellbore 2one Shot... Ente... String Perforatet!
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforatlon Statuses
Date Top Depth (itKB} Bottom Depth (itKB) Status

Date Type Top (RKB) Blm (itKB) Wellbore Zone Sliot... Ente... Stríng Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (itKB) Status
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/9/2013
Empkrali:n&Pl:du:tio1CV i RODOrt #: 19

Well Name: Cane Creek 18-1
API/UWI WellArea Basin FieldName License# PermitNumber Wellconfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County Stale/Province Surveyed Elevation (ft) CF Elev (ft) KB tound Distance (ft) KB-CF(ft} Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 3/8/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/9/2013 06:00 3/10/2013 06:00
Operanons at Report Time
Flowtest well
Operadons Summary
Flowiest well
Operations Nexl Report Period

Weather Wellbore
Storms
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Stad Time Dur (hr) (hr) Code i Comment Start Depth (ftKB) End Depth {ftKB)

06:00 6.00 6.00 FBCK 1200hrs: FTP- 2554# SICP- 959# Choke- 11/64" Rec last hr: Oil- 10 bbis
Water-0 bbis Mud-0 bbis Gas- 3 mcf Tumed well into the flowback
equip @0900hrs. Trying to maintain +I- 10 bph. The oillmudratio change
to 100% oilwhen we turned into the treater. Rocking the choke continually.
Cont to flowtest well.

12:00 5.00 11.00 FBCK 1700hrs. FTP- 2563# SICP- 975# Choke- 12/64" Last hr rec: ÖÌf5 bbis
Water-0 bbis Mud-0 bbis Gas- 2 mcf Cont to flowtest well.

17:00 7.00 18.00 FBCK 2400 hrs. FTP- 2557# SICP- 1005# Choke- 13/64" Rec last hr: Oil- 14
bbls Water- O bbis Mud- Obbis Gas- 1 mcf Cont to flowlest well.

00:00 5.00 23.00 FDCK 0500hrs ( 3/10/2013) FTP- 2555# SICP- 1012# Choke- 11/64" Rec
last br: Ol- 13 bbis Water-0 bbls Mud-0 bbls Gas- i mcf Daily Rec:
Hrs- 24 hrs Oil- 191 bbis Water 0 bbls Mud- 8 bbis Gas- 105 mcíld
Cont to flowtest well.

05:00 1.00 24.00 FBCK Flowtest well. This hr willbe on the nextday report. See flowback report.
Casing & Line s

Set Depth OD NomMax ID Nom Min Prop
Run Dale Csg Des {ftKB) Top (itKB} OD (in) ID(in) W1/Len{lbilt) Grade (in) (in) Run?

Conductor 75.8

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8,681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Iblit) String Grade String Length (ft) Top Depth (flKB}

Rod Components
ItemDes OD (in) WL(Ibilt) Grade Len {ft} Jfs

Tubing
Tubing Descriplîon Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Deplh (itKB}

Tubing Components
liem Des OD (In) Wt (ib/ft) Grade Len (ft) Jls

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/9/2013

Well Name: Cane Creek 18-1
APIlUW1 WellArea Basin FieldName License# PermilNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed E[evation (it) CF Elev (fi} KB4round Distance (ft) KBCF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type Stg# Start Date End Date Top (ftKB) BIm (flKB) Stim/freat Fluid Vol Clean Pu .. Vol Slurry {bbl)

Initla1FluidRate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Stad (psl) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psl} Pressure BH End (psi)

StimlTreat Additives
Additive Type Amount Units SandSize Conc(Ibigal) ConcBH(Ib/gal)

Perforations
Date ype Top (ftKB) Bim (flKB) Wellbore Zone Shot... Ente.., stringPerforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (flKB) Bottom Depth (itKB) Status

Date Type Top (itKB) Bim (ftKB) Wellbore Zone ShoL. Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth {ttKB) Status

Dale Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,310.0 10.450.0 Original Hole - 18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
Date Top Depin (ftKB) Bottom Depth (ItKB) Stalus

Daie Type Top (ft(8} Btm (ilKB} Wellbore Zone Shot... Ente... Sking Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>. Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth (itKB) Bottom Depth (flKB} Status

Date Type Top (itKB) Blm(flKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,510.0 10,520.0 Original Hole -18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Botlom Depth (itKB) Status

Date Type Top {ftKB) Bim (ftKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Dale Top Dep1h(ftKB) Bottom Depth {ftKB) Status
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/8/2013
Report #: 18

Well Name: Cane Creek 18-1
APIlUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County SlateiProvince Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ii) KB CF (ft) Spud Dale Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/8/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/20'l3 2/11/2013
Rig Company ManiWellSile Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/8/2013 06:00 3/9/2013 06:00
Operations at Report Time
Pull plug, test flowline, fire guns, flowtest well
Operations Summary
Pull plug, test flowline, fire guns, flowtest well.
Operations Next Report Period

Weather Wellbore
Storms Original Hole - 18-1
Daily Contacts

Job Coníact Position : Office

Paul Nicholas Company Man / WSL (30 ) 321-0544

Time Log
Cum Dur

Start Tîme Our (hr) (br) Code 1 Comment Start Depth (ftKB) - End Depth (f!KB)

06:00 1.00 1.00 TRAV Crew travel
07:00 0.50 1.50 SMTG Hold safety.meetingand discuss the job.
07:30 0.50 2.00 GOP MlRU Northem Lights slickline unit. Prep to retrieve the plug.
08:00 5.50 7.60 CTWL RIH on the 1st lun w/ toolsto retrievo the plug in the XN nipple. Popped

free from the plug, unable to latch back onto the plug. ROOH. Redress the
tool.RIH the 2nd time to retrieve the plug. Latch onto the plug then pooped
free from the plug. Unablo lo latch back onto he plug. ROOH. Drop the
lower prong on the retrievingtool.RIIIwithout tho lower prong. Unable to
latch onto the plug and pick it. ROOH. RIHwith an impression block, tag
the plug. ROOH. The marks on the block indicate that the top of the plug is
exposed to the tool.Rll Iwith a sheer down tool.Try to work the sheer tool
into the plug. unable to sheer down on the plug. ROOH. PU a rolrieving tool
with a prong. RIH and beat down on the plug multiple times, Release the
plug ROOH. Inspection of the plug Indicated that there could have been
some rubber in the plug. HD & relolaso tho slickline unit.

13:30 1.00 8.50 SMTG Hold safety meeting w/ Fidelitysafety hand ( Loyd ). Discuss the next part
of the job. Pressure test the wellhead manifold, flowline &flowtest manifold
to4000# (good test).

14:30 0.25 8.75 PFRT Pressure up on the TCP guns to 3700#, bleed back to350#. Tho guns fired
in 5 min. Perforated from: 9380' to 9830', 9850' to 10,300', 10,310' to
10,450', 10,460' to 10,500', 10,510' to 10,520', 10,530' to 10.550'. 9380' to
10,550' OA. 1110' of guns @6 spf @600 phasing @0.37 EH @6660
holes.

14:45 2.25 11.00 FBCK SITP- 1600# SlCP-780# Begin flowtest. Open wellon a f2/64"choke.
Cont to open the choke to maintain good velocity in the lateral. Trying to
clean the lateral &wellbore. There was instant pressure on the well when
the guns fired (1600#}, watched for 10 min and maintained 1600#.

17:00 7.00 18.00 FBCK 1700 hrs. FTP- 2271# SICP-1144# Choke-20/64" Fluids/hr.- 60 bbls @
1bpm. Total rec: Water-39 bbis, Mud- 63 bbis. Oil-0 bbis, Gas- NIA.Began
seeing gas @1700 hrs. There was a short transitionbetween the water
and thediesel. Cont to flowtest well.See flowtest report.

00:00 S.00 23.00 FBCK 0500hrs: FTP- 2538# SICP-986# Choke-9/64" Daily hrs- 14.25 hrs.
Daily fluid Rec: Oil- 86 bbis, Mud- 214 bbis, Water- 39 bbis, Gas- good
show. Trying to flowwell @ 10 bph @250 bpd. See flowtest report.

05:00 1,00 24.00 FBCK Cont to flowlest the well. See the last hr reports on the nextdays'flowtest
report.The well is doing great at this time.Trying to flow the well @10 bph,
250 bpd. The oillmudratio is up to 75/25, seeing more oil and gas.

Casing & Line e
Set Depth OD Nom Max ID Nom Min Prop

RunDate CsgDes {ttKB) Top(ftKB) OD(in) . ID(in) Wi/Len{Ibät) Grade . .. (in) (in} Run?

Conductor 75.8
3/3/2012 Sudace 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
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Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/8/2013
Report #: 18
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APIlUWI Well Area Basin Field Name License # Permit Number Well Config
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Completion Re-entry 2/11/20'l3 2/11/2013
Rig Company ManiWellSile Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/8/2013 06:00 3/9/2013 06:00
Operations at Report Time
Pull plug, test flowline, fire guns, flowtest well
Operations Summary
Pull plug, test flowline, fire guns, flowtest well.
Operations Next Report Period

Weather Wellbore
Storms Original Hole - 18-1
Daily Contacts

Job Coníact Position : Office

Paul Nicholas Company Man / WSL (30 ) 321-0544

Time Log
Cum Dur

Start Tîme Our (hr) (br) Code 1 Comment Start Depth (ftKB) - End Depth (f!KB)
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free from the plug. Unablo lo latch back onto he plug. ROOH. Drop the
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latch onto the plug and pick it. ROOH. RIHwith an impression block, tag
the plug. ROOH. The marks on the block indicate that the top of the plug is
exposed to the tool.Rll Iwith a sheer down tool.Try to work the sheer tool
into the plug. unable to sheer down on the plug. ROOH. PU a rolrieving tool
with a prong. RIH and beat down on the plug multiple times, Release the
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14:30 0.25 8.75 PFRT Pressure up on the TCP guns to 3700#, bleed back to350#. Tho guns fired
in 5 min. Perforated from: 9380' to 9830', 9850' to 10,300', 10,310' to
10,450', 10,460' to 10,500', 10,510' to 10,520', 10,530' to 10.550'. 9380' to
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Cont to open the choke to maintain good velocity in the lateral. Trying to
clean the lateral &wellbore. There was instant pressure on the well when
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17:00 7.00 18.00 FBCK 1700 hrs. FTP- 2271# SICP-1144# Choke-20/64" Fluids/hr.- 60 bbls @
1bpm. Total rec: Water-39 bbis, Mud- 63 bbis. Oil-0 bbis, Gas- NIA.Began
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report.The well is doing great at this time.Trying to flow the well @10 bph,
250 bpd. The oillmudratio is up to 75/25, seeing more oil and gas.
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Operations at Report Time
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Operations Summary
Pull plug, test flowline, fire guns, flowtest well.
Operations Next Report Period

Weather Wellbore
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Daily Contacts

Job Coníact Position : Office
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Cum Dur
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seeing gas @1700 hrs. There was a short transitionbetween the water
and thediesel. Cont to flowtest well.See flowtest report.

00:00 S.00 23.00 FBCK 0500hrs: FTP- 2538# SICP-986# Choke-9/64" Daily hrs- 14.25 hrs.
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report.The well is doing great at this time.Trying to flow the well @10 bph,
250 bpd. The oillmudratio is up to 75/25, seeing more oil and gas.
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Daily Operations
Report Start Date Report End Date

3/8/2013 06:00 3/9/2013 06:00
Operations at Report Time
Pull plug, test flowline, fire guns, flowtest well
Operations Summary
Pull plug, test flowline, fire guns, flowtest well.
Operations Next Report Period

Weather Wellbore
Storms Original Hole - 18-1
Daily Contacts

Job Coníact Position : Office

Paul Nicholas Company Man / WSL (30 ) 321-0544

Time Log
Cum Dur

Start Tîme Our (hr) (br) Code 1 Comment Start Depth (ftKB) - End Depth (f!KB)

06:00 1.00 1.00 TRAV Crew travel
07:00 0.50 1.50 SMTG Hold safety.meetingand discuss the job.
07:30 0.50 2.00 GOP MlRU Northem Lights slickline unit. Prep to retrieve the plug.
08:00 5.50 7.60 CTWL RIH on the 1st lun w/ toolsto retrievo the plug in the XN nipple. Popped

free from the plug, unable to latch back onto the plug. ROOH. Redress the
tool.RIH the 2nd time to retrieve the plug. Latch onto the plug then pooped
free from the plug. Unablo lo latch back onto he plug. ROOH. Drop the
lower prong on the retrievingtool.RIIIwithout tho lower prong. Unable to
latch onto the plug and pick it. ROOH. RIHwith an impression block, tag
the plug. ROOH. The marks on the block indicate that the top of the plug is
exposed to the tool.Rll Iwith a sheer down tool.Try to work the sheer tool
into the plug. unable to sheer down on the plug. ROOH. PU a rolrieving tool
with a prong. RIH and beat down on the plug multiple times, Release the
plug ROOH. Inspection of the plug Indicated that there could have been
some rubber in the plug. HD & relolaso tho slickline unit.

13:30 1.00 8.50 SMTG Hold safety meeting w/ Fidelitysafety hand ( Loyd ). Discuss the next part
of the job. Pressure test the wellhead manifold, flowline &flowtest manifold
to4000# (good test).

14:30 0.25 8.75 PFRT Pressure up on the TCP guns to 3700#, bleed back to350#. Tho guns fired
in 5 min. Perforated from: 9380' to 9830', 9850' to 10,300', 10,310' to
10,450', 10,460' to 10,500', 10,510' to 10,520', 10,530' to 10.550'. 9380' to
10,550' OA. 1110' of guns @6 spf @600 phasing @0.37 EH @6660
holes.

14:45 2.25 11.00 FBCK SITP- 1600# SlCP-780# Begin flowtest. Open wellon a f2/64"choke.
Cont to open the choke to maintain good velocity in the lateral. Trying to
clean the lateral &wellbore. There was instant pressure on the well when
the guns fired (1600#}, watched for 10 min and maintained 1600#.

17:00 7.00 18.00 FBCK 1700 hrs. FTP- 2271# SICP-1144# Choke-20/64" Fluids/hr.- 60 bbls @
1bpm. Total rec: Water-39 bbis, Mud- 63 bbis. Oil-0 bbis, Gas- NIA.Began
seeing gas @1700 hrs. There was a short transitionbetween the water
and thediesel. Cont to flowtest well.See flowtest report.

00:00 S.00 23.00 FBCK 0500hrs: FTP- 2538# SICP-986# Choke-9/64" Daily hrs- 14.25 hrs.
Daily fluid Rec: Oil- 86 bbis, Mud- 214 bbis, Water- 39 bbis, Gas- good
show. Trying to flowwell @ 10 bph @250 bpd. See flowtest report.

05:00 1,00 24.00 FBCK Cont to flowlest the well. See the last hr reports on the nextdays'flowtest
report.The well is doing great at this time.Trying to flow the well @10 bph,
250 bpd. The oillmudratio is up to 75/25, seeing more oil and gas.

Casing & Line e
Set Depth OD Nom Max ID Nom Min Prop

RunDate CsgDes {ttKB) Top(ftKB) OD(in) . ID(in) Wi/Len{Ibät) Grade . .. (in) (in} Run?

Conductor 75.8
3/3/2012 Sudace 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No

Page 1/3 Report Printed:



RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDEUTY Daily Completion - Paradox Executive Daily No Costs Report for: 3/8/2013
semerame *f Report #: 18

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Field Name License # Permit Number ÑellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KBGound Distance (11) KB-CF (ft) Spud Date Rlg Reliase Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Casing &Liners

Set Depth OD Nom Max LDNomMin Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in} ID {in) Wl/Len (Ibilt) Grade (in) (in) Run7

3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 SI8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2Ïi3/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1Ï2 3.92 No
Rods
Rad Description Run Date Pull Date Set Depth (ftKS} Weight/Leng1h (Ibilt) String Grade String Length (11) Top Depth (ftKB)

Rod Components
ElemDes OD {in) Wt (Ibnl} Grade Len (11) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ilKB) WeightlLength (Ib/ft) String Grade String Length (it} Top Depth (ftKB)

Tubing Components
Item Des OD {in) Wt (IbRt} Grade Len (11) Jts

Stimulations &Treatments
Date Type String Weilbore Stim/Treat Company StimTreal Supervisor

StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top {ttKB) Btm (flKB) Stim/Treat Fluid Voi Clean Pu... Val Slurry (bbl)

InitialFluid Rate (gpm) InitalRate Bottom Hole (gpm) Tubing Pressure Stad (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Fínal Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

StimlTreat Additives
Addillve Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zane Shot... Ente... Stríng Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Dale Top Depth (ftKB) Bottom Depih (ftKB) Status

Date Type Top (flKB) Stm (itKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforatlon Statuses
Date Top Depth (itKB} Bottom Depih (ftKB) Stakis

Date Type Top (flKB) Btm (IIKB) Wellbore Zone Shot... Ente... Sking Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840

Hole-18-1
Perforation Statuses
Date Top Depth (itKB) Bottom Depth (ftKB} Status

Date Type Top (itKB) Blm{ftKB) We11bore Zone Shot.. Ente... String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>. Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ttKB} Status

Date Type Top {ftKB) Btm(ftKB) Weilbore Zone Shot .. Ente... String Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (flKB) Status
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Sundry Number: 36170 API Well Number: 43019500120000

FIDEUTY Daily Completion - Paradox Executive Daily No Costs Report for: 3/8/2013
semerame *f Report #: 18
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API/UWI Well Area Basin Field Name License # Permit Number ÑellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KBGound Distance (11) KB-CF (ft) Spud Date Rlg Reliase Date
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Rods
Rad Description Run Date Pull Date Set Depth (ftKS} Weight/Leng1h (Ibilt) String Grade String Length (11) Top Depth (ftKB)

Rod Components
ElemDes OD {in) Wt (Ibnl} Grade Len (11) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ilKB) WeightlLength (Ib/ft) String Grade String Length (it} Top Depth (ftKB)

Tubing Components
Item Des OD {in) Wt (IbRt} Grade Len (11) Jts

Stimulations &Treatments
Date Type String Weilbore Stim/Treat Company StimTreal Supervisor

StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top {ttKB) Btm (flKB) Stim/Treat Fluid Voi Clean Pu... Val Slurry (bbl)

InitialFluid Rate (gpm) InitalRate Bottom Hole (gpm) Tubing Pressure Stad (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Fínal Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

StimlTreat Additives
Addillve Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zane Shot... Ente... Stríng Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Dale Top Depth (ftKB) Bottom Depih (ftKB) Status

Date Type Top (flKB) Stm (itKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforatlon Statuses
Date Top Depth (itKB} Bottom Depih (ftKB) Stakis

Date Type Top (flKB) Btm (IIKB) Wellbore Zone Shot... Ente... Sking Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840

Hole-18-1
Perforation Statuses
Date Top Depth (itKB) Bottom Depth (ftKB} Status

Date Type Top (itKB) Blm{ftKB) We11bore Zone Shot.. Ente... String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>. Original 240

Hole - 18-1
Perforation Statuses
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Date Type Top {ftKB) Btm(ftKB) Weilbore Zone Shot .. Ente... String Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
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Date Top Depth {ftKB) Bottom Depth (flKB) Status
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Sundry Number: 36170 API Well Number: 43019500120000

FIDEUTY Daily Completion - Paradox Executive Daily No Costs Report for: 3/8/2013
semerame *f Report #: 18

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Field Name License # Permit Number ÑellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KBGound Distance (11) KB-CF (ft) Spud Date Rlg Reliase Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Casing &Liners

Set Depth OD Nom Max LDNomMin Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in} ID {in) Wl/Len (Ibilt) Grade (in) (in) Run7
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Tubing
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Stimulations &Treatments
Date Type String Weilbore Stim/Treat Company StimTreal Supervisor

StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top {ttKB) Btm (flKB) Stim/Treat Fluid Voi Clean Pu... Val Slurry (bbl)

InitialFluid Rate (gpm) InitalRate Bottom Hole (gpm) Tubing Pressure Stad (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Fínal Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)
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Addillve Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zane Shot... Ente... Stríng Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Dale Top Depth (ftKB) Bottom Depih (ftKB) Status

Date Type Top (flKB) Stm (itKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
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Date Type Top (flKB) Btm (IIKB) Wellbore Zone Shot... Ente... Sking Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840
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Date Top Depth {ftKB) Bottom Depth (flKB) Status

Page 2/3 Report Printecl:

Sundry Number: 36170 API Well Number: 43019500120000

FIDEUTY Daily Completion - Paradox Executive Daily No Costs Report for: 3/8/2013
semerame *f Report #: 18

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Field Name License # Permit Number ÑellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KBGound Distance (11) KB-CF (ft) Spud Date Rlg Reliase Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Casing &Liners

Set Depth OD Nom Max LDNomMin Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in} ID {in) Wl/Len (Ibilt) Grade (in) (in) Run7

3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 SI8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
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Rods
Rad Description Run Date Pull Date Set Depth (ftKS} Weight/Leng1h (Ibilt) String Grade String Length (11) Top Depth (ftKB)

Rod Components
ElemDes OD {in) Wt (Ibnl} Grade Len (11) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ilKB) WeightlLength (Ib/ft) String Grade String Length (it} Top Depth (ftKB)

Tubing Components
Item Des OD {in) Wt (IbRt} Grade Len (11) Jts

Stimulations &Treatments
Date Type String Weilbore Stim/Treat Company StimTreal Supervisor

StimlTreat Fluids
Fluid Name Fluid Type Dens Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top {ttKB) Btm (flKB) Stim/Treat Fluid Voi Clean Pu... Val Slurry (bbl)

InitialFluid Rate (gpm) InitalRate Bottom Hole (gpm) Tubing Pressure Stad (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Fínal Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

StimlTreat Additives
Addillve Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zane Shot... Ente... Stríng Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Dale Top Depth (ftKB) Bottom Depih (ftKB) Status

Date Type Top (flKB) Stm (itKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforatlon Statuses
Date Top Depth (itKB} Bottom Depih (ftKB) Stakis

Date Type Top (flKB) Btm (IIKB) Wellbore Zone Shot... Ente... Sking Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840

Hole-18-1

Perforation Statuses
Date Top Depth (itKB) Bottom Depth (ftKB} Status

Date Type Top (itKB) Blm{ftKB) We11bore Zone Shot.. Ente... String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>. Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ttKB} Status

Date Type Top {ftKB) Btm(ftKB) Weilbore Zone Shot .. Ente... String Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (flKB) Status
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/8/2013
EipkaliM6PG¾tic CETNay Report #: 18

Well Name: Cane Creek 18-1
APIlUWI WellAœa Basin Fleid Name License # Permit Number Well Config
43-019-50012 Parado× Paradox Cane Creek 14507 Horizontal
County StatelPravince Surveyed Elevation (ft) CF Elev (ft) KB&round Distance (11) KB-CF {ft} Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Perforations
Date Type Top (ftKB) Bim (ftKB) Weilbare Zone ShoL. Ente... String Perforated

3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <ronename>, Original 120
Hole - 18-1

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/8/2013
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Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Page 3/3 Report Printed:
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Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/8/2013
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/7/2013
eimenwreennom Report #: 17

Well Name: Cane Creek 18-1
APflUWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevallon (ft) CF Elev (11) KB-Ground Distance (ft) KB-CF (it) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Starl Date 'Completions Finished Date Welf Status
Fidelity E&P 3/8/2013 COMP
Job Categoly Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entgr 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Weli Rig Release Date

Dally Operations
Report Start Date Report End Date

3/7/2013 06:00 3/8/2013 06:00
Operations at Report Time
ND BOPs, NUwellhead,test wellhead, RD rig, fabricate the flowline.
Operations Summary
ND BOPs, NUwellhead,test wellhead, RD rig #21, fabricate &tie-inflowline.
Operations Next Repoit Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Positlon Ollice
Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (br) (hr) Code i Comment Start Depth (itKB) End Depth (itKB)
06:00 1.00 1.00 TRAV Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job. SITP- 0# SICP- 70#
07:30 3.00 4.50 BOPR BD tbg &csg to 0#. ND the washington head &annular. Set 2 way check in

the hanger. NDthe BOPs. NUwellhead tree &manifold. Pump & pressure
up the esg to 500#, leave the pressure on the esg.

10:30 2.25 6.75 PTST MIRUCameron to test weLIhead. Pressure test the wellhead & 10,000#
connections to 8000# (high) & 250# (low). Everything tested (good test).
RD Cameron testers.

12:45 1.00 7.75 SRIGDN RD Monument rig #21. Move the rig equip away from around the wellhead.
Secure the wellhead area.

13:45 4.75 12.50 GOP MI the roustabout crew. Dig up the original flowline at the wellhead.
Fabricate and install a newvalve system on the end of the manifoldfor the
production dept.

18:30 1.00 13.50 SDFN Secure Well / SDFN / Travel
19:30 10.50 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ItKB) Top (itKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 8.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (itKB) Weight/Length (Ibilt) String Grade String Lengil1(ft) Top Depth (ftKB)

Rod Components
item Des OD (in) Wl (lblit) Grade Len {ft) Jts

Tubing
Tubing Description Run Dale Pull Date Set Depih (ftKB) WeighvLength (Iblit) String Grade String Length (ft) Top Depth {ftKB)

Tubing Components
Item Des OD (in) Wi (Iblit) Grade Len (ft) Jis

Stimulations &Treatments
Date Type Sking Weilbore Slim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ('A... pH Filter Size (in} Description

Fluid Additives
Additive Amount Unils Concen1ration (%)

Page 1/2 Report Printed:

Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/7/2013
eimenwreennom Report #: 17

Well Name: Cane Creek 18-1
APflUWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevallon (ft) CF Elev (11) KB-Ground Distance (ft) KB-CF (it) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Starl Date 'Completions Finished Date Welf Status
Fidelity E&P 3/8/2013 COMP
Job Categoly Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entgr 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Weli Rig Release Date

Dally Operations
Report Start Date Report End Date

3/7/2013 06:00 3/8/2013 06:00
Operations at Report Time
ND BOPs, NUwellhead,test wellhead, RD rig, fabricate the flowline.
Operations Summary
ND BOPs, NUwellhead,test wellhead, RD rig #21, fabricate &tie-inflowline.
Operations Next Repoit Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Positlon Ollice
Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (br) (hr) Code i Comment Start Depth (itKB) End Depth (itKB)
06:00 1.00 1.00 TRAV Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job. SITP- 0# SICP- 70#
07:30 3.00 4.50 BOPR BD tbg &csg to 0#. ND the washington head &annular. Set 2 way check in

the hanger. NDthe BOPs. NUwellhead tree &manifold. Pump & pressure
up the esg to 500#, leave the pressure on the esg.

10:30 2.25 6.75 PTST MIRUCameron to test weLIhead. Pressure test the wellhead & 10,000#
connections to 8000# (high) & 250# (low). Everything tested (good test).
RD Cameron testers.

12:45 1.00 7.75 SRIGDN RD Monument rig #21. Move the rig equip away from around the wellhead.
Secure the wellhead area.

13:45 4.75 12.50 GOP MI the roustabout crew. Dig up the original flowline at the wellhead.
Fabricate and install a newvalve system on the end of the manifoldfor the
production dept.

18:30 1.00 13.50 SDFN Secure Well / SDFN / Travel
19:30 10.50 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ItKB) Top (itKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?
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3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
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Stim/Treat Fluids
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Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/7/2013
eimenwreennom Report #: 17
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Fabricate and install a newvalve system on the end of the manifoldfor the
production dept.

18:30 1.00 13.50 SDFN Secure Well / SDFN / Travel
19:30 10.50 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ItKB) Top (itKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 8.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
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Rod Components
item Des OD (in) Wl (lblit) Grade Len {ft) Jts

Tubing
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Item Des OD (in) Wi (Iblit) Grade Len (ft) Jis

Stimulations &Treatments
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Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ('A... pH Filter Size (in} Description
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/7/2013
Eipkali:aIPunctboiCo-r Report #: 17

Well Name: Cane Creek 18-1
APIJUWI Well Area Basin Field Name License # Pemiit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (fl) KB-Ground Distance (ft) KB-CF (It) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type Stg# Start Date End Date Top (itKB) Blm (flKB) StimíTreatFlu1d Vol Clean Pu... VolSlurry {bbl)

InitialFluid Rale {gpm) InitialRate Bottom Hole (gpm} Tubing Pressure Starl (psl} Casing Pressure Start (psi) Bottom Hole Pressure Start {psi)

Final Fluid Rale {gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ibigal) Conc BH (Ib/gal)

Perforations
Date Type Top (ItKB) BIm (ftKB) Weßbom Zone Shot... Ente... String Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (itKB) Status

Date Type Top (ftKB) Stm (ftKB) Weilbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, Original 2,70

Hole - 18-1 0
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ftKB) Status

Date Type Top (flKB) Bim (ftKB) Wellbore 2one Shot... Ente... String Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840

Hole-18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (flKB} B1m(ftKB) Wellbore Zone ShoL. Enle... String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>, Original 240

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (itKB} Status

Dale Type Top (ilKB} Blm (ftKB) IIbore Zone Shot,.. Ente... Sising Perforated
3/8/2013 10,510.0 10,520. Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Dale Top Depth (ftKB) Bottom Depth (itKB} Status

Date Type Top {ftKB) Blm (ftKB} Wellbore Zone ShoL Ente... String Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB} Bottom Depth (ftKB) Status
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FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/7/2013
Eipkali:aIPunctboiCo-r Report #: 17
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Date Type Top (flKB) Bim (ftKB) Wellbore 2one Shot... Ente... String Perforated
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Hole-18-1
Perforation Statuses
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/6/2013
"i Report #: 16

Well Name: Cane Creek 18-1
APlIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
Counly State/Province Sunreyed Elevation (It) CF Elev (ft) KB-Ground Distance (ft) KB-CF {ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date We[IStalus
Fidelity E&P 3/8/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Starl Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company ManiWell Site Lead Rig Email Address Rig Ph¤ne Number Rig Release Previous Well Rig Release Date

Daily Operations
Repart Start Date Report End Date

3/6/2013 06:00 3/7/2013 06:00
Operations at Report Time
TOOH, TlH the cap string,circpacker fluid, Ld in packer
OperaEons Summary
TOOH, TlH the 2 7/8" tbg &cap string,Ld in the packer w/20,000 lbs on the packer.
Operanons Nexl Report Period

Wealhar Wellbore
Sunny and Clear Original Hole - 18-1
Dally Contacts

Job Cantact Position Otlice

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur(hr) (hr) Cade i Comment Start Depth (ftKB) End Depth (ftKB}

06:00 1.00 1.00 TRAV Crew travel
07:00 1.00 2.00 SMTG Hold safety meeting&discuss job. SI fP-0# SICP-0# Prep to TOOH w/

killstring.
08:00 1.50 3.50 TRIP TOOH w/2 7/8" killstring.
09:30 1.50 5.00 GOP MIRU Baker Cap stringunit.Circ fluid throughthe cap string to insure the

string is open (goodtest).
11:00 3.50 8.50 TRIP TIH w/ 2 7/8" 6.5th N-80 EUE Brd tbg &cap stringassembly as follows: L-

10 connector, 2 7/8"X 4' N-80 pup, Ported injection sub, (1) jnt of 2 7/8"
6.5# N-80 EUE 8td tbg, X nipple ( 2.313" ), (210} jnts of 2 7/8" 6.5# N-80
EUE Brd tbg,(1)2 7/8" X 2' N-80 pup, (1) 2 7/8" X 4' N-80 pup, (1) 2 7/8" X
8' N-80 pup, (1) 2 7/8" X 8' N-80 pup, (1) jnt of 2 7/8" 6.5# N-80 EUE Brd
tbg, Cameron tbg hanger. TIH wl Baker 3/8" high pressure cap string. No
splices in the cap string. Set above the packer. Pump into thecap string to
insure that the stringis workingproperly. (goodtest).

14:30 2.00 10.50 GOP Circ the packer fluid in reverse @2.5 bpm @550#. Pump 160 bbis inlo the
csg. Ld the string onto the packer (w/ 20,000\bs comp ), hang off in the tbg
spool with the hanger. Lock in the hanger. Si tbg, csg & BOPs, drain lines.

16:30 1.00 11.50 SDFN Secure Well / SDFN / Travel
17:30 12.50 24.00 SDFN SDFN
Cas1ng & Line s

Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (ftKB) Top {ftKB) OD (in) ID(in) WULen (Ih/ft) Gradi (in} (in) Run?

Conductor 75.8

3/3/2012 Sulfaco 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.416 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/fl) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
item Des OD (in) Wt (iblit) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (itKB) Weight/Length (Iba) String Grade String Length (tt} Top Depth (itKB)

Tubing Components
Kem Des OD (in} Wt (Iba) Grade Len (it} Jts

Stimulations & Treatments
Date Type String Wellbore StimíTreat Company StimTreal Supervisor
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Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/6/2013
"i Report #: 16

Well Name: Cane Creek 18-1
APlIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
Counly State/Province Sunreyed Elevation (It) CF Elev (ft) KB-Ground Distance (ft) KB-CF {ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date We[IStalus
Fidelity E&P 3/8/2013 COMP
Job Category Job Typ Job SubTyp Planned Start Date Starl Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company ManiWell Site Lead Rig Email Address Rig Ph¤ne Number Rig Release Previous Well Rig Release Date

Daily Operations
Repart Start Date Report End Date

3/6/2013 06:00 3/7/2013 06:00
Operations at Report Time
TOOH, TlH the cap string,circpacker fluid, Ld in packer
OperaEons Summary
TOOH, TlH the 2 7/8" tbg &cap string,Ld in the packer w/20,000 lbs on the packer.
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Sunny and Clear Original Hole - 18-1
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Job Cantact Position Otlice
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/6/2013
EspkuÞ:a1PI.duto1Ct wt Report #: 16

Well Name: Cane Creek 18-1
APIIUWI Well Area Basin Field Name I.icense # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Piovince Surveyed Elevation (11) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in} Description

Fluid Additives
Additive Amount Units Concentration {%)

Stim/Treat Stages
Stage Type Sig # Start Dale End Date Top (ftKB} Bim (f1KB) Stim/Treat Fluid Vol Clean Pu... VoiŠTuÑ(bbl)

laitlal Fluid Rale (gpm) InitialRate Bottom Hole (gpm} Tubing Pressure Starl(psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate {gpm) Final Rate Boltom Hole (gpm) Pressure Tubing End (psî) Casing Pressure End (psi) Pressure BH End {psi)

Stim/Treat Additives
Additive Type Amount Units SandSize Conc(ib/gal) ConcBH(Iblgal)

Perforations
Date Type Top (ftKB) Bim (flKB} Wellbore Zone Shot... Ente... String Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (ilKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Blm (flKB) Weilbore Zone Shot . Ente. String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, OriginaF 2,70

Hole - 18-1 0
Perforation Statuses
Date Top Depth (itKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Blm {flKB) Wellbore Zone Shot... Ente-. String Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
Dale Top Depth (ftKB) Bottom Depth (ftKB) Status

Dale Type Top (flKB) Btm (ItKB) Ilbore Zone Shot... Ente.- String Perforated
3/8/2013 10,460.0 10,500. Original Hole - 18-1 <zonename>, Original 240

Hole-18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ftKB) Status

Date Type Top (itKB} Bim (ItKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>. Original 60

Hole-18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (flKB) Status

Date Type Top (itKB} Bfm (flKB) Wellbore ne ShoL. Ente... String Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (flKB) Status
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Stage Type Sig # Start Dale End Date Top (ftKB} Bim (f1KB) Stim/Treat Fluid Vol Clean Pu... VoiŠTuÑ(bbl)

laitlal Fluid Rale (gpm) InitialRate Bottom Hole (gpm} Tubing Pressure Starl(psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate {gpm) Final Rate Boltom Hole (gpm) Pressure Tubing End (psî) Casing Pressure End (psi) Pressure BH End {psi)

Stim/Treat Additives
Additive Type Amount Units SandSize Conc(ib/gal) ConcBH(Iblgal)

Perforations
Date Type Top (ftKB) Bim (flKB} Wellbore Zone Shot... Ente... String Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (ilKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Blm (flKB) Weilbore Zone Shot . Ente. String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, OriginaF 2,70

Hole - 18-1 0
Perforation Statuses
Date Top Depth (itKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Blm {flKB) Wellbore Zone Shot... Ente-. String Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
Dale Top Depth (ftKB) Bottom Depth (ftKB) Status

Dale Type Top (flKB) Btm (ItKB) Ilbore Zone Shot... Ente.- String Perforated
3/8/2013 10,460.0 10,500. Original Hole - 18-1 <zonename>, Original 240

Hole-18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Depth (ftKB) Status

Date Type Top (itKB} Bim (ItKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>. Original 60

Hole-18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (flKB) Status

Date Type Top (itKB} Bfm (flKB) Wellbore ne ShoL. Ente... String Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>, Original 120

Hole - 18-1
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (flKB) Status
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/5/2013
Report #: 15

Well Name: Cane Creek 18-1
API/UWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P 3/8/2013 COMP
Job Category Ja11Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entqv 2/11/2013 2/11/2013
Rig Company MantWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/5/2013 06:00 3/6/2013 06:00
Operations at Report Time
Cont TlH w/ guns &packer, circ &spot diesel, set packer, RiH plug. release form packer
Operations Summary
Cont TlH wl guns &packer, circ &spot the diesel, set the packer, RIH and set packer plug, release from packer.
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Dally Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Our {hr} (hr) Code 1 Comment Start Depth (ftKB) End Depth (f(KB)

06:00 1.00 1.00 TRAV Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job. SITP- 0# SICP-0#
07:30 1.25 2.75 TRIP Cont to TlH wl TCP guns &packer. Spot guns in place.
08:45 1.25 4.00 GOP MIRUNorthern Lights slickline. Prep to circ and spot the diesel from the

guns to the packer.
10:00 1.25 5.25 GOP Begin pumping diesel, pump down the tbgto spot the diesel from the guns

to the packer. Pump 36 bbls of diesel followed by 38 bble of 9.0 ppg CACL
water. Max Press: 800#@ 1.0 bpm. Max Rate: 1.50 bpm @500#. Hold
diesel in place by shutting in the tbg & csg. Set the packer @6797'. Make
a 5' adjustment to match the Thru Bit log &the CBL. This willset the guns
on depth @9380' ( top shot ), 10,550' ( bottom shot ). Packer @679T.

11:15 4.25 9.50 CTWL RU on the tbgw/ Northern Lights slicklino. Ril Iw/ plug to set in the Xnipple
in the onloff tool.Tryed to set the plug in the profile 3 times. Make an
attempt to set in the XN. Unable to set the plug in the XN. ROOH w/ plug.
Inspection of the gavo us no indication of why the plug would not seL RIH
with the plug the 2nd time.Set the plug in the XNnipplo. ROOH. The set
check indicated that the plug was set properly. RD &release the slickline,
Test the packer to 1000# (good test ).

15:30 0.50 10.00 GOP Release offof the packer with the L-10. LD 1 jnt of tbg. Leave the tbg in the
hole for a killstring. SI tbg, csg & BOPs.

16:00 1.00 11.00 SDFN Secure Well / SDFN / Travel
17:00 13.00 24.00 SDFN SDFN
Casing & Lino s

Sot Depth OD Nom Max IDNom Mm Prop
Run Dale Csg i es (itKB) Top {lIKB) OD (in) ID{in) WIILen (Iblit} Grade (In} (in} Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 [ntermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 S/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (itKB) WeightlLength (Iblit} String Grade Sking Length (ft) Top Depth (ItKB)

Rod Components
Item Des OD (in) Wt (Ibitt} Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pu11Data Set Depth (ftKB} Weight/Length (Iblft} String Grade Shing Length (it) Top Depth (flKB}

Tubing Components
1tem Des OD (in} Wl (Iblít) Grade Len (ft) Jis
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor:3/5/2013
um amewcoa Report#:15

Well Name: Cane Creek 18-1
APflUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Sunreyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996,00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stimulations & Treatments
Dale Type String Wellbare SlimfTreat Company StimTreat Supervisor

StimlTreat Fluids
Fluid Name Fluid Type Dans Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amounl Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (flKB) Btm (flKB} Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

initial Fluid Rate (gpm} [nliialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psl} Bottom Hola Pressure Start (psl)

Fínal Fluid Rate (gpm} Final Rate Bottom Hole (gpm) Pressure Tubing End (psl) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Cone BH (Iblgal)

Perforations
Date Type Top (itKB) BIm {flKB) Wellbore Zone ShoL. Enle... Slring Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (ftKB) Bottom Depih (ftKB) Status

Date Type p (11KB) Bim (itKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, original 2,70

Hole - 18-1 0
Perforation Statuses
Date Top Depih (ftKB) Bottom Depth (flKB} Status

Date Type Top (ItKB) Blm (ftKB) Welibore Zone Sh¤t... Ente... String Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
DÃe Top Depth (ilKB} Bollom Depth (ftKB) Status

Dale Type Top (ftKB) Blm {flKB) Wellb¤re Zone Shot... Ente.. String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>, Original 24

Hote - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Dep1h (ftKB) Status

Date Type Top (itKB) Bim (ftKB) Wellbore 2one Shot... Ente... Sking Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
Perforation Statuses
Date Top Depih (ftKB) Bottom Depth (flKB) Status

Date Type Tap (ftKB) Bim (flKB) Wellbore 2one Shot... Ente... String Perforated
3/8/2013 10,530.0 10,550.0 Original Hole - 18-1 <zonename>. Original 12

Hole - 18-1
Perforation Statuses
Date Top Depth (itKB} Bottom Depth (ftKB) Status
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um amewcoa Report#:15

Well Name: Cane Creek 18-1
APflUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Sunreyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996,00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stimulations & Treatments
Dale Type String Wellbare SlimfTreat Company StimTreat Supervisor

StimlTreat Fluids
Fluid Name Fluid Type Dans Fluid (A... pH Filter Size (in) Description

Fluid Additives
Additive Amounl Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (flKB) Btm (flKB} Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

initial Fluid Rate (gpm} [nliialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psl} Bottom Hola Pressure Start (psl)

Fínal Fluid Rate (gpm} Final Rate Bottom Hole (gpm) Pressure Tubing End (psl) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Cone BH (Iblgal)

Perforations
Date Type Top (itKB) BIm {flKB) Wellbore Zone ShoL. Enle... Slring Perforated

3/8/2013 9,380.0 9,830.0 Original Hole - 18-1 <zonename>, Original 2,70
Hole - 18-1 0

Perforation Statuses
Date Top Depth (ftKB) Bottom Depih (ftKB) Status

Date Type p (11KB) Bim (itKB) Wellbore Zone Shot... Ente... String Perforated
3/8/2013 9,850.0 10,300.0 Original Hole - 18-1 <zonename>, original 2,70

Hole - 18-1 0
Perforation Statuses
Date Top Depih (ftKB) Bottom Depth (flKB} Status

Date Type Top (ItKB) Blm (ftKB) Welibore Zone Sh¤t... Ente... String Perforated
3/8/2013 10,310.0 10,450.0 Original Hole - 18-1 <zonename>, Original 840

Hole - 18-1
Perforation Statuses
DÃe Top Depth (ilKB} Bollom Depth (ftKB) Status

Dale Type Top (ftKB) Blm {flKB) Wellb¤re Zone Shot... Ente.. String Perforated
3/8/2013 10,460.0 10,500.0 Original Hole - 18-1 <zonename>, Original 24

Hote - 18-1
Perforation Statuses
Date Top Depth {ftKB) Bottom Dep1h (ftKB) Status

Date Type Top (itKB) Bim (ftKB) Wellbore 2one Shot... Ente... Sking Perforated
3/8/2013 10,510.0 10,520.0 Original Hole - 18-1 <zonename>, Original 60

Hole - 18-1
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um amewcoa Report#:15
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/4/2013
E' Report #: 14

Well Name: Cane Creek 18-1
APIIUWI Well Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operalor Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company ManiWell Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Dale Report End Date

3/4/2013 06:00 3/5/2013 06:00
Operations at Rep¤Jt Time
TIH wl guns, space out, TlH w/ packer
Operations Summary
TlH wl guns, space out, TIH w/ packer &2 7/8" tbg. Hang off@ 10,199'
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start time Dur(Itr) (hr) Code i Comment Start Depth (ItKB) End Depth (ftKB)

06:00 1.00 1.00 TRAV Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting &discuss job.
07:30 9.50 11.00 TRIP SITP- 0# SICP- 0# TIHw/ Baker TCP guns as follows: Baker TCP 3 118"

gun assembly ( 1188'), 81 jnts of 2 3/8" 4.7# L-80 EUE Brd tbg, 2 3/8" tbg
swivel, Xover (2 3/8" X 2 7/8", 2 7/8" X 6' EUE pup, BXNprofile nipple
( 2.313" ),2 7/8" X 8' EUE pup, 7" Baker Hornet packer ( 5.91" OD ), L-10
onloff toolw/ 2.313" profile, 2 7/8" X 6' EUE pup, 2 7/8" injection pup, (1) jnt
of 2 7/8" 6.5# N-80 EUE 8rd tbg, BX nipple (2.313" ID), 202 jnts of 2 7/8"
6.5# N-80 EUE 8rd tbg. Ld the tbg string in the rig slips. EOT @10,199'

17:00 0.50 11.50 GOP Si tbg, csg &BOPs. Drain lines.
17:30 1.00 12.50 SDFN Secure Well / SDFN / Travel
18:30 11.50 24.00 SDFN SDFN
Casing & Line s

Set Depth OD Nom Max IDNom Min Prop
Run Date Csg Des (flKB) Top (flKB) OD (In) ID(In) WIILen {\b/ft) Grade (in) (in) RunŸ

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 5Ï8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length {tt) Top Depth (ftKB)

Rod Components
itemDes OD (in) Wt (Ibilt) Grade Len (it) Jts

Tubing
Tubing Description Run Date Pull Dale Set Depth {ftKB) Weight/Length (1blit) String Grade String Length (fi} Top Depth (flKB}

Tubing Components
item Des OD (in) Wi (Ibilt) Grade Len (fi) Jis

Stimulations &Treatments
Dale Type String Wellbore Stimífreat Company SlimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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E' Report #: 14
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onloff toolw/ 2.313" profile, 2 7/8" X 6' EUE pup, 2 7/8" injection pup, (1) jnt
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/4/2013
Opitati:dPodatic, CETV"I RODOrt #: 14

Well Name: Cane Creek 18-1
APIIUWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft} KB Ground Distance {ft} KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type sig# Start Date End Date Tap (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu-. VolSluny (bbl)

InitialF[uid Rate (gpm} InitialRale Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start {psi)

Final Fluid Rate (Opm} Final Rale Bottom Hole (gpm) Pressure Tubing End (psi} Casing Pressure End (psl) Pressure BH End {psl)

Stim/Treat Additives
Additive Type Amount Units Sandsize Conc(Ib/gal) ConcBH(ib/gil)

Perforations
Date Type Top (ftKB) Blm (ftKB} Wellbore 2cne Shot... Ente... Siting Perforated

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB} Status
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FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/4/2013
Opitati:dPodatic, CETV"I RODOrt #: 14

Well Name: Cane Creek 18-1
APIIUWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft} KB Ground Distance {ft} KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type sig# Start Date End Date Tap (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu-. VolSluny (bbl)

InitialF[uid Rate (gpm} InitialRale Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start {psi)

Final Fluid Rate (Opm} Final Rale Bottom Hole (gpm) Pressure Tubing End (psi} Casing Pressure End (psl) Pressure BH End {psl)

Stim/Treat Additives
Additive Type Amount Units Sandsize Conc(Ib/gal) ConcBH(ib/gil)

Perforations
Date Type Top (ftKB) Blm (ftKB} Wellbore 2cne Shot... Ente... Siting Perforated

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB} Status

Page 2/2 Report Printed



RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000
I

FIDELITY Daily Completion - Paradox Executive Daily No CostS Reportfor:3/3/2013

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Fîeld Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operalor Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/3/2013 06:00 3/4/2013 06:00
Operations at Report Time
TOOH, LD the WTS, Secure guns, TIH killstring
Operations Summary
TOOH, LD the WTS, Secure guns, TIH killstring
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Coníact Position Ollice
Paul Nicholas Company Man / WSL (307) 321-0544
Time Log

Cum Dur
StarlTime Dur {hr) (hr} Code 1 Comment Start Depiti (itKB) End Depth (ftKB}

06:00 1.00 1.00 TRAV Crew Travel
07:00 0.50 1.50 SMTG Hold safetymeeting&discuss the Job.
07:30 4.00 5.50 TRIP TOOH. Std back the 27/8" EUE &the 2 3/8" EUE. LDall of the 2 3/8"

WTS.
11:30 1.00 6.50 GOP Move all of the 2 3/8" WTS to the edge of location. Spot the guns next to

the rig, Secure the guns.
12:30 1.00 7.50 TRIP TlH a 2 3/8" &2 7/8" killstring. EOT @4006'
13:30 0.50 8.00 GOP Si tbg, csg &BOPs. Clean up location.
14:00 1.00 9.00 SDFN Secure Well I SDFN / Travel
15:00 15.00 24.00 SDFN SDFN
Casing & L1ners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB} Top (ftKB) OD (in) ID (in) WitLen {\blit) Grade (in) (in) Run7

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P 110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/II) Sking Grade String Length (ft) Top Deptli (ftKB)

Rod Components
Item Des OD (in) Wt (ib/ft) Grade Len (it) Jts

Tubing
Tubing Descnption Run Date Pull Date Set Depth (ftKB) Weighi/Length (lb//t) Stnng Grade Stríng Length (ft) Top Depth (itKB}

Tubing Components
item Des OD (in) Wi {lblít) Grade Len {ft} Jts

Stimulations & Treatments
Dale Type String Wellbore Stim/Treal Company StimTreat Supervisor

Stim/Treat FFuids
Fluid Name Fluid Type Oens Fluid (°A... pH FilterSize (in} Description

Fluid Additives
Additive Amount Units Concentration (%)
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Sundry Number: 36170 API Well Number: 43019500120000
I

FIDELITY Daily Completion - Paradox Executive Daily No CostS Reportfor:3/3/2013

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Fîeld Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operalor Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/3/2013 06:00 3/4/2013 06:00
Operations at Report Time
TOOH, LD the WTS, Secure guns, TIH killstring
Operations Summary
TOOH, LD the WTS, Secure guns, TIH killstring
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Coníact Position Ollice
Paul Nicholas Company Man / WSL (307) 321-0544
Time Log

Cum Dur
StarlTime Dur {hr) (hr} Code 1 Comment Start Depiti (itKB) End Depth (ftKB}

06:00 1.00 1.00 TRAV Crew Travel
07:00 0.50 1.50 SMTG Hold safetymeeting&discuss the Job.
07:30 4.00 5.50 TRIP TOOH. Std back the 27/8" EUE &the 2 3/8" EUE. LDall of the 2 3/8"

WTS.
11:30 1.00 6.50 GOP Move all of the 2 3/8" WTS to the edge of location. Spot the guns next to

the rig, Secure the guns.
12:30 1.00 7.50 TRIP TlH a 2 3/8" &2 7/8" killstring. EOT @4006'
13:30 0.50 8.00 GOP Si tbg, csg &BOPs. Clean up location.
14:00 1.00 9.00 SDFN Secure Well I SDFN / Travel
15:00 15.00 24.00 SDFN SDFN
Casing & L1ners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB} Top (ftKB) OD (in) ID (in) WitLen {\blit) Grade (in) (in) Run7

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P 110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/II) Sking Grade String Length (ft) Top Deptli (ftKB)

Rod Components
Item Des OD (in) Wt (ib/ft) Grade Len (it) Jts

Tubing
Tubing Descnption Run Date Pull Date Set Depth (ftKB) Weighi/Length (lb//t) Stnng Grade Stríng Length (ft) Top Depth (itKB}

Tubing Components
item Des OD (in) Wi {lblít) Grade Len {ft} Jts

Stimulations & Treatments
Dale Type String Wellbore Stim/Treal Company StimTreat Supervisor

Stim/Treat FFuids
Fluid Name Fluid Type Oens Fluid (°A... pH FilterSize (in} Description

Fluid Additives
Additive Amount Units Concentration (%)
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Sundry Number: 36170 API Well Number: 43019500120000
I

FIDELITY Daily Completion - Paradox Executive Daily No CostS Reportfor:3/3/2013

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Fîeld Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operalor Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/3/2013 06:00 3/4/2013 06:00
Operations at Report Time
TOOH, LD the WTS, Secure guns, TIH killstring
Operations Summary
TOOH, LD the WTS, Secure guns, TIH killstring
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Coníact Position Ollice
Paul Nicholas Company Man / WSL (307) 321-0544
Time Log

Cum Dur
StarlTime Dur {hr) (hr} Code 1 Comment Start Depiti (itKB) End Depth (ftKB}

06:00 1.00 1.00 TRAV Crew Travel
07:00 0.50 1.50 SMTG Hold safetymeeting&discuss the Job.
07:30 4.00 5.50 TRIP TOOH. Std back the 27/8" EUE &the 2 3/8" EUE. LDall of the 2 3/8"

WTS.
11:30 1.00 6.50 GOP Move all of the 2 3/8" WTS to the edge of location. Spot the guns next to

the rig, Secure the guns.
12:30 1.00 7.50 TRIP TlH a 2 3/8" &2 7/8" killstring. EOT @4006'
13:30 0.50 8.00 GOP Si tbg, csg &BOPs. Clean up location.
14:00 1.00 9.00 SDFN Secure Well I SDFN / Travel
15:00 15.00 24.00 SDFN SDFN
Casing & L1ners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB} Top (ftKB) OD (in) ID (in) WitLen {\blit) Grade (in) (in) Run7

Conductor 75.8

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P 110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/II) Sking Grade String Length (ft) Top Deptli (ftKB)

Rod Components
Item Des OD (in) Wt (ib/ft) Grade Len (it) Jts

Tubing
Tubing Descnption Run Date Pull Date Set Depth (ftKB) Weighi/Length (lb//t) Stnng Grade Stríng Length (ft) Top Depth (itKB}

Tubing Components
item Des OD (in) Wi {lblít) Grade Len {ft} Jts

Stimulations & Treatments
Dale Type String Wellbore Stim/Treal Company StimTreat Supervisor

Stim/Treat FFuids
Fluid Name Fluid Type Oens Fluid (°A... pH FilterSize (in} Description

Fluid Additives
Additive Amount Units Concentration (%)
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Sundry Number: 36170 API Well Number: 43019500120000
I

FIDELITY Daily Completion - Paradox Executive Daily No CostS Reportfor:3/3/2013

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Fîeld Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operalor Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/3/2013 06:00 3/4/2013 06:00
Operations at Report Time
TOOH, LD the WTS, Secure guns, TIH killstring
Operations Summary
TOOH, LD the WTS, Secure guns, TIH killstring
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Coníact Position Ollice
Paul Nicholas Company Man / WSL (307) 321-0544
Time Log

Cum Dur
StarlTime Dur {hr) (hr} Code 1 Comment Start Depiti (itKB) End Depth (ftKB}

06:00 1.00 1.00 TRAV Crew Travel
07:00 0.50 1.50 SMTG Hold safetymeeting&discuss the Job.
07:30 4.00 5.50 TRIP TOOH. Std back the 27/8" EUE &the 2 3/8" EUE. LDall of the 2 3/8"

WTS.
11:30 1.00 6.50 GOP Move all of the 2 3/8" WTS to the edge of location. Spot the guns next to

the rig, Secure the guns.
12:30 1.00 7.50 TRIP TlH a 2 3/8" &2 7/8" killstring. EOT @4006'
13:30 0.50 8.00 GOP Si tbg, csg &BOPs. Clean up location.
14:00 1.00 9.00 SDFN Secure Well I SDFN / Travel
15:00 15.00 24.00 SDFN SDFN
Casing & L1ners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB} Top (ftKB) OD (in) ID (in) WitLen {\blit) Grade (in) (in) Run7

Conductor 75.8

3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P 110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/II) Sking Grade String Length (ft) Top Deptli (ftKB)

Rod Components
Item Des OD (in) Wt (ib/ft) Grade Len (it) Jts

Tubing
Tubing Descnption Run Date Pull Date Set Depth (ftKB) Weighi/Length (lb//t) Stnng Grade Stríng Length (ft) Top Depth (itKB}

Tubing Components
item Des OD (in) Wi {lblít) Grade Len {ft} Jts

Stimulations & Treatments
Dale Type String Wellbore Stim/Treal Company StimTreat Supervisor

Stim/Treat FFuids
Fluid Name Fluid Type Oens Fluid (°A... pH FilterSize (in} Description

Fluid Additives
Additive Amount Units Concentration (%)
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/3/2013
eµ«mmes en i Report #: 13

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Field Name License # Permîl Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (fi} Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (itKB) Btm (itKB) StimfTreat Fluid Vol Clean Pu... Vol Sluny (bbl}

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start {psi) Bottom Hole Pressure Starl(psi)

Fina1Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

StimlTreat Addltives
Additive Type Amount Units Sand Size Conc (1b/gal) Conc BH (ihigal)

Perforations
Date Type Top (fiKB} Bim (itKB) Wellbore Zone Shot... Ente... String Perforated

Perforation Statuses
Date Top Depth (itKB) Bottom Depth (ftKB) Status
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Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/3/2013
eµ«mmes en i Report #: 13

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Field Name License # Permîl Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (fi} Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (itKB) Btm (itKB) StimfTreat Fluid Vol Clean Pu... Vol Sluny (bbl}

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start {psi) Bottom Hole Pressure Starl(psi)

Fina1Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

StimlTreat Addltives
Additive Type Amount Units Sand Size Conc (1b/gal) Conc BH (ihigal)

Perforations
Date Type Top (fiKB} Bim (itKB) Wellbore Zone Shot... Ente... String Perforated

Perforation Statuses
Date Top Depth (itKB) Bottom Depth (ftKB) Status

Page 2/2 Report Printed:

Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/3/2013
eµ«mmes en i Report #: 13

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Field Name License # Permîl Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (fi} Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (itKB) Btm (itKB) StimfTreat Fluid Vol Clean Pu... Vol Sluny (bbl}

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start {psi) Bottom Hole Pressure Starl(psi)

Fina1Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

StimlTreat Addltives
Additive Type Amount Units Sand Size Conc (1b/gal) Conc BH (ihigal)

Perforations
Date Type Top (fiKB} Bim (itKB) Wellbore Zone Shot... Ente... String Perforated

Perforation Statuses
Date Top Depth (itKB) Bottom Depth (ftKB) Status

Page 2/2 Report Printed:

Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/3/2013
eµ«mmes en i Report #: 13

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Field Name License # Permîl Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (fi} Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (itKB) Btm (itKB) StimfTreat Fluid Vol Clean Pu... Vol Sluny (bbl}

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start {psi) Bottom Hole Pressure Starl(psi)

Fina1Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

StimlTreat Addltives
Additive Type Amount Units Sand Size Conc (1b/gal) Conc BH (ihigal)

Perforations
Date Type Top (fiKB} Bim (itKB) Wellbore Zone Shot... Ente... String Perforated

Perforation Statuses
Date Top Depth (itKB) Bottom Depth (ftKB) Status

Page 2/2 Report Printed:



RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/2/2013
Erpk :.18Pduttm1Copa'r Reoort #: 12

Well Name: Cane Creek 18-1
APWUW1 Weîl Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (fi} CF Elev (it} KBBround Distance (ft) KB CF (ft) Spud Dale Rig Release Dale
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company MantWell Site Lead Rig Emaîl Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/2/2013 06:00 3/3/2013 06:00
Operations at Report Time
TlH, spot diesel in toe, TOOH to liner top.
Operations Summary
TlH, spot diesel in toe, TOOH to liner top.
Operations Next Report Period
RIHwith TCP Guns
Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Coníact Position Ofilce

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code i Comment Start Depth (ItKB) End Depth (ftKB)

06:00 1.00 1.00 TRAV Crew Travel
07:00 0.50 1.50 SMTG Hold safety &discuss the job.
07:30 2.00 3.50 TRIP TlH to 10,570'. Land the tbg in the slips. SI annular &BOPs.
09:30 3.00 6.50 GOP Prep to circand spot diesel in the toe.
12:30 1.50 8.00 GOP Circ &spot the diesel in the toe as follows: 7 bbis of diesel followed by 52

bbis of 9.0 ppg water. Spot diesel in place, Si the ceg. Slight vac on the tbg.
Prep to TOOH.

14:00 1.25 9.25 TRIP TOOH to the liner top.EOT @6836'
15:15 0.50 9.75 GOP SI tbg, cag & BOPs. Drain lines.
15:45 1.00 10.75 SDFN Secure Well / SOFN / Travel
16:45 13.25 24.00 SDFN SDFN
Casing & Liners

Set Depih OD Nom Max IDNomMin Prop
Run Date Csg Des (itKB) Top (flKB) OD (in} ID(in) WULen (lblft} Grade (in) (In) Run7

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/6 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (itKB} Weight/Length (Ibilt) String Grade String Length (it) Top Depth (ftKB)

Rod Components
ltem Des OD (in) Wt (Ih/ft) Grade Len (ft) Jis

Tubing
Tubing Desciiption Run Date Pull Date Set Depth (fiKB) Weight/Length (Iblft) String Grade String Length {ft} Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ibift) Grade Len (II) Jts

Stimulations & Treatments
Date Type String Weilbare Stim/Treatcompany StimTreatSupervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dans Fluid(°A.

. pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Cancentration (%)
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Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/2/2013
Erpk :.18Pduttm1Copa'r Reoort #: 12

Well Name: Cane Creek 18-1
APWUW1 Weîl Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (fi} CF Elev (it} KBBround Distance (ft) KB CF (ft) Spud Dale Rig Release Dale
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company MantWell Site Lead Rig Emaîl Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/2/2013 06:00 3/3/2013 06:00
Operations at Report Time
TlH, spot diesel in toe, TOOH to liner top.
Operations Summary
TlH, spot diesel in toe, TOOH to liner top.
Operations Next Report Period
RIHwith TCP Guns
Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Coníact Position Ofilce

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code i Comment Start Depth (ItKB) End Depth (ftKB)

06:00 1.00 1.00 TRAV Crew Travel
07:00 0.50 1.50 SMTG Hold safety &discuss the job.
07:30 2.00 3.50 TRIP TlH to 10,570'. Land the tbg in the slips. SI annular &BOPs.
09:30 3.00 6.50 GOP Prep to circand spot diesel in the toe.
12:30 1.50 8.00 GOP Circ &spot the diesel in the toe as follows: 7 bbis of diesel followed by 52

bbis of 9.0 ppg water. Spot diesel in place, Si the ceg. Slight vac on the tbg.
Prep to TOOH.

14:00 1.25 9.25 TRIP TOOH to the liner top.EOT @6836'
15:15 0.50 9.75 GOP SI tbg, cag & BOPs. Drain lines.
15:45 1.00 10.75 SDFN Secure Well / SOFN / Travel
16:45 13.25 24.00 SDFN SDFN
Casing & Liners

Set Depih OD Nom Max IDNomMin Prop
Run Date Csg Des (itKB) Top (flKB) OD (in} ID(in) WULen (lblft} Grade (in) (In) Run7

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/6 8.681 47.00 P-110 9 5/8 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rod Description Run Date Pull Date Set Depth (itKB} Weight/Length (Ibilt) String Grade String Length (it) Top Depth (ftKB)

Rod Components
ltem Des OD (in) Wt (Ih/ft) Grade Len (ft) Jis

Tubing
Tubing Desciiption Run Date Pull Date Set Depth (fiKB) Weight/Length (Iblft) String Grade String Length {ft} Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ibift) Grade Len (II) Jts

Stimulations & Treatments
Date Type String Weilbare Stim/Treatcompany StimTreatSupervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dans Fluid(°A.

. pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Cancentration (%)
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Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/2/2013
Erpk :.18Pduttm1Copa'r Reoort #: 12

Well Name: Cane Creek 18-1
APWUW1 Weîl Area Basin Field Name License # Permit Number Well Config
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (fi} CF Elev (it} KBBround Distance (ft) KB CF (ft) Spud Dale Rig Release Dale
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entry 2/11/2013 2/11/2013
Rig Company MantWell Site Lead Rig Emaîl Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/2/2013 06:00 3/3/2013 06:00
Operations at Report Time
TlH, spot diesel in toe, TOOH to liner top.
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TlH, spot diesel in toe, TOOH to liner top.
Operations Next Report Period
RIHwith TCP Guns
Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Coníact Position Ofilce

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code i Comment Start Depth (ItKB) End Depth (ftKB)
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/2/2013
toimememoscows Report #: 12

Well Name: Cane Creek 18-1
API/UWI WellArea Basin FieldName License# PermitNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County State/Province Surveyed Elevation (11} CF Elev (it) KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date

Grand UT 5,998.00 23.00 3/1/2012 06:00 2/18/2013 00:00
StirnlTreat.Stages
Stage Type Stg # Stari Date End Date Top {flKB) Btm (flKB) Stimffreat Fluid Voi Clean PU... Vol Slurry (bbl)

InitialFluid Rate (gpm) InitialRate Bottom Hole (gpm) Tubing Pressure Start(psi) Casing Pressure Start (psi) Bottom Hole Pressure Starl(psi)

Final Fluid Rate (gpm) Fînal Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End {psi)

Stim/Treat Additives :

Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Iblgal)

Perforations
Date Type Top (ftKB) Blm (ftKB) Weilbore Zone Shot... Ente... Stríng Perforated

Perforation Statuses
Date Top Depth (ftKB) Botiom Depth (ItKB) Stalus
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor:3/1/2013

Well Name: Cane Creek 18-1
APIIUWI WellArea Basin FieldName License# PermîtNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County Slate/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Dale Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entnj 2/11/2013 2/11/2013
Rlg Campany Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/1/2013 06:00 3/2/2013 06:00
Operations at Report Time
TOOH w/ 4 1/2" scraper, RIH CBL& tractor
Operations Summary
Cont to TOOH w/ 4 1/2" scraper assembly, RIH CBL & tractor,Log for cmt, TlH killstring.
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Coniact Position Office
Paul Nicholas Company Man / WSL (307) 321-0544
Time Log

Cum Dur
StartTime Dur(hr) (br) Codei Comment StartDepth(flKB} EndDepth{f(KB)

06:00 1.00 1.00 SDFN SDFN
07:00 1.00 2.00 TRAV Crew Travel
08:00 0.50 2.50 SMTG Hold safety meeting&discuss the job.
08:30 2.00 4.50 TRIP Cont the TOOH w/ 4 1/2" cag scraper. Keep hole full. LD the scraper

assembly
10:30 1.75 6.25 GOP MIRU Baker Atlas &Welltec to runthe CBL & tractor.MU the CBL

assembly &4 1/2" tractor.
12:15 2.75 9.00 LOGG RIH w/ CBL, VDL, CCL, GR &Welltec tractor.Free fall to 7900', start and

RIH w/ tractorfrom thispoint. Log from 10.551' to 10,310' (Repeat ). Run
back in to 10,551'. Pressure up to 3000# on the csg. Begin logging from
10,551' to outsideofthe 4 1/2" Ilnerto 6640'. Cort the CBC to the Thru Bit
log ( Density / Neutron ) on 2/10/2013. Est omt top @9320'. Max recorded
Temp: 1190F

15:00 1.50 10.50 CTWL RD Baker &Welltec. Finish setting up the flowback system.
16:30 1.50 12.00 TRIP TIH with the killstring to top of liner, EOT @6836'. Ld the tbgin the rig

slips.
18:00 0.50 12.50 GOP Si tbg , esg &BOPs. Drain lines.
18:30 1.00 13.50 SDFN Secure WeLI / SDFN / Travel
19:30 10.50 24.00 SDFN SDFN
Casing & Line 's

Set Depth OD Nom Max IDNom Min Prop
Run Dale Csg Des {ftKB) Top (ItKB) OD (in) ID (in) Wl/Len (Ibill) Gradt (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 SIB 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rad Description Run Date Pull Dale Set Depth (ftKB) Weight/Length {lbill) Sking Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Iblit) Grade Len (ft) Jts

Tubing
Tubîng Description Run Date Pull Date Set Depth (flKB} WeightlLength (Ib/ft} String Grade String Length (11) Top Depth (11KB}

Tubing Components
llem Des OD (in} Wl(Ib/ft) Grade Len (11) Jts

Stimulations & Treatments
Date Type String Weilbore Stim/Treal Company StimTreal Supervisor
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FIDELITY Daily Completion - Paradox Executive Daily No Costs Reportfor:3/1/2013

Well Name: Cane Creek 18-1
APIIUWI WellArea Basin FieldName License# PermîtNumber WellConfig
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County Slate/Province Surveyed Elevation (ft) CF Elev (ft) KB-Ground Distance (ft) KB-CF (ft) Spud Dale Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Operator Completions Start Date Completions Finished Date Well Status
Fidelity E&P WOC
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
Completion Re-entnj 2/11/2013 2/11/2013
Rlg Campany Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/1/2013 06:00 3/2/2013 06:00
Operations at Report Time
TOOH w/ 4 1/2" scraper, RIH CBL& tractor
Operations Summary
Cont to TOOH w/ 4 1/2" scraper assembly, RIH CBL & tractor,Log for cmt, TlH killstring.
Operations Next Report Period

Weather Wellbore
Sunny and Clear Original Hole - 18-1
Daily Contacts

Job Coniact Position Office
Paul Nicholas Company Man / WSL (307) 321-0544
Time Log

Cum Dur
StartTime Dur(hr) (br) Codei Comment StartDepth(flKB} EndDepth{f(KB)

06:00 1.00 1.00 SDFN SDFN
07:00 1.00 2.00 TRAV Crew Travel
08:00 0.50 2.50 SMTG Hold safety meeting&discuss the job.
08:30 2.00 4.50 TRIP Cont the TOOH w/ 4 1/2" cag scraper. Keep hole full. LD the scraper

assembly
10:30 1.75 6.25 GOP MIRU Baker Atlas &Welltec to runthe CBL & tractor.MU the CBL

assembly &4 1/2" tractor.
12:15 2.75 9.00 LOGG RIH w/ CBL, VDL, CCL, GR &Welltec tractor.Free fall to 7900', start and

RIH w/ tractorfrom thispoint. Log from 10.551' to 10,310' (Repeat ). Run
back in to 10,551'. Pressure up to 3000# on the csg. Begin logging from
10,551' to outsideofthe 4 1/2" Ilnerto 6640'. Cort the CBC to the Thru Bit
log ( Density / Neutron ) on 2/10/2013. Est omt top @9320'. Max recorded
Temp: 1190F

15:00 1.50 10.50 CTWL RD Baker &Welltec. Finish setting up the flowback system.
16:30 1.50 12.00 TRIP TIH with the killstring to top of liner, EOT @6836'. Ld the tbgin the rig

slips.
18:00 0.50 12.50 GOP Si tbg , esg &BOPs. Drain lines.
18:30 1.00 13.50 SDFN Secure WeLI / SDFN / Travel
19:30 10.50 24.00 SDFN SDFN
Casing & Line 's

Set Depth OD Nom Max IDNom Min Prop
Run Dale Csg Des {ftKB) Top (ItKB) OD (in) ID (in) Wl/Len (Ibill) Gradt (in) (in) Run?

Conductor 75.8
3/3/2012 Surface 1,077.0 23.0 13 3/8 12.415 68.00 J-55 13 3/8 12.415 No
3/11/2012 Intermediate 4,237.0 23.0 9 5/8 8.681 47.00 P-110 9 SIB 8.681
4/1/2012 Intermediate 2 8,118.0 23.0 7 6.094 32.00 HCP-110 7 6.094 No
2/13/2013 Liner 10,633.0 6,849.8 4 1/2 3.920 13.50 P-110 4 1/2 3.92 No
Rods
Rad Description Run Date Pull Dale Set Depth (ftKB) Weight/Length {lbill) Sking Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Iblit) Grade Len (ft) Jts

Tubing
Tubîng Description Run Date Pull Date Set Depth (flKB} WeightlLength (Ib/ft} String Grade String Length (11) Top Depth (11KB}

Tubing Components
llem Des OD (in} Wl(Ib/ft) Grade Len (11) Jts

Stimulations & Treatments
Date Type String Weilbore Stim/Treal Company StimTreal Supervisor
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RECEIVED: Apr. 02, 2013

Sundry Number: 36170 API Well Number: 43019500120000Sundry Number: 36170 API Well Number: 43019500120000

FIDELITY Daily Completion - Paradox Executive Daily No Costs Report for: 3/1/2013
2,1 "i Report #: 11

Well Name: Cane Creek 18-1
API/UWI Well Area Basin Field Name License # Permil Number Well Contíg
43-019-50012 Paradox Paradox Cane Creek 14507 Horizontal
County Stale/Province Surveyed Elevation (fl} CF Elev {fl} KB-Ground Distance (ft) KB-CF (ft) Spud Date Rig Release Date
Grand UT 5,996.00 23.00 3/1/2012 06:00 2/18/2013 00:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid ("A... pH FilterSize (in) Description

Fluid Additives
Additive Amount Units Concentration(%)

Stim/Treat Stages
Slage Type Sig # Start Date End Date Top (ftKB) Bim (ftKB) Siim/Treal Fluid Vol Clean Pu... VolSluny (bbl}

InitialFluid Rate {gpm} InitialRate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm} Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Addilive Type Amount Unils Sand Size Conc (Ib/gal) Conc BH (1b/gal)

Perforations
Date Type Top(ftKB) BIm{ftKB) Wellbore Zone Shot... Ente... StringPerforated

Perforation Statuses
Dale Top Depth {fiKB) Bottom Depth {ftKB) Status

Page 2/2 Report Printed:
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STATE OF UTAH RECElVED AMENDED REPORT O FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU53626
UK G LL bAb&MENb 6. IF INDIAN,ALLOTTEE OR TRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
ia. TYPE OF WELL:

LL
SLL DRY OTHER

7. UNIT oreCACAGREEkMENNAME

b. TYPE OF WORK: 8. WELL NAME and NUMBER:

EE HORZ. EP- RN
RY

DRSFŸR,
OTHER Cane Creek Unit 18-1

2.NAMEOFOPERATOR: 9.APINUMBER:

Fidelity Exploration & Production Company 4301950012

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

1700 Lincoln St C1TY Denver STATE CO ze 80203 (303) 893-3133

4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,
MERIDIAN:

ATSURFACE: 721 FNL 766 FEL NENE 18 26S 20E 6

AT TOP PRODUCING INTERVAL REPORTED BELOW: Sec 18 T26S R20E NESE 1503 FSL 1161 FEL

ATTOTALDEPTH: Sec18T26SR20ENESE1451 FNL 1181 FEL BHL by DOGM 12.GeoaUNTY 13.STATE
UTAH

14 DATE SPUDDED: 15. DATE T.D. REACHED: 16. DATE COMPLETED: 17. ELEVATIONS (DF, RKB, RT, GL):

2/3/2012 5/9/2012 3/15/2013 ABANDONED READY TO PRODUCE 5996 GL

18. TOTAL DEPTH: MD 10 633 19. PLUG BACKT.D.: MD 20. IF MULTIPLE COMPLETIONS, HOW MANY? * 21. DEPTH BRIDGE MD
' PLUG SET:

Tvo 7.604 TVD TVD

22. TYPE ELECTRIC AND OTHER MECHAN1CALLOGS RUN (Submit copy of each) 23.

WAS WELL CORED? NO YES (Submit analysis)

WAS DST RUN? NO YES (Submit report)

DIRECTIONAL SURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#lft) TOP (MD) BOTTOM (MD)
STAGEDCEMHENTER CNEMEONF

S
KES VOLS MRE

BL) CEMENT TOP ** AMOUNT PULLED

24 20 52.8 0 82 4 0

17.5 13.3 g J55 68 0 930 669 225 0

12.250 9.625 HCIb 47.0 0 4,238 874 313 0

8.5 7 HClb 32 0 8,118 481 62 2700

6 4.5 P116 13.5 6,849 10,633 85 18
275 56 6849 calculated

25. TUBING RECOR

DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL (Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS

(A) Cane Creek 8,118 9,272 9,380 9,830 2,700 open Squeezed

(B) 9,850 10,300 2,700 open Squeezed

(c) 10,310 10,450 840 open Squeezed

(o) 10,460 10,500 240 open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNT AND TYPE OF MATERIAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTIONAL SURVEY Flowing
O SUNDRY NOTICE FOR PLUGGING AND CEMENT VER1FICATION CORE ANALYSlS OTHER:

(5/2000) (CONTINUED ON

STATE OF UTAH RECElVED AMENDED REPORT O FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)
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O SUNDRY NOTICE FOR PLUGGING AND CEMENT VER1FICATION CORE ANALYSlS OTHER:

(5/2000) (CONTINUED ON

alexishuefner
Text Box
1451 FNL 1181 FEL

alexishuefner
Text Box
BHL by DOGM



31. INITIAL PRODUCTION INTERVAL A (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

5/22/2012 5/23/2012 24 RATES: 254 133 9 Flowing
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:

24 200 340 43.00 RATES: 254 133 9
INTERVAL B (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

3/10/2013 3/10/2013 24 RATES: 403 105 0 Flowing
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GAS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS:

11/16 2,555 1,012 43.00 RATES: 403 105 0
INTERVAL C (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:
RATES:

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES:

INTERVAL D (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL- BBL: GAS- MCF: WATER - BBL: PROD. METHOD:
RATES:

CHOKE SfZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU - GAS GASIOIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS:
RATES: -+

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

Flared
33. SUMMARY OF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereof:Cored intervals and alldrill-stem tests, including depth interval
tested, cushion used, time tool open, flowing and shut-in pressures and recoveries.

Formation o Bo om Descriptions, Contents, etc. Name (Measu
edp

Depth)

Chinle 401 750 SSISH Kayenta 0
Moenkopi 750 1,216 SSISH Wingate 44
Cutler 1,216 2,623 SS/SH
Honaker Trail 2,623 3,919 SS/SH
Salt 1 (Top salt) 4,108 4,202 Salt/Anhy
Top Cane Creek 7,666 7,694 SHISLT/ANHY
Cane Creek Shall 7,694 7,706 SHISLT/ANHY
Base Cane Creek 7,765 Salt/ANHY

35. ADDITIONAL REMARKS (Include plugging procedure)

Additional perforations: 10510 - 10520 60 holes open 10530 - 10550 120 holes open

36. I hereby certify that the foregoing and attached Information is complete and correct as determined from all available records.

NAME (PLEASE PRINT) Joy Gardner TITLE Sr. Engineering Tech

SIGNATURE DATE 3/28/2013

This report must be submitted within 30 days of
e completing or plugging a new well • reentering a previously plugged and abandoned well
e drilling horizontal laterals from an existingwell bore e significantly deepening an existing well bore below the previous bottom-hole depth
e recompleting to a different producing formation e drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from twoor more formations.

** ITEM24: Cement Top -Show how reported top(s) of cement were determined (circulated (ClR), calculated (CAL), cement bond log (CBL), temperature survey (TS))

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

31. INITIAL PRODUCTION INTERVAL A (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

5/22/2012 5/23/2012 24 RATES: 254 133 9 Flowing
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Formation o Bo om Descriptions, Contents, etc. Name (Measu
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Depth)
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36. I hereby certify that the foregoing and attached Information is complete and correct as determined from all available records.

NAME (PLEASE PRINT) Joy Gardner TITLE Sr. Engineering Tech

SIGNATURE DATE 3/28/2013

This report must be submitted within 30 days of
e completing or plugging a new well • reentering a previously plugged and abandoned well
e drilling horizontal laterals from an existingwell bore e significantly deepening an existing well bore below the previous bottom-hole depth
e recompleting to a different producing formation e drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from twoor more formations.
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FIÈLITY es r'26S

201E

Exploration&ProductionColnpany Grand County, UT A SchlumbergerCompany
Anmoungsonnessoupayany

GE: 5996' / KB: 23'

WELLBORE TARGET DETAILS(MAP CO-ORDINATES)

Name TVD +NI-S +El-W Northing Easting Shape
T1 7684.0 -1660.2 -265.0 80946.43 2500981 08 Point
PBHL #18-1 7747.0 -3764.9 -628.0 78835.002500659.41 Point

WELL DETAILS: Cane Creek Unit #18-1

Ground Level: 5996.0
Northing Easting Latittude Longitude

82611.50 2501213.51 38° 32' 47.951 N 109° 44' 51.968 W e -

0 STO2Departs STO1 @8152' MD in Open Hole

/

M Azimuths to True North
/ \ Magnetic North: 10.79°

Magnetic Field -2000
-

Strength: 51325.6snT
DipAngle: 64.56°

Date: 1/25/2013 Cane to ek Unit His-i-sTu2
3000 Model: BGGM2012

4500-- EOW Straight Line P ection to Bit Depth at 10633' Ml

No Hardlines
Crossed

Cane Creek Unit #19-1-Design #1

iiii-,-riii iiiiiiiii riiirriii i¯

-1000 -500 0 500

West(-)/Enst(+) (500 usftlin)

STO2 Departs STO1 @8152' MD in Open Hole .Straight Line Pro¡ection to Bit Depth at 10633' MD

Cane Citek Unit #18-1-STO2

Cane Creek Unit #18-leSl01 Cane Cr ek Unit #18-1-Desi n #1

75ß 1500 2250 3000 3750 4500

Vertical Section at 189.47 (750 usftlin)

SECTION DETAILS

MD Inc Azi TVD +NI-S +E/-W Dleg TFace VSect Target
8149.0 88.20 184.86 7706.6 -663.0 -72.3 0.00 0.00 665.8
8158.0 88.89 185.45 7706.8 -671.9 -73.1 10.09 40.53 674.8
8188.0 86.81 186.65 7708.0 -701.7 -76.2 8 00 150.00 704.7
8273.2 91.68 191.41 7709.1 -785.8 -89.6 8.00 44.39 789.8
9087.3 91.68 191.41 7685.1 -1583.4 -250.6 0.00 0.00 1603.1
9165.4 90.00 189.78 7684.0 -1660.2 -265.0 3.00 -135.95 1681.2 Plan: Design #1 (Cane Creek Unit #18-l/STO2)

11301.2 90.00 189.78 7684.0 -3764.9 -628.0 0.00 0.00 3816.9 Created By: Breck Enoch Date:
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A Schlumberger Company

Company: Fidelity Exploration & Production Co. Local Co-ordinate Reference: Well Cane Creek Unit#18-1

Project: Grand County, UT TVD Reference: WELL @6017.Ousft (Original WellElev)

Site: Sec 18 T26S R20E MD Reference: WELL @6017.0usft (Original Well Elev)

Well: Cane Creek Unit#18-1 North Reference: True

Wellbore: STO2 Survey Calculation Method: Minimum Curvature

Design: STO2 Database: EDM5000.1 Single User Db

Project Grand County, UT

Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level

Geo Datum: NAD 1927 (NADCON CONUS)

Map Zone: Utah Central 4302

Site Sec 18 T26S R20E

Site Position: Northing: 82,611.51 usft Latitude: 38° 32' 47.951 N

From: Lat/Long Easting: 2,501,213.50 usft Longitude: 109° 44' 51.968 W

Position Uncertainty: 0.0 usít Slot Radius: 13-3/16 " Grid Convergence: 1.12 °

Well Cane Creek Unit #18-1

Well Position +NI-S 0.0 usft Northing: 82,611.51 usit Latitude: 38° 32' 47.951 N

+El-W 0.0 usft Easting: 2,501,213.50 usft Longitude: 109° 44' 51.968 W

Position Uncertainty 0.0 usft Weilhead Elevation: usft Ground Level: 5,996.0 usft

Wellbore STO2

Magnetics Model Name Sample Date Declination Dip Angle Field Strength
(*) (°) (nT)

IGRF2010 1/25/2013 10.76 64.58 51,326

Design STO2

Audit Notes:

Version: 1.0 Phase: ACTUAL Tie On Depth: 8,067.0

Vertical Section: Depth From (TVD) +NI-S +El-W Direction
(usft) (usft) (usft) (*)

0.0 0.0 0.0 189.47

Survey Program Date 2/8/2013

From To
(usft) (usft) Survey (Wellbore) Tool Name Description

100.0 4,500.0 NS-Gyro-MS (Pilot) NS-GYRO-MS North sensing gyrocompassing m/s
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Survey

Measured Vertical Vertical Dogleg Build Turn

Depth Inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(usft) (•) (•) (usft) (usft) (usit) (usft) (°Ii00usft) (°I100usft) (°I100usft)
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2,000.0 0.86 33.82 1,999.9 12.4 9.6 -13.8 0.04 0.01 -2.46
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A Schlumberger Company

Company: Fidelity Exploration & Production Co. Local Co-ordinate Reference: Well Cane Creek Unit #18-1

Project: Grand County, UT TVD Reference: WELL @ 6017.0usft (Original Well Elev)

Site: Sec 18 T26S R20E MD Reference: WELL @ 6017.0usft (Original Well Elev)

Well: Cane Creek Unit #18-1 North Reference: True

Wellbore: STO2 Survey Calculation Method: Minimum Curvature

Design: STO2 Database: EDM 5000.1 Single User Db

Survey

Measured Vertical Vertical Dogleg Build Turn

Depth inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(usft) (•) (°) (usft) (usft) (usft) (usft) (°I100usft) (°It00usft) (°It00usft)

2,500.0 1.08 48.30 2,499.8 18.6 15.2 -20.9 0.07 0.04 2.90

3,000.0 1.17 45.99 2,999.7 25.3 22.4 -28.7 0.02 0.02 -0.46

3,500.0 3.08 41.69 3,499.4 38.9 35.0 -44.1 0.38 0.38 -0.86

4,000.0 2.92 46.83 3,998.7 57.6 53.3 -65.6 0.06 -0.03 1.03

4,100.0 2.03 31.59 4,098.6 60.9 56.0 -69.3 1.10 -0.89 -15.24

4,200.0 1.95 49.86 4,198.5 63.5 58.3 -72.2 0.64 -0.08 18.27

4,300.0 2.36 29.62 4,298.5 66.4 60.6 -75.4 0.86 0.41 -20.24

4,400.0 1.33 41.94 4,398.4 69.0 62.4 -78.4 1.10 -1.03 12.32

4,500.0 2.29 52.34 4,498.4 71.1 64.7 -80.8 1.01 0.96 10.40

4,598.0 2.37 60.10 4,596.3 73.3 68.0 -83.5 0.33 0.08 7.92

4,692.0 2.55 33.09 4,690.2 76.0 70.9 -86.7 1.24 0.19 -28.73

4,784.0 1.67 38.90 4,782.1 78.8 72.8 -89.7 0.98 -0.96 6.32

4,878.0 2.02 34.76 4,876.1 81.2 74.6 -92.4 0.40 0.37 -4.40

4,971.0 0.79 349.27 4,969.0 83.2 75.4 -94.5 1.69 -1.32 -48.91

5,063.0 1.14 347.06 5,061.0 84.7 75.1 -95.9 0.38 0.38 -2.40

5,157.0 1.41 355.13 5,155.0 86.8 74.8 -97.9 0.34 0.29 8.59

5,250.0 1.67 357.33 5,248.0 89.3 74.7 -100.3 0.29 0.28 2.37

5,343.0 1.85 346.78 5,340.9 92.1 74.2 -103.1 0.40 0.19 -11.34

5,436.0 2.11 346.96 5,433.9 95.2 73.5 -106.0 0.28 0.28 0.19

5,529.0 1.32 317.06 5,526.8 97.7 72.4 -108.3 1.26 -0.85 -32.15

5,622.0 1.67 320.22 5,619.8 99.5 70.8 -109.8 0.39 0.38 3.40

5,716.0 1.85 312.60 5,713.8 101.6 68.8 -111.5 0.31 0.19 -8.11

5,809.0 1.93 309.59 5,806.7 103.6 66.5 -113.1 0.14 0.09 -3.24

5,902.0 2.20 307.27 5,899.6 105.7 63.9 -114.7 0.30 0.29 -2.49

5,996.0 0.53 199.89 5,993.6 106.4 62.3 -115.2 2.57 -1.78 -114.23

6,089.0 0.35 188.73 6,086.6 105.7 62.1 -114.4 0.21 -0.19 -12.00

6,182.0 0.35 234.41 6,179.6 105.2 61.8 -114.0 0.29 0.00 49.12

6,274.0 0.53 263.08 6,271.6 105.0 61.2 -113.6 0.30 0.20 31.16

6,367.0 0.97 243.05 6,364.6 104.6 60.0 -113.1 0.54 0.47 -21.54

6,460.0 0.97 252.94 6,457.6 104.0 58.6 -112.2 0.18 0.00 10.63

6,553.0 1.23 244.82 6,550.6 103.4 56.9 -111.3 0.33 0.28 -8.73

6,647.0 1.49 252.71 6,644.6 102.6 54.9 -110.2 0.34 0.28 8.39

6,739.0 2.02 247.76 6,736.5 101.6 52.2 -108.8 0.60 0.58 -5.38

6,833.0 0.62 201.93 6,830.5 100.5 50.5 -107.4 1.75 -1.49 -48.76

6,919.0 1.06 215.50 6,916.5 99.4 49.9 -106.3 0.56 0.51 15.78

6,950.0 1.76 198.06 6,947.5 98.7 49.5 -105.5 2.62 2.26 -56.26

6,981.0 3.52 193.24 6,978.4 97.4 49.2 -104.1 5.72 5.68 -15.55

7,010.0 5.89 194.55 7,007.3 95.0 48.6 -101.7 8.18 8.17 4.52

7,041.0 7.30 196.11 7,038.1 91.6 47.7 -98.2 4.58 4.55 5.03

7,072.0 8.18 197.76 7,068.8 87.6 46.4 -94.1 2.93 2.84 5.32

7,103.0 9.50 200.34 7,099.5 83.1 44.9 -89.4 4.44 4.26 8.32

7,134.0 13.72 198.75 7,129.8 77.2 42.8 -83.2 13.65 13.61 -5.13

7,165.0 18.20 196.04 7,159.6 69.1 40.3 -74.8 14.65 14.45 -8.74

7,195.0 21.90 195.47 7,187.8 59.2 37.5 -64.6 12.35 12.33 -1.90
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3,500.0 3.08 41.69 3,499.4 38.9 35.0 -44.1 0.38 0.38 -0.86

4,000.0 2.92 46.83 3,998.7 57.6 53.3 -65.6 0.06 -0.03 1.03

4,100.0 2.03 31.59 4,098.6 60.9 56.0 -69.3 1.10 -0.89 -15.24

4,200.0 1.95 49.86 4,198.5 63.5 58.3 -72.2 0.64 -0.08 18.27

4,300.0 2.36 29.62 4,298.5 66.4 60.6 -75.4 0.86 0.41 -20.24

4,400.0 1.33 41.94 4,398.4 69.0 62.4 -78.4 1.10 -1.03 12.32

4,500.0 2.29 52.34 4,498.4 71.1 64.7 -80.8 1.01 0.96 10.40

4,598.0 2.37 60.10 4,596.3 73.3 68.0 -83.5 0.33 0.08 7.92

4,692.0 2.55 33.09 4,690.2 76.0 70.9 -86.7 1.24 0.19 -28.73

4,784.0 1.67 38.90 4,782.1 78.8 72.8 -89.7 0.98 -0.96 6.32

4,878.0 2.02 34.76 4,876.1 81.2 74.6 -92.4 0.40 0.37 -4.40

4,971.0 0.79 349.27 4,969.0 83.2 75.4 -94.5 1.69 -1.32 -48.91

5,063.0 1.14 347.06 5,061.0 84.7 75.1 -95.9 0.38 0.38 -2.40

5,157.0 1.41 355.13 5,155.0 86.8 74.8 -97.9 0.34 0.29 8.59

5,250.0 1.67 357.33 5,248.0 89.3 74.7 -100.3 0.29 0.28 2.37

5,343.0 1.85 346.78 5,340.9 92.1 74.2 -103.1 0.40 0.19 -11.34

5,436.0 2.11 346.96 5,433.9 95.2 73.5 -106.0 0.28 0.28 0.19

5,529.0 1.32 317.06 5,526.8 97.7 72.4 -108.3 1.26 -0.85 -32.15

5,622.0 1.67 320.22 5,619.8 99.5 70.8 -109.8 0.39 0.38 3.40

5,716.0 1.85 312.60 5,713.8 101.6 68.8 -111.5 0.31 0.19 -8.11

5,809.0 1.93 309.59 5,806.7 103.6 66.5 -113.1 0.14 0.09 -3.24

5,902.0 2.20 307.27 5,899.6 105.7 63.9 -114.7 0.30 0.29 -2.49

5,996.0 0.53 199.89 5,993.6 106.4 62.3 -115.2 2.57 -1.78 -114.23

6,089.0 0.35 188.73 6,086.6 105.7 62.1 -114.4 0.21 -0.19 -12.00

6,182.0 0.35 234.41 6,179.6 105.2 61.8 -114.0 0.29 0.00 49.12

6,274.0 0.53 263.08 6,271.6 105.0 61.2 -113.6 0.30 0.20 31.16

6,367.0 0.97 243.05 6,364.6 104.6 60.0 -113.1 0.54 0.47 -21.54

6,460.0 0.97 252.94 6,457.6 104.0 58.6 -112.2 0.18 0.00 10.63

6,553.0 1.23 244.82 6,550.6 103.4 56.9 -111.3 0.33 0.28 -8.73

6,647.0 1.49 252.71 6,644.6 102.6 54.9 -110.2 0.34 0.28 8.39

6,739.0 2.02 247.76 6,736.5 101.6 52.2 -108.8 0.60 0.58 -5.38

6,833.0 0.62 201.93 6,830.5 100.5 50.5 -107.4 1.75 -1.49 -48.76

6,919.0 1.06 215.50 6,916.5 99.4 49.9 -106.3 0.56 0.51 15.78

6,950.0 1.76 198.06 6,947.5 98.7 49.5 -105.5 2.62 2.26 -56.26

6,981.0 3.52 193.24 6,978.4 97.4 49.2 -104.1 5.72 5.68 -15.55

7,010.0 5.89 194.55 7,007.3 95.0 48.6 -101.7 8.18 8.17 4.52

7,041.0 7.30 196.11 7,038.1 91.6 47.7 -98.2 4.58 4.55 5.03

7,072.0 8.18 197.76 7,068.8 87.6 46.4 -94.1 2.93 2.84 5.32

7,103.0 9.50 200.34 7,099.5 83.1 44.9 -89.4 4.44 4.26 8.32

7,134.0 13.72 198.75 7,129.8 77.2 42.8 -83.2 13.65 13.61 -5.13

7,165.0 18.20 196.04 7,159.6 69.1 40.3 -74.8 14.65 14.45 -8.74

7,195.0 21.90 195.47 7,187.8 59.2 37.5 -64.6 12.35 12.33 -1.90
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Explo n&Produ onCempany A Schlumberger Company

Company: Fidelity Exploration & Production Co. Local Co-ordinate Reference: Well Cane Creek Unit #18-1

Project: Grand County, UT TVD Reference: WELL @6017.0usft (Original Well Elev)

Site: Sec 18 T26S R20E MD Reference: WELL @6017.0usft (Original Well Elev)

Well: Cane Creek Unit #18-1 North Reference: True

Wellbore: STO2 Survey Calculation Method: Minimum Curvature

Design: STO2 Database: EDM 5000.1 Single User Db

Survey

Measured Vertical Vertical Dogleg Build Turn

Depth inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(usft) (*) (*) (usft) (usft) (usft) (usft) (°l100usft) (°I100usft) (°Ii00usft)

7,226.0 24.36 193.18 7,216.3 47.4 34.5 -52.4 8.45 7.94 -7.39

7,257.0 27.17 193.17 7,244.2 34.3 31.4 -39.0 9.06 9.06 -0.03

7,288.0 29.37 191.67 7,271.5 19.9 28.3 -24.3 7.46 7.10 -4.84

7,319.0 30.60 191.30 7,298.4 4.8 25.2 -8.8 4.01 3.97 -1.19

7,350.0 32.18 191.04 7,324.8 -11.1 22.1 7.3 5.12 5.10 -0.84

7,381.0 33.50 189.31 7,350.9 -27.6 19.1 24.1 5.22 4.26 -5.58

7,412.0 34.38 189.93 7,376.6 -44.7 16.2 41.4 3.05 2.84 2.00

7,444.0 35.09 190.46 7,402.9 -62.6 13.0 59.6 2.41 2.22 1.66

7,475.0 37.28 191.31 7,427.9 -80.6 9.5 77.9 7.25 7.06 2.74

7,506.0 40.36 189.60 7,452.1 -99.7 6.0 97.4 10.52 9.94 -5.52

7,537.0 42.74 188.38 7,475.3 -120.0 2.8 117.9 8.11 7.68 -3.94

7,568.0 45.20 187.97 7,497.6 -141.3 -0.3 139.4 7.99 7.94 -1.32

7,599.0 47.84 188.29 7,518.9 -163.6 -3.5 161.9 8.55 8.52 1.03

7,630.0 50.30 188.16 7,539.2 -186.8 -6.8 185.3 7.94 7.94 -0.42

7,661.0 53.02 187.21 7,558.4 -210.9 -10.0 209.6 9.10 8.77 -3.06

7,692.0 55.84 187.20 7,576.5 -235.9 -13.2 234.8 9.10 9.10 -0.03

7,723.0 58.39 187.97 7,593.3 -261.7 -16.7 260.8 8.49 8.23 2.48

7,754.0 60.85 188.56 7,609.0 -288.1 -20.5 287.6 8.10 7.94 1.90

7,786.0 63.31 189.24 7,624.0 -316.1 -24.9 315.9 7.91 7.69 2.13

7,817.0 65.77 189.60 7,637.3 -343.7 -29.5 343.8 8.00 7.94 1.16

7,847.0 67.97 190.54 7,649.1 -370.8 -34.3 371.4 7.88 7.33 3.13

7,878.0 70.61 190.04 7,660.0 -399.4 -39.5 400.4 8.65 8.52 -1.61

7,910.0 72.72 188.94 7,670.1 -429.3 -44.5 430.8 7.36 6.59 -3.44

7,941.0 74.92 188.45 7,678.7 -458.8 -49.0 460.6 7.26 7.10 -1.58

7,972.0 76.85 188.04 7,686.3 -488.5 -53.3 490.6 6.36 6.23 -1.32

8,004.0 79.23 186.79 7,692.9 -519.5 -57.3 521.9 8.36 7.44 -3.91

8,035.0 81.69 186.45 7,698.1 -549.9 -60.8 552.4 8.01 7.94 -1.10

8,067.0 85.03 186.25 7,701.8 -581.5 -64.4 584.2 10.46 10.44 -0.63

8,131.0 87.85 185.04 7,705.7 -645.1 -70.6 647.9 4.79 4.41 -1.89

8,152.0 87.67 186.16 7,706.6 -665.9 -72.7 668.8 5.42 -0.87 5.35

STO2 Departs STO1 @8152' MD in Open Hole

8,162.0 87.58 186.70 7,707.0 -675.9 -73.8 678.8 5.42 -0.87 5.36

8,194.0 87.67 188.15 7,708.3 -707.6 -77.9 710.8 4.54 0.28 4.53

8,225.0 88.46 190.53 7,709.4 -738.1 -83.0 741.7 8.09 2.55 7.68

8,256.0 89.52 192.09 7,709.9 -768.5 -89.0 772.7 6.08 3.42 5.03

8,319.0 90.84 193.01 7,709.7 -830.0 -102.7 835.6 2.55 2.10 1.46

8,413.0 87.32 190.03 7,711.2 -922.1 -121.5 929.5 4.91 -3.74 -3.17

8,507.0 91.28 191.21 7,712.4 -1,014.5
-138.8 1,023.5 4.40 4.21 1.26

8,600.0 94.53 191.58 7,707.6 -1,105.5
-157.2 1,116.3 3.52 3.49 0.40

8,694.0 96.11 193.94 7,698.9 -1,196.8
-177.8 1,209.7 3.01 1.68 2.51

8,789.0 94.00 195.35 7,690.6 -1,288.3
-201.8 1,304.0 2.67 -2.22 1.48

8,883.0 92.77 194.48 7,685.0 -1,379.0
-225.9 1,397.4 1.60 -1.31 -0.93

8,977.0 91.36 194.20 7,681.6 -1,470.0
-249.2 1,491.0 1.53 -1.50 -0.30

2/8/2013 8:16:53AM Page 4 COMPASS 5000.1 Build

FIÈLITY s
rvehynedperrt

Explo n&Produ onCempany A Schlumberger Company

Company: Fidelity Exploration & Production Co. Local Co-ordinate Reference: Well Cane Creek Unit #18-1
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7,444.0 35.09 190.46 7,402.9 -62.6 13.0 59.6 2.41 2.22 1.66

7,475.0 37.28 191.31 7,427.9 -80.6 9.5 77.9 7.25 7.06 2.74
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7,754.0 60.85 188.56 7,609.0 -288.1 -20.5 287.6 8.10 7.94 1.90

7,786.0 63.31 189.24 7,624.0 -316.1 -24.9 315.9 7.91 7.69 2.13

7,817.0 65.77 189.60 7,637.3 -343.7 -29.5 343.8 8.00 7.94 1.16

7,847.0 67.97 190.54 7,649.1 -370.8 -34.3 371.4 7.88 7.33 3.13

7,878.0 70.61 190.04 7,660.0 -399.4 -39.5 400.4 8.65 8.52 -1.61

7,910.0 72.72 188.94 7,670.1 -429.3 -44.5 430.8 7.36 6.59 -3.44

7,941.0 74.92 188.45 7,678.7 -458.8 -49.0 460.6 7.26 7.10 -1.58

7,972.0 76.85 188.04 7,686.3 -488.5 -53.3 490.6 6.36 6.23 -1.32

8,004.0 79.23 186.79 7,692.9 -519.5 -57.3 521.9 8.36 7.44 -3.91

8,035.0 81.69 186.45 7,698.1 -549.9 -60.8 552.4 8.01 7.94 -1.10

8,067.0 85.03 186.25 7,701.8 -581.5 -64.4 584.2 10.46 10.44 -0.63

8,131.0 87.85 185.04 7,705.7 -645.1 -70.6 647.9 4.79 4.41 -1.89

8,152.0 87.67 186.16 7,706.6 -665.9 -72.7 668.8 5.42 -0.87 5.35

STO2 Departs STO1 @8152' MD in Open Hole

8,162.0 87.58 186.70 7,707.0 -675.9 -73.8 678.8 5.42 -0.87 5.36

8,194.0 87.67 188.15 7,708.3 -707.6 -77.9 710.8 4.54 0.28 4.53

8,225.0 88.46 190.53 7,709.4 -738.1 -83.0 741.7 8.09 2.55 7.68

8,256.0 89.52 192.09 7,709.9 -768.5 -89.0 772.7 6.08 3.42 5.03

8,319.0 90.84 193.01 7,709.7 -830.0 -102.7 835.6 2.55 2.10 1.46

8,413.0 87.32 190.03 7,711.2 -922.1 -121.5 929.5 4.91 -3.74 -3.17

8,507.0 91.28 191.21 7,712.4 -1,014.5
-138.8 1,023.5 4.40 4.21 1.26

8,600.0 94.53 191.58 7,707.6 -1,105.5
-157.2 1,116.3 3.52 3.49 0.40

8,694.0 96.11 193.94 7,698.9 -1,196.8
-177.8 1,209.7 3.01 1.68 2.51

8,789.0 94.00 195.35 7,690.6 -1,288.3
-201.8 1,304.0 2.67 -2.22 1.48

8,883.0 92.77 194.48 7,685.0 -1,379.0
-225.9 1,397.4 1.60 -1.31 -0.93

8,977.0 91.36 194.20 7,681.6 -1,470.0
-249.2 1,491.0 1.53 -1.50 -0.30
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Explo e encompany A Schlumberger Company

Company: Fidelity Exploration & Production Co. Local Co-ordinate Reference: Well Cane Creek Unit #18-1

Project: Grand County, UT TVD Reference: WELL @ 6017.0usft (Original Well Elev)

Site: Sec 18 T26S R20E MD Reference: WELL @ 6017.0usft (Original Well Elev)

Well: Cane Creek Unit #18-1 North Reference: True

Wellbore: STO2 Survey Calculation Method: Minimum Curvature

Design: STO2 Database: EDM 5000.1 Single User Db

Survey

Measured Vertical Vertical Dogleg Build Turn

Depth inclination Azimuth Depth +NI-S +El-W Section Rate Rate Rate

(usft) (°) (°) (usft) (usft) (usft) (usft) (°l100usft) (°1100usft) (°Ii00usft)

|
I 9,071.0 92.33 192.29 7,678.6 -1,561.4

-270.7 1,584.7 2.28 1.03 -2.03

9,165.0 93.47 186.49 7,673.8 -1,654.0
-286.0 1,678.5 6.28 1.21 -6.17

9,258.0 94.00 182.59 7,667.8 -1,746.5
-293.4 1,771.0 4.22 0.57 -4.19

9,353.0 93.65 178.40 7,661.4 -1,841.3
-294.2 1,864.6 4.42 -0.37 -4.41

9,447.0 94.44 175.83 7,654.8 -1,934.9
-289.5 1,956.2 2.85 0.84 -2.73

9,540.0 93.65 175.61 7,648.2 -2,027.4
-282.5 2,046.3 0.88 -0.85 -0.24

9,635.0 94.26 179.52 7,641.7 -2,122.1
-278.5 2,139.0 4.16 0.64 4.12

9,729.0 93.39 183.63 7,635.4 -2,215.8

-281.1 2,231.9 4.46 -0.93 4.37
i

9,822.0 89.96 185.63 7,632.7 -2,308.5
-288.6 2,324.5 4.27 -3.69 2.15

9,916.0 89.87 187.60 7,632.8 -2,401.8
-299.4 2,418.4 2.10 -0.10 2.10

10,011.0 92.24 187.98 7,631.1 -2,495.9
-312.3 2,513.3 2.53 2.49 0.40

10,105.0 92.68 188.77 7,627.1 -2,588.9
-326.0 2,607.2 0.96 0.47 0.84

10,199.0 92.07 189.32 7,623.2 -2,681.6
-340.7 2,701.1 0.87 -0.65 0.59

10,293.0 91.89 189.65 7,619.9 -2,774.3

-356.2 2,795.1 0.40 -0.19 0.35

10,387.0 91.36 189.23 7,617.2 -2,867.0
-371.6 2,889.0 0.72 -0.56 -0.45

10,481.0 92.77 189.54 7,613.9 -2,959.6
-386.9 2,983.0 1.54 1.50 0.33

10,572.0 94.09 190.87 7,608.4 -3,049.0

-403.0 3,073.8 2.06 1.45 1.46

10,633.0 94.09 190.87 7,604.1 -3,108.8
-414.5 3,134.6 0.00 0.00 0.00

Straight Line Projection to Bit Depth at 10633' MD

Design Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W
(usft) (usft) (usft) (usft) Comment

8,152.0 7,706.6 -665.9 -72.7 STO2 Departs STO1 @ 8152' MD in Open Hole

10,633.0 7,604.1 -3,108.8
-414.5 Straight Line Projection to Bit Depth at 10633' MD

Checked By: Approved By: Date:
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10,481.0 92.77 189.54 7,613.9 -2,959.6
-386.9 2,983.0 1.54 1.50 0.33

10,572.0 94.09 190.87 7,608.4 -3,049.0

-403.0 3,073.8 2.06 1.45 1.46

10,633.0 94.09 190.87 7,604.1 -3,108.8
-414.5 3,134.6 0.00 0.00 0.00

Straight Line Projection to Bit Depth at 10633' MD

Design Annotations

Measured Vertical Local Coordinates
Depth Depth +NI-S +El-W
(usft) (usft) (usft) (usft) Comment

8,152.0 7,706.6 -665.9 -72.7 STO2 Departs STO1 @ 8152' MD in Open Hole

10,633.0 7,604.1 -3,108.8
-414.5 Straight Line Projection to Bit Depth at 10633' MD

Checked By: Approved By: Date:

2/8/2013 8:16 53AM Page 5 COMPASS 5000.1 Build



RECEIVED: Apr. 03, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT #18-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 PARK ROAD 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0721 FNL 0766 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

4 /3 /2013

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Severance Tax Exemption

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity Exploration & Production is requesting a Severance Tax
Exemption for the Cane Creek Unit 18-1 well. Attached are maps and

documention to support our request.

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 4 /3 /2013

July 01, 2013

Sundry Number: 36217 API Well Number: 43019500120000Sundry Number: 36217 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/3/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Severance Tax Exemption

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration & Production is requesting a Severance Tax Approved by the
Exemption for the Cane Creek Unit 18-1 well. Attached are maps and utah Division of

documention to support our request. oil, Gas anci Mining

Date: July 01, 2013

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/3/2013

RECEIVED: Apr. 03,

Sundry Number: 36217 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/3/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Severance Tax Exemption

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration & Production is requesting a Severance Tax Approved by the
Exemption for the Cane Creek Unit 18-1 well. Attached are maps and utah Division of

documention to support our request. oil, Gas anci Mining

Date: July 01, 2013

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/3/2013

RECEIVED: Apr. 03,

Sundry Number: 36217 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/3/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Severance Tax Exemption

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration & Production is requesting a Severance Tax Approved by the
Exemption for the Cane Creek Unit 18-1 well. Attached are maps and utah Division of

documention to support our request. oil, Gas anci Mining

Date: July 01, 2013

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/3/2013

RECEIVED: Apr. 03,

Sundry Number: 36217 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/3/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Severance Tax Exemption

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration & Production is requesting a Severance Tax Approved by the
Exemption for the Cane Creek Unit 18-1 well. Attached are maps and utah Division of

documention to support our request. oil, Gas anci Mining

Date: July 01, 2013

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/3/2013

RECEIVED: Apr. 03,



RECEIVED: Jul. 01, 2013

  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Sundry Conditions of Approval Well Number 43019500120000

See Wildcat Well Determination Statement of Basis - Attached. 

Sundry Number: 36217 API Well Number: 43019500120000Sundry Number: 36217 API Well Number: 43019500120000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. GAS N1NTNG

Sundry Conditions of Approval Well Number 43019500120000

See Wildcat Well Determination Statement of Basis - Attached.

RECEIVED: Jul. 01,

Sundry Number: 36217 API Well Number: 43019500120000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. GAS N1NTNG

Sundry Conditions of Approval Well Number 43019500120000

See Wildcat Well Determination Statement of Basis - Attached.

RECEIVED: Jul. 01,

Sundry Number: 36217 API Well Number: 43019500120000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
OTI. GAS N1NTNG

Sundry Conditions of Approval Well Number 43019500120000

See Wildcat Well Determination Statement of Basis - Attached.

RECEIVED: Jul. 01,

Sundry Number: 36217 API Well Number: 43019500120000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
OTI. GAS N1NTNG

Sundry Conditions of Approval Well Number 43019500120000

See Wildcat Well Determination Statement of Basis - Attached.

RECEIVED: Jul. 01,



RECEIVED: Jul. 01, 2013

Sundry Number: 36217 API Well Number: 43019500120000Sundry Number: 36217 API Well Number: 43019500120000

DIVISION OF OIL, GAS AND MINING

Wildcat Well Determination

STATEMENT OF BASIS

Applicant: _Fidelity E&P Company

Location: NENE Sec. 18 T26S, R2OE, Grand County, Utah

WELL NAME: Cane Creek Unit #18-1 API #: 43-019-50012

FINDINGS

1. The subject well was spud on March 1, 2012. Total depth was reached on May 9,

2012 and the well first produced from the Cane Creek member of the Paradox

Formation on May 22, 2012.

2. The subject well has produced in commercial quantities from the Paradox formation

from May 2012 to present.

3. The subject well was > 1 mile from any known production in all formations at the date

of first commercial production on May 22, 2012.

4. Three other wells have been drilled and put on production since May 22, 2012 in the

area of review. See Attachment A for summary of current wells within the one (1)

mile area of review. The Kane Springs Fed 19-1A well was greater than one mile from

all portions of the subject well so was not evaluated as part of this request.

5. The Wildcat Tax Credit application was received about 1 year after completion of the

subject well. Future submittals should be filed timely (see submittal requirements in

R649-3-35-1).

CONCLUSIONS

Sundry Number: 36217 API Well Number: 43019500120000

DIVISION OF OIL, GAS AND MINING

Wildcat Well Determination

STATEMENT OF BASIS

Applicant: _Fidelity E&P Company

Location: NENE Sec. 18 T26S, R2OE, Grand County, Utah

WELL NAME: Cane Creek Unit #18-1 API #: 43-019-50012
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of first commercial production on May 22, 2012.

4. Three other wells have been drilled and put on production since May 22, 2012 in the

area of review. See Attachment A for summary of current wells within the one (1)

mile area of review. The Kane Springs Fed 19-1A well was greater than one mile from

all portions of the subject well so was not evaluated as part of this request.

5. The Wildcat Tax Credit application was received about 1 year after completion of the

subject well. Future submittals should be filed timely (see submittal requirements in

R649-3-35-1).

CONCLUSIONS

Sundry Number: 36217 API Well Number: 43019500120000

DIVISION OF OIL, GAS AND MINING

Wildcat Well Determination

STATEMENT OF BASIS
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5. The Wildcat Tax Credit application was received about 1 year after completion of the
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R649-3-35-1).

CONCLUSIONS

Sundry Number: 36217 API Well Number: 43019500120000

DIVISION OF OIL, GAS AND MINING

Wildcat Well Determination

STATEMENT OF BASIS

Applicant: _Fidelity E&P Company

Location: NENE Sec. 18 T26S, R2OE, Grand County, Utah

WELL NAME: Cane Creek Unit #18-1 API #: 43-019-50012

FINDINGS

1. The subject well was spud on March 1, 2012. Total depth was reached on May 9,

2012 and the well first produced from the Cane Creek member of the Paradox

Formation on May 22, 2012.

2. The subject well has produced in commercial quantities from the Paradox formation

from May 2012 to present.

3. The subject well was > 1 mile from any known production in all formations at the date

of first commercial production on May 22, 2012.

4. Three other wells have been drilled and put on production since May 22, 2012 in the

area of review. See Attachment A for summary of current wells within the one (1)

mile area of review. The Kane Springs Fed 19-1A well was greater than one mile from

all portions of the subject well so was not evaluated as part of this request.

5. The Wildcat Tax Credit application was received about 1 year after completion of the

subject well. Future submittals should be filed timely (see submittal requirements in

R649-3-35-1).

CONCLUSIONS



RECEIVED: Jul. 01, 2013

Sundry Number: 36217 API Well Number: 43019500120000Sundry Number: 36217 API Well Number: 43019500120000

Based on the findin s above the Division has determined the Cane Creek Unit #18-1

well was drilled into an unknown area for the Paradox formation. Although the request

for wildcat well determination was received well after the completion of the well, no

other requests for a wildcat determination have been received or approved by the

Division within the area of review. Therefore, the Division finds that this well qualifies

for the severance tax exemption under Section 59-5-102(2)(d) for wildcat wells. This

determination was made in accordance with Oil and Gas General Conservation Rule
R649-3-35 and the definition of a wildcat well in R649-1-1.

Reviewer(s): Dustin K. Doucet Date: 7/1/2013

Sundry Number: 36217 API Well Number: 43019500120000

Based on the findin s above the Division has determined the Cane Creek Unit #18-1

well was drilled into an unknown area for the Paradox formation. Although the request

for wildcat well determination was received well after the completion of the well, no

other requests for a wildcat determination have been received or approved by the

Division within the area of review. Therefore, the Division finds that this well qualifies

for the severance tax exemption under Section 59-5-102(2)(d) for wildcat wells. This

determination was made in accordance with Oil and Gas General Conservation Rule
R649-3-35 and the definition of a wildcat well in R649-1-1.

Reviewer(s): Dustin K. Doucet Date: 7/1/2013

Sundry Number: 36217 API Well Number: 43019500120000
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determination was made in accordance with Oil and Gas General Conservation Rule
R649-3-35 and the definition of a wildcat well in R649-1-1.

Reviewer(s): Dustin K. Doucet Date: 7/1/2013

Sundry Number: 36217 API Well Number: 43019500120000
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for wildcat well determination was received well after the completion of the well, no
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for the severance tax exemption under Section 59-5-102(2)(d) for wildcat wells. This

determination was made in accordance with Oil and Gas General Conservation Rule
R649-3-35 and the definition of a wildcat well in R649-1-1.

Reviewer(s): Dustin K. Doucet Date: 7/1/2013



RECEIVED: Jul. 01, 2013

Sundry Number: 36217 API Well Number: 43019500120000
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RECEIVED: Apr. 03, 2013

Sundry Number: 36217 API Well Number: 43019500120000
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RECEIVED: Apr. 03, 2013

Sundry Number: 36217 API Well Number: 43019500120000Sundry Number: 36217 API Well Number: 43019500120000
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RECEIVED: Apr. 03, 2013

Sundry Number: 36217 API Well Number: 43019500120000Sundry Number: 36217 API Well Number: 43019500120000

Application for Severance Tax Exemption
Fidelity Cane Creek Unit #18-1
API 43-019-50012
Surface Location:
NENESection 18, T26S-R20E (721 FNL, 766 FEL)
Bottom Hole Location:
SENE Section 18, T26S-R20E (2563 FNL, 1043 FEL)

REVIEW OF EXHIBITS

Three exhibits are attached to this application. The first exhibit is a map showing the surface location of
the Fidelity Cane Creek Unit #18-1well in Section 18, T26S-R20E. The dashed green line around the
surface hole location designates the area contained in a one mile radius of the wellsite. The eastern
boundary of the Cane Creek Unit is shown as a red line on this map. Each well on the map also shows
the well number for the well, the date of completion, the TD of the well, and oil/gas/water produced
from each well where applicable. The line of cross-section A - A' is also shown on the map. The
Pinkerton Faults are shown in Blue on this map

The Second attached exhibit is cross-section A-A' which shows the relationship of the Fidelity Cane
Creek Unit #18-1to adjacent offset wells. The Cane Creek Interval is the primary target for production
in the Cane Creek Unit. The Cane Creek interval is divided into the 'A' (top), the 'B', and the 'C' zones.

The Cane Creek 'B' zone is the interval which is responsible for most of the hydrocarbon production in
the Cane Creek Unit. The 'B' zone is comprised of gray dolomites and interbedded black shales. The 'B'
zone is pervasive across all of the Cane Creek Unit. The 'B' zone is also oil and gas saturated across the
area. However, economic production is related to both porosity and effective permeability at any given
location. While matrix porosities of 10% to 12% + are not uncommon (see cross section), the matrix
porosities are not pervasive across the area. Good wells drilled across the area are those wells which
encounter extensive and pervasive fracture systems. These fracture systems are not found in all areas.

The third attached exhibit is the completion sundry which Fidelity filed with the BLMon September 7,
2012.

COMPLETION OF THEFIÐEUTY CANE CREEK UNIT #18-1

Most wells drilled in the Cane Creek Unit will be drilled horizontally through the Cane Creek 'B' zone.
Because fractures are a key component to completing economic wells, a horizontal well provides the
best means of intercepting the greatest number of fractures.

In the Cane Creek Unit #18-1 pilot hole, the top of the Cane Creek is found at a measured depth of 7666
(-1647subsea). An 1850' horizontal lateral was drilled to the south as shown on the attached map. The
measured depth at the end of the lateral was 9272 feet, with corresponding TVD at that point of 7692'.
The Cane Creek 'B' zone was perforated between 8118' and 9272' measured depth. The average initial
reservoir pressure in the lateral was 5500 #'s. While there are numerous faults and fractures across the
Cane Creek Unit area, the area is not designated as a 'Known Geologic
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boundary of the Cane Creek Unit is shown as a red line on this map. Each well on the map also shows
the well number for the well, the date of completion, the TD of the well, and oil/gas/water produced
from each well where applicable. The line of cross-section A - A' is also shown on the map. The
Pinkerton Faults are shown in Blue on this map

The Second attached exhibit is cross-section A-A' which shows the relationship of the Fidelity Cane
Creek Unit #18-1to adjacent offset wells. The Cane Creek Interval is the primary target for production
in the Cane Creek Unit. The Cane Creek interval is divided into the 'A' (top), the 'B', and the 'C' zones.

The Cane Creek 'B' zone is the interval which is responsible for most of the hydrocarbon production in
the Cane Creek Unit. The 'B' zone is comprised of gray dolomites and interbedded black shales. The 'B'
zone is pervasive across all of the Cane Creek Unit. The 'B' zone is also oil and gas saturated across the
area. However, economic production is related to both porosity and effective permeability at any given
location. While matrix porosities of 10% to 12% + are not uncommon (see cross section), the matrix
porosities are not pervasive across the area. Good wells drilled across the area are those wells which
encounter extensive and pervasive fracture systems. These fracture systems are not found in all areas.

The third attached exhibit is the completion sundry which Fidelity filed with the BLMon September 7,
2012.

COMPLETION OF THEFIÐEUTY CANE CREEK UNIT #18-1

Most wells drilled in the Cane Creek Unit will be drilled horizontally through the Cane Creek 'B' zone.
Because fractures are a key component to completing economic wells, a horizontal well provides the
best means of intercepting the greatest number of fractures.

In the Cane Creek Unit #18-1 pilot hole, the top of the Cane Creek is found at a measured depth of 7666
(-1647subsea). An 1850' horizontal lateral was drilled to the south as shown on the attached map. The
measured depth at the end of the lateral was 9272 feet, with corresponding TVD at that point of 7692'.
The Cane Creek 'B' zone was perforated between 8118' and 9272' measured depth. The average initial
reservoir pressure in the lateral was 5500 #'s. While there are numerous faults and fractures across the
Cane Creek Unit area, the area is not designated as a 'Known Geologic
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RECEIVED: Apr. 03, 2013

Sundry Number: 36217 API Well Number: 43019500120000Sundry Number: 36217 API Well Number: 43019500120000

OTHER WELLSIN THE IMMEDIATE AREA

Fidelity Cane Creek Unit #8-1
Within the one mile radius green circle shown on the map, Fidelity spudded the Cane Creek Unit #8-1in
October, 2007. The Cane Creek Unit #8-1surface location is in the SENWSection 8, T26S-R20E After
drilling the pilot hole, Fidelity also attempted twice to drill a horizontal leg to the northwest (see map).
The well was plagued by problems from the beginning. When attempting to cement the 9 5/8" csg,
almost 3000 sx of cement were lost. Looking at the map, this area is structurally complex (highly
faulted). While drilling the laterals, it is estimated that drilling in the target Cane Creek 'B' zone, the
hole only managed to stay 'in zone' for perhaps 100'. Steering was extremely difficult due to structural
complexity. The only positive note on this well was that when drilling the 100"in zone', the well tried to
flow a little in spite of the fact that 16.1 ppg mud was being used at the time. However, no oil or gas
were ever recovered. Uphole clastics 18 and 19 were also perforated between 6920' and 6959', but
there was no response after firing the perforating guns.

Skyline Oil Federal 8-44
Just outside of the one mile radius green circle shown on the map, Skyline Oil in July, 1976 drilled the
Skyline Federal 8-44 located in the SESESection, 26S- R20E. This well was drilled through the Cane
Creek, through the underlying Pinkerton, and was TD at 8082' in the Ouray Formation. Available records
suggest that 507 Bbls of oil were produced from the Ouray Formation over a two month period. It also
appears that six intervals were tested in the Paradox Formation between 4108' and 7276'. These
intervals were acidized and then had small fracs applied to each interval. Records suggest that a 24 hour
test of these six intervals recovered 17 Bbls of Oil and 13 Bbis of water.

REQUEST FOR SEVERANCETAX EXEMPTION
Because all wells within a one mile radius of the Fidelity Cane Creek Unit #18-1 well in Section 18, T26S-
R20E lack economic production, it is respectfully requested that the Fidelity Cane Creek Unit #18-1 well
be granted the Severance Tax Exemption because it was drilled and completed as a wildcat
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Fom13160-4 UNITED STATES FORM APPROVED
(August 2007) DEPARTMENT OF THE INTERIOR OMB No. 1004-0137

BUREAU OF LAND MANAGEMENT Expires: July 31,2010

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 5. LeaseSerialNo.
UTUS3626

Ia. Type of Well @ Oil Well O caswet! O Dry 0 other 6. If Indian, Allottee or Tribe Name
b. Type of Completion @New Well Work Over O Deepen O Plug Back O Diff Resvr.

Ott 7. Unit or CA Agreement Name and No.
ier CANE CREEK UNIT

2. Name of Operator Contact: STEPHANIE MASTERS 8. Lease Name and Well No.
FIDELITYE&P E-Mail: stephanie.masters@fidelityepco.com CANE CREEKUNfT 18-1

3. Address 2585 HEARTLAND DRIVE 3a. PhoneNo. (include area code) - 9. API Well No.
SHERIDAN, WY 82801 Ph: 307-675-4924 43-019-50012

4. Location of Well (Report location clearly and in accordance with Federal requirements)* 10, Field and Pool, or Exploratory

oedin
c18252663SFœ01EM3eFrESLLB r r'e S c1 2 R

ESËr
LB

Sec 8 T25S R20E Mer SLB 12. Countyor Parish 13. State
At totai depth SWSE 2563FNL 1043FWL GRAND UT

14. Date Spudded 15. Date T.D. Reached 16. Date Completed 17. Elevations (DF, KB, RT, GL)*
02/03/2012 05/09/2012 OD & A Ready to Prod. 5996 GL

05Ï22/2012
18. Total Depth: MD 9272 19. Plug Back T.D.: MD 20. De¡ th Bridge Plug Set: MD

TVD 7692 TVD TVD
21. Type Electric & Other Mechanical Logs Run (Submit copy of each) 22. Was well cored? No O Yes (Submit analysis)

SEE ATTACHED LIST Was DST run? O No O Yes (Submit analysis)
Directional Survey7 O No Yes (Submit analysis)

23. Casing and Liner Record (Report all strings set in well)

Top Bottom Stage Cementer No, of Sks. & Slurry Vol.Hole Size Size/Grade Wt. (#/ft) Cement Top* Amount Pulled(MD) (MD) Depth Type of Cement (BBL)

24.000 20.000 52.8 0 82 4 0
17.500 13.375 J55 68.0 0 930 669 225 0
12.250 9.625 HCP110 47.0 0 4238 874 313 0

8.500 7.000 HCP110 32.0 0 8118 481 62 2700

24 Tubi g DRecp
h Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)

25. Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated Interval Size No. Holes Perf. Status
A) CANE CREEK 8118 9272
B)
c)
D)
27. Acid, Fracture, Treattnent, Cement Squeeze, Etc.

Depth Interval Amount and Type of Material

28. Production - Interval A
DateFirst Test Hours Test Oil Gas Water OilGravity Gas ProductionMethod
Produced Date Tested Production BBL MCF BBL Corr. API Gravity
05/22/2012 05/23/2012 24 254.0 133.0 9.0 43.0 FLOWS FROMWELL

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas:Oil Well Status
Size Flwg. 200 Press. Rate BBL MCF BBL Ratio

24 SI 340.0 1 POW
28a. Production - Interval B

DateFisst Test Hours Test Oil Gas Water OilGravity Gas ProductionMethod
Produced Date Tested Producion BBL MCF BBL Corr.API Gravity

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas;Oil Well Status
Size Flyg. Pass. Rate BBL MCF BBL Ratio

(See Instructions and spaces foradditional data on reverse side)
ELECTRONIC SUBMISSION #149176 VERIFIED ßY TiiE BLM WELL INFORMATION SYSTEM

** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED

Sundry Number: 36217 API Well Number: 43019500120000

Fom13160-4 UNITED STATES FORM APPROVED
(August 2007) DEPARTMENT OF THE INTERIOR OMB No. 1004-0137

BUREAU OF LAND MANAGEMENT Expires: July 31,2010

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 5. LeaseSerialNo.
UTUS3626

Ia. Type of Well @ Oil Well O caswet! O Dry 0 other 6. If Indian, Allottee or Tribe Name
b. Type of Completion @New Well Work Over O Deepen O Plug Back O Diff Resvr.

Ott 7. Unit or CA Agreement Name and No.
ier CANE CREEK UNIT

2. Name of Operator Contact: STEPHANIE MASTERS 8. Lease Name and Well No.
FIDELITYE&P E-Mail: stephanie.masters@fidelityepco.com CANE CREEKUNfT 18-1

3. Address 2585 HEARTLAND DRIVE 3a. PhoneNo. (include area code) - 9. API Well No.
SHERIDAN, WY 82801 Ph: 307-675-4924 43-019-50012

4. Location of Well (Report location clearly and in accordance with Federal requirements)* 10, Field and Pool, or Exploratory

oedin
c18252663SFœ01EM3eFrESLLB r r'e S c1 2 R

ESËr
LB

Sec 8 T25S R20E Mer SLB 12. Countyor Parish 13. State
At totai depth SWSE 2563FNL 1043FWL GRAND UT

14. Date Spudded 15. Date T.D. Reached 16. Date Completed 17. Elevations (DF, KB, RT, GL)*
02/03/2012 05/09/2012 OD & A Ready to Prod. 5996 GL

05Ï22/2012
18. Total Depth: MD 9272 19. Plug Back T.D.: MD 20. De¡ th Bridge Plug Set: MD

TVD 7692 TVD TVD
21. Type Electric & Other Mechanical Logs Run (Submit copy of each) 22. Was well cored? No O Yes (Submit analysis)

SEE ATTACHED LIST Was DST run? O No O Yes (Submit analysis)
Directional Survey7 O No Yes (Submit analysis)

23. Casing and Liner Record (Report all strings set in well)

Top Bottom Stage Cementer No, of Sks. & Slurry Vol.Hole Size Size/Grade Wt. (#/ft) Cement Top* Amount Pulled(MD) (MD) Depth Type of Cement (BBL)

24.000 20.000 52.8 0 82 4 0
17.500 13.375 J55 68.0 0 930 669 225 0
12.250 9.625 HCP110 47.0 0 4238 874 313 0

8.500 7.000 HCP110 32.0 0 8118 481 62 2700

24 Tubi g DRecp
h Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)

25. Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated Interval Size No. Holes Perf. Status
A) CANE CREEK 8118 9272
B)
c)
D)
27. Acid, Fracture, Treattnent, Cement Squeeze, Etc.

Depth Interval Amount and Type of Material

28. Production - Interval A
DateFirst Test Hours Test Oil Gas Water OilGravity Gas ProductionMethod
Produced Date Tested Production BBL MCF BBL Corr. API Gravity
05/22/2012 05/23/2012 24 254.0 133.0 9.0 43.0 FLOWS FROMWELL

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas:Oil Well Status
Size Flwg. 200 Press. Rate BBL MCF BBL Ratio

24 SI 340.0 1 POW
28a. Production - Interval B

DateFisst Test Hours Test Oil Gas Water OilGravity Gas ProductionMethod
Produced Date Tested Producion BBL MCF BBL Corr.API Gravity

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas;Oil Well Status
Size Flyg. Pass. Rate BBL MCF BBL Ratio

(See Instructions and spaces foradditional data on reverse side)
ELECTRONIC SUBMISSION #149176 VERIFIED ßY TiiE BLM WELL INFORMATION SYSTEM

** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED

Sundry Number: 36217 API Well Number: 43019500120000

Fom13160-4 UNITED STATES FORM APPROVED
(August 2007) DEPARTMENT OF THE INTERIOR OMB No. 1004-0137

BUREAU OF LAND MANAGEMENT Expires: July 31,2010

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 5. LeaseSerialNo.
UTUS3626

Ia. Type of Well @ Oil Well O caswet! O Dry 0 other 6. If Indian, Allottee or Tribe Name
b. Type of Completion @New Well Work Over O Deepen O Plug Back O Diff Resvr.

Ott 7. Unit or CA Agreement Name and No.
ier CANE CREEK UNIT

2. Name of Operator Contact: STEPHANIE MASTERS 8. Lease Name and Well No.
FIDELITYE&P E-Mail: stephanie.masters@fidelityepco.com CANE CREEKUNfT 18-1

3. Address 2585 HEARTLAND DRIVE 3a. PhoneNo. (include area code) - 9. API Well No.
SHERIDAN, WY 82801 Ph: 307-675-4924 43-019-50012

4. Location of Well (Report location clearly and in accordance with Federal requirements)* 10, Field and Pool, or Exploratory

oedin
c18252663SFœ01EM3eFrESLLB r r'e S c1 2 R

ESËr
LB

Sec 8 T25S R20E Mer SLB 12. Countyor Parish 13. State
At totai depth SWSE 2563FNL 1043FWL GRAND UT

14. Date Spudded 15. Date T.D. Reached 16. Date Completed 17. Elevations (DF, KB, RT, GL)*
02/03/2012 05/09/2012 OD & A Ready to Prod. 5996 GL

05Ï22/2012
18. Total Depth: MD 9272 19. Plug Back T.D.: MD 20. De¡ th Bridge Plug Set: MD

TVD 7692 TVD TVD
21. Type Electric & Other Mechanical Logs Run (Submit copy of each) 22. Was well cored? No O Yes (Submit analysis)

SEE ATTACHED LIST Was DST run? O No O Yes (Submit analysis)
Directional Survey7 O No Yes (Submit analysis)

23. Casing and Liner Record (Report all strings set in well)

Top Bottom Stage Cementer No, of Sks. & Slurry Vol.Hole Size Size/Grade Wt. (#/ft) Cement Top* Amount Pulled(MD) (MD) Depth Type of Cement (BBL)

24.000 20.000 52.8 0 82 4 0
17.500 13.375 J55 68.0 0 930 669 225 0
12.250 9.625 HCP110 47.0 0 4238 874 313 0

8.500 7.000 HCP110 32.0 0 8118 481 62 2700

24 Tubi g DRecp

h Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)

25. Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated Interval Size No. Holes Perf. Status
A) CANE CREEK 8118 9272
B)
c)
D)
27. Acid, Fracture, Treattnent, Cement Squeeze, Etc.

Depth Interval Amount and Type of Material

28. Production - Interval A
DateFirst Test Hours Test Oil Gas Water OilGravity Gas ProductionMethod
Produced Date Tested Production BBL MCF BBL Corr. API Gravity
05/22/2012 05/23/2012 24 254.0 133.0 9.0 43.0 FLOWS FROMWELL

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas:Oil Well Status
Size Flwg. 200 Press. Rate BBL MCF BBL Ratio

24 SI 340.0 1 POW
28a. Production - Interval B

DateFisst Test Hours Test Oil Gas Water OilGravity Gas ProductionMethod
Produced Date Tested Producion BBL MCF BBL Corr.API Gravity

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas;Oil Well Status
Size Flyg. Pass. Rate BBL MCF BBL Ratio

(See Instructions and spaces foradditional data on reverse side)
ELECTRONIC SUBMISSION #149176 VERIFIED ßY TiiE BLM WELL INFORMATION SYSTEM

** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED

Sundry Number: 36217 API Well Number: 43019500120000

Fom13160-4 UNITED STATES FORM APPROVED
(August 2007) DEPARTMENT OF THE INTERIOR OMB No. 1004-0137

BUREAU OF LAND MANAGEMENT Expires: July 31,2010

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 5. LeaseSerialNo.
UTUS3626

Ia. Type of Well @ Oil Well O caswet! O Dry 0 other 6. If Indian, Allottee or Tribe Name
b. Type of Completion @New Well Work Over O Deepen O Plug Back O Diff Resvr.

Ott 7. Unit or CA Agreement Name and No.
ier CANE CREEK UNIT

2. Name of Operator Contact: STEPHANIE MASTERS 8. Lease Name and Well No.
FIDELITYE&P E-Mail: stephanie.masters@fidelityepco.com CANE CREEKUNfT 18-1

3. Address 2585 HEARTLAND DRIVE 3a. PhoneNo. (include area code) - 9. API Well No.
SHERIDAN, WY 82801 Ph: 307-675-4924 43-019-50012

4. Location of Well (Report location clearly and in accordance with Federal requirements)* 10, Field and Pool, or Exploratory

oedin
c18252663SFœ01EM3eFrESLLB r r'e S c1 2 R

ESËr
LB

Sec 8 T25S R20E Mer SLB 12. Countyor Parish 13. State
At totai depth SWSE 2563FNL 1043FWL GRAND UT

14. Date Spudded 15. Date T.D. Reached 16. Date Completed 17. Elevations (DF, KB, RT, GL)*
02/03/2012 05/09/2012 OD & A Ready to Prod. 5996 GL

05Ï22/2012
18. Total Depth: MD 9272 19. Plug Back T.D.: MD 20. De¡ th Bridge Plug Set: MD

TVD 7692 TVD TVD
21. Type Electric & Other Mechanical Logs Run (Submit copy of each) 22. Was well cored? No O Yes (Submit analysis)

SEE ATTACHED LIST Was DST run? O No O Yes (Submit analysis)
Directional Survey7 O No Yes (Submit analysis)

23. Casing and Liner Record (Report all strings set in well)

Top Bottom Stage Cementer No, of Sks. & Slurry Vol.Hole Size Size/Grade Wt. (#/ft) Cement Top* Amount Pulled(MD) (MD) Depth Type of Cement (BBL)

24.000 20.000 52.8 0 82 4 0
17.500 13.375 J55 68.0 0 930 669 225 0
12.250 9.625 HCP110 47.0 0 4238 874 313 0

8.500 7.000 HCP110 32.0 0 8118 481 62 2700

24 Tubi g DRecp

h Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)

25. Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated Interval Size No. Holes Perf. Status
A) CANE CREEK 8118 9272
B)
c)
D)
27. Acid, Fracture, Treattnent, Cement Squeeze, Etc.

Depth Interval Amount and Type of Material

28. Production - Interval A
DateFirst Test Hours Test Oil Gas Water OilGravity Gas ProductionMethod
Produced Date Tested Production BBL MCF BBL Corr. API Gravity
05/22/2012 05/23/2012 24 254.0 133.0 9.0 43.0 FLOWS FROMWELL

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas:Oil Well Status
Size Flwg. 200 Press. Rate BBL MCF BBL Ratio

24 SI 340.0 1 POW
28a. Production - Interval B

DateFisst Test Hours Test Oil Gas Water OilGravity Gas ProductionMethod
Produced Date Tested Producion BBL MCF BBL Corr.API Gravity

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas;Oil Well Status
Size Flyg. Pass. Rate BBL MCF BBL Ratio

(See Instructions and spaces foradditional data on reverse side)
ELECTRONIC SUBMISSION #149176 VERIFIED ßY TiiE BLM WELL INFORMATION SYSTEM

** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED



RECEIVED: Apr. 03, 2013

Sundry Number: 36217 API Well Number: 43019500120000Sundry Number: 36217 API Well Number: 43019500120000

28b. Production - Interval C
DateFirst Test Hours Test Oil Gas Water OilGravity Gas ProductionMelhod
Produced Date Tested Production BBL AlcF BBL Corr. API Gravity

Choke Tbg- Press. Csg. 24 Hr. Oil Gas Water Gas:Oil Well Status
Size FIwg. Press. Rale BBC MCF BBL Ratio

SI

28c. Production - Interval D
DateFirst Test Houra Test Oil Gas Water OilOravity Gas ProductionMethod
Produced Date Tested P<oducton BBL MCF BBL Corr. API Gravity

Choke Tbg.Press. Csg. 24Hr. Oil Gas Water Gas:Oil WellStatus
Size Flwg. Press, Rate BBL MCF BBL Ratio

SI

29. Disposition of Gas(Sold, used forfuel,vented, etc.)
FLARED

30. Summary of Porous Zones (Include Aquifers): 3L Formation (Log) Markers
Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem
tests, including depth interval tested, cushion used, time tool open, flowingand shut-in pressures
and recoveries,

Top
Formation Top Bottom Descriptions, Contents, etc. Name

Meas. Depth
CHINLE 401 750 SSISH
MOENKOPi 750 1216 SSISH
CUTLER 1216 2623 SSISH
HONAKER TRAIL 2623 3919 SS/SH
SALT 1 (TOP SALT) 4108 4202 SALTIANHY
TOP CANE CREEK SHALE 7666 7694 SHISLT/ANHY
CANE CREEK SHALE B 7694 7706 SHISLTIANHY
BASE CANE CREEK SHALE 7765 SALTIANHY

32. Additionai remarks (include alugging procedure):
Cenemt tops for the 20", 3.375", and E.625" casing were varifiedwitha Top Job. the 7"
casing cement topwas varifiedwitha C IL.

33. Circle enclosed attachments:

I. Electrical/Mechanical Logs (1 full set req'd.) 2. Geologic Report 3. DST Report 4. Directional Survey
5. Sundry Notice for plugging and cement verification 6. Core Analysis 7 Other:

34. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records (see attached instructions):
Electronic Submission #149176 Verilled by the BLM Well Information System.

For FIDELITY E&P, sent to the Moab

Name(please print) STEPHANIE MASTERS Title OPERATIONS

Signature (Electronic Submission) Date 09Ï07/2012

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212,make it a crime for any person knowingly and willfully to make to any department or agency
of the United States any false, fictitious or fradulent statements or representations as toany matter within its jurisdiction.

** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL
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** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL
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** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL
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of the United States any false, fictitious or fradulent statements or representations as toany matter within its jurisdiction.

** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL ** ORIGINAL



SEP0 4 2013

' a United States t the Interior --

BUREAU OF LAND MANAGEMENT
Utah State Office

H 3 440 West 200 South, Suite 500
Salt Lake City, UT 84101

http://www.blm.gov/ut/st/en.html

IN REPLY REFER TO:

3180 (UTU80000X)
UT922000

Ms. Barbara Hinman
Fidelity Exploration & Production Co.
1700Lincoln Street, Suite 2800
Denver, Colorado 80203

Re: Consolidated Paradox Formation PA
Cane Creek Unit
Grand and San Juan Counties, Utah

Dear Ms. Hinman:

The Consolidated Paradox Formation PA, Cane Creek Unit, UTU80000E, is hereby approved
effective as of March 1, 2013, pursuant to Section 11 of the Cane Creek Unit Agreement, located in
Grand and San Juan Counties, Utah.

The Consolidated Paradox Formation PA results in an initial consolidated participating area of
4,783.68 acres and is based upon the completion of the following well as capable of producing
unitized substances in paying quantities:

SURFACE
WELL NO. API NO. LOCATION LEASE NO.

Cane Creek 18-lH 43-019-50012 NE¼NE¼, 18-26S-20E UTU53626

The request for the consolidated participating area is based on the completion of the following well
which is producing from clastic 18-19 of the Paradox Formation:

SURFACE
WELL NO. API NO. LOCATION LEASE NO.

Cane Creek 1-1 43-019-31446 NW¼SW¼, 1-26S-19E

SEP0 4 2013

' a United States t the Interior --

BUREAU OF LAND MANAGEMENT
Utah State Office

H 3 440 West 200 South, Suite 500
Salt Lake City, UT 84101

http://www.blm.gov/ut/st/en.html
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Copies of the approved request are being distributed to the appropriate agencies and one copy is

returned herewith. Please advise all interested parties of the approval of the Consolidated Paradox

Formation PA, Cane Creek Unit, and the effective date.

If you have any questions, please contact Judy Nordstrom at (801) 539-4108.

S ly

Roger L. Bankert
Chief, Branch of Minerals

Enclosure

cc: BLM FOM - Moab w/enclosure
UDOGM
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STATE OF UTAH FORM 6
DEPARTMENT OF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINING

ENTITYACTION FORM

Operator: Fidelity Exploration & Production Company Operator Account Number: N 3155

Address: 1700 LincolnSt

city Denver

state CO zip 80203 Phone Number: (303) 893-3133

Well 1

API Number Well Name QQ Sec Twp Rng County
4301950012 Cane Creek Unit 18-1 NENE 18 26S 20E Grand
Action Code Current Entity New Entity Spud Date Entity Assignment

Number Number Effective Date

C 18831 14505 3/1/2012
Comments:

\o/ /
Well 2

API Number Well Name QQ Sec Twp Rng County
4301950027 Cane Creek Unit 18-2 NENE 18 26S 20E Grand
Action Code Current Entity New Entity Spud Date Entity Assignment

Number Number Effective Date

C 18822 14505 11/15/2012
Comments:

Well 3

API Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTIONCODES:
A - Establish new entity for new well (single well only) Joy Gardner
B - Add new well to existing entity (groupor unit well) Name (Please Print)
C - Re-assign well from one existing entity to another existin
D - Re-assign well from one existing entity to a Signature
E - Other (Explain in 'comments' section) Sr. Engineering Tech 10/10/2013

Title Date
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Action Code Current Entity New Entity Spud Date Entity Assignment

Number Number Effective Date

C 18831 14505 3/1/2012
Comments:

\o/ /
Well 2

API Number Well Name QQ Sec Twp Rng County
4301950027 Cane Creek Unit 18-2 NENE 18 26S 20E Grand
Action Code Current Entity New Entity Spud Date Entity Assignment

Number Number Effective Date

C 18822 14505 11/15/2012
Comments:

Well 3

API Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTIONCODES:
A - Establish new entity for new well (single well only) Joy Gardner
B - Add new well to existing entity (groupor unit well) Name (Please Print)
C - Re-assign well from one existing entity to another existin
D - Re-assign well from one existing entity to a Signature
E - Other (Explain in 'comments' section) Sr. Engineering Tech 10/10/2013

Title Date

STATE OF UTAH FORM 6
DEPARTMENT OF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINING

ENTITYACTION FORM

Operator: Fidelity Exploration & Production Company Operator Account Number: N 3155

Address: 1700 LincolnSt

city Denver

state CO zip 80203 Phone Number: (303) 893-3133

Well 1

API Number Well Name QQ Sec Twp Rng County
4301950012 Cane Creek Unit 18-1 NENE 18 26S 20E Grand
Action Code Current Entity New Entity Spud Date Entity Assignment

Number Number Effective Date

C 18831 14505 3/1/2012
Comments:

\o/ /
Well 2

API Number Well Name QQ Sec Twp Rng County
4301950027 Cane Creek Unit 18-2 NENE 18 26S 20E Grand
Action Code Current Entity New Entity Spud Date Entity Assignment

Number Number Effective Date

C 18822 14505 11/15/2012
Comments:

Well 3

API Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTIONCODES:
A - Establish new entity for new well (single well only) Joy Gardner
B - Add new well to existing entity (groupor unit well) Name (Please Print)
C - Re-assign well from one existing entity to another existin
D - Re-assign well from one existing entity to a Signature
E - Other (Explain in 'comments' section) Sr. Engineering Tech 10/10/2013

Title Date

STATE OF UTAH FORM 6
DEPARTMENT OF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINING

ENTITYACTION FORM

Operator: Fidelity Exploration & Production Company Operator Account Number: N 3155

Address: 1700 LincolnSt

city Denver

state CO zip 80203 Phone Number: (303) 893-3133

Well 1

API Number Well Name QQ Sec Twp Rng County
4301950012 Cane Creek Unit 18-1 NENE 18 26S 20E Grand
Action Code Current Entity New Entity Spud Date Entity Assignment

Number Number Effective Date

C 18831 14505 3/1/2012
Comments:

\o/ /
Well 2

API Number Well Name QQ Sec Twp Rng County
4301950027 Cane Creek Unit 18-2 NENE 18 26S 20E Grand
Action Code Current Entity New Entity Spud Date Entity Assignment

Number Number Effective Date

C 18822 14505 11/15/2012
Comments:

Well 3

API Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTIONCODES:
A - Establish new entity for new well (single well only) Joy Gardner
B - Add new well to existing entity (groupor unit well) Name (Please Print)
C - Re-assign well from one existing entity to another existin
D - Re-assign well from one existing entity to a Signature
E - Other (Explain in 'comments' section) Sr. Engineering Tech 10/10/2013

Title Date



RECEIVED: May. 21, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT #18-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968  Ext 

9. FIELD and POOL or WILDCAT:
 PARK ROAD 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0721 FNL 0766 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

6 /15 /2014

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Pit Closure

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity E&P proposes to: Encapsulate the dried cuttings in place.
Remove all free liquids from the cuttings pit. Add minimal volume of
clean backfill material to create a slightly domed subsurface. Remove

liner from sides of pit and fold it over the top of the cuttings. If needed,
use additional 12-mil synthetic liner material to cover any gaps

remaining after the pit liner has been folded over. Backfill the rest of
the pit with spoils stockpiled onsite to create a level working surface

for subsequent drilling operations.

NAME (PLEASE PRINT) PHONE NUMBER 
 Sandi Stocker 720 931-9637

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 5 /21 /2014

May 21, 2014

Sundry Number: 51371 API Well Number: 43019500120000Sundry Number: 51371 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/15/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Pit Closure

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity E&P proposes to: Encapsulate the dried cuttings in place. Accepted by the
Remove all free liquids from the cuttings pit. Add minimal volume of Utah Division of
clean backfill material to create a slightly domed subsurface. Remove Oil, Gas and Mining

liner from sides of pit and fold it over the top of the cuttings. If needed, FOBagg§989 ONLY
use additional 12-mil synthetic liner material to cover any gaps

remaining after the pit liner has been folded over. Backfill the rest of
the pit with spoils stockpiled onsite to create a level working surface

for subsequent drilling operations.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/21/2014

RECEIVED: May. 21,

Sundry Number: 51371 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/15/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Pit Closure

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity E&P proposes to: Encapsulate the dried cuttings in place. Accepted by the
Remove all free liquids from the cuttings pit. Add minimal volume of Utah Division of
clean backfill material to create a slightly domed subsurface. Remove Oil, Gas and Mining

liner from sides of pit and fold it over the top of the cuttings. If needed, FOBagg§989 ONLY
use additional 12-mil synthetic liner material to cover any gaps

remaining after the pit liner has been folded over. Backfill the rest of
the pit with spoils stockpiled onsite to create a level working surface

for subsequent drilling operations.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/21/2014

RECEIVED: May. 21,

Sundry Number: 51371 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/15/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Pit Closure

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity E&P proposes to: Encapsulate the dried cuttings in place. Accepted by the
Remove all free liquids from the cuttings pit. Add minimal volume of Utah Division of
clean backfill material to create a slightly domed subsurface. Remove Oil, Gas and Mining

liner from sides of pit and fold it over the top of the cuttings. If needed, FOBagg§989 ONLY
use additional 12-mil synthetic liner material to cover any gaps

remaining after the pit liner has been folded over. Backfill the rest of
the pit with spoils stockpiled onsite to create a level working surface

for subsequent drilling operations.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/21/2014

RECEIVED: May. 21,

Sundry Number: 51371 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/15/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Pit Closure

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity E&P proposes to: Encapsulate the dried cuttings in place. Accepted by the
Remove all free liquids from the cuttings pit. Add minimal volume of Utah Division of
clean backfill material to create a slightly domed subsurface. Remove Oil, Gas and Mining

liner from sides of pit and fold it over the top of the cuttings. If needed, FOBagg§989 ONLY
use additional 12-mil synthetic liner material to cover any gaps

remaining after the pit liner has been folded over. Backfill the rest of
the pit with spoils stockpiled onsite to create a level working surface

for subsequent drilling operations.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/21/2014

RECEIVED: May. 21,



RECEIVED: May. 29, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT #18-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968  Ext 

9. FIELD and POOL or WILDCAT:
 PARK ROAD 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0721 FNL 0766 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

5 /10 /2014

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity is submitting notice of change in artificial lift system selection
for the Cane Creek Unit 18-1. Fidelity has recently installed a

progressive cavity pump on May 10th, 2014. This system is in pilot
phase currently, but should ultimately become a permanent system for
this well. The PCP artificial lift system has a low visual impact of under
8 ft. Fidelity has committed to limiting the visual impact of all artificial

lift systems in the Paradox field.

NAME (PLEASE PRINT) PHONE NUMBER 
 Sandi Stocker 720 931-9637

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 5 /29 /2014

May 29, 2014

Sundry Number: 51591 API Well Number: 43019500120000Sundry Number: 51591 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/10/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELL DETERMINATION OTHER OTHER: Artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of change in artificial lift system selection Accepted by the
for the Cane Creek Unit 18-1. Fidelity has recently installed a Utah Division of

progressive cavity pump on May 10th, 2014. This system is in pilot Oil, Gas and Mining

phase currently, but should ultimately become a permanent system for FOBag§§989 ONLY
this well. The PCP artificial lift system has a low visual impact of under
8 ft. Fidelity has committed to limiting the visual impact of all artificial

lift systems in the Paradox field.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/29/2014

RECEIVED: May. 29,

Sundry Number: 51591 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/10/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELL DETERMINATION OTHER OTHER: Artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of change in artificial lift system selection Accepted by the
for the Cane Creek Unit 18-1. Fidelity has recently installed a Utah Division of

progressive cavity pump on May 10th, 2014. This system is in pilot Oil, Gas and Mining

phase currently, but should ultimately become a permanent system for FOBag§§989 ONLY
this well. The PCP artificial lift system has a low visual impact of under
8 ft. Fidelity has committed to limiting the visual impact of all artificial

lift systems in the Paradox field.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/29/2014

RECEIVED: May. 29,

Sundry Number: 51591 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/10/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELL DETERMINATION OTHER OTHER: Artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of change in artificial lift system selection Accepted by the
for the Cane Creek Unit 18-1. Fidelity has recently installed a Utah Division of

progressive cavity pump on May 10th, 2014. This system is in pilot Oil, Gas and Mining

phase currently, but should ultimately become a permanent system for FOBag§§989 ONLY
this well. The PCP artificial lift system has a low visual impact of under
8 ft. Fidelity has committed to limiting the visual impact of all artificial

lift systems in the Paradox field.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/29/2014

RECEIVED: May. 29,

Sundry Number: 51591 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/10/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELL DETERMINATION OTHER OTHER: Artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of change in artificial lift system selection Accepted by the
for the Cane Creek Unit 18-1. Fidelity has recently installed a Utah Division of

progressive cavity pump on May 10th, 2014. This system is in pilot Oil, Gas and Mining

phase currently, but should ultimately become a permanent system for FOBag§§989 ONLY
this well. The PCP artificial lift system has a low visual impact of under
8 ft. Fidelity has committed to limiting the visual impact of all artificial

lift systems in the Paradox field.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/29/2014

RECEIVED: May. 29,



RECEIVED: May. 29, 2014

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT #18-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968  Ext 

9. FIELD and POOL or WILDCAT:
 PARK ROAD 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0721 FNL 0766 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

5 /10 /2014

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity is submitting notice of change in artificial lift system selection
for the Cane Creek Unit 18-1. Fidelity has recently installed a

progressive cavity pump on May 10th, 2014. This system is in pilot
phase currently, but should ultimately become a permanent system for
this well. The PCP artificial lift system has a low visual impact of under
8 ft. Fidelity has committed to limiting the visual impact of all artificial

lift systems in the Paradox field. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Sandi Stocker 720 931-9637

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 5 /29 /2014

June 05, 2014

Sundry Number: 51621 API Well Number: 43019500120000Sundry Number: 51621 API Well Number: 43019500120000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/10/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELL DETERMINATION OTHER OTHER: Artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of change in artificial lift system selection Accepted by the
for the Cane Creek Unit 18-1. Fidelity has recently installed a utah Division of

progressive cavity pump on May 10th, 2014. This system is in pilot June 0
ing

phase currently, but should ultimately become a permanent system for Date:this well. The PCP artificial lift system has a low visual impact of under
8 ft. Fidelity has committed to limiting the visual impact of all artificial sy:

lift systems in the Paradox field.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/29/2014

RECEIVED: May. 29,

Sundry Number: 51621 API Well Number: 43019500120000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/10/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELL DETERMINATION OTHER OTHER: Artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of change in artificial lift system selection Accepted by the
for the Cane Creek Unit 18-1. Fidelity has recently installed a utah Division of

progressive cavity pump on May 10th, 2014. This system is in pilot June 0
ing

phase currently, but should ultimately become a permanent system for Date:this well. The PCP artificial lift system has a low visual impact of under
8 ft. Fidelity has committed to limiting the visual impact of all artificial sy:

lift systems in the Paradox field.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/29/2014

RECEIVED: May. 29,

Sundry Number: 51621 API Well Number: 43019500120000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/10/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELL DETERMINATION OTHER OTHER: Artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of change in artificial lift system selection Accepted by the
for the Cane Creek Unit 18-1. Fidelity has recently installed a utah Division of

progressive cavity pump on May 10th, 2014. This system is in pilot June 0
ing

phase currently, but should ultimately become a permanent system for Date:
this well. The PCP artificial lift system has a low visual impact of under
8 ft. Fidelity has committed to limiting the visual impact of all artificial sy:

lift systems in the Paradox field.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/29/2014

RECEIVED: May. 29,

Sundry Number: 51621 API Well Number: 43019500120000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

5/10/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELL DETERMINATION OTHER OTHER: Artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of change in artificial lift system selection Accepted by the
for the Cane Creek Unit 18-1. Fidelity has recently installed a utah Division of

progressive cavity pump on May 10th, 2014. This system is in pilot June 0
ing

phase currently, but should ultimately become a permanent system for Date:
this well. The PCP artificial lift system has a low visual impact of under
8 ft. Fidelity has committed to limiting the visual impact of all artificial sy:

lift systems in the Paradox field.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/29/2014

RECEIVED: May. 29,



RECEIVED: Sep. 03, 2014

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT #18-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968  Ext 

9. FIELD and POOL or WILDCAT:
 PARK ROAD 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0721 FNL 0766 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

8 /29 /2014

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Replace artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity is submitting notice of our intent to replace the artificial lift
system currently installed on the Cane Creek Unit 18-1 with a

conventional beam pumping unit system. Significant problems have
been experienced with the current system, a progressing cavity pump,

and in order to pump the well effectively a more reliable method is
required. The conventional pumping unit system has a low visual

impact of 25 ft at the walking beam. The unit will be painted to BLM
specifications. Fidelity has committed to limiting the visual and noise

impact of all artificial lift systems in the Paradox field. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Sandi Stocker 720 931-9637

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 9 /3 /2014

September 09, 2014

Sundry Number: 55095 API Well Number: 43019500120000Sundry Number: 55095 API Well Number: 43019500120000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

8/29/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELL DETERMINATION OTHER OTHER: Replace artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to replace the artificial lift Accepted by the
system currently installed on the Cane Creek Unit 18-1 with a utah Division of

conventional beam pumping unit system. Significant problems have oil, Gas and Mining

been experienced with the current system, a progressing cavity pump, Date:
September 09, 2014

and in order to pump the well effectively a more reliable method is
required. The conventional pumping unit system has a low visual sy: \ J \ È

impact of 25 ft at the walking beam. The unit will be painted to BLM
specifications. Fidelity has committed to limiting the visual and noise

impact of all artificial lift systems in the Paradox field.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 9/3/2014

RECEIVED: Sep. 03,

Sundry Number: 55095 API Well Number: 43019500120000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

8/29/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELL DETERMINATION OTHER OTHER: Replace artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to replace the artificial lift Accepted by the
system currently installed on the Cane Creek Unit 18-1 with a utah Division of

conventional beam pumping unit system. Significant problems have oil, Gas and Mining

been experienced with the current system, a progressing cavity pump, Date:
September 09, 2014

and in order to pump the well effectively a more reliable method is
required. The conventional pumping unit system has a low visual sy: \ J \ È

impact of 25 ft at the walking beam. The unit will be painted to BLM
specifications. Fidelity has committed to limiting the visual and noise

impact of all artificial lift systems in the Paradox field.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 9/3/2014

RECEIVED: Sep. 03,

Sundry Number: 55095 API Well Number: 43019500120000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

8/29/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELL DETERMINATION OTHER OTHER: Replace artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to replace the artificial lift Accepted by the
system currently installed on the Cane Creek Unit 18-1 with a utah Division of

conventional beam pumping unit system. Significant problems have oil, Gas and Mining

been experienced with the current system, a progressing cavity pump, Date:
September 09, 2014

and in order to pump the well effectively a more reliable method is
required. The conventional pumping unit system has a low visual sy: \ J \ È

impact of 25 ft at the walking beam. The unit will be painted to BLM
specifications. Fidelity has committed to limiting the visual and noise

impact of all artificial lift systems in the Paradox field.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 9/3/2014

RECEIVED: Sep. 03,



RECEIVED: Sep. 04, 2014

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT #18-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968  Ext 

9. FIELD and POOL or WILDCAT:
 PARK ROAD 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0721 FNL 0766 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

9 /4 /2014

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Oil Transfer

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity E&P requests permission to temporarily bring two 500 bbl frac
tanks on location to transfer approx 1200 bbls of non-sellable oil from
the existing production equipment. Baker Hughes is currently analyzing

a sample to rectify the issue and get the oil back into sellable
condition. Verbal permission has been granted by Jeff Brown at the BLM

9/4/2014.  

NAME (PLEASE PRINT) PHONE NUMBER 
 Sandi Stocker 720 931-9637

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 9 /4 /2014

September 17, 2014

Sundry Number: 55193 API Well Number: 43019500120000Sundry Number: 55193 API Well Number: 43019500120000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/4/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: OilTransfer

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity E&P requests permission to temporarily bring two 500 bbl frac Accepted by the
tanks on location to transfer approx 1200 bbls of non-sellable oil from utah Division of

the existing production equipment. Baker Hughes is currently analyzing oil, Gas and Mining

a sample to rectify the issue and get the oil back into sellable Date:
September 17, 2014

condition. Verbal permission has been granted by Jeff Brown at the BLM
9/4/2014. sy: \ J \ È

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 9/4/2014

RECEIVED: Sep. 04,

Sundry Number: 55193 API Well Number: 43019500120000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/4/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: OilTransfer

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity E&P requests permission to temporarily bring two 500 bbl frac Accepted by the
tanks on location to transfer approx 1200 bbls of non-sellable oil from utah Division of

the existing production equipment. Baker Hughes is currently analyzing oil, Gas and Mining

a sample to rectify the issue and get the oil back into sellable Date:
September 17, 2014

condition. Verbal permission has been granted by Jeff Brown at the BLM
9/4/2014. sy: \ J \ È

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 9/4/2014

RECEIVED: Sep. 04,

Sundry Number: 55193 API Well Number: 43019500120000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

9/4/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER: OilTransfer

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity E&P requests permission to temporarily bring two 500 bbl frac Accepted by the
tanks on location to transfer approx 1200 bbls of non-sellable oil from utah Division of

the existing production equipment. Baker Hughes is currently analyzing oil, Gas and Mining

a sample to rectify the issue and get the oil back into sellable Date:
September 17, 2014

condition. Verbal permission has been granted by Jeff Brown at the BLM
9/4/2014. sy: \ J \ È

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 9/4/2014

RECEIVED: Sep. 04,



RECEIVED: Oct. 27, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT #18-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968  Ext 

9. FIELD and POOL or WILDCAT:
 PARK ROAD 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0721 FNL 0766 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

10/27 /2014

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Produced water generated from this well is disposed of either at the
Fidelity-operated Kane Springs 16-1 injection well or the commercial

Danish Flats facility in Grand County, Utah.

NAME (PLEASE PRINT) PHONE NUMBER 
 Sandi Stocker 720 931-9637

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 10/27/2014

October 29, 2014

Sundry Number: 57055 API Well Number: 43019500120000Sundry Number: 57055 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Produced water generated from this well is disposed of either at the Accepted by theFidelity-operated Kane Springs 16-1 injection well or the commercial Utah Division of
Danish Flats facility in Grand County, Utah. Oil, Gas and Mining

FOR RECORD ONLY
October 29, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/27/2014

RECEIVED: Oct. 27,

Sundry Number: 57055 API Well Number: 43019500120000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT#18-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500120000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext PARK ROAD

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0721 FNL 0766 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 18 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Produced water generated from this well is disposed of either at the Accepted by theFidelity-operated Kane Springs 16-1 injection well or the commercial Utah Division of
Danish Flats facility in Grand County, Utah. Oil, Gas and Mining

FOR RECORD ONLY
October 29, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/27/2014

RECEIVED: Oct. 27,



Division of Oil, Gas and Mining 

Operator Change/Name Change Worksheet-for State use only 

Effective Date: 3/112016 
FORMER OPERA TOR: NEW OPERA TOR: 
Fidelity E&P Company N3155 Wesco Operating, Inc. N4030 
1801 Califorina Street, Suite 2500 PO Box 1650 
Denver, CO 80202 Casper, WY 82602 

CA Number(s): Unites): Cane Creek 
Threemile 

WELL INFORMATION: 
Well Name API 
See Attached List 

OPERATOR CHANGES DOCUMENTATION: 
1. Sundry or legal documentation was received from the FORMER operator on: 
2. Sundry or legal documentation was received from the NEW operator on: 
3. New operator Division of Corporations Business Number: 8742016-0143 

REVIEW: 
1. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 
2. Receipt of Acceptance of Drilling Procedures for APD on: 
3. Reports current for ProductionlDisposition & Sundries: 4/1912016 
4. OPS/SIITA welles) reviewed for full cost bonding: 4119/2016 
5. UIC5 on all disposal/injection/storage welles) approved on: 4/13/2016 
6. Surface Facility(s) included in operator change: Blue Hills Gas Plant 

Dead House Lateral Pipeline 
Dubinky Booster Station 
Long Canyon Facility 

7. Inspections ofPA statelfee well sites complete on (only upon operators request): 

NEW OPERATOR BOND VERIFICATION: 
1. Federal welles) covered by Bond Number: 
2. Indian welles) covered by Bond Number: 
3.State/fee welles) covered by Bond Number(s): 

DATA ENTRY: 
I. Welles) update in the OGIS on: 
2. Entity Number(s) updated in OGIS on: 
3. Unites) operator number update in OGIS on: 
4. Surface Facilities update in OGIS on: 
5. StatelFee welles) attached to bond(s) in RBDMS on: 
6. Surface Facilities update in RBDMS on: 

LEASE INTEREST OWNER NOTIFICATION: 

UTB0000685 
N/A 
RLB0016443 

4/2112016 " 
4/2112016 
4/2112016 
4/2112016 
4/2112016 
4/2112016 

411212016 

4/12/2016 
4/12/2016 

4/12/2016 

N/A 

1. The NEW operator ofthe Fee (Mineral) wells has been contacted and informed by a letter from the Division 
of their responsibility to notify all interest owners of this change on: NI A 
COMMENTS: 

4/21/2016 

Division of Oil, Gas and Mining
Operator Change/Name Change Worksheet-for State use only

Effective Date: 3/1/2016
FORMER OPERATOR: NEW OPERATOR:
Fidelity E&P Company N3155 Wesco Operating, Inc. N4030
1801 Califorina Street, Suite 2500 PO Box 1650
Denver, CO 80202 Casper, WY 82602

CA Number(s): Unit(s): Cane Creek
Threemile

WELL INFORMATION:
Well Name Sec TWN RNG API Entity Mineral Surface Type Status
See Attached List

OPERATOR CHANGES DOCUMENTATION:
1. Sundry or legal documentation was received from the FORMER operator on: 4/12/2016
2. Sundry or legal documentation was received from the NEW operator on: 4/12/2016
3. New operator Division of Corporations Business Number: 8742016-0143

REVIEW:
1. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 4/12/2016
2. Receipt of Acceptance of Drilling Procedures for APD on: 4712/2016
3. Reports current for Production/Disposition & Sundries: 4/19/2016
4. OPS/SI/TA well(s) reviewed for full cost bonding: 4/19/2016
5. UIC5 on all disposal/injection/storage well(s) approved on: 4/13/2016
6. Surface Facility(s) included in operator change: Blue Hills Gas Plant

Dead House Lateral Pipeline
Dubinky Booster Station
Long Canyon Facility

7. Inspections of PA state/fee well sites complete on (only upon operators request): N/A

NEW OPERATOR BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UTBOOOO685
2. Indian well(s) covered by Bond Number: N/A
3.State/fee well(s) covered by Bond Number(s): RLB0016443

DATA ENTRY:
1. Well(s) update in the OGIS on: 4/21/2016
2. Entity Number(s) updated in OGIS on: 4/21/2016
3. Unit(s) operator number update in OGIS on: 4/21/2016
4. Surface Facilities update in OGIS on: 4/21/2016
5. State/Fee well(s) attached to bond(s) in RBDMS on: 4/21/2016
6. Surface Facilities update in RBDMS on: 4/21/2016

LEASE INTEREST OWNER NOTIFICATION:
1. The NEW operator of the Fee (Mineral) wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: N/A
COMMENTS:



From: Fidelity Exploration Production Comany N3155 
To: Wesco Operating, Inc. N4030 
Effective: 3/1/2016 

\llJ5lJ!lJam~ . __ .____ . Sectioll_J"""Lti RNG AP'-N~mner Jntity . Miner(~L~r!§l~~jType I Status_ Unit 
KANE SPRINGS 16-1 16 250S 180E 4301931341 11484 State State 'WD A CANE CREEK -. ----.. . .-.,--... I - --- --.- ------.---- -.. ----.-.---... ----- - .... --.--- -. -----

CANE CREEK UNIT 2-2-25-18 2 i250S 180E 4301950044 State State OW .APD CANE CREEK 

g:~:g:ff~~~H~~: :~:' j~!!!1~~!~1[g:~~t-~:;:~E:~!lg~ 1~:~I~~nm~ 
Cane Creek 10-1-25-19102508 190E 14301950054 Federal Federal'OWAPD 
Cane Creek Unit 30-1-25-19 30 12505190EA301950055- -Federal Federal-bw APDCANECREEK-
Cane Creek Unii19-i-26-20

u 

19
U

- -, 260S200E 4301950056 Federal Federal jOW~PD 'CANE CREEK 

g:~~:~~~:!~~~~u .~4 __ ul~~~~ ~!:r::=~~. ·~=~~!t:r~I,g~-:!~~- ~~g~~~~--
Cane Creek Unit 16-3-25-18----=:'---16 _ _ 1250S . 180E '4~Q1950059 Feder~ State O~~+gANE CREEK-
gane Creek Unit 1~-1-25-19 19 ,250S 'I 190E ·1'4301950060.. Federal_Federalllo~_ ~ .A_ PD ~~ANE CREEK 
CaneCreekUnit32-2-25-1932 '1250S.190EA301950061. State State .OW lAPD CANECREEK 
Cane Creek Unit 17-1-25-19 . '-17 .250S ,190E !4301950062 _U Federal Federal OW -APD CANE CREEK 
Cane Creek Unit 16-4-25-18 16 !250S 180E 4301950063 Federal State OW APD __ ,CANE CREEK 
Cane Creek Unit 2-4-25-18 ,2 250S 180E 4301950064 Federal State OW APD CANE CREEK 

----:--:-:--:--:::c----c-: --:--=--- - L --- .. I .. -:-+-=-=-==-
Cane Creek Unit 5-1-25-18 '5 1250S J80E 14301950065. Federal Ff:!derallOW !APD C;ANE CREEK 
8-2-26-20 8260S '200E 4301950068 Federal Federal OW 'APD .CANE CREEK 
Cane Creek Unit 19-3-26-20 19 +260S 200E 4301950069 Federal Federal ,OW 1APD tANE CREEK 

g:~: g~::~ ~~:! ~~~~~~~~~~ !~~.- r~~~~I~~~~:;~~~~~_ .. n_~:~:~::~:~:~:: 19~-;~:~=g~~~ g~~~~ 
~:~:@~~~ ~~:!~f-t~~~~: -- -- .. -:~~ --'1~~~ I~~ggj:~;:i~::-~:~~~:~:~;::~~~Z_§~~~l~~g~ 
Cane Creek Unit 9-1-25-18 9 ~50S180E ,430195QQ74 Federal Fed~rCiI'OW API:) CAN!:: gREEK 

g:~:§[~~~i!~]~:l !_'~ '_,.tml, iigi f:=~'---~~i~~:i g~f~1 g~~~ ~U~: 
~:~~~=~t-:: 1~t=~:~! Illgi !!i!!g~~- '~~i!=: Ig~ I~~~' 'I~~:!~C~~_, 
Cane Creek Unit 7-2-26-20 ____ __ 7_ 2.60S h2.QQE 143019. 50051 +.1_9706 Fe. deral Xederal i0'N._ O. PS .. ,CANE CREEK 
THREEMILE 16-1716 l290S k220E 430375000317984 State State lOW OPS ]THREEMILE 
Three Mile Unit 12-2-29-21 12 1290S .210E430375006919646 Federal Federal OW :OPS THREEMILE 
KANE SPRINGS FED 27-1 ,27 250Stl190E 14301931310 14505 Federal Federal lOW p.. 'CAN-E CREEK .• 
KANE SPRINGS FED 19-1A 19 1260S 200E 4301931324' 14505 Federal Federal lOW P CANE CREEK 
KANE SPRINGS FED 10-1 10 :250S '180E 4301931331 14509 Federal Federal OWP-- CANE CREEK 

KANESPRINGSFED25-19-3~.-1 134._ . i250SII!~bE 43019313.34~14505 Fede.ral Federal:OW Ip-~ ICANECREEK ... 
CANE CREEK 2-1 2 ~S 190E 4301931396 14505 State State lOW P CANE CREEK 
CANE CREEK UNIT 12-1 - ~ 12 ~S 190E '4301950009 14505 Federal Federal~ OW I P~ANE CREEtS, 

~~. i. ~~i~ ~~:~~h~~~-=-l~!. [.~.·~~.r.l .. :~ .. I:~~ii~~§[;t~:.;:.~~:~:_.g~ :1{ .. =1g.',~.~fi-. ~.!t 
g~~g g~~~~li~r;~-3 I;~ 1~~g~f1~~~ 1:~g~~~~~J~_f~~~l~:~~~~1:~:~_:~~f fg~ .~. l2A~~g~~~~-
g:~eE 9~::kE~n~~~~128-2 . i1~ . 1~;~~11~ ... ~.-._.~··.·I,:;g~~~~~~-0.8 +. ~~:~§;:}:~.:. :~:~:~:1 !¢~-1~... .. j~AN. E CREEI5 
Cane Creel<..!!nit ~6-1 ._.l6_~Q§ :190~_j_43019_509~0, 14505 State _ State:Q""'-P __ ~C::At-J.~gR~EIS._ 
Can~ C!~~k Uni! 36-2H36 250S 190E 4301950033 14505 State State OW ~CANE CREEK 

g:~: g~::~ ~~:! ;:~;~ n ---~~~~---n~g~=~~;~g;: ,~~;~~~~~:ral~~~:rang~-~~_-=~W{~~g~~~~ 
CANE_CREEK UNIT 2-1-25-18 ~2 __ . . .250S

1

180E:.'.4. 30. 1950036 _19343 Federal.State JOW. I~ .. --t.ANE CREEK. 
<2ane Creek Unit 32-1-25-19_ _ ~_ 1250S 190E f430195003719396 State State iod__ __ . 
Cane Creek Unit 28-3 .. __ ~28 !250S '1. 90E !4301_95004.5 19767 Fed. eral Fed_e!iJl OW I~_,C.ANE CREE.K 
Cane Creek 32-1-25-20~ 250S I?OOE 14301950049 19588 State State lOW +p.. _ 
HATCH POINT 1 14 :290S !210E:4303731658.11356 Federal Federal OW P ~ _ 
THRE:!::MILE 43-~ ___ !8 __ ._,.!290S.220E_430373~857 17276 Federalfederal 9~_ 1. __ 
LONG CANYON 1 9 260S :200E 4301915925 674 Federal Federal ,OW IS 
CANE CREEK 1-1 --~1---~i260S-t19oE 43c)1931446 14505 Federal FederaIOW--r-s- CANE CREEK 

From: Fidelity Exploration Production Comany N3155
To: Wesco Operating, Inc. N4030
Effective: 3/1/2016

Well Name Section TWN RNG API Numner Entity Mineral Surface Type Status Unit
KANE SPRINGS 16-1 16 250S 180E 4301931341 11484 State State WD A CANE CREEK
CANE CREEK UNIT 2-2-25-18 2 250S 180E 4301950044 State State OW APD CANE CREEK
Cane Creek Unit 25-1-25-19 25 250S 190E 4301950048 Federal Federal OW ÄPD CÄNE CREEK
Cane Creek Unit 6-1-25-19 6 250S 190E 4301950052 Federal Federal OW APD CANE CREEK
Cane Creek Unit 29-1-25-19 29 250S 190E 4301950053 Federal Federal OW APD CANE CREEK
Cane Creek 10-1-25-19 10 250S 190E 4301950054 Federal Federal OW APD
Cane Creek Unit 30-1-25-19 30 250S 190E 4301950055 Federal Federal OW APD CANE CREEK
Cane Creek Unit 19-2-26-20 19 260S 200E 4301950056 Federal Federal OW APD CANE CREEK
Cane Creek Unit 14-1-25-19 14 250S 190E 4301950057 Federal Federal OW APD CANE CREEK
Cane Creek Unit 2-3-25-18 2 2505Ï180E 4301950058 Federal State OW APD CANE CREEK
Cane Creek Unit 16-3-25-18 16 250S 180E 4301950059 Federal State OW APD CANE CREEK
Cane Creek Unit 19-1-25-19 19 250S 190E 4301950060 Federal Federal OW APD CANE CREEK
Cane Creek Unit 32-2-25-19 32 250S 190E 4301950061 State State OW APD CANE CREEK
Cane Creek Unit 17-1-25-19 17 250S 190E 4301950062 Federal Federal OW APD CANE CREEK
Cane Creek Unit 16-4-25-18 16 250S 180E 4301950063 Federal State OW APD CANE CREEK
Cane Creek Unit 2-4-25-18 2 250S 180E 4301950064 Federal State OW APD CANE CREEK
Cane Creek Unit 5-1-25-18 5 250 180E 4301950065 Federal Federal OW APD CANE CR
8-2-26-20 8 260S 200E 4301950068 Federal Federal OW APD CANE CREEK
Cane Creek Unit 19-3-26-20 19 260S 200E 4301950069 Federal Federal OW APD CANE CREEK
Cane Creek Unit 21-1-25-19 21 250S 190E 4301950070 Federal Federal OW APD CANE CREEK
Cane Creek Unit 12-2-26-19 260S 190E 4301950 Federal Federal OV\ÏÄPD ÖÄNE CREEK
Cane Creek Unit 26-4-25-19 26 250S 190E 4301950072 Federal Federal OW APD CANE CREEK
Cane Creek Unitž1-1-25-18 21 250S 180E 43019500Ì3 F¾eral EederaÏOW APD CANE CREEK
Cane Creek Unit 9-1-25-18 9 250S 180E 4301950074 Federal Federal OW APD CANE CREEK
Cane Creek Unit 7-1-25-19 7 250S 190E 4301950075 Federal Federal OW APD CANE CREEK
Cane Creek Unit 5-2-25-18 5 250S 180E 4301950076 Federal Federal OW APD CANE CREEK
Cane Creek Unit 7-1-25-18 7 250S 180E 4301950077 Federal Federal OW APD CANE CREEK
Cane Creek Unit 13-1-25-18 13 250S 180E 4301950078 Federal Federal OW APD CANE CREEK
Three Mile Unti 12-3-29-21 12 290S 210E 4303750070 Federal Federal OW APD THREEMILE
Three Mile Unit 16-2-29-22 1Ï 290S 220E 4303750071 Federal State OW APD THREEMILE
Cane Creek Unit 7-2-26-20 7 260S 200E 4301950051 19706 Federal Federal OW OPS CANE CREEK
THREEMILE 16-17 16 290S 220E 4303750003 17984 State State OW OPS THREEMILE
Three Mile Unit 12-2-29-21 12 290S 210E 4303Ì5006919646 Federal Federal OW OPS THREEMILE
KANE SPRINGS FED 27-1 27 250S 190E 4301931310 14505 Federal Federal OW P CANE CREEK
KÄNE SPRINGS FED 19-1Ä 19 260S 200E 4301931324 14505 Federal Federa OW P CANÈCREEK
KANE SPRINGS FED 10-1 10 250S 180E 4301931331 14509 Federal Federal OW P CANE CREEK
KANE SPRINGS FED 25-19-34-1 34 250S 190E 4301931334 14505 Federal Federal OW P CANE CREEK
CANE CREEK 2-1 2 260S 190E 4301931396 14505 State State OW P CANE CREEK
CANE CREEK UNIT 12-1 12 260S 190E 4301950009 14505 Federal Federal OW P CANE CREEK
CANE CREEK UNIT 7-1 7 260S 200E 4301950010 18923 Federal Federal OW P CANE CREEK
CÃNE CREEK UÑIT# 26-2 26 250S 190E 4301950011 14505 Federal Federal OW P CANE CREEK
CANE CREEK UNIT #18-1 18 260S 200E 4301950012 14505 Federal Federal OW P CANE CREEK
CANE CREEK U #13-1 13 260S 190E 4301950014 145Ò5Federal Federal ÓW P CÄNE CREEK
CÃlúECREEKUÑIÌ26-3 26 250S 190E 430195001914505 Federal Federal ÒW P CÄNECREEK
CANE CREEK UNIT 28-2 28 250S 190E 4 1950020 18681 Federal Federal OW P
Cane Creek Unit 17-1 17 260S 200E 4301950028 18980 Federal Federal OW P CANE CREEK
Cane Creek Unit 36-1 36 250S 190E 4301950030 14505 State State OW P CANE CREEK
Cane Creek Unit 36-2H 36 250S 190E 4301950033 14505 State State OW P CANE CREEK
Cane Creek Unit 24-2H 24 260S 190E 4301950034 19342 Federal Federal OW P CANE CREEK
Cane Creek Unit 36-3H 36 50S 190E 4301950035 19528 State State OW P CANE CREEK
CANE CREEK UNIT 2-1-25-18 2 250S 180E 4301950036 19343 Federal State OW P CANE CREEK
Cane Creek Unit 32-1-25-19 32 250S 190E 4301950037 19396 State State OW P
Cane Creek Unit 28-3 28 250S 190E 4301950045 19767 Federal Federal OW P CANE CREEK
Cane Creek 32-1-25-20 32 250S 200E 4301950049 19588 State State OW P
HATCH POINT 1 14 290S 210E 4303731658 11356 Federal Federal OW P
THREEMILE 43-18H 18 290S 220E 4303731857 17276 Federal Federal OW P
LONG CANYON 1 9 260S 200E 4301915925 674 Federal Federal OW S
CANE CREEK 1-1 1 260S 190E 4301931446 14505 Federal Federal Ow CANE



From: Fidelity Exploration Production Comany N3155 
To: Wesco Operating, Inc. N4030 
Effective: 3/1/2016 

~NI::CREEK 24-1 ___ ~~4 ~§.~ '.!~OE 430.1931447. 1. 4.5. 05IFedera.llfede,"-allQwJ5 
CANE CREEK 8-1 8 2605 200E 4301931449 16464 Federal Federal OW '5 
~fr~ek Unit 18~2-=----=--~18 2605 "f200E I 430 19s002Yj 14505 Federal Federal OW 15--
Cane Creek Unit 17-2 __ .17_ . _1260§1200E _4301~50032f4505 FederaLFederaliovv-----,§ 
c:;ane CrE;!ek 36-1-25-18_ ---f36 _ ,250S .180E 43019§00381194-40~e i§tCitE! ___ OV'{~ 

'CANE CREEK 
- ---- --~--

! g~~~3~~~~-
-lCANE¢~EE~ __ -

CHEVRON FED 1 ~_ _ 2905-.-130E _4303730005 975 I Feder~1 : federal Q""-_~_. 

~~l.[i~9~;~7 .. _____c~~--- +I~ I~j~~t~~-;~gg~ I ~~~~~ ~:~:~~:i ~:~:~::,g~-l~m rT-_H-R-EE:MI~~--= 
CANE CrfEEK UNIT 16-2~25-f8 116 --'2505! 180E 4301950046 19512 ·State-~5tate-toWTAICANE CREEK 

From: Fidelity Exploration Production Comany N3155
To: Wesco Operating, Inc. N4030
Effective: 3/1/2016

CANE CREEK 24-1 24 260S 190E 4301931447 14505 Federal Federal OW S CANE CREEK
CANE CREEK 8-1 8 260S 200E 4301931449 16464 Federal Federal OW S CÄNE CREEK
Cane Creek Unit 18-2 18 260S 200E 4301950027 14505 Federal Federal OW S CANE CREEK
Cane Creek Unit 17-2 17 260S 200E 4301950032 14505 Federal Federal OW S CANE CREEK
Cane Creek 36-1-25-18 36 250S 180E 4301950038 19440 State State OW S
CHEVRON FED 1 24 290S 230E 4303730005 975 Federal Federal OW S
Ìhreemile12-7 12 290S 210E 4303750001 7837 Federal Federal OW S THREEMILE
LASAL 29-28 29 290S 230E 4303750002 17920 Federal Federal OW S
CANE CREEK UNIT 16-2-25-18 16 250S 180E 4301950046 19512 State State OW TA CÄNE



" '",' " 

WESCO OPERATING, INC. 
a I L & .G AS·.. a ... PE R'iA T I a N S 

April 8, 2016 

John Rogers 

Utah Division of Oil, Gas and Mining 

1594 West North Temple, Suite 1210 Box 145801 

Salt Lake City, Utah 84114 

RE: Change of Operator 

A) Wells 

B) APD'S 

C) Dubinky Booster Station 

D) Blue Hills Gas Plant 

E) Dead Horse Lateral Pipeline 
F) Authority to Inject 

Sundry Notices 

Dear John Rodgers, 

RECE.\\lED 
~PR} -i 'l.G\b 

oN. Of Oll. G~$" .\",~G 

Please find enclosed the following documents from Fidelity Exploration & Production Company 
to Wesco Operating, Inc for your further handing. If you have any further questions please 
contact us.-

s~\\ 
casSYHa~ ~ 
307-577-5337 

1208. Durbin • P.D. Box 1650 • Casper. WY82602 • 307/4724618 • 307/265-1791 FAX 

WESCOOPERATING,INC.
OIL & GAS OPERATIONS

RygEWED

April 8, 2016

John Rogers OW.0FOL
Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210 Box 145801
Salt Lake City, Utah 84114

RE: Change of Operator
A) Wells
B) APD'S
C) Dubinky Booster Station
D) Blue Hills Gas Plant
E) Dead Horse Lateral Pipeline
F) Authority to Inject
Sundry Notices

Dear John Rodgers,

Please find enclosed the following documents from Fidelity Exploration & Production Company
to Wesco Operating, Inc for your further handing. If you have any further questions please
contact us.

307-577-5337

120 S. Durbin • P.O.Box 1650 • Casper, WY 82602 • 307/472-4618 • 307/265-1791



FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

Do not use this fann for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPEOFWELL 
OIL WELL III GAS WELL D OTHER __________ _ 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

See Attached Exhibit 
6. IF INDIAN, ALLOTIEE OR TRIBE NAME: 

See Attached Exhibit 
7. UNIT or CA AGREEMENT NAME: 

See Attached Exhibit 
8. 'hELL NAME and NUMBER: 

See Attached Exhibit 
9. API NUMBER: 

10. FIELD AND POOL, OR VIIILDCAT: 

1801 California St., STE 2501 CITY Denver STATE CO ZIP 80202 I PHONE NUMBER: 

(303) 893-3133 See Attached Exhibit 
4. LOCATION OF 'hELL 

FOOTAGES AT SURFACE: See attached exhibit for all wells and details COUNTY: Grand 

QTRlQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

III D ACIDIZE D DEEPEN D REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) D ALTER CASING D FRACTURE TREAT D SIDETRACK TO REPAIR WELL 

Approximate date work will start: D CASING REPAIR D NEW CONSTRUCTION D TEMPORARILY ABANDON 

3/1/2016 D CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE D TUBING REPAIR 

D CHANGE TUBING D PLUG AND ABANDON D VENT OR FLARE 

D SUBSEQUENT REPORT D CHANGE 'hELL NAME D PLUG BACK D WATER DISPOSAL 
(Submit Original Form Only) 

D CHANGE WELL STATUS D PRODUCTION (STARTIRESUME) D WATER SHUT -OFF 
Date of work completion: 

D D D COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: 

D CONVERT WELL TYPE D RECOMPLETE - DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc. 

Effective March 1,2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the 
wells listed on the attached exhibit and Wesco Operating, Inc, has been designated as successor Operator. 

Wesco Operating, Inc. 
P.O. Box 1650 
Casper, Wyoming 82602 
Phone 307-265-5178 

Wesco Operating, Inc. 

R;Up~ 
Signature 

'"''I''''''''''''''' Darwin SUba~ 
SIGNATURE ~( 

(This space for State use only) B\..t'(\ ~ 

Fidelity Exploration & Production Company 
1801 California Street, Suite 2500 
Denver, Colorado 80202 
Phone 303-893-3133 

TITLE 

DATE 

Chief Financial Officer 

APPROVED 
APR 2 \ 20\6 

(512000) (See Instructions on Reverse Side) 

DIV. OIL GAS & MINING _ 

ay:~ oh 9 o..\'Pe d 9 ~ 

STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

See Attached Exhibit

SUNDRY NOTICES AND REPORTS ON WELLS glFINDIAAN,ÆcLhedEEExhiBENAME:

7. UNITorCA AGREEMENTNAME:
Do notuse thisform for proposals to drillnewwells,significantly deepen existingwells below currentbottom-hole depth, reenterplugged wells, or t° See Attached Exhibitdrillhorizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for suchproposals.

1. TYPE OF WELL 8 WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER See Attached Exhibit

2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1801 Califomia St., STE 250tciTY Denver STATE CO ZIP 80202 (303) 893-3133 See Attached Exhibit
4. LOCATIONOF WELL

FOOTAGES AT SURFACE: See attached exhibit for alfwells and details COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATER SHUT43FF
Date ofworkcompletion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective March 1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the
wells listed on the attached exhibit and Wesco Operating, Inc. has been designated as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O. Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W. Kirkwood, Preside

Signature

NAME(PLEASE PRINT) OfWin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only) APPROVED

(5/2000) (See instructions on Reverse Side)

DIV.OIL GAS &M1NING



14506 

14505 

14509 

14506 

14505 

14505 

14505 
18923 

14506 

14505 

14505 
14506 

18681 
14505 

18980 
19057 

14505 
19527 

19342 

19528 
19396 
19767 

19588 
11356 
17276 

19706 

17984 

19646 
19343 

19512 
674 

14505 

16464 
19440 

975 
17837 

17920 

Permitted Well Name 

4301931310 KANE SPRINGS FED 27-1 

4301931324 KANE SPRINGS FED 19-1A 

4301931331 KANE SPRINGS FED 10-1 
4301931334 KANE SPRINGS FED 25-19-34-1 

4301931341 KANE SPRINGS 16-1-25-18 

4301931396 CANE CREEK 2-1 
4301931446 CANE CREEK 1-1 

4301950009 CANE CREEK UNIT 12-1 

4301950010 CANE CREEK UNIT 7-1 

4301950011 CANE CREEK UNIT# 26-2 

4301950012 CANE CREEK UNIT #18-1 
4301950014 CANE CREEK U #13-1 

4301950019 CANE CREEK UNIT 26-3 

4301950020 CANE CREEK UNIT 28-2 
4301950027 Cane Creek Unit 18-2 

4301950028 Cane Creek Unit 17-1 

4301950030 Cane Creek Unit 36-1 

4301950032 Cane Creek Unit 17-2 

4301950033 Cane Creek Unit 36-2H 
4301950034 Cane Creek Unit 24-2H 

4301950035 Cane Creek Unit 36-3H 
4301950037 Cane Creek Unit 32-1-25-19 
4301950045 Cane Creek Unit 28-3 
4301950049 Cane Creek 32-1-25-20 

4303731658 HATCH POINT 1 

4303731857 THREEMILE 43-18H 
4301950051 Cane Creek Unit 7-2-26-20 

4303750003 THREEMILE 16-17 
4303750069 Three Mile Unit 12-2-29-21 

4301950036 CANE CREEK UNIT 2-1-25-18 
4301950046 CANE CREEK UNIT 16-2-25-18 

4301915925 LONG CANYON 1 
4301931447 CANE CREEK 24-1 

4301931449 CANE CREEK 8-1 
4301950038 Cane Creek 36-1-25-18 

4303730005 CHEVRON FED 1 
4303750001 Threemile 12-7 

4303750002 LA SAL 29-28 
4301950044 CANE CREEK UNIT 2-2-25-18 

4301950048 Cane Creek Unit 25-1-25-19 

4301950052 Cane Creek Unit 6-1-25-19 
4301950053 Cane Creek Unit 29-1-25-19 

4301950054 Cane Creek 10-1-25-19 

4301950055 Cane Creek Unit 30-1-25-19 

4301950056 Cane Creek Unit 19-2-26-20 

Fidelity Exploration & Production Company Paradox Well & APD List 

AKA Well Name Township RiDB Sectlon(s) ~ ~ MiDIri! Surface Well Type Well Status 

KANE SPRINGS FED 27-1-25-19 

KANE SPRINGS FED 19-1A-ST-26-20 

KANE SPRINGS FED 10-1-25-18 

KANE SPRING5 FED 25-19-34-1 

Disposal Well 
CANE CREEK UNIT 2-1-26-19 
CANE CREEK UNIT 1-1-26-19 

CANE CREEK UNIT 12-1-26-19 

CANE CREEK UNIT 7-1-26-20 
CANE CREEK UNIT 26-2-25-19 

CANE CREEK UNIT 18-1-26-20 

CANE CREEK UNIT 13-1-26-19 

CANE CREEK UNIT 26-3-25-19 

CANE CREEK UNIT 28-2-25-19 

CANE CREEK UNIT 18-2-26-20 
CANE CREEK UNIT 17-1-26-20 

CANE CREEK UNIT 36-1-25-19 

CANE CREEK UNIT 17-2-26-20 

CANE CREEK UNIT 36-2H-25-19 
CANE CREEK UNIT 24-2-26-19 

CANE CREEK UNIT 36-3H-25-19 
CANE CREEK UNIT 32-1-25-19 
CANE CREEK UNIT 28-3-25-19 

CANE CREEK 32-1-25-20 
HATCH POINT FEDERAL 1 
THREEMILE UNIT 43-18H-29-22 

CANE CREEK UNIT 7-2-26-20 
THREEMILE UNIT 16-17-29-22 

THREE MILE UNIT 12-2-29-21 

CANE CREEK UNIT 2-1-25-18 
CANE CREEK UNIT 16-2-25-18 

LONG CANYON 1 
CANE CREEK UNIT 24-1-26-19 

CANE CREEK UNIT 8-1-26-20 
CANE CREEK 36-1-25-18 

CHEVRON FEDERAL 1H 
THREEMILE UNIT 12-7-29-21 

LA SAL UNIT 29-28-29-23 
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19 
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GRAND UT 
GRAND UT 
GRAND UT 

GRAND UT 
GRAND UT 

Federal 

Federal 

Federal 

Federal 

State 

State 
Federal 

Federal 

Federal 

Federal 
Federal 

Federal 

Federal 

Federal 
Federal 

Federal 

State 
Federal 

5tate 
Federal 

5tate 
State 
Federal 

State 
Federal 
Federal 

Federal 

State 
Federal 

Federal 

State 
Federal 
Federal 

Federal 

State 
Federal 
Federal 

Federal 

State 
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TA" 
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APD y' 

APD v' 

Fidelity Exploration &Production Company Paradox Well & APD List

Entity # RI_f! Permitted Well Name AKAWell Name Township REDgg Sectionis) Countv Salg Mingrpl Surface Well Tvne Well Status

14506 4301931310 KANESPRINGSFED27-1 KANESPRINGSFED27-1-25-19 255 19E 27 GRAND UT Federal Federal OW P

14505 4301931324 KANESPRINGSFED19-1A KANESPRINGSFED19-1A-ST-26-20 265 20E 19 GRAND UT Federal Federal OW P*

14509 4301931331 KANESPRINGSFED10-1 KANESPRINGSFED10-1-25-18 25S 18E 10 GRAND UT Federal Federal OW PV

14506 4301931334 KANESPRINGSFED25-19-34-1 KANESPRINGSFED25-19-34-1 25S 19E 34 GRAND UT Federal Federal OW PV

4301931341 KANESPRINGS16-1-25-18 DisposalWell 255 18E 16 GRAND UT State State SWD PV

14505 4301931396 CANECREEK2-1 CANECREEKUNIT2-1-26-19 26S 19E 2 GRAND UT State State OW PV

14505 4301931446 CANECREEK1-1 CANECREEKUNIT1-1-26-19 26S 19E 1 GRAND UT Federal Federal OW PV

14505 4301950009 CANECREEKUNIT12-1 CANECREEKUNIT12-1-26-19 26S 19E 12 GRAND UT Federal Federal OW P

18923 4301950010 CANECREEKUNIT7-1 CANECREEKUNIT7-1-26-20 26S 20E 7 GRAND UT Federal Federal OW P

14506 4301950011 CANECREEKUNIT#26-2 CANECREEKUNIT26-2-25-19 25S 19E 26 GRAND UT Federal Federal OW PV

14505 4301950012 CANECREEKUNIT#18-1 CANECREEKUNIT18-1-26-20 265 20E 18 GRAND UT Federal Federal OW PV

14505 4301950014 CANECREEKU #13-1 CANECREEKUNIT13-1-26-19 26S 19E 13 GRAND UT Federal Federal OW PV

14506 4301950019 CANECREEKUNIT26-3 CANECREEKUNIT26-3-25-19 25S 19E 26 GRAND UT Federal Federal OW PV

18681 4301950020 CANECREEKUNIT28-2 CANECREEKUNIT28-2-25-19 25S 19E 28 GRAND UT Federal Federal OW PV

14505 4301950027 Cane Creek Unit 18-2 CANECREEKUNIT18-2-26-20 265 20E 18 GRAND UT Federal Federal OW PV

18980 4301950028 Cane Creek Unit 17-1 CANECREEKUNIT17-1-2&-20 26S 20E 17 GRAND UT Federal Federal OW PV

19057 4301950030 Cane CreekUnit 36-1 CANECREEKUNIT36-1-25-19 25S 19E 36 GRAND UT State State OW PV

14505 4301950032 Cane Creek Unit 17-2 CANECREEKUNIT17-2-26-20 26S 20E 17 GRAND UT Federal Federal OW PV

19527 4301950033 CaneCreek Unit 36-2H CANECREEKUNIT36-2H-25-19 25S 19E 36 GRAND UT State State OW PV

19342 4301950034 Cane CreekUnit 24-2H CANECREEKUNIT24-2-26-19 26S 19E 24 GRAND UT Federal Federal OW PV

19528 4301950035 CaneCreek Unit 36-3H CANECREEKUNIT36-3H-25-19 255 19E 36 GRAND UT State State OW PV

19396 4301950037 Cane CreekUnit 32-1-25-19 CANECREEKUNIT32-1-25-19 25S 19E 32 GRAND UT State State OW PV

19767 4301950045 Cane Creek Unit 28-3 CANECREEKUNIT28-3-25-19 26S 19E 28 GRAND UT Federal Federal OW Pv

19588 4301950049 CaneCreek 32-1-25-20 CANECREEK32-1-25-20 25S 20E 32 GRAND UT State State OW Pv

11356 4303731658 HATCHPOINT1 HATCHPOINTFEDERAL1 295 21E 14 SANJUAN UT Federal Federal OW Pv

17276 4303731857 THREEMILE43-18H THREEMILEUNIT43-18H-29-22 295 22E 18 SANJUAN UT Federal Federal OW P

19706 4301950051 Cane Creek Unit 7-2-26-20 CANECREEKUNIT7-2-26-20 26S 20E 7 GRAND UT Federal Federal OW OPS v

17984 4303750003 THREEMILE16-17 THREEMILEUNIT16-17-29-22 295 22E 16 SANJUAN UT State State OW OPS Y

19646 4303750069 Three Mile Unit 12-2-29-21 THREEMILEUNIT12-2-29-21 29S 21E 12 SANJUAN UT Federal Federal OW OPS

19343 4301950036 CANECREEKUNIT2-1-25-18 CANECREEKUNIT2-1-25-18 255 18E 2 GRAND UT Federal State OW TA

19512 4301950046 CANECREEKUNIT16-2-25-18 CANECREEKUNIT16-2-25-18 25S 18E 16 GRAND UT State State OW TA

674 4301915925 LONGCANYON1 LONGCANYON1 26S 20E 9 GRAND UT Federal Federal OW S *

14505 4301931447 CANECREEK24-1 CANECREEKUNIT24-1-26-19 26S 19E 24 GRAND UT Federal Federal OW S *

16464 4301931449 CANECREEK8-1 CANECREEKUNIT8-1-26-20 26S 20E 8 GRAND UT Federal Federal OW S /

19440 4301950038 Cane Creek 36-1-25-18 CANECREEK36-1-25-18 255 18E 36 GRAND UT State State OW SV

975 4303730005 CHEVRONFED1 CHEVRONFEDERAL1H 29S 23E 24 SANJUAN UT Federal Federal OW SV

17837 4303750001 Threemile 12-7 THREEMILEUNIT12-7-29-21 295 21E 12 SANJUAN UT Federal Federal OW S *

17920 4303750002 LASAL29-28 LASALUNIT29-28-29-23 29S 23E 29 SANJUAN UT Federal Federal OW SY

4301950044 CANECREEKUNIT2-2-25-18 2505 180E 2 GRAND UT State State OW APD

4301950048 Cane Creek Unit 25-1-25-19 250s 190E 25 GRAND UT Federal Federal OW APD

4301950052 Cane CreekUnit 6-1-25-19 2505 190E 6 GRAND UT Federal Federal OW APD

4301950053 Cane Creek Unit 29-1-25-19 2505 190E 29 GRAND UT Federal Federal OW APD

4301950054 CaneCreek 10-1-25-19 250S 190E 10 GRAND UT Federal Federal OW APD y

4301950055 CaneCreek Unit 30-1-25-19 2505 190E 30 GRAND UT Federal Federal OW APD /
4301950056 CaneCreek Unit 19-2-26-20 260S 200E 19 GRAND UT Federal Federal OW APD



Entitv# API # Permitte!! W~II Ni!m~ AKAW~IINi!m~ Townshie Range ~~iQn(~1 County ~ Mineral Surface W~IITYI!!l Well~i!II!~ 
4301950057 Cane Creek Unit 14-1-25-19 2505 190E 14 GRAND UT Federal Federal OW APD v 
4301950058 Cane Creek Unit 2-3-25-18 2505 180E 2 GRAND UT Federal State OW APD v' 

4301950059 Cane Creek Unit 16-3-25-18 2505 180E 16 GRAND UT Federal State OW APD v 
4301950060 Cane Creek Unit 19-1-25-19 2505 190E 19 GRAND UT Federal Federal OW APD V 
4301950061 Cane Creek Unit 32-2-25-19 2505 190E 32 GRAND UT State State OW APD Y 
43019S0062 Cane Creek Unit 17-1-2S-19 2505 190E 17 GRAND UT Federal Federal OW APD v 
4301950063 Cane Creek Unit 16-4-25-18 2505 180E 16 GRAND UT Federal State OW APD v 
4301950064 Cane Creek Unit 2-4-25-18 2505 180E 2 GRAND UT Federal State OW APD 0/ 
4301950065 Cane Creek Unit 5-1-25-18 2505 180E 5 GRAND UT Federal Federal OW APD t/ 
4301950068 8-2-26-20 2605 200E 8 GRAND UT Federal Federal OW APD V 

4301950069 Cane Creek Unit 19-3-26-20 2605 200E 19 GRAND UT Federal Federal OW APD v' 
4301950070 Cane Creek Unit 21-1-25-19 2505 190E 21 GRAND UT Federal Federal OW APD v 
4301950071 Cane Creek Unit 12-2-26-19 2605 190E 12 GRAND UT Federal Federal OW APD v 
4301950072 Cane Creek Unit 26-4-25-19 2505 190E 26 GRAND UT Federal Federal OW APD ., 

4301950073 Cane Creek Unit 21-1-25-18 2505 180E 21 GRAND UT Federal Federal OW APD v 
43019S0074 Cane Creek Unit 9-1-25-18 2505 180E 9 GRAND UT Federal Federal OW APD .I 
4301950075 Cane Creek Unit 7-1-25-19 2505 190E 7 GRAND UT Federal Federal OW APD y 

4301950076 Cane Creek Unit 5-2-25-18 2505 180E 5 GRAND UT Federal Federal OW APDy 

4301950077 Cane Creek Unit 7-1-25-18 2505 180E 7 GRAND UT Federal Federal OW APD t/ 
4301950078 Cane Creek Unit 13-1-25-18 2S0S 180E 13 GRAND UT Federal Federal OW APD v 
4303750070 Three Mile Unti 12-3-29-21 2905 210E 12 SANJUAN UT Federal Federal OW APD ,I' 

4303750071 Three Mile Unit 16-2-29-22 2905 220E 16 SANJUAN UT Federal State OW APD v 
4301950036 CANE CREEK UNIT 2-1-25-18H2 255 18E 2 GRAND UT Federal State OW APD ,/ 

Entity ff API__# Permitted Well Name AKAWell Name Township _Range Sectionis) County gagg Mineral Surface Well Tvoe Well Status
4301950057 Cane Creek Unit 14-1-25-19 2505 190E 14 GRAND UT Federal Federal OW APD /
4301950058 Cane Creek Unit 2-3-25-18 2505 180E 2 GRAND UT Federal State OW APD V

4301950059 Cane Creek Unit 16-3-25-18 2505 180E 16 GRAND UT Federal State OW APD /

4301950060 Cane Creek Unit 19-1-25-19 2505 190E 19 GRAND UT Federal Federal OW APD /
4301950061 Cane Creek Unit 32-2-25-19 250S 190E 32 GRAND UT State State OW APD V
4301950062 Cane creekUnit 17-1-25-19 2505 190E 17 GRAND UT Federal Federal OW APD /
4301950063 Cane Creek Unit 16-4-25-18 2505 180E 16 GRAND UT Federal State OW APD y

4301950064 Cane Creek Unit 2-4-25-18 2505 180E 2 GRAND UT Federal State OW APD /
4301950065 Cane Creek Unit 5-1-25-18 2505 180E 5 GRAND UT Federal Federal OW APD /
4301950068 8-2-26-20 2605 200E 8 GRAND UT Federal Federal OW APD V
4301950069 Cane Creek Unit 19-3-26-20 2605 200E 19 GRAND UT Federal Federal OW APD V
4301950070 Cane Creek Unit 21-1-25-19 2505 190E 21 GRAND UT Federal Federal OW APD V
4301950071 Cane Creek Unit 12-2-26-19 260S 190E 12 GRAND UT Federal Federal OW APD v
4301950072 Cane Creek Unit 26-4-25-19 250s 190E 26 GRAND UT Federal Federal OW APD y
4301950073 Cane Creek Unit 21-1-25-18 250S 180E 21 GRAND UT Federal Federal OW APD y
4301950074 CaneCreekUnit9-1-25-18 2505 180E 9 GRAND UT Federal Federal OW APD /
4301950075 CaneCreekUnit7-1-25-19 250S 190E 7 GRAND UT Federal Federal OW APD y
4301950076 Cane Creek Unit 5-2-25-18 2505 180E 5 GRAND UT Federal Federal OW APD y
4301950077 Cane Creek Unit 7-1-25-18 250S 180E 7 GRAND UT Federal Federal OW APD /
4301950078 Cane Creek Unit 13-1-25-18 250s 180E 13 GRAND UT Federal Federal OW APD v
4303750070 Three Mile Unti 12-3-29-21 2905 210E 12 SANJUAN UT Federal Federal OW APD /
4303750071 Three Mile Unit 16-2-29-22 2905 220E 16 SANJUAN UT Federal State OW APD V

4301950036 CANECREEKUNIT2-1-25-18H2 25S 18E 2 GRAND UT Federal State OW



STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 

Request to Transfer Application or Permit to Drill 

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer) 

Well name: See attached welilist 

API number: 

Location: Qtr-Qtr: Section: Township: 

Company that filed original application: Fidelity Exploration & Production Company 

Date original permit was issued: 

Company that permit was issued to: Fidelity Exploration & Production Company 

Check 
Desired Action: one 

>;'>"" 

Transfer pending (unapproved) Application for Permit to Drill to new operator 

Range: 

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as 
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new 
owner of the application accepts and agrees to the information and procedures as stated in the application . 

.f Transfer approved Application for Permit to Drill to new operator 

The undersigned as owner with legal rights to drill on the property as permitted, hereby verifies that the 
information as submitted in the previously approved application to drill, remains valid and does not require 
revision. 

Following is a checklist of some items related to the application, which should be verified. Yes 

If located on private land, has the ownership changed? 
Ilf ~-;;'-h~S the ~~rface agree~~~t been upd~ted?--'-----------------------'-----------------''--

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting 
requirements for this location? 

Have there been any unit or other agreements put in place that could affect the permitting or operation of this 
proposed well? 

Have there been any changes to the access route including ownership or right-of-way, which could affect the 
proposed location? 

Has the approved source of water for drilling changed? 

Have there been any physical changes to the surface location or access route which will require a change in 
plans from what was discussed at the onsite evaluation? 

Is bonding still in place, which covers this proposed well? Bond No. 

No 

.f 

.f 

.f 

.f 

.f 
,f 

Any desired or necessary changes to either a pending or approved Application for Permit to Drill that is being transferred, 
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill, Form 3, as appropriate, with 
necessary supporting information as required. 

Name (ple~obert W. Kirkwood 

Signature~ ~ 
Title President 

Date 'Y6//C' 
I 

Re~esenting~ompanynam~ _W_e_s_ro_o_p_e_rn_ti_~_,_ln_c_.~~~~~~~~~~~~~~~~~~~~~~~~~ 

The person signing this form must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for 
Permit to Drill. 

(3/2004) 

STATE OF UTAH
DEPARTMENTOF NATURAL RESOURCES

DIVISIONOF OIL, GAS AND MINING

Request to Transfer Application or Permit to Drill

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer)

Well name: See attached well list

API number:
Location: Qtr-Qtr; Section: Township: Range:

Company that filed original application: Fidelity Exploration & Production Company

Date original permit was issued:

Company that permit was issued to: Fidelity Exploration &Production Company

Check Desired Action:one

Transfer pending (unapproved) Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new
owner of the application accepts and agrees to the information and procedures as stated in the application.

/ Transfer approved Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drillon the property as permitted, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require
revision.

Following is a checklist of some items related to the application, which should be verified. Yes No

Iflocated on private land, has the ownership changed?

If so, has the surface agreement been updated?
Have any wells been drilled in the vicinityof the proposed well which would affect the spacing or siting /
requirements for this location?
Have there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well?
Have there been any changes to the access route including ownership or right-of-way,which could affect the
proposed location?

Has the approved source of water for drillingchanged?
Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation?
Is bonding still in place, which covers this proposed well? Bond No.

Any desired or necessary changes to either a pending or approved Application for Permit to Drill that is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill,Form 3, as appropriate,with
necessary supporting information as required.

SName pleanRo ¡ ge Presiden

Representing (company name) Wesco Operating, Inc.

The person signing thisform must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for
Permit to Drill



Fidelity Exploration & Production Company Paradox APD List 

Date Issued Permitted Well Name 

3/4/2014 4301950044 CANE CREEK UNIT 2-2-25-18 

2/19/2015 4301950048 Cane Creek Unit 25-1-25-19 

6/26/2014 4301950052 Cane Creek Unit 6-1-25-19 

6/26/2014 4301950053 Cane Creek Unit 29-1-25-19 

6/26/2014 4301950054 Cane Creek 10-1-25-19 

6/26/20144301950055 Cane Creek Unit 30-1-25-19 

6/26/2014 4301950056 Cane Creek Unit 19-2-26-20 

6/26/2014 4301950057 Cane Creek Unit 14-1-25-19 

7/21/20144301950058 Cane Creek Unit 2-3-25-18 

8/6/2014 4301950059 Cane Creek Unit 16-3-25-18 

8/6/20144301950060 Cane Creek Unit 19-1-25-19 

9/22/2014 4301950061 Cane Creek Unit 32-2-25-19 

7/30/2014 4301950062 Cane Creek Unit 17-1-25-19 

8/12/2014 4301950063 Cane Creek Unit 16-4-25-18 

9/24/2014 4301950064 Cane Creek Unit 2-4-25-18 

9/2/2014 4301950065 Cane Creek Unit 5-1-25-18 

11/25/2014 4301950068 8-2-26-20 

12/19/2014 4301950069 Cane Creek Unit 19-3-26-20 

1/14/2015 4301950070 Cane Creek Unit 21-1-25-19 

1/13/2015 4301950071 Cane Creek Unit 12-2-26-19 

1/13/2015 4301950072 Cane Creek Unit 26-4-25-19 

1/14/2015 4301950073 Cane Creek Unit 21-1-25-18 

1/20/2015 4301950074 Cane Creek Unit 9-1-25-18 

1/14/2015 4301950075 Cane Creek Unit 7-1-25-19 

1/20/2015 4301950076 Cane Creek Unit 5-2-25-18 

1/14/2015 4301950077 Cane Creek Unit 7-1-25-18 

1/14/2015 4301950078 Cane Creek Unit 13-1-25-18 

7/8/2014 4303750070 Three Mile Unti 12-3-29-21 

10/2/2014 4303750071 Three Mile Unit 16-2-29-22 

12/16/2014 4301950036 Cane Creek Unit 2-1-25-18 H2 

Township 

2505 

2505 

2505 

2505 

2505 

2505 

2605 

2505 

2505 

2505 

2505 

2505 

2505 

2505 

2505 

2505 

2605 

2605 

2505 

2605 

2505 

2505 

2505 

2505 

2505 

2505 

2505 

2905 

2905 

255 

Range Section(s) County 

180E 

190E 

190E 

190E 

190E 

190E 

200E 

190E 

180E 

180E 

190E 

190E 

190E 

180E 

180E 

180E 

200E 

200E 

190E 

190E 

190E 

180E 

180E 

190E 

180E 

180E 

180E 

210E 

220E 

18E 

2 
25 

6 
29 

10 

30 

19 

14 

2 
16 

19 

32 

17 

16 

2 
5 
8 
19 

21 

12 

26 

21 

9 

7 

5 

7 

13 

12 

16 

2 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

5AN JUAN UT 

5ANJUAN UT 

GRAND UT 

Mineral Surface Well Type Well Status 

5tate 5tate OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal 5tate OW 

Federal 5tate OW 

Federal Federal OW 

5tate 5tate OW 

Federal Federal OW 

Federal 5tate OW 

Federal 5tate OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal 5tate OW 

Federal 5tate OW 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

Fidelity Exploration & Production Company Paradox APD List

Date issued AB Permitted Well Name Township Range Section(s) County State Mineral Surface Well Tvoe Well Status

3/4/2014 4301950044 CANECREEKUNIT2-2-25-18 2505 180E 2 GRAND UT State State OVV APD
2/19/2015 4301950048 Cane Creek Lhlit25-1-25-19 2505 190E 25 GRAND UT Federal Federal OVV APD
6/26/2014 4301950052 Cane Creek thiit6-1-25-19 250S 190E 6 GRAND UT Federal Federal Ovv APD
6/26/2014 4301950053 Cane Creek Lhlit29-1-25-19 2505 190E 29 GRAND UT Federal Federal OVV APD
6/26/2014 4301950054 CaneCreekl0-1-25-19 250S 190E 10 GRAND UT Federal Fedeñal Ovv APD
6/26/2014 4301950055 Cane Creek Lhiit30-1-25-19 250S 190E 30 GRAND UT Federal Federal OVV APD
6/26/2014 4301950056 CaneCreekUnit19-2-26-20 2605 200E 19 GRAND UT Federal Federal O\V APD
6/26/2014 4301950057 CaneCreekUnit14-1-25-19 250S 190E 14 GRAND UT Federal Federal O\¾ APC
7/21/2014 4301950058 Cane Creek thiit2-3-25-18 250S 180E 2 GRAND UT Fedenal State OVV APD

8/6/2014 4301950059 CaneCreekUnit16-3-25-18 250S 180E 16 GFLAND UT Federal State OVV APD
8/6/2014 4301950060 CaneCreekUnit19-1-25-19 250S 190E 19 GRAND UT Federal Fedeñal OVV APD

9/22/2014 4301950061 CaneCreek Lhlit32-2-25-19 2505 190E 32 GRAND UT State State OVV APD
7/30/2014 4301950062 CaneCreek Lkiit17-1-25-19 250S 190E 17 GRAND UT Federal Federal O\¾ APD
8/12/2014 4301950063 CaneCreek Lhiit16-4-25-18 250S 180E 16 GRAND UT Federal State O\¾ APC
9/24/2014 4301950064 Cane Creek Lhiit2-4-25-18 2505 180E 2 GRAND UT Federal State O\W APD

9/2/2014 4301950065 Cane Creek Unit5-1-25-18 2505 180E 5 GRAND UT Federal Fedenal OVV APD
11/25/2014 4301950068 8-2-26-20 260S 200E 8 GRAND UT Federal Federal O\¾ APD
12/19/2014 4301950069 CaneCreekUnit19-3-26-20 2605 200E 19 GRAND UT Federal Federal OVV APD

1/14/2015 4301950070 Cane Creek Lhlit21-1-25-19 2505 190E 21 GRAND UT Federal Federal OVV APD
1/13/2015 4301950071 Canecreek Unit12-2-26-19 2605 190E 12 GRAND UT Federal Federal 0\¾ APD
1/13/2015 4301950072 Canecreek Lhiit26-4-25-19 250S 190E 26 GRAND UT Federal Federal Ovv APD
1/14/2015 4301950073 Cane Creek Unit21-1-25-18 2505 180E 21 GFLAND UT Federal Federal O\¾ APD
1/20/2015 4301950074 Cane Creek Unit9-1-25-18 250S 180E 9 GRAND UT Federal Federal OVV APD
1/14/2015 4301950075 Cane Creek Unit7-1-25-19 2505 190E 7 GRAND UT Federal Federal 0\¾ APD
1/20/2015 4301950076 Cane Creek Unit5-2-25-18 250S 180E 5 GRAND UT Federal Federal OVV APD
1/14/2015 4301950077 Canecreek Lhiit7-1-25-18 250S 180E 7 GRAND UT Federal Federal OVV APD
1/14/2015 4301950078 Cane Creek Lhiit13-1-25-18 250S 180E 13 GRAND UT Federal Federal Ovv APD

7/8/2014 4303750070 Three Adile Until2-3-29-21 2905 210E 12 SANJUAN UT Federal Federal O\¾ APD
10/2/2014 4303750071 Three Mile Lhlit16-2-29-22 2905 220E 16 SANJUAN UT Federal State OVV APD

12/16/2014 4301950036 CaneCreekUnit2-1-25-18H2 25S 18E 2 GRAND UT Federal State OUV



FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPE OF VVELL 
OIL WELL 0 GAS WELL 0 OTHER Blue Hills Gas Plant 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

UTU-90108 
6. IF INOlAN, ALLOTIEE OR TRIBE NAME: 

7. UNIT or CA AGREEMENT NAME: 

8. VVELL NAME and NUMBER: 

Blue Hills Gas Plant 
9. API NUMBER: 

10. FIELD AND POOL, ORVIIILDCAT: 

1801 California St., STE 250( CITY Denver STATE CO ZIP 80202 
I PHONE NUMBER: 

I (303) 893-3133 
4. LOCATION OF VVELL 

FOOTAGES AT SURFACE: COUNTY: Grand 

QTRIOTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

III 0 ACIDIZE 0 DEEPEN 0 REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) 0 ALTER CASING 0 FRACTURE TREAT 0 SIDETRACK TO REPAIR VVELL 

ApprOximate date work will start: 0 CASING REPAIR 0 NEW CONSTRUCTION 0 TEMPORARILY ABANDON 

3/1/2016 0 CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE 0 TUBING REPAIR 

0 CHANGE TUBING 0 PLUG AND ABANDON 0 VENT OR FLARE 

0 SUBSEQUENT REPORT 0 CHANGE VVELL NAME 0 PLUG BACK 0 WATER DISPOSAL 
(Submit Original Form Only) 

0 CHANGE VVELL STATUS 0 PRODUCTION (STARTIRESUME) 0 WATER SHUT -OFF 
Date of work completion: 

0 COMMINGLE PRODUCING FORMATIONS 0 RECLAMATION OF VVELL SITE 0 OTHER: 

0 CONVERT VVELL TYPE 0 RECOMPLETE· DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show ali pertinent details including dates, depths, volumes, etc. 

Effective March1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the Blue 
Hills Gas Plant located in T23S-R19E, Sections 20,29, Wesco Operating, Inc. has been named as successor Operator. 

Wesco Operating, Inc. 
P.O Box 1650 
Casper, Wyoming 82602 
Phone 307-265-5178 

Wesco Operating, Inc. 
Robert W. Kirkwood, President 

.... ,"'''''''''''' Darwin Subart ~ 

SIGNATURE z]att1r 4. 
(This space for State use onty) 

Fidelity Exploration & Production Company 
1801 California Street, Suite 2500 
Denver, Colorado 80202 
Phone 303-893-3133 

TITLE Chief Financial Officer 

DATE 

APPROVED 
APR 2 1 2016 

(512000) (See Instructions on Reverse Side) 

~
IV~ OIL GAS & MINING, 

BY:_ ."'0 ho 0 ~(J d g {"\r"\ '- -... -=-~ ... ~ 

STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-90108

SUNDRY NOTICES AND REPORTS ON WELLS 6 IFINDIAN,ALLOTTEEORTRIBENAME:

7 UNITor CA AGREEMENT NAME:
Do notuse thisform for proposals todrillnew wells, significantlydeepen existingwells below currentbottom-hole depth, reenterplugged wells,or to

drillhorizontal laterals. Use APPLICATIONFOR PERMITTODRILLform for such proposals.
1. TYPE OF WELL

OILWELL Q GAS WELL OTHER Blue HillsGas Plant 8 WELLNAMEand NUMBER:

Blue HillsGas Plant
2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
1801 California St., STE 250( zy Denver STATE CO ZIP 80202 (303) 893-3133

4 LOCATIONOF WELL

FOOTAGES AT SURFACE: COUNTY: Grand

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date workwillstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT4)FF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective Marchi, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the Blue
Hills Gas Plant located in T23S-R19E, Sections 20, 29. Wesco Operating, Inc. has been named as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W. Kirkwood, President

iOnnture

NAME(PLEASEPRINT) Darwin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only) APPROVED
APR2 1 2016

(5/2000) (See Instnactions on Reverse Side) IV.OILG AS &MINING
,



FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

00 not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill horlzontallaterais. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPE OF VllELL 
OIL WELL D GAS WELL D OTHER Compressor Booster Station 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

1801 California St., STE 2501 CITY Denver 

4. LOCATION OF VllELL 

FOOTAGES AT SURFACE: 

OTR/OTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: 

STATE CO ZIP 80202 I PHONE NUMBER: 

(303) 893-3133 

6. IF INDIAN, ALLOTTEE OR TRIBE NAME: 

7. UNIT or CA AGREEMENT NAME: 

8. VllELL NAME and NUMBER: 

Dubinky Booster Station 
9. API NUMBER: 

10. FIELD AND POOL, OR WlLOCAT: 

COUNTY: Grand 

STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

III D ACIDIZE D DEEPEN D REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) D ALTER CASING D FRACTURE TREAT D SIDETRACK TO REPAIR VllELL 

Approximate date work will start: D CASING REPAIR D NEW CONSTRUCTION D TEMPORARILY ABANDON 

3/1/2016 D CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE D TUBING REPAIR 

D CHANGE TUBING D PLUG AND ABANDON D VENT OR FLARE 

D SUBSEQUENT REPORT D CHANGE VllELL NAME D PLUG BACK D WATER DISPOSAL 
(Submit Original Form Only) 

D CHANGE VllELL STATUS D PRODUCTION (STARTIRESUME) D WATER SHUT-OFF 
Date of work completion: 

D COMMINGLE PRODUCING FORMATIONS D RECLAMATION OF VllELL SITE D OTHER: 

D CONVERT VllELL TYPE D RECOMPLETE - DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc. 

Effective March1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the 
Dubinky Booster Station located along Dubinky Road, approximately 18 miles northwest of Moab, 599142 E 4280872 N UTM 
Zone 12, NAD83, Wesco Operating, Inc. has been named as successor Operator. 

Wesco Operating, Inc_ 
P.O. Box 1650 
Casper, Wyoming 82602 
Phone 307-265-5178 

Signature 

NAME (PLEASE PRINT) Darwin Subart 

SIGNATURE ~tlt11' ~ 
(this space for State use only) 

(512000) 

Fidelity Exploration & Production Company 
1801 California Street, Suite 2500 
Denver, Colorado 80202 
Phone 303-893-3133 

TITLE 

DATE 

(See Instructions on Reverse Side) 

Chief Financial Officer 

APPROVED 
APR 2 1 2016 

~OJL GAS & MINING _ 

BY:~t Q.b o-QJ\{\.o d I V\cx 

STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

6. IF INDIAN,ALLOTTEEOR TRIBE NAME
SUNDRY NOTICES AND REPORTS ON WELLS

7. UNITorCA AGREEMENTNAME:
Do notuse thisform for proposals to drillnewwells,significantlydeepen existingwells below currentbottom-hole depth, reenterplugged wells,or to

drillhorlzontal laterals. Use APPLICATIONFOR PERMITTODRILLform for such proposals.

1. TYPE OF WELL
OIL WELL O GAS WELL OTHER Compressor Booster Station 'D

bLLnNkAyM

B
ONSUMeBr

ÍStiOn

2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1801 California St., STE 2501 yy Denver STATE CO ZIP 80202 (303) 893-3133
4 LOCATIONOF WELL

FOOTAGESATSURFACE: COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Foun Only)

CHANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATERSHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective Marchi, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the
Dubinky Booster Station located along Dubinky Road, approximately 18 miles northwest of Moab, 599142 E 4280872 N UTM
Zone 12, NAD83. Wesco Operating, Inc. has been named as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O. Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W re

Signature

NAME(PLEASE PRINT) DatWin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only)

APR2 1 2016
(SeelnstructionsonReverseSide)

OIL GAS& MINING -

(5/2000)

BY: gp Ko Og A



Well Name and Number 
Kane Springs 16-1 

Location of Well 

Footage: 960' FSL 1960' FWL 

QQ, Section, Township, Ran~e: SESW 

STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 

TRANSFER OF AUTHORITY TO INJECT 

16 25 18 

County: Grand 

State: UTAH 

API Number 

4301931341 
Field or Unit Name 
Cane Creek 

Lease Designation and Number 

ML-44333 

I EFFECTIVE DATE OF TRANSFER: _3_/1_/2_0_1_6 __ _ 

CURRENT OPERATOR 

Company: Fidelity Exploration & Production Company Name: Darwin Subart 

Address: 1801 California Street, Suite 2500 Signature: 

city Denver state CO zip 80202 Title: Chief Financial Officer 

Phone: (303) 893-3133 Date: 

Comments: 

NEW OPERA TOR 

Company: Wesco Operating, Inc. Name: Robert W. Kirk~ 

Address: P.O. Box 1650 Signature: ,~~-" -' 
city Casper state WY zip 82602 Title: President 

Phone: (307) 265-5178 Date: t4# 
Comments: 

Approval Date: ----4-~1--I---03~/!~'j-

(5/2000) 

UIC FORM 5 STATE OF UTAH UIC FORM 5
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

TRANSFER OF AUTHORITY TO INJECT
Well Name and Number API Number

Kane Springs 16-1 4301931341
Location of Well Field or Unit Name

Cane Creek
Footage : 960' FSL 1960' FWL County : Grand

Lease Designation and Number

QQ, Section, Township, Range: SESW 16 25 18 state: UTAH ML-44333

EFFECTIVE DATE OF TRANSFER: 3/1/2016

CURRENT OPERATOR

Company: Fidelity Exploration & Production Company Name: Darwin Subart

Address: 1801 California Street, Suite 2500 Signature:

city Denver state CO zip 80202 Title: Chief Financial Officer

Phone: (303) 893-3133 Date:

Comments:

NEW OPERATOR

Company: Wesco Operating, Inc Name: Robert W. Kirkwood -

Address: P.O. Box 1650 Signature:

city Casper state WY zip 82602 Title: President

Phone: (307) 265-5178 Date: ( Y

Comments:

(This spraacnesferrapreovesdeb

Approval Date:

Title:

Comments:
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